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comuni cation system for carrying out packet transm ssion/reception
between a nobile termnal having a power saving node to reduce a power

consunpti on amdTeacadios basepstatdoowre a packet type of a packet is judged,
and a sleep tiner value indicating a tinme duration since a |last packet is

transm ét ed/ receinvcmmmtddmwtuhqcmmm ssgvmlg Moge_ 1S tam %\ﬁ NIgasebyaccordi ng
to a judgenent 1en, _at ast one sleep tiner for neasuring an

el apsed tine si ﬁ\i@l#% '\5)2315&‘% i Eﬁﬁﬁ%&mﬂfeﬁﬁ’%é&w& S activated, and
the nobile term n IS cl(%)g%?rolled t.o execute the 1povver savi ng node at a

timng at which t 8 8l Ap tTHE eSS 88 SBY ERel A FRESH n&YUS| eep ti ner

exceeded t hepskbep tramsmisvalae/reception between a mobile terminal

5 having a power saving mode to reduce a power consumption
and a radio base station, a packet type of a packet is
Judged, and a sleep timer value indicating a time duration
since a last packet is transmitted/received until the power
saving mode starts 1s set according to a judgement result.

10 Then, at least one sleep timer for measuring an elapsed
time since the packet is transmitted/received is activated,
and the mobile terminal is controlled to execute the power
saving mode at a timing at which the elapsed time measured
by the at least one sleep timer exceeded the sleep timer

15 wvalue.
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