
SPECIFICATION 

TITLE OF THE INVENTION: STRAP 

Technical Field 

[0001] The present invention relates to a strap for carrying baggage for carrying 

electronic equipment such as a camera and music equipment such as a guitar and bags, and 

more particularly relates to a strap used by hanging on a neck or a shoulder. 

Background Art 

[0002] Conventionally, there is a camera strap (so-called neck strap) used by hanging on 

a neck or a shoulder. Such a neck strap is composed of a belt-like hanging strap portion 

which holds the left and right ends of the camera and can be hung on the neck or shoulder, 

and a fastener for fastening both end portions of the hanging string portion. Here, when 

holding a heavy camera like a single lens reflex camera, it is necessary to select a material 

having sufficient strength to withstand the load of the camera. For this reason, in the camera 

strap, the material of the hanging strap is made of strong resin, leather, tightly woven cloth, 

and narrow width is common. For example, in the neck-hanger type camera strap disclosed 

in Patent Document 1, the cloth hanging string portion has a narrow width. 

[0003] In this way, since the belt-shaped hanging strap portion is narrow in width, when 

the camera strap is hooked on the neck or shoulder, there is a possibility that the hanging 

strands bites into the neck or the shoulder and hurts the neck and shoulders. Therefore, in 

order to disperse the load when the strap is hung on the neck or shoulder, there is one in which 

the hanging strap portion is widened. For example, the hanging strap portion of the strap 

disclosed in Patent Document 2 is made of a stall which is a single wide cloth. 

Related Art Documents 

Patent Documents 

[0004] 

Patent Document 1: Japanese Patent Laid-Open No. 2012-103736 
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Patent document 2: Japanese Registered Utility Model No. 3194006 

Disclosure of the Invention 

Problems to be Solved by the Invention 

[0005] However, in the case where the hanging strap portion of the strap is only made 

into a wide cloth, there is a problem in that it is restricted to a case where it is attached to a 

relatively small and lightweight carried object such as a camera in terms of strength. For 

this reason, it was necessary to sufficiently maintain the strength of the hanging strap portion 

when attaching the strap to a larger carried object. Further, in the case of constructing the 

hanging string portion with one cloth, there is a problem that if the pattern of one cloth is the 

same, the design of the hanging strap portion is poor. 

[0006] The present invention has been made in view of the above problems, and it is an 

object of the present invention to provide a strap reducing a burden on a neck and a shoulder, 

having a sufficient strength for holding a carried object, and having excellent design. 

Means of Solving the Problems 

[0007] In order to solve the above problem, the present invention is a strap (1,2) having a 

hanging portion (10) to be hung on a neck or a shoulder and a plurality of fasteners (16A,16B) 

fastened to both end portions of the hanging portion (10) and attached to a carried object (50, 

60), and the hanging portion (10) is formed by stitching two or more rectangular cloths (11, 

12) in a longitudinal direction. When wider fabrics (11, 12) are used for the hanging portion 

(10), the portion hitting the neck or the shoulder becomes wider, so that the weight of the 

carried object (50, 60) is dispersed. In this way, the burden on the neck and shoulders can be 

reduced. 

[0008] In addition, when two or more cloths (11, 12) are stitched in the longitudinal 

direction, sewing portions (S1, S2) are formed in the entire region in the direction in which 

the tension of the hanging portion (10) is generated when the load from the carried object (50, 

60) is applied to the hanging portion (10). This increases the proof stress against loads from 

the carried object (50, 60). Since the hanging portion (10) is composed of two or more 
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cloths (11, 12), after scratching the surface of any one of the cloths (11, 12), even if the 

scratch becomes large due to the load on the hanging portion (10), it is possible to stop the 

scratches from being expanded at the sewn portions (SI, S2). Therefore, the safety of the 

hanging portion (10) is enhanced. Thereby, it has sufficient strength to hold the carried object 

(50, 60). 

[0009] Further, if it is constituted by sewing two or more cloths (11, 12), if two or more 

cloths (11, 12) are made to have different patterns, it is possible to form more various patterns 

as compared with the case where it is constituted by one piece of cloth and it can be made 

excellent in designability. Therefore, according to the straps (1, 2) of the present invention, 

the straps (1,2) reduces the burden on the neck and shoulder, has sufficient strength to hold 

objects to be carried, and is also excellent in design. 

[0010] In the strap (1) having the above configuration, the strap (1) may having bag-shaped 

portions (13) which are formed at both end portions in the longitudinal direction of the 

hanging portion (10), the bag-shaped portions (13) are formed by sewing an inclined portion 

(11a, 12a) formed by cutting two corners (11X, 12X) on the diagonal of the two or more 

sutured cloths (11, 12) and an end portion (lib, 12b) parallel to the longitudinal direction, and 

an opening portion (14) of the bag-shaped portions (13) is formed at a central portion in the 

longitudinal direction of the hanging portion (10). In this way, by forming the bag-shaped 

portions (13) at both longitudinal end portions of the hanging portion (10), a small package 

such as accessories of the carried object (50) can be passed through the opening portion (14) 

and housed in the bag-shaped portions (13). 

[0011] Further, by forming the bag-shaped portions (13) by sewing the cloth (11, 12) to 

each other, there is no need to separately prepare a cloth for forming the bag-shaped portions, 

and the number of members is not required. In addition, by forming the bag-shaped portions 

(13) only by mutually sewing the cloth (11, 12) at both end portions in the longitudinal 

direction, the shape of the bag-shaped portions (13) is not emphasized and the function and 

designability of the cloth (11, 12) are not impaired. Also, by cutting off the corner portions 
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(11X, 12X), inclined portions (11a, 12a) are formed at the end portions in a direction 

intersecting with the longitudinal direction. When sewing the end part which is inclined 

with respect to the longitudinal direction and the end part parallel to the longitudinal 

direction, the cloth (11, 12) is naturally wrapped around both ends of the hanging part (10) , 

thereby forming the bag-shaped portions (13). For this reason, it is a natural design and the 

design is not impaired. 

[0012] Further, by making the central portion in the longitudinal direction of the hanging 

portion (10) to be the opening portion (14), the central portion becomes wider, so that the 

weight of the carried object (50) is dispersed in the central portion to be hung on the neck or 

the shoulder. In this way, the burden on the neck or the shoulder can be reduced. 

[0013] Moreover, by using the stall on the strap, it is possible to improve the 

fashionability by the pattern of the strap, and it can also be used as a cover for protection 

enveloping the carried object, there is a merit that the strap can have functionality. 

[0014] In the strap (1) having the above configuration, the end portion on the side of the 

opening (14) side of the bag-shaped portions (13) may be a folded portion (11c) to be sewn by 

folding in pleated state one cloth (11, 12) of two cloths (11, 12). In this manner, by 

performing so-called gathering, in which one of the cloths (11, 12) are folded in pleated state 

at the end portion of the bag-shaped portions (13) on the side of the opening portion (14), the 

bag-shaped portions (13) becomes more stereoscopic with a simple configuration. 

Therefore, the storage capacity of the bag-shaped portions (13) can be increased. 

[0015] In the strap (2) having the above configuration, the hanging portion (10) may be 

formed in an endless annular shape by sewing two or more rectangular cloths (11, 12) in the 

longitudinal direction and sewing both end portions in the longitudinal direction. With such 

a configuration, the width of the hanging portion (10) between the fasteners (16A, 16B) 

becomes the width of two cloths and becomes wider, so that the weight of the carried object 

(60) is dispersed. As a result, the burden on the neck and shoulders can be further reduced. 

It is to be noted that the reference numerals in parentheses above indicate the reference 
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numerals of the corresponding constituent elements of the embodiments described later as an 

example of the present invention. 

Effects of the Invention 

[0016] According to the strap of the present invention, it is possible to reduce the burden on 

the neck or the shoulder, have sufficient strength to hold the carried object, and have excellent 

design. In addition, by using cloth for the strap, it is possible to improve the fashionability 

by the pattern of the strap, and it can also be used as a cover for protection wrapping the 

object to be conveyed, so that it can have functionality. 

Brief Description of the Drawings 

[0017] 

[FIG. 1] FIG. 1 is an overall perspective view of a strap according to a first embodiment of 

the present invention. 

[FIG. 2] FIG. 2 is a diagram showing another configuration example of a hanging portion. 

[FIG. 3] FIG. 3 is a view showing a structure of a fastener of the strap. 

[FIG. 4] FIG. 4 is a view for explaining a state in which a fixed portion of the hanging 

portion is attached to a fixture of a carried object. 

[FIG. 5 A] FIG. 5A is a view showing a manufacturing process of the hanging portion of the 

first embodiment. 

[FIG. 5B] FIG. 5B is a view showing a manufacturing process of the hanging portion of the 

first embodiment. 

[FIG. 5C] FIG. 5C is a view showing a manufacturing process of the hanging portion of the 

first embodiment. 

[FIG. 6A] FIG. 6A is a view showing the manufacturing process of the hanging portion of 

the first embodiment. 

[FIG. 6B] FIG. 6B is a view showing the manufacturing process of the hanging portion of 

the first embodiment. 
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[FIG. 6C] FIG. 6C is a view showing the manufacturing process of the hanging portion of 

the first embodiment. 

[FIG. 7] FIG. 7 is an overall perspective view of a strap according to a second embodiment 

of the present invention. 

[FIG. 8A] FIG. 8A is a view showing a manufacturing process of a hanging portion 

according to the second embodiment. 

[FIG. 8B] FIG. 8B is a view showing a manufacturing process of the hanging portion 

according to the second embodiment. 

[FIG. 8C] FIG. 8C is a view showing a manufacturing process of the hanging portion 

according to the second embodiment. 

[FIG. 9A] FIG. 9A is a view showing a manufacturing process of the hanging portion 

according to the second embodiment. 

[FIG. 9B] FIG. 9B is a view showing a manufacturing process of the hanging portion 

according to the second embodiment. 

Mode for Carrying Out the Invention 

[0018] [First Embodiment] Hereinafter, an embodiment of the present invention will be 

described in detail with reference to the appending drawings. FIG. 1 is an overall 

perspective view of a strap according to a first embodiment of the present invention. 

As shown in FIG. 1, the strap 1 includes a hanging portion 10 constituted by stalls 11 and 12 

which are wide and thin cloths, a pair of annular members (fasteners) 16A, 16B for fixing the 

pair of fixed portions 11 A, 11B of the hanging portion 10, and an end adjusting member 20 

for adjusting the length of the end portion of the hanging portion 10. 

[0019] The strap 1 is attached to a carried object 50 such as a camera at the fixing 

portions 11A and 1 IB at both ends thereof. In the present embodiment, a camera is 

exemplified as the carried object 50, but it may be other than the camera. For example, the 

strap 1 can be a guitar strap by attaching the strap 1 directly to a guitar. In addition, the strap 

1 may be attached to a case of a surfboard case, a sports bag such as a golf bag, or a case of an 
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instrument such as a guitar case. 

[0020] The hanging portion 10 is attached by fixing the annular members (ring members) 

16A, 16B attached to the fixed portions 11 A, 1 IB to the fixtures 51 A, 51B formed on the left 

and right side portions of the carried object 50. The hanging portion 10 is composed of a 

wide stall (cloth) spreading over the neck or the shoulder, and its outer shape is rectangular in 

the expanded state. The hanging portion 10 of the present embodiment is formed by 

stitching two stalls 11, 12 of two different patterns in a rectangular shape in the longitudinal 

direction. 

[0021] The length of the hanging portion 10 differs depending on the carried object 50. 

For example, when the carried object 50 is a camera, when the central portion of the hanging 

portion 10 is hung around the neck, it is preferable that the length of the hanging portion 10 is 

such a length that the carried object 50 comes from the user's chest to abdomen. Therefore, 

the width and the length of the hanging portion 10 are preferably about 40 to 100 cm or about 

70 to 170 cm which is the size of a general stall. Therefore, the width of each stall 11, 12 is 

preferably about 20 to 50 cm. 

[0022] In addition, for the material of the stalls 11,12 constituting the hanging portion 

10, a material which is lightweight and can secure strength such as silk and chiffon is used. 

Here, since the hanging portion 10 needs strength, it is more preferable that the material of the 

stalls 11, 12 is a mixture of synthetic fibers such as polyester, and more preferred is one in 

which the weaving of the dough is fine. However, it is not limited to this, and hemp or 

cotton may be used depending on the type of the carried object. 

[0023] In addition, it is preferable to apply waterproofing or UV processing to the stall of 

the neck type hanging portion 10 as necessary in order to prevent sunburn of the neck. 

In addition, the specific processing method changes according to the product concept. 

For example, since the silk material has a property of absorbing ultraviolet rays, it is not 

necessary to apply UV processing when using the hanging portion 10 of silk material. 

[0024] At both ends in the longitudinal direction of the hanging portion 10, the bag-
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shaped portion 13 is formed by sewing the stalls 11, 12 to each other. A specific production 

method will be described in detail later. Also, an opening portion 14 of the bag-shaped 

portion 13 is formed in the center portion in the longitudinal direction of the hanging portion 

10. The opening portion 14 has not only the function of opening for accessing the bag-

shaped portion 13 but also the effect that a wide portion is secured by taking many places not 

formed in a bag shape at the center of the hanging portion 10. 

[0025] At the end of the bag-shaped portion 13 on the side of the opening portion 14, 

processing is performed such that one of the two stalls 11, 12 is folded in pleated state (also 

called gathered processing), and the folded portions 11c, 12c are formed. In FIG. 1, at the 

end of the bag-shaped portion 13 on the left side on the side of the opening portion 14, the 

above-mentioned processing is performed on the side of the stall 12, while at the end of the 

bag-shaped portion 13 on the right side on the side of the opening portion 14, the above-

mentioned processing is performed on the side of the stall 11. By carrying out this 

processing, the bag-shaped portion 13 becomes more stereoscopic easy. 

[0026] By the way, although the above-described hanging portion 10 is not provided with 

any member at the opening 14 side end portion of the bag-shaped portion 13, it is not limited 

thereto. FIG. 2 is a diagram showing another configuration example of the hanging portion 

10. For example, as shown in FIG. 2, on the inner side of the end portion of the bag-shaped 

portion 13 on the side of the opening portion 14, a fixing member 15 that can be engaged with 

each other, such as a surface fastener or a snap fit, may be provided. When the fixing 

members 15 are engaged with each other in the vicinity of the opening portion 14 of the 

hanging portion 10, the opening of the bag-shaped portion 13 can be closed, and it is possible 

to prevent the stored item stored in the bag-shaped portion 13 from falling. It should be 

noted that the invention is not limited to one that is fastened by a single point, and an opening 

and closing member such as a fastener capable of continuously closing a part or the whole of 

the opening and closing member may be disposed. 

[0027] FIG. 3 is a view showing the structure of the end adjusting member 20 of the strap 
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1. As shown in FIG. 3, two holes (the first insertion hole 21 and the second insertion hole 

22) are formed in the end adjusting member 20 in order to pass the fixing portions 11 A, 11B 

of the hanging portion 10 and the vicinity thereof plural times. The material of the end 

adjusting member 20 is made of metal, resin, leather, hard cloth, etc., and is not particularly 

specified. 

[0028] FIG. 4 is a view for explaining a state in which the fixed portion 11 A, 11B of the 

hanging portion 10 is attached to a fixture 51A of a carried object 50. Hereinafter, the 

structure of one of the fixing portions 11A side of the hanging portion 10 will be described, 

but the fixing portion 1 IB side has the same configuration. As shown in FIG. 4, by attaching 

the annular member 16A inserted through the fixed portion 11A of the hanging portion 10 to 

the fixture 51A provided on the left and right side portions of the carried object 50, the strap 1 

is attached to the carried object 50. 

[0029] The procedure for fixing the hanging portion 10 to the fixed portion 11A and the 

annular member 16A is as follows. First, the fixing portion 11A is passed through the first 

insertion hole 21 and the second insertion hole 22 of the end adjustment member 20 in this 

order. Thereby, the fixed portion 11A is fixed to the end adjusting member 20. After that, 

the distal end of the fixed portion 11A is passed through the annular member 16A, then passed 

through the first insertion hole 21 and the second insertion hole 22 of the end adjustment 

member 20 again, and is sutured to the side surface of the fixed portion 11A itself and fixed. 

[0030] Next, a specific manufacturing method of the hanging portion 10 will be described 

with reference to FIGS. 5 and 6. FIG. 5 and FIG. 6 are views showing manufacturing steps 

of the hanging portion of the first embodiment. First, as shown in FIG. 5A, opposed long 

sides of a rectangular stall 11 and a stall 12 having the same shape are sewn together. As a 

result, the two rectangular stalls 11, 12 are stitched in the longitudinal direction. The sewn 

portions are referred to as a first sewn portion SI and a second sewn portion S2, respectively. 

[0031 ] When the inner surface and the outer surface of the integral stalls 11, 12 are 

reversed, the first seamed portion SI and the second seamed portion S2 are hidden on the 
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inner surface, as shown in FIG. 5B. As a result, the first sewn portion SI and the second 

sewn portion S2 of the hanging portion 10 are invisible from the surface side and the design is 

excellent. Here, in the present embodiment, when inverting the inner and outer surfaces of 

the stalls 11, 12, it is preferable to dispose the first seamed portion SI and the second seamed 

portion S2 so as to overlap each other as shown in FIG. 5B, because the next operation is easy 

to perform. 

[0032] Next, as shown in FIG. 5C, two cut portions (corner portions) 1IX and 12X on the 

diagonal of the two mutually sewn stalls 11 and 12 arranged as described above are cut off, 

respectively. It is preferable that the cutout portions 1IX and 12X cut off the end portions at 

diagonal positions. Here, the cut portions 11X and 12X may have inclined portions 11 a and 

12a inclined with respect to the longitudinal direction, and the angles of the inclined portions 

11a and 12a and the size of the cutout portions 11X and 12X are not limited to the size of 

showed in FIG. 5C. 

[0033] Incidentally, between the lower end of the inclined portion 11 a and the upper end 

of the inclined portion 12a, there is a non-inclined region B having both end portions parallel 

to the first seamed portion S1 and the second seamed portion S2, it is preferable to sufficiently 

secure the non-inclined region B. In the non-inclined region B, only the end part is sewn 

and the central part is the part where the neck or the shoulder hits. Therefore, by ensuring 

the wide non-inclined region B, the region where the load is dispersed is increased. 

[0034] As shown in FIG. 6A, at the upper end side of the stalls 11, 12, the inclined 

portion 11a and the right upper end portion 12b which is close to the inclined portion 11a and 

opposes on the upper end side are sewn. Similarly, on the lower end side of the stalls 11, 12, 

the inclined portion 12a and the left lower end portion lib which is close to the inclined 

portion 12a and opposes on the lower end side are sewn. At the time of suturing, the folded 

portion 11c, which is the end adjacent to the inner side of the inclined portion 11a, and the 

folded portion 12c, which is the end adjacent to the inner side of the inclined portion 12a, are 

folded several times and sewed. 
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[0035] As shown in FIG. 6B, a portion where the inclined portion 11a and the right upper 

end portion 12b are stitched becomes a third seamed portion S3, and a portion where the 

inclined portion 12a and the left lower end portion 1 lb are sewn becomes a fourth seamed 

portion S4. At this time, the folded portion 11 c is sewn as a part of the third seamed portion 

S3, and the folded portion 12c is sewn as a part of the fourth seamed portion S4. 

[0036] Here, when the inner surface and the outer surface of the stalls 11, 12 are reversed, 

the hanging portion 10 shown in FIG. 6C is completed. In this way, finally, by inverting the 

inner surface and the outer surface of the stalls 11, 12, the third seamed portion S3 and the 

fourth seamed portion S4 are hidden on the inner surface. As a result, the third sewn portion 

S3 and the fourth sewn portion S4 forming the bag-shaped portion 13 of the hanging portion 

10 cannot be seen from the surface side, and the design is excellent. Incidentally, a 

corrugated portion lid recessed in a wave shape is formed on the opposite side of the folded 

portion 11c, and a corrugated portion 12d recessed in a wave form is formed on the opposite 

surface of the folded portion 12c. In the present embodiment, since the folded portions 11 c 

and 12c are two, two corrugated portions lid and 12d are also formed, but the number is not 

limited thereto. 

[0037] As described above, in the strap 1 of the first embodiment, the hanging portion 10 

is formed by sewing the two rectangular stalls 11, 12 in the longitudinal direction. When 

stalls 11 and 12, which are wide cloths, are used for the hanging portion 10, the portion hitting 

the neck or the shoulder becomes wider, so that the weight from the carried object 50 is 

dispersed. In this way, the burden on the neck and the shoulder can be reduced. 

[0038] Further, when the two stalls 11, 12 are sewn in the longitudinal direction, the sewn 

portions SI, S2 are formed in the entire region in the tension generating direction of the 

hanging portion 10 when the load from the carried object 50 hits the hanging portion 10, the 

proof stress against the load from the carried object 50 becomes strong. Further, since the 

hanging portion 10 is composed of two stalls 11, 12, even if one of the stalls 11, 12 is 

scratched and then the damage to the hanging portion 10 is increased by the load on the 
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hanging portion 10, the expansion of the flaw can be stopped at the sewn portions SI and S2. 

Therefore, the safety of the hanging portion 10 is enhanced. Thereby, it has sufficient strength 

to hold the carried object 50. 

[0039] Furthermore, since the hanging portion 10 is constituted by sewing the two stalls 

11, 12, if the two stalls 11, 12 are made to have different patterns, it is possible to form more 

various patterns and it can be made excellent in design as compared with the case where the 

hanging portion 10 is constituted by one stall. Therefore, according to the strap 1 of the 

present embodiment, it is possible to reduce the burden on the neck or the shoulder, have 

sufficient strength to hold the carried object, and have excellent design. 

[0040] Further, by sewing the inclined portion 11 a and the right upper end portion 12b of 

the stalls 11, 12 or the inclined portion 12a and the left lower end portion lib with each other, 

the bag-shaped portions 13 are formed at both end portions in the longitudinal direction of the 

hanging portion 10. In addition, an opening 14 of the bag-shaped portion 13 is formed in the 

center portion in the longitudinal direction of the hanging portion 10 which is not sewn. 

In this way, by forming the bag-shaped portions 13 at both end portions in the longitudinal 

direction of the hanging portion 10, it is possible to accommodate a small package such as an 

accessory of the carried object 50 in the bag-shaped portion 13 through the opening portion 

14. 

[0041 ] Further, by forming the bag-shaped portion 13 by stitching the stalls 11, 12, it is 

not necessary to separately prepare a cloth for forming the bag-shaped portion 13, so that the 

large number of members is not required. In addition to this, by forming the bag-shaped 

portion 13 by merely sewing the stalls 11, 12 at both end portions in the longitudinal 

direction, the shape of the bag-shaped portion 13 is not emphasized and the function and 

design of the stalls 11 and 12 are not impaired. In addition, by cutting out the cut portions 

11X and 12X, the inclined portions 11a and 12a are formed at the end portions in the direction 

crossing the longitudinal direction of the stalls 11 and 12. In this state, when the end portion 

inclined with respect to the longitudinal direction and the end portion parallel to the 
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longitudinal direction are sewn together, the bag-shaped portion 13 is naturally formed in such 

a manner that the stalls 11, 12 are rounded in the longitudinal direction at both end portions of 

the hanging portion 10. For this reason, it is a natural design and the design is not impaired. 

[0042] Further, by making the central portion in the longitudinal direction of the hanging 

portion 10 to be the opening portion 14, the central portion becomes wider, so that the weight 

from the carried object 50 is dispersed in the central portion to be hung on the neck or the 

shoulder. In this way, the burden on the neck and the shoulder can be reduced. 

[0043] Moreover, by using the stall on the strap, it is possible to improve the 

fashionability by the pattern of the strap, and it can also be used as a cover for protection 

enveloping the carried object, there is a merit that the strap can have functionality. 

[0044] The end portion of the bag-shaped portion 13 on the side of the opening portion 

14 may be sewn (the third sewn portion S3 and the fourth sewn portion S4) after forming the 

folded portions 11c, 12c by folding one of the two stalls 11, 12 in pleated state. In this way, 

by performing so-called gathering, in which one of the stalls 11, 12 is folded in pleated state 

at the end portion of the bag-shaped portion 13 on the side of the opening portion 14, the bag-

shaped portion 13 becomes more stereoscopic with a simple configuration. Therefore, the 

storage capacity of the bag-shaped portion 13 can be increased. 

[0045] In the manufacturing process described in this embodiment, when inverting the 

stitches 11 and 12 sewn in FIG. 5A, as shown in FIG. 5B, after the first sewn portion SI and 

the second sewn portion S2 were arranged so as to be in the center portion, the subsequent 

work was performed. This is a technique for forming the hanging portion 10 such that the 

pattern of the stall 11 and the pattern of the stall 12 appear equally, and it is not always 

necessary to perform the subsequent operation after the first sewn portion S1 and the second 

sewn portion S2 overlaps each other. 

[0046] [Second Embodiment] Hereinafter, a second embodiment of the present invention 

will be described in detail with reference to the accompanying drawings. FIG. 7 is an 

overall perspective view of a strap according to a second embodiment of the present 
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invention. Constituent elements similar to those of the above-described embodiment are 

denoted by the same reference numerals, and description thereof is omitted. In the present 

embodiment, bags are exemplified as a carried object 60, but the present invention is not 

limited to this. 

Incidentally, in FIG. 7, only the strap 2 attached to the handle on the near side of the bag is 

shown, but the handle on the back side is constructed similarly. 

[0047] As shown in FIG. 7, the strap 2 has a hanging portion 10 constituted by a thin 

fabric stall and two annular members (fasteners) 16 A, 16 B attached to the hanging portion 

10. The annular members 16A and 16B are attached to the attachment fitting 61 of the 

carried object 60. The hanging portion 10 of the present embodiment has a configuration in 

which both end portions in the longitudinal direction are sewn together. Thus, the hanging 

portion 10 is formed in an endless annular shape. 

[0048] A specific method for manufacturing the hanging portion 10 will be described 

with reference to FIGS. 8 and 9. FIG. 8 and FIG. 9 are views showing manufacturing steps 

of the hanging portion 10 of the second embodiment. 

[0049] First, as shown in FIG. 8A, opposed long sides of a stall 11 and a stall 12 having 

the same rectangular shape are sewn together. As a result, the two rectangular stalls 11,12 

are stitched in the longitudinal direction. The sewn portions are referred to as a first sewn 

portion SI and a second sewn portion S2, respectively. 

[0050] Then, when the inner surface and the outer surface of the integral stalls 11, 12 are 

reversed, the first seamed portion S1 and the second seamed portion S2 are hidden on the 

inner surface, as shown in FIG. 8B. As a result, the first sewn portion SI and the second 

sewn portion S2 of the hanging portion 10 disappear from the surface side. Up to this point 

are the same procedures as in the above-described embodiment. 

[0051] Next, as shown in FIG. 8C, the upper end and the lower end which are both ends 

of the stalls 11, 12 are sewn together at the sewn portion SR. Thus, the hanging portion 10 is 

formed in an endless annular shape. Then, when the inner surface and the outer surface of 
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the integral stalls 11, 12 are reversed, the sewn portion SR is hidden on the inner surface, as 

shown in FIG. 9 A. As a result, the sewn portion SR of the hanging portion 10 becomes 

invisible from the front surface side, and the design is excellent. 

[0052] Finally, as shown in FIG. 9B, by attaching the annular members 16A, 16B to two 

portions of the annular hanging portion 10, the strap 2 is formed. In the present 

embodiment, annular members 16A and 16B are used which have seams such as hooks and 

carabiners and are capable of inserting / removing the strap 2 at the seam. In addition, the 

seam is provided with a removal preventing member for preventing the retainer from coming 

off. 

[0053] In addition, when annular members 16A and 16B having a seamless ring shape or 

the like are attached to the hanging portion 10, it is necessary to be attached to the hanging 

portion 10 before the hanging portion 10 becomes an endless shape. That is, between the 

step shown in FIG. 8B and the step shown in FIG. 8C, it is necessary to pass the two annular 

members 16A, 16B from the end of the hanging portion 10. 

[0054] As described above, in the strap 2 of the second embodiment, the hanging portion 

10 is formed by sewing the two rectangular stalls 11, 12 in the longitudinal direction. 

Therefore, as in the above-described embodiment, it is possible to reduce the burden on the 

neck or the shoulder, have sufficient strength to hold the carried object, and have excellent 

design. 

[0055] In addition, in the present embodiment, since the width of the hanging portion 10 

between the annular members 16A, 16B becomes two stalls 11,12 and becomes wider, the 

weight of the carried object 60 is more dispersed. As a result, the burden on the neck or the 

shoulder can be further reduced. 

[0056] In the manufacturing process described in the present embodiment, when 

inverting the stitches 11 and 12 sewn in FIG. 8A, as shown in FIG. 8B, after the first sewn 

portion S1 and the second sewn portion S2 are arranged so as to be in the center portion, the 

subsequent work is performed, but similarly to the above, the present invention is not limited 
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thereto. 

[0057] Though the embodiments of the present invention are as described above, the 

present invention isn't limited to the above-mentioned embodiments, and various 

deformations can be achieved within a scope of the technical ideas described in Claims, 

Specification, and Drawings. Particularly, in the above-described embodiment, the number 

of stalls 11,12 has been described as two, but it is not limited to this, it may be plural, and 

may be two or more. Further, the length and width of the stalls 11,12 can be appropriately 

changed depending on the size of the carried object. The type and size of objects to be 

carried can be changed as appropriate. 
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CLAIMS 

1. A strap comprising, 

a hanging portion to be hung on a neck or a shoulder, and 

a plurality of fasteners fastened to both end portions of the hanging portion and 

attached to a carried object, 

Wherein the hanging portion is formed by stitching two or more rectangular cloths in 

a longitudinal direction. 

2. The strap according to claim 1, further comprising, 

bag-shaped portions which are formed at both end portions in the longitudinal 

direction of the hanging portion, 

wherein the bag-shaped portions are formed by sewing an inclined portion formed by 

cutting two corners on the diagonal of the two or more sutured cloths and an end portion 

parallel to the longitudinal direction, 

wherein an opening portion of the bag-shaped portions is formed in a central portion 

in the longitudinal direction of the hanging portion. 

3. The strap according to claim 2, 

wherein a folded portion is formed at an end portion of the bag-shaped portions on 

the side of the opening portion, in which one of the two or more cloths is folded in pleated 

state. 

4. The strap according to claim 1, 

wherein the hanging portion is formed in an endless annular shape by sewing two or 

more rectangular cloths in the longitudinal direction and sewing both longitudinal ends 

thereof. 
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