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ASEPTIC CONNECTOR WITH DEFLECTABLE RING OF CONCERN AND METHOD
CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This patent application claims priority to U.S. Provisional Application Serial No.
61/320,857, filed April 5, 2010, the contents of all of which are hereby expressly incorporated by

reference in their entireties as part of the present disclosure.
FIELD OF THE INVENTION

[0002] The present invention relates to fluid connectors and methods of transferring fluids,

and more particularly, relates to aseptic fluid connectors and methods for aseptically transferring
fluids.

BACKGROUND INFORMATION

[0003] A typical fluid connector includes a male connector that is received within a female
connector to place the two connectors in fluid communication with each other. The male and
female connectors may be threadedly engaged, snap fit, or otherwise releasably connected to
cach other to allow for interconnection and disconnection. Each connector is coupled in fluid
communication with a respective fluid passageway, such as a tube or fluid chamber, in order to
place the fluid passageways in fluid communication with each other and allow the passage of
fluids therebetween.

[0004] Such fluid connectors typically do not prevent the contamination of fluids passing
through them. For example, prior to interconnection of the male and female connectors, the
fluid-contacting surfaces thereof can be exposed to the ambient atmosphere and contaminated
through contact with airborne germs and/or by contact with contaminated surfaces. One
approach to preventing such contamination is to wipe the fluid-contacting surfaces of the male
and female connectors with an alcoho! wipe or other disinfectant prior to interconnection. One
drawback of this approach is that it may not remove all germs on the fluid-contacting surfaces.
Another drawback of this approach is that the {luid-contacting surfaces may become
contaminated after the wipe is applied but prior to interconnection of the male and female.
connectors. Yet another drawback of this approach is that it can be time consuming and
considered a nuisance, and therefore unreliable in practice.

{0005] Accordingly, aseptic or sterile fluids can be subjected to contamination when passed

through such prior art connectors. Such contamination can give rise to significant problems. If
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used in a hospital or other medical facility, such as to transfer sterile drugs or other fluids
intended for intravenous injection, for example, any such contamination can lead to viral and
other types of infections, serious illnesses, and death. In food processing applications, on the
other hand, it may be necessary to connect fluid conduits, for example, in order to transfer sterile
or aseptic fluids from one passageway to another. If the fluids are contaminated upon passage
through a fluid connector, this can lead to contamination of previously-sierile food products, and
if such contaminated products are ingested, they can cause infections and/or illnesses. In
industrial applications, it may be necessary 1o prevent a toxic fluid passing through a connector
from contaminating the ambient atmosphere, an operator handling the connector, and/or other
surfaces that might be located external to the connector. If the fluid-contacting surfaces of the
conneclor are exposed to human contact, or surfaces that come into human contact, for example,
this can lead to possible injury and/or illnesses.

[0006} Accordingly, it is an object of the present invention to overcome one or more of the

above-described drawbacks and/or disadvantages of the prior art.
SUMMARY OF THE INVENTION

[0007] In accordance with a first aspect, the present invention is directed to an aseptic fluid
connector comprising a first connector including a first fluid passageway for receiving a fluid
therein; a first port in fluid communication with the first fluid passageway for passage of the
fluid therethrough; and a first deflecting member. The first deflecting member includes a first
engaging portion radially spaced relative to the first port, and a first valve movable between a
closed position and an open position with movement of the first engaging portion between a
substantially non-deflected position and a deflected position, respectively. In the substantially
non-deflected position, the first valve is located in the closed position forming a fluid-tight seal
between the first valve and first port and preventing the passage of fluid therethrough, and in the
deflected position, the first valve is located in the open position allowing the aseptic passage of
fluid through the first port.

[0008] in the currently preferred embodiments of the present invention, the aseptic connector
further includes a second connector connectable to the first connector. The second connector
includes a second fluid passageway for receiving a fluid therein; a second port in fluid
communication with the second fluid passageway for passage of the fluid therethrough; and a

second deflecting member. The second deflecting member includes a second engaging portion
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radially spaced relative to the second port, and a second valve movable between a closed position
and an open position with movement of the second engaging portion between a substantially
non-deflected position and a deflected position, respectively. In the substantially non-deflected
position, the second valve is located in the closed position forming a fluid-tight seal between the
second valve and second port and preventing the passage ot fluid therethrough, and in the
deflected position, the second valve is located in the open position allowing the passage of fluid
through the second port.

[06009] In currently preferred embodiments of the present invention, the first and second
connectors are movable between non-connected and connected positions. In the non-connected
position, the first and second engaging portions are in their substantially non-deflected positions,
and the first and second valves are in their closed positions. In such position, each valve forms a
fluid-tight seal between the respective port and ambient atmosphere and prevents external
contamination of any fluid-contacting surfaces of the respective port. In the connected position,
on the other hand, the first and second engaging portions are in the deflected position and the
first and second valves are in the open position to allow sterile ﬂui;l flow therebetween.

[0010] In currently preferred embodiments of the present invention, each connector further
includes a body defining a sealing surface formed adjacent to the respective port, and engageable
with the respective valve in the closed position to form a fluid-tight seal between the valve and
port. In some such embodiments, each sealing surface is substantially annular, each valve is
substantially annular, and-in the closed position, each valve engages the respective sealing
surface and forms an annular fluid-tight seal therebetween. In some such embodiments, each
sealing surface is relatively rigid and each valve is flexible. In the closed position, each valve
and respective sealing surface form an interference {it therebetween at the annular fluid-tight
seal. In some such embodiments, each engaging portion is formed integral with the respective
valve, is radially spaced relative to the respective valve, extends annularly about the respective
valve, and extends axially relative to the respective valve. Preferably, each engaging portion and
valve are made of an elastic material, such as silicone.

[6011] In the currently preferred embodiments of the present invention, the first connector
further includes a first body defining a first sealing surface formed adjacent to the first port, and
engageable with the first valve in the closed position to form a fluid-tight scal between the first

valve and first port. The second connector further includes a second body defining a second
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sealing surface formed adjacent to the second port, and engageable with the second valve in the
closed position to form a fiuid-tight seal between the second valve and second port. In some
such embodiments, in the non-deflected position, the first valve forms a fluid-tight seal between
the first port and ambient atmosphere and prevents exiernal contamination of any fluid-
contacting surfaces of the first port. Similarly, the second valve forms a fluid-tight seal between
the second port and ambient atmosphere, and prevents external contamination of any fluid-
contacting surfaces of the second port. In some such embodiments, the first sealing surface is
substantially annular, the first valve is substantially annular, and in the closed position, the first
valve enpages the first sealing surface and forms an annular fluid-tight seal therebetween.
Similarly, the second sealing surface is substantially annular, the second valve is substantially
annular, and in the closed position, the second valve engages the second sealing surface and
forms an annular fluid-tight seal therebetween. In the currently preferred embodiments, each
annular fluid-tight seal exiends axially between the respective valve and sealing surface to
further prevent the ingress of contaminants through the seal.

[0012] Also in the currently preferred embodiments of the present invention, the first sealing
surface is relatively rigid, the first valve is flexible, and in the closed pésition, the first valve and
first sealing surface form an interference fit therebetween at the respective annular fluid-tight
seal. Similarly, the second sealing surface is relatively rigid, the second valve is flexible, and in
the closed position, the second valve and second sealing surface form an interference fit
therebetween at the respective annular fluid-tight seal. In some such embodiments, the first
engaging portion is formed integral with the first valve, is radially spaced relative to the first
valve, extends annularly about the first valve, and extends axially relative to the first valve.
Similarly, the second engaging portion is formed integral with the second valve, is radially
spaced relative to the second valve, extends annularly about the second valve, and extends
axially relative to the second valve. In some such embodiments, each deflecting portion is
substantially dome shaped, and each valve extends laterally with respect to the axis of the
respective dome-shaped deflecting portion. In some such embodiments, each deflecting portion
is substantially cylindrical shaped, and each valve extends substantially normal to an axis of the |
respective substantially cylindrical shaped deflecting portion. Preferably, the first engaging
portion and first valve are made of an elastic material, such as silicone, and the second engaging

portion and second valve are made of an elastic material, such as silicone.



W0 2011/127074 PCT/US2011/031280

[0013] In the currently preferred embodiments of the present invention, in the connected
position, the first and second engaging portions engage each other and deflect each other into the
deflected positions, and the first and second valves are invaginated within the first and second
engaging portions into their respective open positions, the first and second ports are in fluid
communication with each other, and fluid is permit to flow therebetween.

[0014] In the currently preferred embodiments of the present invention, in the connected
position, the first and second engaging portions form a substantially fluid-tight seal
therebetween. In some such embodiments, in the connected position, the first and second
engaging portions extend annularly about the first and second valves and the first and second
ports, respectively, and form a substantially fluid-tight seal with respect to ambient atmosphere.
In some such embodiments, in the connected position, the first and second valves extend
annularly about the first and second ports, respectively, form a substantially fluid-tight seal with
respect to ambient atmosphere, and prevent contamination of any fluid-contacting surfaces of the
first and second ports.

[0015] In some embodiments of the present invention, the first connector is a female
connector, and the second connector is male connector that is received within the female
connector in the connected position. In some such embodiments, the first connector includes a
first connector housing that extends annularly about the first engaging portion and the first valve
and extends axially outwardly therefrom. Similarly, the second connector includes a second
connector housing that extends annularly about the second engaging portion and the second
valve, and extends axially outwardly therefrom, and is receivable within the first connector
housing in the connected position. In the connected position, the second connector housing is
received within the first connector housing, and the first and second engaging portions and the
first and second valves, are located within the second connector housing. In some such
embodiments, the first connector includes a first body defining the first port, the second
connector includes a second body defining the second port, and in the closed position, a distal
portion of the second body is received within a distal portion of the first body.

[0016] In some embodiments of the present invention, the first connector includes a plurality
of first ports angularly spaced relative to each other, and the second connector includes a
plurality of second ports angularly spaced relative to each other. In some embodiments of the

present invention, a first fluid conduit is connected in fluid communication with the first
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connector, and a second fluid conduit is connected in fluid communication with the second
connector.

[06017] In accordance with another aspect, the present invention is direct to an aseptic
connector comprising first means for connecting. The first means includes a first fiuid
passageway for receiving a fluid therein; second means in fluid communication with the first
fluid passageway for the passage of the fluid therethrough; and third means for deflecting. The
third means includes fourth means radially spaced relative to the second means for engaging
another connector and for deflecting the third means, and fifth means movable between (i) a
closed position for sealing the second means by forming a fluid-tight seal between the fifth
means and second means and for preventing the passage of fluid therethrough, and (i} an open
position for allowing fluid flow through the second means. The fifth means is movable between
the closed and open positions with movement of the fourth means between the substantially non-
deflected position and a deflected position, respectively.

{0018] In some embodiments of the present invention, the aseptic connector further
comprises sixth means for connecting. The sixth means includes a second fluid passageway for
receiving a fluid therein; seventh means in fluid communication with the second fluid
passageway for passage of the fluid therethrough; and eighth means for deflecting. The eighth
means includes ninth means radially spaced relative to the seventh means for engaging another
connector and deflecting the eighth means, and tenth means movable between (i) a closed
position for sealing the seventh means by forming a fluid-tight seal between the tenth means and
seventh means and for preventing the passage of fluid therethrough, and (ii) an open position for
allowing fluid flow through the seventh means. The tenth means is movable between the closed
and open positions with movement of the ninth means between the substantially non-deflccted
position and a deflected position, respectively.

[0019] In the currently preferred embodiments of the present invention, the first means is a
first connector, the second means is a first port, the third means is a first deflecting member, the
fourth means is a first engaging portion, the fifth means is a first valve, the sixth means is a
second connector, the seventh means is a second port, the eighth means is a second deflecting
member, the ninth means is a second engaging portion, and the tenth means is a second valve.
[0020] In accordance with another aspect, the present invention is directed to a method

comprising the following steps:
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[0021] providing a first connector including a {irst valve hermetically sealing in a normally
closed position a first port in fluid communication with a first fluid passageway, and a sterile
fluid in fluid communication with the first fluid passageway;

[0022] connecting the first connector to a sccond connector including a second port in fluid
communication with a second fluid passageway;

[0023] during the connecting step, deflecting the first valve from the normally closed
position o an open position, and placing the first port in fluid communication with the second
porl;

[0024] allowing a flow of sterile fluid through the first and second ports; and

[0025} during the preceding steps, maintaining the first and second ports hermetically sealed
with respect to ambient atmosphere and thercby preventing contamination of any fluid-
contacting surfaces of the first and second ports and of the sterile fluid flowing therethrough.
[16026] In some embodiments of the present invention, the first connector includes a first
valve and a first deflecting member, and the second connector includes a second valve and a
second deflecting member. The deflecting step includes placing the first ané/or second
deflecting members into engagement with the other, deflecting the first and second deflecting
members and, in turm, moving the first and second valves trom normally closed positions to open
positions and, in turn, placing the first and second ports in fluid communication with each other,
[0027]  In some such embodiments, the method further comprises the step of forming a fluid
tight seal between (i) the first and second deflecting members, and/or (it} thp first and second
valves, when in the connected and open positions, to hermetically seal the first and second ports
with respect to ambient atmosphere, and thereby prevent contamination of any fluid-contacting
surfaces of the first and second ports and of the sterile fluid flowing therethrough.

[0028] In some such embodiments, during the connecting step, the first and second
deflecting members resiliently engage each other, and invaginate the first and second valves into
the open position and into contact with each other fo form an annular, fluid-tight seal
therebetween.

[06029] One advantage of the present invention is that when not connected, the valve
maintains the port hermetically sealed with respect to ambient atmosphere and prevents
contamination of any fluid-contacting surfaces connector. Then, when connected, the valve

and/or deflecting member maintains the port and any fluid-contacting surfaces hermetically
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sealed with respect to ambient atmosphere. Accordingly, the present invention is particularly
advantages for fluid transfer of aseptic or sterile fluids. For example, two fluid conduits can be
interconnected with the connector of the present invention, and an aseptic or sterile fluid passed
therethrough, without contaminating the aseptic or sterile fluid.

[0030] Other objecis and advantages of the present invention, and/or of the currently
preferred embodiments thereof, will become more readily apparent in view of the following

detailed description of the currently preferred embodiments and accompanying drawings.
BRIEF DESCRIPTION OF THE DRAWINGS

{0031] FIG. 1 is a perspective, cross-sectional view of a connector embodying the present
invention showing the male and female connectors in a non-connected state with the valves of
the connectors in their closed positions hermetically sealing the interiors of the connectors from
ambient atmosphere;

[0032] FIG. 2A is a perspective, cross-sectional view of the connector of FIG. 1 showing the
start of an interconnection of the male and female connectors wherein the male connector
housing is initially received within the female connector housing and the engaging surfaces of
the opposing deflecting members are in peripheral contact with each other;

{0033] FIG. 2B is a perspective, cross-sectional view of the connector of FIG. 2A showing
progression of the interconnection of the male and female connectors wherein the opposing
deflecting members are further pressed into engagement with each other forming an annular
fluid-tight seal therebetween, and the valves are initially deflected away from the respective
sealing surfaces to initiate opening of the valves;

[0034] FIG. 2C is a perspective, cross-sectional view of the connector of FIG. 2B showing
further progression of the interconnection of the male and female connectors, wherein the
deflecting members are further deflected into engagement with each other, the valves are further
moved radially away from the respective sealing surfaces to further open the sterile flow path
between the ports of the male and female connectors;

{0035] FIG. 2D is a perspective, cross-sectional view of the connector of FIG. 2C showing
further progression of the interconnection of the male and female connectors, wherein the
opposing valves of the connectors are deflected or invaginated into contact with each other to
initiate forming a fluid-tight seal therebetween and to further open the sterile flow path between

the ports of the connectors;
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[0036] FIG. 2E is a perspective, cross-sectional view of the connector of FIG. 2D showing
further progression of the interconnection of the male and female connectors, wherein both the
opposing deflecting members and opposing valves of the connectors are pressed into full
engagement with each other to form annular fluid-tight seals therebetween and to further open
the sterile flow path between ports of the connectors;

[0037] FIG. 3 is a perspective, cross-sectional view ot the connector of FIG. 2E showing full
interconnection of the male and female connectors, wherein an annular fluid-tight seal is formed
between the opposing valves of the connectors to seal the sterile fluid flow path between the
ports of the connectors, and the ring of concern within the substantially cylindrical deflecting
members is sealed with respect to the sterile fluid flow path to prevent any contamination of the
sterile fluid flow path or the fluid flowing through the connector;

[0038} FIG. 4A is a cross-sectional view of another embodiment of a connector of the
present invention showing the male and female connectors in a non-connected state with the
valves of the connectors in their closed positions hermetically sealing the interiors of the
connectors from ambient atmosphere, the connector further having a pair of supports coupled to
the male and female connectors for enhanced durability; and

{0039] FIG. 4B is a cross-sectional view of the connector of FIG. 4A showing full
interconnection of the male and female connectors, wherein an annular fluid-tight seal is formed
between the opposing valves of the connectors to seal the sterile fluid flow path between the
ports of the connectors, and the ring of concerm within the substantially cylindrical deflecting
members is sealed with respect to the sterile fluid flow path to prevent any contamination of the

sterile fluid: flow path or the fluid flowing through the connector.
DETAILED DESCRIPTION OF THE CURRENTLY PREFERRED EMBODIMENTS

[0040] In FIG. 1, a connector embodying the present invention is indicated generally by the
reference numeral 10. The connector 10 comprises a first or female connector 12 including a
first fluid passageway 14 for receiving a fluid therein; a plurality of first ports 16 in fluid
communication with the first fluid passageway 14 for passage of the fluid therethrough; and a
first deflecting member 18. The {irst deflecting member 18 includes a first engaging portion 20
radially spaced relative to the first port 16, and a first valve 22 movable between a closed
position (FIG. 1) and an open position (FIG. 3) with movement of the first engaging portion 20
between a substantially non-deflected position (FIG. 1) and a fully deflected position (FIG. 3},
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respectively. In the substantially non-deflected position (FIG. 1), the first valve 22 is located in
the closed position forming a fluid-tight seal between the first valve and first ports 16 and
preventing the passage of fluid therethrough. In the fully deflected position (FIG. 3), the first
valve 22 is located in the fully open position allowing the aseptic passage of fluid through the
first ports 16.

[0041] ‘The aseptic connector 10 further includes a second or male connector 24 connectable
to the first or female conncctor 12. The second connector 24 includes a second fluid passageway
26 for receiving a fluid .therein; a plurality of second ports 28 in fluid communication with the
second fluid passageway 26 for the passage of the fluid therethrough; and a second deflecting
member 30. The second deflecting member 30 includes a second engaging portion 32 radially
spaced relative to the second ports 28, and a second valve 34 movable between a closed position
(FIG. 1) and a fully open position (FIG. 3) with movement of the second engaging portion 32
between a substantially non-deflected position (FIG. 1) and a fully deflected position (FIG. 3),
respectively. In the substantially non-deflected position (FIG. 1), the second valve 34 is located
in the closed position forming a fluid-tight seal between the second valve 34 and second ports 28 '
and preventing the passage of fluid therethrough. In the fully deflected position (FIG. 3), the
second valve 34 is located in the fully open position allowing the passage of fluid through the
second ﬁorts 28.

{0042] As shown in FIGS. 1 through 3, the first and second connectors 12, 24 arc movable
into engagement with each between non-connected and connected positions, In the non-
connected position (FIG. 1), the first and second engaging portions 20, 32 are in the substantially
non-deflected positions, and the first and second valves 22, 34 are in the closed positions. In the
fully connected position (FIG. 3), the first and second engaging portions 20, 32 are engaged with
each other in the fully deflected positions, and the first and second valves 22, 34 are in their fully
open positions.

[0043] In the non-deflected position (FIG. 1), the first valve 12 forms a {luid-tight seal 36
between the first ports 16 and ambient atmosphere and prevents external contamination of any
fluid-contacting surfaces of the first ports 16. The first connector 12 further includes a first body
38 defining a first sealing surface 40 formed adjacent to the first ports 16, and engageable with
the first valve 22 in the closed position to form a fluid-tight seal between the first valve and first

ports. As can be seen, the first sealing surface 40 is substantially annular, the first valve 22 is
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substantially annular, and in the closed position, the first valve 22 engages the first sealing
surface 40 and forms an annular fluid-tight seal 36 therebetween. The first sealing surface 40 is
relatively rigid and the first valve 22 is flexible. In the closed position, the first valve 22 and first
sealing surface 40 form an interference fit therebetween at the annular fluid-tight seal 36. As can
be seen, the first engaging portion 20 is formed integral with the first valve 22, is radially spaced
relative to the first valve 22, extends annularly about the first valve 22, and extends axially
relative to the first valve 22. The integral first cngaging portion 20 and first valve 22 are made of
an elastic material, such as silicone.

[0044] In the non-deflected position (F1G. 1), the second valve 24 forms a sccond fluid-tight
seal 42 between the second ports 28 and ambient atmosphere, and prevents external
contamination of any fluid-comiacting surfaces of the second ports 28. The second connector 24
further includes a second body 44 defining a second sealing surface 46 formed adjacent to the
second ports 28, and engageable with the second valve 34 in the closed position to form a fluid-
tight seal between the second valve and second ports. As can be seen, the second sealing surface
46 is substantially annular, the second valve 34 is substantially annular, and in the closed
position (FIG. 1), the second valve 34 engages the second sealing surface 46 and forms an
anmular fluid-tight seal 42 therebetween. The second sealing surface 46 is relatively rigid and the
second valve 34 is flexible. In the closed position, the second valve 34 and second sealing
surface 46 form an interference fit therebetween at the annular fluid-tight seal 42. As can be
seen, the second engaging portion 32 is formed integral with the second valve 34, is radially
spaced relative to the second valve 34, extends annularly about the second valve 34, and extends
axially relative to the second valve 34, The integral second engaging portion 32 and second
valve 34 are made of an elastic material, such as silicone.

[0045] Each first engaging portion 20, 32 is formed integral with the respective valve 22, 34,
is radially spaced relative to the respective valve, extends annularly about the respective valve,
and extends axially relative to the respective valve. In the illustrated embodiment, each
deflecting portion 20, 32 is substantially dome shaped, and cach valve 22, 34 exiends laterally
with respect to the axis of the respective dome-shaped deflécting portion. Also in the illustrated
embodiment, each deflecting portion 20, 32 is substantially cylindrical shaped, and each valve

22, 34 extends substantially normal to an axis of the respective substantially cylindrical-shaped
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deflecting portion. As indicated above, each engaging portion 20, 32 and integral valve 22, 34
are made of a flexible or elastic material, such as silicone.

[0046] It will be understood that the first and second integral valves 22, 34 arc formed of any
suitable flexible or elastic material. In some embodiments, a suitable elastic material includes
silicone, a vulcanized latex and/or a vulcanized rubber. In at least some embodiments, the first
and second integral valves 22, 34 are formed of a material having a substantially predetermined
creep. Compression set measures the ability of elastomeric materials to maintain clastic
properiies after prolqnged compressive stress and can be used as a measurement of the material’s
creep property. In some embodiments, the material for the first and second integral valves 22, 34
is selected from materials having a compression set value within the range of about 0% to about
50% (by ASTM D412), and preferably within the range of about 0% to about 25%. In some
embodiments, the integral valves 22, 34 form an interference fit with sealing surfaces 40, 46 in
the closed position. In the open position, the integral valves 22, 34 are deflected away from
sealing surfaces 40, 46. The integral valves 22, 34 are capable of being maintained in cither the
open or closed positions for substantial periods of time. In some embodiments, the integral
valves 22, 34 are maintained in the open position for about 6, 12, 18, 24, 48 or 72 hours, and
because of their relatively low creep property, they remain capable of sealingly engaging the
sealing surfaces 40, 46 in the closed position thereafter.

[0047] As shown in FIGS. 2E and 3, in the fully connected position, the first and second
engaging portions 20, 32 engage each other and deflect each other into the deflected positions,
and the first and second valves 22, 34 are invaginated within the first and second engaging
portions 20, 32 into their fully open positions, the first and second ports 16, 28 are in fluid
commmunication with each other, and as indicated by the broken line arrows in FIG. 3, fluid is
permitted to flow through a sterile flow path therebetween that is hermetically sealed with
respect to ambient atmosphere. In the fully connected position, the first and second engaging
portions 20, 32 form a substantially fluid-tight seal therebetween. The first and second engaging
portions 20, 32 extend annularly about the first and second valves 22, 34 and the first and sccond
ports 16, 28, respectively, and form a substantially fluid-tight seal with respect to ambient
atmosphere. Also in the fully connected position, the first and second valves 22, 34 extend
annularly about the first and second ports 16, 28, respectively, are invaginated or deflected into

contact with each other to form a substantially fluid-tight seal therebetween and with respect to
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ambient atmosphere, and to prevent contamination of any fluid-contacting surfaces of the first
and second ports when the valves are in the fully open position. As can be seen, any germs or
other contaminants located on or within the deflecting members 18, 30 (i.e., each deflecting
member is a deflecting ring of concem), are hermetically sealed within the engaged deflecting
members, and thus prevented by the annular, fluid-tight seal between the engaged, opposing
valves 22, 34 from contacting any sterile fluid flowing through the connector.

[0048] The first or female connector 12 includes a first or female connector housing 48 that
extends annularly about the first deflecting member 18 and the first valve 22 and extends axially
outwardly therefrom to enclose the respective deflecting member and valve. Similarly, the
second or male connector 24 includes a second or male connector housing 50 that extends
annularly about the second deflecting member 30 and the second valve 34, and extends axially
outwardly therefrom. As shown in FIGS. 2A through 3, the second or male connector housing
50 is receivable within the {irst or female connector housing 48 to interconnect and place the two
connectors in fluid communication with each other. In the connected positions, the second or
male connector housing 50 is received within the first or female connector housing 48, and the
first and second engaging portions 20, 32 and the first and second valves 22, 34, are located
within the second or male connector housing 5¢. The first body 38 of the first connector 12
defines the first ports 16, and the second body 44 of the second connector 24 defines the second
ports 28. As shown in FIG. 2E and 3, in the fully closed position, a distal portion 52 of the
second body 44 is received within a distal portion 54 of the first body 38 to facilitate aligning the
first and second connectors and retaining them in the fully closed position. As may be
recognized by those of ordinary skill in the pertinent art based on the teachings herein, the first
and second connectors 12, 24 can be releasably connected to each other in any of numerous
different ways that are currently known, or that later become known, such as by a threaded
connection, snap fit, or other releasable interconnection.

[0049] In the illustrated embodiment, the first connector 12 includes a plurality of first ports
16 angularly spaced relative to each other, and the second connector 24 includes a plurality of
second ports 28 angularly spaced relative to each other. A {irst {luid conduit 56 is connected in
fluid communication with the first fluid passageway 14 of the first connector 12, and a second
fluid conduit 58 is connected in fluid communication with the second fluid passageway 26 of the

second connector 24. As may be recognized by those of ordinary skill in the pertinent basted on
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the teachings herein, the ports may take any of numerous different configurations that are
currently known, or that later become known. For example, each connector may include only
one port, more than one port, and/or one connector may have a different number and/or
configuration of ports than the other connector. For example, one connector may have fewer
angularly-elongated ports. Similarly, the first and second connectors may or may not be
connecled to tubes as shown, but rather may be connecied to any of numerous different types of
fluid sources, receptacles or devices that are currently known, or that later become known.

[0050] As shown in FIG. 1, in the non-connected, closed position, each annular fluid-tight
seal 36, 42 extends axially between the respective valve 22, 34 and sealing surface 40, 46 to
further prevent the ingress of contaminants through the seal. Each sealing surface 40, 46 is
relatively rigid, each valve 22, 34 is flexible, and in the closed position, each valve 22, 34 and
respective sealing surface 40, 46 form an interference fit therebetween at the respective annular
fluid-tight seal 36, 42.

[0051] As shown typically in FIG. 3, the first connector includes a {irst axially and annularly
extending base 60 that overlies the first ports 16. A first annular, deflectable joint 62 extends
between the first base 60 and first valve 22 1o facilitate movement of the first valve 22 between
the closed and open positions. The first body 38 defines an annular and axially-extending first
base surface 64 that is formed contiguous to the first ports 16, and a first step 66 extending
between the base surface 64 and first sealing surface 40. In the illustrated cmbodiment, the first
step 66 is oriented substantially normal the first base surface 64 and first sealing surface 40.
[0052] Similar to the first connector 12, and as shown typically in FIG. 3, the second
connector 24 includes a second axially and annularly extending base 68 that overlies the second
ports 28, A second annular, deflectable joint 70 extends between the second basc 68 and second
valve 34 to facilitate movement of the second valve 34 between the closed and open positions.
The second body 44 defines an annular and axially-extending second base surface 72 that is
formed contiguous to the second ports 28 and a second step 74 extending between the base
surface 72 and the second sealing surface 46. In the illustrated embodiment, the second step 74
is oriented substantially normal the second base surface 72 and second sealing surface 46.

[0653] In the closed position of the first connector 12 (FIG. 1}, the first base 60 sealingly
engages the first base 64 of the first valve body 38 to form a fluid-tight seal therebetween, the

first step 64 is received within, and sealingly engages the first step 66 of the first body 38 to
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further effectuate a fluid-tight seal, and the first valve 22 sealingly engages the first sealing
surface 40 to effectuate the fluid-tight seal between the valve and body. Similarly, in the closed
position of the second connector 24, the second base 68 sealingly engages the second base 72 of
the second valve body 44 to form a fluid-tight seal therebetween, the second step 70 is received
within, and sealingly engages the second step 74 of the second body 44 to further effectuate a
fluid-tight seal, and the second valve 34 sealingly engages the second sealing surface 46 to
effectuate the fluid-tight seal between the valve and body. As can be seen, in the normally-
closed position, all external fluid-contacting surfaces of the first connector body 38 and second
connector body 44 are hermetically sealed within the first and second valves 22 and 34,
respectively. In the fully connccted, open position, on the other hand (FIGS. 2E and 3), the
valves 22, 34 are deflected or invaginated into the fully open position into engagement with each
other, and thus moved radially away from the respective sealing surfaces 40, 46, the deflecting
joints 62, 70 are deflected radially away from the respective steps 64, 72, and the bases 60, 68
are deflected radially away from the respective body base surfaces 64, 72, to thereby define an
annulary, axially-extending fluid passageway 76 extending between the two connectors. As
indicated by the broken line arrows in FIG. 3, in the connected, fully open position, fluid is
permitted to flow from the first fluid passageway 14, through the plurality of ports 16, through
the annular, axially-extending passageway 76, through the plurality of second ports 28, and inio
the second passageway 26. If desired, the fluid may flow in the opposite direction. The annular,
axially-extending passageway 76 is hermetically sealed with respect to both the deflectable ring
of concern (i.e., the surfaces of the deflecting members 18, 30) and ambient atmosphere by
abutting engagement of the first and second valves 22, 34. As can be secn, the fluid passing
between the two connectors is maintained sealed with respect to ambient atmosphere, and the
surfaces of the connectors that contact such fluid likewise are sealed with respect to ambient
atmosphere to thereby maintain the fluid sterile and hermetically sealed with respect to ambient
atmosphere.

{0054]  Turning to FIG. 4A, another embodiment of a connector of the present invention is
indicated generally by the reference numeral 110. The connector 110 is substantially the same as
the connector 10 described above, and therefore like reference numerals preceded by the numeral
“1” are used to indicate like elements. The primary difference of the connector 110 in

comparison to connector 10 is that it includes first and second supports 180, 182 located between
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the bases of the first and second housings 148, 150 and the first and second valves 122, 134,
respectively. The first and second supports 180, 182 may be molded with the bases of the first
and second integral valves 122, 134, respectively. In some embodiments, the first and second
supports are co-molded or overmolded with the first and second integral vaives 122, 134, The
first and second supports 180, 182 are snap [it into first and second recesses 186, 188,
respectively, provided in the bases of the first and second housings 148, 150, respectively. In the
illustrated embodiments, the supports 180, 182 are ring-shaped; however, as may be recognized
by those of ordinary skill in the pertinent art, they may take any of numerous different shapes
and/or configurations that are currently known or later become known.

f0655] FIG. 4B is a cross-sectional view of the connector of FIG. 4A showing full
interconnection of the male and female connectors. As seen in FIG. 4B, the {irst and second
supports 180, 182 bolster the base of the first and second integral valves 122, 134 and increase
the structural integrity and durability of the connector 110 in the open position. In the open,
interconnected position, the first and second supports 180, 182 abut the integral valves 122, 134
to prevent failure of the valves. Another embodiment of the first and second supports 180, 182 is
that they prevent the first and second integral valves 122, 134 from bending or deforming beyond
a maximum, open or deflected position.

{0056]  The connectors of the present invention have numerous different applications in any
of numerous different fields. For example, the connectors may be used to interconnect 1V
tubing, pouches and tubing, filling tanks and/or filling machines, and any of numerous other
applications requiring fluid connections. As can be readily appreciated, the connectors of the
present invention are particularly well suited for applications requiring an aseptic or sterile
connection, or applications that require the prevention of any contact with the fluid being
transferred (such as a toxic fluid),

[00657} As may be recognized by those of ordinary skill in the pertinent art based on the
teachings herein, numerous changes, modifications and improvements may be made to the
above-described and other embodiments of the present invention without departing from the
scope of the invention as defined in the appended claims. For example, the ports, valves,
engaging portions, deflecting members, connector bodies, connector housings and means for
releasably or otherwise connecting the connectors, may take any of numerous different

configurations that are currently known, or that later become known. In addition, not all
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elements or all features disclosed herein are necessary, and if desired, additional elements or
features may be added. Further, the elements or components of the connectors may be made of
any of numerous different materials that are currently known, or that later become known. Still
further, the connectors may be used to transport any of numerous different fluids that are
currently known, or that later become known, such as drugs, pharmaceuticals, vaccines,
ophthalmic products, creams, ointments, gels, beverages or food products, such as dairy, milk,
cream, infant formula, chocolate, and industrial products, such as industrial liquids or gases.
Still further, only one of the two connectors may require a valve {e.g., if only one side of the
connection need be aseptic or sterile), and thus one connector (inale or female) may be a
conventional connector or may different from the other connector. Accordingly, this detailed
description of the currently preferred embodiments is to be taken in an illustrative, as opposed to

a limiting sense.
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THE CLATMS DEFINING THE INVENTION AR AS FOLLOWS:

1. An aseptic flnid connector cornprising:

a frst connector including:

a first fluid passageway for receiving a fluid therein;

a first port in fluid communication with the first fluid passageway for passage of the
fluid therethrough; and

a first deflecting member including & () frst engaging portion radially spaced
relative to the first port, and (i) a first valve movable between a closed position and an open
position with movement of the first engaging portion between a substantially non-deflecied
position and a deflected position, respectively,

wherein in the substantially non-deflected position the frst valve is located in the
closed position forming a fluid-tight seal between the first valve and first port and preventing the
passage of fluid therethrough, and all fluid-contacting surfaces of the first connector aze
hermetically sealed with respeot to the ambient atmosphere, for preventing external
contamination of said surfaces, and in the deflecied position, the first valve is located in the open

position allowing the asepiic passage of tluid through the £rst port.

2. An aseptic connector as defined in claim 1, further comprising:

a second connector conneciable to the first connector and including:
a second fluid passageway for receiving a fluid therein;

a second port in fluid communication with the second fiuid passageway for passage of the
Flaid therethrough;

a second deflecting member including (3) a second engaging portion radially spaced
relative 1o the second port, and {ii} a second valve movable between a closed position and an
open position with movement of the second engaging portion between a substantially non-
deflected position and a deflected position, respectively,

wherein in the substantially non-deflected position the second valve is located in the
closed position forming a fiuid-tight seal between the second valve and second port and
preventing the passage of fluid therethrough, and ail fluid-contacting surfaces of the second

connector are hermetically sealed with respect to the ambient atmosphere, for preventing
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external contamination of said surfaces, and in the deflected position, the second valve is located

in the open position allowing the passage of fluid through the second port.

3. An aseptic connector as defined in claim 2, wherein the first and second connectors are
movable between non-conuected and connected positiosns, in the non-connected position the first
and second engaging portions are in the subsiantiaily non-deflected positions and the first and
second valves are in the closed positions, and in the connected position, the first and second
engaging portions are in the deflected positions and the first and second valves ave in the open

position,

4. An aseptic connector as defined in any one of claims 1 fo 3, wherein in the non-deflected
position, the first valve forms a fuid-tight seal between the first port and avobient atmosphere
around the first port and prevents external contamination of any fhiid-contacting sarfaces of the

firsi port.

3. An aseptic connector as defined in claim 4, wherein the first connector firther includes a
first body defining a first sealing surface formed adjacent to the first port, and engageable with
the first valve in the closed position to form a fluid-tight seal between the first valve and first

port.

6. An aseptic connector as defined in claim 5, wherein the first sealing surface is
substantially annular, the first valve is substantially annular, and in the closed position, the first

valve engages the first sealing surface and forrns an amnular fluid-tight seal therebetween.

7. An aseptic connector as defined in claim 6, wherein the first sealing surface is relatively
rigid, the first vaive is flexible, and in the closed position, the first valve and first sealing surface

form an interferenoe fit therebetween at the anmular fluid-tight seal.

8. Axn aseptic connector as defined in clairn 6 or claim 7, where:n the first engaging portion
is formed integral with the first valve, is radially spaced relative to the first valve, exiends

annularly about the first valve, and extends axially relative to the first valve.

3. An aseptic connector as defined in claim &, wherein the first engaging portion and first

valve are made of an elastic material.
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10, An aseptic connecior as defined in claim 3, wherein the fivst connector further includes a
first body defining a first sealing surface formed adjacent o the first port, and engageable with
the first valve in the closed position to form a fluid-tight seal between the first valve and first
port; the second connector further includes a second body defining a second sealing surface
formed adjacent to the second port, and engageable with the second valve in the closed position

to form a fluid-tight seal between the second valve and second port.

11.  An aseptic connector as defined in claim 10, wherein in the non-deflected position, the
first valve forms a fluid-tight seal between the first port and ambient aimosphere sround the first
port and prevents external contamination of any fuid-contacting sorfaces of the first port, and
the second valve forms a fluid-tight seal between the second port and ambient atrsosphere
around the second port and prevents external contamination of any fluid-contacting surfaces of

the second port.

12, Anaseptic connector as defined in claim 11, wherein the first sealing surface is
substantially annular, the first valve is substantially annular, and in the c}osed position, the first
valve engages the first sealing surface and forms an ammular fuid-tight seal therebetween; and
the second sealing surface is substantially annular, the second valve is substantially annular, and
in the closed position, the second valve engages the second sealing surface and forms an annular
fluid-tight seal therebetween,

13.  An aseptic connector as defined in claim 12, wherein each annular fluid-tight seal extends
axially between the respective vaive and sealing surface to further prevent the ingress of

contaminants throogh {he seal.

14.  Anasepiic connector as defined in claim 13, wherein the first sealing surface is relatively
rigid, the first valve is flexible, and in the closed position, the first valve and first sealing surface
form an interference fit therebefween at the respective annular fluid-tight seal; and the second
sealing surface is relatively rigid, the second valve is flexible, and in the closed position, the
second valve and second sealing surface form an interference fit therebetween at the respective

annular fluid-tight seal.
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15.  An aseptic connector as defined in claim 14, wherein the first engaging poriion is formed
integral with the firsi valve, is radially spaced relative to the first valve, extends annularly about
the first valve, and extends axially relative to the first valve; and the second engaging portion is
formed integral with the second valve, is radially spaced relative to the second valve, extends

amrmaiarly abount the second valve, and extends axially relative to the second valve,

16.  An asepiic connector as defined in claim 15, wherein each deflecting portion is
substantially dome shaped. and each valve exiends laterally with respect to the axis of the

respective dome-shaped deflecting porticn,

17.  Anaseptic connector as defined in claim 16, wherein each deflecting portion is
substantially cylindrical shaped, and each valve extends subsiantially normal to an axis of the

respective sebstantially cylindrical-shaped deflecting portion.

18.  Axn aseptic connecior as defined in any one of claims 15 to 17, wherein the first engaging
portion and first valve are made of an clastic material, and the second engaging portion and

second valve are made of an elastic material.

19, Anaseptic connector as defined in claim 16, wherein in the connected position, the first
and second engaging portions engage each other and deflect each other into the deflected
pasitions, and the first and second valves sre tnvaginated within the first and second engaging
portions into their respective open positions, the first and second ports are in fiwid

communication with each other, and fluid is permitted to flow therebetween.

20.  An aseptic connector as defined in claim 3, wherein in the connected position, the first

and second engaging portions form a substantially fluid-tight seal therebetween,

21.  Anaseptic connector as defined in claim 20, wherein in the connected position, the first
and second engaging portions extend annuvlarly about the first and second valves and the first and
second ports, respectively, and form a substantially fluid-tight seal with respect to ambient

atmosphere.

22.  Anaseptic connector as defined in claim 21, wherein in the connected position, the first

and second valves extend annularly about the first and second ports, respectively, forma
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substantially fiuid-tight seal with respect to ambient atmosphere, and prevent contamination of

any Buid-contacting surfaces of the {irst and second ports.

23, Anaseptic connector as defined in claim 3, wherein the first commector is a female
connecior, and the second connector is a male connector that is received within the female

connector in the connected position.

24, Anaseptic connector as defined in claim 23, wherein the fivst conmecior includes a first
connector housing that extends annularly about the first engaging portion and the first valve and
extends axially outwardly therefrom, and the second connector includes a second connecior
housing that extends annuolarly about the second engaging portion and the second valve and

extends axially outwardly therefrom, and is recetvable within the first conmecior housiog in the

connected position.
25.  An aseptic connecior as defined in claim 24, wherein in the connected position, the

second connector housing is received within the first connector housing, and the first and second
engaging portions and the first and second valves, are located within the second connector

housing.

26.  An aseptic connector as defined in claim 25 or claim 26, wherein the first connector
includes a first body defining the Srst port, the second connector includes a second body defining
the second port, and in the closed position, a distal portion of the second body is received within

a distal portion of the first body.

27.  Anaseptic connector as defined in claim 26, wherein the first connector includes a
plurality of first ports angularly spaced relative to each other, and the second connector includes

a plurality of second poris angularly spaced relative to each other.

28.  Anaseptic connector as defined in claim 3, further including a first fluid conduit
connected in fluid communication with the first connector, and a second fhudd conduit connected

in fluid communication with the second conneclor.

2%.  Anasepiic conpector as defined in any one of claims 1 to 28, wherein the first connector

defines z second connector engaging end, and wherein all fluid-contacting surfaces of the second
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connector engaging end are hermetically sealed with respect to the ambient atmosphere, for

preventing exiernal contamination of said surfaces.

30,  An aseptic connector as defined in any one of claims 1 fo 29, wherein the first valve
comprises material having a compression set value in a range of (2) about 0% 1o about 50% or

{b) in a range of about 0% to gbout 25%.

31.  An aseplic connecior as defined in any one of claims 1 to 38, wherein the first connector
includes a first base sealingly overlying the first port in the closed position, and in the open

position is deflected away to allow the aseptic passage of {tuid through the first port.

32, An aseptic connector as defined in claim 31, wherein the first commecior includes a
deflectable joint between the first base and the first valve, wherein during movement of the first
valve between the open and the closed positions, the joint deflects to facilitate said movement of

the first valve.

33, An aseptic connector as defined in any one of claims 1 to 32, forther comprising a Srst
sapport configured fo abut the first valve in the opesn position and at least one of (a) prevent
failure of the first valve, and (b) prevent the first valve from bending or deforming bevond a

maximum open or deflected position.
34.  Anp asepiic connector as defined in claim 33, wherein the first support is ring-shaped.

35.  An asepiic connector comprising:
first means for connecting including:

a first fluid passageway for receiving 2 flwid therein;

second means in fluid cormnmunication with the first fluid passageway for passape of
the fluid therethrough; and

third means for deflecting including (i) fourth means radially spaced relative to the
second means for engaging another connector and deflecting the third means, and (i) fifth means
for valving fluid fow through the second means movable between a (iil) closed position for
sealing the second means by forming a fluid-tight seal between the {ifth means and second
means and for preventing the passage of Huid therefhrough and (iv) an open position for

allowing fluid flow through the second means, wherein the fifih means is movable between the

23



closed and open positions with movement of the fourth means between (1) a substantially non-
deflected position where all fluid-contacting surfaces of the first means are hermetically sealed
with respeet o the ambient atmosphere for preventing external contamination of said surfaces,

and (2} a deflected position, respectively,

36.  Anaseptic connector as defined in claim 33, forther comprising:
sixth means for connecting including:

a second fluid passageway for receiving a fluid therein;

seventh oeans n flud commmication with the second flnid passageway for passage
of the fluid therethrough; and

eighth means for deflecting including (v} ninth means radially spaced relative to the
seventh means for engaging another connector and deflecting the eighth means, and {vi) tenth
means for vatving fluid flow through the seventh means movable between (vii) a closed position
for sealing the seventh means by forming a fluid-tight seal between the tenth means and seventh
means and for preventing the passage of fluid therethrough and (viit) an open position for
atiowing fluid flow through the seventh means, wherein the tenth means is movable between the
closed and open positions with movement of the ninth means between {1) a substantiaily non-
deflected position where all fluid-contacting surfaces of the stxth means are hermetically sealed
with respect to the ambient atimosphere for preventing external contamination of said surfaces,

and (2) a deflected position, respectively,

37.  Anaseptic connector as defined in claira 36, wherein first means is a first connector, the
second means is a first port, the third means is a first deflecting membes, the fourth mesnsis a
frst engaging portion, the fifth means is a first valve, the sixth means is a sccond connector, the
seventh meaus is a second pord, the eighth means is & second deflecting member, the ninth means

is a second engaging portion, and the tenth means is a second valve,

38. A method comprising the following steps:
i, providing a first connector having all fluid-contacting surfaces thereof hermeticaily
sealed with respect (o the ambient atmosphere, for preventing exfernal contamination of said

surfaces including a first valve hermetically sealing in a normally closed position a iirst port in
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floid commumication with a first {luid passageway, and a sierile fluid in fluid communication
with the first fluid passageway,

il.  comnecting the fivsi connector to a second connector having all fluid-contacting
surfaces thereof hermetically sealed with respect o the arubieni atmosphere, for preveniing
external contamination of said surfaces, and including a second port in fluid communication with
a second fiuid passageway;

itl. during the connecting step, deflecting the first valve from the normally closed
position i¢ an open position, and placing the first port i fluid communication with the second
port;

iv. allowing a flow of sterile fhud through the first and second ports; and

v. cduring the preceding steps maintaining the first and second ports hermetically sealed
with respect to ambient atmosphere and thereby preventing contarmination of any fluid-

contacting surfaces of the first and second ports and of the sterile fluid flowing therethrough.

20, A method as defined in claim 38, wherein the first connecior includes a firgt valve
integral with a {irst deflecting member, and the second connector includes a second valve
intepral with a second deflecting member, and the deflecting step inchudes placing at least one of
the fivst and secoud deflecting members into engagement with the other, deflecting the first and
second deflecting members and, in trn, moving the first and second valves from normally
closed positions to open positions and placing the first and second ports in fluid communication

with each other.

40. A method as defined m claim 39, furiher comprising the step of forming a fluid tight seal,
whesn in the connected and open positions, between at least one of (i) the first and second
deflecting members, and (11} the first and second valves, hermetically sealing the first and second
ports with respect to ambient atmosphere, and preventing contarnination of any fluid-contacting

surfaces of the first and second ports and of the sterile fluid flowing therethrough.

41. A method as defined in claim 40, wherein during the connecting step, the first and second
deflecting mersbers resilienily engage cach other and invaginaie the first and second valves into
the open position and info contact with each other to form an anmular, fluid-tight seal

therebetween,
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42.  Anaseptic fluid connector corprising:

a first connector inciuding:
a first fluid passageway for receiving a fluid therein;
a first port in fluld commumication with the first fluid passageway for passage of the fluid
therethrough; and
a first membes, configurable between a Grst configuration preventing the passage of fluid
through the first port and herseetically sealing all flwid-contacting surfaces of the first
connector with respect to the ambient atmosphere for preventing external contamination
of said surfaces, and a second configuration defining a firsi aseptic passageway to allow
the aseptic passage of fluid through the first port and through the first agepiic
passageway; and
a second connector conneciable 10 the first connector and including:

& second fluid passageway for receiving a fluid therein;

a second port in fluid communication with the second fluid passageway for
passage of the fluid therethwough; and

a second member, configurable between a frst configuration preventing the
passage of fluid throtigh the second pott and hermetically sealing all fluid-contacting
surfaces of the second connector with respect 1o the ambient atmosphere for preventing
external contamination of said surfaces, and a second configuration defining a second
aseptic passageway to allow the aseptic passage of fluid therethrough and through the

seeond post.

43, An aseptic connector as defined in claim 42, wherein the first and second connectors are
movable between non-connected and connected positions, wherein in the non-connected position
the first and second members ave in the respecitve first configurations, preventing the passage of
fluid twough the first and second ports, respectively, and in the connected position, the first and
second members are configured into the respective second configurations, allowing the aseptic
passage of fluid through the first poxt, first aseptic passageway, second aseptic passageway and

second port.

44, An aseptic connector as defined in claim 43, wherein in the connecied position, the first

fluid passageway, first port, second po:t, and sccond fluid passageway define an aseptic fluid
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passage sealed with respect to the ambient atmosphere for aseptic passage of fluid between-the

first and second conmeciors,

45, Anaseptic conueclor as defined in claim 43 or claim 44, wherein the second connector is
a fermale connector, and the first connector is a male connector that is received within the female

connector in the connected position.

46.  An aseptic commector as defined in claim 43, wherein the second connector includes a
second comnector housing that extends anpularly sbowt the second fluid passageway and the
second member and extends axially ouvtwardly therefrom, and the first connecior includes a first
connector housing that extends annularly about the first fluid passageway and the first member
and extends axially outwardly therefrom, and is receivable within the second connector housing

in the connected position.

47.  An aseptic connector as defined in any one of claims 42 1o 46, wherein the second
member in the first configuration defines a closed valve, preventing the passage of fluid through
the second port, and the second member in the second configimation defines an open valve,

ailowing the aseptic passage of fluid throogh the second port.

48.  Am aseplic connector as defined in any one of claims 42 {o 47, wherein at least one of the

first and second members is substantially dome-shaped.

49.  Anaseptic connector as defined in any one of claims 42 {0 48, wherein at least one of the
first and second members i3 substantially cylindrical shaped and extends anpularly about the

respective at icast one of the first and second ports.

50.  Anaseptic connector as defined in any one of claims 42 to 49, wherein the first connector
defines a second connector engaging end, and wherein all fluid-confacting surfaces of the second
conpnector engaging end are hermetically sealed with respect to the ambient atmosphere, for
preventing external contamination of said surfaces, and wherein the second connector defines a
first connector engaging end, and wherein all {luid-contacting surfaces of the first connector
engaging ¢nd are hermetically sealed with respect to the ambient atmesphere, for preventing

external contamination of said surfaces.
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51. An aseptic fluid connector as defined in any one of ciéims 42 to 50, wheren the first
member and/or the second member includes a deflecting member including an engaging portion
and movable between a substaniially non-deflecied position aud a deflected position, wherein in
" the substantially non-deflected position the first member and/or the second member is in its
respeciive first configuration, and in the deflected position, the first member and/or the second

meitber is in its respective second configuration.
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