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CLAIMS 

1. Imaging method for controlling for the presence, at a su 	ce of an 

5 object (20) such as a wafer, of structures (70a, 70b, 70c) enc ased in said 

object (20) such as vias, 	utilizing an imaging sensor (22), 	4.tical imaging 

means (34) capable of producing on said imaging sensor ( 	) an image (73, 

74) of the object (20) in a field of view, and illuminatin• 	eans (23, 27) for 

generating an illuminating beam (25, 30) and lightin; 	said field of view in 

10 reflection, characterized in that it comprises steps of• 

- acquiring a first image (73) of the obje 	(20) by illuminating said 

object (20) with a first illuminating beam (2 	30) the spectral content of 

which is suited to the nature of the object ( 	4) so that the light of said beam 

15 

(25, 30) is capable essentially of penetrati 	• into said object (20), 

- acquiring a second image (74) 	the object (20) by illuminating said 

object (20) with a second illuminatin 	beam (25, 30) the spectral content of 

which is suited to the nature of the object (20) so that the light of said beam 

(25, 30) is essentially reflected • 	the surface of the object (20), and 

- comparing said first . 	d second images (73, 	74) so as to identify 

20 structures (71a) that app 	in the first image (73) but not in the second 

image (74). 

2. Imaging d= ice for controlling for the presence, at a surface of an 

object (20) suc 	as a wafer, of structures (70a, 70b, 70c) such as vias 

25 enclosed in sai 	object (20), comprising: 

30 

- an i 	aging sensor (22), 

- op cal 	imaging 	means (34) capable of producing on said imaging 

sensor 	22) an image of the object (20) in a field of view, 

illuminating means (23, 27) for generating an illuminating beam (25, 

3P 	and lighting said field of view in reflection, 

characterized in that the illuminating means (23, 27) are capable of: 
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- generating an illuminating beam (25, 30) the spectral content of 	ich 

is suited to the nature of the object (20), so that the light of said be 	(25, 

30) is capable essentially of penetrating into said object (20), and 

5 - generating an illuminating beam (25, 30) the spectral con -nt of which 

is suited to the nature of the object (20), so that the light of .aid beam (25, 

30) is essentially reflected by the surface of the object (20). 

3. The device of claim 	2, 	in which the illumi 	.ting 	means 	(23, 27) 

10 comprise a spectral filter (26, 29) capable of limi 	g the spectrum of the 

illuminating beam to wavelengths which are capa. e essentially of penetrating 

into the object (20). 

4. The device of claim 3, in which th 	spectral filter (26, 29) comprises a 

15 plate made of a material identical or si 	ar to a material of the object (20). 

5. The device of one of claim 	or 4, in which the spectral filter (26, 29) 

comprises a silicon plate. 

20 6. The device of one •f claims 3 to 5, in which the illuminating means 

(23, 27) also comprise: 

- a 	light source 	24, 	28) 	capable 	of emitting 	light with 	a 	spectrum 

comprising first w. 	elengths capable essentially of being 	reflected 	by the 

surface of the 	• nect (20) and second wavelengths capable essentially of 

25 penetrating in • the object (20), and 

- switc ing 	means 	for 	inserting 	the 	spectral 	filter 	(26, 	29) 	into, 	or 

withdraw 	g it from, the illuminating beam. 

. The device of claim 	2, 	in which the illuminating 	means 	(23, 	27) 

30 c• 	prise a light source capable of emitting a light the spectrum of which is 

milted to wavelengths capable essentially of penetrating into the object (20). 

8. The device of claim 7, in which the illuminating means (23, 27) also 

comprise a second light source 

35 
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capable of emitting a light the spectrum of which is limited to waveleng 

capable essentially of being reflected by the surface of the object (20). 

9. The 	device 	of one of the 	preceding 	claims, 	which 	co 	arises 	an 

5 illuminating 	beam 	(25) 	incident 	in 	the 	field 	of 	view 	along 	an 	axis 	of 

illumination 	substantially 	parallel 	to 	the 	optical 	axis 	(49) 	• 	the 	imaging 

system. 

10. The device of one of the preceding claim 	which comprises an 

10 illuminating 	beam 	(30) 	incident 	in 	the 	field 	of 	iew 	along 	an 	axis 	of 

illumination forming, with the optical axis (49) 	of the imaging system, an 

angle greater than the angle (35) defining t' - 	numerical aperture of said 

imaging system. 

15 11. The device of one of the pre -ding claims, which also comprises a 

light source in transmission (32) arr. 	ged so as to illuminate the field of view 

in transmission, through the objec 	(20). 

12. The device of one of the preceding claims, in which the imaging 

20 sensor (22) comprises a C 	•- or CMOS-type sensor on a silicon substrate. 
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CLAIMS 

1. Imaging method for controlling for the presence, at a surface of an 
object (20) such as a wafer, of structures (70a, 70b, 70c) enclosed in said object 
(20) such as vias, utilizing an imaging sensor (22), optical imaging means (34) 
capable of producing on said imaging sensor (22) an image (73, 74) of the 
object (20) and of said structures (70a, 70b, 70c) in a field of view, and 
illuminating means (23) for generating illuminating beams (25) and illuminating 
said field of view in reflection, said illuminating beams (25) being incident in the 
field of view along an axis of illumination substantially parallel to the optical axis 
(49) of the optical imaging means (34), characterized in that it comprises steps 
of: 

- acquiring a first image (73) of the object (20) by illuminating said object 
(20) with a first illuminating beam (25) the spectral content of which is suited to 
the nature of the object (20) so that the light of said first illuminating beam (25) 
is capable of penetrating into said object (20), 

- acquiring a second image (74) of the object (20) by illuminating said 
object (20) with a second illuminating beam (25) the spectral content of which is 
suited to the nature of the object (20) so that the light of said second 
illuminating beam (25, 30) is reflected by the surface of the object (20), and 

- comparing said first and second images (73, 74) so as to identify 
structures (71a) that appear in the first image (73) but not in the second image 
(74). 

2. Imaging device for controlling for the presence, at a surface of an object 
(20) such as a wafer, of structures (70a, 70b, 70c) such as vias enclosed in said 
object (20), comprising: 

- an imaging sensor (22), 
- optical imaging means (34) capable of producing on said imaging sensor 

(22) an image of the object (20) and of said structures (70a, 70b, 70c) in a field 
of view, 

- illuminating means (23) for generating illuminating beams (25) and 
lighting said field of view in reflection, said illuminating beams (25) being 
incident in the field of view along an axis of illumination substantially parallel to 
the optical axis (49) of the optical imaging means (34), 

characterized in that the illuminating means (23) are capable of: 
- generating a first illuminating beam (25) the spectral content of which is 

suited to the nature of the object (20), so that the light of said first illuminating 
beam (25) is capable of penetrating into said object (20), and 

- generating a second illuminating beam (25, 30) the spectral content of 
which is suited to the nature of the object (20), so that the light of said second 
illuminating beam (25) is reflected by the surface of the object (20). 
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3. The device of claim 2, in which the illuminating means (23) comprise a 
spectral filter (26) capable of limiting the spectrum of the illuminating beam to 
wavelengths which are capable essentially of penetrating into the object (20). 

4. The device of claim 3, in which the spectral filter (26) comprises a plate 
made of a material identical or similar to a material of the object (20). 

5. The device of one of claims 3 or 4, in which the spectral filter (26) 
comprises a silicon plate. 

6. The device of one of claims 3 to 5, in which the illuminating means 
(23) also comprise: 

- a light source (24) capable of emitting light with a spectrum comprising 
first wavelengths capable essentially of being reflected by the surface of the 
object (20) and second wavelengths capable essentially of penetrating into the 
object (20), and 

- switching means for inserting the spectral filter (26) into, or withdrawing 
it from, the illuminating beam. 

7. The device of claim 2, in which the illuminating means (23) comprise a 
light source capable of emitting a light the spectrum of which is limited to 
wavelengths capable essentially of penetrating into the object (20). 

8. The device of claim 7, in which the illuminating means (23) also 
comprise a second light source capable of emitting a light the spectrum of which 
is limited to wavelengths capable essentially of being reflected by the surface of 
the object (20). 

9. The device of any one of the claims 2 to 8, which further comprises an 
illuminating beam (30) incident in the field of view along an axis of illumination 
forming, with the optical axis (49) of the imaging system, an angle greater than 
the angle (35) defining the numerical aperture of said imaging system. 

10. The device of any one of the claims 2 to 9, which also comprises a light 
source in transmission (32) arranged so as to illuminate the field of view in 
transmission, through the object (20). 

11. The device of any one of the claims 2 to 10, in which the imaging 
sensor (22) comprises a CCD- or CMOS-type sensor on a silicon substrate. 


