ABSTRACT APPARATUS AND METHCOD FOR FACI LI TATI NG ORDERI NG AND SUPE’bm szﬂ@t hod
and apparatus for ordering and facilitating the collection of i h as
food itens. A set of user termnals 12 may be distributed around a
bui | di ng, each user term nal 12 being connected to a central server 10. The
central server 10 is also connected to one or nore operator termnals 14

| ocated in the building canteen. A usefiStray order the food at the user
termnal 12 by perusing a nenu and nmaki ng sel ections. The user also inserts
a smart card which serves to identiABSTRAQIser as an account hol der in the
central server 10 database. After snaking selectigns, the information is
stored in the centralAERARAIUSANRMEIHOD FOREACILITATINGe food itens

sel ected by all the users requ 'Qﬂﬂﬁggﬂqbr Iﬁh@ canteen are known by the
central server 10 before SOﬁE"&%?Tﬂed—tuffggglpﬁTnt in tine. The coll ated
order is then sent by the central server 10 to the operator termnals 14 so

that an appropriate nunber of each ordered food item can be prepared. To
col l ect $he foodA mdodandrapparatus yori ondesingsind ifacilétadng the gpledtionefaemsper at or

termnal 14 and his.order, i i spl ayed, PRreferably. e smart, card is al so
used Lo tr aeher HsdyRam: At phe sl Re Lo brledardin o R be
connect abl €edcR ubdiferhih 2NN PeingZoRfecRY th @ cahttR Yk &MY, eI QRIhINGrRY 10$€rs and’
to allow the central server IO to order raw materials fromsuppliers in
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A user may order the food at the user terminal 12 by perusing a menu and making

10 selections. The user also inserts a smart card which serves to identify the user as an
account holder in the central server 10 database. After making selections, the
information is stored in the central server 10 and is collated so that the food items
selected by all the users requiring food from the canteen are known by the central
server 10 before some defined cut-off point in time. The collated order is then sent

15 by the central server 10 to the operator terminals 14 so that an appropriate number of
each ordered food item can be prepared. To collect the food, the user simply inserts
his smart card into an operator terminal 14 and his order is displayed. Preferably, the
smart card is also used to transact payment of the food and the central server 10 may
be connectable to the internet 22 so as to allow remote ordering by users and to allow

20 the central server 10 to order raw materials from suppliers in accordance with how

much raw material has been actually used.
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