DESCR PTI ON

USER AUTHENTI CATI ON METHOD, DEVI CE FOR EXECUTI NG SAME, AND
RECCRDI NG MEDI UM FCR STORI NG SAME

Techni cal Field
Enbodi nents of the present invention generally relate to
a user authentication nethod, a device for performng the

nmet hod, and a recordi ng nediumfor storing the nethod.

Background Art

Unlike other bionmetric recognition technol ogies, face
recognition technology has an advantage in that recognition
may be naturally performed in a contactless manner w thout
requiring special nmotion or activity on the part of a user,
and may thus be regarded as the nost excellent bionetric
recognition technology fromthe standpoint of the user.

The application of such face recognition technology has
expanded to various fields, and has attracted attention in a
security authentication field, for exanple.

When face recognition is appl i ed to security
aut hentication, automatic authentication mnmay be perforned
nerely by gazing at a canera, without requiring the input of a
password or the use of an additional authentication medium

and nay prevent the personal infornmation of a user from being



illegally leaked due to the forgery, theft or loss of a
password or an authentication medi um

For exanple, this technol ogy has many useful advantages,
such as preventing users fromindiscrimnately sharing IDs and
passwords upon logging into a web service and thus mnim zing
the |oss experienced by a website owner. In addition, this
technology may be applied to various authentication fields,
such as PC login, snmart phone unl ocking, and E-I|earning.

However, variation in recognition rate attributable to
the rotation, expression, lighting, or aging of the face is a
weakness generally appearing in face recognition technol ogy,
and the mnimzation of the error rate caused by this weakness
has arisen as an issue.

In particular, reducing a Fal se Accept Rate (FAR in face
recognition is one of the nost inportant problens in applying
face recognition to authentication fields.

As a solution to this, an approach to continuously
i nprove face recognition performance while conbining face
recognition with another authentication schenme may be one such
schene. In this case, even if another person is accepted due
to recognition error and authentication based on face
recognition is passed, a dual security procedure may be
perforned, and thus near-perfect security authentication may
be realized.

However, when face recognition is conbined with an



exi sting aut henti cati on scheme (passwor d or USB
aut hentication), security strength may be inproved, but there
is a disadvantage in that, from the standpoint of the user,
the limtation of the existing authentication schenme still
remains, thus naking it inpossible to satisfactorily utilize
t he advant age of face recognition.

As a result, there is required the developrment of
technol ogy capable of mnimzing an authentication error rate
via conbination with face recognition while naintaining the

advant age of face recognition.

D scl osure
Techni cal Probl em

An object of the present invention is to provide a user
aut henti cation method, a device for performng the nethod, and
a recording mnmedium for storing the nethod, which are
configured to conbine authentication based on a user’s face
included in an input image, wth authentication based on a
password recogni zed depending on the state of eye w nking
included in a facial area, thus sinultaneously providing both
conveni ence and accuracy of user authentication.

Anot her object of the present invention is to provide a
user authentication nethod, a device for performng the
nmet hod, and a recording nmedium for storing the nethod, which

extract a change region between frame images using the



di fference between the frane i mages and perform face detection
only in the change region, so that there is no need to perform
a face detection operation on the entire area of each frane
image, thus inproving face detection speed for each frane
i mage.

A further object of the present invention is to provide a
user authentication nethod, a device for performng the
nmet hod, and a recording nedium for storing the nethod, which
construct an image pyramd for a change region, process
individual images on the image pyramd in a distributed
processi ng nmanner, individually detect facial areas, aggregate
the results of detection, and finally detect a facial area
thus inproving the accuracy of detection of the facial area.

(bjects to be achieved by the present invention are not
limted to the above-described objects, and other object(s),
not descri bed here, nmay be clearly understood by those skilled

inthe art fromthe fol |l owi ng descriptions.

Techni cal Sol ution

Anong enbodi nents, a user authentication nethod perforned
by a user authentication device includes when inage data of a
user is received from an inaging device, detecting a facial
area and facial feature points using individual frane inmages
in the inage data; performng face authentication by matching

the facial area with a specific face tenplate; performng



password authentication by detecting whether eye wi nking
occurs using an inmage of an eye region extracted using the
facial feature points, by recognizing a password dependi ng on
a state of eye winking based on preset criteria, and by
determ ning whether the recogni zed password natches a preset
password; and determning that authentication of the user
succeeds based on results of the face authentication and
results of the password authentication.

Anong enbodi nents, a user authentication device, includes
a facial area detection unit for, when inmage data of a user is
received from an inmaging device, detecting a facial area and
facial feature points using individual frane inmages in the
image data; a first authentication unit for performng face
authentication by matching the facial area with a specific
face tenplate; a second authentication unit for detecting
whet her eye wi nking occurs using an inmage of an eye region
extracted using the facial feature points, recognhizing a
password depending on a state of the eye w nking based on
preset criteria, and determning whether the recognized
password matches a preset password; and a determnation unit
for determning that authentication of the user succeeds based
on results of the authentication by the first authentication
unit and results of the authentication by the second
aut henti cation unit.

Anong enbodi ments, in a recording nmedium for storing a



conputer program for executing a user authentication nethod
performed by a wuser authentication device, the conputer
program i ncludes a function of, when inage data of a user is
received from an imaging device, detecting a facial area and
facial feature points using individual frame images in the
image data; a function of performng face authentication by
matching the facial area with a specific face tenplate;, a
password authentication function of detecting whether eye
wi nki ng occurs using an inmage of an eye regi on extracted using
the facial feature points, recognizing a password dependi ng on
a state of the eye winking based on preset criteria, and
determ ning whether the recognized password natches a preset
password; and a function of determning that authentication of
the user succeeds based on results of the face authentication
and results of the password aut hentication

Details of other enbodinments are included in the
follow ng detail ed description and attached draw ngs.

The advantages and/or features of the present invention
and nethods for acconplishing them wll be nore clearly
understood from the followng detailed description taken in
conjunction with the acconpanying draw ngs. However, the
present invention may be inplenented in various forns wthout
being limted to the followi ng enbodinments, and the present
enbodi rents are nerely intended to nmake the disclosure of the

present invention conplete and to conpletely notify those



skilled in the art of the scope of the invention. Further, the
present invention is nerely defined by the scope of the
acconpanyi ng cl ai mrs. Throughout the specification, the same

reference nuneral s are used to designate the sane conponents.

Advant ageous Effects

According to the present invention, there is an advant age
in that authentication based on a user’s face included in an
input inmage is conbined with authentication based on a
password recogni zed depending on the state of eye w nking
included in a facial area, thus simultaneously providing both
conveni ence and accuracy of user authentication.

Further, according to the present invention, there is an
advantage in that a change region between frame inages is
extracted using the difference between the frame inages and
face detection is perforned only in the change regi on, so that
there is no need to performa face detection operation on the
entire area of each frame inage, thus inproving face detection
speed for each frame image. The inprovenent of such detection
speed is profitable especially for application to termnals
having i mted conputing resources, such as nobil e devices.

Furthernore, according to the present invention, there is
an advantage in that an image pyramd for a change region is
constructed, individual inmages on the inmage pyramd are

processed in a distributed processing manner, facial areas are



individually detected, the results of detection are
aggregated, and a facial area is finally detected, thus

i mproving the accuracy of detection of the facial area.

Description of Draw ngs

FIG 1 is a block diagram showi ng a user authentication
devi ce accordi ng to an enbodi ment of the present invention;

FIG 2 is a flowhart show ng an enbodi nent of a user
aut henti cation nethod according to the present invention;

FIG 3 is a flowhart showi ng another enbodinment of a
user authentication nmethod according to the present invention;

FIG 4 is a flowhart showing a further enbodinent of a
user authentication nmethod according to the present invention;

FIG 5 is a flowhart showi ng yet another enbodi ment of a
user authentication nmethod according to the present invention;

FIG 6 is a reference diagram showing a procedure for
detecting a facial area froma nornmal frame inage using a key
franme i nage;

FIG 7 is a reference diagram showing a procedure for
detecting a facial area by constructing an inage pyramd of
frame i nages;

FIG 8 is a diagram showing rectangular features
(symmetric and asymmetric features) for detecting a facial
ar ea;

FIG 9 is a reference diagram showing a procedure for



detecting a facial area using the rectangul ar features of FIG
8; and
FIG 10 is a reference diagram showing a procedure for

detecting eye winking in the facial area.

Mode for Invention

Herei nafter, enbodiments of the present invention will be
described in detail with reference to the attached draw ngs.

FIG 1 is a block diagram showi ng a user authentication
devi ce according to an enbodi ment of the present invention.

Referring to FIG 1, a user authentication device 100
includes a facial area detection wunit 110, a first
aut hentication unit 120, a second authentication unit 130, and
a determnation unit 140.

Wen inmage data of the user is received from an inmagi ng
device, the facial area detection unit 110 detects a facial
area and facial feature points wusing each frame imge
contained in the image data. The facial area detection unit
110 provides informati on about the facial area and the facia
feature points to the first authentication unit 120 and/or to
t he second aut hentication unit 130.

Wen a frane inage is received from the inaging device,
the facial area detection unit 110 detects a facial area from
the frame inmage, and defines a specific frane inmage as a key

frame i nage.



First, the facial area detection unit 110 sets a val ue,
obtained by linearly coupling the brightness values of pixels
nei ghboring each pixel in the frame inage to filter
coefficients, to the brightness value of the correspondi ng
pi xel , thus elimnating noise fromthe frame i nage.

Next, the facial area detection wunit 110 generates
multiple inmages having different sizes by down-scaling the
frame inage, detects candidate facial areas from respective
multiple images, and detects a facial area from the
corresponding frane image using an area comon to the
candi date facial areas.

For exanple, the facial area detection unit 110 nay
detect a facial area fromthe original frame inmage, detect a
facial area fromeach frame inage that is down-scaled fromthe
original frame inage, additionally detect a facial area from
each frame inmage that is further down-scaled therefrom and
detect an area common to the facial areas that have been
detected from the frane inages for respective scales as a
facial area in the corresponding frarne. This method nay be
under stood to be an i mage pyramd techni que.

Here, the facial area detection unit 110 nmay detect
facial areas and facial feature points (e.g. the eyes) from
respective multiple inmages of a frame inage using rectangul ar
features (or a rectangular feature point nodel). A

description related to the facial areas and facial feature
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points (e.g. the eyes) wusing rectangular features (or a
rectangul ar feature point nodel) will be nmade in detail later
with reference to FIGS. 8 and 9.

The facial area detection unit 110 nay define a certain
frame image as a key frame image if there is no remai nder when
the frame nunber of the franme inmage is divided by a specific
nunber. For exanple, to update a key frame every 15-th frarme,
the facial area detection unit 110 nmay define a certain frame
image as a key frame image if there is no remnai nder when the
frame nunber of the franme inmage is divided by 15.

The facial area detection unit 110 defines the key frame
i mage, receives nornmal frame images, extracts a change region
fromthe normal frane inages based on the key frane inage, and
detects facial areas from the normal frane inages using the
change regi on.

First, the facial area detection unit 110 conpares the
key frane inmage with each nornmal frane inmage, generates a
difference frame inmage including information about the
difference between the franes, perforns thresholding and
filtering on the difference frame inmage, and generates a
binary frame inmage for the difference frane inmage.

More specifically, the facial area detection unit 110
conpares the brightness values of respective pixels in the
difference frane image with a threshold value, converts the

corresponding pixel into a value of 255, that is, a white
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col or, when the brightness value of the correspondi ng pixel is
greater than the threshold value, and converts the
corresponding pixel into a value of 0, that is, a black color,
when the brightness value of the corresponding pixel is |ess
than the threshold value, and thus generates a binary frame
I mage. The threshold value may be stored in advance in the
user authenticati on devi ce 100.

Further, the facial area detection unit 110 elimnates
noise by applying a filter to the binary frane image. For
exanple, the facial area detection unit 110 nay elimnate
noise by transposing the brightness value of the pixe
corresponding to noise in the binary frane image into the
nmedi an value of the brightness values of neighboring pixels.
Such a filter may be understood to be a kind of nedian filter

Thereafter, the facial area detection unit 110 determ nes
a face detection region fromeach nornmal frane i mage using the
binary frame inage. Mre specifically, the facial area
detection unit 110 may extract rectangular regions including
white pixels fromthe binary frane inmage, and nay determne a
final rectangular region including individual rectangular
regions to be the face detection region. The term ‘face
detection region’ may al so be understood to be the concept of
a ‘change region’ between franes for facial detection, from
anot her st andpoi nt.

Finally, the facial area detection unit 110 detects a

12



faci al area from the face detection region. Mor e
specifically, the facial area detection unit 110 may generate
multiple inmages having different sizes by down-scaling the
face detection region, detect candidate facial areas from
respective multiple inmages, and detect a facial area fromthe
corresponding frane image using an area comon to the
candi date facial areas.

Here, the facial area detection unit 110 nay detect
facial areas and facial feature points (e.g. the eyes, nose,
mouth, etc.) from respective multiple images of the frane
i mage using rectangular features. A detailed description
related to the detection of facial areas and facial feature
poi nts using rectangular features will be nmade with reference
to FIGS. 8 and 9.

The first authentication wunit 120 perforns face
recognition by matching the facial area with a pre-stored
specific face tenplate. In an enbodinent, the first
authentication unit 120 calculates the simlarity between the
facial area and the face tenplate by conparing the binary
feature amount of the facial area with the binary feature
amount of the pre-stored specific face tenplate, and provides
the results of face authentication based on the calcul ated
simlarity to the determnation unit 140. The pre-stored
specific face tenplate is the face tenplate of the user

requiring authentication, and may be stored in advance in the
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user authentication device 100. ‘Mtching between the facia
area and the specific face tenplate may be understood to have
the same meaning as an operation of conparing the binary
feature amount of the facial area with the binary feature
amount of the pre-stored specific face tenplate and
calculating the simlarity therebetween.

The second authentication unit 130 detects whether the
wi nki ng of eyes occurs with reference to an eye region in the
facial area, and determnes whether a password, recognized
depending on the state of eye wnking, matches a preset
passwor d. The second authentication unit 130 provides the
determnation unit 140 wth information about whether the
password, recogni zed depending on the state of eye w nking
mat ches the preset password.

The second authentication unit 130 nay detect an eye
region fromthe facial area using the facial feature points,
generate a pixel vector having specific dinmensions using the
pixel values of the eye region, reduce the nunber of
di mensi ons of the pixel vector by applying Principal Conponent
Analysis (PCA) to the pixel vector, and detect whether eye
wi nki ng occurs by applying a Support Vector Machine (SVM to
the pi xel vector having the reduced nunber of dinensions.

The second authentication unit 130 extracts the password
recogni zed depending on the state of eye w nking. For

exanple, the second authentication wunit 130 nay set
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recognition criteria in advance so that, when only the |eft
eye is winking, the password is recognized as ‘0, when only
the right eye is winking, the password is recognized as ‘1,
and when both eyes are w nking, the password is recognized as
“2", may extract the password input through the inage based on
the recognition criteria, and may then determne whether the
extracted password natches the password, which is preset by
and pre-stored in the user authentication device 100.

The determnation wunit 140 may determne that the
authentication of the user succeeds based on the results of
the authentication by the first authentication unit 120 and
the results of the authentication by the second authentication
unit 130. For exanple, when both the results of face
authentication and the results of password authentication are
determned to indicate successful authentication, it may be
determ ned that user authentication succeeds.

Hereinafter, a wuser authentication nethod wll be
described in detail with reference to FIGS. 2 to 5. Since the
user authentication nmethod, which will be described below is
perforned by the above-described user authentication device
100, a repeated description of the correspondi ng conponents
wll be omtted, but those skilled in the art w |l understand
the enbodi nents of the user authentication nmethod according to
the present invention fromthe above description.

FIG 2 is a flowhart showi ng an enbodi nent of a user

15



aut henti cation method according to the present invention. The
enbodi rent shown in FIG 2 relates to an enbodi ment in which
image data of a user is received and user authentication may
be performed via both face authentication and password
aut henti cati on.

Referring to FIG 2, the user authentication device 100
receives inmage data of the user fromthe inaging device (step
S210) . The user authentication device 100 detects a facial
area using a key frane image anong frame inages and nor nal
frame i nages (step S220).

The user authentication device 100 detects whether eye
wi nking occurs using an eye region of the facial area, and
determ nes whether a password, recognized depending on the
state of eye wi nking, nmatches a preset password (step S230).

In the exanple of step S230, the user authentication
device 100 detects an eye region from the facial area using
facial feature points, generates a pixel vector having
speci fic dinensions using the pixel values of the eye region,
and detects whether eye w nking occurs using the pixel vector.
Thereafter, a password, recognized depending on the state of
eye winking, is extracted based on preset criteria. For
exanpl e, the preset criteria are based on at |east one of the
state of winking of the left eye, the state of w nking of the
right eye, and the state of sinmultaneous w nking of both eyes,

and such winking states include at |east one of the sequence
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of wi nking, the nunber of w nking actions, the duration during
which the corresponding eye is naintained in a closed or open
state, and a conbination of the winking of the left eye and
the right eye.

For exanpl e, the second authentication unit 130
recogni zes the password based on the criteria preset such
that, when only the left eye is wnking, the password is set
to O, when only the right eye is wnking, the password is set
to 1, and when both eyes are simultaneously wi nking, the
password is set to 2, nmay extract the password input through
the image based on the recognition criteria, and may then
determne whether the recognized password matches the preset
passwor d.

The password nay be set or recognized depending on the
state of eye winking. For exanple, if the password is O when
only the left eye is wnking, is 1 when only the right eye is
winking, and is 2 when both eyes are sinultaneously w nking,
the user authentication device 100 set the password to ‘0102
by wi nking the eyes in the sequence of the |eft eye, the right
eye, the left eye, and both eyes. The nunber of digits of the
password may be changed depending on settings, and the
password for a specific user may be set and stored i n advance.

The user authentication device 100 perforns face
authentication by matching the facial area with a specific

face tenpl ate (step S240).
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The wuser authentication device 100 determnes that
aut hentication of the user succeeds when face authentication
perforned at step S240, succeeds (step S241), and password
authentication, perfornmed at step S230, succeeds (step S231).

FIG 3 is a flowhart showi ng another enbodinent of a
user authentication method according to the present invention.
The enbodinment shown in FIG 3 relates to an enbodinent in
which a specific frane inmage anong individual frame inmages in
the inmage data of the user is processed and is determned to
be a key frane inmage, and the facial area of a nornal frane
i mage that is subsequently input can be detected using the key
franme i nage.

Referring to FIG 3, the user authentication device 100
receives frane image #0 (the first frane image) (step S310).
The user authentication device 100 detects a facial area from
frame inage #0 (step S320). Further, the frane image #0 is
stored as an initial key frame i nage.

Wien it is determned that there is no renai nder when the
frame nunber of a subsequently input frame image is divided by
a specific nunber (e.g. 15) (step S330), the user
authentication device 100 updates the corresponding frane
image to the key frame inmage and stores the updated key frane
i mage (step S340). For exanple, in order to update the key
frame every 15-th frame, the user authentication device 100

may be configured to, if there is no remai nder when each framne
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nunber is divided by 15, define the corresponding frame inage
as a key frane image. For exanple, frane inmages #0, #15, #30,
#45, ...may be defined as key frame inages. In the case of
franme inmage #0, the remainder of 0/15 is 0O, and thus frame
i mage #0 nmay be stored as a key frane. Frane image #1, which
is in a subsequent position, is processed as a normal frane
i mage because the remai nder of 1/15 is not O. By way of this
processing, frane inmage #15 nay be stored as a new key frane
because the remainder of 15/15 is O. In the above
description, the sequence, such as for #0 or #1, is a sequence
assigned in the procedure for wupdating key frames for
conveni ence of description, and another type of sequence or
order may be assigned as long as the same results nay be
deri ved.

The user authentication device 100 receives frane inage
#1 (step S350). The user authentication device 100 detects a
facial area from frane inage #1 (step S360). The user
authentication device 100 termnates the process if the
reception of all frame inmages is conpleted (step S370).

FIG 4 is a flowhart showing a further enbodinent of a
user authentication method according to the present invention.
The enbodinent illustrated in FIG 4 relates to an enbodi nent
in which, anong individual frame images in the inage data of
the user, a specific normal frane inmage, for exanple, a first

input norrmal frame inmage, mnmay be processed, and the
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corresponding frame i nage nay be stored as a key frame i nage.

Referring to FIG 4, the user authentication device 100
receives a first nornmal frame inmage anong individual frane
images in the image data (step $410).

The user authentication device 100 elimnates noise by
applying a filter to the nornmal frane inage (step $420). In
the exanple of step $420, the user authentication device 100
sets a value, obtained by linearly coupling the brightness
val ues of pixels neighboring each pixel in the nornal frame
image to filter coefficients, to the brightness value of the
corresponding pixel, thus elimnating noise from the frane
image. This procedure is given by the follow ng Equation 1:

[ Equati on 1]

X = X_,Co + X _,C; + X.C, + X ,C5 + X, ,C,

(x: frame nunber, i: pixel nunber, c: filter coefficient)

The user authentication device 100 constructs an inage
pyramd for the normal frame inmage (step $430). Mor e
specifically, the user authentication device 100 generates
multiple inmages having different sizes by down-scaling the
norral frame inmage.

The user authentication device 100 detects a facial area
fromthe corresponding frame image using the image pyramd for
the normal frame inmage (step $440). However, in the exanple

of step $440, the wuser authentication device 100 detects
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candidate facial areas from respective multiple inages having
different sizes, which are generated by down-scaling the
normal frame image, and nay detect a facial area from the
normal frame inmage using an area common to the candidate
faci al areas.

Here, the wuser authentication device 100 nay detect
facial areas and facial feature points (e.g. the eyes, nose,
mouth, etc.) fromrespective nmultiple inmages using rectangul ar
features.

The wuser authentication device 100 stores the nornal
frame inmage as the key frame inmage (step $450). For exanpl e,
the data of the key frame inage includes face detection data
and image data. The face detection data includes the
attributes of facial areas and the position attributes of
facial feature points, and the image data includes the
attributes of color nodels and the attributes of pixel data
The key frame image data is illustrated in an Extensible
Markup Language (XM.) fornmat, as given by the follow ng
exenpl ary code:

[ Exenpl ary code]

< key_frane_data nunber= “frame nunber”>

-< detection_data >

<face rect first= “upper left coordinate” |ast= *“lower
ri ght coordinate”/>

<landmarks left_eye= “left eye coordinate” right_eye=
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“right eye coordinate” --- - />

</ detection_data >

-< inmage_data >

< color _nodel = “gray” />

< pixel _data =" " [>

</ image_dat a>

</ key_ frane data >

The <inmage data> in the [exenplary code] includes color
nodel attributes <color_nodel = *“gray”/> and pixel data
attributes <pixel _data = “ ”"/> which correspond to the inmage
pi xel data of the key frame inage. The inmage pixel data is
used to extract a face detection region fromthe nornmal frane
i mage.

FIG 5 is a flowhart showi ng yet another enbodi ment of a
user authentication method according to the present invention.
The enbodinent illustrated in FIG 5 relates to an enbodi nent
in which a facial area nmay be detected from a nornal frame
image using a key frame inage anong individual frane images in
the i mage data of the user.

Referring to FIG 5, the user authentication device 100
generates a difference frame image including infornmation about
the difference between the key frane inmage and the nornal
frame image by conparing the key frame inmage with the nornal
frame i nage (step S510).

The user authentication device 100 generates a binary
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frame image by performng threshol ding on the difference frame
I mge (step S520). In the exanple of step S520, the user
authentication device 100 conpares the brightness values of
respective pixels in the difference frane image wth a
threshol d val ue, converts the correspondi ng pixel into a val ue
of 255, that is, a white color, when the brightness val ue of
the corresponding pixel is greater than the threshold val ue,
and converts the corresponding pixel into a value of 0, that
is, a black color, when the brightness value of the pixel is
less than the threshold value, and thus generates a binary
frame i nage.

The user authentication device 100 elimnates noise by
applying a filter to the binary frane inage (step S530). In
the exanple of step S530, the user authentication device 100
may elimnate noi se by transposing the brightness value of the
pi xel corresponding to noise in the binary frane inage into
the median value of the brightness values of neighboring
pi xel s.

The wuser authentication device 100 determnes a face
detection region fromthe nornmal franme inmage using the binary
frame image (step S540). In the exanple of step S540, the
user authentication device 100 extracts rectangul ar regions
including white pixels from the binary frane inage, and may
determne a final rectangular region including individual

rectangul ar regions to be the face detection region.
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The user authentication device 100 constructs an inage
pyramd for the face detection region (step S550). In the
exanple of step Sb50, the user authentication device 100
generates multiple inmages having different sizes by down-
scaling the face detection region, thus constructing the inage
pyram d.

The user authentication device 100 detects a facial area
fromthe corresponding frame i nage using the image pyramd for
the face detection region (step S560).

In the exanple of step S560, candidate facial areas nmay
be detected from respective multiple inmages, and the facial
area may be detected using an area common to the detected
candi date facial areas. Here, the user authentication device
100 may detect facial areas and facial feature points (e.qg.
the eyes, nose, nmouth, etc.) from respective nmultiple inmages
usi ng the rectangul ar features.

FIG 6 is a reference diagram showing a procedure for
detecting a facial area froma nornmal frame inmage using a key
frame i nage.

Referring to FIG 6, the user authentication device 100
generates a difference frane inage including only information
about the difference between franes, as shown in FIG 6(c), by
conparing the key frame image shown in FIG 6(a) with the
normal franme image shown in FIG 6(b).

The user authentication device 100 generates a binary
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frame image, such as that shown in FIG 6(d) by performng
both threshol ding and nedian filtering on the difference frane
i mage shown in FIG 6(c).

In an enbodi ment, the user authentication device 100 nay
perform thresholding by conparing the brightness values of
respective pixels in the difference frame inmage of FIG 6(c)
with a threshold value, converting the corresponding pixel
into a value of 255, that is, a white color, when the
bri ght ness value of the corresponding pixel is greater than
the threshold value, and converting the corresponding pixel
into a value of 0, that is, a black color, when the brightness
val ue of the pixel is less than the threshol d val ue.

The wuser authentication device 100 determnes a face
detection region fromthe nornmal franme inmage using the binary
frame inage of FIG 6(d) (step S540).

In an enbodinent, the user authentication device 100
extracts rectangular regions including white pixels from the
binary frame image of FIG 6(d), and determnes a final
rectangular region including the individual rect angul ar
regions to be the face detection region. That is, the user
authentication device 100 may determne the face detection
region (change region) fromthe nornmal frane image, as shown
in FIG 6(e).

The user authentication device 100 detects a facial area,

shown in FIG 6(f), from the face detection region of FIG
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6(e).

FIG 7 is a reference diagram showing a procedure for
detecting a facial area by constructing an inage pyramd for
the frane i nmage.

Referring to FIG 7, the user authentication device 100
generates multiple inmages having different sizes, such as
those shown in FIG 7(a), by down-scaling the nornal frame
I mage. The user authentication device 100 detects candi date
facial areas from respective nmultiple inmages having different
sizes, shown in FIG 7(a). The user authentication device 100
may detect a facial area, as shown in FIG 7(b), using an area
common to the candidate facial areas detected from respective
mul ti pl e i nages.

Meanwhi l e, when a facial area is detected fromthe nornal
frame image using a difference frame inage between the key
frame image and the nornal frame i nage, the user
aut henti cation device 100 detects a face detection region from
the normal frame inage and generates nmnultiple inages having
different sizes, as shown in FIG 7(a), by down-scaling the
face detection region.

The wuser authentication device 100 detects candidate
facial areas from respective multiple imges having different
sizes, as shown in FIG 7(a). The user authentication device
100 may detect a facial area, as shown in FIG 7(b), using the

area conmmon to the candidate facial areas detected from the
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respective multiple images.

FIG 8 is a diagram showing rectangular features
(symmetric and asymetric features) required to detect a
facial area. FIG 9 is a reference diagram showing a
procedure for detecting a facial area using the rectangul ar
features of FIG 8. The rectangles illustrated in FIG 8 or 9
may be understood to be features for facial area detection,
and nmay be further wunderstood to be symetric Haar-1like
features (a), which desirably reflect the features of a front
facial area, and asymetric rectangular features (b), which
are proposed to reflect the features of a non-front facial
ar ea.

Referring to FIGS. 8 and 9, when a specific frame anong
individual frames in inmage data is received from the inaging
device 200 (see FIG 1), the user authentication device 100
(see FIG 1) detects a facial area and facial feature points
(e.g. the eyes, nose, nouth, etc.) fromthe specific frane.

In an enbodinment, the facial area detection unit 110 of
the wuser authentication device 100 (see FIG 1) detects
candidate facial areas from respective franes in the inage
data, defines rectangular features (or a rectangular feature
point nodel) for the detected candidate facial areas, and
detects a facial area based on a |earning material obtained by
training the rectangul ar features using an AdaBoost | earning

algorithm wherein a facial area in a rectangul ar shape nay be
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det ect ed. Further, the facial area detection unit 110 may
detect facial feature points included in the detected facial
ar ea.

Generally, in franmes including a front facial area, the
uni que structural features of the face, such as the eyes, the
nose, and the nouth, are uniformy and widely distributed on
the inmage and are also symetrical. However, in franes
including a non-front facial area, unique structural features
of the face, such as the eyes, the nose, and the nouth, are
not wuniformy distributed on an inage and are thus
asymetrical, and are concentrated in a small area. Further,
the facial contour is not linear, and thus a significant
background regi on coexists with the inmage.

Therefore, by further considering the fact that, when
symmetrical features such as those shown in FIG 8(a) are
used, it may be difficult to obtain high detection perfornmance
for a non-front facial area, the present enbodinent is
configured to nore preferably use not only the symetric
features shown in FIG 8(a), but also the asymetric features
shown in FIG 8(b). Unlike the symmetric features shown in
FIG 8(a), the asymretric features shown in FIG 8 (b) are
inplenented in an asymetric shape, structure or form and
desirably reflect the structural features of a non-front face,
thus realizing an excellent effect of detecting the non-front

facial area. That is, by using symetric features such as
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those shown in FIG 8(a), a facial area nay be detected froma
frame such as that shown in FIG 9(a), and by using asymretric
features such as those shown in FIG 8(b), a facial area nmay
be detected froma frane such as that shown in FIG 9(b).

The detection of a facial area and the detection of
facial feature points perfornmed in this way nay be inpl enented
using a | arge nunber of well-known techniques. As an exanpl e,
the detection of a facial area and the detection of facial
feature points may be performed using an AdaBoost | earning
algorithm and an Active Shape Mdel (ASM. As anot her
exanpl e, the detection of a facial area and the detection of
facial feature points are described in detail in multiple
papers and patent docunents including Korean Patent Nos. 10-
1216123 (Date of registration: Decenber 20, 2012) and 10-
1216115 (Date of registration: Decenber 20, 2012) which were
proposed by the present applicant, and thus a detailed
description thereof will be omtted.

FIG 10 is a reference diagram showing a procedure for
detecting eye winking froma facial area.

Referring to FIG 10, the user authentication device 100
detects an eye region froma facial area 10 using sonme feature
points, for exanple, four feature points near the eye region
anong facial feature points. Here, the inage of the eye
region is cropped to, for exanple, a bitmap, and rotati onal

correction is performed, and thereafter the image is converted
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into a nmonochrone inmage 20 having a 20*20 pixel size. The
user aut henti cati on devi ce 100 per f or ns hi st ogr am
normal i zation on the nonochrome image 20 of the eye region.
For exanple, the user authentication device 100 generates a
400- di mensi onal pi xel vector using the pixel values (20*20) of
t he nonochrone i mage 20 of the eye region.

The wuser authentication device 100 acquires a pixel
vector having a reduced nunber of dinensions corresponding to
200- di mensi ons by applying Principal Conponent Analysis (PCA
30 to the 400-di nensi onal pixel vector, and inputs the reduced
pi xel vector to a Support Vector Machine (SVM 40. In this
way, when the nunber of dinensions of data to be input to the
SW 40 is reduced using the PCA identification speed using
the SVYM 40 nay be inproved, and the size of a database
i ncluding both support vectors and coupling coefficients may
be greatly reduced. The user authentication device 100 nay
configure, for exanple, a 200-dinenisonal reduced input
vector, and nay detect whether eye w nking occurs using the
di scri mnant function of the SVM 40.

Enbodi nents of the present invention include conputer-
readabl e recording media having conputer program instructions
for performng operations inplenented on various conputers.
The conputer-readable recording nedia nay include program
instructions, data files, data structures, etc. alone or in

conbi nati on. The nmedia nmay be designed or configured
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especially for the present invention, or may be well-known to
and used by those skilled in the art of conputer software.
Exanpl es of the conputer-readabl e recording media nay include
magnetic nedia such as a hard disk, a floppy disk, and
magnetic tape, optical nmedia such as Conpact D sk-Read Only
Menory (CD-ROVM, a Dgital Versatile Dsk (DVD), and a
Universal Serial Bus (USB) Drive, mnmagneto-optical nedia such
as a floptical disk, and hardware devices especially
configured to store and execute program instructions, such as
ROM Random Access Menory (RAM), and flash nenory. Exanpl es of
program instructions include not only nachine |anguage code
created by conpilers, but also high-level |anguage code that
can be executed on conputers using interpreters or the |ike.

As descri bed above, although the present invention has
been described wth reference to a Ilimted nunber of
enbodi ments and draw ngs, the present invention is not limted
to the above enbodinents, and those skilled in the art wil
appreci ate that various changes and nodifications are possible
from the description. Therefore, the spirit of the present
invention should be defined by the acconpanying clains, and
uniform or equivalent nodifications thereof should be
construed as being included in the scope of the spirit of the

present invention.
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CLAl M5

1. A wuser authentication nethod performed by a user
aut henti cation device, the nethod conprising:

when image data of a user is received from an inaging
device, detecting a facial area and facial feature points
usi ng individual frame inmages in the i mage dat a;

performng face authentication by matching the facial
area with a specific face tenpl ate;

performng password authentication by detecting whether
eye w nking occurs using an inmage of an eye region extracted
using the facial feature points, and by determning whether a
password recogni zed depending on a state of eye wnking
mat ches a preset password; and

determning that authentication of the user succeeds
based on results of the face authentication and results of the
password aut henti cati on,

wherein the detecting the facial area and facial feature
points using individual frame inages in the inage data
conpri ses:

detecting a facial area froma specific frane i nage anong
the frame inmages, and defining the specific frame inage as a
key frame inage; and

extracting a change region from a nornal frame inage

based on the key frane inmage, and detecting a facial area from
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the nornal frane inage using the change region.

2. The user authentication nmethod of claim1, wherein the
detecting the facial area fromthe specific frame image anong
the frane inmages and defining the specific franme inage as the
key frane i mage conpri ses:

setting a value, obtained by linearly coupling brightness
val ues of pixels neighboring each pixel in the specific frame
image to filter coefficients, to a brightness value of a
corresponding pixel, thus elimnating noise fromthe specific

frame i nage.

3. The user authentication nmethod of claim1, wherein the
detecting the facial area fromthe specific frame image anong
the frane inmages and defining the specific frame inage as the
key frane i mage conpri ses:

determning the specific frame image to be a key frame
image if there is no remainder when a frane nunber of the

specific frame image is divided by a specific nunber.

4. The user authentication nethod of claim1, wherein the
extracting the change region fromthe nornmal frane i mage based
on the key frame inage and detecting the facial area fromthe
nornmal frane i mage using the change regi on conpri ses:

generating a difference frane inage including infornation
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about a difference between the key frame image and the norna
frame inmage by conparing the key frane inmage with the nornal
frame i nage;

generating a binary frane inmage for the difference frame
image by performng thresholding on the difference frame
I mage;

elimnating noise by applying a filter to the binary
franme i nage;

determning a face detection region fromthe nornal frame
I mage using the binary franme i mage; and

detecting a facial area fromthe face detection region.

5. The user authentication nmethod of claim4, wherein the
generating the binary frane image for the difference frane
i mage by performng threshol ding on the difference frame inmage
conpri ses:

conparing brightness values of respective pixels in the
difference frame image with a threshol d val ue;

converting a corresponding pixel into a white color when
a brightness value of the pixel is greater than the threshold
val ue; and

converting the corresponding pixel into a black color
when the brightness value of the pixel is less than the

t hreshol d val ue.



6. The user authentication nmethod of claim5, wherein the
elimnating the noise by applying the filter to the binary
frame i nage conpri ses:

transposing a brightness value of a pixel corresponding
to noise in the binary frame inmage into a nedian value of

bri ght ness val ues of nei ghboring pixel s.

7. The user authentication nmethod of claim5, wherein the
determning the face detection region from the nornmal frane
i mage using the binary frame i mage conpri ses:

extracting rectangular regions including a white pixel
fromthe binary frane i mage; and

determning a final rect angul ar region including
i ndividual rectangular regions to be the face detection

regi on.

8. The user authentication nmethod of claim4, wherein the
detecting the facial area from the face detection region
conpri ses:

generating multiple inmages having different sizes by
down-scaling the face detection region

detecting candidate facial areas fromrespective nultiple
i mages; and

detecting a facial area from the corresponding frame

image using an area comon to the candidate facial areas
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detected fromrespective multiple inmages.

9. The user authentication nmethod of claim@8, wherein the
detecting the facial area from the face detection region
conpri ses:

detecting candidate facial areas fromrespective nultiple
i mages, defining rectangular features for the detected
candi date facial areas, and detecting a facial area based on a
learning material obtained by training the rectangular
features using an AdaBoost |earning algorithm and

detecting facial feature points fromthe detected facia

area based on an Active Shape Mdel (ASM technique.

10. A user authentication nethod perforned by a user
aut henti cation device, the nethod conpri sing:

when image data of a user is received from an inmaging
device, detecting a facial area and facial feature points
using individual frane inages in the inage data;

performng face authentication by matching the facial
area wth a specific face tenpl ate;

performng password authentication by detecting whether
eye w nking occurs using an inage of an eye region extracted
using the facial feature points, and by determ ning whether a
password recognized depending on a state of eye w nking

mat ches a preset password; and
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determning that authentication of the user succeeds
based on results of the face authentication and results of the
password aut henti cati on,

wherein the performng the face authentication conprises:

calculating a simlarity by conparing a binary feature
amount of the facial area with a binary feature anount of a
pre-stored specific face tenplate, and outputting the results

of the face authentication based on the calculated simlarity.

11. A user authentication nethod perforned by a user
aut henti cation device, the nethod conpri sing:

when inmage data of a user is received from an inmaging
device, detecting a facial area and facial feature points
using individual frane inages in the inage data;

performng face authentication by matching the facial
area wth a specific face tenpl ate;

performng password authentication by detecting whether
eye w nking occurs using an inage of an eye region extracted
using the facial feature points, and by determ ning whether a
password recognized depending on a state of eye w nking
mat ches a preset password; and

determning that authentication of the user succeeds
based on results of the face authentication and results of the
password aut henti cati on,

wherei n the detecting whether eye w nking occurs using an
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image of an eye region extracted using the facial feature
points, and the determning whether a password recognized
depending on a state of eye w nking matches a preset password
conpri ses:

extracting an eye region from the facial area using
facial feature points;

generating a pixel vector having specific dimnensions
usi ng pi xel val ues of the eye region;

reduci ng a nunber of dinensions of the pixel vector using
Princi pal Conponent Anal ysis (PCA); and

detecting whether eye wnking occurs by applying a
Support Vector Machine (SVM to the pixel vector having the

r educed nunber of di nensi ons.

12. A user authentication nethod perfornmed by a user
aut henti cation device, the nethod conprising:

when image data of a user is received from an inmaging
device, detecting a facial area and facial feature points
usi ng individual frame inmages in the i mage dat a;

performng face authentication by matching the facial
area with a specific face tenpl ate;

performng password authentication by detecting whether
eye w nking occurs using an inmage of an eye region extracted
using the facial feature points, and by determning whether a

password recogni zed depending on a state of eye wnking
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mat ches a preset password; and

determning that authentication of the user succeeds
based on results of the face authentication and results of the
password aut henti cati on,

wherein the nmethod further conprises: recognizing the
password depending on the state of eye w nking based on preset

criteria.

13. A user authentication device, conprising:

a facial area detection unit for, when image data of a
user is received from an inaging device, detecting a facial
area and facial feature points using individual frane inages
in the i mage data,

wherein the facial area detection unit executes:

a function of detecting a facial area from a
specific frame i mage anong the franme i mages, and defi ning
the specific frame i nage as a key frane i mage, and

a function of extracting a change region from a
normal frame inage based on the key franme inage, and
detecting a facial area fromthe nornmal frame inmage using
t he change region;

a first authentication unit for performng face
authentication by matching the facial area with a specific
face tenpl at e;

a second authentication unit for detecting whether eye
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wi nki ng occurs using an inmage of an eye regi on extracted using
the facial feature points, and determ ning whether a password
recogni zed depending on a state of eye wnking matches a
preset password; and

a determnation unit for determning that authentication
of the user succeeds based on results of the authentication by
the first authentication unit and results of t he

aut hentication by the second authentication unit.

14. A user authentication device, conprising:

a facial area detection unit for, when image data of a
user is received from an inaging device, detecting a facial
area and facial feature points using individual frane inmages
in the i mage dat a;

a first authentication unit for performng face
authentication by matching the facial area with a specific
face tenpl at e,

wherein the first authentication unit executes:
a function of calculating a simlarity by conparing

a binary feature anount of the facial area with a binary

feature anount of a pre-stored specific face tenplate,

and outputting the results of the face authentication
based on the calculated simlarity;

a second authentication unit for detecting whether eye

wi nki ng occurs using an inmage of an eye regi on extracted using
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the facial feature points, and determni ng whether a password
recogni zed depending on a state of eye winking matches a
preset password; and

a determnation unit for determning that authentication
of the user succeeds based on results of the authentication by
the first authentication unit and results of t he

aut henti cation by the second authentication unit.

15. A user authentication device, conprising:

a facial area detection unit for, when image data of a
user is received from an inaging device, detecting a facial
area and facial feature points using individual frane inages
in the i mage dat a;

a first authentication unit for performng face
authentication by matching the facial area with a specific
face tenpl at e;

a second authentication unit for detecting whether eye
wi nki ng occurs using an i mage of an eye regi on extracted using
the facial feature points, and determ ning whether a password
recogni zed depending on a state of eye winking matches a
preset password,

wherein the second aut hentication unit executes:
a function of extracting an eye region from the
facial area using facial feature points,

a function of generating a pixel vector having
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speci fi c di mensi ons using pi xel values of the eye region,
a function of reducing a nunber of dinensions of the
pi xel vector wusing Principal GConponent Analysis (PCA,
and
a function of detecting whether eye w nking occurs
by applying a Support Vector NMachine (SWM to the pixe
vector having the reduced nunber of dimensions; and
a determnation unit for determning that authentication
of the user succeeds based on results of the authentication by
the first authentication unit and results of t he

aut henti cation by the second authentication unit.

16. A user authentication device, conprising:

a facial area detection unit for, when image data of a
user is received from an inaging device, detecting a facial
area and facial feature points using individual frane inages
in the i mage dat a;

a first authentication unit for performng face
authentication by matching the facial area with a specific
face tenpl at e;

a second authentication unit for detecting whether eye
Wi nki ng occurs using an image of an eye regi on extracted using
the facial feature points, and determ ning whether a password
recogni zed depending on a state of eye winking matches a

preset password,
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wherein the second aut hentication unit executes:
a function of recognizing the password dependi ng on
the state of eye w nking based on preset criteria; and
a determnation unit for determning that authentication
of the user succeeds based on results of the authentication by
the first authentication unit and results of t he

aut henti cation by the second authentication unit.
17. A recording nmediumfor storing a conputer program for

executing a user authentication nethod according to any one of

clains 1 to 12 using a conputer.
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