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GETTERING PROPERTY EVALUATION APPARATUS 

 

BACKGROUND OF THE INVENTION 

Field of the Invention 

        The present invention relates to a getterin g 

property evaluation apparatus. 

Description of the Related Art 

        In recent years, for making device chips sm aller in 

size and weight, a wafer after formation of devices  is 

processed to be thinner.  However, when the wafer i s 

polished to a thickness of 100 µm or below, gettering 

property for restrain movements of metallic element s 

harmful to the devices is lowered, and malfunction of the 

devices may be generated.  To solve this problem, t here 

has been proposed a method in which a gettering lay er for 

capturing metallic elements is formed in a wafer, e xcited 

light and microwave are applied to the wafer to gen erate 

excessive carriers, and gettering performance 

(hereinafter referred to as gettering property) of the 

gettering layer is evaluated based on an attenuatio n time 

of the microwave reflected (see Japanese Patent Lai d-Open 

No. 2016-012594 and Japanese Patent Laid-Open No. 2 016-

012595). 
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SUMMARY OF THE INVENTION 

        At the time of evaluating the gettering pro perty of 

a wafer by the related method described above, the wafer 

as an object of evaluation of gettering property is  held 

under suction on a holding surface of a chuck table  

configured by joining a member including a porous 

material such as alumina ceramic to a metallic base  which 

includes a metal such as stainless steel and in whi ch 

grooves serving as an exhaust flow path are carved.   Here, 

the alumina ceramic has a property of transmitting 

microwaves, whereas the metal has a property of 

reflecting microwaves, so that when the wafer is he ld 

under suction by the chuck table and a microwave is  

applied to the wafer, the microwave is transmitted 

through the wafer and the porous material to be ref lected 

by the metallic base.  Since the metallic base is c arved 

with grooves serving as an exhaust flow path and th e 

transmission intensity of the microwave is attenuat ed in 

inverse proportion to the square of the transmissio n 

distance when the transmission distance is enlarged , 

according to Friis transmission formula, the intens ity of 

the microwave reaching a receiver would be varied 

according to the ruggedness (projections and recess es) of 

the grooves serving as the exhaust flow path of the  



3 

metallic base. 

        While no problem is generated in a case whe re 

evaluation of gettering property of a wafer is cond ucted 

at the same coordinates (or the same single point) every 

time, in a case where evaluation of gettering prope rty of 

a wafer is conducted for the whole surface of the w afer 

or at a plurality of locations, the result of evalu ation 

of gettering property would depend on the shape of the 

metallic base at each point, resulting in a problem  that 

comparative evaluation is impossible. 

        Accordingly, it is an object of the present  

invention to provide a gettering property evaluatio n 

apparatus with which the influence of a chuck table  

holding under suction a wafer on the evaluation of 

gettering property is reduced. 

        In accordance with an aspect of the present  

invention, there is provided a gettering property 

evaluation apparatus including a gettering determin ation 

unit and a chuck table.  The gettering determinatio n unit 

has a laser beam applying unit for applying a laser  beam 

to a wafer, and a transmission-reception unit for 

applying a microwave to the wafer and receiving the  

microwave reflected by the wafer.  The gettering 

determination unit determines whether or not a gett ering 
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layer including a grinding strain generated by grin ding 

the wafer has a gettering property.  The chuck tabl e holds 

the wafer on a holding surface.  The chuck table ha s a 

conductive nonmetallic porous member constituting t he 

holding surface and having a property of reflecting  or 

absorbing the microwave, and a base member surround ing 

the nonmetallic porous member while exposing the ho lding 

surface and provided with a negative pressure 

transmission passage for transmitting a negative pr essure 

to the nonmetallic porous member. 

        Preferably, the nonmetallic porous member i ncludes 

a material having a total of reflectance of the mic rowave 

and absorbance of the microwave of equal to or more  than 

80%. 

        In addition, preferably, the nonmetallic po rous 

member includes porous SiC or porous carbon. 

        In accordance with another aspect of the pr esent 

invention, there is provided a gettering property 

evaluation apparatus including a gettering determin ation 

unit and chuck table.  The gettering determination unit 

has a laser beam applying unit for applying a laser  beam 

to a wafer, and a transmission-reception unit for 

applying a microwave to the wafer and receiving the  

microwave reflected by the wafer.  The gettering 



5 

determination unit determines whether or not a gett ering 

layer including a grinding strain generated by grin ding 

the wafer has a gettering property.  The chuck tabl e holds 

the wafer on a holding surface.  The chuck table ha s a 

porous member constituting the holding surface and having 

a property of transmitting the microwave, a base me mber 

provided with a negative pressure transmission pass age 

for transmitting a negative pressure to the porous 

member, a support member that is disposed on a lowe r side 

relative to the porous member to support the porous  

member, that is provided with a transmission passag e for 

transmitting the negative pressure from the negativ e 

pressure transmission passage to the porous member,  and 

that includes a material having a property of 

transmitting the microwave, and a reflective plate that 

is disposed on a lower side relative to the support  

member and that has a flat surface including a cond uctive 

material reflecting the microwave. 

        Preferably, the reflective plate includes o ne of 

stainless steel, iron, an iron-containing alloy, 

aluminum, an aluminum-containing alloy, copper, a c opper-

containing alloy, titanium, and carbon fiber reinfo rced 

plastic (CFRP). 

        In accordance with a further aspect of the present 
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invention, there is provided a gettering property 

evaluation apparatus including a gettering determin ation 

unit and a chuck table.  The gettering determinatio n unit 

has a laser beam applying unit for applying a laser  beam 

to a wafer, and a transmission-reception unit for 

applying a microwave to the wafer and receiving the  

microwave reflected by the wafer.  The gettering 

determination unit determines whether or not a gett ering 

layer including a grinding strain generated by grin ding 

the wafer has a gettering property.  The chuck tabl e holds 

the wafer on a holding surface.  The chuck table ha s a 

porous member constituting the holding surface and having 

a property of transmitting the microwave, a base me mber 

provided with a negative pressure transmission pass age 

for transmitting a negative pressure to the porous 

member, a support member that is disposed on a lowe r side 

relative to the porous member to support the porous  

member, that is provided with a transmission passag e for 

transmitting the negative pressure from the negativ e 

pressure transmission passage to the porous member,  and 

that includes a material having a property of 

transmitting the microwave, and an electromagnetic wave 

absorber that is disposed on a lower side relative to the 

support member and that includes a material absorbi ng the 



7 

microwave. 

        Preferably, the electromagnetic wave absorb er 

includes one of a magnetic electromagnetic wave abs orber, 

a dielectric electromagnetic wave absorber, a condu ctive 

electromagnetic wave absorber, and a λ/4 type 

electromagnetic wave absorber. 

        According to the present invention, the inf luence 

of the chuck table holding under suction the wafer on the 

evaluation of gettering property can be reduced. 

        The above and other objects, features and 

advantages of the present invention and the manner of 

realizing them will become more apparent, and the 

invention itself will best be understood from a stu dy of 

the following description and appended claims with 

reference to the attached drawings showing some pre ferred 

embodiments of the invention. 

 

BRIEF DESCRIPTION OF THE DRAWINGS 

        FIG. 1 is a perspective view depicting a wa fer as 

an object of evaluation by a gettering property 

evaluation apparatus according to a first embodimen t; 

        FIG. 2 is a perspective view of a configura tion 

example of the gettering property evaluation appara tus 

according to the first embodiment; 
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        FIG. 3 is a sectional view taken along line  III-III 

of FIG. 2; 

        FIG. 4 is a perspective view of a base memb er of 

the gettering property evaluation apparatus of FIG.  2; 

        FIG. 5 is a sectional view of a gettering p roperty 

evaluation apparatus according to a modification (f irst 

modification) of the first embodiment; 

        FIG. 6 is a sectional view of a configurati on 

example of a gettering property evaluation apparatu s 

according to a second embodiment; 

        FIG. 7 is a perspective view of a support m ember of 

the gettering property evaluation apparatus of FIG.  6; 

        FIG. 8 is a perspective view of a base memb er of 

the gettering property evaluation apparatus of FIG.  6; 

        FIG. 9 is a sectional view of a gettering p roperty 

evaluation apparatus according to a modification (s econd 

modification) of the second embodiment; 

        FIG. 10 is a sectional view of a configurat ion 

example of a gettering property evaluation apparatu s 

according to a third embodiment; 

        FIG. 11 is a perspective view of a configur ation 

example of a grinding and polishing apparatus accor ding 

to a fourth embodiment; and 

        FIG. 12 is a graph depicting intensity 
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distributions of reflected waves of microwaves rece ived 

by gettering property evaluation apparatuses accord ing to 

an example and a comparative example. 

 

DETAILED DESCRIPTON OF THE PREFERRED EMBODIMENTS 

        Embodiments of the present invention will b e 

described in detail below referring to the drawings .  The 

present invention is not limited by the contents of  the 

following description of the embodiments.  In addit ion, 

the components described below include those which can 

easily be conceived by a person skilled in the art,  and 

those which are substantially the same.  Further, t he 

configurations described below can be combined as 

required.  Besides, various kinds of omission, 

replacement, or modification are possible within su ch 

ranges as not to depart from the gist of the presen t 

invention. 

[First Embodiment] 

        A gettering property evaluation apparatus 1  

according to a first embodiment of the present inve ntion 

will be described based on the drawings.  FIG. 1 is  a 

perspective view depicting a wafer 100 as an object  of 

evaluation by the gettering property evaluation app aratus 

1 according to the first embodiment.  FIG. 2 is a 
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perspective view of a configuration example of the 

gettering property evaluation apparatus 1 according  to 

the first embodiment.  FIG. 3 is a sectional view t aken 

along line III-III of FIG. 2.  FIG. 4 is a perspect ive 

view of a base member 22 of the gettering property 

evaluation apparatus 1 of FIG. 2. 

        The gettering property evaluation apparatus  1 

according to the first embodiment is an apparatus f or 

measuring and evaluating gettering performance 

(hereinafter referred to as gettering property) of a 

gettering layer 110 formed in a wafer 100.  Here, t he 

gettering layer 110 is a layer that captures metall ic 

elements.  Note that, in the first embodiment, the 

gettering property evaluation apparatus 1 measures and 

evaluates gettering performance at a plurality of 

different predetermined positions 120 of the getter ing 

layer 110 formed in the wafer 100, but, in the pres ent 

invention, the gettering property evaluation appara tus 1 

may measure the whole surface of the gettering laye r 110 

formed in the wafer 100 at predetermined intervals and 

may measure and evaluate the gettering performance over 

the whole surface.  The wafer 100 as an object of 

evaluation by the gettering property evaluation app aratus 

1 according to the first embodiment is a disk-shape d 
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semiconductor wafer or optical device wafer or the like 

including silicon, sapphire, gallium arsenide or th e like 

as a basic material.  The wafer 100 is formed with devices 

103 in regions partitioned by a plurality of street s 102 

formed in a grid pattern on a front surface 101 of the 

wafer 100, as illustrated in FIG. 1. 

        After the wafer 100 is thinned to a predete rmined 

thickness by subjecting a back surface 104 on the s ide 

opposite to the front surface 101 to grinding or th e 

like, the gettering layer 110 is formed in the insi de of 

the wafer 100, and the gettering property of the 

gettering layer 110 is evaluated by the gettering 

property evaluation apparatus 1.  The gettering pro perty 

of the gettering layer 110 refers to the magnitude of an 

effect of restraining movements of metallic element s 

harmful to the devices 103, such as copper.  The de vices 

103 formed on the front surface 101 of the wafer 10 0 are, 

for example, memories (memories such as flash memor y and 

dynamic random access memory (DRAM)), and it is 

undesirable that the devices 103 are contaminated b y 

metals (for example, copper element) from the back 

surface 104. 

        Note that, in the first embodiment, the get tering 

layer 110 of the wafer 100 includes grinding strain s 
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generated by grinding of the back surface 104 of th e 

wafer 100.  In the present invention, the gettering  layer 

110 is not limited to being formed by grinding, but  may 

be formed by other treatment such as dry polishing,  wet 

chemical mechanical polishing (CMP) using a chemica l 

liquid not containing abrasive grains, plasma etchi ng, 

irradiation with a laser beam, or irradiation with an ion 

beam. 

        As depicted in FIGS. 2 and 3, the gettering  

property evaluation apparatus 1 according to the fi rst 

embodiment includes a gettering determination unit 10, a 

chuck table 20, a moving mechanism (moving means) 3 0, and 

a control unit 40 that controls each of the section s. 

        As depicted in FIGS. 2 and 3, the gettering  

determination unit 10 is means for determining whet her or 

not the gettering layer 110 has a gettering propert y of a 

predetermined value, at one predetermined position 120 of 

a plurality of predetermined positions 120 for eval uating 

the gettering property, and includes a laser beam 

applying unit 11, a transmission-reception unit 12,  and a 

determination section 13. 

        The laser beam applying unit 11 applies a l aser 

beam 15 to the predetermined position 120 of the wa fer 

100 on the chuck table 20, excites the gettering la yer 
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110 at the predetermined position 120 to generate 

excessive carriers, thereby increasing the reflecta nce 

for a microwave 17 applied from the transmission-

reception unit 12.  The laser beam 15 applied by th e laser 

beam applying unit 11 is, for example, in a pulsed form, 

in the first embodiment, and, by having a predeterm ined 

wavelength, becomes exciting light for the getterin g 

layer 110.  The predetermined wavelength of the las er beam 

15 applied by the laser beam applying unit 11, in t he 

first embodiment, is, for example, 904 nm, 532 nm, 349 nm 

or the like. 

        The gettering determination unit 10 starts applying 

the microwave 17 to the predetermined position 120 by the 

transmission-reception unit 12, and, thereafter, 

application of the laser beam 15 to the predetermin ed 

position 120 to which the microwave 17 has been app lied 

is started by the laser beam applying unit 11.  

Thereafter, the gettering determination unit 10 sto ps 

application of the laser beam 15 by the laser beam 

applying unit 11, and after a predetermined time ha s 

elapsed after the stoppage of the application of th e 

laser beam 15, stops the application of the microwa ve 17 

by the transmission-reception unit 12.  The transmi ssion-

reception unit 12, during application of the microw ave 
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17, receives a reflected wave 18 of the microwave 

reflected by the gettering layer 110 at the predete rmined 

position 120 or reflected by the chuck table 20 aft er 

being transmitted through the gettering layer 110 a t the 

predetermined position 120.  The intensity of the 

reflected wave 18 of the microwave received by the 

transmission-reception unit 12 increases due to an 

increase in reflectance of the microwave 17 attenda nt on 

the generation of excessive carriers during applica tion 

of the laser beam 15, and, after the stoppage of th e 

application of the laser beam 15, the intensity is 

gradually attenuated due to a gradual lowering in t he 

reflectance of the microwave 17 attendant on 

recombination of the carriers.  The microwave 17 ap plied 

by the transmission-reception unit 12 has a frequen cy of 

25 GHz in the first embodiment, but the present inv ention 

is not limited to this. 

        The determination section 13 acquires infor mation 

concerning the reflected wave 18 of the microwave 

received by the transmission-reception unit 12, 

quantitatively determines an element for capturing 

metallic elements by use of a micro photo conductiv ity 

decay (micro-PCD) method, based on the attenuation time 

of the reflected wave 18 of the microwave, thereby 
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evaluating the gettering property of the gettering layer 

110 at the predetermined position 120, and, by comp aring 

the evaluated gettering property with a predetermin ed 

value, determines whether or not the gettering laye r has 

a gettering property of the predetermined value. 

        As depicted in FIGS. 2 and 3, the chuck tab le 20 

has the nonmetallic porous member 21, the base memb er 22, 

and a stage 23.  The nonmetallic porous member 21 i ncludes 

a multiplicity of pores and constitute a flat holdi ng 

surface 24 along a horizontal plane.  The nonmetall ic 

porous member 21 has a property of reflecting or 

absorbing the microwave.  In addition, the nonmetal lic 

porous member 21 is conductive and includes a nonme tallic 

material. 

        Here, to have a property of reflecting or a bsorbing 

the microwave means to have a total of reflectance of the 

microwave and absorbance of the microwave of equal to or 

more than 80%.  In other words, the nonmetallic por ous 

member 21 has a total of reflectance of the microwa ve and 

absorbance of the microwave of equal to or more tha n 80%.  

The total of reflectance of the microwave and absor bance 

of the microwave of the nonmetallic porous member 2 1 is 

preferably equal to or more than 90% and is more 

preferably equal to or more than 95%. 
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        The reflectance of the microwave is the rat io of a 

flux of the reflected wave of the microwave based o n a 

flux of the microwave before reflection.  In additi on, the 

absorbance of the microwave is the ratio of a flux of the 

microwave absorbed based on a flux of the microwave  

before absorption.  Besides, transmittance of the 

microwave is the ratio of a flux of the microwave 

transmitted based on a flux of the microwave before  

transmission. 

        In addition, to be conductive means to have  a 

conductivity of equal to or more than 1×10 -6  S/m.  In 

other words, the nonmetallic porous member 21 has a  

conductivity of equal to or more than 1×10 -6  S/m.  The 

nonmetallic porous member 21 preferably has a 

conductivity of equal to or more than 1×10 -5  S/m.  Since 

the nonmetallic porous member 21 has such a high 

conductivity, it suitably has a property of reflect ing or 

absorbing the microwave described above. 

        Besides, to include a nonmetallic material means to 

include a material of which the content of metallic  

elements in a simple substance state is equal to or  less 

than 1 wt%.  In other words, the nonmetallic porous  member 

21 includes a material of which the content of meta llic 

element in a simple substance state is equal to or less 
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than 1 wt%.  Since the nonmetallic porous member 21  has 

such a low content of metallic elements in a simple  

substance state, contamination of the wafer 100 due  to 

the metallic elements in a simple substance state f rom 

the holding surface 24 is restrained suitably. 

        The nonmetallic porous member 21 includes p orous 

SiC or porous carbon.  The nonmetallic porous membe r 21 

may be composed of porous SiC, or may be composed o f 

porous carbon, or may be composed of porous SiC and  

porous carbon, or may contain a nonmetallic materia l 

having a property of reflecting or absorbing microw aves 

and conductivity like porous SiC and porous carbon.   Note 

that porous SiC and porous carbon may contain an 

appropriate amount of sintering aid. 

        The porous SiC includes a multiplicity of p ores and 

is substantially composed of SiC (silicon carbide).   For 

example, the nonmetallic porous member 21 including  the 

porous SiC has a conductivity of approximately 1×10 -5  S/m, 

a relative dielectric constant of approximately 10,  and a 

thickness of 3 mm.  The nonmetallic porous member 2 1 has a 

reflectance of microwave of a frequency of 25 GHz o f 

approximately 47%, an absorbance of microwave of a 

frequency of 25 GHz of approximately 53%, and a 

transmittance of microwave of a frequency of 25 GHz  of 
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equal to or less than approximately 0.2%.  The nonm etallic 

porous member 21 has a total of the reflectance and  

absorbance of microwave of a frequency of 25 GHz of  

approximately 100%.  Note that the thickness of the  

nonmetallic porous member 21 including porous SiC i s not 

limited to 3 mm.  In addition, the nonmetallic poro us 

member 21 including porous SiC has a reflectance, a n 

absorbance, and a transmittance of microwave varyin g 

according to the thickness, temperature and the lik e. 

        The porous carbon includes a multiplicity o f pores 

and is substantially composed of carbon.  For examp le, the 

nonmetallic porous member 21 including the porous c arbon 

has a conductivity of approximately 1×10 4 S/m, a relative 

dielectric constant of approximately 1, and a thick ness 

of 3 mm.  The nonmetallic porous member 21 has a 

reflectance of microwave of a frequency of 25 GHz o f 

approximately 99.8%, an absorbance of microwave of a 

frequency of 25 GHz of approximately 0.2%, and a 

transmittance of microwave of a frequency of 25 GHz  of 

almost 0%.  The nonmetallic porous member 21 has a total 

of the reflectance and the absorbance of microwave of a 

frequency of 25 GHz of approximately 100%.  Note th at the 

thickness of the nonmetallic porous member 21 inclu ding 

the porous carbon is not limited to 3 mm.  In addit ion, 
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the nonmetallic porous member 21 including the poro us 

carbon has a reflectance, an absorbance, and a 

transmittance of microwave varying according to the  

thickness, temperature and the like. 

        The base member 22 is fixed on the stage 23 .  As 

depicted in FIG. 4, the base member 22 is formed wi th a 

porous member fitting section 25 at an inner periph eral 

surface of a circular cavity 22-1 formed in a centr al 

portion of an upper surface thereof.  The base memb er 22, 

with the nonmetallic porous member 21 fitted into a nd 

fixed to the porous member fitting section 25, surr ounds 

the nonmetallic porous member 21 while exposing the  

holding surface 24. 

        As illustrated in FIG. 4, the base member 2 2 is 

formed with a suction passage 26 and grooves 27 as an 

exhaust flow path in a bottom surface of the circul ar 

cavity 22-1 located on a lower side of the porous m ember 

fitting section 25.  The suction passage 26 and the  

grooves 27 as an exhaust flow path both form rugged ness 

in the bottom surface of the circular cavity 22-1 o f the 

base member 22.  The suction passage 26 penetrates a 

central portion of the base member 22 in the vertic al 

direction from the bottom surface of the cavity 22- 1 and 

is connected to a suction source 29 through a throu gh-
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hole formed in a central portion of the stage 23.  The 

grooves 27 as an exhaust flow path have grooves 27- 1, 27-

2, and 27-3 formed concentrically with one another and 

four grooves 27-4 that connect the grooves 27-1, 27 -2, 

and 27-3 in a radial direction.  The suction passag e 26 

and the grooves 27 as an exhaust flow path communic ate 

with each other on the bottom surface of the circul ar 

cavity 22-1 and constitute a negative pressure 

transmission passage 28 for transmitting a negative  

pressure from the suction source 29 to a lower surf ace of 

the nonmetallic porous member 21.  The negative pre ssure 

transmitted to the lower surface of the nonmetallic  

porous member 21 by the negative pressure transmiss ion 

passage 28 is transmitted to the holding surface 24  

through the multiplicity of pores in the nonmetalli c 

porous member 21. 

        The chuck table 20 holds under suction the front 

surface 101 side of the wafer 100 from the lower si de on 

the holding surface 24 by the negative pressure thu s 

transmitted to the holding surface 24 through the 

multiplicity of pores in the nonmetallic porous mem ber 21 

by the negative pressure transmission passage 28 an d 

expose the back surface 104 side of the wafer 100 o n the 

upper side. 
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        As depicted in FIGS. 2 and 3, the moving me chanism 

30 is connected to the gettering determination unit  10.  

The moving mechanism 30 moves the gettering determi nation 

unit 10 relatively to the wafer 100 on the chuck ta ble 

20, to thereby move the applying position of the la ser 

beam 15 by the laser beam applying unit 11 and the 

applying position of the microwave 17 by the 

transmission-reception unit 12, thereby moving the 

predetermined position 120 where to evaluate getter ing 

property. 

        The control unit 40 controls the aforementi oned 

components constituting the gettering property eval uation 

apparatus 1.  In other words, the control unit 40 c auses 

the gettering property evaluation apparatus 1 to ev aluate 

the gettering property of the wafer 100.  The contr ol unit 

40 switches the opening and closing of an on-off va lve 

between the negative pressure transmission passage 28 and 

the suction source 29. 

        In the first embodiment, the determination section 

13 and the control unit 40 are a single computer ca pable 

of executing a computer program.  The determination  

section 13 and the control unit 40 has an arithmeti c 

processing unit having a microprocessor such as a c entral 

processing unit (CPU), a storage unit having a memo ry 
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such as a read only memory (ROM) and a random acces s 

memory (RAM), and an input-output interface unit.  The 

arithmetic processing unit executes a computer prog ram 

stored in the storage unit and generates control si gnals 

for controlling the gettering property evaluation 

apparatus 1.  The arithmetic processing unit output s the 

generated control signals to the components of the 

gettering property evaluation apparatus 1 through t he 

input-output interface unit. 

        Each of the functions of the determination section 

13 and the control unit 40 is realized, in the firs t 

embodiment, by execution of the computer program st ored 

in the storage unit by the arithmetic processing un it.  In 

the present invention, the determination section 13  and 

the control unit 40 are not limited to this; for ex ample, 

they may be realized based on independent computer 

systems. 

        An operation of the gettering property eval uation 

apparatus 1 according to the first embodiment havin g the 

aforementioned configuration will be described belo w.  The 

gettering property evaluation apparatus 1 positions  the 

position 120 for evaluation of gettering property a t one 

of a plurality of predetermined positions 120 and a pplies 

a microwave 17 to the wafer 100 held under suction on the 
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holding surface 24 of the chuck table 20 by the 

transmission-reception unit 12.  In a state in whic h the 

microwave 17 is applied by the transmission-recepti on 

unit 12, the gettering property evaluation apparatu s 1 

applies a laser beam 15 for a predetermined time by  the 

laser beam applying unit 11 to excite the gettering  layer 

110 and generate excessive carriers, and, thereafte r, 

stops the application of the laser beam 15 by the l aser 

beam applying unit 11.  During when the microwave 1 7 is 

applied by the transmission-reception unit 12, the 

gettering property evaluation apparatus 1 receives the 

reflected wave 18 of microwave that is reflected by  the 

gettering layer 110 containing excessive carriers 

generated therein or is reflected by the chuck tabl e 20 

after the microwave 17 is transmitted through the e xcited 

gettering layer 110, by the transmission-reception unit 

12.  Based on an attenuation time of the reflected wave 18 

of microwave received by the transmission-reception  unit 

12, the gettering property evaluation apparatus 1 

evaluates the gettering property of the gettering l ayer 

110 at one predetermined position 120 described abo ve, by 

the determination section 13. 

        Then, the gettering property evaluation app aratus 1 

moves the gettering determination unit 10 relativel y to 
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the wafer 100 on the chuck table 20 by the moving 

mechanism 30, to thereby position the position 120 for 

evaluation of gettering property at another next on e of 

the plurality of predetermined positions 120, and 

evaluate the gettering property of the gettering la yer 

110 similarly to the above.  In this way, the gette ring 

property evaluation apparatus 1 sequentially positi ons 

the plurality of predetermined positions 120 one by  one, 

to perform evaluation of the gettering property of the 

gettering layer 110. 

        In the gettering property evaluation appara tus 1 

according to the first embodiment, the chuck table 20 has 

the conductive nonmetallic porous member 21 constit uting 

the holding surface 24 and having a property of 

reflecting or absorbing microwaves.  Therefore, in the 

gettering property evaluation apparatus 1 according  to 

the first embodiment, 80% or more of a flux of the 

microwave 17 applied by the transmission-reception unit 

12 is reflected or absorbed by the flat holding sur face 

24 of the nonmetallic porous member 21, and the ref lected 

part becomes a part of the reflected wave 18 of mic rowave 

and is received by the transmission-reception unit 12, so 

that the reflected part does not reach the ruggedne ss of 

the base member 22.  Besides, in the gettering prop erty 
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evaluation apparatus 1 according to the first embod iment, 

the component having become a part of the reflected  wave 

18 of microwave by being reflected by the flat hold ing 

surface 24 of the nonmetallic porous member 21 beco mes a 

direct current (DC) component on a measurement sign al 

dealt with by the transmission-reception unit 12 an d the 

determination section 13, and, therefore, the 

determination section 13 can easily remove this com ponent 

from the measurement signal.  Therefore, the getter ing 

property evaluation apparatus 1 according to the fi rst 

embodiment can reduce the possibility that the inte nsity 

of the reflected wave 18 of microwave may be varied  by 

the ruggedness of the base member 22 when the 

predetermined position 120 is moved, that is, can m ake 

uniform the intensity of the reflected wave 18 of 

microwave irrespectively of the predetermined posit ion 

120, so that the gettering property evaluation appa ratus 

1 produces an effect that the influence of the chuc k 

table 20 holding under suction the wafer 100 on the  

evaluation of the gettering property can be reduced . 

        In the gettering property evaluation appara tus 1 

according to the first embodiment, the nonmetallic porous 

member 21 includes porous SiC or porous carbon.  

Therefore, the gettering property evaluation appara tus 1 
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according to the first embodiment can cause a flux of the 

microwave 17 in a higher proportion to be reflected  or 

absorbed by the flat holding surface 24 of the 

nonmetallic porous member 21, and, therefore, can 

securely reduce the possibility that the intensity of the 

reflected wave 18 of microwave may be varied by the  

ruggedness of the base member 22 when the predeterm ined 

position 120 is moved, and produces an effect that the 

influence of the chuck table 20 holding under sucti on the 

wafer 100 on the evaluation of gettering property c an 

securely be reduced. 

[First Modification] 

        A gettering property evaluation apparatus 1 -2 

according to a modification (first modification) of  the 

first embodiment of the present invention will be 

described based on the drawings.  FIG. 5 is a secti onal 

view of the gettering property evaluation apparatus  1 

according to the first modification.  In FIG. 5, th e same 

parts as those in the first embodiment above are de noted 

by the same reference symbols as used above, and 

descriptions thereof are omitted. 

        As illustrated in FIG. 5, the gettering pro perty 

evaluation apparatus 1-2 according to the first 

modification has a configuration in which the chuck  table 
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20 in the gettering property evaluation apparatus 1  

according to the first embodiment is replaced by a chuck 

table 20-2.  The chuck table 20-2 has a configurati on in 

which the base member 22 provided with the negative  

pressure transmission passage 28 including the suct ion 

passage 26 and the grooves 27 as an exhaust flow pa th is 

changed to a base member 22-2 provided with a negat ive 

pressure transmission passage 28-2 including the su ction 

passage 26 and a plurality of through-holes 27-5.  The 

plurality of through-holes 27-5 penetrate the base member 

22-2 in the vertical direction and communicate with  the 

suction passage 26 on a bottom surface of a circula r 

cavity 22-1.  The suction passage 26 and the plural ity of 

through-holes 27-5 both form ruggedness in a bottom  

surface of the circular cavity 22-1 of the base mem ber 

22-2. 

        The gettering property evaluation apparatus  1-2 

according to the first modification has a configura tion 

in which the grooves 27 as an exhaust flow path 

constituting the negative pressure transmission pas sage 

28 in the gettering property evaluation apparatus 1  

according to the first embodiment is changed to the  

plurality of through-holes 27-5 constituting the ne gative 

pressure transmission passage 28-2.  Therefore, the  
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gettering property evaluation apparatus 1-2 accordi ng to 

the first modification produces an effect similar t o that 

of the gettering property evaluation apparatus 1 

according to the first embodiment. 

[Second Embodiment] 

        A gettering property evaluation apparatus 1 -3 

according to a second embodiment of the present inv ention 

will be described based on the drawings.  FIG. 6 is  a 

perspective view of a configuration example of the 

gettering property evaluation apparatus 1-3 accordi ng to 

the second embodiment.  FIG. 7 is a perspective vie w of a 

support member 53 of the gettering property evaluat ion 

apparatus 1-3 of FIG. 6.  FIG. 8 is a perspective v iew of 

a base member 52 of the gettering property evaluati on 

apparatus 1-3 of FIG. 6.  In FIGS. 6 to 8, the same  parts 

as those in the first embodiment above are denoted by the 

same reference symbols as used above, and descripti ons 

thereof are omitted. 

        The gettering property evaluation apparatus  1-3 

according to the second embodiment has a configurat ion in 

which, as depicted in FIG. 6, the chuck table 20 in  the 

gettering property evaluation apparatus 1 according  to 

the first embodiment is changed to a chuck table 50 .  As 

illustrated in FIG. 6, the chuck table 50 includes a 
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porous member 51, the base member 52, the support m ember 

53, a reflective plate 54, and a stage 55. 

        The porous member 51 constitutes a holding surface 

56 similar to the holding surface 24 and has a prop erty 

of transmitting microwaves.  Here, to have a proper ty of 

transmitting microwaves means that transmittance of  

microwaves is equal to or more than 80%.  In other words, 

the porous member 51 has a transmittance of microwa ves of 

equal to or more than 80%.  The transmittance of 

microwaves of the porous member 51 is preferably eq ual to 

or more than 90% and more preferably equal to or mo re 

than 95%. 

        In addition, the porous member 51 is not 

conductive, or its conductivity is less than 1×10 -6  S/m.  

In other words, the porous member 51 has a conducti vity 

of less than 1×10 -6  S/m.  The porous member 51 preferably 

has a conductivity of less than 1×10 -10  S/m.  Since the 

porous member 51 has such a low conductivity, it su itably 

has a property of transmitting microwaves described  

above.  Besides, the porous member 51 includes a 

nonmetallic material similar to the nonmetallic por ous 

member 21. 

        The porous member 51 includes a porous alum ina 

ceramic.  The porous member 51 may be composed of a  porous 



30 

alumina ceramic or may contain a material which has  a 

property of transmitting microwaves like the porous  

alumina ceramic and which is not conductive.  Note that 

the porous alumina ceramic may contain a suitable a mount 

of sintering aid. 

        The porous alumina ceramic includes a multi plicity 

of pores and is substantially composed of alumina 

ceramic.  For example, the porous member 51 includi ng the 

porous alumina ceramic has a conductivity of less t han 

1×10 -14  S/m and has a thickness of 3 mm.  The porous membe r 

51 has a transmittance of microwave of a frequency of 25 

GHz of approximately 100%, a reflectance of microwa ve of 

a frequency of 25 GHz of approximately 0%, and an 

absorbance of microwave of a frequency of 25 GHz of  

approximately 0%.  The porous member 51 has a total  of 

reflectance and absorbance of microwave of frequenc y of 

25 GHz of approximately 0%.  Note that the thicknes s of 

the porous member 51 including the porous alumina c eramic 

is not limited to 3 mm.  The porous member 51 has a  

transmittance of microwave of a frequency of 25 GHz  of 

substantially 100%, almost regardless of the thickn ess, 

temperature and the like. 

        The base member 52 is fixed on the stage 55 .  As 

depicted in FIG. 6, the base member 52 holds the su pport 
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member 53 on an inner peripheral surface of a circu lar 

cavity 52-1 formed in a central portion of an upper  

surface thereof.  The base member 52 is formed with  a 

space in which to dispose the reflective plate 54, on a 

lower side of a position for holding the support me mber 

53.  The base member 52 holds the support member 53  by the 

inner peripheral surface of the circular cavity 52- 1, and 

the porous member 51 is supported on the support me mber 

53, whereby the base member 52 surrounds the porous  

member 51 while exposing the holding surface 56. 

        As depicted in FIG. 8, the base member 52 i s formed 

with a suction passage 61 and grooves 62 as an exha ust 

flow path, in a bottom surface of the circular cavi ty 52-

1.  The suction passage 61 and the grooves 62 as th e 

exhaust flow path both form ruggedness in the botto m 

surface of the circular cavity 52-1 of the base mem ber 

52.  The suction passage 61 penetrates a central po rtion 

of the base member 52 in the vertical direction fro m the 

bottom surface of the cavity 52-1 and is connected to a 

suction source 59 through a through-hole formed in a 

central portion of the stage 55.  The grooves 62 as  the 

exhaust flow path has a groove 62-1 formed in a cir cular 

shape at the periphery, and grooves 62-2 connecting  the 

groove 62-1 in radial directions.  The suction pass age 61 
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and the grooves 62 as the exhaust flow path communi cate 

with each other on the bottom surface of the circul ar 

cavity 52-1 and constitute a negative pressure 

transmission passage 65 for transmitting a negative  

pressure from the suction source 59 to a lower surf ace of 

the support member 53. 

        As illustrated in FIG. 6, the support membe r 53 is 

disposed on a lower side relative to the porous mem ber 51 

and supports the porous member 51 on an upper surfa ce 53-

1 thereof.  The support member 53 includes a materi al 

having a property of transmitting microwaves, simil arly 

to the porous member 51. 

        The support member 53 includes at least one  of 

alumina ceramic and polyacetal.  The support member  53 may 

be composed of alumina ceramic, or may be composed of 

polyacetal, or may be composed of alumina ceramic a nd 

polyacetal, or may contain a material which has a 

property of transmitting microwaves like alumina ce ramic 

and polyacetal and which is not conductive.  Note t hat the 

alumina ceramic and the polyacetal may contain a su itable 

amount of sintering aid, additives or the like. 

        For example, the support member 53 includin g the 

alumina ceramic has a conductivity of less than 1×1 0-14  

S/m and a thickness of 10 mm.  The support member 5 3 has a 
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transmittance of microwave of a frequency of 25 GHz  of 

approximately 100%, a reflectance of microwave of a  

frequency of 25 GHz of approximately 0%, and an 

absorbance of microwave of a frequency of 25 GHz of  

approximately 0%.  The support member 53 has a tota l of 

reflectance and absorbance of microwave of a freque ncy of 

25 GHz of approximately 0%.  Note that the thicknes s of 

the support member 53 including the alumina ceramic  is 

not limited to 10 mm.  The support member 53 has a 

transmittance of microwave of a frequency of 25 GHz  of 

substantially 100%, almost regardless of the thickn ess, 

temperature and the like. 

        In addition, the support member including 

polyacetal has a conductivity of less than 1×10 -14  S/m and 

a thickness of 10 mm.  The support member 53 has a 

transmittance of microwave of a frequency of 25 GHz  of 

approximately 100%, a reflectance of microwave of a  

frequency of 25 GHz of approximately 0%, and an 

absorbance of microwave of a frequency of 25 GHz of  

approximately 0%.  The support member 53 has a tota l of 

reflectance and absorbance of microwave of a freque ncy of 

25 GHz of approximately 0%.  Note that the thicknes s of 

the support member 53 including the polyacetal is n ot 

limited to 10 mm.  The support member 53 has a 
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transmittance of microwave of a frequency of 25 GHz  of 

substantially 100%, almost regardless of the thickn ess, 

temperature and the like. 

        As depicted in FIG. 7, the support member 5 3 is 

formed with a suction passage 63 and grooves 64 as an 

exhaust flow path in an upper surface 53-1 thereof.   The 

suction passage 63 and the grooves 64 as the exhaus t flow 

path both form ruggedness in the upper surface 53-1  of 

the support member 53.  The suction passage 63 is f ormed 

to penetrate a central portion of the support membe r 53 

in the vertical direction and is connected to a suc tion 

source 59 through a negative pressure transmission 

passage 65 and a through-hole formed in a central p ortion 

of the stage 55.  The grooves 64 as the exhaust flo w path 

has grooves 64-1, 64-2, and 64-3 formed concentrica lly 

with each other, and four grooves 64-4 connecting t he 

grooves 64-1, 64-2, and 64-3 in radial directions.  The 

suction passage 63 and the grooves 64 as the exhaus t flow 

path communicate with each other on the upper surfa ce 53-

1 and constitute a transmission passage 66 for 

transmitting a negative pressure from the negative 

pressure transmission passage 65 to a lower surface  of 

the porous member 51.  The negative pressure transm itted 

to the lower surface of the porous member 51 by the  
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transmission passage 66 is transmitted to the holdi ng 

surface 56 through a multiplicity of pores in the p orous 

member 51. 

        By the negative pressure thus transmitted t o the 

holding surface 56 through the multiplicity of pore s in 

the porous member 51 by the negative pressure 

transmission passage 65 and the transmission passag e 66, 

the chuck table 50 holds under suction the front su rface 

101 side of the wafer 100 from the lower side by th e 

holding surface 56 and exposes the back surface 104  side 

of the wafer 100 on the upper side. 

        The reflective plate 54 is disposed on the lower 

side of the support member 53.  Specifically, the 

reflective plate 54 is disposed in a space formed o n the 

lower side of a position of holding the support mem ber 

53, in the circular cavity 52-1 of the base member 52.  

The reflective plate 54 is disposed on the lower si de of 

the porous member 51 and the support member 53 and on the 

upper side relative to the ruggedness (the suction 

passage 61 and the grooves 62 as the exhaust flow p ath) 

of the circular cavity 52-1. 

        The reflective plate 54 has a flat front su rface 57 

and includes a conductive material that reflects 

microwaves.  Here, to reflect microwaves means that  
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reflectance of microwaves is equal to or more than 80%.  

In other words, the reflective plate 54 has a refle ctance 

of microwaves of equal to or more than 80%.  The 

reflective plate 54 has a reflectance of microwave of 

preferably equal to or more than 90% and more prefe rably 

equal to or more than 95%.  In addition, the conduc tive 

material means a material that is conductive, and, as 

aforementioned, means a material that has a conduct ivity 

of equal to or more than 1×10 -6  S/m.  Since the reflective 

plate 54 has such a high conductivity, it suitably has a 

property of reflecting microwaves described above. 

        The reflective plate 54 includes one of sta inless 

steel, iron, an ion-containing alloy, aluminum, an 

aluminum-containing alloy, copper, a copper-contain ing 

alloy, titanium, and CFRP.  The reflective plate 54  may be 

composed of one of stainless steel, iron, an iron-

containing alloy, aluminum, an aluminum-containing alloy, 

copper, a copper-containing alloy, titanium, and CF RP or 

may be composed of a composite material of two or m ore of 

these.  The reflective plate 54 may contain a condu ctive 

material that has a property of reflecting microwav es 

similar to stainless steel, iron, an iron-containin g 

alloy, aluminum, an aluminum-containing alloy, copp er, a 

copper-containing alloy, titanium, and CFRP.  Note that 



37 

the reflective plate 54 may contain a suitable amou nt of 

additives. 

        The reflective plates 54 including stainles s steel, 

iron, an iron-containing alloy, aluminum, an alumin um-

containing alloy, copper, a copper-containing alloy , 

titanium, or CFRP all have high conductivity and ha ve a 

thickness of 3 mm.  The reflective plate 54 has a 

reflectance of microwave of a frequency of 25 GHz o f 

approximately 100%, an absorbance of microwave of a  

frequency of 25 GHz of almost 0%, and a transmittan ce of 

microwave of a frequency of 25 GHz of almost 0%.  N ote 

that the thickness of the reflective plate 54 inclu ding 

stainless steel, iron, an iron-containing alloy, 

aluminum, an aluminum-containing alloy, copper, a c opper-

containing alloy, titanium, or CFRP is not limited to 3 

mm, and the reflectance, absorbance, and transmitta nce of 

microwave vary according to the thickness, temperat ure 

and the like. 

        In the gettering property evaluation appara tus 1-3 

according to the second embodiment having the above -

mentioned configuration, the chuck table 50 is disp osed 

on the lower side relative to the porous member 51 having 

a property of transmitting microwaves and the suppo rt 

member 53 and includes the reflective plate 54 havi ng a 
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flat front surface 57 including a conductive materi al 

that reflects microwaves.  Therefore, in the getter ing 

property evaluation apparatus 1-3 according to the second 

embodiment, 80% or more of a flux of the microwave 17 

applied by the transmission-reception unit 12 is 

transmitted through the ruggedness of the support m ember 

53, is reflected by the flat front surface 57 of th e 

reflective plate 54, becomes a part of the reflecte d wave 

18 of microwave, and is received by the transmissio n-

reception unit 12, so that it does not reach the 

ruggedness of the base member 52.  In the gettering  

property evaluation apparatus 1-3 according to the second 

embodiment, the component reflected by the flat fro nt 

surface 57 of the reflective plate 54 to become a p art of 

the reflected wave 18 of microwave becomes a DC com ponent 

on a measurement signal dealt with by the transmiss ion-

reception unit 12 and the determination section 13,  and, 

therefore, the determination section 13 can easily remove 

this component from the measurement signal.  Theref ore, 

the gettering property evaluation apparatus 1-3 acc ording 

to the second embodiment can reduce the possibility  that 

the intensity of the reflected wave 18 of microwave  may 

be varied by the ruggedness of the base member 52 a nd the 

ruggedness of the support member 53 when the 
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predetermined position 120 is moved, and, according ly, 

the gettering property evaluation apparatus 1-3 pro duces 

an effect that the influence of the chuck table 50 

holding under suction the wafer 100 on the evaluati on of 

gettering property can be reduced. 

        In the gettering property evaluation appara tus 1-3 

according to the second embodiment, the reflective plate 

54 includes one of stainless steel, iron, an iron-

containing alloy, aluminum, an aluminum-containing alloy, 

copper, a copper-containing alloy, titanium, and CF RP.  

Therefore, the gettering property evaluation appara tus 1-

3 according to the second embodiment can reflect a higher 

proportion of a flux of the microwave 17 by the fla t 

front surface 57 of the reflective plate 54, and, 

accordingly, the gettering property evaluation appa ratus 

1-3 can securely reduce the possibility that the 

intensity of the reflected wave 18 of microwave may  be 

varied by the ruggedness of the base member 52 and the 

ruggedness of the support member 53 when the 

predetermined position 120 is moved, and produces a n 

effect that the influence of the chuck table 50 hol ding 

under suction the wafer 100 on the evaluation of 

gettering property can securely be reduced. 

[Second Modification] 
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        A gettering property evaluation apparatus 1 -4 

according to a modification (second modification) o f the 

second embodiment of the present invention will be 

described based on the drawings.  FIG. 9 is a secti onal 

view of the gettering property evaluation apparatus  1-4 

according to the second modification.  In FIG. 9, t he same 

parts as those in the second embodiment above are d enoted 

by the same reference symbols as used above, and 

descriptions thereof are omitted. 

        As illustrated in FIG. 9, the gettering pro perty 

evaluation apparatus 1-4 according to the second 

modification has a configuration in which the chuck  table 

50 in the gettering property evaluation apparatus 1 -3 

according to the second embodiment is changed to a chuck 

table 50-2.  The chuck table 50-2 has a configurati on in 

which the base member 52 in the chuck table 50 is c hanged 

to a base member 52-2, and the support member 53 is  

changed to a support member 53-2. 

        The base member 52-2 has a configuration in  which 

the grooves 62 as the exhaust flow path in the base  

member 52 are replaced by a plurality of suction pa ssages 

67 formed in the inside of the base member 52-2.  T he 

suction passage 61 forms ruggedness in a bottom sur face 

of a circular cavity of the base member 52-2.  The suction 
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passage 61 and the plurality of suction passages 67  

formed in the base member 52-2 communicate with eac h 

other and constitute a negative pressure transmissi on 

passage 65-2 for transmitting a negative pressure f rom a 

suction source 59 to the inside of the support memb er 53-

2. 

        The support member 53-2 has a configuration  in 

which the suction passage 63 and the grooves 64 as the 

exhaust flow path in the support member 53 are repl aced 

by a plurality of holes 68 and a suction passage 69 .  The 

plurality of holes 68 are formed in a depth of an u pper 

half from an upper surface of the support member 53 -2 and 

communicate with the suction passage 69 on the lowe r 

side.  The suction passage 69 connects the pluralit y of 

holes 68 in the radial direction and communicates w ith 

the plurality of suction passages 67 of the negativ e 

pressure transmission passage 65-2 at the periphery .  The 

plurality of holes 68 form ruggedness in an upper s urface 

of the support member 53-2.  The plurality of holes  68 and 

the suction passage 69 formed in the support member  53-2 

communicate with each other and constitute a transm ission 

passage 66-2 for transmitting a negative pressure f rom 

the negative pressure transmission passage 65-2 to a 

lower surface of the porous member 51. 
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        The gettering property evaluation apparatus  1-4 

according to the second modification has a configur ation 

in which the negative pressure transmission passage  65 

and the transmission passage 66 in the gettering pr operty 

evaluation apparatus 1-3 according to the second 

embodiment are changed in structure and are changed  to 

the negative pressure transmission passage 65-2 and  the 

transmission passage 66-2.  Therefore, the getterin g 

property evaluation apparatus 1-4 according to the second 

modification produces an effect similar to that of the 

gettering property evaluation apparatus 1-3 accordi ng to 

the second embodiment. 

[Third Embodiment] 

        A gettering property evaluation apparatus 1 -5 

according to a third embodiment will be described b ased 

on the drawings.  FIG. 10 is a sectional view of a 

configuration example of the gettering property 

evaluation apparatus 1-5 according to the third 

embodiment.  In FIG. 10, the same parts as those in  the 

second embodiment above are denoted by the same ref erence 

symbols as used above, and descriptions thereof are  

omitted. 

        As illustrated in FIG. 10, the gettering pr operty 

evaluation apparatus 1-5 according to the third 
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embodiment has a configuration in which the chuck t able 

50 in the gettering property evaluation apparatus 1 -3 

according to the second embodiment is changed to a chuck 

table 50-3.  The chuck table 50-3 has a configurati on in 

which the reflective plate 54 in the chuck table 50  is 

changed to an electromagnetic wave absorber 74. 

        The electromagnetic wave absorber 74 is dis posed on 

the lower side relative to a support member 53, sim ilarly 

to the reflective plate 54 according to the second 

embodiment.  Specifically, similarly to the reflect ive 

plate 54 in the second embodiment, the electromagne tic 

wave absorber 74 is disposed in a space formed on t he 

lower side of a position of holding the support mem ber 

53, in a circular cavity 52-1 of a base member 52.  The 

electromagnetic wave absorber 74 is disposed on the  lower 

side of the porous member 51 and the support member  53 

and on the upper side relative to ruggedness (a suc tion 

passage 61 and grooves 62 as an exhaust flow path) in a 

bottom surface of the circular cavity 52-1. 

        The electromagnetic wave absorber 74 includ es a 

material that absorbs microwaves.  Here, to absorb 

microwaves means that absorbance of microwaves is e qual 

to or more than 80%.  In other words, the electroma gnetic 

wave absorber 74 has an absorbance of microwave of equal 
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to or more than 80%.  The electromagnetic wave abso rber 74 

has an absorbance of microwave of preferably equal to or 

more than 90% and more preferably equal to or more than 

95%. 

        As the electromagnetic wave absorber 74, a material 

including one of a magnetic electromagnetic wave 

absorber, a dielectric electromagnetic wave absorbe r, a 

conductive electromagnetic wave absorber, and a λ/4 type 

electromagnetic wave absorber is used suitably.  Th e 

magnetic electromagnetic wave absorber, the dielect ric 

electromagnetic wave absorber, the conductive 

electromagnetic wave absorber, and the λ/4 type 

electromagnetic wave absorber all have an absorbanc e of 

microwave of approximately 100%, in a case where, f or 

example, the thickness thereof is 3 mm. 

        In the gettering property evaluation appara tus 1-5 

according to the third embodiment configured as abo ve, a 

chuck table 50-3 is disposed on the lower side of t he 

porous member 51 having a property of transmitting 

microwaves and the support member 53 and includes t he 

electromagnetic wave absorber 74 including a materi al 

that absorbs microwaves.  Therefore, in the getteri ng 

property evaluation apparatus 1-5 according to the third 

embodiment, 80% or more of a flux of microwave 17 a pplied 
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by a transmission-reception unit 12 is transmitted 

through ruggedness of the support member 53 and is 

absorbed by the electromagnetic wave absorber 74, s o that 

it does not reach the ruggedness of the base member  52.  

Therefore, similarly to the gettering property eval uation 

apparatus 1-3 according to the second embodiment, t he 

gettering property evaluation apparatus 1-5 accordi ng to 

the third embodiment can reduce the possibility tha t the 

intensity of the reflected wave 18 of microwave may  be 

varied by the ruggedness of the base member 52 and the 

ruggedness of the support member 53 when a predeter mined 

position 120 is moved, so that the gettering proper ty 

evaluation apparatus 1-5 produces an effect that th e 

influence of a chuck table 50-3 holding under sucti on a 

wafer 100 on the evaluation of gettering property c an be 

reduced. 

        In the gettering property evaluation appara tus 1-5 

according to the third embodiment, the electromagne tic 

wave absorber 74 includes one of the magnetic 

electromagnetic wave absorber, the dielectric 

electromagnetic wave absorber, the conductive 

electromagnetic wave absorber, and the λ/4 type 

electromagnetic wave absorber.  Therefore, the gett ering 

property evaluation apparatus 1-5 according to the third 



46 

embodiment can absorb a higher proportion of a flux  of 

microwave 17 by the electromagnetic wave absorber 7 4, 

and, therefore, it can securely reduce the possibil ity 

that the intensity of the reflected wave 18 of micr owave 

may be varied by the ruggedness of the base member 52 and 

the ruggedness of the support member 53 when the 

predetermined position 120 is moved, and it produce s an 

effect that the influence of the chuck table 50 hol ding 

under suction the wafer 100 on the evaluation of 

gettering property can securely be reduced. 

        Note that, in the gettering property evalua tion 

apparatus 1-5 according to the third embodiment, in  a 

case where a foamed material such as polyurethane i s used 

as the electromagnetic wave absorber 74, if the foa med 

material is open cell, the open cell provides an ac tion 

similar to that of the negative pressure transmissi on 

passage 65, and, therefore, it is unnecessary to pr ovide 

the base member 52 with the negative pressure 

transmission passage 65 (a suction passage 61 and g rooves 

62 as an exhaust flow path). 

[Fourth Embodiment] 

        A grinding and polishing apparatus 200 acco rding to 

a fourth embodiment of the present invention will b e 

described based on the drawings.  FIG. 11 is a pers pective 
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view of a configuration example of the grinding and  

polishing apparatus according to the fourth embodim ent.  

In FIG. 11, the same parts as those in the above-

described embodiments are denoted by the same refer ence 

symbols as used above, and descriptions thereof are  

omitted. 

        As illustrated in FIG. 11, the grinding and  

polishing apparatus 200 according to the fourth 

embodiment has the chuck table 20 according to the first 

embodiment disposed on a turntable 210, and the get tering 

determination unit 10 according to the first embodi ment 

is provided directed toward a carrying-in/out posit ion 

for a wafer 100 on the turntable 210.  Thus, the gr inding 

and polishing apparatus 200 according to the fourth  

embodiment has incorporated therein the gettering 

property evaluation apparatus 1 according to the fi rst 

embodiment. 

        The grinding and polishing apparatus 200 ac cording 

to the fourth embodiment, after the wafer 100 held under 

suction on the chuck table 20 is subjected to rough  

grinding, finish grinding, and polishing at a rough  

griding position, a finish grinding position, and a  

polishing position on the turntable 210 by a rough 

grinding unit 220, a finish grinding unit 230, and a 
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polishing unit 240, evaluates gettering property of  a 

gettering layer 110 formed in the wafer 100 by the rough 

grinding, finish grinding, and polishing by the get tering 

determination unit 10 at the carrying-in/out positi on. 

        Since the grinding and polishing apparatus 200 

according to the fourth embodiment includes the get tering 

property evaluation apparatus 1 according to the fi rst 

embodiment and evaluates gettering property by the 

gettering property evaluation apparatus 1 according  to 

the first embodiment, the grinding and polishing 

apparatus 200 produces an effect similar to that of  the 

gettering property evaluation apparatus 1 according  to 

the first embodiment.  In addition, the grinding an d 

polishing apparatus according to the fourth embodim ent 

produces an effect that the gettering layer 110 for med on 

a back surface 104 side of the wafer 100 by the rou gh 

grinding by the rough grinding unit 220, the finish  

grinding by the finish grinding unit 230, and the 

polishing by the polishing unit 240 can easily be 

subjected, directly after the grinding and polishin g, to 

evaluation of gettering property by the gettering 

property evaluation apparatus 1 according to the fi rst 

embodiment that is present in the same apparatus. 

        Note that, in the present invention, in pla ce of 
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the chuck table 20 according to the first embodimen t, any 

of the chuck tables 20-2, 50, 50-2, and 50-3 accord ing to 

the other embodiments and modifications may be disp osed 

on the turntable 210. 

[Example] 

        Next, the inventors of the present inventio n have 

confirmed the effects of the gettering property 

evaluation apparatus 1 according to the first embod iment.  

In the confirmation, variations in the intensity of  the 

reflected wave 18 of microwave received by the 

transmission-reception unit 12 when the predetermin ed 

position 120 is moved along a predetermined route o n the 

wafer 100 were detected, in an example in which the  chuck 

table 20 having the nonmetallic porous member 21 

including porous SiC was used, and a comparative ex ample 

in which an existing chuck table having an existing  

porous member including alumina ceramic and similar  in 

the other configuration to the gettering property 

evaluation apparatus 1 according to the first embod iment 

was used in place of the nonmetallic porous member 21.  

FIG. 12 illustrates graphs depicting the intensity 

distributions of the reflected wave of microwave re ceived 

by the gettering property evaluation apparatus acco rding 

to the example and the comparative example. 
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        As represented by solid line in FIG. 12, in  the 

example in which the chuck table 20 having the 

nonmetallic porous member 21 including porous SiC w as 

used, a curve 301 in which the intensity of the ref lected 

wave 18 of microwave is substantially constant was 

obtained.  On the other hand, as represented by bro ken 

line in FIG. 12, in the comparative example in whic h the 

existing chuck table was used, a curve 302 in which  the 

intensity of the reflected wave of microwave varies  

largely was obtained. 

        According to FIG. 12, while the intensity o f the 

reflected wave of microwave varied largely accordin g to 

the evaluation region in the comparative example, t he 

intensity of the reflected wave 18 of microwave was  

substantially constant regardless of the predetermi ned 

position 120 in the example.  In the comparative ex ample, 

the microwave applied is transmitted through the ex isting 

porous member including alumina ceramic and is refl ected 

by the bottom surface of the cavity 22-1 and the bo ttom 

surfaces of the grooves 27 as an exhaust flow path that 

constitute the ruggedness of the base member 22 on the 

lower side of the porous member.  In this instance,  in the 

comparative example, in a case where the distance b etween 

the transmission-reception unit 12 and the bottom s urface 
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of the cavity 22-1 is 16 mm and the depth of the gr ooves 

27 as the exhaust flow path is 1 mm, the propagatio n 

distance of the microwave reflected by the bottom 

surfaces of the grooves 27 as the exhaust flow path  

increases by 2 mm as compared to the propagation di stance 

of the microwave reflected by the bottom surface of  the 

cavity 22-1.  In the comparative example, it has be en made 

clear, by Friis transmission formula, that in regar d of 

the reflected wave of microwave, the received inten sity 

(received electric power) of the microwave reflecte d by 

the bottom surfaces of the grooves 27 as an exhaust  flow 

path was reduced by 21% as compared to the received  

intensity (received electric power) of the microwav e 

reflected by the bottom surface of the cavity 22-1.   On 

the other hand, in the example, the microwave 17 ap plied 

is reflected by the flat holding surface 24 of the 

nonmetallic porous member 21. 

        Therefore, according to FIG. 12, it has bee n found 

that in the present invention, since the chuck tabl e 20 

has the conductive nonmetallic porous member 21 

constituting the holding surface 24 and having a pr operty 

of reflecting or absorbing microwaves, 80% or more of a 

flux of the microwave 17 applied by the transmissio n-

reception unit 12 does not reach the ruggedness of the 
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base member 22, and, accordingly, the possibility t hat 

the intensity of the reflected wave 18 of microwave  may 

be varied by the ruggedness of the base member 22 w hen 

the predetermined position 120 is moved can be redu ced. 

        Note that the present invention is not limi ted to 

the above-described embodiments and modifications.  In 

other words, the present invention can be carried o ut 

with various modifications within such ranges as no t to 

depart from the gist of the invention.  For example , in 

the gettering property evaluation apparatuses 1, 1- 2, 1-

3, 1-4, and 1-5 according to the above embodiments and 

modifications, gettering property of the gettering layer 

110 may be evaluated based on a differential signal  which 

is the difference in the reflected wave 18 of micro wave 

measured at two locations of a region where the las er 

beam 15 is applied and a region where the laser bea m is 

not applied, by the gettering determination unit 10 .  In 

addition, while the gettering property evaluation 

apparatuses 1, 1-2, 1-3, 1-4, and 1-5 according to the 

above embodiments and modifications evaluate getter ing 

property of the gettering layer 110 of the wafer 10 0, the 

gettering property evaluation apparatus of the pres ent 

invention is not limited to the apparatus that eval uates 

only the gettering property, but may be an apparatu s that 
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can measure material properties other than the gett ering 

property of the wafer 100 and the gettering layer 1 10, by 

a micro-PCD method. 

        The present invention is not limited to the  details 

of the above described preferred embodiments.  The scope 

of the invention is defined by the appended claims and 

all changes and modifications as fall within the 

equivalence of the scope of the claims are therefor e to 

be embraced by the invention.   
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WHAT IS CLAIMED IS: 

        1.  A gettering property evaluation apparat us 

comprising: 

        a gettering determination unit that has a l aser 

beam applying unit for applying a laser beam to a w afer, 

and a transmission-reception unit for applying a 

microwave to the wafer and receiving the microwave 

reflected by the wafer, and that determines whether  or 

not a gettering layer including a grinding strain 

generated by grinding the wafer has a gettering pro perty; 

and 

        a chuck table that holds the wafer on a hol ding 

surface, 

        wherein the chuck table has 

                a conductive nonmetallic porous mem ber 

constituting the holding surface and having a prope rty of 

reflecting or absorbing the microwave, and 

                a base member surrounding the nonme tallic 

porous member while exposing the holding surface an d 

provided with a negative pressure transmission pass age 

for transmitting a negative pressure to the nonmeta llic 

porous member. 

        2.  The gettering property evaluation appar atus 

according to claim 1, 
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        wherein the nonmetallic porous member inclu des a 

material having a total of reflectance of the micro wave 

and absorbance of the microwave of equal to or more  than 

80%. 

        3.  The gettering property evaluation appar atus 

according to claim 1, 

        wherein the nonmetallic porous member inclu des 

porous SiC or porous carbon. 

        4.  The gettering property evaluation appar atus 

according to claim 2, 

        wherein the nonmetallic porous member inclu des 

porous SiC or porous carbon. 

        5.  A gettering property evaluation apparat us 

comprising: 

        a gettering determination unit that has a l aser 

beam applying unit for applying a laser beam to a w afer, 

and a transmission-reception unit for applying a 

microwave to the wafer and receiving the microwave 

reflected by the wafer, and that determines whether  or 

not a gettering layer including a grinding strain 

generated by grinding the wafer has a gettering pro perty; 

and 

        a chuck table that holds the wafer on a hol ding 

surface, 
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        wherein the chuck table has 

                a porous member constituting the ho lding 

surface and having a property of transmitting the 

microwave, 

                a base member provided with a negat ive 

pressure transmission passage for transmitting a ne gative 

pressure to the porous member, 

                a support member that is disposed o n a lower 

side relative to the porous member to support the p orous 

member, that is provided with a transmission passag e for 

transmitting the negative pressure from the negativ e 

pressure transmission passage to the porous member,  and 

that includes a material having a property of 

transmitting the microwave, and 

                a reflective plate that is disposed  on a 

lower side relative to the support member and that has a 

flat surface including a conductive material reflec ting 

the microwave. 

        6.  The gettering property evaluation appar atus 

according to claim 5, 

        wherein the reflective plate includes one o f 

stainless steel, iron, an iron-containing alloy, 

aluminum, an aluminum-containing alloy, copper, a c opper-

containing alloy, titanium, and carbon fiber reinfo rced 
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plastic. 

        7.  A gettering property evaluation apparat us 

comprising: 

        a gettering determination unit that has a l aser 

beam applying unit for applying a laser beam to a w afer, 

and a transmission-reception unit for applying a 

microwave to the wafer and receiving the microwave 

reflected by the wafer, and that determines whether  or 

not a gettering layer including a grinding strain 

generated by grinding the wafer has a gettering pro perty; 

and 

        a chuck table that holds the wafer on a hol ding 

surface, 

        wherein the chuck table has 

                a porous member constituting the ho lding 

surface and having a property of transmitting the 

microwave, 

                a base member provided with a negat ive 

pressure transmission passage for transmitting a ne gative 

pressure to the porous member, 

                a support member that is disposed o n a lower 

side relative to the porous member to support the p orous 

member, that is provided with a transmission passag e for 

transmitting the negative pressure from the negativ e 
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pressure transmission passage to the porous member,  and 

that includes a material having a property of 

transmitting the microwave, and 

                an electromagnetic wave absorber th at is 

disposed on a lower side relative to the support me mber 

and that includes a material absorbing the microwav e. 

        8.  The gettering property evaluation appar atus 

according to claim 7, 

        wherein the electromagnetic wave absorber i ncludes 

one of a magnetic electromagnetic wave absorber, a 

dielectric electromagnetic wave absorber, a conduct ive 

electromagnetic wave absorber, and a λ/4 type 

electromagnetic wave absorber. 

  


