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Edge-Lit Illumination System 

The present invention relates to an edge-lit illumination system 

Edge-lit Illumination systems Which have as a basic feature a light source positioned 

alongside an edge of a light transmitting sheet are well known. The state of the art is 

5 typified by the light transmitting sheet being treated on at least one of its surfaces such 

·that the light entering the edge of this sheet is irregular1y reflected or scattered. 

Therefore this light is spread evenly across the illuminated surface. One of the ways of 

treating the surface is by application of a matrix of light reflecting and scattering material 

either directly to the surface or to a transparent film which is then adhered to the surface 

10 as disclosed in EP-A- 0549679, In this application thelight transmitting sheet is treated 

on both of its surfaces. The light reflecting material is in the form of dots. These dots 

may be etched, painted or screen printed directly on to the surface of the light 

transmitting sheet or that of the transparent film adhered to the surface. The density of 

these dots may be increased In the dlrectlon·away from the edge at which the light 

15 source is fixed by increasing the number of dots per unit area and decreasing the gaps 

between them or by keeping the gaps between the dots the same and increasing the 

size of the dots. 

One disadvantage of the above system is that if this dot pattern across the light 

transmitting sheet is disturbed or disrupted in some way then correspondingly visually 

20 the illumlnatlon ofthe system appears to be disturbed. For example if a section of the 

· dot pattern is abraded or ·stained then the illumination may appear to be disrupted 

correspendlng to where the abrasion or staining has occurred on the surface of the light 

transmitting sheet. 

A further disadvantage of the above system is a feature of the light transmitting sheet 

25 being treated on both of its surfaces. Therefore there may be complete overlap of some 

of the dots on the upper surface of the sheet with some on the lower surface of the 

sheet. This causes fringing patterns which are apparent to an observer of such an 

edge-lit illuminated sign as slight dark patches on the surface of the sign. By fringing we 

mean bands, rings or other patterns of alternate light or dark. 

30 It is an object of the present invention to provide an edge-lit illumination system which 

overcomes some of these problems. 

Accordingly the present invention provides an edge-lit illumination system comprising 

a light transmitting sheet and a light source; the light source being positioned in 

proximity to and adjacent to an edge of said. light transmitting sheet, characterised in 

35 that at least one of the two opposing surfaces of said light transmitting sheet carries 
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markings such that said markings are ciisposed rando!'TllY within each of at least one 

nominal area of said at least one surface. 

The light transmitting sheet is a transparent material. It may be glass or plastic but 

is preferably plastic and more sp~ificaUy a clear acrylic sheet. The sheet may be of 

5 any shape, for example rourid, square..: rectangular, triangular, cylindrical, Irregular • 

. Preferably it is rectangul~r. 

Many types of light source are available .but preferably fluorescent tubing is used. 

The diameter of the fluorescent tube may vary from typically 6mm, commonly referred to 

as T2, to 25mm, T8. The c;ilstance from the edge of the light ~nsmltting panel to the 

1 O crest of the tube is prefera,bly be~en 1 and 2mm. In an .alternative embodiment the 

fluorescent tube is an apert4re tube. This type of tube has coated on the Inside wall of 

the glass a reflective coaUngwith a flu9rescent coating on top: of it. The aperture is a 

part of this tube, for e.xa"lple .3<r of the 360° around the inside of the tube, with no 

coating. This opening runs ttie length of the tube and is arranged so it is directing light 

15 from the light source at the edJ;Je of the light transmitting sneet. A reflector is typically 

positioned behind. each fluorescent tube and may be any material capable of reflecting 

light, for example mirrored aluminium. Preferably the light transmitting sheet Is in a fixed 

relationship to the. light source •. 

The surface of at least one side of .the light transmitting sh.eat may comprise a 

20 single noll'!inal area or it. m~y be comprised of a plurality of nominal areas. The single 

nominal area or the plurality of nominal areas may cover part of the surface of the light 

transmitting sheet o~ the total area ~the surface of the sheet. Each of these nominal 

areas may be of an equal size or alternatively they may be of different sizes. For 

example, \Vhere the light ~nsmitting sheet is rectangular, the length of each nominal 

25 area may be approximately equal to the lengtll of ttie edge of the sheet adjacent the light 

source and the width of each nominal area may be the s~me or a varied distance along 

the length of the light transmltthig sheet. mQVing away.from the light source. 

Each of the nominal ~reas nas IT)8rkingswhich are disposed randomly within It. The 

markings may be of any shape, for example squ~re, r.9und, rectangular, triangular or 
. . 

30 irregular, or a .combination of diffe~nt shapes~ Preferably they are of an irregular shape, 

for example irregularly shaped gene~lly elongated structures based on squares and/or 

rectangles. The markings may b~ of equ~I ~ize or a variety of sizes preferably ranging 

from 0.1mllJ to 1 Omm in lengUl, more preferably 0.3 to 3mm. Preferably the width of the 

markings ranges from ~-5 to. 1mm. The markings .can be translucent or opaque and are 

35 preferably light coloured. By transl~pent we mean capable of transmitting rays of light 
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with diffusion also. By opaque we mean substantially incapable of transmitting light but 

with the ability tO scatter light. 

These markings may be etched, painted or screen printed directly on to the surface 

of the light transmitting sheet or to that of a transparent fllm which Is itself then adhered 

5 to the surface. Preferably the markings are screen printed directly on to the surface of 

the light transmitting sheet. An example of Ink screen printing Is stochastic screen 

printing. One simple way of defining stochastic screen printing is to compare it with the 

screen printing of the regular dot matrix, for example as illustrated in Figure 1 in EP- A-

0549679. For a chosen nominal area of the regular dot matrix there is an associated 

1 o coverage of ink on the light transmitting sheet. For the stochastic screen printing each 

dot in this ink coverage is broken down, using a computer programme, into many 

smaller random markings (these smaller markings are the markings of the present 

application). These smaller markings are randomly distributed in a pattern in the 

designated nominal area. They may be of equal size or a variety of sizes. This is as 

15 disclosed in Screen Process, July 1995, page 14 by J Mulvey. 

The area of coverage of the markings, for example as ink coverage if treatment of the 

surface is by ink screen printing, is preferably 0.1 to 99%, more preferably 1 to 40% and 

especially 5 to 30% for the random markings within each nominal area. The area of 

coverage of the markings on the surface of the light transmitting sheet may remain the 

20 same for each nominal area across the sheet. For example a sheet may have· a number 

of nominal areas, which may be of equal or a variety of sizes, each nominal area having 

10% markings coverage. In a further embodiment the density of markings within each 

nominal area is increased in a direction away from the edge of the light transmitting 

sheet at which the light source is positioned. The density of markings can be increased 

25 by increasing the size of the markings and/or the number of markings for each nominal 

area in the direction sway from the light source. 

For example for an edge-lit system with a single light source there may be a number 

of nominal areas, each having a length approximately equal to the length of the edge of 

the sheet adjacent the light source and each having a width, which may be the same or 

30 a varied distance along the length of the light transmitting sheet, moving sway from the 

light source. The first area has a markings coverage of 3% and the coverage gradually 

increases with each nominal area until the nominal area which is furthest away from the 

edge of the light transmitting sheet at which the light source is positioned has an area of 

markings coverage of 20%. 
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The OVSr.:111 illumi.nation achieved may be similar or greater than that achieved when 

the dot matrix is regular, for example a,s illustrated in Figure 1 in EP-A- 0549679. 

Edg.tit illumination systems described in the present invention can be used as 

lighting devices or light sources, for example for backl.it displays and also may be 

5 modified for use lilS illuminated shelving, for example in refrigerators. 

Specific embodimEmts C)f the invention :Will now be further described in the following 

examples and with reference to the accompanying Figures. 

Figure 1 is a sectional vi~ through an illuminated display system according to 

the invention, 

1 O Figure 2 is an embodiment of the random markings pattern on one surface of the light 

transmitting sheet 

Fi$jure 3 is a plan view of an ~breded illuminated light transmitting sheet, treated on both 

surfaces according ~ the invention. 

Figure 4 is a plan view of an apraded illuminated light transmitting sheet treated on both 

15 surfaces for comparative purposes. 

Example1. 

In Figure 1 the light trans~itting sheet (10) is a 420x610x10mm clear cast 

polymethylmethacrylate (PMMA)which has been treated by screen printing white ink 

markings directly on to both its opposing surfaces (11, 12). The markings are printed on 

20 to each surface as shown in Figure 2 and range from 0.3 to 3mm in length. The light 

sources are Sylvania Luxline Plus Daylight Oelux fluorescent tubes ( 13, 14) which both 

have a power output of 18 Watts, a colour rendering value (Ra) of 86 ,a colour 

temperature of 6500 Kelvin and a diameter of 25mm. These are each placed adjacent to 

an edge of the light transmitting sheet and surrounded by a mirrored aluminium reflector 

25 (15,16). 

Exarop!e2 

The treated light transmi~ng sheet of Example 1 has been abraded on its upper surface 

( 11 ). The abrasion is in the form of 6 markings ( 17-22 inclusive) in a triangular 

configuration. Figure 3 illustrates the abraded illuminated sheet viewed from above the 

30 upper surface. 
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Example 3 - Comoarative 

The light transmitting sheet of Example 1 has been replaced by a light transmitting sheet 

of. the same dimensions treated by screen printing a regular matrix of white ink dots 

directly on to both its surfaces. The level of ink coverage ranges from about 3% 

5 increasing to 16% along the light path length of 21 Omm , away from each of two 

fluorescent tube light sources (13, 14). (By light path length we mean for a single light 

source the furthest distance, along the length of the surface of one side of this sheet, 

through which light is emitted. For two light sources, adjacent to opposite edges of this 

sheet, then the light path length is half the distance between the two tubes.} The dots 

10 are circular and a regular distance apart, such that each nearest neighbour is 1.9mm 

away. The light transmitting sheet has been abraded as in Example 2. Figure 4 

illustrates the abraded (23-28 inclusive) illuminated sheet viewed from above the upper 

surface. 

It can be readily seen from Figures 3 and 4 that the visual disruption to illumination 

15 caused by the abrasion is much easier to identify in the comparative example in Figure 

4. There is no evidence of the presence of any dark patches In Figure 3 which could be 

attributed to fringing patterns. 
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Claims 

1. An edge-lit illumination system .comprising a light transmitting sheet and a light 

source; the light source being positioned in proximity to .anc:! adj_acent to an edge of said 

light transmitting sheet, qhara~rised in that at least one of the two opposing surfaces of 

5 said light transmitting sheet carries markings such that said markings are disposed 

randomly within each of at least one nominal area of said at least one surface. 

2. An edge-lit iliuminati.on system.as claimed in claim 1 wherein both of the opposing 

surfaces of the light transmitting sheet carry markings. 

3. An edge-lit illumination system as claimed in either of daim 1 or 2 wherein the area of 

10 markings coverage in each no.minal area is be~en 0.1to99%. 

1.~ 

4. An edge-lit iUumination system as claimed in claim 3 wherein the area of markings 

coverage in each nominal area is between 1 to 40%. 

5. An edge-lit illumination system as claimed In any of claims 1 to 4 wherein each 

nominal area is ofan equal size. 

6. An edge-lit illumination system as clail')"led in any of claims 1 to 4 wherein each 

nominal area is of a different size •. 

7. An edge-lit illumination system as claimed in any of claims 1 to 6 wherein the area of 

markings coverage is the same in each nominal area.· 

8. An edge-lit illumination system as claimed in any of claims 1 to 6 wherein the area of 

20 markings coverage is different In each nominal area. 

9. An edge-lit illumination system as claimed in any of dalms 1 to 8 wherein the 

markings range from 0.1to10mm in length. 

1 O. An edge-lit illuminat,on as claimed in claim 9 wherein the markings range from 0.3 to 

3mm In length. 
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11. An edge-lit illumination system as claimed in any of claims 1 to 10 wherein the 
markings are of an irregular shape. 

12. An edge-lit illumination system as claimed in any of claims 1 to 11 wherein the 
markings are screen printed directly on to the surface of the light transmitting sheet. 


