METHOD AND DEVICE FOR DATA TRANSMISSION

TECHNICAL FIELD

The disclosure relates to the field of communications, and more particularly to

a method and device for data transmission.

BACKGROUND

In a 5 Generation (5G) mobile communication technology, there are higher
requirements on the transmission latency, reliability of data packets and the like.
Particularly, for an Ultra-Reliable Low-latency Communication (URLLC) service, a
relatively short transmission latency and relatively high transmission reliability are
required. In an existing data transmission mechanism of Long Term Evolution (LTE),
a transmitter, after transmitting a data packet, is required to wait for feedback
information transmitted by a receiver and then determine whether it is necessary to
perform Hybrid Automatic Repeat reQuest (HARQ) retransmission on the data packet
according to the feedback information. Since the receiver requires a certain time for
data detection over the data packet and transmission of the feedback information, such
a "transmitting-waiting-transmitting" data transmission mechanism may result in
relatively long transmission latency. Meanwhile, when the transmitter transmits the
data packet only once, a probability that the feedback information transmitted by the
receiver contains Negative ACKnowledgment (NACK) information is usually higher,
and thus it is also difficult to ensure data transmission reliability with the above data

transmission mechanism.

SUMMARY

The disclosure discloses a method and device for data transmission, so as to
improve the reliability of the data transmission.

According to a first aspect, the disclosure provides a method for data



transmission, which may include the following operations. Before a transmitter
receives feedback information, the transmitter continuously transmits multiple data
packets carrying same information to a receiver, wherein the feedback information
carries indication information for indicating whether the receiver correctly receives at
least part of the multiple data packets. The transmitter receives the feedback
information transmitted by the receiver. The transmitter transmits subsequent data
according to the feedback information.

In the solution, the transmitter may continuously transmit the multiple data
packets carrying the same information to the receiver until the transmitter receives the
feedback information transmitted by the receiver, and then the transmitter determines
subsequent data transmission according to the feedback information. In such a data
transmission mechanism, since the transmitter keeps transmitting the data packets
carrying the same information to the receiver, the reliability of the data transmission
may be improved.

Meanwhile, according to the data transmission mechanism, during the
procedure that the receiver performs data detection on the data packets and transmits
the feedback information, the transmitter may keep transmitting the multiple data
packets carrying the same information to the receiver, so that data transmission
latency may be shortened. For example, when the receiver has not correctly received a
first data packet and the subsequent data packets carrying the same information have
been transmitted to the receiver by the transmitter, the receiver may re-detect the
subsequent data packets carrying the same information immediately, without waiting
the transmitter to retransmit the data packet carrying the same information after the
receiver transmits the feedback information to the transmitter, like an existing data
transmission mechanism.

In combination with the first aspect, in a possible implementation mode of the
first aspect, the operation that the transmitter continuously transmits the multiple data
packets carrying the same information to the receiver may include that: the transmitter
continuously transmits the multiple data packets to the receiver based on a
transmission pattern corresponding to each of the multiple data packets.

In the solution, each of the multiple data packets carrying the same
information may correspond to a transmission pattern, so that the transmitter may

transmit the multiple data packets in a more flexible manner.



In combination with the first aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the first aspect, the
operation that the transmitter continuously transmits the multiple data packets
carrying the same information to the receiver may include that: the transmitter
transmits the multiple data packets to the receiver based on at least two transmission
patterns.

In the solution, the transmitter may transmit the multiple data packets carrying
the same information to the receiver based on different transmission patterns. Since
diversified transmission patterns may improve diversity of data packet transmission
manners, a probability that the receiver correctly receives the data packets may be
improved.

In combination with the first aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the first aspect, the
feedback information may carry transmission information of a target data packet in
the multiple data packets, and the operation that the transmitter transmits the
subsequent data according to the feedback information may include the following
actions. The transmitter determines a transmission pattern corresponding to the target
data packet according to the transmission information of the target data packet. The
transmitter determines a transmission pattern for transmission of the subsequent data
according to the transmission pattern corresponding to the target data packet. The
transmitter transmits the subsequent data with the transmission pattern for
transmission of the subsequent data.

In the solution, the receiver carries the transmission information of the target
data packet into the feedback information, such that the transmitter may adjust the
transmission pattern used for subsequent data transmission according to the
transmission information of the target data packet.

In combination with the first aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the first aspect, the
feedback information may carry at least one of the transmission pattern corresponding
to the target data packet in the multiple data packets or a transmission sequence
number of the target data packet.

In the solution, the receiver carries the transmission sequence number,

corresponding to the target data packet, of the target data packet into the feedback



information to enable the transmitter to determine whether the receiver correctly
receives the target data packet. The receiver carries at least one of the transmission
pattern corresponding to the target data packet or the transmission sequence number
of the target data packet in the feedback information, such that the transmitter may
adjust regulate the transmission pattern used for subsequent data transmission
according to at least one of the transmission pattern corresponding to the target data
packet or the transmission sequence number of the target data packet.

In combination with the first aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the first aspect, the
target data packet may include one of the following data packets: a data packet which
is not correctly received by the receiver; a data packet which is correctly received by
the receiver; a data packet which is transmitted on a channel with best channel quality
in at least one channel used for transmission of the multiple data packets; a data
packet which is transmitted on a channel with worst channel quality in the at least one
channel used for transmission of the multiple data packets; a data packet with a worst
detection error rate in the multiple data packets; or a data packet with a best detection
error rate in the multiple data packets.

In the solution, the receiver carries at least one of the transmission pattern
corresponding to the target data packet or the transmission sequence number of the
target data packet in the feedback information, such that the transmitter may adjust the
transmission pattern used for subsequent data transmission according to at least one of
the transmission pattern corresponding to the target data packet or the transmission
sequence number of the target data packet.

In combination with the first aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the first aspect, the
transmission pattern may be formed by at least one of the following transmission
information: HARQ redundancy version information, frequency-domain resource
information, time-domain resource information, beamforming vector information,
subcarrier spacing information, duration information of the data transmission, pilot
sequence information or scrambling sequence information.

In the solution, the transmission pattern may include at least one of
transmission information, so that the data transmission mechanism may be more

diversified.



In combination with the first aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the first aspect, the
transmission pattern corresponding to each of the multiple data packets may be
predetermined by the transmitter and the receiver; or the transmission pattern
corresponding to each of the multiple data packets may be indicated to the receiver by
the transmitter through signaling.

In the solution, the transmitter and the receiver may predetermine the
transmission patterns or obtain the transmission patterns through signaling interaction,
so that the transmitter and the receiver may acquire the transmission patterns in a
more flexible manner.

In combination with the first aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the first aspect, the
feedback information may carry indication information for indicating whether the
receiver correctly receives a specified data packet in the multiple data packets
transmitted by the transmitter, and the specified data packet has a preset timing
relationship with the feedback information.

In the solution, the feedback information is configured to indicate whether the
data packet having the preset timing relationship with the feedback information is
correctly received by the receiver, so that the data transmission mechanism in the
solution is more flexible.

In combination with the first aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the first aspect, the
preset timing relationship may be a timing relationship predetermined by the
transmitter and the receiver, or the preset timing relationship may be indicated to the
receiver by the transmitter through signaling.

In the solution, the transmitter and the receiver may determine the preset
timing relationship in a predetermination manner or obtain the preset timing
relationship through the signaling interaction, so that the transmitter and the receiver
may acquire the preset timing relationship in a more flexible manner.

In combination with the first aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the first aspect, the
feedback information may carry any one of the following indication information:

indication information for indicating whether the receiver correctly receives the first



data packet in the multiple data packets, the first data packet being any data packet in
the multiple data packets; indication information for indicating whether the receiver
correctly receives at least two data packets in the multiple data packets; or indication
information for indicating whether the receiver correctly receives the information
contained carried in the multiple data packets.

In the solution, the receiver may transmit different types of feedback
information to the transmitter to improve flexibility of the data transmission
mechanism.

In combination with the first aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the first aspect, the
operation that the transmitter transmits the subsequent data according to the feedback
information may include the following operations. Responsive to determining that the
feedback information is ACKnowledgment (ACK) information, the transmitter stops
transmitting a data packet carrying the same information as that of the multiple data
packets. Responsive to determining that the feedback information is NACK
information, the transmitter transmits the data packet carrying the same information as
that of the multiple data packets.

In the solution, the receiver may transmit the feedback information to the
transmitter, such that the transmitter may timely adjust subsequent data transmission
according to the feedback information.

In combination with the first aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the first aspect, when the
feedback information is the NACK information, the operation that the transmitter
retransmits the data packet carrying the information the same as that of the multiple
data packets may include the following action. When the number of transmissions of
the multiple data packets by the transmitter exceed a preset number of transmissions,
the transmitter stops transmitting the data packet carrying the information the same as
that of the multiple data packets.

In the solution, when a number of transmissions of the multiple data packets
by the transmitter exceed a preset number of transmissions, the transmitter stops
transmitting the data packet carrying the information the same as that of the multiple
data packets, so that a data transmission overhead is saved.

In combination with the first aspect or any abovementioned possible



implementation mode, in a possible implementation mode of the first aspect, before
the operation that the transmitter continuously transmits the multiple data packets
carrying the same information to the receiver, the method may further include the
following operations. The transmitter transmits a scheduling signaling to the receiver,
wherein the scheduling signaling is configured to indicate the receiver to receive the
multiple data packets, or the transmitter transmits multiple scheduling signalings to
the receiver, wherein the multiple scheduling signalings are in one-to-one
correspondence with the multiple data packets and each scheduling signaling is
configured to indicate the receiver to receive the data packet corresponding to the
scheduling signaling.

In the solution, diversified scheduling manners are adopted for the receiver, so
that the flexibility of the data transmission mechanism is improved.

In combination with the first aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the first aspect, when the
transmitter is a base station, before the operation that the transmitter continuously
transmits the multiple data packets carrying the same information to the receiver, the
method further includes the following operations. The transmitter transmits Downlink
Control Information (DCI) to the receiver, wherein the DCI is configured to indicate
the receiver to receive the multiple data packets, or the transmitter transmits multiple
DCI to the receiver, wherein the DCI is in one-to-one correspondence with the
multiple data packets and the DCI is configured to indicate the receiver to receive the
data packet corresponding to each scheduling signaling.

In the solution, diversified scheduling manners are adopted for the receiver, so
that the flexibility of the data transmission mechanism is improved.

According to a second aspect, the disclosure provides a method for data
transmission, which may include the following operations. A receiver receives
multiple data packets continuously transmitted by a transmitter and carrying the same
information, wherein feedback information carries indication information for
indicating whether the receiver correctly receives at least part of the multiple data
packets. The receiver detects the at least part of data packets in the multiple data
packets to determine a detection result of the at least part of data packets. The receiver
determines the feedback information for the at least part of the multiple data packets

according to the detection result of the at least part of the multiple data packets,



wherein feedback information carries the indication information for indicating
whether the receiver correctly receives the at least part of the multiple data
packets .The receiver transmits the feedback information to the transmitter.

In the solution, the transmitter may continuously transmit the multiple data
packets carrying the same information to the receiver until the transmitter receives the
feedback information transmitted by the receiver, and then the transmitter determines
subsequent data transmission according to the feedback information. In such a data
transmission mechanism, since the transmitter keeps transmitting the data packets
carrying the same information to the receiver, the reliability of the data transmission
may be improved.

Meanwhile, according to the data transmission mechanism, during the
procedure that the receiver performs data detection on the data packets and transmits
the feedback information, the transmitter may keep transmitting the multiple data
packets carrying the same information to the receiver, so that data transmission
latency may be shortened. For example, when the receiver has not correctly received a
first data packet and the subsequent data packets carrying the same information have
been transmitted to the receiver by the transmitter, the receiver may re-detect the
subsequent data packets carrying the same information immediately, without waiting
the transmitter to retransmit the data packet carrying the same information after the
receiver transmits the feedback information to the transmitter, like an existing data
transmission mechanism.

In combination with the second aspect, in a possible implementation mode of
the second aspect, the operation that the receiver receives the multiple data packets
continuously transmitted by the transmitter and carrying the same information may
include the following action. The receiver receives the multiple data packets
continuously transmitted by the transmitter and carrying the same information based
on a transmission pattern corresponding to each of the multiple data packets.

In the solution, each of the multiple data packets carrying the same
information may correspond to a transmission pattern, so that the transmitter may
transmit the multiple data packets in a more flexible manner.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the

operation that the receiver receives the multiple data packets continuously transmitted



by the transmitter and carrying the same information may include the following action.
The receiver receives the multiple data packets transmitted by the transmitter and
carrying the same information based on at least two transmission patterns.

In the solution, the transmitter may transmit the multiple data packets carrying
the same information to the receiver based on different transmission patterns. Since
diversified transmission patterns may improve diversity of data packet transmission
manners, a probability that the receiver correctly receives the data packets is improved.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
operation that the receiver transmits the feedback information to the transmitter may
include the following action. The receiver transmits the feedback information to the
transmitter, wherein the feedback information carries information for indicating at
least one of a transmission pattern corresponding to a target data packet in the
multiple data packets or a transmission sequence number of the target data packet.

In the solution, the receiver carries the transmission sequence number,
corresponding to the target data packet, of the target data packet into the feedback
information to enable the transmitter to determine whether the receiver correctly
receives the target data packet. The receiver contains at least one of the transmission
pattern corresponding to the target data packet or the transmission sequence number
of the target data packet in the feedback information, such that the transmitter may
adjust a transmission pattern used for subsequent data transmission according to at
least one of the transmission pattern corresponding to the target data packet or the
transmission sequence number of the target data packet.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
target data packet may include any one of the following data packets: a data packet
which is not correctly received by the receiver; a data packet which is correctly
received by the receiver; a data packet which is transmitted on a channel with best
channel quality in at least one channel used for transmission of the multiple data
packets; a data packet which is transmitted on a channel with worst channel quality in
the at least one channel used for transmission of the multiple data packets; a data
packet with a worst detection error rate in the multiple data packets; or a data packet

with a best detection error rate in the multiple data packets.



In the solution, the receiver carries at least one of the transmission pattern
corresponding to the target data packet or the transmission sequence number of the
target data packet in the feedback information, such that the transmitter may adjust the
transmission pattern used for subsequent data transmission according to at least one of
the transmission pattern corresponding to the target data packet or the transmission
sequence number of the target data packet.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
transmission pattern corresponding to each of the multiple data packets may be
predetermined by the transmitter and the receiver, or the transmission pattern
corresponding to each of the multiple data packets may be indicated to the receiver by
the transmitter through signaling.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
transmission pattern may be formed by at least one of the following transmission
information: HARQ redundancy version information, frequency-domain resource
information, time-domain resource information, beamforming vector information,
subcarrier spacing information, duration information of the data transmission, pilot
sequence information or scrambling sequence information.

In the solution, the transmission pattern may include at least one of
transmission information, so that the data transmission mechanism may be more
diversified.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
transmission pattern corresponding to each of the multiple data packets may be
predetermined by the transmitter and the receiver; or the transmission pattern
corresponding to each data packet in the multiple data packets may be transmitted to
the receiver by the transmitter through the signaling.

In the solution, the transmitter and the receiver may predetermine the
transmission patterns or obtain the transmission patterns through signaling interaction,
so that the transmitter and the receiver may acquire the transmission patterns in a
more flexible manner.

In combination with the second aspect or any abovementioned possible
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implementation mode, in a possible implementation mode of the second aspect, the
operation that the receiver transmits the feedback information to the transmitter may
include the following action. The receiver transmits the feedback information to the
transmitter, wherein the feedback information carries indication information for
indicating whether the receiver correctly receives a specified data packet in the
multiple data packets transmitted by the transmitter and the specified data packet has a
preset timing relationship with the feedback information.

In the solution, the feedback information is configured to indicate whether the
data packet having the preset timing relationship with the feedback information is
correctly received by the receiver, so that the data transmission mechanism in the
solution is more flexible.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
preset timing relationship may be a timing relationship predetermined by the
transmitter and the receiver, or the preset timing relationship may be indicated to the
receiver by the transmitter through signaling.

In the solution, the transmitter and the receiver may determine the preset
timing relationship in a predetermination manner or obtain the preset timing
relationship through the signaling interaction, so that the transmitter and the receiver
may acquire the preset timing relationship in a more flexible manner.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
feedback information may carry any one of the following indication information:
indication information for indicating whether the receiver correctly receives a first
data packet in the multiple data packets, the first data packet being any data packet in
the multiple data packets; indication information for indicating whether the receiver
correctly receives at least two data packets in the multiple data packets; or indication
information for indicating whether the receiver correctly receives the information
carried in the multiple data packets.

In the solution, the receiver may transmit different types of feedback
information to the transmitter to improve flexibility of the data transmission
mechanism.

In combination with the second aspect or any abovementioned possible
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implementation mode, in a possible implementation mode of the second aspect, the
operation that the receiver transmits the feedback information to the transmitter may
include the following action. The receiver transmits the feedback information carrying
ACK information to the transmitter, or the receiver transmits the feedback
information carrying NACK information to the transmitter.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, before
the operation that the receiver receives the multiple data packets continuously
transmitted by the transmitter and carrying the same information, the method may
further include the following operations. The receiver receives a scheduling signaling
transmitted by the transmitter, wherein the scheduling signaling is configured to
indicate the receiver to receive the multiple data packets transmitted by the transmitter.
Alternatively, the receiver receives multiple scheduling signalings, wherein the
multiple scheduling signalings are in one-to-one correspondence with the multiple
data packets and each scheduling signaling is configured to indicate the receiver to
receive the data packet corresponding to the scheduling signaling.

In the solution, diversified scheduling manners are adopted for the receiver, so
that the flexibility of the data transmission mechanism is improved.

In combination with the second aspect or any abovementioned possible
implementation mode, in possible implementation mode of the second aspect, the
operation that the receiver detects the at least part of data packets in the multiple data
packets may include the following action. The receiver detects each data packet in the
multiple data packets, or the receiver performs joint detection on at least two data
packets in the multiple data packets.

In the solution, the receiver may independently detect the multiple data
packets transmitted by the transmitter or perform joint detection on the at least part of
data packets in the multiple data packets, so that the receiver may detect the data
packets in diversified manners to improve the flexibility of the data packet detection.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, before
the operation that the receiver receives the multiple data packets continuously
transmitted by the transmitter and carrying the same information, the method further

includes the following action. The receiver receives DCI, wherein the DCI is
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configured to indicate the receiver to receive the multiple data packets transmitted by
the transmitter, or the receiver receives multiple DCI, wherein the multiple DCI is in
one-to-one correspondence with the multiple data packets and each DCI is configured
to indicate the receiver to receive the data packet corresponding to the DCI.

In the solution, diversified scheduling manners are adopted for the receiver, so
that the flexibility of the data transmission mechanism is improved.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
feedback information is configured to indicate whether the receiver correctly receives
any one of the multiple data packets, or the feedback information is configured to
indicate whether the receiver correctly receives at least two data packets in the
multiple data packets.

In the solution, the receiver may transmit different types of feedback
information to the transmitter to improve the flexibility of the data transmission
mechanism.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
feedback information is configured to indicate whether the receiver correctly receives
the information in the multiple data packets.

In the solution, the receiver may transmit the feedback information to the
transmitter, such that the transmitter may timely adjust the subsequent data
transmission condition according to the feedback information.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
feedback information carries at least one of the transmission pattern corresponding to
the target data packet in the multiple data packets or the transmission sequence
number of the target data packet.

In the solution, the receiver carries at least one of the transmission pattern
corresponding to the target data packet or the transmission sequence number of the
target data packet into the feedback information, such that the transmitter may
determine whether the receiver correctly receive the target data packet.

In combination with the second aspect or any abovementioned possible

implementation mode, in a possible implementation mode of the second aspect, the
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method may further include the following operation. The receiver receives indication
information for the transmission pattern transmitted by the transmitter, wherein the
indication information for the transmission pattern is configured to indicate a
transmission pattern used by the transmitter for transmission of a subsequent data
packet and the transmission pattern used for transmission of the subsequent data
packet is determined by the transmitter based on the transmission pattern
corresponding to the target data packet in the multiple data packets. The receiver
receives the subsequent data packet transmitted by the transmitter with the
transmission pattern used for transmission of the subsequent data packet.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
target data packet includes any one of the following data packets: a data packet which
is not correctly received by the receiver; a data packet which is correctly received by
the receiver; a data packet which is transmitted on the channel with best channel
quality in the at least one channel used for transmission of the multiple data packets; a
data packet which is transmitted on the channel with worst channel quality in the at
least one channel used for transmission of the multiple data packets; a data packet
with the worst detection error rate in the multiple data packets; or a data packet with
the best detection error rate in the multiple data packets.

In the solution, the receiver carries at least one of the transmission pattern
corresponding to the target data packet or the transmission sequence number of the
target data packet in the feedback information, such that the transmitter may adjust the
transmission pattern used for subsequent data transmission according to at least one of
the transmission pattern corresponding to the target data packet or the transmission
sequence number of the target data packet.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
operation that the receiver transmits the feedback information to the transmitter
includes the following actions. The receiver transmits the ACK information to the
transmitter as the feedback information to enable the transmitter to stop transmitting a
data packet carrying the same information as that of the multiple data packets. The
receiver transmits the NACK information to the transmitter as the feedback

information to enable the transmitter to retransmit the data packet carrying the same
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information as that of the multiple data packets.

In the solution, the receiver may transmit the feedback information to the
transmitter, such that the transmitter may timely adjust the subsequent data
transmission condition according to the feedback information.

In combination with the second aspect or any abovementioned possible
implementation mode, in a possible implementation mode of the second aspect, the
transmission pattern is formed by at least one of the following transmission
information: HARQ redundancy version information, frequency-domain resource
information, time-domain resource information, beamforming vector information,
subcarrier spacing information, duration information of the data transmission, pilot
sequence information or scrambling sequence information.

According to a third aspect, the disclosure provides a device for data
transmission. The device includes modules configured to execute the method in the
first aspect.

According to a fourth aspect, the disclosure provides a device for data
transmission. The device includes modules configured to execute the method in the
second aspect.

According to a fifth aspect, the disclosure provides a device for data
transmission. The device includes a memory, a processor, an input/output interface, a
communication interface and a bus system. The memory, the processor, the
input/output interface and the communication interface are connected through the
system bus. The memory may be configured to store an instruction. The processor
may be configured to execute the instruction stored in the memory, and when the
instruction is executed, the processor may execute the method according to the first
aspect through the communication interface and control the input/output interface to
receive input data and information and output data such as an operation result.

According to a sixth aspect, the disclosure provides a device for data
transmission. The device includes a memory, a processor, an input/output interface, a
communication interface and a bus system. The memory, the processor, the
input/output interface and the communication interface are connected through the
system bus. The memory may be configured to store an instruction. The processor
may be configured to execute the instruction stored in the memory, and when the

instruction is executed, the processor executes the method according to the second
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aspect through the communication interface and controls the input/output interface to
receive input data and information and output data such as an operation result.

According to a seventh aspect, the disclosure provides a computer-readable
storage medium. The computer-readable storage medium may be configured to store a
program code for a search request transmission method, and the program code may be
configured to execute method instructions in the first aspect.

According to an eighth aspect, the disclosure provides a computer-readable
storage medium. The computer-readable storage medium may be configured to store a
program code for a search request transmission method, and the program code may be
configured to execute method instructions in the second aspect.

In some implementation modes, the preset timing relationship may refer to a
fixed period of time between a moment when the receiver transmits the feedback
information to the transmitter and a moment when the receiver receives the specified
data packet.

In some implementation modes, the feedback information may be configured
to indicate whether the receiver correctly receives at least part of the multiple data
packets.

In some implementation modes, the multiple data packets carrying the same
information may refer to multiple data packets carrying the same content.

In some implementation modes, the transmission information of the target data
packet may be configured to indicate the transmission pattern of the target data packet.

According to the disclosure, such a data transmission mechanism that the
transmitter continuously transmits the multiple data packets carrying the same
information to the receiver until the transmitter receives the feedback information
transmitted by the receiver and then determines subsequent data transmission
according to the feedback information is adopted, so that the reliability of the data

transmission may be improved.

BRIEF DESCRIPTION OF DRAWINGS

In order to describe the technical solutions of the embodiments of the
disclosure more clearly, the drawings required to be used in the embodiments of the

disclosure will be simply introduced below. It is apparent that the drawings described
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below are only some embodiments of the disclosure. Other drawings may further be
obtained by those of ordinary skill in the art according to these drawings without
creative work.

FIG. 1 is a schematic flowchart of a method for data transmission according to
an embodiment of the disclosure.

FIG. 2 is a schematic flowchart of a method for data transmission according to
another embodiment of the disclosure.

FIG. 3 is a schematic flowchart of a method for data transmission according to
another embodiment of the disclosure.

FIG. 4 is a schematic diagram of Uplink (UL) and Downlink (DL) data
transmission in a Time Division Duplexing (TDD) manner according to another
embodiment of the disclosure.

FIG. 5 is a schematic diagram of UL and DL data transmission in a TDD
manner according to another embodiment of the disclosure.

FIG. 6 is a schematic diagram of UL and DL data transmission in a Frequency
Division Duplexing (FDD) manner according to another embodiment of the
disclosure.

FIG. 7 is a schematic block diagram of a device for data transmission
according to an embodiment of the disclosure.

FIG. 8 is a schematic block diagram of a device for data transmission
according to another embodiment of the disclosure.

FIG. 9 is a schematic block diagram of a device for data transmission
according to another embodiment of the disclosure.

FIG. 10 is a schematic block diagram of a device for data transmission

according to another embodiment of the disclosure.

DETAILED DESCRIPTION

The technical solutions in the embodiments of the disclosure will be clearly
and completely described below in combination with the drawings in the
embodiments of the disclosure. It is apparent that the described embodiments are not
all embodiments but part of embodiments of the disclosure. All other embodiments

obtained by those of ordinary skill in the art based on the embodiments in the
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disclosure without creative work shall fall within the scope of protection of the
disclosure.

It should be understood that the technical solutions of the disclosure may be
applied to various communication systems, for example, a Global System of Mobile
Communication (GSM), a Code Division Multiple Access (CDMA) system, a
Wideband Code Division Multiple Access (WCDMA) system, a General Packet
Radio Service (GPRS) and LTE.

It is also to be understood that User Equipment (UE) may also be called a
mobile terminal, a mobile user device and the like and may communicate with one or
more core networks through, for example, a Radio Access Network (RAN). The UE
may be a mobile terminal, for example, a mobile phone (or called as a "cellular"
phone) and a computer with a mobile terminal, may be, for example, a portable,
pocket, handheld, computer-embedded or vehicle-mounted mobile device and
performs language and/or data exchange with the RAN.

A base station may be a Base Transceiver Station (BTS) in the GSM or
CDMA, may also be a Node B in WCDMA and may further be an Evolutional Node
B (eNB or e-NodeB) in LTE. There are no limits made in the disclosure. However, for
convenient description, descriptions will be made in the following embodiments with
a Node B as an example.

FIG. 1 is a schematic flowchart of a method for data transmission according to
an embodiment of the disclosure. The method illustrated in FIG. 1 includes the
following operations.

In 110, before a transmitter receives feedback information, the transmitter
continuously transmits multiple data packets carrying the same information to a
receiver, wherein the feedback information carries indication information for
indicating whether the receiver correctly receives at least part of the multiple data
packets.

In 120, the transmitter receives the feedback information transmitted by the
receiver.

In 130, the transmitter transmits subsequent data according to the feedback
information.

Specifically, the transmitter may continuously transmit the multiple data

packets including the same content to the receiver until the transmitter receives the
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feedback information transmitted by the receiver, and the transmitter transmits
subsequent data according to the feedback information.

It should be understood that the transmitter may be a network-side device or a
terminal device and the receiver may be a network-side device or a terminal device.
That is, the transmitter and the receiver may be applied to a Device-to-Device (D2D)
communication system. The transmitter and the receiver may also be applied to a
cellular communication system. There are no specific limits made thereto in the
disclosure.

In the solution, the transmitter may continuously transmit the multiple data
packets carrying the same information to the receiver until the transmitter receives the
feedback information transmitted by the receiver, and then the transmitter determines
subsequent data transmission according to the feedback information. In such a data
transmission mechanism, since the transmitter keeps transmitting the data packets
carrying the same information to the receiver, the reliability of the data transmission
may be improved.

Meanwhile, according to the data transmission mechanism, during the
procedure that the receiver performs data detection on the data packets and transmits
the feedback information, the transmitter may keep transmitting the multiple data
packets carrying the same information to the receiver, so that data transmission
latency may be shortened. For example, when the receiver has not correctly received a
first data packet and the subsequent data packets carrying the same information have
been transmitted to the receiver by the transmitter, the receiver may re-detect the
subsequent data packets carrying the same information immediately, without waiting
the transmitter to retransmit the data packet carrying the same information after the
receiver transmits the feedback information to the transmitter, like an existing data
transmission mechanism.

In at least one embodiment, the operation that the transmitter continuously
transmits the multiple data packets carrying the same information to the receiver
includes that: the transmitter continuously transmits the multiple data packets to the
receiver based on a transmission pattern respectively corresponding to each of the
multiple data packets.

Specifically, each of the multiple data packets may correspond to a

transmission pattern. The transmission pattern corresponding to each data packet in
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the multiple data packets may be the same and may also be different.

In the solution, each data packet in the multiple data packets carrying the same
information may correspond to a transmission pattern, so that the transmitter may
transmit the multiple data packets in a more flexible manner.

In at least one embodiment, the operation that the transmitter continuously
transmits the multiple data packets carrying the same information to the receiver
includes that: the transmitter continuously transmits the multiple data packets to the
receiver based on at least two transmission patterns.

Specifically, the transmitter, when transmitting the multiple data packets, may
transmit the multiple data packets based on different transmission patterns.

For example, the transmitter transmits three data packets carrying the same
information to the receiver based on two different transmission patterns (for example,
a transmission pattern 1 and a transmission pattern 2). The transmission pattern 1 may
be used for transmission of the first data packet, the transmission pattern 2 may be
used for transmission of the second data packet and the transmission pattern 1 may be
used for transmission of the third data packet. In an alternative example, the
transmission pattern 1 may be used for transmission of the first data packet and the
third data packet, and the transmission pattern 2 may be used for transmission of the
second data packet.

It should be understood that as described above, the transmitter transmits the
three same data packets to the receiver based on the two different transmission
patterns (for example, the transmission pattern 1 and the transmission pattern 2),
which is merely as an example and there are no specific limits made to a sequential
combination of the transmission patterns used for transmission of the multiple data
packets in the disclosure.

In the solution, the transmitter may transmit the multiple data packets carrying
the same information to the receiver based on different transmission patterns. Since
diversified transmission patterns may improve diversity of data packet transmission
manners, a probability that the receiver correctly receives the data packets is improved.

FIG. 2 is a schematic flowchart of a method for data transmission according to
an embodiment of the disclosure. The method illustrated in FIG. 2 includes the
following operations.

In 210, a receiver receives multiple data packets continuously transmitted by a
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transmitter and carrying the same information.

In 220, the receiver detects at least part of the multiple data packets to
determine a detection result of at least part of the multiple data packets.

In 230, the receiver determines feedback information for the at least part of the
multiple data packets according to the detection result of the at least part of the
multiple data packets, wherein the feedback information -carries indication
information for indicating whether the receiver correctly receives the at least part of
the multiple data packets.

In 240, the receiver transmits the feedback information to the transmitter.

Specifically, the receiver may receive the multiple data packets which are
continuously transmitted by the transmitter and carry the same content, and detect the
at least part of the multiple data packets to determine the detection result of the at
least part of data packets. Then, the receiver may transmit the feedback information to
the transmitter according to the detection result to notify the transmitter whether the
receiver correctly receives the information in the multiple data packets.

It is to be noted that the operations that the receiver receives the data packets
and that the receiver detects the received data packets may be two independent
processes. That is, the receiver may not detect all data packets in the received multiple
data packets.

When the receiver transmits feedback information for any one of the multiple
data packets to the transmitter and the feedback information contains ACK
information, the receiver may detect a data packet that is transmitted by the
transmitter in a time period when the ACK information is not received and carries a
same content as that of the multiple data packets.

For example, the transmitter continuously transmits three data packets
carrying the same information to the receiver and the receiver transmits feedback
information carrying ACK information to the transmitter for the second data packet in
the three data packets. Since the receiver transmits the feedback information with a
latency, the transmitter, in such case, may have transmitted the third data packet to the
receiver. The receiver may receive the third data packet and detect the third data
packet (for example, the receiver is required to acquire a transmission effect of the
third data packet transmitted through a transmission pattern corresponding to the third

data packet). The receiver may also receive the third data packet only but not detect
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the third data packet.

It should be understood that that the transmitter may be a network-side device
or a terminal device and the receiver may be a network-side device or a terminal
device. There are no specific limits made thereto in the disclosure.

In the solution, the transmitter may continuously transmit the multiple data
packets carrying the same information to the receiver until the transmitter receives the
feedback information transmitted by the receiver, and then the transmitter determines
subsequent data transmission according to the feedback information. In such a data
transmission mechanism, since the transmitter keeps transmitting the data packets
carrying the same information to the receiver, the reliability of the data transmission
may be improved.

Meanwhile, according to the data transmission mechanism, during the
procedure that the receiver performs data detection on the data packets and transmits
the feedback information, the transmitter may keep transmitting the multiple data
packets carrying the same information to the receiver, so that data transmission
latency may be shortened. For example, when the receiver has not correctly received a
first data packet and the subsequent data packets carrying the same information have
been transmitted to the receiver by the transmitter, the receiver may re-detect the
subsequent data packets carrying the same information immediately, without waiting
the transmitter to retransmit the data packet carrying the same information after the
receiver transmits the feedback information to the transmitter, like an existing data
transmission mechanism..

In at least one embodiment, the operation that the receiver receives the
multiple data packets continuously transmitted by the transmitter and carrying the
same information may include the following action. The receiver receives the multiple
data packets that are continuously transmitted by the transmitter and carries the same
information based on a transmission pattern respectively corresponding to each of the
multiple data packets.

Specifically, each of the multiple data packets received by the receiver from
the transmitter and including the same content may correspond to a transmission
pattern.

In the solution, each of the multiple data packets carrying the same

information may correspond to a transmission pattern, so that the transmitter may
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transmit the multiple data packets in a more flexible manner.

In at least one embodiment, the operation that the receiver receives the
multiple data packets continuously transmitted by the transmitter and carrying the
same information may include the following action. The receiver receives the multiple
data packets transmitted by the transmitter and carrying the same information based
on at least two transmission patterns.

Specifically, the receiver, when receiving the multiple data packets transmitted
by the transmitter, may receive the multiple data packets based on different
transmission patterns.

For example, the receiver receives three data packets transmitted by the
transmitter and carrying the same information based on two different transmission
patterns (for example, a transmission pattern 1 and a transmission pattern 2). The
receiver may receive the first data packet based on the transmission pattern 1, the
receiver may receive the second data packet based on the transmission pattern 2 and
the receiver may receive the third data packet based on the transmission pattern 2.

It should be understood that as described above, the receiver receives the three
same data packets from the transmitter based on the two different transmission
patterns (for example, the transmission pattern 1 and the transmission pattern 2),
which is merely as an example and there are no specific limits made to a sequential
combination of the transmission patterns used for transmission of the multiple data
packets in the disclosure.

In the solution, the receiver may receive the multiple data packets transmitted
by the transmitter and carrying the same information based on different transmission
patterns. Since diversified transmission patterns may improve diversity of data packet
transmission manners, a probability that the receiver correctly receives the data
packets is improved.

In at least one embodiment, the operation that the receiver detects the at least
part of the multiple data packets may include the following action. The receiver
detects each of the multiple data packets, or the receiver performs joint detection on at
least two data packets in the multiple data packets.

Specifically, the receiver may detect each data packet in the multiple data
packets transmitted by the transmitter to determine a detection result of each data

packet. In an alternative example, the receiver may perform joint detection on a group
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of data packets (i.e., at least two data packets) in the multiple data packets to
determine a detection result of the group of the data packets.

It should be understood that the receiver may independently detect each of the
multiple data packets and the receiver may also perform joint detection on the at least
part of the multiple data packets. There are no specific limits made to a method by
which the receiver detects the multiple data packets in the disclosure.

In the solution, the receiver may independently detect the multiple data
packets transmitted by the transmitter or perform joint detection on the at least part of
data packets in the multiple data packets, so that the receiver may detect the data
packets in diversified manners to improve the flexibility of data packet detection.

The method for data transmission according to the embodiments of the
disclosure will be introduced below in combination with a specific method flow in
detail. FIG. 3 is a schematic flowchart of a method for data transmission according to
another embodiment of the disclosure. It should be understood that FIG. 3 illustrates
detailed actions or operations of the method for data transmission. However, these
actions or operations are only examples. Other operations or transformations of each
operation in FIG. 3 may also be executed in the embodiment of the disclosure. In
addition, each operation in FIG. 3 may be executed in a sequence different from that
illustrated in FIG. 3 and not all the operations in FIG. 3 may be executed. The
operations illustrated in FIG. 3 will be specifically described below.

In 310, a receiver receives a scheduling signaling.

Specifically, a transmitter may transmit a scheduling signaling to the receiver
to indicate the receiver to receive multiple data packets. The transmitter may also
transmit multiple scheduling signalings to the receiver. Since the multiple scheduling
signalings are in one-to-one correspondence with the multiple data packets, each
scheduling signaling may indicate the receiver to receive the data packet
corresponding to the scheduling signaling.

For example, when the transmitter is a base station, the receiver may receive a
DCI transmitted by the base station. The DCI may be configured to indicate the
receiver to receive the multiple data packets transmitted by the transmitter. That is, the
base station may schedule the receiver to receive the multiple data packets through the
DCI.

The receiver may receive multiple DCI transmitted by the base station. Each
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of the multiple DCI corresponds to one of the multiple data packets and each DCI
may be configured to indicate the receiver to receive the data packet corresponding to
the DCI. That is, the base station may schedule the receiver to receive the multiple
data packets through the multiple DCI, and each DCI may be configured to schedule
the receiver to receive the data packet corresponding to the DCI.

It is to be noted that, when the transmitter is the base station, the transmitter
may transmit the DCI to the receiver. When the transmitter is not the base station, the
base station may transmit the DCI to the receiver. That is, this is similar to the
condition that a base station transmits scheduling information to a receiver (terminal)
in a D2D communication system.

In 320, a transmitter continuously transmits multiple data packets carrying the
same information to the receiver.

Specifically, the transmitter continuously transmits the multiple data packets
carrying the same information to the receiver until the transmitter receives feedback
information transmitted by the receiver.

The multiple data packets carrying the same information may refer to multiple
data packets carrying the same information. That is, information bits of parts of a
destination Internet Protocol (IP) address, a source IP address, payload data and the
like in the multiple data packets are the same.

It should be understood that that the transmitter may be a network-side device
or a terminal device and the receiver may be a network-side device or a terminal
device. There are no specific limits made thereto in the disclosure.

In at least one embodiment, the multiple data packets are transmitted by use of
a transmission pattern respectively corresponding to each of the multiple data packets.
The transmission pattern corresponding to each data packet is predetermined by the
transmitter and the receiver. In an alternative embodiment, the transmission pattern
corresponding to each data packet is transmitted to the receiver by the transmitter
through the signaling.

Specifically, the transmission pattern corresponding to each of the multiple
data packets may be predetermined by the transmitter and the receiver. For example,
time-frequency resources used for transmission of the multiple data packets may be
time-frequency resources that adopt a fixed frequency hopping pattern on continuous

subframes. The transmission pattern corresponding to each of the multiple data
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packets is transmitted to the receiver by the transmitter through the signaling. For
example, the transmitter may carry the transmission pattern corresponding to each
data packet in high-layer signaling or DCI for transmitting to the receiver.

It should be understood that the transmitter may transmit the multiple data
packets based on a transmission pattern and the transmitter may transmit the multiple
data packets based on multiple transmission patterns. There are no specific limits
made thereto in the disclosure.

In at least one embodiment, the operation that the transmitter continuously
transmits the multiple data packets carrying the same information to the receiver
includes the following action. The transmitter continuously transmits the multiple data
packets to the receiver based on at least two transmission patterns.

For example, the transmitter transmits three same data packets to the receiver
based on two different transmission patterns (for example, a transmission pattern 1
and a transmission pattern 2). The transmission pattern 1 may be used for
transmission of the first data packet, the transmission pattern 2 may be used for
transmission of the second data packet and the transmission pattern 1 may be used for
transmission of the third data packet. In an alternative example, the transmission
pattern 1 may be used for transmission of the first data packet and the third data
packet, and the transmission pattern 2 may be used for transmission of the second data
packet.

It should be understood that as described above, the transmitter transmits the
three same data packets to the receiver based on the two different transmission
patterns (for example, the transmission pattern 1 and the transmission pattern 2),
which is merely as an example and there are no specific limits made to a sequential
combination of the transmission patterns used for transmission of the multiple data
packets in the disclosure.

In 320, the receiver transmits feedback information to the transmitter.

In at least one embodiment, the feedback information carries indication
information configured to indicate whether the receiver correctly receives the first
data packet in the multiple data packets. The first data packet may be any data packet
in the multiple data packets.

FIG. 4 is a schematic diagram of UL and DL data transmission in a TDD

manner according to another embodiment of the disclosure. The method for data
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transmission will be described below with UL and DL data transmission in the TDD
manner in FIG. 4 as an example in detail. Assume that the transmitter transmits a data
packet and a relatively long feedback latency is required for reception of feedback
information corresponding to the data packet. As illustrated in FIG. 4, feedback
information for a first data packet (time when the transmitter transmits the first data
packet 1 in FIG. 4) transmitted by the transmitter through a DL may be received
(referring to time when the transmitter receives a NACK message in FIG. 4) after
transmission time of an Nth data packet (time when the transmitter transmits the Nth
data packet 1 in FIG. 4). That is, the transmitter, when transmitting data, is not
required to determine whether to retransmit a second data packet 1 according to the
feedback information for the first data packet 1. The transmitter may continuously
transmit the data packet 1 in a time period when the feedback information for the first
data packet 1 is not received until receiving the feedback information, transmitted by
the receiver through a UL, for the first data packet 1. When the feedback information,
received by the transmitter, for the first data packet 1 is NACK information, the
transmitter may continue transmitting (retransmit) the data packet 1. When the
feedback information, received by the transmitter, for the first data packet 1 is ACK
information, the transmitter may stop transmitting the data packet 1 and, in such case,
the transmitter may transmit a new data packet (referring to a data packet 2 in FIG. 4).

In at least one embodiment, the feedback information inlcudes indication
information configured to indicate whether the receiver correctly receives at least two
data packets in the multiple data packets.

Specifically, the receiver may perform joint detect on the multiple data packets
to acquire the content of the data packets only after receiving the multiple data
packets transmitted by the transmitter and carrying the same information. For example,
when the receiver may analyze the content of the data packets only after receiving any
three data packets in the multiple data packets transmitted by the transmitter, the
feedback information transmitted to the transmitter by the receiver may be feedback
information for the any three data packets in the multiple data packets. That is, when
the receiver correctly receives the any three data packets in the multiple data packets,
the receiver may transmit ACK information to the transmitter. When the receiver does
not correctly receive the any three data packets in the multiple data packets, the

receiver may transmit NACK information to the transmitter.
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In at least one embodiment, the feedback information carries indication
information configured to indicate whether the receiver correctly receives the
information in the multiple data packets.

Specifically, the multiple data packets carrying the same information may be
understood that data packets carrying the same information are transmitted for many
times. Therefore, from this point of view, the feedback information may indicate
whether the receiver correctly receives the information included in the data packets.

In at least one embodiment, the feedback information carries at least one of a
transmission pattern corresponding to a target data packet in the multiple data packets
or a transmission sequence number of the target data packet.

FIG. 5 is a schematic diagram of UL and DL data transmission in a TDD
manner according to another embodiment of the disclosure. The method for data
transmission will be described below with UL and DL data transmission in the TDD
manner in FIG. 5 as an example in detail. As illustrated in FIG. 5, the transmitter may
continuously transmit multiple data packets (referring to data packets 1 in FIG. 5)
carrying the same information through a DL and the receiver may transmit feedback
information to the transmitter through a UL according to a detection result of the data
packets (the data packets 1) transmitted for many times. Descriptions will be made in
FIG. 5 regarding whether the receiver correctly receives three data packets 1
transmitted by the transmitter as an example. When the receiver does not correctly
receive the three data packets 1 transmitted by the transmitter, the receiver may
transmit NACK information to the transmitter as the feedback information. The
receiver may carry a transmission sequence number (referring to R2 illustrated in FIG.
5) corresponding to worst channel quality in the three data packets transmitted by the
transmitter into the NACK information. The transmitter may retransmit the data
packet corresponding to the sequence number based on a transmission pattern
corresponding to the data packet. When the receiver correctly receives the data packet
1 which is retransmitted by the transmitter and corresponds to the sequence number
R2, the receiver may transmit ACK information to the transmitter and, in such case,
the transmitter may transmit a new data packet (referring to a data packet 2 in FIG. 5).
When the receiver correctly receives the three data packets 1 transmitted by the
transmitter, the receiver may transmit the ACK information (not illustrated in FIG. 5)

to the transmitter. In such case, the transmitter may transmit the new data packet.
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FIG. 6 is a schematic diagram of UL and DL data transmission in an FDD
manner according to another embodiment of the disclosure. The method for data
transmission will be described below with UL and DL data transmission in the FDD
manner in FIG. 6 as an example in detail. As illustrated in FIG. 6, the transmitter may
continuously transmit data packets (data packets 1) carrying the same information for
many times (for example, 5 times in FIG. 6) on a DL subframe. The receiver, after
receiving N continuous (for example, 3 in FIG. 6) data packets, performs joint detect
on the N data packets. Assume that the second data packet 1, third data packet 1 and
fourth data packet 1 illustrated in FIG. 6 include all HARQ redundancy versions of
the data packet 1. That is, the receiver may perform joint detect on the data packet 1
only after receiving the three HARQ redundancy versions of the data packet 1.
Therefore, when the receiver transmits feedback information to the transmitter
through a UL, the feedback information is configured to indicate whether the receiver
correctly receives all the HARQ redundancy versions of the data packet 1. The
transmitter, when receiving NACK information, may continue transmitting the data
packet 1. The transmitter, when receiving ACK information, may stop transmitting
the data packet and transmit a new data packet 2.

In at least one embodiment, the feedback information carries indication
information configured to indicate whether the receiver correctly receives a specified
data packet in the multiple data packets transmitted by the transmitter. The specified
data packet may be a data packet having a preset timing relationship with the
feedback information.

Specifically, the feedback information is configured to indicate whether the
specified data packet in the multiple data packets is correctly received by the receiver.
The feedback information and the specified data packet have the preset timing
relationship. The preset timing relationship may refer to a fixed time period between a
moment when the receiver transmits the feedback information to the transmitter and a
moment when the receiver receives the specified data packet.

The preset timing relationship between the feedback information and the
specified data packet will be described with the condition that the feedback
information and the specified data packet are spaced by a predetermined fixed number
of transmission time intervals as an example. It should be understood that the preset

timing relationship of the embodiment of the disclosure is not limited thereto.
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Assume that the predetermined fixed number of the transmission time
intervals between the feedback information and the specified data packet is 3. That is,
there are three transmission time intervals between the feedback information and the
specified data packet. When the transmitter receives the feedback information, the
feedback information is configured to indicate whether the data packet at three
transmission time intervals before the feedback information is correctly received by
the receiver.

In at least one embodiment, the preset timing relationship is a timing
relationship predetermined by the transmitter and the receiver. In an alternative
embodiment, the preset timing relationship is indicated to the receiver by the
transmitter through signaling.

Specifically, the preset timing relationship predetermined by the transmitter
and the receiver may refer to that the transmitter and the receiver determine the preset
timing relationship through a protocol and may also refer to that the preset timing
relationship is manually set in the transmitter and the receiver.

That the preset timing relationship is transmitted to the receiver by the
transmitter through the signaling may refer to that the transmitter transmits the
signaling to the receiver, the signaling including the preset timing relationship. For
example, when the transmitter is a base station, the transmitter may transmit DCI to
the receiver and the DCI carries the preset timing relationship.

It should be understood that, when both of the transmitter and the receiver are
terminals (it can be understood that the transmitter and the receiver perform D2D
communication), the preset timing relationship is transmitted to the receiver by the
transmitter, may also be transmitted to the transmitter and the receiver by the base
station respectively and may further be transmitted to the base station by the
transmitter and then transmitted to the receiver by the base station. There are no
specific limits made to a configuration manner for preset timing information in the
disclosure.

In 330, the transmitter transmits subsequent data according to the feedback
information.

In at least one embodiment, the operation that the transmitter transmits the
subsequent data according to the feedback information carries the following action.

The transmitter determines a transmission pattern corresponding to a target data
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packet according to feedback information. The transmitter determines a transmission
pattern used for transmission of the subsequent data according to the transmission
pattern corresponding to the target data packet. The transmitter transmits the
subsequent data with the transmission pattern used for transmission of the subsequent
data.

In at least one embodiment, the target data packet includes any one of the
following data packets: a data packet which is not correctly received by the receiver; a
data packet which is correctly received by the receiver;, a data packet which is
transmitted on a channel with best channel quality in at least one channel used for
transmission of the multiple data packets; a data packet which is transmitted on a
channel with worst channel quality in the at least one channel used for transmission of
the multiple data packets; a data packet with a worst detection error rate in the
multiple data packets; or a data packet with a best detection error rate in the multiple
data packets.

Specifically, when the receiver carries at least one of the transmission pattern
corresponding to the target data packet or the transmission sequence number of the
target data packet in the feedback information (NACK information), the target data
packet may include any one of the following data packets: the data packet which is
not correctly received by the receiver, the data packet which is transmitted on the
channel with worst channel quality in the at least one channel used for transmission of
the multiple data packets or the data packet with the best detection error rate in the
multiple data packets.

Specifically, when the receiver carries at least one of the transmission pattern
corresponding to the target data packet or the transmission sequence number of the
target data packet in the feedback information (ACK information), the target data
packet may include any one of the following data packets: the data packet which is
correctly received by the receiver, the data packet which is transmitted on the channel
with best channel quality in the at least one channel used for transmission of the
multiple data packets or the data packet with the worst detection error rate in the
multiple data packets.

It should be understood that, when the target data packet includes the data
packet which is transmitted on the channel with worst channel quality in the at least

one channel used for transmission of the multiple data packets, at least one of the
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transmission pattern corresponding to the target data packet or the transmission
sequence number of the target data packet may also be included in the ACK
information. That is, although the target data packet is correctly received by the
receiver, the channel quality of the channel used for transmission of the data packet is
worst. There are no specific limits made to including different types of target data
packets into the ACK information or the NACK information in the disclosure.

In at least one embodiment, the target data packet may further include a data
packet which is transmitted on the channel with relatively poor channel quality in the
channels used by the transmitter for transmission of the multiple data packets. That is,
a first channel quality threshold may be set on a receiver side. When channel quality
of any channel in the channels used for transmission of the data packets is lower than
the channel quality threshold, the data packet transmitted on the channel may be
determined as the target data packet. Similarly, the target data packet may further
include a data packet which is transmitted on the channel with relatively higher
channel quality in the channels used by the transmitter for transmission of the multiple
data packets. That is, a second channel quality threshold may also be set on the
receiver side. When the channel quality of any channel in the channels used for
transmission of the data packets is higher than the channel quality threshold, the data
packet transmitted on the channel may be determined as the target data packet.

It should be understood that the first channel quality threshold and the second
channel quality threshold may be the same or the first channel quality threshold may
also be lower than the second channel quality threshold.

In at least one embodiment, the target data packet may further include a data
packet with a relatively high detection error rate in the multiple data packets detected
by the receiver. That is, a first detection error rate threshold may be set on the receiver
side. When a detection error rate of any of the multiple data packets is higher than the
first detection error rate threshold, the data packet may be determined as the target
data packet. Similarly, the target data packet may further include a data packet with a
relatively low detection error rate in the multiple data packets detected by the receiver.
That is, a second detection error rate threshold may be set on the receiver side. When
the detection error rate of any of the multiple data packets is lower than the second
detection error rate threshold, the data packet may be determined as the target data

packet.
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It should be understood that the first detection error rate threshold and the
second detection error rate threshold may be the same or the first detection error rate
threshold may also be higher than the second detection error rate threshold.

It is also to be understood that a type of the target data packet in the feedback
information may be stored in the transmitter and the receiver in form of
predetermination by the transmitter and the receiver. A type identifier corresponding
to the target data packet may also be stored in the transmitter and the receiver. The
feedback information carries the type identifier of the data packet, so that the
transmitter and the receiver may adjust the transmission patterns for the subsequent
data packets according to the transmission pattern corresponding to the target data
packet. There are no specific limits made to a manner in which the transmitter and the
receiver acquire the type of the target data packet in the disclosure.

In at least one embodiment, the operation that the transmitter transmits the
subsequent data according to the feedback information includes the following action.
When the feedback information is ACK information, the transmitter stops transmitting
a data packet carrying the same information as that of the multiple data packets. When
the feedback information is NACK information, the transmitter transmits the data
packet carrying the same information as that of the multiple data packets.

It is to be noted that, when the feedback information is the ACK information,
the transmitter stops transmitting the data packet carrying the same information as that
of the multiple data packets, the transmitter may transmit a new data packet (i.e., a
data packet carrying information different from that of the multiple data packets) to
the receiver and the transmitter may also stop transmitting data to the receiver. There
are no specific limits made thereto in the disclosure.

In at least one embodiment, the method further includes the following
operations. When a number of transmissions of the multiple data packets by the
transmitter is more than or equal to a preset threshold, the transmitter stops
transmitting the data packet carrying the same information as that of the multiple data
packets.

Specifically, when the number of transmissions of the data packet carrying the
same information as that of the multiple data packets by the transmitter is more than
or equal to a preset number of transmissions, that is, when the number of

transmissions of the data packet carrying the same information as that of the multiple
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data packets by the transmitter exceeds the preset number of transmissions, the
transmitter stops transmitting the data packet carrying the same content as that of the
multiple data packets. The transmitter may transmit a new data packet (i.e., a data
packet carrying a content different from that of the multiple data packets) to the
receiver and the transmitter may also stop transmitting data to the receiver.

It is to be noted that during the procedure that the transmitter transmits the
multiple data packets to the receiver, when the feedback information received by the
transmitter from the receiver is the NACK information (i.e., feedback information
carrying the NACK information) and when the number of the multiple data packets
transmitted by the transmitter is more than or equal to the preset threshold, the
transmitter may also stop transmitting the data packet carrying the same content as
that of the multiple data packets to the receiver.

In at least one embodiment, the transmission pattern is formed by at least one
of the following transmission information: HARQ redundancy version information,
frequency-domain resource information, time-domain resource information,
beamforming vector information, subcarrier spacing information, duration
information of the data transmission, pilot sequence information or scrambling
sequence information.

The method for data transmission according to the embodiments of the
disclosure is described above in combination with FIG. 1 to FIG. 6 in detail. A device
for data transmission according to the embodiments of the disclosure will be
described below in combination with FIG. 7 to FIG. 10 in detail. It should be
understood that the device illustrated in FIG. 7 to FIG. 10 may implement each
operation in FIG. 3 and will not be elaborated herein for avoiding repetitions.

FIG. 7 is a schematic block diagram of a device for data transmission
according to an embodiment of the disclosure. The device 700 illustrated in FIG. 7
includes a first transmitting module 710, a receiving module 720 and a first
processing module 730.

The first transmitting module 710 is configured to continuously transmit
multiple data packets carrying the same information to a receiver before feedback
information is received, wherein the feedback information carrying indication
information for indicating whether the receiver correctly receives at least part of the

multiple data packets.
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The receiving module 720 is configured to receive the feedback information
transmitted by the receiver.

The first processing module 730 is configured to transmit subsequent data
according to the feedback information.

In the solution, a transmitter may continuously transmit the multiple data
packets carrying the same information to the receiver until the transmitter receives the
feedback information transmitted by the receiver, and then the transmitter determines
subsequent data transmission according to the feedback information. In such a data
transmission mechanism, since the transmitter keeps transmitting the data packets
carrying the same information to the receiver, the reliability of the data transmission
may be improved.

Meanwhile, according to the data transmission mechanism, during the
procedure that the receiver performs data detection on the data packets and transmits
the feedback information, the transmitter may keep transmitting the multiple data
packets carrying the same information to the receiver, so that data transmission
latency may be shortened. For example, when the receiver has not correctly received a
first data packet and the subsequent data packets carrying the same information have
been transmitted to the receiver by the transmitter, the receiver may re-detect the
subsequent data packets carrying the same information immediately, without waiting
the transmitter to retransmit the data packet carrying the same information after the
receiver transmits the feedback information to the transmitter, like an existing data
transmission mechanism..

In at least one embodiment, the first transmitting module may be specifically
configured to continuously transmit the multiple data packets to the receiver based on
a transmission pattern respectively corresponding to each of the multiple data packets.

In at least one embodiment, the first transmitting module may further be
specifically configured to transmit the multiple data packets to the receiver based on
at least two transmission patterns.

In at least one embodiment, the feedback information carries transmission
information of a target data packet in the multiple data packets. The first processing
module may be specifically configured to determine the transmission pattern
corresponding to the target data packet according to the transmission information of

the target data packet, determine a transmission pattern for transmission of the
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subsequent data according to the transmission pattern corresponding to the target data
packet and transmit the subsequent data with the transmission pattern for transmission
of the subsequent data.

In at least one embodiment, the transmission information of the target data
packet may include at least one of a transmission pattern corresponding to the target
data packet or a transmission sequence number of the target data packet.

In at least one embodiment, the target data packet may include any one of the
following data packets: a data packet which is not correctly received by the receiver; a
data packet which is correctly received by the receiver; a data packet which is
transmitted on a channel with best channel quality in at least one channel used for
transmission of the multiple data packets; a data packet which is transmitted on a
channel with worst channel quality in the at least one channel used for transmission of
the multiple data packets; a data packet with a worst detection error rate in the
multiple data packets; or a data packet with a best detection error rate in the multiple
data packets.

In at least one embodiment, the transmission information in the transmission
pattern may include at least one of: HARQ redundancy version information,
frequency-domain resource information, time-domain resource information,
beamforming vector information, subcarrier spacing information, duration
information of the data transmission, pilot sequence information or scrambling
sequence information.

In at least one embodiment, the transmission pattern corresponding to each of
the multiple data packets may be predetermined by the transmitter and the receiver. In
an alternative embodiment, the transmission pattern corresponding to each of the
multiple data packets may be transmitted to the receiver by the transmitter through the
signaling.

In at least one embodiment, the feedback information may carry indication
information for indicating whether the receiver correctly receives a specified data
packet in the multiple data packets transmitted by the transmitter. The specified data
packet may be a data packet having a preset timing relationship with the feedback
information.

In at least one embodiment, the preset timing relationship may be a timing

relationship predetermined by the transmitter and the receiver. In an alternative
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embodiment, the preset timing relationship may be indicated to the receiver by the
transmitter through signaling.

In at least one embodiment, the feedback information may carry any one of the
following indication information: indication information for indicating whether the
receiver correctly receives the first data packet in the multiple data packets, the first
data packet being any data packet in the multiple data packets; indication information
for indicating whether the receiver correctly receives at least two data packets in the
multiple data packets; or indication information for indicating whether the receiver
correctly receives the information contained in the multiple data packets or not.

In at least one embodiment, the first processing module may further be
specifically configured to, responsive to determining that the feedback information
carries ACK information, stop transmitting a data packet carrying the same
information as that of the multiple data packets and, responsive to determining that
the feedback information carries NACK information, transmit the data packet carrying
the same information as that of the multiple data packets.

In at least one embodiment, the device may further include a second
processing module. The second processing module may be configured to, when the
number of the transmitted multiple data packets is more than or equal to a preset
threshold value, stop transmitting the data packet carrying the same information as
that of the multiple data packets.

In at least one embodiment, the device may further include a second
transmitting module. The second transmitting module may be configured to transmit a
scheduling signaling to the receiver, wherein the scheduling signaling may be
configured to indicate the receiver to receive the multiple data packets, or transmit
multiple scheduling signalings to the receiver, wherein the multiple scheduling
signalings may be in one-to-one correspondence with the multiple data packets and
each scheduling signaling may be configured to indicate the receiver to receive the
data packet corresponding to the scheduling signaling.

FIG. 8 is a schematic block diagram of a device for data transmission
according to another embodiment of the disclosure. The device 800 illustrated in FIG.
8 includes a first receiving module 810, a detection module 820, a determination
module 830 and a transmitting module 840.

The first receiving module 810 is configured to receive multiple data packets
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continuously transmitted by a transmitter and carrying the same information.

The detection module 820 is configured to detect at least part of the multiple
data packets to determine a detection result of the at least part of the multiple data
packets.

The determination module 830 is configured to determine feedback
information for the at least part of the multiple data packets according to the detection
result of the at least part of the multiple data packets. The feedback information
carries indication information configured to indicate whether the receiver correctly
receives the at least part of the multiple data packets.

The transmitting module 840 is configured to transmit the feedback
information to the transmitter.

In the solution, the transmitter may continuously transmit the multiple data
packets carrying the same information to a receiver until the transmitter receives the
feedback information transmitted by the receiver, and then the transmitter determines
subsequent data transmission according to the feedback information. In such a data
transmission mechanism, since the transmitter keeps transmitting the data packets
carrying the same information to the receiver, the reliability of the data transmission
may be improved.

Meanwhile, according to the data transmission mechanism, during the
procedure that the receiver performs data detection on the data packets and transmits
the feedback information, the transmitter may keep transmitting the multiple data
packets carrying the same information to the receiver, so that data transmission
latency may be shortened. For example, when the receiver has not correctly received a
first data packet and the subsequent data packets carrying the same information have
been transmitted to the receiver by the transmitter, the receiver may re-detect the
subsequent data packets carrying the same information immediately, without waiting
the transmitter to retransmit the data packet carrying the same information after the
receiver transmits the feedback information to the transmitter, like an existing data
transmission mechanism..

In at least one embodiment, the first receiving module may be specifically
configured to receive the multiple data packets continuously transmitted by the
transmitter and carrying the same information based on a transmission pattern

respectively corresponding to each of the multiple data packets.

38



In at least one embodiment, the first receiving module may further be
specifically configured to receive the multiple data packets transmitted by the
transmitter and carrying the same information based on at least two transmission
patterns.

In at least one embodiment, the transmitting module may be specifically
configured to transmit the feedback information to the transmitter, wherein the
feedback information carries information for indicating at least one of a transmission
pattern corresponding to a target data packet in the multiple data packets or a
transmission sequence number of the target data packet.

In at least one embodiment, the target data packet may include any one of the
following data packets: a data packet which is not correctly received by the receiver; a
data packet which is correctly received by the receiver; a data packet which is
transmitted on a channel with best channel quality in at least one channel used for
transmission of the multiple data packets; a data packet which is transmitted on a
channel with worst channel quality in the at least one channel used for transmission of
the multiple data packets; a data packet with a worst detection error rate in the
multiple data packets; or a data packet with a best detection error rate in the multiple
data packets.

In at least one embodiment, the transmission pattern may be formed by at least
one of the following transmission information: HARQ redundancy version
information, frequency-domain resource information, time-domain resource
information, beamforming vector information, subcarrier spacing information,
duration information of the data transmission, pilot sequence information or
scrambling sequence information.

In at least one embodiment, the transmission pattern corresponding to each of
the multiple data packets may be predetermined by the transmitter and the receiver. In
an alternative embodiment, the transmission pattern corresponding to each of the
multiple data packets may be transmitted to the receiver by the transmitter through the
signaling.

In at least one embodiment, the transmitting module may further be
specifically configured to transmit the feedback information to the transmitter,
wherein the feedback information carries indication information for indicating

whether the receiver correctly receives a specified data packet in the multiple data
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packets transmitted by the transmitter and the specified data packet has a preset timing
relationship with the feedback information.

In at least one embodiment, the preset timing relationship may be a timing
relationship predetermined by the transmitter and the receiver. In an alternative
embodiment, the preset timing relationship may be indicated to the receiver by the
transmitter through signaling.

In at least one embodiment, the feedback information may carry any one of the
following indication information: indication information for indicating whether the
receiver correctly receives the first data packet in the multiple data packets, the first
data packet being any data packet in the multiple data packets; indication information
for indicating whether the receiver correctly receives at least two data packets in the
multiple data packets; or indication information for indicating whether the receiver
correctly receives the information in the multiple data packets.

In at least one embodiment, the device may further include a second receiving
module. The second receiving module may be configured to receive a scheduling
signaling transmitted by the transmitter, wherein the scheduling signaling is
configured to indicate the receiver to receive the multiple data packets, or receive
multiple scheduling signalings, wherein the multiple scheduling signalings are in one-
to-one correspondence with the multiple data packets and each scheduling signaling is
configured to indicate the receiver to receive the data packet corresponding to the
scheduling signaling.

In at least one embodiment, the detection module may further be specifically
configured to detect each data packet in the multiple data packets or perform joint
detection on at least two data packets in the multiple data packets.

FIG. 9 is a schematic block diagram of a device for data transmission
according to another embodiment of the disclosure. The device 900 illustrated in FIG.
9 includes a memory 910, a processor 920, an input/output interface 930, a
communication interface 940 and a bus system 950. The memory 910, the processor
920, the input/output interface 930 and the communication interface 940 are
connected through the bus system 950. The memory 910 may be configured to store
an instruction. The processor 920 may be configured to execute the instruction stored
in the memory 910 to control the input/output interface 930 to receive input data and

information and output data such as an operation result and control the
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communication interface 940 to transmit a signal.

The communication interface 940 may be configured to continuously transmit
multiple data packets carrying the same information to a receiver.

The communication interface 940 may be further configured to receive
feedback information transmitted by the receiver, wherein the feedback information
may be configured to indicate whether the receiver correctly receives at least part of
the multiple data packets.

The processor 920 may be configured to transmit subsequent data according to
the feedback information.

It should be understood that in the embodiment of the disclosure, the processor
920 may adopt a universal Central Processing Unit (CPU), a microprocessor, an
Application Specific Integrated Circuit (ASIC) or one or more integrated circuits, and
may be configured to execute a related program to implement the technical solution
provided in the embodiments of the disclosure.

It is also to be understood that the communication interface 940 uses, for
example, but not limited to, a transceiver device such as a transceiver to implement
communication between the mobile terminal 900 and another device or a
communication network.

The memory 910 may include a Read-Only Memory (ROM) and a Random
Access Memory (RAM) and provides an instruction and data to the processor 920. A
part of the processor 920 may further include a nonvolatile RAM. For example, the
processor 920 may further store information of a device type.

The bus system 950 may include a data bus, and may further include a power
bus, a control bus, a state signal bus and the like. However, for clear description,
various buses in the figure are marked as the bus system 950.

In an implementation process, each operation of the method may be completed
by an integrated logic circuit of hardware in the processor 920 or an instruction in a
software form. The method for data transmission disclosed in combination with the
embodiments of the disclosure may be directly embodied to be executed and
completed by a hardware processor or executed and completed by a combination of
hardware and software modules in the processor. The software module may be located
in a mature storage medium in this field such as a RAM, a flash memory, a ROM, a

Programmable ROM (PROM) or Electrically Erasable PROM (EEPROM) and a
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register. The storage medium is located in the memory 910. The processor 920 reads
information in the memory 910 and completes the operations of the method in
combination with hardware. No more detailed descriptions will be made herein to
avoid repetitions.

In the solution, a transmitter may continuously transmit the multiple data
packets carrying the same information to the receiver until the transmitter receives the
feedback information transmitted by the receiver, and then the transmitter determines
subsequent data transmission according to the feedback information. In such a data
transmission mechanism, since the transmitter keeps transmitting the data packets
carrying the same information to the receiver, the reliability of the data transmission
may be improved.

Meanwhile, according to the data transmission mechanism, during the
procedure that the receiver performs data detection on the data packets and transmits
the feedback information, the transmitter may keep transmitting the multiple data
packets carrying the same information to the receiver, so that data transmission
latency may be shortened. For example, when the receiver has not correctly received a
first data packet and the subsequent data packets carrying the same information have
been transmitted to the receiver by the transmitter, the receiver may re-detect the
subsequent data packets carrying the same information immediately, without waiting
the transmitter to retransmit the data packet carrying the same information after the
receiver transmits the feedback information to the transmitter, like an existing data
transmission mechanism..

In at least one embodiment, the communication interface may be specifically
configured to continuously transmit the multiple data packets to the receiver based on
a transmission pattern respectively corresponding to each of the multiple data packets.

In at least one embodiment, the communication interface may further be
specifically configured to continuously transmit the multiple data packets to the
receiver based on at least two transmission patterns.

In at least one embodiment, the feedback information may carry transmission
information of a target data packet in the multiple data packets. A first processing
module may be specifically configured to determine the transmission pattern
corresponding to the target data packet according to the transmission information of

the target data packet, determine a transmission pattern for transmission of the
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subsequent data according to the transmission pattern corresponding to the target data
packet and transmit the subsequent data with the transmission pattern for transmission
of the subsequent data.

In at least one embodiment, the transmission information of the target data
packet may include at least one of a transmission pattern corresponding to the target
data packet or a transmission sequence number of the target data packet.

In at least one embodiment, the target data packet may include any one of the
following data packets: a data packet which is not correctly received by the receiver; a
data packet which is correctly received by the receiver; a data packet which is
transmitted on a channel with best channel quality in at least one channel used for
transmission of the multiple data packets; a data packet which is transmitted on a
channel with worst channel quality in the at least one channel used for transmission of
the multiple data packets; a data packet with a worst detection error rate in the
multiple data packets; or a data packet with a best detection error rate in the multiple
data packets.

In at least one embodiment, the transmission information in the transmission
pattern may include at least one of: HARQ redundancy version information,
frequency-domain resource information, time-domain resource information,
beamforming vector information, subcarrier spacing information, duration
information of the data transmission, pilot sequence information or scrambling
sequence information.

In at least one embodiment, the transmission pattern corresponding to each of
the multiple data packets may be predetermined by the transmitter and the receiver, or
the transmission pattern corresponding to each of the multiple data packets may be
transmitted to the receiver by the transmitter through the signaling.

In at least one embodiment, the feedback information may carry indication
information configured to indicate whether the receiver correctly receives a specified
data packet in the multiple data packets transmitted by the transmitter. The specified
data packet may be a data packet having a preset timing relationship with the
feedback information.

In at least one embodiment, the preset timing relationship may be a timing
relationship predetermined by the transmitter and the receiver, or the preset timing

relationship may be indicated to the receiver by the transmitter through signaling.
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In at least one embodiment, the feedback information may carry any one of the
following indication information: indication information for indicating whether the
receiver correctly receives the first data packet in the multiple data packets, the first
data packet being any data packet in the multiple data packets; indication information
for indicating whether the receiver correctly receives at least two data packets in the
multiple data packets; or indication information for indicating whether the receiver
correctly receives the information in the multiple data packets.

In at least one embodiment, the processor may further be specifically
configured to, responsive to determining that the feedback information carries ACK
information, stop transmitting a data packet carrying the same information as that of
the multiple data packets and, responsive to determining that the feedback information
carries NACK information, transmit the data packet carrying the same information as
that of the multiple data packets.

In at least one embodiment, the processor may further be configured to, when
the number of the multiple data packets transmitted by the transmitter is more than or
equal to a preset threshold value, stop transmitting the data packet carrying the same
information as that of the multiple data packets.

In at least one embodiment, the communication interface may be configured to
transmit a scheduling signaling to the receiver, wherein the scheduling signaling is
configured to indicate the receiver to receive the multiple data packets, or transmit
multiple scheduling signalings to the receiver, wherein the multiple scheduling
signalings are in one-to-one correspondence with the multiple data packets and each
scheduling signaling is configured to indicate the receiver to receive the data packet
corresponding to the scheduling signaling.

In at least one embodiment, the communication interface may be specifically
configured to continuously transmit the multiple data packets to the receiver based on
the transmission pattern respectively corresponding to each of the multiple data
packets.

In at least one embodiment, the communication interface may further be
specifically configured to continuously transmit the multiple data packets to the
receiver based on the at least two transmission patterns.

In at least one embodiment, the feedback information may carry the

transmission information of the target data packet in the multiple data packets. The
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first processing module may be specifically configured to determine the transmission
pattern corresponding to the target data packet according to the transmission
information of the target data packet, determine the transmission pattern for
transmission of the subsequent data according to the transmission pattern
corresponding to the target data packet and transmit the subsequent data with the
transmission pattern for transmission of the subsequent data.

In at least one embodiment, the transmission information of the target data
packet may include at least one of the transmission pattern corresponding to the target
data packet or the transmission sequence number of the target data packet.

In at least one embodiment, the target data packet may include any data packet
in the following data packets: the data packet which is not correctly received by the
receiver; the data packet which is correctly received by the receiver; the data packet
which is transmitted on the channel with best channel quality in the at least one
channel used for transmission of the multiple data packets; the data packet which is
transmitted on the channel with worst channel quality in the at least one channel used
for transmission of the multiple data packets; the data packet with the worst detection
error rate in the multiple data packets; or the data packet with the best detection error
rate in the multiple data packets.

In at least one embodiment, the transmission information in the transmission
pattern may include at least one of: the HARQ redundancy version information, the
frequency-domain resource information, the time-domain resource information, the
beamforming vector information, the subcarrier spacing information, the duration
information of the data transmission, the pilot sequence information or the scrambling
sequence information.

In at least one embodiment, the transmission pattern corresponding to each of
the multiple data packets may be predetermined by the transmitter and the receiver, or
the transmission pattern corresponding to each of the multiple data packets may be
transmitted to the receiver by the transmitter through the signaling.

In at least one embodiment, the feedback information may carry indication
information configured to indicate whether the receiver correctly receives the
specified data packet in the multiple data packets transmitted by the transmitter. The
specified data packet may be the data packet having the preset timing relationship

with the feedback information.
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In at least one embodiment, the preset timing relationship may be a timing
relationship predetermined by the transmitter and the receiver, or the preset timing
relationship may be transmitted to the receiver by the transmitter through the
signaling.

In at least one embodiment, the feedback information may carry any one of the
following indication information: the indication information for indicating whether
the receiver correctly receives the first data packet in the multiple data packets, the
first data packet being any data packet in the multiple data packets; the indication
information for indicating whether the receiver correctly receives at least two of the
multiple data packets; or the indication information for indicating whether the receiver
correctly receives the information in the multiple data packets.

In at least one embodiment, the processor may further be specifically
configured to, responsive to determining that the feedback information carries the
ACK information, stop transmitting the data packet carrying the same information as
that of the multiple data packets and, responsive to determining that the feedback
information carries the NACK information, transmit the data packet carrying the same
information as that of the multiple data packets.

In at least one embodiment, the processor may further be specifically
configured to, when the number of the multiple data packets transmitted by the
transmitter is more than or equal to the preset threshold, stop transmitting the data
packet carrying the same information as that of the multiple data packets.

In at least one embodiment, the communication interface may configured to
transmit a the scheduling signaling to the receiver, wherein the scheduling signaling
may be configured to indicate the receiver to receive the multiple data packets, or
transmit the multiple scheduling signalings to the receiver, wherein the multiple
scheduling signalings may be in one-to-one correspondence with the multiple data
packets and each scheduling signaling may be configured to indicate the receiver to
receive the data packet corresponding to the scheduling signaling.

FIG. 10 is a schematic block diagram of a device for data transmission
according to another embodiment of the disclosure. The device 1000 illustrated in FIG.
10 includes a memory 1010, a processor 1020, an input/output interface 1030, a
communication interface 1040 and a bus system 1050. The memory 1010, the

processor 1020, the input/output interface 1030 and the communication interface 1040
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are connected through the bus system 1050. The memory 1010 may be configured to
store an instruction. The processor 1020 may be configured to execute the instruction
stored in the memory 1010 to control the input/output interface 1030 to receive input
data and information and output data such as an operation result and control the
communication interface 1040 to transmit a signal.

The communication interface 1040 may be configured to receive multiple data
packets continuously transmitted by a transmitter and carrying the same information.

The processor 1020 may be configured to detect at least part of the multiple
data packets to determine a detection result of the at least part of data packets and
determine feedback information for the at least part of data packets according to the
detection result of the at least part of data packets.

The communication interface 1040 may further be configured to transmit the
feedback information to the transmitter. The feedback information may be configured
to indicate whether a receiver correctly receives the at least part of the multiple data
packets.

It should be understood that in the embodiment of the disclosure, the processor
1020 may adopt a universal CPU, a microprocessor, an ASIC or one or more
integrated circuits, and may be configured to execute a related program to implement
the technical solution provided in the embodiment of the disclosure.

It is also to be understood that the communication interface 1040 uses, for
example, but not limited to, a transceiver device such as a transceiver to implement
communication between the mobile terminal 1000 and another device or a
communication network.

The memory 1010 may include a ROM and a RAM and provides an
instruction and data for the processor 1020. A part of the processor 1020 may further
include a nonvolatile RAM. For example, the processor 1020 may further store
information of a device type.

The bus system 1050 may include a data bus, and may further include a power
bus, a control bus, a state signal bus and the like. However, for clear description,
various buses in the figure are marked as the bus system 1050.

In an implementation process, each operation of the method may be completed
by an integrated logic circuit of hardware in the processor 1020 or an instruction in a

software form. The method for data transmission disclosed in combination with the
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embodiments of the disclosure may be directly embodied to be executed and
completed by a hardware processor or executed and completed by a combination of
hardware and software modules in the processor. The software module may be located
in a mature storage medium in this field such as a RAM, a flash memory, a ROM, a
Programmable ROM (PROM) or Electrically Erasable PROM (EEPROM) and a
register. The storage medium is located in the memory 1010, and the processor 1020
reads information in the memory 1010, and completes the operations of the method in
combination with hardware. No more detailed descriptions will be made herein to
avoid repetitions.

In at least one embodiment, the communication interface may be specifically
configured to receive the multiple data packets continuously transmitted by the
transmitter and carrying the same information based on a transmission pattern
respectively corresponding to each of the multiple data packets.

In at least one embodiment, the communication interface may further be
specifically configured to receive the multiple data packets transmitted by the
transmitter and carrying the same information based on at least two transmission
patterns.

In at least one embodiment, the communication interface may be specifically
configured to transmit the feedback information to the transmitter, wherein the
feedback information may carry information configured to indicate at least one of a
transmission pattern corresponding to a target data packet in the multiple data packets
or a transmission sequence number of the target data packet.

In at least one embodiment, the target data packet may include any one of the
following data packets: a data packet which is not correctly received by the receiver; a
data packet which is correctly received by the receiver; a data packet which is
transmitted on a channel with best channel quality in at least one channel used for
transmission of the multiple data packets; a data packet which is transmitted on a
channel with worst channel quality in the at least one channel used for transmission of
the multiple data packets; a data packet with a worst detection error rate in the
multiple data packets; or a data packet with a best detection error rate in the multiple
data packets.

In at least one embodiment, the transmission pattern may be formed by at least

one of the following transmission information: HARQ redundancy version
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information, frequency-domain resource information, time-domain resource
information, beamforming vector information, subcarrier spacing information,
duration information of the data transmission, pilot sequence information or
scrambling sequence information.

In at least one embodiment, the transmission pattern corresponding to each
data packet in the multiple data packets may be predetermined by the transmitter and
the receiver, or the transmission pattern corresponding to each data packet in the
multiple data packets may be indicated to the receiver by the transmitter through
signaling.

In at least one embodiment, the communication interface may further be
specifically configured to transmit the feedback information to the transmitter. The
feedback information may carry indication information configured to indicate whether
the receiver correctly receives a specified data packet in the multiple data packets
transmitted by the transmitter and the specified data packet may be a data packet
having a preset timing relationship with the feedback information.

In at least one embodiment, the preset timing relationship may be a timing
relationship predetermined by the transmitter and the receiver, or the preset timing
relationship may be transmitted to the receiver by the transmitter through the
signaling.

In at least one embodiment, the feedback information may carry any one of the
following indication information: the indication information for indicating whether
the receiver correctly receives the first data packet in the multiple data packets, the
first data packet being any data packet in the multiple data packets; the indication
information for indicating whether the receiver correctly receives the at least two data
packets in the multiple data packets; or the indication information for indicating
whether the receiver correctly receives the information in the multiple data packets.

In at least one embodiment, the communication interface may further be
configured to receive a scheduling signaling transmitted by the transmitter, wherein
the scheduling signaling may be configured to indicate the receiver to receive the
multiple data packets, or receive multiple scheduling signalings, wherein the multiple
scheduling signalings may be in one-to-one correspondence with the multiple data
packets and each scheduling signaling may be configured to indicate the receiver to

receive the data packet corresponding to the scheduling signaling.
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In at least one embodiment, the processor may further be specifically
configured to detect each data packet in the multiple data packets or perform joint
dection on at least two of the multiple data packets.

It should be understood that in the embodiments of the disclosure, "B
corresponding to A" represents that B is associated with A and B may be determined
according to A. It is also to be understood that determining B according to A does not
mean that B is determined only according to A and B may also be determined
according to A and/or other information.

It should be understood that term "and/or" in the disclosure is only an
association relationship for describing associated objects and represents that three
relationships may exist. For example, A and/or B may represent three conditions: i.e.,
independent existence of A, existence of both A and B and independent existence of B.
In addition, the character "/" in the disclosure usually represents that previous and
next associated objects form an "or" relationship.

It should be understood that in various embodiments of the disclosure, a
sequence number of each process does not mean an execution sequence and the
execution sequence of each process should be determined by its function and an
internal logic and should not form any limit to an implementation process of the
embodiments of the disclosure.

Those of ordinary skill in the art may realize that the units and algorithm
operations of each example described in combination with the embodiments disclosed
in the disclosure may be implemented by electronic hardware or a combination of
computer software and the electronic hardware. Whether these functions are executed
in a hardware or software manner depends on specific applications and design
constraints of the technical solutions. Professionals may realize the described
functions for each specific application by use of different methods, but such
realization shall fall within the scope of the disclosure.

Those skilled in the art may clearly learn about that specific working processes
of the system, device and unit described above may refer to the corresponding
processes in the method embodiment and will not be elaborated herein for convenient
and brief description.

In some embodiments provided by the disclosure, it should be understood that

the disclosed system, device and method may be implemented in another manner. For
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example, the device embodiment described above is only schematic, and for example,
division of the units is only logic function division, and other division manners may
be adopted during practical implementation. For example, multiple units or
components may be combined or integrated into another system, or some
characteristics may be neglected or not executed. In addition, coupling or direct
coupling or communication connection between each displayed or discussed
component may be indirect coupling or communication connection, implemented
through some interfaces, of the device or the units, and may be electrical and
mechanical or adopt other forms.

The units described as separate parts may or may not be physically separated,
and parts displayed as units may or may not be physical units, and namely may be
located in the same place, or may also be distributed to multiple network units. Part or
all of the units may be selected to achieve the purpose of the solutions of the
embodiments according to a practical requirement.

In addition, each function unit in each embodiment of the disclosure may be
integrated into a processing unit, each unit may also exist independently, and two or
more than two units may also be integrated into a unit.

When being realized in form of software functional unit and sold or used as an
independent product, the function may also be stored in a computer-readable storage
medium. Based on such an understanding, the technical solutions of the disclosure
substantially or parts making contributions to the conventional art or part of the
technical solutions may be embodied in form of software product, and the computer
software product is stored in a storage medium, including a plurality of instructions
configured to enable a computer device (which may be a personal computer, a server,
a network device or the like) to execute all or part of the operations of the method in
each embodiment of the disclosure. The abovementioned storage medium includes:
various media capable of storing program codes such as a U disk, a mobile hard disk,
a ROM, a RAM, a magnetic disk or an optical disk.

The above is only the specific implementation mode of the disclosure and not
intended to limit the scope of protection of the disclosure. Any variations or
replacements apparent to those skilled in the art within the technical scope disclosed
by the disclosure shall fall within the scope of protection of the disclosure. Therefore,

the scope of protection of the disclosure shall be subject to the scope of protection of
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CLAIMS

1. A method for data transmission, comprising:

continuously transmitting, by a transmitter, multiple data packets carrying
same information to a receiver before receiving feedback information, wherein the
feedback information carries indication information for indicating whether the
receiver correctly receives at least part of the multiple data packets;

receiving, by the transmitter, the feedback information transmitted by the
receiver; and

transmitting, by the transmitter, subsequent data according to the feedback

information.

2. The method of claim 1, wherein continuously transmitting, by the
transmitter, the multiple data packets carrying the same information to the receiver
comprises:

continuously transmitting, by the transmitter, the multiple data packets to the
receiver based on a transmission pattern respectively corresponding to each of the

multiple data packets.

3. The method of claim 2, wherein continuously transmitting, by the
transmitter, the multiple data packets carrying the same information to the receiver
comprises:

transmitting, by the transmitter, the multiple data packets to the receiver based

on at least two transmission patterns.

4. The method of claim 2 or 3, wherein the feedback information carries
transmission information of a target data packet in the multiple data packets, and
transmitting, by the transmitter, the subsequent data according to the feedback
information comprises:

determining, by the transmitter, a transmission pattern corresponding to the
target data packet according to the transmission information of the target data packet;

determining, by the transmitter, a transmission pattern for transmission of the
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subsequent data according to the transmission pattern corresponding to the target data
packet; and
transmitting, by the transmitter, the subsequent data with the transmission

pattern for transmission of the subsequent data packet.

5. The method of claim 4, wherein the transmission information of the target
data packet comprises at least one of the transmission pattern corresponding to the

target data packet or a transmission sequence number of the target data packet.

6. The method of claim 4 or 5, wherein the target data packet comprises one
of the following data packets:

a data packet that is not correctly received by the receiver;

a data packet that is correctly received by the receiver;

a data packet that is transmitted on a channel with best channel quality in at
least one channel used for transmission of the multiple data packets;

a data packet that is transmitted on a channel with worst channel quality in the
at least one channel used for transmission of the multiple data packets;

a data packet with a worst detection error rate in the multiple data packets; or

a data packet with a best detection error rate in the multiple data packets.

7. The method of any one of claims 2-6, wherein the transmission pattern is
formed by at least one of the following transmission information:

Hybrid Automatic Repeat reQuest (HARQ) redundancy version information,
frequency-domain resource information, time-domain resource information,
beamforming vector information, subcarrier spacing information, duration
information of the data transmission, pilot sequence information or scrambling

sequence information.

8. The method of any one of claims 2-7, wherein the transmission pattern
corresponding to each of the multiple data packets is predetermined by the transmitter
and the receiver; or

the transmission pattern corresponding to each of the multiple data packets is

indicated to the receiver by the transmitter through signaling.

54



9. The method of any one of claims 1-8, wherein the feedback information
carries indication information for indicating whether the receiver correctly receives a
specified data packet in the multiple data packets transmitted by the transmitter, and
the specified data packet has a preset timing relationship with the feedback

information.

10. The method of claim 9, wherein the preset timing relationship is a timing
relationship predetermined by the transmitter and the receiver; or
the preset timing relationship is indicated to the receiver by the transmitter

through signaling.

11. The method of any one of claims 1-8, wherein the feedback information
carries one of the following indication information:

indication information for indicating whether the receiver correctly receives a
first data packet in the multiple data packets, the first data packet being any data
packet in the multiple data packets;

indication information for indicating whether the receiver correctly receives at
least two data packets in the multiple data packets; or

indication information for indicating whether the receiver correctly receives

information carried in the multiple data packets.

12. The method of any one of claims 1-11, wherein transmitting, by the
transmitter, the subsequent data according to the feedback information comprises:

responsive to determining that the feedback information carries
ACKnowledgment (ACK) information, stopping transmitting, by the transmitter, a
data packet comprising the same information as that of the multiple data packets; and

responsive to determining that the feedback information carries Negative
ACKnowledgment (NACK) information, transmitting, by the transmitter, the data

packet comprising the same information as that of the multiple data packets.

13. The method of any one of claims 1-12, further comprising:

when a number of the multiple data packets transmitted by the transmitter is
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more than or equal to a preset threshold value, stopping transmitting, by the
transmitter, the data packet carrying the same information as that of the multiple data

packets.

14. The method of any one of claims 1-13, before continuously transmitting,
by the transmitter, the multiple data packets carrying the same information to the
receiver, further comprising:

transmitting, by the transmitter, a scheduling signaling to the receiver, wherein
the scheduling signaling is configured to indicate the receiver to receive the multiple
data packets; or

transmitting, by the transmitter, multiple scheduling signalings to the receiver,
wherein the multiple scheduling signalings are in one-to-one correspondence with the
multiple data packets and each scheduling signaling is configured to indicate the

receiver to receive the data packet corresponding to the scheduling signaling.

15. A method for data transmission, comprising:

receiving, by a receiver, multiple data packets that are continuously
transmitted by a transmitter and carry same information;

detecting, by the receiver, at least part of the multiple data packets to
determine a detection result of the at least part of the multiple data packets;

determining, by the receiver, feedback information for the at least part of the
multiple data packets according to the detection result of the at least part of the
multiple data packets, wherein the feedback information -carries indication
information for indicating whether the receiver correctly receives the at least part of
the multiple data packets; and

transmitting, by the receiver, the feedback information to the transmitter.

16. The method of claim 15, wherein receiving, by the receiver, the multiple
data packets that are continuously transmitted by the transmitter and carry the same
information comprises:

receiving, by the receiver, the multiple data packets that are continuously
transmitted by the transmitter and carry the same information based on a transmission

pattern respectively corresponding to each of the multiple data packets.
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17. The method of claim 16, wherein receiving, by the receiver, the multiple
data packets that are continuously transmitted by the transmitter and carry the same
information comprises:

receiving, by the receiver, the multiple data packets that are continuously
transmitted by the transmitter and carry the same information based on at least two

transmission patterns.

18. The method of claim 16 or 17, wherein transmitting, by the receiver, the
feedback information to the transmitter comprises:

transmitting, by the receiver, the feedback information to the transmitter,
wherein the feedback information carries information for indicating at least one of a
transmission pattern corresponding to a target data packet in the multiple data packets

or a transmission sequence number of the target data packet.

19. The method of claim 18, wherein the target data packet comprises one of
the following data packets:

a data packet that is not correctly received by the receiver;

a data packet that is correctly received by the receiver;

a data packet that is transmitted on a channel with best channel quality in at
least one channel used for transmission of the multiple data packets;

a data packet that is transmitted on a channel with worst channel quality in the
at least one channel used for transmission of the multiple data packets;

a data packet with a worst detection error rate in the multiple data packets; or

a data packet with a best detection error rate in the multiple data packets.

20. The method of any one of claims 16-19, wherein the transmission pattern
is formed by at least one of the following transmission information:

Hybrid Automatic Repeat reQuest (HARQ) redundancy version information,
frequency-domain resource information, time-domain resource information,
beamforming vector information, subcarrier spacing information, duration
information of the data transmission, pilot sequence information or scrambling

sequence information.
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21. The method of any one of claims 15-20, wherein the transmission pattern
corresponding to each of the multiple data packets is predetermined by the transmitter
and the receiver; or

the transmission pattern corresponding to each of the multiple data packets is

indicated to the receiver by the transmitter through signaling.

22. The method of any one of claims 15-21, wherein transmitting, by the
receiver, the feedback information to the transmitter comprises:

transmitting, by the receiver, the feedback information to the transmitter,
wherein the feedback information carries indication information for indicating
whether the receiver correctly receives a specified data packet in the multiple data
packets transmitted by the transmitter and the specified data packet has a preset timing

relationship with the feedback information.

23. The method of claim 22, wherein the preset timing relationship is a timing
relationship predetermined by the transmitter and the receiver; or
the preset timing relationship is indicated to the receiver by the transmitter

through signaling.

24. The method of any one of claims 15-23, wherein the feedback information
carries one of the following indication information:

indication information for indicating whether the receiver correctly receives a
first data packet in the multiple data packets, the first data packet being any data
packet in the multiple data packets;

indication information for indicating whether the receiver correctly receives at
least two data packets in the multiple data packets; or

indication information for indicating whether the receiver correctly receives

information carried in the multiple data packets.
25. The method of any one of claims 15-24, further comprising: before

receiving, by the receiver, the multiple data packets that are continuously transmitted

by a transmitter and carry the same information,
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receiving, by the receiver, a scheduling signaling transmitted by the
transmitter, wherein the scheduling signaling is configured to indicate the receiver to
receive the multiple data packets; or

receiving, by the receiver, multiple scheduling signalings, wherein the
multiple scheduling signalings are in one-to-one correspondence with the multiple
data packets and each scheduling signaling is configured to indicate the receiver to

receive the data packet corresponding to the scheduling signaling.

26. The method of any one of claims 15-25, wherein detecting, by the receiver,
the at least part of data packets in the multiple data packets comprises:

detecting, by the receiver, each data packet in the multiple data packets; or

performing, by the receiver, joint detection on at least two data packets in the

multiple data packets.

27. A device for data transmission, comprising:

a first transmitting module, configured to continuously transmit multiple data
packets carrying same information to a receiver before feedback information is
received, wherein the feedback information carries indication information for
indicating whether the receiver correctly receives at least part of the multiple data
packets;

a receiving module, configured to receive the feedback information
transmitted by the receiver; and

a first processing module, configured to transmit subsequent data according to

the feedback information.

28. The device of claim 27, wherein the first transmitting module is
specifically configured to:
continuously transmit the multiple data packets to the receiver based on a

transmission pattern respectively corresponding to each of the multiple data packets.
29. The device of claim 28, wherein the first transmitting module is further

specifically configured to transmit the multiple data packets to the receiver based on

at least two transmission patterns.
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30. The device of claim 27 or 29, wherein the feedback information carries
transmission information of a target data packet in the multiple data packets, and the
first processing module is specifically configured to:

determine a transmission pattern corresponding to the target data packet
according to the transmission information of the target data packet,

determine a transmission pattern for transmission of the subsequent data
according to the transmission pattern corresponding to the target data packet, and

transmit the subsequent data with the transmission pattern for transmission of

the subsequent data packet.

31. The device of claim 30, wherein the transmission information of the target
data packet comprises at least one of the transmission pattern corresponding to the

target data packet or a transmission sequence number of the target data packet.

32. The device of claim 30 or 31, wherein the target data packet comprises
one of the following data packets:

a data packet that is not correctly received by the receiver;

a data packet that is correctly received by the receiver;

a data packet that is transmitted on a channel with best channel quality in at
least one channel used for transmission of the multiple data packets;

a data packet that is transmitted on a channel with worst channel quality in the
at least one channel used for transmission of the multiple data packets;

a data packet with a worst detection error rate in the multiple data packets; or

a data packet with a best detection error rate in the multiple data packets.

33. The device of any one of claims 27-32, wherein the transmission pattern is
formed by at least one of the following transmission information:

Hybrid Automatic Repeat reQuest (HARQ) redundancy version information,
frequency-domain resource information, time-domain resource information,
beamforming vector information, subcarrier spacing information, duration
information of the data transmission, pilot sequence information or scrambling

sequence information.
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34. The device of any one of claims 27-33, wherein the transmission pattern
corresponding to each of the multiple data packets is predetermined by a transmitter
and the receiver; or

the transmission pattern corresponding to each of the multiple data packets is

indicated to the receiver by the transmitter through signaling.

35. The device of any one of claims 27-34, wherein the feedback information
carries indication information for indicating whether the receiver correctly receives a
specified data packet in the multiple data packets transmitted by the transmitter, and
the specified data packet has a preset timing relationship with the feedback

information.

36. The device of claim 35, wherein the preset timing relationship is a timing
relationship predetermined by the transmitter and the receiver; or
the preset timing relationship is indicated to the receiver by the transmitter

through signaling.

37. The device of any one of claims 27-36, wherein the feedback information
carries one of the following indication information:

indication information for indicating whether the receiver correctly receives a
first data packet in the multiple data packets, the first data packet being any data
packet in the multiple data packets;

indication information for indicating whether the receiver correctly receives at
least two data packets in the multiple data packets; or

indication information for indicating whether the receiver correctly receives

information carried in the multiple data packets.

38. The device of any one of claims 27-37, wherein the first processing
module is further specifically configured to:

responsive to determining that the feedback information carries
ACKnowledgment (ACK) information, stop transmitting a data packet carrying the

same information as that of the multiple data packets; and
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responsive to determining that the feedback information carries Negative
ACKnowledgment (NACK) information, transmit the data packet carrying the same

information as that of the multiple data packets.

39. The device of any one of claims 27-38, further comprising:

a second processing module, configured to, when the number of the multiple
data packets transmitted by the transmitter is more than or equal to a preset threshold
value, stop transmitting the data packet carrying the same information as that of the

multiple data packets.

40. The device of any one of claims 27-39, further comprising:

a second transmitting module, configured to transmit a scheduling signaling to
the receiver, wherein the scheduling signaling is configured to indicate the receiver to
receive the multiple data packets, or

transmit multiple scheduling signalings to the receiver, wherein the multiple
scheduling signalings are in one-to-one correspondence with the multiple data packets
and each scheduling signaling is configured to indicate the receiver to receive the data

packet corresponding to the scheduling signaling.

41. A device for data transmission, comprising:

a first receiving module, configured to receive multiple data packets that are
continuously transmitted by a transmitter and carry same information;

a detection module, configured to detect at least part of the multiple data
packets to determine a detection result of the at least part of the multiple data packets;

a determination module, configured to determine feedback information for the
at least part of the multiple data packets according to the detection result of the at least
part of the multiple data packets, wherein the feedback information carries indication
information for indicating whether the receiver correctly receives the at least part of
data packets in the multiple data packets or not; and

a transmitting module, configured to transmit the feedback information to the

transmitter.

42. The device of claim 41, wherein the first receiving module is specifically
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configured to:
receive the multiple data packets that are continuously transmitted by the
transmitter and carry the same information based on a transmission pattern

respectively corresponding to each of the multiple data packets.

43. The device of claim 42, wherein the first receiving module is further
specifically configured to:
receive the multiple data packets that are continuously transmitted by the

transmitter and carry the same information based on at least two transmission patterns.

44. The device of claim 42 or 43, wherein the transmitting module is
specifically configured to:

transmit the feedback information to the transmitter, wherein the feedback
information carries information for indicating at least one of a transmission pattern
corresponding to a target data packet in the multiple data packets or a transmission

sequence number of the target data packet.

45. The device of claim 44, wherein the target data packet comprises one of
the following data packets:

a data packet that is not correctly received by the receiver;

a data packet that is correctly received by the receiver;

a data packet that is transmitted on a channel with best channel quality in at
least one channel used for transmission of the multiple data packets;

a data packet that is transmitted on a channel with worst channel quality in the
at least one channel used for transmission of the multiple data packets;

a data packet with a worst detection error rate in the multiple data packets; or

a data packet with a best detection error rate in the multiple data packets.

46. The device of any one of claims 42-45, wherein the transmission pattern is
formed by at least one of the following transmission information:

Hybrid Automatic Repeat reQuest (HARQ) redundancy version information,
frequency-domain resource information, time-domain resource information,

beamforming vector information, subcarrier spacing information, duration
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information of the data transmission, pilot sequence information or scrambling

sequence information.

47. The device of any one of claims 42-46, wherein the transmission pattern
corresponding to each of the multiple data packets is predetermined by the transmitter
and the receiver; or

the transmission pattern corresponding to each of the multiple data packets is

indicated to the receiver by the transmitter through signaling.

48. The device of any one of claims 41-47, wherein the transmitting module is
further specifically configured to:

transmit the feedback information to the transmitter, wherein the feedback
information carries indication information for indicating whether the receiver
correctly receives a specified data packet in the multiple data packets transmitted by
the transmitter and the specified data packet has a preset timing relationship with the

feedback information.

49. The device of claim 48, wherein the preset timing relationship is a timing
relationship predetermined by the transmitter and the receiver; or
the preset timing relationship is indicated to the receiver by the transmitter

through signaling.

50. The device of any one of claims 41-49, wherein the feedback information
carries one of the following indication information:

indication information for indicating whether the receiver correctly receives a
first data packet in the multiple data packets or not, the first data packet being any
data packet in the multiple data packets;

indication information for indicating whether the receiver correctly receives at
least two data packets in the multiple data packets; or

indication information for indicating whether the receiver correctly receives

information carried in the multiple data packets.

51. The device of any one of claims 41-50, further comprising:
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a second receiving module, configured to receive a scheduling signaling
transmitted by the transmitter, wherein the scheduling signaling is configured to
indicate the receiver to receive the multiple data packets, or

receive multiple scheduling signalings, wherein the multiple scheduling
signalings are in one-to-one correspondence with the multiple data packets and each
scheduling signaling is configured to indicate the receiver to receive the data packet

corresponding to the scheduling signaling.

52. The device of any one of claims 41-51, wherein the detection module is
further specifically configured to:

detect each data packet in the multiple data packets; or

perform joint detection on at least two data packets in the multiple data

packets.
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