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(57) Abstract: The invention relates to receptacles

C /] C Z and, in particular, containers. Conventional
Z4 4 receptacles (containers) have the drawback in that

[ the locking together of stacked containers has to

), be, up to now, carried out manually thus resulting
Yy in the workers in the harbor and on the ship being

7 exposed to a considerable safety risk. In addition,

- it is left to the skill of the crane operator of exactly
E stacking the containers (C1, C2, C3, C4) next to
or atop one other. Adjusting devices for this do

not exist. The aim of the invention is to provide
— e a receptacle (container), which is equipped so
that it can be horizontally locked with other like
receptacles (containers) without manual action and

—l_ which simultaneously enables an exact positioning
of the container on the provided space. To this end,

— ' the invention provides that the receptacle comprises,
on its outer surfaces, means such as U-shaped

guide rails (24), which engage in like means of
adjacent receptacles, exactly position the container
in its location, and which horizontally lock the

receptacles (C1, C2, C3, C4) to one another.
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(§7) Zusammenfassung: Die Erfindung betrifft
Behilter und hierbei insbesondere Container. Mit
Bezug auf die herkémmlichen Behélter (Container)
wird es als nachteilig empfunden, dass die
Verriegelung der gestapelten Container miteinander
C3 CY bislang manuell erfolgen muss und dadurch ein
erhebliches Sicherheitsrisiko fiir die Arbeiter im
Hafen und auf Schiff besteht. Ausserdem ist es der
Geschicklichkeit des
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stacking the containers (Cl, C2, C3, C4) next to or atop one other.
Adj usting devices for this do not exist. The aimof the inventionis to
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Kranfiihrers iiberlassen, die Container (C1, C2, C3, C4) exakt nebeneinander oder iibereinander zu stapeln. Justiervorrichtungen
hierfiir gibt es nicht. Aufgabe der Erfindung ist es, einen Behélter (Container) bereitzustellen, der so ausgestattet ist, dass er mit
anderen gleichartigen Behiltern (Container) ohne manuelle Tétigkeit horizontal verriegelt werden kann und der zugleich eine genaue
Positionierung des Behélters an dem vorgesehenen Platz erméglicht. Diese Aufgabe wird erfindungsgemiss dadurch geldst, dass
der Behilter an seinen Aussenseiten Mittel wie beispielsweise Uformige Fiithrungsleisten (24) aufweist, die in gleichartige Mittel
benachbarter Behilter eingreifen, den Behélter ortsgenau positioneren und die Behilter (C1, C2, C3, C4) miteinander horizontal
verriegeln.



