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havi ng a vehicle subsystem I'n general, the central station and port
facility and the vehicle subsystens communicate in a manner to allow a user
to enter ipATEMRtion at a port facility That information is then
comruni cat,g@ bRt: sh@socArgoial facility, where the information is processed to
select a vehicle fromthe fleet to allocate to the user at the port
facility. Selection of a vehicle for allggation to a user may be based on
sel ecting an avail able or soon to be avail abl e vehicle according to various
algorithns that take.into account the vehicles state of charge. The central
station al SBSTRAVINOE FHEDIWIOSURE port facility and the vehicle subsystem
to notify the user of the selected vehicle, to provi.de secure user access
to the selected vehicle, to nonitor-the |ocation and operating status of
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and to provide other functions. The vehicles conmmunicate with the central
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enter mformanon at a port facxlxty That information is then communicated to the central facility,
where the information is processed to select a vehicle from the fleet to allocate to the user at the
port facility. Selection of a vehicle for allocation to a user may be based on selecting an available
or soon to be available vehicle according to various algorithms that take into account the vehicles

10 state of charge. The central station also communicates with the port facility and the vehicle

subsystem to notify the user of the selected vc:lxicle, to brovide secure user access to the selected
vehicle, to monitor the location and operating status of vehicles in the fleet, to monitor the state
of charge of electric vehicles and to provide other functions. The vehicles communicate with the
central statxon to notxﬁz the central station of the PIN number of the individual attemptlng fo use

15 the vehicle, and of vehicle parameters such as state of charge and location of the vehicle.
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