
;_`e3eigid:6pTDH  INTERLINE TRANSFER CCD DRIVEN WITH ENHANCED FRAME
TRANSFER FREQUENCY FOR HIGH SPPED PROFILING FIELD OF THE INVENTION The
present invention relates to 2D image sensors and, more particularly, to an
interline transfer type image sensing method and apparatus used for readout
of a CCD array image sensor at fast frame rates useful for high speed
object profiling and surface geometry measurements. BACKGROUND OF THE
INVENTION A typical solid-state imaging sensor device is composed of a
charge-integrating photosites arranged in rows and columns. Each photosite
responds to incident radiation by providing an electrical signal
corresponding to one pixel of frame information. In the interline transfer
type, charge is transferred out at once into a parallel structure of
vertical shift registers. First, a charge pattern is accumulated at
integration sites during image acquisition period, then the charge pattern
is transferred into storage columns, also known as vertical shift
registers. The transferred charges are then shifted one line at a time,
into a horizontal readout register from which a line-by-line 2D video
output signal is taken. This is known in the prior art and commonly allows
taking pictures at a frame rate of about 30 frames per second. Also known
in the prior art is the use of such CCD cameras in acquiring profiles of
objects for surface geometry inspection and measurements of relatively
small objects. This is done by illuminating the surface of the object by an
incident high energy light plane usually coming from a laser, and capturing
the reflected light on the CCD image sensor array. Then, the acquired
profile of   1 MARCH 2002 w w the object can be isolated for shape or
surface geometry inspection of the object. A limitation of the known
technique comes from the fact that when many surface portions have to be
inspected in a short period of time (e.g. on a assembly-line) the standard
frame rate of the CCDs is no longer sufficient, because the known method
allows inspecting at most one profile per frame period per CCD camera.
Various improvements to the known technique are disclosed in STS patents
4,162,126 to Nakayama et al., 5,083,867 to David Burk and 5,177,555 to Marc
Rioux. There are also other prior US patents that allow improvements
concerning the frame rate being read from a CCD sensor. This is done by
formatting the area sensor into blocks of photosites so that fewer sectors
have to be read (e.g. US patent 9,322,752 to James Bixby) or by adding
adjacent pixel charges to improve at the same time the acquisition frame
rate and the dynamic range of the image (e. g. US patent 5,420,629 to
Takashi Watanabe). None of these prior patents allow a standard interline
transfer CCD to be used having an improvement of a factor greater than 4
over the standard read rate and, when there is improvement, this is done at
the expense of detail or quality of the captured image. SUMMARY OF THE
INVENTION 



In accordance with the present invention, method and apparatus are provided
for reading out information from a solid-state image sensor in a fraction
of the time that would be required using a known interline transfer CCD
sensor for surface geometry inspection or object profiling. Further,
according. with the present invention, improvement of a factor of 50 is
possible over the   1 MARCH 2002 - 3  standard read rate of a CCD area
sensor for such particular applications. According to a broad aspect of the
present invention, the charge transfer signal TR, which controls the
transfer; of the accumulated electrical charges from CCD's photosites into
the vertical shift register is triggered more than once per frame period
(e. g. n times per frame period, where n is a value greater than one, while
in the prior art method n was always less or equal to one), and this
results in a conventionally unwanted overlapped image composed of more than
one profile line. Using a filter tuned to the light source frequency or
other optical means such as masking, only the profile line of the abject
being illuminated is captured onto the area sensor in the present
invention. The only limitation of the present method is that consecutive
profile lines captured during the same frame period do not overlap. In some
particular conditions, even overlapped profiles may be isolated by computer
calculation. According to this invention) there is provided a high-speed
imaging system which uses an interline transfer charge-coupled device CCD
sensor having n horizontal pixel lines, vertical shift registers storing n
charges) a TR image transfer signal input causing charges to be transferred
from photosites of said n horizontal pixel lines to said vertical shift
registers, at least one horizonta! read-out register receiving charges from
said vertical shift registers at a bottom thereof and a line or vertical
transfer signal input causing charges to be transferred vertically down in
said vertical shift registers. The CCO sensor is arranged to receive
profile line images having an essentially dark background and it includes
an image acquisition control circuit which comprises first, a vertical
transfer signal generator means for generating a signal for the vertical
transfer input having a frequency ft of n times per frame period and
second, a TR signal generator means for generating an output signal TR
having a frequency fTR, for the TR image transfer signal input, wherein the
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image acquisition time, and rate of variation or change in the profile line
shape. BRIEF DESCRIPTION OF THE DRAWINGS This invention may be better
understood and its objects and advantages will become apparent to those
skilled in art by reference to the accompanying drawings, in which: FIG. 1
shows a typical prior art apparatus arrangement for surface profiling
measuring using a light plane projected on the object being profiled and
captures throughout a lens plane on the CCD plane: FIG. 2 shows an
interline transfer type CCD array as known in the prior art; FIG. 3 shows
the interline transfer type CCD array of the improved technique presented
by the present invention wherein the TR control signal has been triggered
more than once per frame period so multiple profile lines have been
acquired onto the CCD sensor; FIG. 4 illustrates an example of image where
consecutive profiles of spherical object (a ball) originally overlap but
which are separated using computerized image processing; FIG. 5 shows a
block diagram representing the complete electronic circuit comprising the
main devices employed in order to control the CCD camera and to perform
video processing; 



FIG. 6 shows the camera controller and the CCD camera of the present
invention, where the fTR frequency is controlled by the user via the user
interface; and   1 MARCH 2002 - 6  FIG. 7 shows the camera controller and
the CCD camera of the present invention, where automatic frequency
regulator is included fox fTR frequency. DESCRIPTION OF THE PREFERRED
EMBODIMENTS While the general principle of operation of an interline
transfer type CCD area sensor has been described above, it is helpful for
purpose of understanding the present invention to re-examine the general
mechanism of a charge-coupled device camera and particularly the method
employed in such an apparatus in order to transfer the accumulated charges
from the photosites into the vertical shift register. As explained before,
an interline transfer CCD image sensor as the one shown in FIG. 2 comprises
lightsensitive elements or photosites designated by 10, which are arranged
in rows and columns forming a matrix form. Each photosite 10 performs a
transformation of the incident light into electrical charges which are then
accumulated inside the said photosites. The output of each of these cells
connects to its corresponding cell of one or more vertical shift registers
12 which are hidden from light exposition by a shield and which are used
for temporary storage of the electrical charges representing the acquired
image, before forming a final video line.-The horizontal transfer of the
photosites accumulated electrical charges into the vertical shift register
12, is controlled by an electrical signal called TR of frequency fTR, which
is triggered at the end of each video sequence in order to start the
acquisition of the next frame by transferring the electrical charges from
the exposed photosites 10 into the vertical shift register 12.   1 MARCH
2002  Following this horizontal transfer, the charges shifted inside the
vertical register 12 correspond to the image previously acquired. At the
clock signal V of frequency fL, the vertical shift register charges are
downloaded, one line at a time, into the horizontal shift register cells
14, as shown by the vertical arrows at the bottom of FIG. 2. The charges
contained in that horizontal register 14 now form a final video line, which
is output to an electronic video processing circuit following the
horizontal output arrow on the FIG. 2, according to a signal clock H of
frequency fp, and a11 of the video lines, when shifted out sequentially,
forms the complete video frame. As explained before, such a CCD image
sensor can also be used for geometry inspection and object profiling and in
these particular cases the final image captured by the CCD camera is
composed of a profile line of the observed object. 



A typical apparatus arrangement for surface profile measuring is shown in
FIG. 1. An high intensity light plane designated by 2, coming from a laser,
is projected over the object being inspected and the reflected bright light
Line 4 resulting from the intersection of the light plane 2 with the object
surface is collected via a lens 6 on the CCD sensor array 8. Other optical
means such masking, or a filter tuned to the light frequency may be used in
order to isolate that bright line from adjacent reflections or from other
light coming from other sources which could interfere with the main light
line. In that particular application, the result of using the prior art
technique of triggering the TR signal   1 MARCH 2002 _ g _ only once per
frame is that every image captured on the CCD array sensor contains only a
single profile line. The disadvantage of this prior art technique is that
when it is used for high speed object profiling, such as on an assembly
line, acquiring a single profile per frame is no more sufficient because of
the prior art frame acquisition rate which is of only 30 frames per second.
In that case, the frame period, which is the time interval required to form
a complete image and which corresponds in the prior art technique to the
time comprised between two consecutive non-null values of the TR control
signal, is about 1/30 of a second, so no more than about 30 objects parts
can be inspected during the same second. The preferred embodiment of the
present invention is related to the technique of transferring the
electrical charges from the photosites 10 into the vertical shift register
12 of a CCD image sensor. Instead of triggering the transfer control signal
TR only once per frame period as in the prior art method, a preferred
embodiment of this invention is a technique that permits triggering the TR
signal a much greater number of times during the same image composing
period. Each time the TR control signal is triggered, the accumulated
electrical charges are shifted from the light-sensitive cells 10 into their
corresponding vertical shift register cells 12, and added to any prior
shifted charges, that got a few vertical pixel lines closer to the
horizontal shift register 14 by this time, as shown in FIG. 3. In this way
another acquired profile line image 16 is transferred over the prior
acquired profile line image 18, before that prior image 18 has left the
vertical shift register 12 as was done in the prior art method. It is
important that the CCD camera is   1 MARCH 2002 g _ configured not to
expunge the prior shifted electrical charges from the vertical register
cells 12, at the time of the transfer of the new charges from the
photosites 10 into the vertical register cells 12. Therefore, the result of
the transfer would normally be an unwanted overlapped image. But since,
first, the vertical shift register 12 is also downloaded line by line into
the horizontal shift register 14 with a frequency fL, wherein 1/n * fI, is
less than the TR control signal frequency fTR, as shown by the vertical
arrows in FIG. 3, and since, second, the acquired image is a very thin and
bright profile line which is substantially horizontal, this profile line
will not overlap with the prior captured profile line, because the prior
electrical charges corresponding to the prior line will already be moved a
few pixel lines closer to the horizontal shift register 14 (or lower, as
shown in FIG. 3) by the time the new charges are shifted from the
photosites 10 into the vertical shift register cells 12. For example, when
using a CCD area sensor of 1024 pixels wide by 768 pixels high, even if the
TR signal is triggered 50 times per frame period which results in 50 bright
profile lines on each image of 768 pixels high, that still allows about 15
vertical pixels separation between 2 consecutive profile lines, as shown in
FIG. 4, providing that a profile line's width is substantially narrower
than 15 pixels. For a frame rate of 30 Hz, the TR signal frequency will be
of 1500 Hz which is, for most applications a very fast image acquisition
rate. As will be appreciated, the lines are substantially horizontal
meaning that any deviations from a horizontal baseline in the profile
images result in no image overlap or an  



1 MARCH 2002 - 10  acceptable amount of image overlap in the acquired
profile line images obtained according to the invention. The main
application of this technique is to capture very bright profile lines on an
essentially dark background. In such case, which is used for geometry
inspection and object profiling, a photosite charge level of a cell
corresponding to a part of the bright profile line, will only change a
little or will not change at a11 during the addition process over the prior
shifted charge from the photo-sensitive cell 10 into the vertical shift
register cell 12, since this previously acquired charge corresponds to an
upper dark area of the image which corresponds in electrical terms to very
low or even to a null electrical charge level (see FIG. A). This particular
condition of operation on a dark background allows easier separation of
consecutive bright profile lines which can now be read at a much greater
speed than in the prior art. The present invention provides an improvement
over the prior art frame acquisition by up to a factor of 50, depending of
the thickness of the acquired image. The limitations of the technique
according to the invention are the image accuracy and definition wanted for
a particular image, or not overlapping consecutive profiles. In that later
case, it is possible that for certain surfaces having general known
characteristics, it would even be possible to separate consecutive
overlapped profiles using a known surface model and computer calculation.
Fig. 4 shows such a situation, where the profiles are obtained by scanning
a known diameter ball sitting on a flat surface, and where the round ball
profiles have been separated from the flat surface of the floor using
algorithms that calculate curvatures from   1 MARCH 2002 - 11  neighboring
profile points. Then, knowing the nominal ball diameter it is easy to pair
corresponding floor and ball top profiles. In the preferred embodiments of
this technique, high-speed, progressive scan, interline transfer, multiple
tap CCDs are used such as the TV format CCD having 694 by 496 lines such as
the KODAK KAI-0310M camera or the HDTV format 1948 pixels by 1.092 lines
image sensors such as the KODAK KAI-2090M camera. Other interline transfer
CCDs from other manufacturers are suitable as well. In another embodiment
of the present invention, multiple sensors or CCD combinations may be used
to either increase speed or acquire a particular geometry of the observed
object. For example, putting two CCD cameras one on each side of the laser
plane can increase scanning speed and at the same time provide means to
avoid some occlusion problems like when mapping two sides of a steep
pyramid. Side by side camera combination can increase the scanning width
and also preserve vertical resolution. In another embodiment of the present
invention, the triggering method can be used to capture other high aspect
ratio (width/height) images, which are not profile lines but have a
non-negligible thickness, onto the CCD sensor one above the other, under
normal lighting conditions, by positioning an optical means such an
appropriate slot in the front of the CCD sensor such as only n lines of the
CCD array are exposed to the light. In this case, a new exposure can occur
after each shift of n lines, by triggering the TR signal, which results in
much higher image rate output. This embodiment is useful for high speed
event recording.  



1 MARCH 2002 - 12  Another embodiment of the invention relates to the
electronic circuit used with the present technique in order to control the
TR control signal frequency and allow the capture of as many profile lines
as wanted during the same frame period. FIG. 6 shows a block diagram of
this preferred embodiment. The user interface block comprises any device
which may be used to select the TR signal frequency, in order to control
the number of profile limes x that will be captured on the same frame. This
numerical value, noted x, may range from 1, which corresponds to the
standard read rate of the prior art, to 50 or more, depending of the
vertical resolution of the CCD array and of the thickness of the image
being acquired. Therewith, the user selection is send into a frequency
generator 22, which converts the received user control signal into a signal
of particular frequency fTR, greater than the frame rate, that allows the
selected number of profile lines x to be captured in the same frame. The
said camera controller outputs the vertical clock signal and the horizontal
clock signal, having respective frequencies fy.and fp Since the TR
frequency is greater than the frame rate, the TR signal is triggered more
than once per frame period which results in having more than one profile
line being captured on the same frame. Another embodiment of the present
invention relates to an automatic means for controlling the TR signal
frequency. Instead of having the user to control that frequency in order to
get the optimum acquisition rate, this embodiment introduce an image
analyzer 30, as shown in FIG. 7, capturing the video image output by the
CCD camera, and processing the said image in order to result a value
corresponding to the minimum spacing between two   1 MARCH 2002 - 13
consecutive profile lines. This value is then used to control the TR
frequency regulator 32 in order to allow the TR frequency regulator 32 to
output the highest TR frequency possible without overlapping profile lines.
The video output in the systems shown in Figs. 6 and 7 have a dual output
CCD camera, namely two lines of the CCD are output together (Video 1 and
Video 2), and thus the image transfer rate is doubled. Such multiple line
CCD cameras are known in the art. Although the invention has been described
above with reference to a preferred embodiment and alternative embodiments,
it is to be understood that the above description is intended merely to
illustrate the invention and not to limit the scope of the invention as
defined in the appended claims.   1 MARCH 2002 14 



CLAIMS 1. A high speed profiling imaging system using an interline transfer
chafe-coupled device (CCD) sensor having n horizontal pixel line, vertical
shift register's storing n charges, a TR image transfer signal input
causing charges to be transferred from photosites of said n horizontal
pixel limes to said vertical shift registers, at least one horizontal
read-gut register receiving charges from said vertical shift registers at a
bottom thereof and a line or vertical transfer signet input causing charges
to be transferred vertically dawn In said vertical shift registers, said
CCD sensor being arranged to receive profile line images having an
essentially dark background, Bald system including an image acquisition
control circuit comprising: a vertical transfer signal generator means for
generating a signal for Bald vertical transfer input having a frequency fL
of n times per frame period; a TR signal generator means for generating an
output signal TR having a frequency fTR, for said TR image transfer signal
input, wherein said f-1-R frequency is greater than 1ln `' fL, in order to
capture more than one profiie image per frame period. 2. A high speed
profiling imaging system as defined in claim 1, further comprising a user
interface device connected to said TR signal generator for selecting said
fZ-R frequency. 3. A high speed profiling imaging system as defined in
claim 1, further comprising automatic TR frequency adjusting means for
adjusting the TR signal frequency depending on an input signal representing
a minimum spacing between two of said profile tine images. 4. A high speed
profiling imaging system as defined in claims 1) ~ or 3, wherein fTR is at
least two times greater than i/n ~' fL. b. A high speed profiling imaging
system as defined in claim 4) wherein frR is between 10 to 50 times greater
than i!n " fL.   1 MARCH 2002 15 6. A high speed profiling imaging system
as defined in any one of claims 1 to 5, further comprising an optical means
for masking a part of said t~CD sensor an which no part of said profile
line is to be captured, to eliminate any incident light an the said masked
part of said CCD sensor which is not used for image acquisition, in order
to improve an accuracy of said profile line Images, whereby electrical
charges accumulated at photasltes of said CCD sensor which represent the
Bald acquired bright profile line are added to null electrical charges
representing the said masked portion of said CCD sensor at the time of the
horizontal shift from light-sensitive cells into vertical register, wherein
a shape of the said masked portion of the BCD sensor depends of a maximum
shape variation of said profile lines berg acquired. 7. A method of
inspecting an abject using high speed profiling comprising: protecting
light in a plane onto said object to crate a profile line on 



said object; and arranging a camera system including a charge-coupled
device (CCD~ sensor to obtain a profile line image of said object
characterized in that the camera system is arranged such that the profile
line image appears within a substantially dark background and extends
substantially slang a horizontal direction of pixel lines of the CGD
sensor; and the CCD sensors image transfer rate is controlled to capture
more than one said profile line image per frame period. 8. A method as
defined in claim 7, further comprising: masking a part of said CDD sensor
on which no part of said profile line image is to be captured, to eliminate
any incident light on paid masked park of said CCD sensor which is not used
far image acqulsition of said profile line images, in order to improve a
signal to noise ratio of said profile fine images.   1 MARCH 2002 16 9. A
method as defined in claim 7 or 8, wherein more than two profile Images are
ruptured per flame period. 1 Q. A method as defined in claim 9, wherein
between 1 Q to 50 profile 



Images are captured per frame period. 11. A method ass defined in any one
of claims 7 to 1Q) further comprising: analyzing the profile line images to
determine an image qualify; and adjusting a number of profile line images
captured per frame period to balance the image quality with a desired
number of said profile line images captured per frame period.
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