
POLISHING PADS AND SYSTEMS AND METHODS OF MAKING AND USING 

THE SAME 

FIELD 

The present disclosure relates to polishing pads and systems useful for the polishing 

of substrates, and methods of making and using such polishing pads. 

SUMMARY 

In one embodiment, the present disclosure provides a polishing pad comprising a 

polishing layer having a working surface and a second surface opposite the working surface; 

wherein the working surface includes a land region and at least one of a plurality of 

precisely shaped pores and a plurality of precisely shaped asperities; 

wherein the thickness of the land region is less than about 5 mm and the polishing 

layer comprises a polymer; 

wherein the polishing layer includes a plurality of nanometer-size topographical 

features on at least one of the surface of the precisely shaped asperities, the surface of the 

precisely shaped pores and the surface of the land region; and 

wherein the polishing layer comprises a unitary polymeric sheet. 

In another embodiment, the present disclosure provides a polishing pad comprising a 

polishing layer having a working surface and a second surface opposite the working surface; 

wherein the working surface includes a land region and at least one of a plurality of 

precisely shaped pores and a plurality of precisely shaped asperities; 

wherein the thickness of the land region is less than about 5 mm and the polishing 

layer comprises a polymer; 

wherein the working surface comprises a secondary surface layer and a bulk layer; 

and wherein at least one of the receding contact angle and advancing contact angle of the 

secondary surface layer is at least about 20° less than the corresponding receding contact 

angle or advancing contact angle of the bulk layer; and 

wherein the polishing layer comprise a unitary polymeric sheet. 

In another embodiment, the present disclosure provides a polishing pad comprising a 

polishing layer having a working surface and a second surface opposite the working surface; 

wherein the working surface includes a land region and at least one of a plurality of 

precisely shaped pores and a plurality of precisely shaped asperities; 

wherein the thickness of the land region is less than about 5 mm and the polishing 

layer comprises a polymer; 
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wherein the working surface comprises a secondary surface layer and a bulk layer; 

and wherein the receding contact angle ofthe working surface is less than about 50°; and 

wherein the polishing layer comprises a unitary polymeric sheet. 

In yet another embodiment, the present disclosure provides polishing system 

comprising any one of the previous polishing pads and a polishing solution. 

In another embodiment, the present disclosure provides a method of polishing a 

substrate, the method comprising: 

providing a polishing pad according to any one of the previous polishing pads; 

providing a substrate; 

contacting the working surface ofthe polishing pad with the substrate surface; 

moving the polishing pad and the substrate relative to one another while 

maintaining contact between the working surface of the polishing pad and the 

substrate surface; and 

wherein polishing is conducted in the presence of a polishing solution. 

The above summary ofthe present disclosure is not intended to describe each 

embodiment of the present disclosure. The details of one or more embodiments ofthe 

disclosure are also set forth in the description below. Other features, objects, and advantages 

of the disclosure will be apparent from the description and from the claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The disclosure may be more completely understood in consideration of the following 

detailed description of various embodiments of the disclosure in connection with the 

accompanying figures, in which: 

FIG. 1A is a schematic cross-sectional diagram of a portion of a polishing layer in 

accordance with some embodiments of the present disclosure. 

FIG. IB is a schematic cross-sectional diagram of a portion of a polishing layer, in 

accordance with some embodiments of the present disclosure, 

FIG. IC is a schematic cross-sectional diagram of a portion of a polishing layer, in 

accordance with some embodiments ofthe present disclosure. 

FIG. 2 is an SEM image of a portion of a polishing layer of a polishing pad in 

accordance with some embodiments of the present disclosure. 
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What is claimed is: 

1) A polishing pad comprising a polishing layer having a working surface and a second 

surface opposite the working surface; 

wherein the working surface includes a land region and at least one of a plurality of 

precisely shaped pores and a plurality of precisely shaped asperities; 

wherein the thickness of the land region is less than 5 mm and the polishing layer 

comprises a polymer; 

wherein the polishing layer includes a plurality of nanometer-size topographical 

features on at least one ofthe surface of the precisely shaped asperities, the surface of the 

precisely shaped pores and the surface of the land region; and 

wherein the polishing layer comprises a unitary polymeric sheet. 

2) The polishing pad of claim 1, wherein the working surface includes a plurality of 

precisely shaped pores; and, optionally, wherein the depth of the plurality of precisely shaped 

pores is less than the thickness of the land region adjacent to each precisely shaped pore. 

3) The polishing pad of claim 1, wherein the working surface includes a plurality of 

precisely shaped asperities. 

4) The polishing pad of claim 1, wherein the plurality of nanometer sized features 

include regular or irregularly shaped grooves, wherein the width of the grooves is less than 

250 nm. 

5) The polishing pad of claim 1, wherein the polishing layer is substantially free of 

inorganic abrasive particles. 
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6) A polishing pad comprising a polishing layer having a working surface and a second 

surface opposite the working surface; 

wherein the working surface includes a land region and at least one of a plurality of 

precisely shaped pores and a plurality of precisely shaped asperities; 

wherein the thickness of the land region is less than 5 mm and the polishing layer 

comprises a polymer; 

wherein the working surface comprises a secondary surface layer and a bulk layer; 

and wherein at least one of the receding contact angle and advancing contact angle ofthe 

secondary surface layer is at least 20° less than, the corresponding receding contact angle or 

advancing contact angle of the bulk layer; and 

wherein the polishing layer comprise a unitary polymeric sheet. 

7) The polishing pad of claim 6, wherein the working surface includes a plurality of 

precisely shaped pores; and, optionally, wherein the depth of the plurality of precisely shaped 

pores is less than the thickness of the land region adjacent to each precisely shaped pore. 

8) The polishing pad of claim 6, wherein the working surface includes a plurality of 

precisely shaped asperities. 

9) The polishing pad of claim 6, wherein the chemical composition in at least a portion 

of the secondary surface layer differs from the chemical composition within the bulk layer; 

and wherein the chemical composition in at least a portion of the secondary surface layer, 

which differs from the chemical composition within the bulk layer, includes silicon. 

10) The polishing pad of claim 6, wherein the polishing layer is substantially free of 

inorganic abrasive particles. 
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11) A polishing pad comprising a polishing layer having a working surface and a second 

surface opposite the working surface; 

wherein the working surface includes a land region and at least one of a plurality of 

precisely shaped pores and a plurality of precisely shaped asperities; 

wherein the thickness of the land region is less than 5 mm and the polishing layer 

comprises a polymer; 

wherein the working surface comprises a secondary surface layer and a bulk layer; 

and wherein the receding contact angle of the working surface is less than 50°; and 

wherein the polishing layer comprises a unitary polymeric sheet, 

12) The polishing pad of claim 11, wherein the working surface includes a plurality of 

precisely shaped pores; and, optionally, wherein the depth of the plurality of precisely shaped 

pores is less than the thickness of the land region adjacent to each precisely shaped pore. 

13) The polishing pad of claim 11, wherein the working surface includes a plurality of 

precisely shaped asperities. 

14) The polishing pad of claim 11, wherein the receding contact angle of the working 

surface is less than 30°. 

15) The polishing pad of claim 11, wherein the polishing layer is substantially free of 

inorganic abrasive particles. 
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A method of polishing a substrate, the method comprising: 

providing a polishing pad according to any one of claims 1, 6 and 11; 

providing a substrate; 

contacting the working surface of the polishing pad with the substrate surface; 

moving the polishing pad and the substrate relative to one another while 

maintaining contact between the working surface ofthe polishing pad and the 

substrate surface; and 

wherein polishing is conducted in the presence of a polishing solution. 
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