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CRUDE OIL SELECTION FOR THE PRODUCTION OF LUBRICANT BASE STOCKS

FIELD

(6001} Methods are provided for evaluating the ability of crude oil or crude

fraction to scrve as a feedstock for production of lubricant base oils.

BACKGROUND

[60302] in lubes solvent extraction and dewaxing refining processes, rapid
tdentification of the ability for a crude oil, crude fraction, or other poteotial lube
reedstock for making a desirable lubricating oil is important for screening and cconomic
evaluation of poteotial fecdstocks. Early determination of the ability for a {crude)
feedstock to make a desirable hubricating oil can allow previously undemonstrated crudes
to be quickly processed into lubes, feading to more hubes feedstock flexibility and betier
refinery profitability. In this process, quick differentiation of “challenged” crudes from
norrnal lubes is valuable, since “challenged” lube crudes should not be processed indo
tubes at a high percentage within a feed slate for quality and/or cconomic reasons.
Otherwise, off-spec de-waxed oils (DWO) from “challenged” crudes might be generated
during refinery processing, which could result in downgrade of valuable DWO 1uto an

FCC feedstock.

SEUMMARY

LHEIRY In an aspect, a method of evaluating a feedstock is provided. The method
includes obtaining an isoparaffin content of a first distillate fraction from a first portion
of a feedstock; determining that the isoparaffin content of the first distillate fraction is
greater than a threshold level for isoparaffin content, the thresheld level for isoparaffin
content corresponding to an isoparaffin conteot of at feast 12 wit¥s; deterrmning that at
least one of a naphthene content and an aromatics content of the first distillate fraction is
within threshold levels: and solvent dewaxing at least a portion of a second distillate

fraction from a second portion of the crude ol to form a lubricant base oil.
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[6094] Iln another aspect, & method of evaluating a feedstock is provided. The
method includes obtaining an isoparaffin content of a first distillate fraction from a first
portion of a feedstock; determining that the isoparaffin content of the first distillate
fraction is less than a threshold level for isoparaffin content, the threshold level for
wsoparattin content corresponding to an isoparaffin content of at least 12 wi%; separating
at least a portion of a second distillate fraction from a second portion of the crude oil to
form a scparated distillate fraction having a kinematic viscosity between 3.5 ¢St and 16.5
cSt; solvent dewaxing at least a portion of the separated distiliate fraction to a pour point
target temperature to form a solvent dewaxed fraction; measuring the viscosity index of
the solvent dewaxed fraction; determining that the viscosity index of the solvent
dewaxed fraction is greater than a threshold viscosity index value; solvent dewaxing at
least a portion of a third distillate fraction from a third portion of the craude oil to form a

lubricant base oil.

BRIEE DESCRIPTION OF THE DRAWINGS

[6005] FIG. 1 shows a threc-axis plot representing paraffin content, naphthene

content, and aromatics content for a crude sample.

[6066] FiG. 2 shows a three-axis plot representing isoparaffin content, naphthene

content, and aromatics content for a crude sample.

{60871 FIG. 3 shows dewaxed distillate viscosity index values for distillate

fractions having a pour point of -9°C for a variety of crude samples.

DETAILED DESCRIPTION

{3888] Al nuraerical values within the detailed description and the claims hercin
arc modificd by “about” or “approximately” the indicated value, and take into account
experimental ervor and variations that would be expected by a person having ordivary

skill in the art,
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(verview

13809} In various claums, mcthods are provided for characterizing crude oils, crude
fractions, or other potential feedstocks for forming lubricating base oils in order to
determine the suitability of a feedstock for lubricating base oil production. One type of
characterization is to determine the isoparaffin content of a waxy distillate portion of a
toedstock. H has been determined that crude fractions that have low suitability for
tubricant base oil production also generally have aun isoparaffin content of 12 vol% or
less. This is in contrast to the paraffin content of a waxy distillate fraction, which does
not appear to have a strong correlation with the suitability of a feedstock for lubricant

base oil production.

[6016G] While determining the isoparaffin content of a waxy distillate fraction
provides a way to exclude feedstocks with lower suitability, some feedstocks that are
suitable for lubricating oil production are also excluded by this metric. A second method
for characterizing & feedstock is to determine the viscosity index (VI) of a dewaxed
distillate fraction at a defined pour point value, such as -9°C. Feedstocks that are less
suitable for lubricating base o1l production can have a negative VI value at a pour point
of -9°C, while feedstocks that are suitable can have a pesitive VI value. Thus,
feedstocks that have a distillate fraction with both an isoparaffin content of 12 vol% or
less and a dewaxed distillate VI that 1s negative can be identified as feedstocks that are
not suitable for lubricating base oil production. Feedstocks with distillate fraction having
a low isoparaffin countent (12 vol% or less) but a positive VI at -9°C for the dewaxed
distillate can be identified as suitable, and incorporated into a crude slate for production

of lubricating basc oils.

(6011} Group I basestocks or base otls are defined as base oils with less than 90
wit% saturated molecules and/or at least .03 wi% sulfur content. Group | basestocks
also have 4 viscosity index (V1) of at lcast 80 but less than 120, Group U bascstocks or
base oils contain at least 90 wt% saturated molecules and less than .03 wit% sulfur.
Group I basestocks also have a viscosity index of at least 80 but less than 120, Group
HI basestocks or base oils contain at least 90 wt%% satorated molecules and less than 8.03
wt% sulfur, with a viscosity index of at least 120. In addition to the above formal

definitions, some Group | basestocks may be referred to as a Group I+ basestock, which
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corresponds to a Group | basestock with a VI value of 103 to 108, Some Group [
basestocks may be referred to as a Group I+ basestock, which corresponds to a Group 1
basestock with a VI of at lcast 113, Some Group I bascstocks uay be referred to as a
Group I+ basestock, which corresponds to a Group I basestock with a V1 value of at

least 140,

[6012] Counventionally, a feedstock for lubricant base oil production is processed
either using solvent dewaxing or using catalytic dewaxing. In an example of solvent
dewaxing in a lube solvent plant, a vacuum gas oil (VGO) or another suitable feed is
fractionated ioto light neutral (LN) and heavy neutral (HN) distillates and a bottor
fraction by some type of vacuum distillation. The bottoms fraction is subsequently
deasphalied to recover an asphalt fraction and a brightstock., The LN distillate, HN
distillate, and brightstock arce then solvent extracted to remove the most polar molecules
as an extract and corresponding LN distillate, HN distillate, and brighstock ratfinates.
The raffinates are then solvent dewaxed to obtain a LN distillate, HN distillate, and
brightstock bascstocks with acceptable low temperature properties. I is beneficial to
hydrofinish the lubricant basestocks either before or after the solvent dewaxing step.
The resulting lubricant basestocks may contain a significant amount of aromatics (up to
25%} and high suifur (3300ppm).  Thus, the typical base oils formed from solvent
dewaxing alone are Group 1 basestocks. As an alternative, a raffinate hydroconversion
step can be performed prior to the solvent dewaxing. The hydroconversion 1s essentially
a treatment under high H, pressure in presence of a metal sulfide based hydroprocessing
catalyst which remove most of the sulfur and mitrogen. The amount of conversion in the
hydroconversion reaction is typically tuned to obtain a predetermined increase in
viscosity index and 95%+ saturates.  This allows the solvent dewaxed hubricant
basestock products to be used as Group U or Group H+ basestocks. Optionally, the wax
recovered from a solvent dewaxing unit roay also be processed by catalytic dewaxing to

produce Group Ui or Group I+ tubricant basestocks.
Feedstocks

6613} A wide range of petroleum and cheroical feedstocks can be processed in
accordance with the disclosure.  Suitable feedstocks include whole and reduced

petroleurn crudes, atroospheric and vacuam vesidua, atmospheric and vacuuro gas oils,
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and/or other feeds that contain a distillate portion sutable for formation of lubricant base
oils. A crude oil fraction is defined herein to mclude fractions of a whole crude that are
generated by distillation of a crude. Crude fractions, unless otherwise specified, are
defined heretn to include crude oils that have been at least partiaily processed, such as
synthetic crudes and/or other crude oils formed from tar sands or other non-traditional
source. The method can be applied to a crude oil or crude fraction from a single source

or to a mixture of crude oils and/or crude fractions.

[3014] One way of defining a feedstock is based on the betling range of the feed.
Oue option for defining a boiling range is to use an initial boiling point for a feed and/or
a final boiling point for a feed. Another option, which in some instances may provide a
more representative description of a feed, 1s to characterize a feed based on the amount
of the feed that boils at one or more temperatures. For example, a “T5” boiling point for
a foed 1s defined as the temperature at which 5 wt% of the foed will boil off. Sirotlarly, a
“T50” boiling point is a temperature at S8 wit% of the feed will boil. The percentage of a
toed that will boil at a given ternperature can be detormined by the mcethod specitfied n

ASTM D2RET.

[B015] Some suitable feeds can correspond to whole crudes. Such feeds can have a
broad boiling point range that includes both fucls and hubricant boiling range portions.
For more narrowly cut feeds that are still suitable for forming a lubricant oil, typical
feeds can include, for example, feeds with an initial boiling point of at least 650°F
(343°C), or at least 700°F (371°C), or at least 750°F (399°C). Alternatively, a feed may
be characterized using a T35 boiling point, such as a feed with a T5 boiling point of at
least 650°F (343°C), or at least 7T00°F (371°C), or at least 750°F (399°C). In some
aspects, the final botling point of the feed can be at least T100°F (593°C), such as at least
HISO°F (621°C) or at least 1200°F (649°C). In other aspects, 8 feed may be used that
does not inchude a large portion of molecules that would traditional be considered as
vacuumn distillation bottorns. For example, the feed may correspond to a vacuum gas oil
feed that has already been separated from a traditional vacuum bottoms portion.  Such
feeds include, for example, feeds with a final botling point of 1130°F (621°C), or 1106°F
{(593°C) or less, or 1050°F (566°C) or less. Alternatively, a feed may be characterized

using a T95 botling point, such as a feed with a T95 boiling point of 1130°F (621°C) or
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tess, or 1100°F (593°C) or less, or 1050°F (566°C) or less. An example of a suitable
type of feedstock is a wide cut vacuum gas oil (VGO feed, with a TS5 boiling point of at
least 700°F (371°C) and a T95 boiling point of 1100°F or less. Optionally, the mitial
boiling point of such a wide cut VGO feed can be at least 700°F and/or the final boiling
point can be at least 1100°F. It is noted that feeds with still lower mitial botling points
and/or T35 boiling points may also be suitable, so long as sufficient higher boiling
material is available so that the feedstock is suitable for lubricant base oil production.
Fractional weight botling poiuts, such as TS boiling points, can be calculated by any

convenient method, such as the method specified in ASTM method D2887.

6016} if a broader boiling range feed is used, the feedstock can initially be
distilled to form a distillate fraction. The cut point for separating a distillate fraction
from other lower boiling portions of the feed can correspond to any of the TS5 boiling
points described above. The distillate fraction can alse be separated from a resid or
bottoms portion of the feed. The cut point for separating the distillate fraction from the
vacuum resid or bottoms portion can be at least 950°F (510°C), such as at least 1000°F
{538°C). Additionally or alternately, the cut point for separating the distillate fraction

from the vacuurn resid can be 1IO0°F (593°C) or less.

(6017} As an alternative to sclecting a cut point for separating a distillate portion
from a feedstock based on a temperature, another option is to select a cut point so that
the resulting distillate fraction will have a desired kinematic viscosity. For example, if it
is desired to form a 100N visgrade base ol from the distillate fraction, the cut point for
forming the distillate fraction can be selected so that the kinematic viscosity of the
distillate fraction at 100°C is between 3.8 ¢St and 4.2 ¢St. It a 1SON visgrade base oil is
desired, the cut point for forming the distillate fraction can be selected so that the
lanematic viscosity of the distillate fraction at 100°C 1s between 5.1 ¢St and 5.8 ¢St. It a
600N visgrade base otl is desired, the cut point for forming the distillate fraction can be
sclected so that the lanematic viscosity of the distillate fraction at 100°C is between 13.8

cStand 16.2 ¢St

[6018] In some aspects, the solfor content of the feed can be at least 300 ppm by
weight of sulfur, or at least 1000 wppm, or at lcast 2000 wppm, or at least 4000 wppm,

or at least 10,000 wppm, or at least 20,000 wppm. Io other claims, including some
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clatms where a previously hydrotreated and/or hydrocracked feed is used, the sulfur
content can be 2000 wppm or less, or 1000 wppm or less, or 500 wppm or less, or 100

wpprn or less.

Processing to form Distillate and Dewaxed Dastillate fractions

[3019] In some claims, the feedstock for characterization can correspond to a
distillate boiling range feedstock. In other claims, one or more separation processes can
be used to separate the distiliate boiling range portion of a feedstock, such as a portion
boiling from at least 650°F (343°C) to T100°F {593°C) or less, from the other portions of
a feedstock. One cxample of a possible separation can be to use an atmospheric
distillation column to separate lower boiling compounents of a feedstock from a bottoms
portion (or optionally a bottoms portion and one or more other distillate portions). This
atmospheric bottoms portion can then be passed into a vacuum distiflation colurun to
separate the lower boiling portions from a vacuum bottoms portion.  Other potential
configurations for scparating a desired distillate boiling range portion of a whole or
partial crude ot (or another wide botling feedstock) from other portions of the feedstock

can also be used.

[B026] After forming the distillate fraction frora a crude o1l or other feedstock, the
distillate fraction can be characterized as described below to determine the isoparaffin,
aromatic, and naphthene content of the distillate fraction. Optionally, the distillate
fraction can then be solvent dewaxed in order to facilitate determination of the viscosity

mdex for the dewaxed distillate fraction.

16021} Solvent dewaxing typically involves mixing a feed with chilled dewaxing
solvent to form an oil-solvent solution. Precipitated wax is thercafter separated by, for
example, filtration. The temperature and solvent are selected so that the oil is dissolved
by the chilled solvent while the wax is precipitated. Optionally, an aromatics extraction
can be performed on the distillate prior to solvent dewaxing, so that the solvent dewaxing

1s performed on the raffinate from aromatics extractions.

6822} An example of a suitable solvent dewaxing process involves the use of a
cooling tower where solvent s prechilled and added ncrementally at several points

along the height of the cooling tower. The oil-solvent mixture is agitated during the
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chilling step to perroit substantially instantancous mixing of the prechilled solvent with
the otl. The prechilled solvent is added incrementally along the length of the cooling
tower so as to maintain an average chilling rate at or below 10°F per nunute, usually
between 1 to 5°F per minute. The final temperature of the oil-solvent/precipitated wax
mixture in the cooling tower will usually be between 0 and 50°F (-17.8 to 10°C). The
mixfure may then be sent to a scraped surface chiller to separate precipitated wax from

the mixture.

[(023] Representative dewaxing solvents are aliphatic ketones having 3-6 carbon
atoms such as methyl ethyl ketove and methyl isobutyl ketone, low molecular weight
hydrocarbons such as propane and butane, and mixtures thercof. The solvents may be

mixed with other solvents such as benzene, tolucne or xyleve.

[B024] In general, the amount of solvent added will be sufficient to provide a
tiquid/solid weight ratio between the range of 5/1 and 2{/1 at the dewaxing temperature
and a solvent/oil volume ratio between 1.5/1 to 5/1. The solvent dewaxed o1l 1s typically
dewaxed to a desired pour point. For the dewaxed distillate viscosity index test
described below, one option 18 to use solvent dewaxing to achicve a pour point value
of -9°C. Alternatively, the solvent dewaxing can be used to achieve other convenient
pour points that arc useful for charactenizing the distillate in order to determine a

viscosity index at a given temperature, such as a viscosity index at -9°C.

Isoparattin Evaluation versus Paraflin Evaluation

(6025 Based on an initial feedstock, or after formng a distillate fraction from the
initial feedstock, the distillate fraction can be characterized with regard to the types of
compounds in the fraction. One characterization method that is soretimes used for
characterization of naphtha fractions with a boiling point of 200°C or less is to determine
the percentages of three types of corapounds within the naphtha fraction:  paraffins,
aromatics, and naphthenes. This type of information can be generated using standard
laboratory techniques, such as gas chromatography and/or NMR analysis and/or other
methods.  For such a naphtha fraction, ASTM D35443 specifies a test method for

determining the amounts of paraffin, aromatics, and naphthene in the fraction.
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[8026] For a distilate fraction suttable for lubricant base oil formation, the boiling
range 18 significantly higher than the boiling range for the naphtha fractions specified in
ASTM D5443. However, standard laboratory analysis rocthods can still be used to
determine the paraffin, aromatics, and naphthene content of a distillate fraction. Such
analysis methods include gas chromatography mcthods, NMR analysis, and/or other
characterization methods. For example, the distillate portion of a8 wider boiling range
feedstock can be characterized directly, without forming a separate distillate fraction, by
using techniques such as high pressure lguid chromatography (HPLO) and/or gas
chromatography time-of-flight mass spectrometry to characterize the compounds within

the desired distitiate botling range.

[6627] FIGS. Ta and 1h show examples of a 3-axis plot showing the paraftin,
aromatic, and naphthene contents for the distillate portions of a variety of crude oils. In
FIG. 1b, the paratfin, aromatic, and naphthene contents are shown for a large nurnber of
crude oils that are suitable for lubricant base oil production. In other words, the crude
otls represented in FIG. 1b include a distillate fraction that, when solvent dewaxed, leads
to a suitable Group [ base oil. FIG. la shows a similar 3-axis plot for a number of
“challenged” crudes. The crude oils represented in FIG. 1a include a distillate fraction
that, when solvent dewaxed, does not lead to a lubricant base oil that meets conventional

specifications for a Group 1 base oil.

16028] As shown in FIGS. 1a and 1b, the paraffin, aromatics, and naphthene 3-axis
plots for challenged crudes and suitable crudes does not show any pattero or distinction
that distinguishes between the two types of crudes. The range of values for the
challenged crudes in FIG. 1s appears to be similar to the range of valucs for the suitable
crudes in FIG. 1b. This shows that a characterization of the distillate portion of crude oil
fractions based on paraffin, sromatics, and naphthence content provides only minimal

guidance with regard to the suitability of a crude for fubricant base il production.

13829] Based on the above, the paraffin, aromatics, and naphthene comparison
traditionally used for characterizing naphtha fractions provides only minimal assistance
m identifying suitable crudes for base oil production. However, an alternative type of
characterization can be used to identify a broad category of crude oils (and other

feedstocks) that includes challenged crudes / feedstocks within the category. FIGS 2a
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and 2b also show a type of 3-axis plot for the same crude samples shown n FIGS. la and
1b. In FIGS. 2a and 2b, the 3-axis plot shows the isoparaffin, aromatics, and naphthene
content for the distillate portions of challenged crudes and suitable crudes, respectively.
In the 3-axis plots shown in FIGS. Za and 2b, rather than characterizing the total paratfin
content of the distillate portion of a crude or crude fraction, only the isoparaffin portion
is characterized. This excludes the straight chain (waxy) paraffins within a distillate
fraction from the characterization. As shown in FIGS. 2a and 2b, characterizing the
challenged crudes based oun soparaftins instead of paratfins results in a clustering of data
for the challenged crudes. In particular, the challenged crudes in FIG. 2a all show an
wsoparathin content of 12 wit or less. This is in contrast to the suitable crudes or crude
fractions in FIG. 2b, which inciude samples with isoparaffin contents both greater than
and less than 12 wi%. Thus, one option for dentifying challenged crudes (and/or crude
fractions and/or other feedstocks) with reduced suitability for lubricant base oil
production s to simply identify crudes that have a distiliate portion with an isoparaffin
content of greater than 12 wit%. The value of 12 wit% corresponds to a threshold level
for isoparathin content.  For such suttable foedstocks, the aromatics content of the
distillate portion can be between threshold levels of 15 wit% to B0 wit%, while the
naphthene content of the distillate portion can be between threshold levels of 20 wt%s to
80 wit%. Other suitable threshold levels can be determined for use in evaluating a crude
oil for suitability. Other suitable threshold values can be determined, for example, by
using a database of historical crude oil data and fithng data from the database to
fetermine a threshold level As additional data on new crude oils or other feedstocks
becomes available, the additional data can be incorporated into the database and used to
modify the threshold levels. For clarity, isoparaffins are defined as non-cyclic alkanes

and that mnclude at least one side chain containing one or more carbon atorns.

Viscosity Index of Dewaxed Distillate Fractions

[(0306] Although identitying crude fractions with a distillate portion having an
isoparaffin content of 12 wt% or less can allow for exclusion of challenged crudes from
use for hubricant base oil production, this type of identification will also lead to exclusion
of some sutiable crudes / feedstocks. Tu some aspects, suitable feedstocks for Jubricant

base oil production that have an isoparaffin content of 12 wt% or less can be identified
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by further characterizing the distillate portion of a feedstock.  This further
characterization can include determining the viscosity index (V1) value for the distiliate
portion after dewaxing the distillate portion to a target pour pownt, such as a target pour

point of — 9°C.

6831} Determining a VI value for a dewaxed distillate portion at a pour point can
be determuined by any convenicut method. One option 15 to measure the VI value for a
dewaxed distillate fraction at the desired or target pour pownt. After formiong the distillate
portion, the distillate portion can be solvent dewaxed as described above. The severity
of the solvent dewaxing can be sutficient for achieving a desired pour point, such as 0°C
or less, -6°C or less, or -9°C or less. The viscosity index of the dewaxed distillate
fraction can then be directly wmeasured, such as by measuring the viscosity of the
dewaxed distillate at two different temperatures. Any convenient temperatures can be

sclected, such as 40°C, 100°C, 130°C, or other convenient temperatures,

[6032] FIG. 3 shows an example of the distinction between a challenged crude and
a suitable crude for lubricant base oil production based on the viscosity index value at a
pour point of -9°C. (The vertical axis shows an additional indexing value for a crude to
make it caster to view the number of samples that have a given viscosity index value.} In
FIG. 3, the viscosity index values at a pour point of -9°C are shown for the challenged
and suitable crudes displayed i FIGS. T and 2. As shown in FIG. 3, all of the
challenged crudes displayed in the plot have a viscosity index of less than zero at a pour
point of -9°C. By contrast, all of the suitable crudes have a positive viscosity index. As
a result, comparing the viscosity index of a crude oil at a given pour point with a
threshold viscosity index value can allow for suttable crudes with low soparaffin content
to be identified and used for lubricant base ol production, while feedstocks with both
low 1soparaffin content and low VI at the given pour point can be excluded. It is noted
that other pour points can be used as the given pour peint value, but the dividing Hne
between suitable and challenged crudes may correspond to a different VI value. The
threshold value used for the viscosity index and/or the target pour point can also be
updated in a manner stmilar to the method described above for updating the target

tsoparathin, naphthene, and aromatics content threshold values.
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[8033] When numerical lower limuts and numerical upper limits are histed herein,
ranges from any lower limit to any upper limit are contemplated. While the illustrative
claims of the disclosure have been described with particularity, it will be understood that
various other modifications will be apparent to and can be readily made by those skilled
in the art without departing from the spirit and scope of the disclosure. Accordingly, it is
not intended that the scope of the claims appended hereto be himited to the examples and
descriptions set forth herein but rather that the claims be construed as encompassing all
the features of patentable novelty which reside in the present disclosure, mchuding all
features which would be treated as equivalents thereof by those skilled in the art to which

the disclosure pertaims.

[6034] The present disclosure has been described above with reference to numerous
claims and specific cxamples. Many variations will suggest themselves to those skilled
in this art in light of the above detatled description.  All such obvious variations are

within the full intended scope of the appended claims.
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WHAT IS CLAIMED IS:

I. A method of evaluating a feedstock comprising: obtaining an isoparaf{lin content
of a first distillate fraction from a first portion of a feedstock; determining that the
isoparaffin content of the first distillate fraction is greater than a threshold fevel for
isoparaffin content, the threshold level for 1soparaffin content corresponding to an
isoparaffin content of at east 12 wi%; determining that at least one of a naphthene
content and an aromatics content of the first distillate fraction is within threshold levels;
and solvent dewaxing at least a portion of a second distillate fraction from a second

portion of the foedstock to form a lubricant base oil.

2. A racthod of evaluating a feedstock comprising: obtaining an isoparaffin content

of a first distillate fraction from a first portion of a feedstock; determining that the
wsoparattin content of the first distillate fraction s less than a threshold level for
wsoparathin content, the threshold level for isoparaflin content corresponding to an
isoparaffin content of at least 12 wit%,; separating at least a portion of a second distiliate
fraction from a second portion of the feedstock to form a separated distillate fraction
having a kincmatic viscosity between 3.5 ¢St and 16.5 ¢St; solvent dewaxing at least a
portion of the separated distillate fraction to a pour point target tevaperature to form a
solvent dewaxed fraction; measuring the viscosity index of the solvent dewaxed fraction;
determining that the viscosity index of the solvent dewaxed fraction is greater than a
threshold viscosity index value; solvent dewaxing at least a portion of a third distillate

tfraction frorm g third portion of the feedstock to form & lubricant basc oil.

Y

3. The method of Claira 2, wherein scparating at least a portion of a second distillate
fraction from a second portion of the feedstock to form a separated distiifate fraction
having a kincraatic viscosily between 3.5 ¢St and 16.5 ¢St coraprises cutting the
separated distillate fraction to a kinematic viscosity at 100°C of between 3.8 t0 4.2 ¢St
for a 100N visgrade base otl, a kinematic viscosity at 100°C of between 5.1 to 5.8 ¢St for
a 1SON visgrade base oil, or a kinematic viscosity at 100°C of between 13.8 10 16.2 ¢St

for a 600N visgrade base oil.

4. The method of Claims 2 or 3, wherein the at least a portion of the separated

distillate fraction is solvent dewaxed to a pour point target temperature of -9°C.
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5. The method of any of Claims 2 — 4, wherein the threshold viscosity index value is
{.

6. The method of any of the above claims, further comprising: obtaining at least one

of a naphthene content and an aromatics content of a distillate fraction from a portion of
the feedstock; comparing the at least one of a naphthene content and an aromatics
content to one or more threshold levels for naphthene content or aromatics content; and
determining that the at least one of a naphthene content and an aromatics content satisfies

the one or more threshold levels for naphthene content or aromatics content.

7. The method of Claim 6, wherein the threshold levels for isoparaffin content,
naphthene content, and aromatics content are based on a database of crude ouls for lube

products.

5. The method of any of the above claims, wherein obtaining the isoparaffin
content, the naphthene content, the aromatics content, or a combination thereof for a
distillate fraction of a feedstock comprises: distilling a sample of the feedstock to obtain
a sample distillate fraction; and measuring the isoparaffin content, naphthene content,

aromatics content, or a combination thereof of the sample distillate fraction.

g, The method of Claim 8, wherein the isoparaffin content, the naphthene content,
the aromatics content, or a combination thereof of the sample distillate fraction 1s

measured by NMR or gas chromatography.

10, The method of any of Claims 1 - 7, wherein obtaining the isoparaffin contend, the
naphthene content, the aromatics content, or a combination thereof for a distillate
fraction of a feedstock comprises using high pressure liquid chromatography and gas
chromatography time-of-tlight mass spectrometry to determine directly the isoparaffin
content, naphthene content, arornatics content, or a combination thereof for the distiliate

fraction without distilling the feedstock to separate out the distiliate.

11.  The method of any of the above claims, wherein a first threshold level for the
naphthene content 1s at least 20 wi% and a second threshold level for the naphthene

content 18 80 wit% or less.
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12, The method of any of the above claims, wherein a first threshold level for the
aromatics content is at least 15 wi% and a second threshold level for the aromatics

content 1s 80 wit% or less.

13. The method of any of the above claims, wherein the first distillate fraction, the
second distillate fraction, the third distillate fraction, or a combination thereof have a

boiling point range of 700°F {371°C) to 1100°F (593°C).

14, The method of any of the above claims, wherein the solvent dewaxing solvent is

ketone, propang, or a combination thereof.

15.  The method of any of the above clairos, further compuising the steps oft
evaluating a performance of a hubricant base ol formed from a second distillate fraction
or a third distillate fraction based; imcorporating the evaluated performance of the
lubricant basc oil along with at least one of an isoparaffin content, a naphthene content,
an arornatics content, or viscosity index of a dewaxed distillate fraction for the second
distillate fraction or the third distillate fraction into the database of crude oils; and

modifying at least one of a threshold level or a target pour point.

16. The method of any of the above claims, wherein the feedstock is a crude oil, a

crude oil fraction, a mixture of crude oils, or a combination thereof.



