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properties affect the residence time distribution. The inventors surprisingly found that the mean particle 

diameter and particle size distribution of the beads forming the packed bed have the highest impact on 

residence time distribution in the tested range. Specifically, the inventors found that said packed bed of non-

porous beads provides for a particularly narrow residence time distribution when the beads have a mean 

particle diameter in the range of 0.05 mm to 1 mm, and when the particle size distribution is narrow. 

Moreover, the inventors have found that larger volumes of the packed beds of non-porous beads result in 

narrower residence time distributions. Further, according to the disclosure, longer beds of beads (e.g. in forms 

of columns) also result in narrower residence time distributions. 

 

In contrast to many currently used methods, the methods of the present disclosure can be scaled-up easily. 

This is because the method of the present disclosure is not very sensitive to changes in flow rates and 

superficial linear velocities, and because the residence time distribution gets narrower when using packed 

beds of non-porous beads that have larger volumes and are longer. Thus, the method of the present 

disclosure can easily be integrated into commercial production processes.  

 

In one aspect, the present disclosure refers to a method for incubating a mixture of at least two liquids, the 

method comprising: i) mixing said at least two liquids to obtain a mixture; and ii) passing said mixture through 

a packed bed of inert non-porous beads, thereby incubating said mixture, wherein the method is for virus 

inactivation, and wherein a first of said at least two liquids is a liquid potentially containing a virus, wherein a 

second liquid of said at least two liquids comprises a virus-inactivating agent. 

 

In another aspect, the present disclosure refers to a method for preparing a biopharmaceutical drug, the 

method comprising performing the method for incubating the mixture of at least two liquids as disclosed 

herein, wherein said first liquid comprises a biopharmaceutical drug, and recovering said biopharmaceutical 

drug. 

 

In yet another aspect, the present disclosure refers to a device for the preparation of a biopharmaceutical 

drug, the device comprising a packed bed of non-porous beads, wherein the device is a continuous-flow 

reactor suitable for continuous virus inactivation, and wherein for the packed bed of non-porous beads, the 

fraction of the volume of voids over the total volume is in the range of 0.2 to 0.45. 

 

 

 

 

 

 



3a 

In a further aspect, the present disclosure refers to a method for modification of a continuous-flow virus 

inactivation process, wherein the modification comprises using a packed bed of inert non-porous beads for 

continuous-flow virus inactivation, and passing a mixture of at least two liquids through said packed bed of 

inert non-porous beads, thereby incubating said mixture for virus inactivation, wherein said virus inactivation 

process uses a virus-inactivating agent for virus inactivation, wherein a first of said at least two liquids is a 

liquid potentially containing a virus, wherein a second liquid of said at least two liquids comprises a virus-

inactivating agent, and wherein said continuous-flow virus inactivation process is optionally a process for the 

preparation of a biopharmaceutical drug. 

 

Overall, the present disclosure provides improved means for incubating liquids by providing the preferred 
examples described below: 
 
1. A method for incubating a mixture of at least two liquids, the method comprising: 
 
 i) mixing said at least two liquids to obtain a mixture; and  
 
 ii) passing said mixture through a structure having multiple interconnected channels, thereby 

incubating said mixture.  
 
2.  The method according to item 1, wherein the method is a continuous-flow method. 
 
3.  The method according to item 1 or 2, wherein said mixing and passing is carried out continuously. 
 
4.  The method according to any one of the preceding items, wherein the structure having multiple 

interconnected channels is a packed bed of non-porous beads. 
 
5. The method according to item 4, wherein the non-porous beads are inert non-porous beads. 
 
6. The method according to item 4 or item 5, wherein the non-porous beads are glass beads, or ceramic 

beads, or plastic beads such as PMMA beads, or steel beads. 
 
7.  The method according to any one of items 4 to 6, wherein the mean particle diameter of the non-

porous beads is in the range of 0.05-1 mm, preferably in the range of 0.05-0.6 mm, more preferably 

0.05 to 0.5 mm, and most preferably in the range of 0.05-0.3 mm. 
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CLAIMS 

  

1. A method for incubating a mixture of at least two liquids, the method comprising: 

 

 i) mixing said at least two liquids to obtain a mixture; and  

 

 ii) passing said mixture through a packed bed of inert non-porous beads, thereby incubating said 

mixture, 

 

 wherein the method is for virus inactivation, and wherein a first of said at least two liquids is a liquid 

potentially containing a virus, wherein a second liquid of said at least two liquids comprises a virus-

inactivating agent.  

   

2.  The method according to claim 1,  

  

 wherein the method is a continuous-flow method,  

 

 and/or wherein said mixing and passing is carried out continuously,  

 

 and/or wherein the inert non-porous beads are glass beads, or ceramic beads, or plastic beads such 

as PMMA beads, or steel beads. 

 

3.  The method according to claim 1 or 2,  

 

 wherein the mean particle diameter of the inert non-porous beads is in the range of 0.05-1 mm, or in 

the range of 0.05-0.6 mm or 0.05 to 0.5 mm, or in the range of 0.05-0.3 mm,  

 

 and/or wherein 95% of the inert non-porous beads do not deviate from the mean particle diameter by 

more than 50%, or not more than 35%, or not more than 20%. 

 

4. The method according to any one of claims 1 to 3, wherein the packed bed of inert non-porous beads 

has a length of at least 5 cm, or at least 10 cm, or at least 20 cm, or at least 30 cm, or at least 50 cm, 

or at least 70 cm, or at least 100 cm.  

 

5. The method according to any one of claims 1 to 4, wherein the method is characterized by at least one 

of the following: 

 

 (A) the packed bed of inert non-porous beads is obtainable by a method which comprises subjecting 

said inert non-porous beads to a vibration treatment,  

 

 (B) for the packed bed of inert non-porous beads, the fraction of the volume of voids over the total 

volume is in the range of 0.2 to 0.45 or in the range of 0.37 to 0.42,  

 

 (C) the packed bed of inert non-porous beads is contained in a column and/or a reactor, wherein the 

column has optionally a diameter of more than 5 mm, or a diameter of at least 10 mm,  
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 and/or  

 

 (D) the void volume of the packed bed of inert non-porous beads is at least 10 mL, or at least 40 mL, 

or at least 150 mL, or at least 470 mL or at least 700 mL.  

 

6. The method according to any one of claims 1 to 5, wherein said first liquid comprises a 

biopharmaceutical drug,  

 

 and/or wherein the method is for virus inactivation of enveloped viruses,  

 

 and/or wherein said virus is a retrovirus and/or a virus of the Flaviviridae family, wherein said retrovirus 

is optionally X-MuLV, and wherein said virus of the Flaviviridae family is optionally BVDV. 

 

7.  The method according to claim 6,  

 

 wherein the virus-inactivating agent is a solvent/detergent mixture suitable for solvent/detergent virus-

inactivating treatment, or an acidic solution suitable for low pH virus-inactivating treatment,  

 

 and/or wherein the virus-inactivating agent is a solvent/detergent mixture for solvent-detergent 

treatment,  

 

 and/or wherein the method achieves at least a 1 Log10 reduction value (LRV), at least a 2 LRV, at 

least a 4 LRV or at least a 6 LRV for at least one virus, and wherein said at least one virus is optionally 

a retrovirus and/or a virus of the Flaviviridae family, wherein said retrovirus is optionally X-MuLV, and 

wherein said virus of the Flaviviridae family is optionally BVDV.  

 

8. The method according to any one of claims 1 to 7,  

 

 wherein the superficial linear velocity of said mixture through said packed bed of inert non-porous 

beads is equal to or lower than 600 cm/h, or equal to or lower than 300 cm/h, or equal to or lower than 

200 cm/h, or equal to or lower than 100 cm/h, or equal to or lower than 50 cm/h, or equal to or lower 

than 20 cm/h,  

 

 and/or wherein the Bodenstein number of said mixture when passing through said packed bed of inert 

non-porous beads is equal to or higher than 50, or equal to or higher than 300, or equal to or higher 

than 400, or equal to or higher than 500, or equal to or higher than 600, or equal to or higher than 800. 

 

9. A method for preparing a biopharmaceutical drug, the method comprising performing the method of 

any one of claims 6 to 8, wherein said first liquid comprises a biopharmaceutical drug, and recovering 

said biopharmaceutical drug. 

 

10. A device for the preparation of a biopharmaceutical drug, the device comprising a packed bed of non-

porous beads, wherein the device is a continuous-flow reactor suitable for continuous virus 

inactivation, and wherein for the packed bed of non-porous beads, the fraction of the volume of voids 

over the total volume is in the range of 0.2 to 0.45. 
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11. The device according to claim 10, wherein the device is characterized by at least one of the following: 

 

 (a)  the non-porous beads are inert non-porous beads,  

 

 (b)  the non-porous beads are glass beads, or ceramic beads, or plastic beads such as PMMA beads, 

or steel beads,  

 

 (c) the mean particle diameter of the non-porous beads is in the range of 0.05-1 mm, or in the range of 

0.05-0.6 mm, or in the range of 0.05-0.5 mm, or in the range of 0.05-0.3 mm,  

 

 (d) the non-porous beads do not deviate from the mean particle diameter by more than 50%, or not 

more than 35%, or not more than 20%,  

 

 (e) the packed bed of non-porous beads has a length of at least 5 cm, or at least 10 cm, or at least 20 

cm, or at least 30 cm, or at least 50 cm, or at least 70 cm, or at least 100 cm,  

 

 (f) the packed bed of non-porous beads is obtainable by a method which comprises subjecting said 

non-porous beads to a vibration treatment,  

 

 (g) for the packed bed of non-porous beads, the fraction of the volume of voids over the total volume is 

in the range of 0.37 to 0.42,  

 

 (h) the packed bed of non-porous beads is contained in a column and/or a reactor, and the column 

optionally has a diameter of more than 5 mm or a diameter of at least 10 mm,  

 

 (i) the void volume of the packed bed of non-porous beads is at least 10 mL, or at least 40 mL, or at 

least 150 mL, or at least 470 mL or at least 700 mL,  

 

 (j) the device additionally comprises one or multiple mixers, which are connected to the packed bed of 

non-porous beads, and the mixer is optionally a static mixer such as a T-junction mixer, or the mixer is 

optionally a dynamic mixer such as a dynamic stirrer, and/or 

 

 (k) the device additionally comprises a filter, and the filter is optionally positioned between the packed 

bed of non-porous beads and a static mixer such as a T-junction mixer, and the filter has optionally a 

pore size of 0.2 µm. 

 

12.  A method for modification of a continuous-flow virus inactivation process, wherein the modification 

comprises using a packed bed of inert non-porous beads for continuous-flow virus inactivation, and 

passing a mixture of at least two liquids through said packed bed of inert non-porous beads, thereby 

incubating said mixture for virus inactivation,  

 

 wherein said virus inactivation process uses a virus-inactivating agent for virus inactivation, wherein a 

first of said at least two liquids is a liquid potentially containing a virus, wherein a second liquid of said 

at least two liquids comprises a virus-inactivating agent, and wherein said continuous-flow virus 

inactivation process is optionally a process for the preparation of a biopharmaceutical drug.  
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13.  The method according to claim 12, wherein said virus inactivation process is for virus inactivation of 

enveloped viruses,  

 

 and/or wherein the virus-inactivating agent used in said virus inactivation process is a 

solvent/detergent mixture suitable for solvent/detergent virus-inactivating treatment, or an acidic 

solution suitable for low pH virus-inactivating treatment and the virus-inactivating agent used in said 

virus inactivation process is optionally a solvent/detergent mixture for solvent-detergent treatment. 

 

14.  The method according to any one of claims 12 to 13, wherein the method is characterized by at least 

one of the following: 

 

 (1) the modification comprises modifying the virus inactivation process to achieve at least a 1 Log10 

reduction value (LRV), at least a 2 LRV, at least a 4 LRV or at least a 6 LRV for at least one virus,  

 

 (2) the modification comprises modifying the virus inactivation process such that Bodenstein number of 

the mixture passing through said packed bed of inert non-porous beads is equal to or higher than 50, 

or equal to or higher than 300, or equal to or higher than 400, or equal to or higher than 500, or equal 

to or higher than 600, or equal to or higher than 800,  

 

 (3) the modification comprises modifying the virus inactivation process such that the superficial linear 

velocity of the mixture through said packed bed of inert non-porous beads is equal to or lower than 600 

cm/h, or equal to or lower than 300 cm/h, or equal to or lower than 200 cm/h, or equal to or lower than 

100 cm/h, or equal to or lower than 50 cm/h, or equal to or lower than 20 cm/h,  

 

 and/or  

 

 (4) the modification comprises using a packed bed of inert non-porous beads as defined in any one of 

claims 2-5.  

 

15.  The method according to claim 14, wherein the modification comprises adjusting the flow through time 

of said mixture in said packed bed of inert non-porous beads to achieve said Log10 reduction value 

(LRV), and wherein the flow through time is adjusted by adjusting the superficial linear velocity of the 

mixture and/or the void volume of said packed bed of inert non-porous beads.  
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