DESCRIPTION

Title of Invention: IMAGE DECODING DEVICE, IMAGE ENCODING

DEVICE, AND METHOD THEREOF

Technical Field
[0001]

The present technology relates to an image decoding
device, image encoding device, and a method thereocf. More
particularly, encoding efficiency of quantization parameters
is improved.

Background Art
[0002]

In recent years, there have come into widespread use
devices which handle image information as digital in order
to perform highly effective information transmission and
storage at that time, for example, compliant to formats such
as MPEG or the like to comﬁress the image by orthogonal
transform such as digcrete cosine transform or the like and
motion compensation, both in broadcasting and general
households.

[0003]

In particular, MPEG2 (ISO / IEC 13818-2) is defined as

a general-purpose image encoding format, and has widely been

employed now by a broad range of applications for



professional usage and for consumer usage. By employing the
MPEG2 compression format, a code amount (bit rate) of 4
through 8 Mbps is allocated in the event of an interlaced
scanning image of standard resolution having 720 x 480
pixels, for example, whereby high compression and good image
guality can be realized. Also, a code amount (bit rate) of
18 through 22 Mbps is allocated in the event of an
interlaced scanning image of high resolution having 1920 x
1088 pixels, whereby high compression and good image quality
can be realized.

[0004]

Also, gtandardization has been performed as Joint Model
of Enhanced-Compression Video Coding which realizes higher
encoding efficiency though greater computation amount is
required for encoding and decoding thereof, and has become
an international Standard called H.264 and MPEG-4 Part 10
(hereinafter written as "H.264/AVC {(Advanced Video Coding)").
[0005]

With this MPEG and J.264/AVC, at the time of gquantizing
macroblocks, the size of quantization steps can be changed
so that the compression rate is constant. Also, with MPEG,
gquantization parameters proportionate to the gquantization
steps are used, and with H.264/AVC, quantization parameters
are used in which the parameter value increases by "6" when

the guantization step doubles. In MPEG and H.264/AVC,



gquantization parameters are encoded (see PTL 1).
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PTL 1: Japanese Unexamined Patent Application
Publication No. 2006-094081
Summary of Invention
Technical Problem
[0007]

Now, with encoding processing of guantization
parameters, in the event that the decoding order is in
raster scan order as illustrated in, Fig. 1 for example, a
gquantization parameter SliceQPY with an initial value is
used for the head macroblock of the slice. Subsequently,
processing is performed in the decoding order indicated by
the arrows, and the quantization parameters of this
macroblock is updated by the difference value in
guantization parameters as to the macroblock situated at the
left side (mb_gp delta). Accordingly, there are cases where,
when the decoding order transitions from the block at the
right edge to the block at the left edge, the difference
value becomes great since the image is different, and
encoding efficiency becomes poor. Also, encoding efficiency
becomes poor in the event that the difference value as to

the macroblock situated at the left side is great as well.



[ 0008]

Further, with inage conpression technol ogy,
standardi zation i s being studied for HEVC (H gh Efficiency
Vi deo Codi ng) which realizes even higher encoding efficiency
than the H 264/ AVC format. Wth this HDVC, basic units called
coding units (CU. Coding Unit) which are extensions of the
concept of macroblocks. In the event that each bl ock
illustrated in Fig. 2 is a coding unit, the decoding order is
the order of blocks with nunbers sequentially increasing from
"0". In the event that the decoding order is not raster scan
order in this way, noving fromblock "7" to block "8", for
exanple, or fromblock "15" to block "16", may conceivably
|l ead to a greater difference value since the spatial distance
is great.
[ 0009]

Enbodi ments of the present invention seek to inprove the

encodi ng efficiency of quantization paraneters.

Solution to Probl em
[ 0010]

Di scl osed herein is an i mage decodi ng devi ce, including:
an information acquiring unit configured to take quantization
paraneters of decoded bl ocks spatially or tenporally adjacent
to a block to be decoded, as selection candi dates, and extract,

fromstreaminformation, difference information indicating



difference as to a prediction quantization paraneter sel ected
fromthe selection candi dates; and a quantizati on paraneter
calculating unit configured to calculate, fromthe prediction
quanti zati on paraneter and the difference infornmation, a
guanti zati on paraneter of the block to be decoded.

[ 0011]

Wth the above discl osed device, difference information
indicating difference as to a prediction quantization
paraneter selected from sel ection candi dates, which are
quanti zati on paraneters of decoded bl ocks spatially or
tenporally adjacent to a block to be decoded, is extracted
fromstreaminformation. Also, with the i mage decodi ng devi ce,
at | east bl ocks where quantization paraneters are redundant or
bl ocks where inverse quantization using quantization
paraneters is not perforned are excluded from quanti zation
paraneters of decoded bl ocks spatially or tenporally adjacent
to the block to be decoded, and sel ection candi dates are taken.
For setting of the prediction quantization paraneter, a
guanti zation paraneter is selected in an order indicated by
identification information included in the stream i nformation,
wi th the adjacent decoded bl ocks in a predeterm ned order, for
exanple. Alternatively, determnation is performed of
sel ection candidates in an order set beforehand, and the
predi ction quantization paranmeter is set based on the

determination result. Alternatively, one or the other is



sel ected of processing of setting to the prediction

quanti zati on paranmeter a quantization paranmeter in an order

I ndicated by identification information included in the stream
i nformati on, and processing of determ ning selection

candi dates in an order set beforehand and setting the

predi ction quantization paraneter, based on the determ nation
result included in the streaminformation. Further, with the
above di scl osed i mage decodi ng device, a quantization
paraneter of the block to be decoded is cal cul ated by addi ng
difference which the difference information indicates to the
predi ction quantization paraneter. Further, in the event that
there is no selection candidate, a quantization paraneter of
an initial value in a slice is taken as the prediction

quanti zati on paranmeter. Also, including a quantization
paranmet er updated last in the selection candidates is also

per f or med.

[0012]

Di scl osed herein is an i nage decodi ng nethod, including: a
process of taking quantization paraneters of decoded bl ocks
spatially or tenporally adjacent to a block to be decoded, as
sel ection candi dates, and extracting, from stream information,
difference information indicating difference as to a
predi ction quantization paraneter selected fromthe selection
candi dates; and a process of calculating, fromthe prediction

guanti zati on paraneter and the difference information, a



guanti zati on paraneter of the block to be decoded.

According to a first aspect of the present invention,
there is provided an i mage encodi ng net hod, conpri sing:
setting, if a block adjacent to the left of a current bl ock
and a bl ock adj acent above the current block are available, a
predi ction quantization paranmeter derived from an average
val ue of a quantization paraneter of the block adjacent to the
|l eft and a quantization paranmeter of the bl ock adjacent above;
setting, if the block adjacent to the left and the bl ock
adj acent above are not available, the prediction quantization
paraneter derived froma quantization paraneter of a
processing unit not adjacent to the current bl ock; generating
a difference information indicating a difference between the
the prediction quantization paraneter and a quanti zation
paraneter of the current block; and generating stream
i nformati on including the difference infornation.
[ 0013]

Wth enbodi nents of the above encodi ng device, at |east
bl ocks where quanti zation paraneters are redundant or bl ocks
where quantization using quantization paranmeters i s not
perfornmed are excluded from quanti zati on paraneters of encoded
bl ocks spatially or tenporally adjacent to the block to be
encoded, and sel ection candi dates are taken. Also, a

quanti zati on paraneter updated last or the like is also



included in the selection candidates. A quantization paraneter
of which the difference as to the quantization paraneter set
fromthese selection candidates is the smallest, is selected
as the prediction quantization parameter, and identification
information for selecting the prediction quantization
paraneter fromthe selection candidates is generated. For
exanpl e, identification information is the order of bl ocks
corresponding to the selected quantization paraneter, with the
adj acent encoded bl ocks in a predeterm ned order. Also, the
predeterm ned array is an order of array where priority is
given to one of an encoded bl ock adjacent to the left side, an
encoded bl ock adj acent above, and an encoded bl ock tenporally
adj acent. Also, the order of array of adjacent encoded bl ocks
can be switched. Further, quantization paraneters of encoded
bl ocks tenporally adjacent nay be reordered in accordance wth
paranet er values, with the order of selected quantization
paraneters being taken as identification information. Al so,
determi nation of selection candi dates nay be perforned in an
order set beforehand, with the prediction quantization

par anet er being sel ected based on the determ nation result.
Further, with enbodi nents of the above i mage encodi ng devi ce,
di fference information indicating the difference between the
predi ction quantization paraneter and the set quantization
paranmeter is generated. Also, in the event that there is no

sel ection candidate, difference information indicating



di fference between a quantization paraneter of an initia

value in a slice, and the set quantization paraneters, is
generated. Also, selection can be nmade between processing of
setting a quantization paraneter of which the difference as to
the set quantization paraneter is the smallest as the

predi ction quantization paraneter, and processing of
perform ng determ nation of selection candidates in an order
set beforehand and sel ecting the prediction quantization

par anet er based on the determnation result, and determ nation
i nformati on indicating the sel ected processing is generated.
The generated difference information, identification
information, and determ nation information are included in
stream i nformati on generated by perform ng encodi ng processing
of the block to be encoded using the set quantization

par anet er .

[ 0014]

According to a second aspect of the present invention,
there is provided an i mage encodi ng apparatus conprising:. a
circuitry configured to: set, if a block adjacent to the |eft
of a current block and a bl ock adjacent above the current
bl ock are available, a prediction quantization paraneter
derived from an average val ue of a quantization paraneter of
the bl ock adjacent to the left and a quantization paraneter of
t he bl ock adjacent above; set, if the block adjacent to the

| eft and the bl ock adjacent
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above are not available, the prediction quantization paraneter
derived froma quantizati on paraneter of a processing unit not
adj acent to the current bl ock; generate a difference
information indicating a difference between the set prediction
guanti zati on paraneter and a quanti zation paraneter of the
current bl ock; and generate streaminformation including the

di fference i nfornation.

Advant ageous Effects of Invention
[ 0015]

According to the above aspects, quantization paraneters of
encoded bl ocks spatially or tenporally adjacent to a block to
be encoded are taken as sel ection candi dates, and a prediction
quanti zati on paraneter is selected fromthe selection
candi dates in accordance with the quantization paraneter set
to the block to be encoded. Difference information indicating
di fference between the prediction quantization paraneter and
the quantization paraneters set as to the block to be encoded
is generated. Accordingly, the difference of quantization
paraneters can be prevented from becom ng a great val ue, and
encodi ng efficiency of quantization paraneters can be inproved.
[ 0016]

Al so, in a case of decoding stream i nformation where



difference information is included, a prediction
guantization parameter is selected from quantization
parameters of decoded blocks spatially or temporally
adjacent to a block to be decoded, and a guantization
parameter of the block to be decoded is calculated from the
prediction guantization parameter and the difference
information. Accordingly, even in the event that stream
information is generated with improved encoding efficiency
of guantization parameters, the gquantization parameters can
be restored based on the prediction quantization parameter
and difference information when decoding this stream
information, and decoding processing can be correctly
performed.
Brief Description of Drawings
[oox7l]

[Fig. 1] Fig. 1 is a diagram illustrating a case where
decoding order is raster scan order.

[Fig. 2} Fig. 2 is a diagram illugtrating a case where
decoding order is not raster scan order.

[Fig. 3] Fig. 3 is a diagram illustrating a
configuration of an image encoding device.

[Fig. 4] Fig. 4 1s a diagram illustrating a
configuration of an information generating unit.

[Fig. 5] Fig. 5 is a diagram exemplarily illustrating a

hierarchical structure of a coding unit.



[Fig.

6] Fig. 6 is a flowchart illustrating operations

of an image encoding device.
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operations
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[Fig.
a sequence

[Fig.

7} Fig. 7 is a flowchart illustrating prediction

8] Fig. 8 is a flowchart illustrating intra
processing.

9] Fig. 9 is a flowchart illustrating inter
processing.

10] Fig. 10 is a diagram for describing

bf an information generating unit.

11] Fig. 11 is a diagram exemplarily illustrating
of an information generating unit.

12} Fig. 12 is a flowchart illustrating

regarding gquantization parameters in encoding.
13] Fig. 13 is a diagram exemplarily illustrating
parameter set.

14] ¥Fig. 14 1s a flowchart illustrating frame

encoding processing.

[Fig.

15] Fig. 15 is a diagram exemplarily illustrating

a picture parameter set.

[Fig.

16] Fig. 16 is a diagram exemplarily illustrating

a slice header.

[Fig.

17] Fig. 17 is a flowchart illustrating slice

encoding processing.

[Fig.

18] Fig. 18 is a diagram illustrating the



configuration of an image decoding device.

[Fig. 19] Fig. 19 is a diagram illustrating the
configuration of guantization parameter calculating unit.

[Fig. 20] Fig. 20 is a flowchart illustrating
operations of an image decoding device.

[Fig. 21] Fig. 21 is a flowchart illustrating
prediction image generating processing.

[Fig. 22] PFig. 22 is a flowchart illustrating
processing regarding quantization parameters in decoding.

[Fig. 23] Fig. 23 is a flowchart for describing other
operations of an image decoding device.

[Fig. 24] Fig. 24 is a diagram illustrating an
operation example in a case of implicitly predicting
quantization parameters.

[Fig. 25] Fig. 25 1is a flowchart example of a case of
implicitly predicting quantization parameters.

[Fig. 26] Fig. 26 illustrates another operation example
in a case of implicitly predicting quantization parameters.

[Fig. 27] Fig. 27 is a diagram exemplarily illustrating
a program.

[Fig. 28] Fig. 28 is a flowchart for describing other
operations of an image decoding device.

[Pig. 29] Fig. 29 is a diagram exemplifying a schematic
configuration of a computer device.

[Fig. 30] Fig. 30 is a diagram exemplifying a schematic



configuration of a television receiver.

[Fig. 31) Fig. 31 is a diagram exemplifying a schematic
configuration of a cellular telephone.

[Fig. 32] Fig. 32 is a diagram exemplifying a schematic
configuration of a recording/playback device.

[Fig. 33] Fig. 33 ig a diagram exemplifying a schematic
configuration of an imaging apparatus.

Description of Embodiments
[oo18]

Hereinafter, embodiments of the present invention will
be desgcribed. Note that description will proceed in the
fellowing order.

1. Configuration of Image Encoding Device

2. Operation of Image Encoding Device

3. Generating Operation of Identification Information and
Difference Information based on Quantization Parameters
4. Configuration of Image Decoding Device

5. Operation of Image Decoding Device

6. Other Operations of Image Encoding Device and Image
Decoding Device

7. Case of Software Processing

8. Cage of Application to Electronic Equipment

[0019]

<l. Configuration of Image Encoding Device>

Fig. 3 illustrates a configuration of an image encoding



device. The image encoding device 10 includes an
Analog/Digital conversion unit (A/D convergion unit) 11, a
screen rearranging buffer 12, a subtracting unit 13, an
orthogonal transform unit 14, a guantization unit 15, a
lossless encoding unit 16, a storage buffer 17, and a rate
‘control unit 18. Further, the image encoding device 10
includes an inverse quantization unit 21, an inverse
orthogonal transform unit 22, an adding unit 23, a
deblocking filter 24, a frame memory 26, a selector 26, an
intra prediction unit 31, a motion prediction/compensation
unit 32, and a prediction image/optimal mode selecting unit
33.

[0020]

The A/D conversion unit 11 performs conversion of
analog image signals into digital image data and outputs
these to the screen rearranging buffer 12.

[0021]

The screen rearranging buffer 12 performs rearranging
of frames as to the image data output from the A/D
conversion unit 11. The screen rearranging buffer 12
performs rearranging of the frames according to a GOP {(Group
of Pictureg) structure relating to the encoding processing,
and outputs the image data after rearranging to the
subtracting unit 13, rate control unit 18, intra prediction

unit 31, and motion prediction/compensation unit 32.



[0022]

The image data output from the screen rearranging
buffer 12 and the prediction image data selected at the
later-described prediction image/optimal mode selecting unit
33 are supplied to the subtracting unit 13. The subtracting
unit 13 calculates prediction error data which is a
difference between the image data output from the screen
rearranging buffer 12 and the prediction image data supplied
from the prediction image/optimal mode selecting unit 33,
and outputs this to the orthogonal transform unit 14.

[0023]

The orthogeonal transform unit 14 performs orthogonal
transform processing such as discrete cosine transform (DCT:
Discrete Cosine Transform), Karhunen-Loéve transform or the
like, as to the prediction error data output from the
subtracting unit 13. The orthogonal transform unit 14
outputs the transform coefficient data obtained by
performing orthogonal transform processing to the
guantization unit 15.

[0024]

The transform coefficient data output from the
orthogonal transform unit 14 and the guantization parameter
(quantization scale) from a later-described information
generating unit 19 are supplied to the quantization unit 15.

The quantization unit 15 performs quantization of the



transform coefficient data and outputs the quantized data to
the lossless encoding unit 16 and inverse quantization unit
21. Also, the gquantization unit 15 changes the bit rate of
guantized data based on the quantization parameters set at
the rate control unit 18.

[0025]

The quantized data output from the guantization unit 15,
identification information and difference information from
the later-described information generating unit 19,
prediction mode information from the intra prediction unit
31, and prediction mode information and difference motion
vector information and the like from the motion
prediction/compensation unit 32, are supplied to the
lossless encoding unit 16. Also, informaticn indicating
whether the optimal mode is intra prediction or inter
prediction ig supplied from the prediction image/optimal
mode selecting unit 33. Note that the prediction mode
information includes prediction mode and block size
information of motion prediction unit and so forth,
according to whether intra prediction or inter prediction.
[0026]

The lossless encoding unit 16 performs lossless
encoding processing as to the guantized data, for example
using variable length coding, arithmetic coding, or the like,

to generate stream information and outputs this to the



storage buffer 17. Also, in the event the optimal mode is
intra prediction, the lossless encoding unit 16 performs
logsless encoding on the prediction mode information
supplied from the intra prediction unit 31. Also, in the
event the optimal mode is inter prediction, the lossless
encoding unit 16 performs lossless encoding on the
prediction mode information and difference motion vectors
and the like supplied from the motion
prediction/compensation unit 32. Further, the lossless
encoding unit 16 performs lossless encoding of information
relating to the guantization parameters, such as difference
information for example. The lossless encoding unit 16
includes the information following lossless encoding in
stream information.

[0027]

The storage buffer 17 stores an encoded stream from the
lossless encoding unit 16. Also, the storage buffer 17
outputs the stored encoded stream with a transmission speed
in accordance with the transmission path.

[0028]

The rate control unit 18 performs monitoring of a
available capacity of the storage buffer 17, and sets the
quantization parameters such that, in the event that there
is little capacity available, the bit rate of the quantized

data drops, and in the event that there is sufficient



capacity the bit rate of the quantized data rises. Also,
the rate control unit 18 detects complexity of the image,
such as activity which is information indicating the
variance of pixel values for example, using image data
supplied from the screen rearranging buffer 12. The rate
control unit 18 the quantization parameters such that rough
quantization is realized for image portions where the
variance value of pixels is low and fine gquantization for
portions otherwise, for example, based on the detection
results of complexity of the image. The rate control unit
18 outputs the quantization parameters that have been set to
the information generating unit 19.

[0029]

The information generating unit 19 outputs the
guantization parameters supplied from the rate control unit
18 to the quantization unit 15. The information generating
unit 19 also takes quantization parameters of encoded blocks
spatially or temporally adjacent to a block to be encoded as
selection candidates. The information generating unit 19
selects a gquantization parameter from the selection
candidates in accordance with the quantization parameter set
at the rate control unit 18, and takes as a prediction
quantizatién parameter. Further, the information generating
unit 19 generates identification information corresponding

to the selected gquantization parameters, i.e.,



identification information for selecting prediction
gquantization parameters from the selection candidates, and
difference information indicating the difference between the
prediction quantization parameters and the set quantization
parameters.

[0030]

Fig. 4 illustrates a configuration of the information
generating unit. The information generating unit 19 has a
gquantization parameter memory unit 191 and a difference
computing unit 192. The information generating unit 19
outputs to the quantization unit 15 the quantization
parameters supplied from the rate control unit 18. Also,
the information generating unit 19 supplies the quantization
parameters supplied from the rate control unit 18 to the
guantization parameter memory unit 191 and difference
computing unit 192.

[0031]

The guantization parameter memory unit 191 stores the
supplied gquantization parameters. The difference computing
unit 192 reads out, from the guantization parametexrs of
encoded blocks stored in the guantization parameter memory
unit 191, quantization parameters of encoded blocks in the
spatial or temporal periphery of the block to be encoded, as
selection candidates. Also, at least blocks where

gquantization parameters are redundant, and blocks where



guantization using quantization parameters 1is not performed,
such as blocks where transform coefficient data to be
quantized at the quantization unit 15 is all "0" for example,
are excluded from selection candidates. Also, the
difference computing unit 192 excludes from selection
candidates, blocks (hereinafter referred to as "skip
blocks") regarding which determination has been made to
perform skip processing based on information from the later-
described motion prediction/compensation unit 32 and
prediction image/optimal mode selecting unit 33.

[0032]

The difference computing unit 192 selects a
guantization parameter from the quantization parameters, in
accordance with the gquantization parameter of the block to
be encoded, i.e., the quantization parameter supplied from
the rate control unit 18, as a prediction gquantization
parameter. The difference computing unit 192 further
generates difference information indicating the difference
between identification information for selecting prediction
guantization parameters from the selection candidates and a
guantization parameter of the block to be encoded, and
outputs thig to the lossless encoding unit 16.

[0033]
Returning to Fig. 3, the inverse guantization unit 21

performs inverse guantization processing of the quantized



data supplied from the gquantization unit 15. The inverse
gquantization unit 21 outputs the transform coefficient data
obtained by performing inverse quantization processing to
the inverse orthogonal transform unit 22.

[0034]

The inverse orthogonal transform unit 22 performs
inverse transform processing of the transform coefficient
data supplied from the inverse quantization unit 21, and
outputs the obtained data to the adding unit 23.

[0035]

The adding unit 23 adds data supplied from the inverse
orthogonal transform unit 22 and prediction image data
supplied from the prediction image/optimal mode selecting
unit 33 to generate decoded image data, and outputs to the
deblocking filter 24 and frame memory 26. Note that the
decoded image data is used as image data of the reference
image.

[0036]

The deblocking filter 24 performs filtering processing
to decrease block distortion which occurs at the time of
image encoding. The deblocking filter 24 performs filtering
processing to remove the block distortion from the decoded
image data supplied from the adding unit 23, and outputs the
decoded image data after filtering processing in the frame

memory 26.



[0037]

The frame memory 26 holds the decoded image data after
filtering processing supplied from the deblocking filter 24.
The decoded image held in the frame memory 26 is supplied to
the motion prediction/compensation unit 32 as reference
image data.

[0038]

The intra prediction unit 31 performs prediction in
intra prediction processing of all the candidate intra
prediction modes, using input image data of the image to be
encoded supplied from the screen rearranging buffer 12 and
reference image data supplied from the adding unit 23, and
determines an optimal intra prediction mode. The intra
prediction unit 31 calculates a cost function value for each
intra prediction mode for example, and takes the intra
prediction mode where the encoding efficiency is best, based
on the calculated cost function value, as the optimal intra
prediction mode. The intra prediction unit 31 outputs the
prediction image data generated in the optimal intra
prediction mode, and the cost function value of the optimal
intra prediction mode, to the prediction image/optimal mode
selecting unit 33. Further, the intra prediction unit 31
outputs prediction mode information indicating the intra
prediction mode to the lossless encoding unit 16.

[0039]



The motion prediction/compensation unit 32 performs
prediction in all candidate inter prediction modes, using
the input image data of the image to be encoded, supplied
from the screen rearranging buffer 12, and the reference
image data supplied from the frame memory 26, and decides
the optimal inter prediction mode. The motion
prediction/compensation unit 32 calculates a cost function
value in each inter prediction mode for example, and takes
the inter prediction mode where the encoding efficiency is
best, based on the calculated cost function values, as the
optimal inter prediction mode. The motion
prediction/compensation unit 32 outputs the prediction image
data generated in the optimal inter prediction mode and the
cost function value of the optimal inter prediction mode, to
the prediction image/optimal mode selecting unit 33.
Further, the motion prediction/compensation unit 32 outputs
prediction mode information relating to the optimal inter
prediction mode to the lossless encoding unit 16 and
information generating unit 19.

[0040]

The prediction image/optimal mode selecting unit 33
compares the cost function value supplied from the intra
prediction unit 31 to the cost function value supplied from
the motion prediction/compensation unit 32, and selects the

one of which the cost function wvalue is less than the other



as the optimal mode where the encoding efficiency will be
best. Also, the prediction image/optimal mode selecting
unit 33 outputs the prediction image data generated in the
optimal mode to the subtracting unit 13 and adding unit 23.
Further, the prediction image/optimal mode selecting unit 33
outputs information indicating whether the optimal mode is
the intra prediction mode or the inter prediction mode to
the lossless encoding unit 16 and information generating
unit 19. Note that the prediction image/optimal mode
selecting unit 33 performs switching of the intra prediction
or inter prediction in increments of slices.
[o041]
<2. Operation of Image Encoding Devicex

With the image encoding device, encoding processing is
performed with the macroblock size extended beyond that with
the H.264/AVC format, for example. Fig. 5 exemplarily
illustrates the hierarchical structure of coding units.
Note that Fig. 5 illustrates a case where the maximum size
is 128 pixels x 128 pixels, and the hierarchical depth
(Depth) is "s", For example, in the event that the
hierarchical depth is "0", a 2N x 2N (N = 64 pixels) block
is coding unit CUO. Also, when split flag = 1, the coding
unit CUO is divided into four independent N x N blocks, with
the N x N blocks being blocks of one hierarchical level

lower. That is to say, the hierarchical depth is "1", and
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2N x 2N (N = 32 pixels) blocks are coding unit CUl. In the
same way, when split flag = 1, this is divided into four
independent blocks. Further, when the depth "4" which is
the deepest hierarchical level, 2N x 2N (N = 4 pixels)
blocks are coding unit CU4, and 8 pixels x 8 pixels are the
smallest size for coding units CU. Also, with HEVC,
prediction unit (PU: Prediction Unit) which is a basic unit
for dividing coding units and predicting, and transform unit
(TU: Transform Unit) which is a basic unit for
transformation and guantization, are defined.

[0042]

Next, operations of the image encoding device will be
described with reference to the flowchart in Fig. 6. In
step ST11l, the A/D converting unit 11 performs A/D
conversion on the input image signals.

[0043]

In step ST12, the screen rearranging buffer 12 performs
image rearranging. The screen rearranging buffer 12 stores
image data supplied from the A/D converting unit 11 and
performs rearranging from an order for displaying the
pictures to an order for encoding.

[0044]

In step ST13, the subtracting unit 13 generates

prediction error data. The subtracting unit 13 calculates

the difference between the image data of images rearranged



in step 8T12 and prediction image data selected at the
prediction image/optimal mode selecting unit 33 to generate
prediction error data. The data amount of the prediction
error data is smaller than that of the original image data.
Therefore, data amount can be compressed in comparison with
a case where the image is encoded as it is.

[0045]

In step ST14, the orthogonal transform unit 14 performs
orthogonal transform processing. The orthogonal transform
unit 14 performs orthogonal transform on the prediction
error data supplied from the subtracting unit 13.
Specifically, orthogonal transform such as discrete cosine
transform, Karhunen-Loéve transform, and the like are
performed as to the prediction error data to output
transform coefficient data.

[004¢6]

In step ST15, the guantization unit 15 performs
quantization processing. The quantization unit 15 quantizes
transform coefficient data. Rate control is performed at
the time of guantization, as illustrated in the later-
described processing in step ST25.

[0047]

The inverse quantization unit 21 performs inverse

guantization processing in step ST16. The inverse

guantization unit 21 performs inverse qguantization on the



transform coefficient data quantized by the quantization
unit 15 with properties corresponding to the properties of
the quantization unit 15.

[00438]

In step ST17, the inverse orthogonal transform unit 22
performg inverse orthogonal trangform processing. The
inverse orthogonal transform unit 22 performs inverse
orthogonal transform on the transform coefficient data
subjected to inverse guantization by the inverse
guantization unit 21 with properties corresponding to the
properties of the orthogonal transform unit 14.

[0049]

In step ST18, the adding unit 23 generates reference
image data. The adding unit 23 adds the prediction image
data supplied from the prediction image/optimal mode
selecting unit 33 and the data after inverse orthogonal
transform of the corresponding position to this prediction
image, to generate decoded data (reference image data).
[0050]

In step ST19, the deblocking filter 24 performs
filtering processing. The deblocking filter 24 filters
decoded image data output from the adding unit 23 and
removes block distortion.

[0051]

In step ST20, the frame memory 26 stores the reference



image data. The frame memory 26 stores the decoded image
data after filtering processing (reference image data).
[0052]

In step ST21, the intra prediction unit 31 and motion
prediction/compensation unit 32 each performs prediction
processing. That is to say, the intra prediction unit 31
performs intra prediction processing of the intra prediction
mode, and the motion prediction/compensation unit 32
performs motion prediction/compensation processing of the
inter prediction mode. The prediction processing is
described below with reference to Fig. 7, in which the
prediction processing with all candidate prediction modes is
each performed, and cost function values with all the
candidate prediction mode are each calculated by this
processing. Further, based on the calculated cost function
values, the optimal intra prediction mode and optimal inter
prediction mode are selected, and the prediction image and
the cogt function and prediction mode information generated
in the selected prediction mode are supplied to prediction
image/optimal mode selecting unit 33.

{0053]

In step 8T22, the prediction image/optimal mode
gselecting unit 33 selects the prediction image data. The
prediction image/optimal mode selecting unit 33 decides in

the optimal mode of which the encoding efficiency is best,



based on each cost function value ocutput from the intra
prediction unit 31 and motion prediction/compensation unit
32. That is to say, the prediction image/optimal mode
selecting unit 33 decides the coding unit where the encoding
efficiency is best from each of the hierarchical levels
illustrated in Fig. 5 for example, the block size of
prediction untie in this coding unit, and which of intra
prediction and inter prediction to perform. Further, the
prediction image/optimal mode selecting unit 33 outputs the
prediction image data of the decided optimal mode to the
gubtracting unit 13 and adding unit 23. This prediction
image data is used for the computation of step ST13 and ST1S8,
as described above.

[0054]

In step ST23, the lossless encoding unit 16 performs
lossless encoding processing. The lossless encoding unit 16
performs lossless encoding on the guantization data output
from the quantization unit 15. That is, lossless encoding
such as variable length encoding or arithmetic encoding is
performed as to the gquantization data to be made data
compression. Also, the lossless encoding unit 16 performs
lossless encoding of prediction mode information and the
like corresponding to the prediction image data selected in
step ST22, and lossless encoded data such as prediction mode

information and the like is included in steam information



generated by performing lossless encoding of quantization
data.
[0055]

In step ST24, the storage buffer 17 performs storage
processing. The storage buffer 17 stores stream information
output from the lossless encoding unit 16. The stream
information stored in this storage buffer 17 is read out
appropriately and is transmitted to the decoding side over
the transmission path.

[0056]

In step 8T25, the rate control unit 18 performs rate
control. The rate control unit 18 controls, in the case of
storing stream information in the storage buffer 17, the
rate of the quantization operation of the guantization unit
15 so that overflow or underflow does not occur in the
storage buffer 17.

[0057]

Next, prediction processing in step ST21 in Fig. 6 will
be described with reference to the flowchart in Fig. 7.
[0058]

In step ST31, the intra prediction unit 31 performs
intra prediction processing. The intra prediction unit 31
performs intra prediction on the image of the prediction
unit to be encoded, in all candidate intra prediction modes.

Note that, for the image data of the decoded image referred



to in intra prediction, the decoded image data before being
subjected to deblocking filter processing by the deblocking
filter 24 is used. Due to this intra prediction processing,
intra prediction is performed in all candidate intra
prediction modes, and a cost function value is calculated
for all candidate intra prediction modes. One intra
prediction mode of which the encoding efficiency is best is
then selected from all intra prediction modes, based on the
calculated cost function values.
[0059]

In step ST32, the motion prediction/compensation unit
32 performs inter prediction processing. The motion
prediction/compensation unit 32 performs inter prediction
processing of all candidate inter-prediction modes using
decoded image data after deblocking filter processing stored
in the frame memory 26. Due to this inter prediction
processing, prediction processing is performed in all
candidate inter prediction modes, and cost function values
are calculated for candidate inter prediction modes. One
inter prediction mode of which encoding efficiency is the
best is then selected from all inter prediction modes, based
on the calculated cost function values.
[0060]

The intra prediction processing in step ST31 in Fig. 7

will be described with reference to the flowchart in Fig. 8.



[0061]

In step ST41, the intra prediction unit 31 performs
intra prediction of each prediction mode. The intra
prediction unit 31 generates prediction image data in each
intra prediction mode, using decoded image data before and
after blocking filter processing.

[0062]

In étep ST42, the intra prediction unit 31 calculates
cost function values in each prediction mode. Calculation
of cost function values is performed, as stipulated in JIM
(Joint Model) which is the reference software in the
H.264/AVC format, based on eilther technigue of the High
Complexity mode or Low Complexity mode.

[0063]

That is to say, in the High Complexity mode, up to the
lossless encoding processing is tentatively performed as to
all candidate prediction modes, and the cost function value
represented by the following Expression (1) are calculated
as to each prediction mode.

Cost (Mode € Q)=D+A e R ... (1)
[0064]

Q) represents an whole set of candidate prediction modes
to encode the image of this prediction unit. D represents
difference energy (distortion) between a decoded image and

an input image in the event that encoding has been performed



in prediction mode. R is generated code amount including
orthogonal transform coefficient, prediction mode
information, and so forth, and A is a Lagrange multiplier
given as a function of quantization parameter QP. That is,
in High Complexity Mode, up to the lossless encoding
processing is tentatively performed for all candidate
prediction modes as the processing of step ST42, and the
cogt function values represented by Expression (1) above are
calculated for each prediction mode.

[0065]

On the other hand, in the Low Complexity mode,
generating of prediction images and generating of header
bits including difference motion vectors and prediction mode
information and so forth, is performed for all candidate
prediction modes, and cost function values represented by
the following Expression (2) are calculated.

Cost (Mode € ) = D + QP2Quant (QP) e Header _ Bit .. (2)
[0066]

Q) represents the whole set of candidate prediction
modes to encode the image of this prediction unit. D
represents difference energy (distortion) between a decoded
image and an input image in the event that encoding has been
performed in prediction mode. Header Bit is a header bit
for the prediction mode, and QP2Quant is a function which is

given as a function of quantization parameter QP. That is,



in the Low Complexity Mode, the cost function value
represented by Expression (2) above is calculated for each
prediction mode, using generating of prediction image and
header bits such as motion vectors and prediction mode
information and so forth, as the processing of step ST42.
[0067]

In step ST43, the intra prediction unit 31 decides the
optimal intra prediction mode. The intra prediction unit 31
selects an intra prediction mode of which the cost function
value is the smallest based on the cost function values
calculated in step ST42, which is decided to the optimal
intra prediction mode.

[0068]

Next, the inter prediction processing of step ST32 in
Fig. 7 will be described with reference to the flowchart in
Fig. 9.

[0069]

In step ST51, the motion prediction/compensation unit
32 performs motion detection processing. The motion
prediction/compensation unit 32 detects motion vectors and
advances to step STH2.

[0070]

In step ST52, the motion prediction/compensation unit

32 performs motion compensation processing. The motion

prediction/compensation unit 32 performs motion compensation



using reference image data based on the motion vectors
detected in step ST51, and generates prediction image data.
[0071]

In step ST53, the motion prediction/compensation unit
32 performs calculation of cost function values. The motion
prediction/compensation unit 32 calculates cost function
values ag described above, using the input image data of the
prediction image which is to be encoded, and the prediction
image data generated in step ST52 and so forth, and advances
to step ST54.

[0072]

The motion prediction/compensation unit 32 decides an
optimal inter prediction mode. The motion
prediction/compensation unit 32 performs the processing from
step ST51 through ST53 for each inter prediction mode. The
motion prediction/compensation unit 32 distinguishes the
reference index where the cost function value calculated for
each prediction mode is the smallest value, the block size
of the coding unit, and the block size of the prediction
unit in this coding unit, and decodes the optimal inter
prediction mode. Note that with decision of the mode where
the cost function is the smallest, the cost function value
in a case of having performed inter prediction in skip mode
is also used.

[0073]



Also, in the event that the optimal inter prediction
mode has been selected as the optimal prediction mode at the
prediction image/optimal mode selecting unit 33, the motion
prediction/compensation unit 32 generates prediction image
data such that prediction image data of the optimal inter
prediction mode can be supplied to the subtracting unit 13
and the adding unit 23.

[0074]
<3. Generating Operation of Identification Information and
Difference Information based on Quantization Parameters>

In the above-described image encoding processing, the
image encoding device 10 sets guantization parameters that
sultable guantization is performed for each block according
to the complexity of the image. Also, the image encoding
device 10 generates ildentification information and
difference information and includes these in the gtream
information, to improve encoding efficiency of the
quantization parameters used in the guantization processing
in step STi15.

[0075]

Next, description will be made regarding generating of
the identification information and difference information.
The rate control unit 18 sets the quantization parameters
using the code amount control format stipulated with TM5 in

MPEG2, for example.



[0076]

With the code amount control format stipulated with TMS5
in MPEG2, the processing of step 1 through step 3 is
illustrated.

[0077]

In step 1, the amount of code to be allocated to each
picture within a GOP (Group of Pictures) is distributed to
the pictures not encoded yet, including pictures for
allocation, based on an allocation bit amount R. This
distribution is repeated in the order of encoded pictures
within the GOP. At thig time, code amount allocation to
each picture is performed using the following two
assumptions.

[0078]

The first assumption is that the product of mean
quantized scale code and generated code amount, used at the
time of encoding each picture, will be constant for each
picture type, unless the screen changes.

[0079]

Accordingly, after encoding each picture, parameters Xp,
Xp, and Xz (Global Complexity Measure) representing the
complexity of the screen are updated by Expressions (3)
through (5). The relation between the quantization scale
code and generated code amount can be estimated by these

parameters.



Xr = 81 ¢ Q1 .. {3)

Xp = Sp ¢ Qp ... (4)

Xs = Sz ¢ Qs ... (5)
[0080]

Here, S:, Sp, and Sz, are generated code bits at the
time of picture encoding, and Qi, Qp, and Qp, are mean
guantization scale code at the time of picture encoding.
Also, initial values are values illustrated by the
Expressions following (6), (7), and (8), using bit rate

[bits/sec] which is the target code amount.

X; = 160 x bit rate/115 ... (6)

Xp = 160 X bithrate/lls (T

Xg = 160 x bit rate/115 ... (8)
foos1]

The second assumption is that the overall image quality
will be constantly optimized when the ratios Kp and Xz for
quantization scale code of the P and B pictures, with the
quantization scale code of the I picture as a reference, are
such as stipulated in Expression (9).

Ke = 1.0; Kg = 1.4 ...(9)

[oc082]

That is to say, the quantization scale code for B
pictures is constantly set to 1.4 times the quantization
scale code for I and P pictures. This assumes that by

making the B pictures to be quantized somewhat coarser than



as compared with the I and P pictures and thereby adding the
code amount conserved with the B pictures to the I and P
pictures, the image quality of the I and P pictures will be
improved, and also the image quality of the B pictures
referring to thege will be improved.

[0083]

According to the above two assumptions, the allocated
code amounts (Ty, Tp, Tz) as to each picture in the GOP are
the values indicated in the Expressions (10), (11), and (12).
Note that picture rate indicates the number of pictures
displayed per second in this sequence.

[Math. 1]
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N +M § xpicture_rate
P KeXp
[0084]

Now, Np, Nz are the number of P and B pictures not
encoded within the GOP. That is to say, of the pictures not
encoded within the GOP, with regard to pictures to which
allocation is to be performed and those of different picture
types, estimation is made regarding how many times the
generated code amount of the picture for allocation the code
amount generated by those pictures will be, under the above-
described image quality optimization conditions. Next, how

many pictures to be encoded worth of code amount the



egtimated generated code amount which the entirety of
unencoded pictures generates is equivalent to is obtained.
For example, NyXp/X:Kp, which is the second term of the
denominator of the first argument in the expression relating
to Ty, expresses how many I pictures that the Np unencoded
pictures within the GOP are worth. Also, this is obtained
by multiplying Ny by a fraction S»/S; of the generated code
amount of the I picture ag to the generated code amount of
the P pictures, and expressing by Xy, Xp, and Xz as described
above.

[0085]

The bit amount as to the pictures for allocation is
obtained by dividing the allocation code amount R as to
unencoded pictures by the number of pictures. Note that a
lower limit is set to that value, however, taking into
consideration the overhead code amount for the header and so
forth.

[0086]

Based on the allocated code amount thus obtained, the
code amount R to be allocated to unencoded pictures within
the GOP is updated by expression (13) each time each picture
is encoded following steps 1 and 2.

R =R - Srps -..(13)

[0087]

Also, at the time of encoding the first picture of the
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GOP, R is updated by the following Expression (14).
[Math. 2]

_ bit_rate xN
picture_rate

-R - -0 (14

where N is the number of pictures within the GOP. Also,
the initial value of R at the beginning of the sequence is 0.
[0088]

Next, description will be made regarding step 2. In
step 2, a quantization scale code for actually matching the
allocation code amounts (Ty, Tp, TBX as to each picture,
obtained in step 1, to the actual code amount, is obtained.
The quantization scale code is obtained by feedback control
in macroblock increments for each picture type, based on the
capacity of three types of virtual buffers independently
established.

[0089]

First, before encoding of a j'th macroblock, the
occupation amounts of the virtual buffers are obtained by
Expressions (15) through (17).

IMath. 3]
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[0090]

d,t, dof, and d,® are the initial occupation amounts of
the virtual buffers, B; is the generated bit amount from the
head of the picture to the j'th macroblock, and MBg,: is the
number of macroblocks within a single picture.

(0091]

The occupation amounts of the virtual buffers at the
time of ending encoding of each picture (dMBene , GMBent',
dMBene®) are used as the initial values of the virtual
buffers occupation amount for the next picture (do*, &F, do®)
for the same picture type, respectively.

[0092]

Next, a reference quantization scale code Q; for the
j'th macroblock is calculated by Expression (18).

[Math. 4]

(1'><;3}
- o o .
Qj"""'—— (18)
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[0093]

r is a parameter controlling response speed of a

feedback group, called a reaction parameter, and is obtained

by Expression (19).

bit_rate
picture_rate

[0094]

Note that the initial value of the virtual buffer at

the beginning of the sequence is obtained by Expression (20).

[Math. 6]

P T P _ I B ¢ I L.
dy=10%57.d; =Ky dy, dy=Kged, (20)
[0095]

Next, step 3 will be described. Activity is obtained
from Expressions (21) through (23) using luminance signal
pixel values of the original image, e.g., using a pixel
values of a total of eight blocks of four 8 x 8 blocks in

frame DCT mode and four 8 x 8 blocks in field DCT encoding

mode.

[Math. 7]
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[0096]

The var_sblk in Expression (21) is the sum of sqguares
of difference between the image data of each pixel and the
average value thereof, so the more complex the images of
these 8 x 8 blocksg are, the greater the value is. Py in
Expressions (22) and (23) is in-block pixel values of
luminance signals of the original image. The reason that
the minimal value (min) is assumed in Expression (22) is to
make quantization finer in the event that there is even a
partially smooth portion within the 16 x 16 macroblock.
Further, a normalized activity N,y where the value thereof
is within the range of 0.5 to 2 ig obtained by Expression
(24).

[Math. 8]
_ 2xact;+avg_act

Nact; = ; e (24)
~act i+2xavg_act
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[0097]

avg_act is the average value of activity up to the
picture encoded immediately before. A guantization scale
code mguanty; which takes into consideration visual
properties is obtained by Expression (25) based on reference
quantization scale code Qj.

[Math. 9]

mquant; = Q; x Nact, « -+ (25)

[0098]

The rate control unit 18 outputs the gquantization scale
code mguanty calculated as described above as a quantization
parameter. Also, a gquantization parameter is generated for
the macroblock gituated at the slice boundary in the same
way as with macroblocks situated at other than the slice
boundary, with the same technique. Note that gquantization
parameters are not restricted to cases of being decided
based on activity as described above, and may be decided
such that the cost function value is smaller.

[0099]

Note that with the description of the rate control
method stipulated with TM5 in MPEG2 described above, a case
where processing is performed in increments of macroblocks
is described. Accordingly, by performing similar processing

in increments of blocks regarding which guantization



parameters can be switched, quantization parameters can be
set for each of the blocks regarding which quantization
parameters can be switched.

[0100]

Next, description will be made regarding generating
operations of information used to improve encoding
efficiency of quantization parameters. The information
generating unit 19 takes encoded quantization parameters
spatially or temporally adjacent to the block to be encoded
as selection candidates. The information generating unit 19
also selects a quantization parameter from selection
candidates in accordance with a guantization parameter set
as to the block to be encoded, and takes this as a
prediction quantization parameter. The information
generating unit 19 further generates identification
information for selecting a prediction quantization
parameter from selection candidates, and difference
information indicating the difference between the prediction
guantization parameter and a quantization parameter set to
the block to be encoded.

[0101]

Fig. 10 is a diagram for describing operations of the
information generating unit, illustrating a frame to be
encoded, and an encoded frame which is temporally closest in

display order. We will say that the gquantization parameter
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of the block to be encoded in the frame to be encoded is,
for example, "QP 0". Also, we will say that the
gquantization parameters of the block adjacent to the left is,
for example, "QP A". In the same way, we will say that the
quantization parameter of the blocks adjacent above, to the
upper right, to the upper left, and to the lower left are,
for example, "QP B", "QP_C", "QP D", and "QP _E". Also, we
will say that the guantization parameters of the block
temporally adjacent is "QP T". Note that when encoding the
block to be encoded in the frame to be encoded, the
quantization parameters "QP A" through "QP E" and "QP_T" are
stored in the guantization parameter memory unit 191. Also,
we will say that each block is the smallest increment block
regarding which quantization parameters can be changed.
[0102]

The difference computing unit 192 takes quantization
parameters of encoded block adjacent to the block to be
encoded as selection candidates, selects from the selection
candidates the guantization parameter of which the
difference as to the guantization parameter set to the block
to be encoded igs the sgmallest, and takes this as a
prediction gquantization parameter. The difference computing
unit 192 generates identification information for selecting
the prediction parameter from the selection candidates, and

difference information indicating the difference between the



prediction guantization parameter and the guantization
parameter of the block to be encoded.
[0103]

Fig. 11 is a diagram illustrating an operation example
of the information generating unit. Note that cases where
no guantization parameter is set to a block due to being a
skip block or with no residual information are indicated by
a "-m,

[0104]

With the block to be encoded ag block BKO, the
quantization parameters of the encoded blocks are "QP A =
32", "QP B = 40", "QP_C = 40", "QP_D = 35", "QP_E = -", and
"QP T = 31". Here, the information generating unit 19
excludes blocks where no quantization parameter is set to a
block due to being a skip block or a block with no residual
information, and blocks where quantization parameters are
redundant, from candidates. Accordingly, the selection
candidates are the encoded blocks of the guantization
parameters "QP A = 32", "QP B = 40", "QP D = 35", and "QP_T
= 31". Also, the information generating unit 19 sets
identification information, index Nos. for example, to the
selection candidates beforehand. The identification
information may be set to adjacent encoded blocks alone, or
may be set to the guantization parameters of the adjacent

encoded blocks.



[0105]

In the event of setting identification information to
adjacent encoded blocks, the information generating unit 19
sets index numbers in order of array with the adjacent
encoded blocks in a predetermined order of array. The
predetermined order of array is, for example, an order of
array where one of an encoded block adjacent to the left
side, an encoded block adjacent above, and an encoded block
temporally adjacent, is given priority. Also, the
information generating unit 19 may be capable of switching
the order of array. In the event of being capable of
switching the order of array, information indicating what
sort of order of array ig included in the stream information.
Also, the lossless encoding unit 16 and information
generating unit 19 perform settings and lossless encoding of
the identification information such that there is less code
amount when encoding the identification information of the
block given priority.

[0106]

The difference computing unit 192 selects a candidate
from the selection candidates where the difference as to the
guantization parameter of the block to be encoded is
smallest, and uses the identification information set to the
selected candidate, thereby generating identification

information for selecting a prediction guantization



parameter from the selection candidates. Also, the
difference computing unit 192 generates difference
information indicating the difference between the prediction
quantization parameters which is the selected candidate
guantization parameter, and the gquantization parameter of
the block to be encoded. For example, in the event of
giving priority to the encoded block adjacent to the left
side in Fig. 11, the information generating unit 19 sets "0
(index No.): block of QP A", "l: block of QP B", "2: block
of QP B", and "3: block of QP T". Also, if we way that the
gquantization parameter of the block to be encoded is "33"
for example, the difference computing unit 192 sets the
index No. of the block where the difference ag to the
quantization parameter of the block to be encoded is the
smallest, to identification information "0 (index No.)".
Also, the difference computing unit 192 generates difference
information "1 (= 33 -32)" indicating the difference between
the prediction quantization parameter and the guantization
parametef of the block to be encoded.

{01071}

By setting identification information to blocks to be
encoded in this way, the encoding efficiency of quantization
parameters can be improved. For example, if the block at
the left side is given priority and the block order is

guantization parameters "QP_A", "QP B", "QP C", “QP D",



"QP_E", "QP T", data amount will be small with images where
there are more blocks to be encoded that are similar to the
image of the block to the left side. Also, if the block
above 1s given priority and the block order is quantization
parameters "QP B", "QP A", "QP C", "QP D", "QP E", “QP T,
data amount will be small with images where there are more
blocks to be encoded that are similar to the image of the
block above. Further, if the block temporally adjacent is
given priority and the block order is gquantization
parameters “QP _T", "QP A", "QP B", “QP C", "QP D", "QP E",
data amount will be small with images where there are more
blocks to be encoded that are similar to the image
temporally adjacent, i.e., more still subjects.

[0108]

In a case of setting identification information as to
quantization parameters of adjacent encoded blocks, the
information generating unit 19 sets index Nos. with the
adjacent encoded blocks in a predetermined order of array.
For example, the information generating unit 19 sets index
Nos. in orxrder of guantization parameters with small
parameter values. That is to say, in the case of Fig. 11,
the information generating unit 19 sets index Nos. such as
"0 (index No.): 32 (guantization parameter)", "1:40", "2:35",
P3:310.

[0109]



The difference computing unit 192 selects a candidate
from the selection candidates where the difference as to the
quantization parameter of the block to be encoded is
smallest, and uses the identification information set to the
selected candidate, thereby generating identification
information for selecting a prediction guantization
parameter from the selection candidates. Also, the
difference computing unit 192 generates difference
information indicating the difference between the prediction
quantization parameter and the quantization parameter of the
block to be encoded. For example, if we say that the
quantization parameter of the block to be encoded ig "33",
the difference computing unit 192 generates difference
information "1 (= 33 -32)" as identification information.
[0110]

Also, in the event that there are not selection
candidates, the difference computing unit 192 generates
difference information indicating the difference between the
guantization parameter SliceQPY of the initial value in the
slice and the set guantization parameter.

[0111]

Fig. 12 is a flowchart illustrating processing
regarding guantization parameters in encoding. In step STé61,
the image encoding device 10 generates information for

obtaining a quantization parameters unit minimum size



(MinQpUnitSize). The quantization parameters unit minimum
size 1s the smallest size where quantization parameters can
be adaptively switched.

[0112]

The image encoding g device 10 uses, as information for
obtaining the guantization parameters unit minimum size
(MinQpUnitSize), difference as to a transform unit minimum
gize (MinTransformUnitSize), for example.

[0113]

The quantization parameters unit minimum size
(MinQpUnitSize) is determined by Expression (26).

MinQpUnitSize = l<<(log2 min transform unit size minus2

+ log2 min gp unit_size offset + 2) ... (26)

Note that "1ogz_min_transform_unit_size_minﬁsz“ is a
parameter for deciding the transform unit minimum size
(MinTransformUnitSize) .

[0114]

The transform unit minimum size (MinTransformUnitSize)
is decided by Expression (27).

MinTransformUnitSize =
l<<(log2 min transform unit_ size minus2

+ 2) ... (27)
[0115]
The difference between the guantization parameter unit

minimum size (MinQpUnitSize) and the transform unit minimum



size (MinTransformUnitSize) is, as can be clearly understood
from Expressions (26) and (27), is equivalent to
"log2_min gp unit size offset". Note that quantization
parameters are used in increments of transform units (TU).
That is to say, a guantization parameter is unchanged within
a transform unit.

[01l16]

Also, the guantization parameter unit minimum size
(MinQpUnitSize) may be decided in accordance with coding
unit size. In this case, the image encoding unit 10 uses,
for example, information stipulating the minimum size of the
coding unit CU (log2 min coding block size minus3), and
maximum size of the coding unit CU
(log2_diff max min coding block size). Note that the
maximum size of the coding unit CU "log2MaxCUSize" is as
illustrated in Expression (28).

log2MaxCUSize = log2 min coding block size minus 3 + 3

+ log2 diff max min coding block size ... (28)
[0117]

The logarithmic value of the guantization parameter
unit minimum size (log2MinQpUnitSize) is decided by
Expression (29).

log2MinQpUnit8ize = log2 min coding block size minus 3

+ log2 diff max min_coding block size



- log2 min gp unit size offset ... (29)
fo118]

Accordingly, setting "log2 min gp unit_size offset" so
as to be greater makes the quantization parameter unit
minimum size smaller. For example, in a case where the
smallest size of a coding unit CU is "8 x 8" and the
greatest size is "64 x 64", setting
"log2 min _gp unit _size offset" to "1" makes the quantization
parameter unit minimum size to be "32 x 32". Also, setting
"log2 min _gp unit size offset" to "2" makes the gquantization
parameter unit minimum size to be "16 x 16".

(0119]

In step ST62, the image encoding device 10 performs
processing of including the generated information in the
stream information. The image encoding device 10 includes
"log2 min _gp unit size offset", and
"log2 min _gp_unit_size offset" which is a parameter to
decide the transform unit minimum size
(MinTransformUnitSize), in the stream information, and
advances to step ST63. Also, in the event of deciding the
quantization parameter unit minimum size in accordance with
the coding unit size, "log2 min_coding block_size minus3®,
"log2_diff max min coding block size", and
"log2 min _gp unit_size offset" are included in the stream

information. The image encoding device 10 includes the



generated information in a sequence parameter set (SPS:
sequence parameter set) defined as a syntax of RBSP (raw
byte sequence payload), for example. Note that Fig. 13
exemplarily illustrates a sequence parameter set.

[0120]

In step ST63, the image encoding device 10 determines
whether or not a frame to encode exists. In the event that
a frame to encode exists, the image encoding device 10
advances to step ST 64 and performs frame encoding
processing illustrated in Fig. 14, and if this does not
exist, ends encoding processing.

[0121]

In the frame encoding processing in Fig. 14, in step
ST71 the image encoding device 10 determines whether or not
a slice to encode exists. In the event that a slice to
encode exists, the image encoding device 10 advances to step
ST72, and if this does not exist, ends the encoding
processing of the frame.

[0122]

In step ST72, the image encoding device 10 decides the
guantization parameters of the slice to encode. The image
encoding device 10 decides the gquantization parameter of the
initial value in the size so as to be a target code amount,
and advances to step ST73.

[0123]



In step ST73, the image encoding device 10 calculates
"slice gp delta". The guantization parameter SliceQPY of
the initial value in the slice has the relation illustrated
in Expression (30), with "pic init gp minus26" being set by
the user or the like beforehand. Accordingly, the image
encoding device 10 calculates "slice gp delta" so as to be
the quantization parameter decided in step ST72, and
advances to step ST74.

SliceQPY = 26 + pic_init gp minus26 + slice_gp delta

... (30)

[0124]

In step ST74 the image encoding device 10 includes
"slice_gp_delta" and "pic_init gp minus26" in the stream
information. The image encoding device 10 includes the
calculated "slice gp delta" in the header slice, for example,
of the stream information. Also, the image encoding device
10 includes the '"pic_init gp minus26" that has been set, in
the picture parameter set, for example, of the stream
information. By thus including the "slice_gp_delta" and
"pic_init_gp minus26" in the stream information, the image
decoding device which performs decoding of the stream
information can calculate the guantization parameter
SliceQPY of the initial value in the slice by performing the
computation of Expression (30). Note that Fig. 15

exemplarily illustrates a sequence parameter set, and Fig.



16 a slice header.
[0125]

In step ST75, the image encoding device 10 performs
slice encoding processing. Fig. 17 is a flowchart
illustrating performs slice encoding processing.

[0126]

In step 8T81 of Fig. 17, the image encoding device 10
determines whether or not a coding unit CU to encode exists.
In the event that a coding unit regarding which encoding
processing has not been performed yet exists in the slice to
be encoded, the image encoding device 10 advances to step
ST82. Also, in the event that encoding processing of all
coding units in the slice has been completed, the image
encoding device 10 ends the slice encoding processing.

[oL27]

In gstep ST82, the image encoding device 10 determines
whether or not a transform unit TU exists in the coding unit
CU to be encoded. In the event that a transform unit exists,
the image encoding device 10 advances to step ST83, and in
the event that a transform unit does not exist, advances to
step ST87. For example, in the event that all coefficients
to be guantized using a quantization parameter are "0", or
in a case of a skip block, the flow advances to step ST87.
[0128]

In step ST83, the image encoding device 10 decides the



guantization parameter of the coding unit CU to be encoded.
The rate control unit 18 of the image encoding device 10
decides the quantization parameter in accordance with the
complexity of the image of the coding unit as described
above, or guch that the cost function value is small, and
advances to step ST84.

[0129]

In step ST84, the image encoding device 10 sets
identification information to the selection candidates. The
information generating unit 19 of the image encoding device
10 takes gquantization parameters of encoded codings
gpatially or temporally peripheral to the coding unit to be
encoded, as selection candidates. Also, in the évent that
no gquantization parameters are set to the block due to being
a skip block or having no residual information, or in the
event that a quantization parameter is equal to another
candidate, the information generating unit 19 excludes these
from selection candidates. The image encoding device 10
gets identification information, e.g., index
(ref_gp block index) to the selection candidates, and
advances to step ST85.

[0130]

In step ST85, the image encoding device 10 generates

identification information and difference information. The

information generating unit 19 of the image encoding device



10 selects from the selection candidates a candidate where
the difference as to the quantization parameter of the
coding unit to be encoded is smallest, and takes this as a
prediction guantization parameter. The information
generating unit 19 generates identification information by
using the index (ref gp_block_index) of the selected
candidate as identification information for selecting the
prediction gquantization parameter from the selection
candidates. Also, the information generating unit 19 takes
the difference (gb_gp delta) between the prediction
quantization parameter and the quantization parameter of the
coding unit to be encoded, as difference information, and
advances to step ST86. Now, with the prediction
quantization parameter indicated by the index
(ref _gp block_index) of the determined candidate as
"ref gp(ref gp block index}", the gquantization parameter of
the coding unit to be encoded (CurrentQP) exhibits the
relationship indicated in Expression (31).

CurrentQP = gb gp_delta + ref gpl{ref gp block index)

... (31)
[0131]

In step 8T86, the image encoding device 10 includes the
identification information and difference information in the
stream information. The lossless encoding unit 16 of the

image encoding device 10 performs lossless encoding of the



identification information and difference information
generated at the information generating unit 19, includes in
the stream information, and advances to step ST87.

[0132]

In step ST87 the image encoding device 10 uses the
decided gquantization parameter to perform quantization of
the coding unit with the guantization unit 15, and returns
to step ST81.

[0133]

Thus, the image encoding device 10 selects, from
guantization parameters of encoded blocks spatially or
temporally adjacent to a block to be encoded, a candidate
where the difference as to the guantization parameter of the
block to be encoded is the smallest, as a prediction
quantization parameter. Also, the image encoding device 10
generates identification information corresponding to the
selected guantization parameter. Further, the image
encoding device 10 generates difference information
indicating difference between the prediction guantization
parameter and the guantization parameter of the block to be
encoded. The image encoding device 10 includes the
generated ldentification information and difference
identification in stream information. Thus, since a
candidate where the difference is the smallest is selected

as the prediction quantization parameter, the difference



between the prediction guantization parameter and the
quantization parameter of the block to be encoded can be
prevented from becoming a great value. Accordingly, the
image encoding device 10 can improve the encoding efficiency
of guantization parameters.

[0134]

<4. Configuration of Image Decoding Devices

Next, an image decoding device which performg decoding
processing of stream information output from the image
encodiné device will be described. The encoded stream
generated by encoding an input image is supplied to the
image decoding device via a predetermined transmission path,
recording medium, oxr the like, and decoded.

[0135]

Fig. 18 shows a configuration for an image decoding
device which performs decoding processing of stream
information. The image decoding device 50 includes a
storage buffer 51, a lossless decoding unit 52, an inverse
gquantization unit 53, an inverse orthogonal transform unit
54, an adding unit 55, a deblocking filter 56, a screen
rearranging buffer 57, and a digital/analog converting unit
(D/A converting unit) 58. Furthermore, the image decoding
device 50 includes a guantization parameter calculating unit
59, frame memory 61, an intra prediction unit 71, a motion

compensation unit 72, an a selector 73.



[0136]

The storage buffer 51 stores the stream information
which has been transmitted. The lossless decoding unit 52
decodes the stream information supplied from the storage
buffer 51 by a format corresponding to the encoding format
of the lossless encoding unit 16 in Fig. 3.

[0137]

The lossless decoding unit 52 operates as an
information obtaining unit and obtains wvarious types of
information from the stream information. For example, the
lossless decoding unit 52 outputs prediction mode
information obtained by decoding the stream information to
the intra prediction unit 71 and motion compensation unit 72.
Also, the lossless decoding unit 52 outputs difference
motion vectors, threshold values, or threshold value
generating information, obtained by decoding the stream
information, to the motion compensation unit 72. Alsco, the
lossless decoding unit 52 outputs information related to
guantization parameters obtained by decoding the stream
information, e.g., difference information and the like, to
the quantization parameter calculating unit 59. Further,
the lossless decoding unit 52 outputs the guantization data
obtained by decoding the stream information to the inverse
guantization unit 53.

{0138}



The inverse gquantization unit 53 performs inverse
guantization on the gquantization data decoded at the
lossless decoding unit 52 with the format corresponding to
the gquantization format of the quantization unit 15 in Fig.
3. The inverse orthogonal transform unit 54 performs
in&ersa orthogonal transform on the output of the inverse
quantization unit 53 with the format corresponding to the
orthogonal transform format of the orthogonal transform unit
14 in Fig. 3 and outputs to the adding unit 55.

[0139]

The adding unit 55 adds the data after inverse
orthogonal transform to prediction image data supplied from
the selector 73, to generate decoded image data and outputs
to the deblocking filter 56 and intra prediction unit 71.
[0140]

The deblocking filter 56 performs filtering processing
as to the decoded image data supplied from the adding unit
55, removes block distortion and then supplies to and stores
at the frame memory 61, and outputs to the screen
rearranging buffer 57.

[0141]

The screen rearranging buffer 57 performs rearranging
of the images. That is, the order of the frame rearranged
in order for encoding by the screen rearranging buffer 12 of

Fig. 3 is rearranged to the original order for display and



is output to the D/A converting unit 58.
[0142]

The D/A converting unit 58 performs D/A conversion on
the image data supplied from the screen rearranging buffer
57, go as to display the image by outputting to an unshown
display.

(01431

The quantization parameter calculating unit 59 restores
guantization parameters based on information supplied from
the lossless decoding unit 52, and outputs to the inverse
quantization unit 53. Fig. 19 illustrates the configuration
of the quantization parameter calculating unit, with the
having a computing unit 591 and a guantization parameters
memory unit 592.

[0144]

The computing unit 591 uses information supplied from
the losslegg decoding unit 52 and guantization parameters
gtored in the guantization parameters memory unit 592 to
restore the guantization parameter used in the quantization
in the encoding to which the block to be decoded has been
subjected to, and outputs to the inverse guantization unit
53. The computing unit 591 also'stores the gquantization
parameter of the block to be decoded in the guantization
parameters memory unit 592.

[0145]



The computing unit 591 uses, for example, the
"pic_init gp minus26" extracted from the parameter set, and
the "slice gp delta" extracted from the slice header, to
perform the computation of Expression (30), calculates the
guantization parameters SliceQPY, and outputs to the inverse
guantization unit 53.

[0146]

The computing unit 591 also uses the identification
information and difference information supplied from the
logsless decoding unit 52 and the quantization parameters of
the decoded blocks stored in the quantization parameters
memory unit 592, and calculates the guantization parameter
of the block to be decoded. The computing unit 591 outputs
the calculated guantization parameter to the inverse
quantization unit 53. In this case, the computing unit 591
reads out, from the quantization parameters of the decoded
blocks stored in the guantization parameters memory unit 592,
the guantization parameters of decoded blocks spatially or
temporally peripheral to the block to be decoded. The
computing unit 591 sets selection candidates in the same way
as with the difference computing unit 192. For example, the
computing unit 591 excludes at least blocks where
quantization parameters are redundant or blocks where
inverse guantization using quantization parameters is not

performed, and takes as selection candidates. Further, the



computing unit 591 sets identification information, i.e.,
index (ref gp block_index) equal to the difference computing
unit 192 as to the guantization parameters of each of the
candidates. That is to say, the computing unit 591 sets the
index (ref gp block index) with adjacent decoded blocks in a
predetermined order of array. The computing unit 591
performs computation of the Expression (31) using the
quantization parameter "ref gp(ref gp block index)"
corresponding to identification information supplied from
the lossless decoding unit 52, i.e., the prediction
quantization parameter and the difference indicated by the
difference information supplied from the lossless decoding
unit 52 (gb_gp delta). The computing unit 91 outputs the
calculated quantization parameter (CurrentQP) to the inverse
guantization unit 53 as the guantization parameter to be
decoded. Also, in the event that there is no sgelection
candidate, the computing unit 591 outputs the guantization
parameter of the initial value in the slice to the inverse
gquantization unit 53.

[0147]

Also, in the event that information specifying the
order of array of blocks has been extracted from the stream
information, the computing unit 591 sets index
(ref_gp_block_index) with the decoded blocks in the

specified order of array. Accordingly, even if the order of



array is changed at the image encoding device 10, the
guantization parameters used at the image encoding device 10
can be restored.

[01l48]

Returning to Fig. 18, the frame memory 61 holds the
decoded image data after filtering processing supplied from
the deblocking filter 24.

[0149]

The intra prediction unit 71 generates prediction image
data based on the prediction mode information supplied from
the lossless decoding unit 52 and decoded image data
supplied from the adding unit 55, and outputs the generated
prediction image data to the selector 73.

[0150]

The motion compensation unit 72 reads out reference
image data from the frame memory 61 based on the prediction
mode information and motion vector supplied from the
lossless decoding unit 52 and performs motion compensation,
to generate prediction image data. The motion compensation
unit 72 outputs the generated prediction image data to the
selector 73. Also, the motion compensation unit 72
generates prediction image data while switching filter
properties in accordance with the magnitude of the motion
vectors.

[0151]



The selector 73 selects the intra prediction unit 71 in
the case of intra prediction and the motion compensation
unit 72 in the case of inter prediction, based on the
prediction mode information supplied from the lossless
decoding unit 52. The selector 73 outputs the prediction
image data generated at the selected intra prediction unit
71 or motion compensation unit 72 to the adding unit 55.
[0152]

The selector 73 selects the intra prediction unit 71 in
the case of intra prediction and the motion compensation
unit 72 in the case of inter prediction, based on the
prediction mode information supplied from the lossless
decoding unit 52. The selector 73 outputs the prediction
image data generated at the selected intra prediction unit
71 or motion compensation unit 72 to the adding unit 55.
[0153]
<5. Operation of Image Decoding Devices

Next, operation of the image decoding device 50 will be
described with reference to the flowchart in Fig. 20.

[0154]

In step ST91, the storage buffer 51 stores the stream
information which has been gsupplied thereto. In step 8T92,
the lossless decoding unit 52 performs lossless decoding
processing. The lossless decoding unit 52 decodes the

stream information supplied from the storage buffer 51.



That is, the guantization data of each picture encoded by
the lossless encoding unit 16 in Fig. 3 is obtained. Also,
the lossless decoding unit 52, performs lossless encoding of
prediction mode information included in the stream
information, and in the event that the obtained prediction
mode information is information relating to the intra
prediction mode, outputs the prediction mode information to
the intra prediction unit 71. Also, in the event that the
prediction mode information is information relating to the
inter prediction mode, the lossless decoding unit 52 outputs
the prediction mode information to the motion compensation
unit 72. Further, the lossless decoding unit 52 outputs the
difference motion vectors, threshold values, or threshold
generating information, obtained by decoding the stream
information, to the motion compensation unit 72.

[0155]

In step ST93, the inverse quantization unit 53 performs
inverse gquantization processing. The inverse quantization
unit 53 performs inverse gquantization on the quantization
data decoded by the inverse decoding unit 52 with properties
corresponding to the properties of the quantization unit 15
in Fig. 3.

[0156]
In step ST94, the inverse orthogonal transform unit 54

performs inverse orthogonal transform processing. The



inverse orthogonal transform unit 54 performs inverse
orthogonal transform on the transform coefficient data
subjected to inverse guantization by the inverse
guantization unit 53 with properties corresponding to the
properties of the orthogonal transform unit 14 of Fig. 3.
(0157}

In step 8T95, the adding unit 55 generates the decoded
image data. The adding unit 55 adds the data obtained by
being performed inverse orthogonal transform processing to
the prediction image data selected in the later-described
step ST99, and generates decoded image data. Thus, the
original image is decoded.

[0158]

In step ST96, the deblocking filter 56 performs
filtering processing. The deblocking filter 56 performs
filtering processing of the decoded image data output from
the adding unit 55, and removes block distortion included in
the decoded image.

[0159]

In step 8T97, the frame memory 61 performs storage
processing of the decoded image data. Note that decoded
image data stored in the frame memory 61 and decoded image
data output from the adding unit 55 are used as reference
image data to generate prediction image data.

{0160]



In step ST98, the intra prediction unit 71 and motion
compensation unit 72 perform prediction processing. The
intra prediction unit 71 and motion compensation unit 72
each perform prediction processing corresponding to the
prediction mode information supplied from the lossless
decoding unit 52.

[01l61]

That is, when the prediction mode information of the
intra prediction is supplied from the lossless decoding unit
52, the intra prediction unit 71 performs intra prediction
processing based on the prediction mode information and
generates prediction image data. Also, in the event that
the prediction mode information of the inter prediction is
supplied from the lossless decoding unit 52, the motion
compensation unit 72 performs motion compensation based on
the prediction mode information and generates prediction
image data.

[0162]

In step 8T992, the selector 73 selects prediction image
data. The selector 73 selects the prediction image supplied
from the intra prediction unit 71 and prediction image data
supplied from the motion compensation unit 72 and supplies
the selected prediction image data to the adding unit 55, so
as to add to the output of the inverse orthogonal transform

unit 54 in step ST95, as described above.



[0163]

In step ST100, the screen rearranging buffer 57
performs image rearranging. That is to say, in the screen
rearranging buffer 57, the order of frames rearranged for
encoding by the screen rearranging buffer 12 of the image
encoding device 10 in Fig. 3 is rearranged to the original
order for display.

[0164)

In step ST101, the D/A conversion unit 58 performs D/A
conversion on the image data from the screen rearranging
buffer 57. This image is output to the unshown display and
the image is displayed.

[0165]

Next, the prediction image generating processing in
step ST98 in Fig. 20 will be described with reference to the
flowchart in Fig. 21.

[0166]

In step ST111l, the lossless decoding unit 52 determines
whether or not the current block has been intra encoded. In
the event of the prediction mode information obtained by
performing lossless decoding being intra prediction mode
information, the lossless decoding unit 52 supplies the
prediction mode information to the intra prediction unit 63
and advances to gtep ST1l1l2. Also, in the event of the

prediction mode information not being inter prediction mode



information, the lossless decoding unit 52 supplies the
prediction mode information to the motion compensation unit
72, and proceeds to step ST113.

[0167]

In step ST112, the intra prediction unit 71 performs
intra prediction processing. The intra prediction unit 71
performs intra prediction using decoded image data before
deblocking filter processing and prediction mode information
supplied from the adding unit 55, and generates prediction'
image data.

[o168]

In step ST113, the motion compensation unit 72 performs
inter prediction image generating processing. The motion
compensation unit 72 reads out reference image data from the
frame memory 61 and generates prediction image data, based
on information supplied from the lossless decoding unit 52
such as prediction mode information and so forth.

[0169]

Fig. 22 is a flowchart illustrating processing relating
to guantization parameters in decoding. In step ST121, the
image decoding device 50 extracts information to obtaining
the gquantization parameter unit minimum size. The image
decoding device 50 extracts information for obtaining the
quantization parameter unit minimum size, e.g.,

"log2 min gp unit size offset" from the stream information,



and advances to step ST122.
[0170]

In step 8T122, the image decoding unit 50 calculates
the guantization parameter unit minimum size. The image
decoding unit 50 performs the computation of Expression (26)
using "log2 min gp unit size offset", and parameter
"log2 min transform unit size minus2" which decides the
trangform unit minimum size (MinTransformUnitSize), and
calculates the quantization parameter unit minimum size
(MinQpUnitSize). Also, the image decoding unit 50 may
calculate the guantization parameter unit minimum size
(MinQpUnitSize) by the computation of Expression (29).
[0171]

In step ST123, the image decoding unit 50 determines
whether or not there exists a frame to decode. In the event
that there exists a frame to decode, the image decoding unit
50 advances to step ST124, and in the event that there
exists no frame to decode, ends the processing.

[0172]

In step ST124, the image decoding unit 50 determines
whether or not there exists a slice to decode. In the event
that there exists a slice to decode, the image decoding unit
50 advances to step ST125, and in the event that there
exists no slice to decode, returns to step ST123.

[0173]



In step ST125 the image decoding unit 50 extracts
information for obtaining the qguantization parameter of the
initial value in the slice. The lossless decoding unit 52
of the image decoding unit 50 extracts, for example,
"pic_init gp minus26" from a picture parameter set (PPS:
picture parameter set). Also, "slice gp delta" is extracted
from the slice header, and advances to step ST126.

[0174]

In step ST126, the image decoding unit 50 calculates
the quantization parameter of the initial value in the slice.
The guantization parameter calculating unit 59 of the image
decoding unit 50 performs computation of Expression (30)
using "pic_init gp minus26" and "slice gp delta", calculates
quantization parameter SliceQPY, and advances to step ST127.
[0175]

In step ST127, the image decoding unit 50 determines
whether or not there exists a coding unit CU to decode. In
the event that there exists a coding unit to decode, the
image decoding unit 50 advances to step $T128, and in the
event that there exists none, returns to step ST124.

[0176]

In step ST128, the image decoding unit 50 sets
identification information to the selection candidates. The
quantization parameter calculating unit 59 of the image

decoding unit 50 sets identification information to the



selection candidates in the same way as with the information
generating unit 19 of the image encoding device 10. That is
to say, the quantization parameter calculating unit 59 takes
gquantization parameters of decoded codings spatially or
temporally peripheral to the coding unit to be decoded, as
selection candidates. Also, in the event that no
guantization parameters are set to the block due to being a
skip block or having no residual information, or in the
event that a guantization parameter ié egual to another
candidate, these are excluded from selection candidates.

The quantization parameter calculating unit 59 sets
identification information equal to the image encoding
device 10, e.g., index (ref gp block index), to the
guantization parameters of the candidates, and advances to
gtep ST129.

{0177]

In step ST129, the image decoding unit 50 obtains
identification information and difference information. The
lossless decoding unit 52 of the image decoding unit 50
extracts the identification information and difference
information included in the stream information at the image
encoding device 10, i.e., the index (ref gp_block index) and
difference gb gp delta). The lossless decoding unit 52
supplies the extracted identification information and

difference information to the guantization parameter



calculating unit 59 ad advances to step ST130.
[0178]

In step ST130, the image decoding unit 50 uses the
identification information and difference information to
calculate quantization parametersgs. The quantization
parameter calculating unit 59 of the image decoding unit 50
performs the computation of Expression (31) using the
guantization parameter "ref gp (ref gp block index"
corresponding to the index (ref gp block index) which is
identification information, and (gb_gp delta) which is
difference information. That is to say, by adding the
difference to the prediction qguantization parameter, the
quantization parameter of the coding unit to be decoded is
calculated. The guantization parameter calculating unit 59
outputs the quantization parameter of the coding unit to be
decoded (CurrentQP) to the inverse quantization unit 53, and
returns to step ST124.

[0179]

Thug, by using identification information and
difference information included in the stream information,
quantization parameters related to the block to be decoded
can be restored even 1f guantization parameters of each of
the blocks are not included in the stream information. That
is to say, even if the encoding efficiency of the

guantization parameters has been improved by using



identification information and difference information at the
image encoding device 10, the quantization parameters
relating to each of the blocks can be restored and decoding
processing can be correctly performed to generate a decoded
image at the image decoding unit 50.
[0180]
<6. Other Operations of Image Encoding Device and Image
Decoding Devices

With the above-described operations of the image
encoding device and image decoding device, guantization
parameters of encoded blocks spatially or temporally
adjacent to the block to be encoded are taken as selection
candidates. Also, a guantization parameter selected from
the selection candidates in accordance to a guantization
parameter set as to the block to be encoded is taken as a
prediction guantization parameter. Further, encoding
efficiency of guantization parameters is improved by
including, in the stream information, identification
information for selecting the prediction guantization
parameter from the selection candidates, and difference
information indicating the difference between the prediction
gquantization parameter and the guantization parameter set to
the block to be encoded.
[0181]

However, the selection candidates are not restricted to



guantization parameters of encoded blocks spatially or
temporally adjacent to the block to be encoded, and the last
updated quantization parameter may be included in the
selection candidates. As described later, even a block
where encoded blocks spatially.of temporally adjacent do not
involve inverse quantization, a quantization parameter of a
block at a position near to the block to be encoded can be
set as a prediction quantization parameter. Further,
quantization parameters may be implicitly or explicitly
predicted quantization parameters of selection candidates,
and difference information indicating the difference between
the predicted gquantization parameters and the quantization
parameter of the block to be encoded, may be generated.
[0182]

Next, description will be made regarding a case of
deciding the guantization parameter unit minimum size
(MinQpUnitSize) in accordance with the coding unit size, and
implicitly or explicitly selecting a prediction quantization
parameter from quantization parameters of selection
candidates, as another operation of the image encoding
device and image decoding device. Note that description
will be made below regarding to portions differing from the
image encoding device and image decoding device described
above.

[0183]



In the event of implicitly or explicitly selecting a
prediction quantization parameter from guantization
parameters of selection candidates, the image encoding
device includes distinguishing information
"gp_explicit flag" indicating whether to explicitly or
implicitly decide guantization parameters. Also, an
arrangement may be made with the image encoding device and
image decoding device where whether to implicitly decide or
explicitly decide quantization parameters is decoded
beforehand.

[0184]

To implicitly decide quantization parameters means a
prediction quantization parameter eqgual to the image
encoding device can be selected at the image decoding device,
without supplying identification information to select the
prediction guantization parameters from the selection
candidates from the image encoding device to the image
decoding device. Specifically, there is a method of
selecting a quantization parameter from the selection
candidates based on a priority order decided beforehand and
deciding the prediction quantization parameter, a method of
taking a stochastic value of quantization parameters of the
selection candidates as a prediction guantization parameter,
a method of weighting quantization parameters of the

selection candidates in accordance to distance from the



current block, and taking a stochastic value of weighted
guantization parameters as a prediction guantization
parameter, or the like.

[0185]

To explicitly decide quantization parameters means a
prediction quantization parameter equal to the image
encoding device can be selected at the image decoding device,
by supplying identification information to select the
prediction guantization parameters from the selection
candidates from the image encoding device to the image
decoding device. Specifically, there is a method of
calculating index information specifying a selection
candidate at the image encoding device and including this in
the stream information, and using the guantization parameter
of the selection candidate indicated in the index
information as the prediction quantization parameter at the
image decoding device, a method where index information is
not included in blocks regarding which guantization is not
performed, and so forth.

[0186]

Fig. 23 is a flowchart for describing another operation
of the image encoding device, illustrating slice encoding
processing. In step ST141, the image encoding device 10
determines whether or not a coding unit CU to be encoded

exists. In the event that a coding unit which has not been



subjected to encoding processing exists in a slice to be
encoding processed, the image encoding device 10 advances to
step ST142. In the event that encoding processing has been
completed for all coding units in the slice, the image
encoding device 10 ends the slice encoding processing.

[0187]

In step ST142, the image encoding device 10 splits the
coding unit CU. The image encoding device 10 splits the
coding unit CU as illustrated in Fig. 5, decides the size of
the coding unit where the cost function value is small, and
advances to step ST143. Also, in order to enable
determination of the size of the coding unit where the cost
function value is small, the image encoding device 10
includes in the stream information, for example, "Coding
tree gyntax", a "split coding unit flag" eqguivalent to the
gplit flag in Fig. 5.

[0188]

In step ST143, the image encoding device 10 determines
whether or not inverse gquantization is involved with the
coding unit to be encoded. In the event that the coding
unit CU to be encoded is a block of a mode which does not
need inverse quantization using guantization parameters to
perform decoding, e.g., skip mode or I_PCM mode, or direct
mode (CBP (Coded Block Pattern) = 0) block, the image

encoding device 10 returns to step STI141, and in the event



of a block where inverse guantization is performed, advances
to step 8T144.
[0189]

In step ST1l44, the image encoding device 10 determinesg
whether or not the size of the coding unit CU ig
"log2MinQpUnitSize" or greater. In the event that the size
of the coding unit CU is "log2MinQpUnitSize" or greater, the
image encoding device 10 advances to step ST145. Also, in
the event that the size of the coding unit CU is not
"log2MinQpUnitSize" or greater, the image encoding device 10
advances to step STL52.

[0190]

In step ST145 the image encoding device 10 decides a
guantization parameter QP for the coding unit CU to be
encoded. The rate control unit 18 of the image encoding
device 10 decides the guantization parameter in accordance
with the complexity of the image of the coding unit as
described above, or such that the cost function value is
small, and advances to step ST146.

[0191]

In step ST146, the image encoding device 10 determines
whether or not distinguishing information "gp explicit flag”
enabling identification of whether quantization parameters
are to be predicted implicitly or explicitly is "1". 1In the

event that the distinguishing information "gp explicit flag"



is "1", and gquantization parameters are to be predicted
explicitly, the image encoding device 10 advances to step
ST147. Also, in the event that the distinguishing
information "gp explicit flag" is "O0" and quantization
parameters are to be predicted implicitly, the image
encoding device 10 advances to step ST14S9. The image
encoding device 10 compares the cost function value in the
event that the distinguishing information "gp explicit_flag"
is set to "1" and the cost function value in the event that
the distinguishing information “gp_explicit flag” is set to
"o", for example. The image encoding device 10 sets the
value of the distinguishing information "gp explicit flag"
such that the encoding efficiency is higher based on the
comparison results. Also, in the event that the
distinguishing information "gp_explicit_flag" can be set by
the user, the image encoding device 10 sets the
distinguishing information "gp explicit_ flag" in accordance
“with user instructions.

[0192]

In step ST147, the image encoding device 10 generates
identification information. The image encoding device 10
selects a candidate from the selection candidates such that
the difference as to the guantization parameter of the
coding unit to be encoded is smallest at the information

generating unit 19 as described above, and takes this to be



a prediction guantization parameter. The image encoding
device 10 takes, for example, quantization parameters of
encoded blocks spatially or temporally adjacent to the block
to be encoded, the last updated guantization parameter, and
the processing procedures set at the head block of the slice,
as selection candidates. The image encoding device 10
selects a candidate from the selection candidates where the
difference as to the quantization parameter of the coding
unit to be encoded is smallest, and takes this as a
prediction quantization parameter. Further, the informatiocn
generating unit 19 takes the index (ref gp block index) of
the selected candidate to be identification information for
selecting a prediction guantization parameter from the
selection candidates, and advances to step ST148.

[0193]

In step ST148, the image encoding device 10 includes
the identification information in the stream information.
The image encoding device 10 includes the identification
information generated in step ST147, and advances to step
ST150.

[0194]

In step ST149, the image encoding device 10 implicitly
decides a prediction quantization parameter dQP. That is to
say, the image encoding device 10 predicts a guantization

parameter with a method equal to the image decoding unit 50.



As for a method for predicting the quantization parameter,
the prediction quantization parameters is decoded based on a
priority order decided beforehand, for example. Also, a
stochastic value of multiple candidate gquantization
parameters may be taken as a prediction quantization
parameter. Further, a method of weighting guantization
parameters of the selection candidates in accordance with
distance from the current block, and taking a stochastic
value of weighted quantization parameters as a prediction
quantization parameter, or the like, may be used. The image
encoding device 10 calculates the prediction guantization
parameter and advances to step ST150.

[0195]

In step ST150 the image encoding device 10 generates
difference information. The image encoding device 10
calculates the difference between the prediction
gquantization parameter indicated by the identification
information generated in step ST147 and the quantization
parameter decided in step ST145, or the difference between
the prediction quantization parameter decided in step ST149
and the gquantization parameter decided in step ST145. The
image encoding device 10 generates difference information
indicating the calculated difference and advances toc step
ST151.

[0196]



In step ST151, the image encoding device 10 includes
the difference information and distinguishing information in
the stream information. The image encoding device 10
includes the difference information generated in step ST151
and the distinguishing information "gp explicit flag" used
in step ST146 in the stream information. The image encoding
device 10 includes the distinguishing information in one of,
for example, the sequence parameter set, picture parameter
get, slice header, or the like, and advances to step ST152.
[0197] |

In step ST152, the image encoding device 10 performs
guantization of the coding unit CU. The image encoding
device 10 performs quantization of the coding unit using the
decided gquantization parameter, and returns to step ST141.
[0198]

Fig. 24 is an operation example in a case of implicitly
predicting quantization parameters, and Fig. 25 illustrates
a flowchart example in a case of explicitly predicting
quantization parameters. Note that a case of three
selection candidates is illustrated to facilitate
description.

[0199]

As illustrated in (A) in Fig. 24, the quantization

parameter of the block to be encoded in the frame to be

encoded is, for example, "QP 0". Also, the three candidates



are the guantization parameter "QP A" of the encoded block
adjacent to the left, the quantization parameter "QP B" of
the adjacent encoded block, and the guantization parameter
"QP_LS" of a decoded coding unit.

[0200]

In Fig. 25, in step ST161 the image encoding device 10
determines whether or not quantization parameters "QP A"

"QP B" can be referenced. 1In the event that the encoded
block adjacent to the left and encoded block adjacent above
are not blocks of a mode which does not need inverse
quantization using gquantization parameters to perform
decoding, e.g., skip mode or I PCM mode, or direct mode (CBP
(Coded Block Pattern) = 0) block, the image encoding device
10 determines that reference can be made and advances to
step 8T162. Also, in the event that at least one of the
guantization parameter "QP A" and the gquantization parameter
"QP_B" is a mode which does not need inverse qguantization,
advances to step ST163.

[0201]

In step ST162, the image encoding device 10 takes the
average value of guantization parameters "QP A" "QP B" to be
prediction guantization parameter dQP. That is to say, as
illustrated in (B) in Fig. 24, in the event that
quantization parameters "QP A" "QP B" can be referenced, the

average value of the quantization parameters "QP A" "Qp B"



"(QP_ A + QP B + 1) / 2" is taken as the prediction
quantization parameter dQP.
[0202]

In step ST163, the image encoding device 10 determines
whether or not the guantization parameter "QP_A" can be
referenced. In the event that the encoded block adjacent to
the left is not a mode where there is no need to perform
inverse quantization, the image encoding device 10
determines that this can be referenced, and advances to step
8T164. Algo, in the event that the encoded block adjacent
to the left is a mode where there is no need to perform
inverse quantization, the image encoding device 10
determines that this cannot be referenced, and advances to
step ST165.

[0203]

In step S7T164, the image encoding device 10 takes the
quantization parameter "QP A" as the prediction quantization
parameter dQP. That is to say, in the event that the
gquantization parameter "QP A" can be referenced and the
guantization parameter "QP B" cannot be referenced, as
illustrated in (C) in Fig. 24, the qguantization parameter
"QP A" is taken as the prediction quantization parameter dQP.
Note that in Fig. 24 and the later-described Fig. 26, blocks
of a mode which do not need inverse guantization, i.e.,

blocks that cannot be referenced, are indicated by hatching.



[0204]

In step ST165, the image encoding device 10 determines
whether or not the quantiiation parameter "QP B" can be
referenced. In the event that the encoded block adjacent
above is not a mode where there is no need to perform
inverse quantization, the image encoding device 10
determines that this can be referenced, and advances to step
ST166. Also, in the event that the encoded block adjacent
above is a mode where there is no need to perform inverse
quantization, the image encoding device 10 determines that
this cannot be referenced, and advances to step ST167.

[0205]

In step STl66, the image encoding device 10 takes the
gquantization parameter "QP B" as the prediction quantization
parameter dQP. That is to say, in the event that the
gquantization parameter "QP B" can be referenced and the
guantization parameter "QP A" cannot be referenced, as
illustrated in (D) in Fig. 24, the quantization parameter
"QP B" is taken as the prediction quantization parameter dQP.
[0206]

In step ST167, the image encoding device 10 takes the
quantization parameter "QP LS" as the prediction
guantization parameter dQP. Asgs illustrated in (E) in Fig.
24, in the event that the encoded block adjacent to the left

and the encoded block adjacent above are a mode where there



is no need to perform inverse quantization, the quantization
parameter "QP LS" is taken as the prediction guantization
parameter dQP.

[0207]

Fig. 26 illustrates another operation example of a case
of implicitly predicting quantization parameters. For
example, as illustrated in (E) in Fig. 24, in the event that
the encoded block adjacent to the left and the encoded block
adjacent above are a mode where there is no need to perform
inverse quantization, the predetermined guantization
parameter may be generated by increasing the number of
selection candidates. For example, as illustrated in (A) in
Fig. 26, the quantization parameter "QP C" of the encoded
block adjacent to the upper right, the gquantization
parameter "QP D" of the encoded block adjacent to the upper
left, and the quantization parameter "QP E" of the encoded
block adjacent to the lower left, are added to the selection
candidates.

[0208]

In the event that the guantization parameters "QP Cv,
"QP D", and "QP E" can be referenced as illustrated in (B)
in Fig. 26, the image encoding device 10 takes the average
value "(QP C + QP D + 1) / 2" of the guantization parameters
"QP_C" and "QP D", or the median, as the prediction

quantization parameter dQP.



[0209]

In the evenﬁ that the guantization parameters "QpP C"
and "QP D" can be referenced as illustrated in (C) in Fig.
26, the image encoding device 10 takes the average value
"(QP_ C + QP D + 1) / 2" of the guantization parameters
"QP C" and "QP D" as the prediction quantization parameter
dQP.

[0210]

In the event that the guantization parameters "QP D"
and "QP E" can be referenced as illustrated in (D) in Fig.
26, the image encoding device 10 takes the average value
"(QP. D + QP E + 1) / 2" of the guantization parameters
"QP D" and “"QP_E" as the prediction quantization parameter
dop.

[0211]

In the event that the quantization parameters "QP C"
and "QP_E" can be referenced as illustrated in (E) in Fig.
26, the image encoding device 10 takes the average value
"(QP_ C + QP E + 1) / 2" of the guantization parameters
"QP _C" and "QP E" as the prediction quantization parameter
4dQp.

[0212]

In the event that the gquantization parameters "QP C",

"QP D", and "QP E" cannot be referenced as illustrated in

(F) in Fig. 26, the image encoding device 10 takes the



gquantization parameter "QP LS" as the prediction
guantization parameter dQP. Note that Fig. 27 illustrates a
program for performing the operations of (B) through (D) in
Fig. 24 and (B) through (F) in Fig. 26.

[0213]

Also, in the event that the number of guantization
parameters that can referenced is one, as illustrated in (G)
through (I) in Fig. 26, this gquantization parameter that can
referenced may be used as the prediction quantization
parameter dQP.

[0214]

Thus, the image encoding device 10 takes quantization
parameters such as encoded blocks spatially or temporally
adjacent to a block to be encoded as selection candidates,
and selects a prediction guantization parameter from the
selection candidates in accordance with a set gquantization
parameter. Also, the image encoding device 10 generates
identification information for selecting a prediction
quantization parameter from the selection candidates.
Further, the image encoding device 10 generates difference
information indicating difference between the prediction
guantization parameter and the quantization parameter set to
the block to be encoded. The image encoding device 10
includes the generated identification information and

difference information in stream information. By performing



such processing, the difference between the guantization
parameter of the block to be encoded and the prediction
guantization parameter can be prevented from becoming a
great value. Accordingly, the image encoding device 10 can
improve encoding efficiency of quantization parameters.
[0215]

Also, in the event of implicitly prediction
quantization parameters, a prediction quantization parameter
equal to the image encoding device 10 can be used at the
image decoding device 50, without including identification
information to select prediction quantization parameters
from the selection candidates in the stream information.
Further, by including distinguishing information in the
stream information, explicit prediction of prediction
guantization parameters and implicit prediction of
prediction quantization parameters can be adaptively
switched.

[0216]

Fig. 28 is a flowchart for describing other operations
of the image decoding device. In step ST127 in Fig. 22, in
the event that determination is made that a coding unit to
decode exists, the image decoding unit 50 performs
processing from step ST171, and performs decoding of the
coding unit.

[0217]



In step ST171, the image decoding unit 50 extracts
information. The image decoding unit 50 extracts
information from the stream information to use in decoding
of the coding unit. For example, information "Coding tree
syntax" enabling determination of the size of the coding
unit, information "log2 min gp unit size offset” enabling
determination of the quantization parameter unit minimum
size, distinguishing information "gp explicit flag", and so
forth, are extracted, and advancesg to step ST172.

[0218]

In step ST172, the image decoding unit 50 splits the
coding unit CU. The image decoding unit 50 splits the
coding unit CU based on "split coding unit flag" and so
forth included in the stream information, and advances to
step ST173.

[0219]

In step ST173, the image decoding unit 50 determines
whether or not the coding unit CU to be decoded involves
inverse qguantization. In the event that the coding unit CU
to be encoded is a mode where inverse quantization using
guantization parameters is performed, the image decoding
unit 50 advances to step ST174, and in the event of a block
where inverse guantization using guantization parameter is
not necessary, the decoding processing ends.

[0220]



In step ST174, the image decoding unit 50 determines
whether or not the size of the coding unit CU is
"log2MinQpUnitSize" or greater. In the event that the size
of the coding unit CU is "log2MinQpUnitSize" or greater, the
image decoding unit 50 advances to step ST175. Also, in the
event that the size of the coding unit CU is not
"log2MinQpUnitSize" or greater, the image decoding unit 50
advances to step ST180.

[0221]

In step ST175, the image decoding unit 50 determines
whether or not distinguishing information "gp explicit_ flag"”
ig "1". 1In the event that the distinguishing information
"gp explicit flag" included in the stream information is "1",
and quantization parameters are to be predicted explicitly,
the image decoding unit 50 advances to step ST176. Also, in
the event that the distinguishing information
"gp explicit flag" is "0" and gquantization parameters are to
be predicted implicitly, the image decoding unit 50 advances
to step ST178.

[0222]

In step ST176, the image decoding unit 50 extracts the
index (ref gp block index) from the stream information and
advances to step ST177.

[0223]

In step ST177, the image decoding unit 50 decides the
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prediction quantization parameter dQP. The image decoding
unit 50 selects the guantization parameter based on the
index (ref gp block index) from guantization parameters of
selection candidates, equal to the image encoding device 10,
decides the selected quantization parameter to be the
prediction gquantization parameter dQP, and advances to step
ST179.

[0224]

In step S8T178, the image decoding unit 50 implicitly
decides the prediction guantization parameter dQP. The
image decoding unit 50 predicts the quantization parameter
with a method equal to the image encoding device 10. As for
a method for predicting the quantization parameter, a
guantization parameter may be decided based on an order of
priority decided beforehand, for example. Also, a
gtochastic value of guantization parameters of the selection
candidates may be taken as a prediction guantization
parameter. Further, a method of weighting quantization
parameters of the selection candidates in accordance with
distance from the current block, and taking a stochastic
value of weighted guantization parameters as a prediction
quantization parameter, or the like, may be used. The image
decoding unit 50 predicts the quantization parameter and
advances to step ST179.

[0225]
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In step ST179, the image decoding unit 50 calculates
the guantization parameter QP of the current coding unit CU.
The image decoding unit 50 obtains difference information
"gb_gp delta" from the stream information, adds this
difference information to the prediction guantization
parameter dQP, calculates the quantization parameter of the
coding unit to be decoded, and advances to step ST180.
[0226]

In step ST180, the image decoding unit 50 performs
inverse guantization of the coding unit. The image decoding
unit 50 performs inverse guantization of the coding unit
using the decoded quantization parameter.

[0227]

Accordingly, the image decoding unit 50 can perform
decoding of images using guantization parameters egual to
the guantization parameters used by the image encoding
device.

[0228]
<7. Case of Software Processing>

The series of the processing described above may be
performed by hardware, software, or a combined configuration
of both. In the case where processing by software is
performed, a program in which is recorded a processing
sequence is installed in memory within a computer built into

dedicated hardware, and is executed. Alternatively, a
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program may be installed in a general-purpose computer by
which various types of processing can be performed.
[0229]

Fig. 29 is a diagram exemplifying a schematic
configuration of a computer device executing the above-
described series of processing by a program. A CPU 801 of
the computer device 80 executes various types of processing
according to a program stored in ROM 802 or recorded in a
recording unit 808.

[0230]

Programs which the CPU 801 executes, data, and so forth,
are stored in the RAM 803 as appropriate. The CPU 801, ROM
802, and RAM 803 are mutually connected via a bus 804.
[0231]

An input/output interface 805 is also connected to the
CPU 801 via the bus 804. An input unit 806 such as a touch
panel, keyboard, mouse, microphone, or the like, and an
output unit 807 made up of a display or the like, are
connected to the CPU 801 as well. The CPU 801 executes
various types of processing in accordance with commands
input from the input unit 806. The CPU 801 then outputs the
regults of processing to the output unit 807.

[0232]
The recording unit 808 connected to the input/output

interface 805 is made up of a hard disk for example, and
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records programs which the CPU 801 executes, and various
types of data. A communication unit 809 communicates with
external devices via cable or wireless communicétion media
such as networks like the Internet or local area networks,
or digital broadcasting or the like. Also, the computer
device 80 may acguire programs via the communication unit
809 and record in the ROM 802 or recording unit 808.

[0233]

In the event that removable media 85 such as a magnetic
disk, optical disc, magneto-optical disk, or semiconductor
memory or the like is mounted to the drive 810, these are
driven, and programs, data, and the like, recorded therein,
are obtained. The obtained programs and data are
transferred to the ROM 802 or RAM 803 or recorded unit 808
as necessary.

[0234]

The CPU 801 reads out and executes a program performing
the above-described series of processing, and performs
encoding processing of image signals recorded in the
recording unit 808 or removable media 85 or imaging signals
supplied via the communication unit 809, or decoding
processing of stream information.

{0235]
<8. Case of Applying to Electronic Devices>

Also, in the above, the H.264/AVC format has used as



- 104 -

the encoding format/decoding format, but the present
technology can be also applied to the image encoding
device/image decoding device which uses an encoding
format/decoding format which performs other motion
prediction/compensation processing.

[0236]

Furthermore, the present technology can be applied to
the image encoding device and image decoding device used at
the time of receiving stream information obtained by
performing encoding processing, as with MPEG, H.26x or the
like, via network media such as satellite broadcasting,
cable TV (television), the Internet, cellular telephone, or
the like, or at the time of processing on a storage medium
such as an optical disc or magnetic disk, and flash memory.
[0237]

Next, description will be made regarding an electronic
device to which the above-described image encoding device 10
and image decoding device 50 have been applied.

[0238]

Fig. 30 exemplarily illustrates a schematic
configuration of a television apparatus to which the present
technology has been applied. The television apparatus 90
has an antenna 901, a tuner 902, a demultiplexer 903, a
decoder 904, a video signal processing unit 905, a display

unit 906, an audio signal processing unit 907, a speaker 908,
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and an external interface unit 909. Furth@rﬁore, the
televigion apparatus 90 has a control unit 910, a user
interface unit 911 or the like.

[0239]

The tuner 902 performs demodulation by choosing a
desired channel from the broadcast wave signals received at
the antenna 901, and outputs the obtained stream to the
demultiplexer 903.

[0240]

The demultiplexer 903 extracts the packet of a video
and audio of a program to be viewed from a stream and
outputs the data of extracted packets to the decoder 904.
Also, the demultiplexer 903 supplies the packets of data
such as EPG (Electronic Program Guide) to the control unit
910. ©Note that in the event that scrambling has been
performed, descrambling is performed at a demultiplexer or
the like.

[0241]

The decoder 904 performs decoding process of the packet,
and outputs the video data generated by being subjected to
decoding processing to the video signal processing unit 905
and audio data to the audio signal processing unit 907.
[0242]

The video signal processing unit 905 performs video

processing according to the noise reduction and user
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settings, on the video data. The video signal processing
unit 905 generates video data for displaying programs on the
display unit 906 and image data according to processing
based on applications supplied through the network. Also,
the video signal processing unit 905 generates video data to
display menu screens or the like such as for selection of
itemg, and superimposges this on video data of the program.
The video signal processing unit 905 generates driving
signals based on the video data generated in this way and
drives the display unit 906.

[0243]

The display unit 906 drives a display device (e.g.,
liquid crystal display device or the like) based on the
driving signal from the video signal processing unit 905 so
as to display the video of the program.

[0244]

The audio signal processing unit 907 subjects the audio
data to predetermined processing such as noise reduction and
performs audio output by performing D/A converting
processing and amplifying processing of the audio data after
processing and supplying to the speaker 908.

[0245]

The external interface unit 909 is an interface to be

connected to external equipment or a network, and performs

data transmission and reception of such as video data or
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audio data.
[0246]

The user interface unit 911 is connected to the control
unit 910. The user interface unit 911 is configured of an
operation switch or a remote control signal receiver or the
like, and supplies operation signals according to user
operation to the control unit 910.

[0247]

The control unit 910 1s configured using a CPU (Central
Processing Unit), memory or the like. The memory stores
programs to be executed by the CPU, and various data
necessary for the CPU to perform processing, EPG data, data
obtained via a network, and the like. The program stored in
the memory is read out by the CPU at a predetermined timing
_'such as at the time of starting up the television apparatus
90 and isg executed. The CPU controls each part so that the
television apparatus 90 operates according to user
operations by executing a program.

[0248]

Note that with the television apparatus 90, a bus 912
is provided to connect a tuner 902, a demultiplexer 903, a
video signal processing unit 905, an audio signal processing
unit 907, an external interface unit 909 and a control unit
910.

[0249]
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With the television apparatus thus configured, the
function of the image decoding device (image decoding
method) of the present application is provided to the
decoder 904. Therefore, even if processing is performed in
the image encoding processing at the broadcasting station
side to reduce the amount of code necessary for transmitting
guantization parameters, the television device can correctly
restore the guantization parameters and generate a decoded
image.

[0250]

Fig. 31 exemplarily illustrates a schematic
configuration of the cellular telephone to which the present
technology has been applied. The cellular telephone 92 has
a communication unit 922, an audio codec 923, a camera unit
- 926, an image processing unit 927, a multiplex separating
unit 928, a record reproduction unit 929, a display unit 930,
and a control unit 931. These are connected each other
through a bus 933.

{0251]

Also, an antenna 921 is connected to the communication
unit 922, and a speaker 924 and microphone 925 are connected
to the audio codec 923. Furthermore, an operating unit 932
is connected to the control unit 931.

[0252]

The cellular telephone 92 performs various operation
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such as transmission and reception of audio signals,
‘transmission and reception of email and image data, image
shooting, data recording, and so forth, in various modes
such as audio call mode or data communication mode.

[0253]

In an audio call mode, audio signals generated at the
microphone 925 are converted to audio data and data
compression at the audio codec 923 and supplied to the
communication unit 922. The communication unit 922 performs
demodulation processing of the audio data and freqguency
conversion processing of audio data to generate transmission
signals. Also, the communication unit 922 supplies
transmission signals to the antenna 921 so as to be
transmitted to an unshown base station. Also, the
communications unit 922 performs amplification, frequency
conversion processing, and demodulation processing of
reception signals received at the antenna 921, and supplies
the obtained audio data to the audio codec 923. The audio
codec 923 performs data decompression of audio data and
conversion to the analog audio signals and outputs to the
speaker 924.

[0254]

Also, in data communication mode, in the event of

performing email transmission, the control unit 931 receives

text data input by the operation of the operating unit 932
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and displays the input text to the display unit 930. Also,
the control unit 931 generates email data based on user
instructiong at the operating unit 932 and supplies to the
communication unit 922. The communication unit 922 performs
modulation processing, freguency conversion processing, and
so forth of the email data, and transmits the obtained
transmisgion signals from the antenna 921. Also, the
communication unit 922 performs amplification, frequency
conversion processing, and demodulation processing of the
reception signals received with the antenna 921, and
restores the email data. This email data is supplied to the
display unit 930 to display the contents of the email.
[0255]

Note that the cellular telephone 92 may store the
received emall data in storage medium in the
recording/playback unit 929. The storage medium is any
storage medium which is readable/writeable. For example,
the storage medium is semiconductor memory such as RAM or
built~in flash memory, removable media such as a hard disk,
a magnetic disk, an MO disc, an optical disc, USB memory, a
memory card, or the like.

[0256]

In the event that image data is transmitted in a data

communication mode, the image data generated at the camera

unit 926 is supplied to the image processing unit 927. The
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image processing unit 927 performs encoding processing of
the image data and generates stream information.
[0257]

The multiplex separating unit 928 multiplexes stream
information generated at the image processing unit 927 and
audio data supplied from the audio codec 923 by a
predetermined format and supplies to the communication unit
922. The communication unit 922 performs demodulation
processing, frequency conversion processing, and the like of
the multiplexed data, and transmits the obtained
transmission gignals from the antenna 921. Also, the
communication unit 922 performs amplification, frequency
conversion processing, demodulation processing, or the like
of the reception signals received at the antenna 921, and
restores the multiplexed data. This multiplexed data 1is
supplied to the multiplex separating unit 928. The
multiplex separating unit 928 performs separating of the
multiplexed data, and supplies the stream information to the
image processing unit 927 and the audio data to the audio
codec 923.

[0258]

The image processing unit 927 performs decoding
processing of the encoded data, and generates image data.
This image data is supplied to the display unit 930 to

display the received image. The audio codec 923 converts
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the audio data into analog audio signals and supplies to the
speaker 924 to output the received audio.
[0259]

With the cellular telephone device thus configured, the
image procegsing unit 927 has functions of the present
application. Accordingly, data can be reduced when
performing encoding processing and transmission of images,
for example. Also, in the decoding processing of the
received image, the quantization parameters can be restored
and a decoded image can be generated.

[0260]

Fig. 32 exemplarily illustrates a schematic
configuration of the recording playback device to which the
present technology has been applied. The recording/playback
device 94 records, for example, audio data and video data of
the received broadcast program to a recording medium, and
provides the recorded data to a user in a timing according
to the instructions of the user. Also, an arrangement can
be made such that the recording/playback device 94 may
acquire, for example, audio data and video data from other
devices, so as to recoxrd to a recording medium. Furthermore,
an arrangement can be made such that the recording/playback
device 94 may perform, by decoding audic data and video data
recorded in a recording medium to output image display and

audio output on monitor devices.
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[0261]

The recording/playback device 94 has a tuner 941, an
external interface unit 942, an encoder 943, an HDD {(Haxd
Disk Drive) unit 944, a disk drive 945, a selector 946, a
decoder 947, an OSD (On-Screen Display) unit 948, a control
unit 949, and a user interface unit 950.

[0262]

The tuner 941 chooseg a station of a desired channel
from the broadcast signals received at an unshown antenna.
The tuner 941 outputs the encoded stream obtained by
demodulating the reception signals of the desired channel to
the selector 946.

[0263]

The external interface unit 942 1s configured of at
least any one of an IEEE1394 interface, a network interface
unit, a USB interface, a flash memory interface, and so
forth. The external interface unit 942 is an interface to
be connected to an external device, network, memory card, or
the like, and performs data reception of such as video data
and audio data to record.

[0264]

The encoder 943 performs encoding processing in a case
where video data and audio data supplied from the external
interface unit 9242 are not encoded by a predetermined format

and outputs stream information to the selector 946.
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[0265]

The HDD unit 944 records the content data such as the
video or the audio, various programs, other data, or the
like, in a built-in hard disk, and also reads out these at
the time of playback from the hard disk.

[0266]

The disk drive 945 performs recording or playback of
the signals to a mounted optical disc. An optical disc is,
e.g., a DVD disc (DVD-Video, DVD-RAM, DVD-R, DVD-RW, DVD+R,
DVD+RW or the like) or a Blu-ray disk or the like.

[0267]

The selector 946 selects, at the time of the recording
of video and audio, either stream from the tuner 941 or
encoder 943, and supplies to either of HDD unit 944 and disk
drive 945. Also, the selector 946 supplies, at the time of
the playback of video and audio, a stream output from the
HDD unit 944 or disk drive 945 to the decoder 947.

[0268]

The decoder 947 performs decoding process of the stream.
The decoder 947 supplies the generated video data to the 0SD
unit 948 by performing decoding processing. Also, the
decoder 947 outputs the generated audio data by performing
decoding processing.

[0269]

The OSD unit 948 generates video data to display menu
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screens or the like such as for the selection of items and
superimposes this on the video data output from the decoder
947, and outputs.

[0270]

The user interface unit 950 is connected to the control
unit 949. The user interface unit 950 is configured of an
operation switch or a remote control signal receiver or the
like and supplies operation signals according to user
operations to the control unit 949.

[0271]

The control unit 949 is configured using a CPU or
memoxry. The memory stores a program executed by CPU and
necessary various data when the CPU performing processing.
The program stored in the memory is read out and executed at
a predetermined timing such as at the time of start of the
recording/playback device 94, by the CPU. The CPU controls
each part so that the recording/playback device 94 operates
in accordance with uger operation, by executing a program.
[0272]

With the recording/playback device thus configured,
functions of the present application are provided to the
encoder 943. Therefore, data amount can be reduced when
performing encoding processing and recording of images, for
example. Also, in the decoding processing of the recorded

image, the quantization parameters can be restored and a
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decoded image can be generated.
[0273]

Fig. 33 exemplarily illustrates a schematic
configuration of an imaging apparatus to which the present
invention has been applied. The imaging apparatus 96 images
a subject so as to display the image of the subject on a
display unit, and record this in a recording medium as image
data.

[0274]

The imaging apparatus 96 has an optical block %61, an
imaging unit 962, a camera signal processing unit 963, an
image data processing unit 964, a display unit 965, an
external interface unit 966, a memory unit 967, a media
drive 968, an 0SD unit 969, and a control unit 970. Also, a
user interface unit 971 is connected to the control unit 9270.
Furthermore, the image data processing unit 964 and external
interface unit 966, memory unit 967, media drive 968, 0OSD
unit 9692, and control unit 970 and so forth are connected
via a bus 972.

[0275]

The optical block 961 is configured of a focusing lemns,
diaphragm mechanism, and so forth. The optical block 961
images an optical image of a subject on an imaging face of
the imaging unit 962. The imaging unit 962 is configured

using a CCD or CMOS image sensor, and electrical signals
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corresponding to the optical image are generated by
photoelectric conversion and supplied to the camera signal
processing unit 963.

[0276]

The camera signal processing unit 963 performs various
kinds of camera signal processing such as KNEE correction
and gamma correction, color correction and the like, to the
electrical signals supplied from the imaging unit 962. The
camera signal processing unit 963 supplies the image data
after camera signal processing to the image data processing
unit 964.

[0277]

The image data processing unit 964 performs encoding
processing of the image data supplied from the camera signal
processing unit 963. The image data processing unit 964
supplies the stream information generated by performing
encoding processing to the external interface unit 966 and
media drive 968. Also, the image data processing unit 964
performs decoding processing of the stream information
supplied from the external interface unit 966 and media
drive 968. The image data processing unit 964 supplies the
generated image data to the display unit 965 by performing
decoding processing. Also, the image data processing unit
964 performg processing to supply the image data supplied

from the camera signal processing unit 963 to the display
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unit 965, and processing to superimpose data for display
acquired from the 0SD unit 969 onto the image data and
supply to the display unit 965.

[o278]

The 0OSD unit 969 generates data for display such as a
menu screen or the icon made of signs, text or shapes, and
outputs to the image data processing unit 964.

[0279]

For example, the external interface unit 966 is
configured of USB input and output terminalsg, and in a case
of performing printing of the image, is connected tc a
printer. Also, a drive is connected to the external
interface unit 966 according to need, and removable media
such as a magnetic disk, optical disc, or the like is
mounted as appropriate, and a program read out therefrom is
installed according to need. Furthermore, the external
interface unit 966 has a network interface connected to a
predetermined network such as a LAN or the Internet. For
example, according to the instructions from the user
interface unit 971, the control unit 970 reads out stream
information from the memory unit 967 so as to be supplied to
the other devices connected via a network from the external
interface unit 966. Also, the control unit 970 acquires
stream information and image data supplied from other

devices via a network, through the external interface unit
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966, so as to supply this to the image data processing unit
964 .
[0280]

For example, as for a recording medium driven by the
media drive 968, any removable media which is readable and
writable may be used, such as a magnetic disk, an MO disk,
an optical disc, and semiconductor memory. Also, with a
recording medium, the kind of removable media is also
optional, and may be a tape device, may be a disk or may be
a memory card. As a matter of course this may be a non-
contact IC card or the like.

[0281]

Alsc, an arrangement may be made where the media drive
968 and recording medium are integrated and, for example,
are configured of a non-portable storage medium such as a
built-in type hard disk drive or SSD (Solid State Drive) or
the like.

[0282]

The control unit 970 is configured using a CPU memoxry,
and so forth. The memory stores programs to be stored by
the CPU, and various types of data necessary for the CPU to
perform processing. Programs stored in the memory are read
out at predetermined timing such as at the time of startup
of the imaging device 96 by the CPU, and are executed. The

CPU controls each part so that operations of the imaging
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device 96 correspond to user operations, by executing the
program.
[0283]

With the imaging device thus configured, the image data
processing unit 964 ig provided with functions of the
present application. Therefore, at the time of encoding and
recording the imaged image to the memory unit 967 or a
recording medium, the amount of data to be recorded can be
reduced. Also, in the decoding processing of the recorded
image, the quantization parameters can be restored and a
decoded image can be generated.

[0284]

Furthermore, the present technology is not to be
interpreted as being restricted to the above-described
embodiments. The embodiments are disclosed exemplarily, and
it is clearly understood that one skilled in the art can
accomplish modifications and a substitutions of the
embodiments without departing from the essence of the
present technology. That is, the Claims should be taken
into consideration to determine the essence of the present
technology.

[0285]

Also, the image decoding device and image encoding

device according to the present technology may assume the

following configurations.
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(1) An image decoding device, including:

an information acquiring unit configured to take
quantization parameters of decoded blocks spatially or
temporally adjacent to a block to be decoded, as selection
candidates, and extract, from stream information, difference
information indicating difference as to a prediction
guantization parameter selected from the selection
candidates; and

a guantization parameter calculating unit configured to
calculate, from the prediction quantization parameter and
the difference information, a quantization parameter of the
block to be decoded.

(2) The image decoding device according to (1), wherein
the quantization parameter calculating unit sets to the
prediction quantization parameter a gquantization parameter
in an order indicated by identification information included
in the stream information, with the adjacent decoded blocks
in a predetermined order.

(3) The image decoding device according to (1), wherein
the quantization parameter calculating unit performs
determination of selection candidates in an order set
beforehand, and sets the prediction quantization parameter
based on the determination result.

{(4) The image decoding device according to (1), wherein

the gquantization parameter calculating unit selects, based
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on determination information included in the stream
information, performing one or the other of processing of
setting to the prediction quantization parameter a
guantization parameter in an order indicated by
identification information included in the stream
information, and processing of determining selection
candidates in an order set beforehand and setting the
prediction guantization parameter based on the determination
result.

(5) The image decoding device according to any one of
(1) through (4), wherein the guantization parameter
calculating unit takes the selection candidates, having
excluded from the adjacent decoded blocks at least blocks
where quantization parameters are redundant or blocks where
inverse quantization using guantization parameters is not
performed.

(6) The image decoding device according to any one of
(1) through (5), wherein, in the event that there is no
selection candidate, the gquantization parameter calculating
unit takes a guantization parameter of an initial value in a
slice as the prediction guantization parameter.

(7) The image decoding device according to any one of
(1) through (6), wherein the quantization parameter
calculating unit includes a quantization parameter updated

last in the selection candidates.
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(8) The image decoding device according to any one of
(1) through (7), Wherein the gquantization parameter
calculating unit calculates a quantization parameter of the
block to be decoded by adding difference which the
difference information indicates to the prediction
gquantization parameter.

(9) An image encoding device, comprising:

a control unit configured to set a gquantization
parameter as to a block to be encoded;

an information generating unit configured to take
quantization parameters of encoded blocks spatially or
temporally adjacent to a block to be encoded, as selection
candidates, select from the selection candidates a
prediction quantization parameter in accordance to the set
quantization parameter, and generate difference information
indicating difference between the prediction quantization
parameter and the set quantization parameters; and

an encoding unit configured to include the difference
information in stream information generated by performing
encoding processing of the block to be encoded, using the
set quantization parameter.

(10) The image encoding device according to (9),
wherein the information generating unit selects a
guantization parameter of which the difference as to the set

gquantization parameter is the smallest, as the prediction
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quantization parameter.

(11) The image encoding device according to (10),
wherein the information generating unit generates
identification information indicating the order of blocks as
to the selected guantization parameter, with the adjacent
encoded blocks in a predetermined order;

and wherein the encoding unit includes the
identification information in the stream information.

(12) The image encoding device according to (11),
wherein the information generating unit takes an order of
array where priority is given to one of an encoded block
adjacent to the left side, an encoded block adjacent above,
and an encoded block temporally adjacent.

(13) The image encoding device according to either of
(11) or (12), wherein the information generating unit can
switch the order of array of adjacent encoded blocks.

(14) The image encoding device according to (9),
wherein the information generating unit performs
determination of selection candidates in an order set
beforehand, and selects the prediction'quantization
parameter based on the determination result.

(15) The image encoding device according to (9),
wherein the information generating unit is capable of
selecting between processing of selecting a quantization

parameter of which the difference as to the set guantization
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parameter is the smallest as the prediction quantization
parameter, and processing of performing determination of
selection candidateg in an order set beforehand and
selecting the prediction guantization parameter based on the
determination result, and generates determination
information indicating the selected processing;

and wherein the encoding unit includesg the
determination information in the stream information.

(16) The image encoding device according to any one of
(9) through (15), wherein the information generating unit
takeg the selection candidates, having excluded from the
adjacent encoded blocks at least blocks where guantization
parameters are redundant or blocks where guantization using
quantization parameters is not performed.

{17) The image encoding device according to any one of
(9) through (16), wherein, in the event that there is no
selection candidate, the information generating unit
generates difference information indicating difference
between a guantization parameter of an initial value in a
slice, and the set quantization parameters.

(18) The image encoding device according to any one of
(9) through (17), wherein the information generating unit
includes a guantization parameter updated last in the
selection candidateg.

Industrial Applicability
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[0286]

With the image decoding device, image encoding device,
and method thereof, according to this technology,
gquantization parameters of encoded blocks spatially or
temporally adjacent to a block to be encoded are taken as
selection candidates, and a prediction gquantization
parameter is selected from the selection candidates in
accordance to the set guantization parameter. Difference
information indicating difference between the prediction
quantization parameter and the quantization parameters set
as to the block to be encoded is generated. Accordingly,
the difference of guantization parameters can be prevented
from becoming a great value, and encoding efficiency of
quantization parameters can be improved. Also, in a case of
decoding stream information where difference information is
included, a prediction quantization parameter is selected
from quantization parameters of decoded blocks spatially or
temporally adjacent to a block to be decoded, and a
gquantization parameter of the block to be decoded is
calculated from the prediction quantization parameter and
the difference information. Accordingly, even in the event
that stream information is generated with improved encoding
efficiency of quantization parameters, in the event of
decoding this stream information the quantization parameters

can be restored based on the prediction guantization
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parameter and difference information, and decoding
processing can'be correctly performed. Accordingly, this is
guitable for equipment which transmits/receives stream
information obtained by performing encoding in block
increments, via network media such as satellite broadcasting,
cable TV, the Internet, cellular telephones, and the like,
and equipment and the like which processes this on storage
media such as optical discs, magnetic disks, flash memory,
and so forth.
Reference Signg List
[0287]

10 image encoding device

11 A/D conversion unit

12, 57 screen rearranging buffer

13 subtracting unit

14 orthogonal transform unit

15 guantization unit

16 lossless encoding unit

17, 51 storage buffer

18 rate control unit

19 information generating unit

21, 53 inverse quantization unit

22, 54 inverse orthogonal transform unit

23, 55 adding unit

24, 56 deblocking filter
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31,
32
33
50
52
58
59
62,
72
80
20
92
94
96
191
192
521

592
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61 frame memory

71 intra prediction unit

motion prediction/compensation unit
prediction image/optimal mode selecting unit
image decoding device

lossless decoding unit

D/A converting unit

guantization parameter calculating unit
73 selector |
motion compensation unit

computer device

television apparatus

cellular telephone

recording/playback device

imaging apparatus

guantization parameter memory unit
difference computing unit

computing unit

gquantization parameter memory unit
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CLAIMS

1. An irmage encoding method, comprising:

setting, if a block adjacent to the left of a current biock and a block adjacent
abova the current block are availeble, a prediction quantization parameter derived from
an average value of a quantization parameter of the block adjacent fo the left and a
quantization parameter of the block adjacent above;

setting, if the biock adjacent to the left and the block adjacent above are not
available, the pradiction quantization parameter derived from a quantization parameter
of a processing unit not adjacent to the currant block;

generating a difference information indicating a difference betwesn the set

prediction quangization parameter and a quantization parameter of the current block;

and

generating stream information including the difference information,

2. The image encoding method of claim 1,

wherein the guantization paramster of the processing unit not adjaceni to the

current block is an initial value of & quantization parametar in a slice.

3. The image encoding method of claim 1,

wherein, if the block adjacent to the left and the biock adiacent above are not

available, a quantization parameter of a previous biock is derived to set the prediction

quantization parameter.
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4, The image encoding method of claim 1,
wherain the block is a coding unit, and the coding unit has a hierarchical

structure defined by a hierarchical depth.

5. The image encoding method of claim 4, further comprising:
performing a quantization by a transform unit included in the coding unit, based

on the quantization parameter of the current block.

8. The image ancoding method of claim 1, further comprising:

encoding the difference information.

7. An information processing apparatus comprising:

a circuitry configured fo:

set, if a biock adjacent to the left of a current block and a block adiacent
above the current block are available, a prediction quantization parameter
derived from an average value of a quantization parameter of the block adjacent
to the left and a quaniization parameter of the block adjacent above;

set, if the biock adjacent to the left and the block adjacent above are not
available, the prediction guantizetion parameter derived from a gquantization
parameter of a processing unit not adjacent o the current block;

generate a difference information indicating a difference between the set

prediction quantization parameter and a gquantization parameter of the current

black: and
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generaie stream information including the difference information.

8. The information processing apparatus of claim 7, wherein the guantization
parameter of the processing unit not adjacent to the current block is an initial value of a

guantization parameter in a slice.

a, The information processing apparatus of claim 7, wherein, if the block adjacent 10
the left and the block adjacent above are not available, a guantization parameter of a

previous biock is derived to set the prediction guartization paramsier.

10. The information processing apparatus of claim 7, wherein the block is a coding

unit, and the coding unit has a higrarchical structure defined by a hierarchical depth.

14. The information processing apparatus of claim 10, wherein the processing
circuitry is further configured to:
nerform a quantization by a transform unit inctuded in the coding unit, based on

the calculated quantization parameter of the current biock.

42 The information processing apparatus of claim 7, wherein the processing circuitry

is further configured to:

encode the difference information,





