ABSTRACT OF THE DI SCLOSURE A |iquid container detachably nmountable to a
nmounting portion of an ink jet recording apparatus, the |iquid container

i ncludes a casing defining a |iquid containing chanber;

provi ded in

jet head; a first engaging portion engaggable wth a first |ocking
provided in the nounting portion, the first engaging portion being
on one side of the casing; a second engaging portion engageable with a

second | ocking portion provided in the nmounting portion, the second

a supply port,
the casing, for supplying liquid contained therein to

an ink
portion
di sposed

engagi ng port ABSTRASTNGFdTEBoPESCHOSURED t 0 anot her side of the casing, the
anot her side being opposite the one side; a
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A liquid container detachably mountable to a
mounting portion of an ink jet recording apparatus,
the liguid container includes a casing defining a
liquid containing chamber; a supply port, provided in
the casing, for supplying liguid contained therein to
an ink jet head:; a first engaging portion engageable
with a first locking portion provided in the mounting
portion, the first engaging portion being disposed on
one side of the casing; a second engaging portion
engageable with a second locking portion provided in
the mounting portion, the second engaging portion
being disposed opposed to another side of the casing,
the another side being opposite the one side; a
supporting portion for displaceably supporting the
second engaging portion:; an information storing
portion for storing information relating to the liquid
container; a contact electrically connectable with a
contact provided in the mounting portion; a light
emitting portion; a display portion for directing the
light emitted from the emitting portion to an outside
of the liquid container, wherein the supply port is
provided in a side of the casing which is between the
one side and the another side, and the contact is
disposed in a region of a corner portion between the
another side and the side having the supply port, the

display portion is disposed adjacent an upper, in use,



supporting portion for displaceably supporting the second engagi ng portion;
an information storing portion for storing infornmation relating to the
liquid container; a contact electrically connectable with a contact
provided in the nounting portion; a light emtting portion; a display
portion for directing the Ilight emtted;fgomthe emtting portion to an
outside of the liquid container, wherein the supply port is provided in a
side of the casing which is between the one side and the another side, and
the contact is disposed in a region of a corner portion between the another
side and t he pptd&ihavingthheanappey pdde, ofhthedlsghad ponthdners di sposed
adj acent an upper, in use, portion in the another side of the liquid
cont ai ner.



