METHOD AND DEVI CE FOR TRANSM TTI NG | NFORMATI ON Abstract:

The i nvention

relates to a nethod and a device for transmtting information from a

transmtter to a receiver.
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(57) Abstract: The invention relates to a method and a device for transmitting information from a transmitter to a receiver. Accord-

ing to the invention, a symbol (image) is selected on the transmitter side; a character string assigned to the symbol is determined on

& the transmitter side; the character string assigned to the symbol is transmitted to the receiver; the character string is converted into
the corresponding symbol on the receiver side; the symbol is shown on a display device and at least one sound sequence assigned to

WO

the symbol is acoustically reproduced at the same time.

[Fortsetzung auf der ndchsten Seite]



ing to the invention, a synbol (inmage) is selected on the transmtter side;
a character string assigned to the synbol is determined on the transmtter
side; the character string assigned to the synbol is transmtted to the

receiver; the character SWOW3/Q0IBYPr ey | IHIIIIflIIIIIIIIFIIIHIHIIIIIttlﬂiIﬂIIIIIEIIHIMIIiJIIﬁMI IIIHiIIIIIﬂMItMIﬂO'

on the

one sound sequence aSS|gned to t he ggnbol I S acoustlcally reproduced at
t he san‘é")tg ﬁl%‘linungsstaaten (regional):  ARIPO-Patent (GH, Verdffentlicht:
M LS, MW, MZ, SD, SL, SZ, TZ, UG, ZM, ZW), — mit internationalem Recherchenbericht

eurasisches Patent (AM, AZ, BY, KG, KZ, MD, RU, TIJ,
TM), europdisches Patent (AT, BE, CH, CY, DE, DK, (88) Veréffentlichungsdatum des internationalen

ES, FI, FR, GB, GR, IE, IT, LU, MC, NL, PT, SE, TR), Recherchenberichts: 30. Oktober 2003
OAPI-Patent (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW,
ML, MR, NE, SN, TD, TG).

Zur Erkldrung der Zweibuchstaben-Codes und der anderen Ab-
kiirzungen wird auf die Erkldrungen ("Guidance Notes on Co-
Erkliarung gemifl Regel 4.17: des and Abbreviations") am Anfang jeder reguldren Ausgabe der
—  Erfindererkidrung (Regel 4.17 Ziffer iv) nur fiir US PCT-Gazette verwiesen.

(57) Zusammenfassung: Die Erfindung betrifft Verfahren und eine Vorrichtung zum Ubermitteln von Informationen von einem
Sender zu einem Empfinger. Es ist vorgesehen, dass sendeseitig ein Symbol (Bild) ausgewihlt wird, zu dem Symbol sendeseitig
eine Zeichenfolge ermittelt wird, die dem Symbol zugeordnete Zeichenfolge dem Empfianger gesendet wird und empfangsseitig die
Zeichenfolge in das zugehdrige Symbol gewandelt wird und das Symbol auf einer Anzeigeeinrichtung angezeigt wird und gleich-
zeitig wenigstens eine dem Symbol zugeordnete Tonfolge akustisch wiedergegeben wird.



