What is claimed is:

1. A method for semi-persistent granted uplink transmission, the method performed by a
terminal device, and comprising:

receiving configuration information, wherein the configuration information is used to
configure a plurality of semi-persistent granted resources, wherein

each of the plurality of semi-persistent granted resources corresponds to at least one

subband of an unlicensed band, and more than one of semi-persistent eranted resources are in an

activated state;

the method further comprising:

deactivating the more than one of semi-persistent eranted resources in the activated state;

wherein the deactivating more than one of semi-persistent granted resources in an

activated state comprises:

receiving downlink deactivation signaling, wherein the downlink deactivation signaling is

used to indicate at least one piece of deactivation resource identifier information, and the at least

one piece of deactivation resource identifier information is used to instruct to deactivate more

than one semi-persistent eranted resources corresponding to each of the at least one piece of

deactivation resource identifier information.

2. The method according to claim 1, further comprising:

activating ene-or-more than one of the plurality of semi-persistent granted resources;

3. The method according to claim 2, wherein the activating ene-or-more_than one of the
plurality of semi-persistent granted resources comprises:

receiving high-layer signaling, wherein the high-layer signaling is used to configure and
activate the plurality of semi-persistent granted resources and the at least one subband of the
unlicensed band that corresponds to each semi-persistent granted resource.

4. The method according to claim 2, wherein the activating ere-er-more than one of the
plurality of semi-persistent granted resources comprises:

receiving high-layer signaling, wherein the high-layer signaling is used to configure the

plurality of semi-persistent granted resources; and

- 32 -



receiving downlink activation signaling, wherein the downlink activation signaling is used
to indicate activation resource identifier information, and indicate at least one subband of the
unlicensed band for a semi-persistent granted resource corresponding to the activation resource
identifier information, and the activation resource identifier information is used to instruct to
activate the semi-persistent granted resource corresponding to the activation resource identifier

information.

65. A method for semi-persistent granted uplink transmission, applied to a network side

device, wherein the method comprises:

sending configuration information, wherein the configuration information is used to
configure a plurality of semi-persistent granted resources for a terminal device, wherein

each of the plurality of semi-persistent granted resources corresponds to at least one

subband of an unlicensed band, and more than one of semi-persistent granted resources are in an

activated state;

the method further comprising:

deactivating the more than one of semi-persistent granted resources in the activated state;

wherein the deactivating more than one of semi-persistent granted resources in an

activated state comprises:

sending downlink deactivation signaling, wherein the downlink deactivation signaling is

used to indicate at least one piece of deactivation resource identifier information, and the at least

one piece of deactivation resource identifier information is used to instruct to deactivate a

semi-persistent granted resource corresponding to each of the at least one piece of deactivation

resource identifier information.

76. The method according to claim 56, further comprising:

activating ene-er-more than one of the plurality of semi-persistent granted resources:
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87. The method according to claim 76, wherein the activating ere-er-more than one of the plurality
of semi-persistent granted resources comprises:

sending high-layer signaling, wherein the high-layer signaling is used to configure and
activate the plurality of semi-persistent granted resources and the at least one subband of the
unlicensed band that corresponds to each semi-persistent granted resource.

98. The method according to claim 76, wherein the activating ere-e+-more than one of the plurality
of semi-persistent granted resources comprises:

sending high-layer signaling, wherein the high-layer signaling is used to configure the
plurality of semi-persistent granted resources; and

sending downlink activation signaling, wherein the downlink activation signaling is used
to indicate activation resource identifier information, and indicate at least one subband of the
unlicensed band for a semi-persistent granted resource corresponding to the activation resource
identifier information, and the activation resource identifier information is used to instruct to
activate the semi-persistent granted resource corresponding to the activation resource identifier

information.

H9. A terminal device, comprising:

a receiving module, configured to receive configuration information, wherein the
configuration information is used to configure a plurality of semi-persistent granted resources,
wherein

each of the plurality of semi-persistent granted resources corresponds to at least one

subband of an unlicensed band, and more than one of semi-persistent granted resources are in an

activated state;

the terminal further comprising:
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than one semi-persistent granted resources corresponding to each of the at least one piece of

deactivation resource identifier information.

4210. The terminal device according to claim H9, further comprising an activation
module configured to activate ene-or-more_than one of the plurality of semi-persistent granted

resourcess

1311. The terminal device according to claim 4210, wherein the activation module is

further configured to receive high-layer signaling, the high-layer signaling is used to configure
and activate the plurality of semi-persistent granted resources and the at least one subband of the
unlicensed band that corresponds to each semi-persistent granted resource.

+412. The terminal device according to claim 4210, wherein the activation module is
further configured to:

receive high-layer signaling, where the high-layer signaling is used to configure the
plurality of semi-persistent granted resources; and

receive downlink activation signaling, where the downlink activation signaling is used to
indicate activation resource identifier information, and indicate at least one subband of the
unlicensed band for a semi-persistent granted resource corresponding to the activation resource
identifier information, and the activation resource identifier information is used to instruct to
activate the semi-persistent granted resource corresponding to the activation resource identifier

information.

1+613. A terminal device, comprising: a memory, a processor, and a computer program

stored in the memory and executable on the processor, wherein when the computer program is
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executed by the processor, the steps of the method for semi-persistent granted uplink
transmission according to any one of claims 1 to 54 are performed.

+714. A network side device, comprising:

a sending module, configured to send configuration information, wherein the
configuration information is used to configure a plurality of semi-persistent granted resources for
a terminal device, wherein

each of the plurality of semi-persistent granted resources corresponds to at least one

subband of an unlicensed band, and more than one of semi-persistent eranted resources are in an

activated state;

the network side device further comprising:

a deactivation module, configured to deactivate the more than one of semi-persistent

granted resources in the activated state:

wherein the deactivation module is further configured to:

send downlink deactivation signaling, wherein the downlink deactivation signaling is used

to indicate at least one piece of deactivation resource identifier information, and the at least one

piece of deactivation resource identifier information is used to instruct to deactivate more than

one semi-persistent eranted resources corresponding to each of the at least one piece of

deactivation resource identifier information.

1+815. The network side device according to claim +714, further comprising an activation
module configured to activate ene-or-more_than one of the plurality of semi-persistent granted

resourcess

1916. The network side device according to claim 4815, wherein the activation module is

further configured to:

send high-layer signaling, where the high-layer signaling is used to configure the plurality
of semi-persistent granted resources and the at least one subband of the unlicensed band that
corresponds to each semi-persistent granted resource; and

send downlink activation signaling, where the downlink activation signaling is used to
indicate at least one piece of activation resource identifier information, and the at least one piece

of activation resource identifier information is used to instruct to activate a semi-persistent
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granted resource corresponding to each of the at least one piece of activation resource identifier

informations:

2017. A network side device, comprising: a memory, a processor, and a computer program

stored in the memory and executable on the processor, wherein
when the computer program is executed by the processor, the steps of the method for
semi-persistent granted uplink transmission according to any one of claims 6-5 to +0-8 are

performed.
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