8/136674 A3 I L0 VY 0 OO

—

Communi cation system for exchanging data, via a

comruni cation network at |east partly accessible to

the public, between a first data processing system and
(122INFEBBAION AT SPHM OUESSPURYISHES{UAWER CURPATENTCQPORERATIQN TREATY (PCT)

data processing system adggs to comuni cate

(19) Woeia telictigaltPevparts Orinitoa (4 "‘ SRR R0 My

fi r stintgtediianapBoc@SSi Ng Sy ;
coupling to the communi catN&gBsAet work at |east partly
(Ad detsriatijnal %li@ﬁgﬂ?ﬂjbl ic, ppdra secoHdMupaiopy! SublicatigpdNumber
B/Newmber 008 (1311308 | east one data WQ&HE$@36674 A3
ted 0 conmuni cate,_accordln ﬁtt o(g}é%emhmm indicated, for every

system  adapted | )
51) I P, t. sification: - (81 € t
<D %ﬁ%dﬁggﬁ 6 ngﬁE&éa 006.0 er e! ﬁ )t E‘n%gc;grgt;tog protection. available): AE, AG, AL, AM,
HRINOSB ©806ld0 Ssystem s Tinked via aA&QﬁQﬂEﬁZ?QQ@E,'BGQ%Pﬂ@R,BW,BY,BZ, CA,
t he conmuni cati on network at | eastn, pRicblor, @gCce$sioK, M, DO, DZ, EC, EE,
(21) Iniegnafippal ?ﬂHB‘IaT‘°<E‘,N“E’H“e§,'E%£55g/O§%q i n tivars, at Gl 6asis, GMEMET, HN, HR, HU, D,
t he couplings conprises a At a cOhrECSiTB AT FakbeEYi 1 &R, KZ, LA, 1C,
(22) IntegnagjopalFiling Bte:| ¢ 7 SOYOAY PP t he @Mf}? U B MA, MD, ME, MG, MK, MN,

, NA, NG, NI, NO, NZ, OM, PG, PH,

(25) FRAlaGae: Dutch PL, PT, RO, RS, RU, SC, SD, SE, SG, SK, SL, SM, SV,
(26) Publication Language: English SY, TJ, TM, TN, TR, TT, TZ, UA, UG, US, UZ, VC, VN,
ZA, 7M, 7ZW.
(30) Priority Data:
2000632 7 May 2007 (07.05.2007) NI (84) Designated States (unless otherwise indicated, for every
kind of regional protection available): ARIPO (BW, GH,
(71) Applicant (for all designated States except Us): SPEC- GM, KE, LS, MW, MZ, NA, SD, SL, SZ, TZ, UG, ZM,
TATOR INTELLECTUAL PROPERTIES B.V. i.o. ZW), Eurasian (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM),
[NL/NL], Venestraat 1—3, NL-4931 BM Geel’[ruidenberg European (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FL
(NL). FR, GB, GR, HR, HU, IE, IS, IT, LT, LU, LV, MC, MT, NL,
(72) Inventors; and NO, PL, PT, RO, SE, SI, SK, TR), OAPI (BF, BJ, CF, CG,
(75) Inventors/Applicants (for US only): KLOONEN, Mar- CI, CM, GA, GN, GQ, GW, ML, MR, NE, SN, TD, TG).

inus, Adrianus, Hendrikus [NL/NL]; Floris Versterstraat
5, NL-4907 PA Oosterhout (NL). VAN DEN HOEK, Rolf,
Martijn [NL/NL]; Genemansstraat 33, NL-3312 LA Dor-
drecht (NL). ERMSTRANG, Gerrit, Gijsbert [NL/NL];
Ruytewaert 25, N1.-4283 HE Giessen (NL). VAN DE WA-  Published:

Declaration under Rule 4.17:
— asto applicant’s entitlement to apply for and be granted a
patent (Rule 4.17(ii))

TER, Godefridus, Johannes [NL/NL]; Nieuwkuijkstraat —  with international search report

90a, N1.-5253 AJ Nieuwkuijk (NL). HERMES, Hubertus, — before the expiration of the time limit for amending the
Franciscus, Maria [NL/NL]; Senecalaan 28, NL.-6135 HS claims and to be republished in the event of receipt of
Sittard (NL). amendments

(74) Agent: EVELEENS MAARSE, Pieter; Patentwerk B.V., (88) Date of publication of the international search report:
P.O. Box 1514, NL-5200 BN ’s-hertogenbosch (NL). 15 January 2009

(54) Title: SYSTEM AND METHOD FOR EXCHANGING DATA BETWEEN A FIRST DATA PROCESSING SYSTEM AND
A SECOND DATA PROCESSING SYSTEM VIA AN AT LEAST PARTLY PUBLIC COMMUNICATION NETWORK

400 103 106

300 310 206
N S
SSC PC2 ISDN / IP /.. PC1 ccty

115',125',135' 405 406 126,136

FIG. 2

(57) Abstract: Communication system for exchanging data, via a communication network at least partly accessible to the public,
between a first data processing system and a second data processing system, comprising a first data processing system adapted to

& communicate according to a communication protocol, wherein the first data processing system is linked via a first coupling to the

=

communication network at least partly accessible to the public, and a second data processing system, comprising at least one data
processing system, adapted to communicate according to the communication protocol, wherein the second data processing system
is linked via a second coupling to the communication network at least partly accessible to the public, characterized in that at least
one of the couplings comprises a data connection inaccessible to data traffic according to the communication protocol.



