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(54) Title: HEATING ELEMENT FOR A REGENERATIVE HEAT EXCHANGER AND METHOD FOR PRODUCING A HEAT-
ING ELEMENT

v= (54) Bezeichnung: HEIZELEMENT FUR EINEN REGENERATIV-WARMETAUSCHER UND VERFAHREN ZUM HERSTEL-
< LEN EINES HEIZELEMENTES

<t (57) Abstract: The invention relates to a heating element for a regenerative heat exchanger that is constructed as a profiled steel
W) sheet. The aim of the invention is to produce a heating element which is resistant to acids, has anti-soiling properties and, however,
\& has a good thermal output. To these ends, the heating element is provided with an enameling, and a fluoroplastic coating is applied
: to the enameled surface.
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(57) Zusammenfassung: Die Erfindung betrifft ein Heizelement fir einen Regenerativ-Wirmetauscher, das als profiliertes Stahl-
blech ausgebildet ist. Damit das Heizelement gegen Sauren bestiindig ist, schmuizabweisende Eigenschaften hat und trotzdem eine
gute Wirmeleistung aufweist, wird das Heizelement mit einer Emaillierung verseben und auf die emaillierte Oberfliche eine Be-
schichtung aus Fluorkunststoff aufgebracht.



