WHAT IS CLAIMED IS:

1. A method for determining HARQ feedback delay, applied to a base station, comprising:
determining a target set of HARQ feedback delays among more than one set of HARQ
feedback delays, which are predefined in a protocol and correspond to downlink control
information (DCI) of a preset format; wherein the more than one set of HARQ feedback delays
correspond to different subcarrier bandwidths;
sending the DCI of the preset format configured to indicate a target delay value, to a
terminal, wherein the target delay value is one of more than one delay value included in the

target set of HARQ feedback delays.

2. The method of claim 1, wherein, determining the target set of HARQ feedback delays
comprises:

determining a set of HARQ feedback delays corresponding to a currently used
subcarrier bandwidth as the target set of HARQ feedback delays.

3. The method of claim 1, wherein, in the more than one set of HARQ feedback delays,
the larger the subcarrier bandwidth is, the greater a maximum delay value in the corresponding

set of HARQ feedback delays is.

4. The method of claim 1, further comprising:

determining a number of bits occupied by a designated information field in the DCI of
the preset format according to a total number of delay values included in the target set of HARQ
feedback delays, which is predefined in the protocol; wherein the designated information field
is an information field in the DCI, which is configured to indicate the target delay value;

determining an order value of the target delay value in the target set of HARQ feedback
delays;

setting a bit value of the designated information field occupying the number of bits to

be equal to the order value.

5. A method for determining HARQ feedback delay, applied to a terminal, comprising:
receiving downlink control information (DCI) of a preset format sent by a base station,

wherein the target delay value is one of more than one delay value included in the target set of
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HARQ feedback delays;

determining a target delay value for performing HARQ feedback according to the DCI
of the preset format;

wherein determining the target delay value for performing HARQ feedback according
to the DCI of the preset format comprises:

determining a target set of HARQ feedback delays among more than one set of HARQ
feedback delays, which are predefined in a protocol and correspond to downlink control
information (DCI) of the preset format; wherein the more than one set of HARQ feedback

delays correspond to different subcarrier bandwidths.

6. The method of claim 5, wherein determining the target delay value for performing
HARQ feedback according to the DCI of the preset format further comprises:

determining a number of bits occupied by a designated information field in the DCI of
the preset format according to a total number of delay values included in the target set of HARQ
feedback delays, which is predefined in the protocol; wherein the designated information field
is an information field in the DCI, which is configured to indicate the target delay value;

determining a bit value of the designated information field occupying the number of
bits;

determining a delay value with an order value equal to the bit value, in the target set of

HARAQ feedback delays, as the target delay value.

7. The method of claim 5, wherein determining the target set of HARQ feedback delays
comprises:

determining the set of HARQ feedback delays corresponding to a currently used
subcarrier bandwidth as the target set of HARQ feedback delays.

8. The method of claim 7, wherein, in the more than one set of HARQ feedback delays,
the larger the subcarrier bandwidth is, the greater a maximum delay value in the corresponding

set of HARQ feedback delays is.

9. The method of claim 5, wherein, after determining the target delay value for performing
HARAQ feedback, the method further comprises:

determining a time domain unit receiving the DCI of the preset format;
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determining a sum value of a serial number of the time domain unit receiving the DCI
of the preset format and the target delay value;

determining a time domain unit indicated by the sum value as a target time domain unit
for performing HARQ feedback for a physical downlink shared channel (PDSCH) scheduled
by the DCI of the preset format.

10. A computer-readable storage medium, wherein the storage medium stores a computer
program, which is configured to perform the method for determining HARQ feedback delay

according to any one of claims 1-4.

11. A computer-readable storage medium, wherein the storage medium stores a computer
program, which is configured to perform the method for determining HARQ feedback delay

according to any one of claims 5-9.

12.  An apparatus for determining HARQ feedback delay, applied to a base station,
comprising:

a processor;

a memory for storing processor-executable instructions;

wherein the processor is configured to:

determine a target set of HARQ feedback delays among more than one set of HARQ
feedback delays, which are predefined in a protocol and correspond to downlink control
information (DCI) of a preset format; wherein the more than one set of HARQ feedback delays
correspond to different subcarrier bandwidths;

send the DCI of the preset format configured to indicate a target delay value, to a
terminal; wherein the target delay value is one of more than one delay value included in the

target set of HARQ feedback delays.

13. The apparatus of claim 12, wherein the processor is configured to determine a set of HARQ
feedback delays corresponding to a currently used subcarrier bandwidth as the target set of

HARQ feedback delays.

14. The apparatus of claim 12, wherein, in the more than one set of HARQ feedback delays,

the larger the subcarrier bandwidth is, the greater a maximum delay value in the corresponding
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set of HARQ feedback delays is.

15. The apparatus of claim 12, wherein the processor is further configured to:

determine a number of bits occupied by a designated information field in the DCI of
the preset format according to a total number of delay values included in the target set of HARQ
feedback delays, which is predefined in the protocol; wherein the designated information field
is an information field in the DCI, which is configured to indicate the target delay value;

determine an order value of the target delay value in the target set of HARQ feedback
delays;

set a bit value of the designated information field occupying the number of bits to be

equal to the order value.

16.  An apparatus for determining HARQ feedback delay, applied to a terminal, comprising:

a processor;

a memory for storing processor-executable instructions;

wherein the processor is configured to:

receive downlink control information (DCI) of a preset format sent by a base station,
wherein the target delay value is one of more than one delay value included in the target set of
HARAQ feedback delays;

determine a target delay value for performing HARQ feedback according to the DCI of
the preset format;

wherein the processor is further configured to:

determine a target set of HARQ feedback delays among more than one set of HARQ
feedback delays, which are predefined in a protocol and correspond to downlink control
information (DCI) of the preset format; wherein the more than one set of HARQ feedback

delays correspond to different subcarrier bandwidths.

17. The apparatus of claim 16, wherein the processor is further configured to:

determine a number of bits occupied by a designated information field in the DCI of
the preset format according to a total number of delay values included in the target set of HARQ
feedback delays, which is predefined in the protocol; wherein the designated information field
is an information field in the DCI, which is configured to indicate the target delay value;

determine a bit value of the designated information field occupying the number of bits;
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determine a delay value with an order value equal to the bit value, in the target set of

HARQ feedback delays, as the target delay value.

18.  The apparatus of claim 16, wherein the processor is configured to:
determine the set of HARQ feedback delays corresponding to a currently used
subcarrier bandwidth as the target set of HARQ feedback delays.

19.  The apparatus of claim 18, wherein, in the more than one set of HARQ feedback delays,
the larger the subcarrier bandwidth is, the greater a maximum delay value in the corresponding

set of HARQ feedback delays is.

20.  The apparatus of claim 16, wherein, after determining the target delay value for
performing HARQ feedback, the processor is further configured to:

determine a time domain unit receiving the DCI of the preset format;

determine a sum value of a serial number of the time domain unit receiving the DCI of
the preset format and the target delay value;

determine a time domain unit indicated by the sum value as a target time domain unit
for performing HARQ feedback for a physical downlink shared channel (PDSCH) scheduled
by the DCI of the preset format.
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