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| NFORVATI ON DI SPLAY SYSTEM ABSTRACT OF THE DI SCLOSURE A fishing reel has a
reel unit that is nounted on the fishing rod, a spool that is rotatably
attached to the reel unit, a tension detector that detects tension applied
to the said fishing |ine, and a comruni cation portion that transmts to a
fishing informati on display apparatus data of the tension applied to the
fishing |ineFidieG REBL, FHTING NGO RELAEION. DISPRaA Y iAGH ABATRTSHrATEDI on

di spl ay apparatus is p i i shi , and receives
dat a comuni cat ed froﬂﬁwgsmﬁkmﬂoﬁgmﬁs%m%‘%ﬁf& mati on di spl ay
apparatus includes a body membetaca oF SpiRpIPOr.Okorprovi ded in the body
menber, a conmunication portion that receives fromthe fishing reel data

of the tension applied to the fishing line, and a controller that is
g splays, on, N s ex. Pl | o0 MRudl Sy S ORI L A
i nf or mat i anatally tattecHeld sdiivgresl dniiak k@Rion dekdefor tBAt detects tension applied to the said
fishing line, and a communication portion that transmits to a fishing information display
apparatus data of the tension applied to the fishing line detected by the tension detector.
The fishing information display apparatus is provided externally of a fishing reel, and
10 receives data communicated from the fishing reel. The fishing information display
apparatus includes a body member, a display portion provided in the body member, a
communication portion that receives from the fishing reel data of the tension applied to the
fishing line, and a controller that is displays on the display portion the data of tension
received from the fishing reel. A navigator away from an angler can certainly have
15 information of the fishing situation.
(Fig. 8)



