The invention relates to a | aboratory apparatus for
simul taneously carrying out reactions in a plurality
of sanples which are arranged in an array, conprising
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(54) Title: LABORATORY APPARATUS FOR SIMULTANEOUSLY CARRYING OUT REACTIONS IN A PLURALITY OF
SAMPLES

(54) Bezeichnung: LABORVORRICHTUNG ZUR GLEICHZEITIGEN DURCHFUHRUNG VON REAKTIONEN IN EINER
MEHRZAHL VON PROBEN

(57) Abstract: The invention relates to a laboratory apparatus for simultaneously carrying out reactions in a plurality of samples
which are arranged in an array, comprising an illumination device, which emits illumination light onto the samples, comprising
a detection device, which generates a signal dependent on the light intensity of the light coming from the samples, wherein the
detection device forwards the signal to an evaluation device, and comprising a monitoring device for checking the functioning of
\& the illumination device, and is characterized in that the illumination device has a plurality of light-emitting diodes assigned in each
€f, case to one of the samples, and the monitoring device has electrical devices which can be used to perform an electrical functional
& check of the light-emitting diodes, where the monitoring device is furthermore embodied for generating a signal when a functional
I~ disturbance of a light-emitting diode is ascertained.
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(57) Zusammenfassung: Die Erfindung betrifft eine Laborvorrichtung zur gleichzeitigen Durchfiihrung von Reaktionen in einer
Mehrzahl von Proben, die in einem Array angeordnet sind, mit einer Beleuchtungseinrichtung, die Beleuchtungslicht auf die Proben
O abstrahlt, mit einer Nachweiseinrichtung,
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the functioning of the illum nation device, and is
characterized in that the illum nation device has a
plurality of light-emtting di odes assigned i
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die ein Signal erzeugt, das von der Lichtintensitdt des von den Proben kommenden Lichtes abhéngig ist, wobei die Nachweisein-
richtung das Signal an eine Auswerteeinrichtung weitergibt, und mit einer Uberwachungseinrichtung zur Funktionsiiberpriifung der
Beleuchtungseinrichtung, und ist dadurch gekennzeichnet, daf die Beleuchtungseinrichtung mehrere, jeweils einer der Proben zu-
geordnete Leuchtdioden aufweist, und die Uberwachungseinrichtung elektrische Einrichtungen aufweist, mit denen eine elektrische
Funktionstiberpriifung der Leuchtdioden ausfiithrbar ist, wobei die Uberwachungseinrichtung weiterhin zur Generierung eines Sig-
nals bei Feststellung einer Funktionsstdrung einer Leuchtdiode ausgebildet ist.



