ABSTRACT The present invention provides an adhesive conposition which

conprises (a) an epoxy resin, (b) a curing agent and (c) a polyner conpound

i nconpatible with said epoxy resin, and further optionally conprises (d) a

filler and/or (e) a curing accelerator; a process for producing an

adhesi ve conposition, conprising: nmixi&g (a) the epoxy resin and (b) the
curing agent with (d) the filler, followed by mxing the resultant m xture
with (c) the polyner compound inconpatible with the epoxy resin; an
adhesive filmconprising the above- me¥@$TRAECT adhesi ve conposition fornmed
into a film a substrate for nounting sem conductor conprising a wring
board and t he above-nentioned adhesive fiIn1disEosed thereon on its side
wher e chipsTQFePFSSBEtnﬁBHEEH%O&naravééﬁﬁcéﬁdéé gpiyevicompaliithobonpri ses
the above- wribthopedpadbesi (8)f khmepbxiNeeguhst (B €af @LTRYLLRAL and

sem conquct or . .

qy ?c) a polymer compound incompatible with said epoxy resin,

and further optionally comprises (d) a filler and/or (e) a

curing accelerator;

a process for producing an adhesive composition,
comprising: mixing (a) the epoxy resin and (b) the curing
10 agent with (d) the filler, followed by mixing the resultant

mixture with (c) the polymer compound incompatible with the

epoxy resin;
an adhesive film comprising the above-mentioned
adhesive composition formed into a film;

15 a substrate for mounting semiconductor comprising a
wiring board and the above-mentioned adhesive film disposed
thereon on its side where chips are to be mounted; and

a semiconductor device which comprises the above-
mentioned adhesive film or the substrate for mounting

20 semiconductor.
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