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DESCRIPTION

APPARATUS FOR AND METHOD OF
DISPLAYING RESULTS OF PRINTED CIRCUIT BOARD INSPECTION

Technical Field

This invention relates to an apparatus for
inspecting a printed circuit board (hereinaftéf referred
to as a "PC board") or the like, and to a method of
operating the apparatus. More particularly, the
invention relates to an apparatus which inspects the
properties of a curved surface and is applied in
detectiné the ofientation of curved-surface elements of
a curved-surface body comprising a set of a number of
curved-surface elements the surfaces whereof are
oriented in different directions; an apparatus which

inspects the properties of a curved surface and is ideal

for inspecting the shape of a soldered portion of a part

mounted on a PC board; a PC board inspecting apparatﬁs
for extraéting hue patterns in the three primary colors
from an original image obtained by imaging a part
mounted on a PC board, comparing the extracted results
with taught data and judging the acceptability of the
mounted state of the part, such as the soldered state; a
teaching method for teaching, prior to iﬁspection.of the
PC board, the mounted po%ﬁkion of a part, the class of
the mounted part and'f§5£ure quantities of the

mounted state of the_p;rt in the aonementioned

inspecting apparatus; a method of setting an inspection

zone for setting, prior to inspection of the PC board, a
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avoided, judgment differs widely depending udpon the

mounted-part inspection zone in the abovementioned
inspecting apparatus; a method of displaying inspection
results for displaying the results of part inspection on
the screen of a display unit in the abovementioned
inspecting apparatus; and a display method in a PC board
inspecting apparatus ideal for verifying the
acceptability of the extracted state of hue patterns.
Background Art

The shape of the surface of a soldered region of a
part mounted on a PC board can be mentioned as a typical
example of a curved-surface body having a multiple;
oriented surface. Conventionallya such a soldered
region is inspected visually, and the acceptability of
the soldered state, namely the absence or presence of
solder, the amount of solder and its solubility, short
circuits and improper conduction are judged based on
this visual inspection.

With this method using such visual inspection,

however, the occurrence of inspection error cannot be

individual performing the inspection, and there are ' |
limits upon inspection processing capability.

In recent years, a variety of automatic inspection
apparatus capable of performing an inspection of this
kind automatically have been proposed.

The shape of the surface of a soldered region is a
cubic shape of three dimensioﬁs, and the ability to

detect three-dimehsional shape information .is essential
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in order to inspect such a shape.

Fig. 1 illustrates an example of an automatic
inspection apparatus capable of detecting three-
dimensional ‘shape information. The apparatus irradiates
a soldered reQion on a PC board 2 with .slit light 1. A
reflected-light image of an optical cutting-plane line
3, which is produced on the surface of the PC board 2
inclusive‘of the soldered region by irradiation with the
slit light 1, is piéked up by an image pickup device 4,
and the three-dimensional shape of the soldered portion
is detected by investigating the imaged pattern.

With this inspection method, however, all that is

obtained is shape information indicative of the portion

irradiated'with the slit light 1, and it is difficult to

ascertain the three-dimensional shape of other portionms.

Moreover, the surface of the soldered region is such

‘that the orientation thereof is not uniform with respect

to the surface direction of the PC board. Consequently,
at least four combinations of light source and image
pickup device 4 are necessary. For this reason, the
apparatus is complicated and a highly precise assembling
opefation is required. A problem is that ﬁhis invites
higher cost.

Accordingly, in order to'solve this probleﬁ, a
method is available in which the surface of a curved-

surface body undergoing inspection is irradiated with

-light from a plurality of directions having different

angles of incidence, each reflected-light image from the
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sufface of the curved-surface bgdy is imaged, and the
orientation of the curved-surface elements possessed by
the curved-surface body is detected from the respective
imaged patterns. This method belongs to the class of
"active sensing methods", which is one of the methods of
detecting three-dimensional image information.
Specifically, this method takes note of the fact that
when light flux having a uniform pattern ié projected
upon the object undergoing inspection, the patterh of
the reflected light flux obtained from the object
undergoes deformation in accordance with the three-

dimensional shape of the object. The method is such

~that the shape of the object under inspection is

estimated from the deformed pattern.

Fig. 2 is a diagram for describing the principle of
this method and shows the positional relationship
between a detecting system, which comprises a iight pfojecting
device 5 and an image pickup device 6, and a curved-
surface body 7, which is the object undergoing
inspection.

When light flux 8 is projected toward the su;face
of the curved-surface body (efg., a soldered region) 7
from the projecting device 5 disposed as a certain
position, reflected light flux 9 impinges upon and is
detected by the image pickup device 6 placed immediately
overhead. Whén this is done, it is detected that a
curved-surface element of the portion of the curved-

surface body 7 irradiated with the light flux 8 is
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oriented at an angle O with respect to a horizontal
reference plane 10 (0 is the angle of incidence).
Accordingly, if light is projected upon thé surface of
the curved-surface body 7 using a plurality of
projecting devices having different angles of incidence
in a case where the surface property of the curved-
surface body 7 is such that the curved surface comprises
a number of curved-surface elements oriented in
different directions, as is the case with a soldered
surface, a groub of curved-surface elements
corresponding to respective ones of these angles of
incidence can be detected, whereby it is possible to
detect how each curved-surface element of the surface of
the curved-surface body 7 is oriented, namely what the
surface property of the soldered region is.

If the projecting device 5 is one which projects a
light flux 8 having a width A0, reflectéd light flux 9
having a width corresponding to this width will be
detected by the image pigkup device 6. In other words,
in this case curved-surface elements having the width 40
for an angle can be detected.

Further, if the projecting device 5 includes ring-
shaped light-emitting elements 11, 12 and 13 arranged
horizontally with respect to the reference plane 10, as
shown in Fig. 3, the distance between the projecting

device 5 and the curved-surface body 7 will be constant

regardless of the rotational angle of the curved-surface

body 7 with respect to an-axis perpendicular to the
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reference plane 10, and the orientations of the curved-
surface elements in the direction of the angle of
rotation thereof will be cancelled out. As a result,
only the angle of inclination of the curved-surface body
7 with respeét to the reference plane 10 will be
detected.

If the projecting device 5 is constituted by the
plurality of ring-shaped light-emitting eleménts 11, 12 and 13
having different angles of incidence reiative to the
curved-surface body 7, as shown in Fig. 3, curved-
surface elements having orientations corresponding to
the angles of incidence of light fluxes 14, 15 and 16
from the light-emitting elements can be detected in
detail, as set forth ébove.

Assume that the three ring-shaped light-emitting
elements 11, 12 and 13 of radii rp (m = 1, 2, 3) are
disposed horizontally at positions having heights hpy (m
=1, 2, 3) from the reference surface 10, and that the
angles of incidénce of the light fluxes 14, 15; 16'from.
these light-emitting elements 11, 12, 13 relative to the
curved-surface body 7 are 0, (m = 1, 2, 3). Under these'
assumptions, curved-surface elements whose angles of
inclination at the curved-surface body 7 respectively
are Bp can be detected by the image pickup device 6. In
comparison with total optical paths from the light-
emitting'elements 11, 12, 13 to the image pickup device
6 via the surface of the curved-surface body 7, the

sizes of the curved-surface elements are sufficiently
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small. Therefore, the angles of incidence, namely the
angles of inclination of the curved-surface elements to
be detected, can be determined in accordance with the
following equation:

cosBp = hp/ (hp? + rp?)1/2 .. (1)

A method employing sources of white light as the
light-emitting elements 11, 12, 13 has been proposed as
a method of inspecting the external appearance of a
soldered region on the basis of the foregoing principle
[Japanese Patent Application Laid-Open (KOKAI) No. 61-
293657)]. In this method of inspection, the light-
emitting elements 11, 12, 13 are lit and extinguished at
respectively different timings in order distinguish
among the reflected-light images produced by the three
light-emitting elements 11, 12, 13 having different
angles of incidence with respect to the soldered
surface.

However, with this method of controlling the
lighting of the light-emitting elements, there is need
of a memory for the purpose of storing each image

obtained at each of the different projection timings, an

arithmetic unit for processing these images as an image

of an identical visual field, and a firing device for
lighting each';ight-emitting element instantaneously.
This entails great technical complexity and the method
involves problemé in terms of cost and reliability.
Accordingly, in an effort to solve all of these

problems encountered in such a time-sharing system, a
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method has been proposed for use in an apparatus which
inspects linear bodies such as wires [Japanese Patent
Application Laid-Open (KOKAI) No. 62-127617)].

According to this method, light sources for the three
priméry colors of red, green and blue aré used as the
three light-emitting elements having different angles of
incidence with respect to the object undergoing
inspection. Reflected-light images in the colors red,
green and blue from the.cbject are imaged at the same
timing by a hue-sensing-type image pickup device such as
a color television camera, and the images are detected
upon undergoing color separation.

When this method is applied to an automatic
inspection apparatus for inspecting soldered regions, it
is theoretically possible to detect the curved-surface
property of a soldered region in a short period of time.
However, since this apparatus is not contrived to detéct
peripheral inférmation essential for automatic
inspection of parts mounted on a PC board, such as
information relating to each region on the PC board
(e.g., part number, polarity, color code, ete) and
circuit-board pattern information (various marks on the
circuit board), it is extremely difficult to put the
apparatus to practical use as is.

When an apparatus for inspecting a PC board is
used, a teaching.éperation is required in which various
data relating to a PC board (referred to as a "reference

PC board") having prescribed parts correctly mounted at
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predetermined positions are entered from a keyboard
before the PC board is inspected. This teaching
operation is referred to simply as "teaching" and
entails the teaching of data relating to the positions,
types and inspection zones of parts mounted on a
reference PC board, as well as data relating to
feature quantities of the mounted state (e.gf the
soldered state) within the inspection zone of each part.

With this teaching method using data entry by key,
however, the amount of data to be keyed in is extremely
large. As a conéequence, an exorbitant amount of time
and labor are necessary for the input operation, and
operation is a great burden.

A teaching method for solving these problems has
been proposed [Japanese Patent Application Laid-Open
(KOKAI) No. 62-180251] and entails fabricating
beforehand a positioning PC board (reference PC boardf
obtained by coloring the surface of a PC board with
black paint and coloring mounted parts with white paint,
and imaging the positioning PC board by a PC board
inspecting apparatus, thereby teaching data (part.
position, etc.) serving as criteria for the purpose of
inspecting-the PC board. | |

However, according to this teaching method, not
only does fabricating the positiqning PC board require

the painting operation, but the method is also

uneconomical in that it is impossible to reutilize a

painted PC board. In addition, part position cannot be



-

"I

10

15

20

25

taught correctly unless painting is performed in
accurate fashion. Furthermore,.according to this
method, the teaching of items other than part position,
such ag the teaching of part type, cannot be performed
with ease.’

On the other hand, in a case where a feature
quantities of soldered state are taught, the conventional
practice is to prepare in advance a single reference PC
board on which each part has been soldered normally,

extract feature quantities of the soldered state

of each part using this reference PC board, and

thereafter provide the extracted quantities with a fixed
width to decide the range of feature guantities
that defines the normal soldered state.

However, there is absolutely no guarantee that a
reference PC board prepared for teaching will be
suitable for representing the cbrrectly soldered staté
of each part. If such happens to be the case, a taught
feature quantity will repreéent a biased value
and not an average, and a situation will frequently
occur in soldered state inspeétion in which mounﬁing'
defects are overlooked or a soldered state within
tolerance is judged to be defective understrict standards.

‘In order to obtain the feature quantities of
the soldered state of a part in teachihg or inspectioh,
hue patterns composed of the three primary colors are
extracted from an original image obtained by imaging the

part mounted of the PC board. 1In order to realize
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proper inspection of a PC board, the inspection is
premised on the fact that pattern extraction is
performed accurately. To verify the acceptability of
pattern extraction, conventional methods that have been
proposed entail displaying obtained feature

quantities in the form of numerical values on a display
unit, or displaying an image, which is based on the
results of extraction, at the position of the original
image of the inspection zone obtained by imaging the
part mounted on the PC board.

. With the former of these methods, however, it is
difficult to grasp the extracted state concretely since
the display is based upon a numerical value. With the
latter method, it is difficult to contrast the results
of extraction with the original image since the original
image vanishes from the display screen. A problem with
both methods is that the acceptability of the extractéd
state cannot be verified with ease.

With regard to setting the inspection zone,
conventionélly the zone is fixedly determined by fixed™
coordinates. When a zone on the PC board which includes
an inspection location is imaged during inspection, a
zone of a portion of the image is extracted as an
inspection zone using the fixed coordinates, and only
the interior of the inspection zone extracted is
processedf In order to shorten processing time, the
inspection zone is set to be as small as possible. |

However, a problem encountered is that the location to
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be inspected will protrude to the exterior of the set
inspection zone unless the precision of the driving
mechanism for conveying and positiéning the PC board,
the PC board machining precision and the pattern
printing precision, etc., are sufficiently high.

In order to solve this problem, the conventional
approach is to set a reference pattefn on the PC board,
calculate the amount of offset between the position of
this reference pattern obtained at the time of
inspection and the position of a reference pattern
obtained at the time of teaching, and then correct the
position of the inspection zone.

According to this method, however, the fact that
the reference pattern is required necessitates the |
printing of an extra pattern on all PC boards._

Moreover, if an error occurs in the processing which

. detects the position of the reference pattern, this will

have an influence upon the positions of all inspection
zones.

In a case where a PC board undergoing inspection is
imaged by the above-described PC board inspection
apparatus and an inspection is performed to determine
the acceptability of the mounted state of each part,
namely whether parts are missing or the soldered state
is acceptable, the results of inspection of each part -
are displayed on the screen of a CRT display unit and,
when necessary, are printed out by means of a printer.

Conventional methods employed for displaying the
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results of inspection in a PC boérd inspection apparatus
includé a method in which the number of a defective part,
the location of the defect and the particulars of the

defect are displayéd on a CRT display unit, and a method

in which the mounted position of each part on the PC

board is displayed and only those parts that are defective
are displayed in a different color.

With the former method, however, it is difficult to
achieve,corresppndence between the number of a defective
part and the pésitioﬁ of the part on the PC board. |
Accofding to the latter method, the position of a defective -
part can be verified but the particulars of the defect
are unclear. As a result, it is required that an
inspector inspect the PC board and visually verify the
particulars of the defect.

Disclosure of the Invention

An object of the present invention is to provide-an
apparatus for inspecting the properties of a curved
surface in which, by arranging it so that white light is
obtained when irradiating light rays from a plurality of
light-emitting elements constituting a projecting device
are mixed; the properties of a curved surface of a
curved-surface body such as a soldered region can be
detected in a short period of time, and it becomes
possible also to detect peripheral information essential
for actual inspection.

-Another object of the present invention is to

provide a teaching method in a PC board inspecting
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apparatus in which, by using a label to teach the
mounted position of a part and the type of the mounted
part, fabrication of a reference PC board for teaching
is facilitated and reuse of the PC board is made
possible.

A further object of the present invention is to
provide a teaching method in a PC board inspecting

apparatus in which, by obtaining feature (characteristic)

quantities of the mounted state of a part using a

plurality of reference PC boards, it becomes possible to
realize reliable and stable inspection of the mounted
state of a part.

"7 . still another object of the present invention is td
provide an inspection zone setting method in a PC board
inspecting appafatus in which, by processing an image
obtained by imaging a PC board and setting an inspection
zone of a mounted part, the inspection zone can be set
stably and at high speed without réquiring correction
processing.

Yet another object of'the presentlinventicn is to
provide a method of displayihg the results of inspection

in a PC board inspecting apparatus in which, by adopting

a system wherein the position of a defective (faulty)

particulars of the defect (fault) are displayed simultaneously on
one screen, it becomes possible to verify the position

of the defective part and the particulars of the defect
without requiring visual inspection.of the PC board.

A further object of the present invention is to
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provide a display method in a PC board inspecting
apparatus in which, by specially contriving a method of
displaying the results of pattern extraction, the
acceptability of the extracted state can be verified
easily and aécurately.

An apparatus for inspecting properties of a curved
surface according to the present invention is
characterized by comprising projecting means which
includes three types of ring-shaped light-emitting
elements, which are for generating red light, green
light and blue light having light-emission energy
distributions with respect to wavelength that pro&ide
white light upon being mixed, arrahged at positions
to project this light, at angles of incidence that
differ from one another, toward a surface of a curved-
surface body to be inspected, light-quantity adjusting
means for adjusting the quantity of light of each light-
emitting element in such a manner that white light is
obtained when the 1ightlemitted from the 1ight-emitting
elements is mixed, image pickup means for imaging
refiected-light images from the surfaée of the curved-
surface body to obtain imaged patterns distinguished by
hue, and processing means for detecting properties of a
curved-surface element of the curved-surface body from
the imaged patterns obtained from the image pickup
means. _ |

Red light, green light and blue light from the

ring-shaped light-emitting elements irradiates the
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surface of the inspected curved-surface body at
different angles of incidence. Since it is so arranged
that the red, green and blue reflected-light images from
the surface of the curved-surface body are detected
simultaneously and distinguished by hue, the properties
of the curved-surface body can be deteéted in a short
time using the hue patterns obtained. Moreover, since
it is set so that white light is obtained when the red,
green and blue light rays emitted by the light-emitting
elements are mixed, it is possible to detect
essential beripheral information necessary in inspecting
the solder of mounted parts, e.g., information (part
number, polarity, color code, etc.) relating to each
part on the PC board, as well as PC board pattern
information (various marks and the like). In this way
automation of soldered state inspection can be realized.
A teaching method of the invention for teaching the
mounted position of a part and the type of the mounted
part before a PC board is inspected to a PC board
inspecting apparatus for inspecting the mounted state of
a part mounted on the PC board includes supplying a PC
board having labels affixed at the respective mounting
positions of parts to the abovementioned PC board
inspecting apparatus, and imaging the labels, whereby
the mounted.positions of the parts are taught by the
positions at which the labels are éffixed and the type
of a part is taught by the color or shape of the label.

Before inspecting a PC board, a reference PC board
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is fabricated by affixing a label whose color or shape
conforms to the type of a part at the mounting position
of the part on the PC board. This reference PC board is
supplied to the PC board inspecting apparatus and the
labels are imaged, whereby the positions at which the
labels are affixed as well as the shapes and colors of
the labels are read. The positions at which the parts
are mounted are taught from the positions at which the
labels are affixed, and the type of a part is taught
from the golor or shape of the label for that part.

‘According to this teaching method, the reference PC
board for teaching can be fabricated in simple fashion
merely by affixing the labels. If the labels are peeled
off, the PC board can be reutilized. This is
economical. According to this teaching method,
moreover, it is easy to teach part type and not just
part position.

One more teaching method according to the present
invention entails teaching of the feature
quantities of the mounted state of a part before
inspecting a PC board to a PC board inspecting apparatus
for inspecting the mounted state of a part mounted on
the PC board. According to this teaching method, a
plurality of reference PC boards on which parts have
been correctly mounted are successively supplied to the
abovementioned PC board inspecting apparatus. The PC
board inspecting apparatus is operated in such a manner

that the plurality of reference PC boards supplied are
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imaged, the feature quantities of the mounted

states of the parts are extracted from the resulting
images, these feature quantities are processed
statistically, and the calculated values are set as the
feature quantities.

Thus, in accordance with the teaching method of the
present invention, the feature quantities of the
mounted states of the parté are extracted from the
images of the_pluraiity of reference PC boards, and the
statistically processed values are téught to the PC
board inspecfing apparatus as feature quantities.
Therefore, even if there is a statistical dispersion
among the mounted states of a part from one PC board to
another, the feature quantities are averaged by
the statistical processing. As a result, incidents of

overlooked improperly mounted parts or of normal parts

~ being erroneocusly judged to be defective are reduced in

inspecting the mounted states of parts, and PC boards
can be inspected in reliable and stable féshion.

Furthermore, the present invention provides an
inspection-zone setting method for setting an inspection
zone of a mounted part prior to PC board inspection in a
PC board inspection apparatus for inspecting a mounted
part on a PC board. The method is characterized by
imaging a supplied PC board to produce an image of the
part mounting position, initially setting, with respect
to the.image, a processing zone which includes a land

region on the PC board, extracting the land region by
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executiﬁg projgction processing within the processing
zone, and setting an inspection zone of the mounted part
by enlarging, by a predetermined width, an area
circumscribing the extracted land region. |

In accordance with this inspection zone setting’
method of the present invention, a PC board is supplied
to a.PC board inspecting apparatus to image a part
mounting position, and the resulting image is subjected
to predetermined image processing to set an inspection
zone of the mounted part, all before the PC board is
inspécted. Therefore, even if there is a deviation in
the printed pattern on the PC board, an inspection zone
which includes an inspection location can be set
reliably and it is possible to set an inspection zone

stably and at high speed. In addition, setting a

"reference pattern on a PC board and performing

correction processing using such a reference pattern are
unnecessary. Even if a deviation occurs in extraction
of the inspection zone, there is no danger of this
having an adverse influence upon the setting of all
inspection zones.

A method of displaying the results of inspection
according to the present invention in a PC board
inspecting apparatus for imaéing a plurality of parts
mounted on a PC board, inspecting the mounted state of
each part and displaying the results of inspecting each
part on a screen of a display unit is characterized by

displaying, in one area of the screen of the display
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unit, a mounted position of each part on the PC board in
a predetermined color and a position of a part, judged
to have mounting fault, in a color different from that

of the positions of other parts, and simultaneously

displaying, in another area, particulars of the defect of

the defective part.

In accordance with this method of displaying the
results of inspection of the present invention, the
mounted position of each part on the PC board is
displayed in a predetermined.éolor on the screen of the
display unit. With regard to a part judged to be
defective, the position of this part is displayed in a
color different from that of normal parts, and the
particulars of the defect also are displayed
simultaneously on tﬁe same screen. As a result,
correspondence is readily estéblished Between a defective
part and the position of this part on the PC board. |
Moreover, the particulars of the defect exhibited by the
part can be grasped immediately, and the inspector need
not inspect the PC board and perform a visuél
confirmation. |

Further, the present invention provides one more
displéy method. This method, in a PC board inspecting
apparatus for extracting hue patterns in three primary
colors from an original image obtained by imaging a
mounted part on a PC board, comparing fesults of
extraction with taught data and judging the

acceptability of the mounted state of the part, is
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characterized by displaying, on a display screen of a
display unit, the original image and an image, which is
based on the results of extraction, adjacent the

original image, and coloring the image based on the

‘results of extraction using pseudo colors corresponding

to the hue patterns.

Aﬂ originallimage of an inspection zone obtained by
imaging a mounted part on a PC board; and an image, based on
the results of extraction, colored by respective ones of the
pseudo colors corresponding to the hue patterns are displayed
adjacent to each other on a display screen of a display unit.
As a result, the inspector is capable of concretely grasping
the extracted state and directly comparing the colors of both
images,.thus'making it possible to readily vefify the
acceptability of the extracted state.

Brief Description of the Drawings

Fig. 1 is a perspective view for describing the
inspection principle in an automatic inspecting
apparatus according to the prior art;

Figs. 2 and 3Iare explanatory views illustrating"
the inspection principle in an automatic inspecting
apparatus;

Fig. 4 is a block diagram illuStrating.the overall
construction of a PC board inspecting apparatus in an |
embodiment of the present invention;

Fig. 5 is a diagram showing the relationship

between patterns and the acceptability of soldered

_states;'
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Figs. 6 and 7 are flowcharts showing a teaching
processing procedure;

Fig. 8 is a flowchart showing the procedure of
inspection processing;

Figs. 9 and 10 are plan views of parts showing
labels in a state affixed thereto;

Fig. 11 is an explanatory view showing partitioned
regions on a PC board and a procéssing sequence;

Figs. 12a, 12b, 12c, 13a, 13b and 13c are
explanatory views showing the extracted images of labels
and the circumscribing rectangles thereof on an image;

Figs. l4a and 14b are explanatory views showing a
method of setting inspection zones;

Figs. 15a, 15b and 15¢ are diagrams showing display
screens of a CRT diéplay unit;

Fig. 16 is an explanatory view showing a method of
projection processing;

Figs. 17a, 17b, 18a, 18b, 18c, 184, 18e and 19 are
diagrams showing methods of setting inspection zones
with regard to a square part;

Figs. 20a and 20b are views illustrating the set
states of part size;

| Figs. 2la and 21b are sectional views showing the
soldered states of a part;

Figs. 22a and 22b are explanatory views showing
imaged patterns of soldered regions;

Fig. 23 is_a graph showing a data distribution of

red hue values;
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Fig. 24 is an explanatory view showing a display
screen of a CRT display unit;

"Fig. 25 is a flowchart showing a corrective
teaching procedure;

Figs. 26a and 26b are, respectively, a view showing
a display screen of a CRT display unit at the time of
teaching and an explanatory view showing a portion of
the display screen in enlarged form;

Figs. 27a and 27b are, respectively, a view showing
a display screen of a CRT display unit at the time of
corrective teaching and an explanatory view showing, in
enlarged form, a portion of the display screen which
prevails when pattern extraction is acceptable; and

Fig. 28 is an explanatory view shbﬁing, in enlarged
form, a portion of -the display screen which prevails
when pattern extraction is unacceptable.

Best Mode for Carrying Out the Invention

Fig. 4 illustrates the construction of a PC board
inspecting apparatué in an embodiment of the present
invention.

The apparatus for inspectiﬁg PC boards is for
imaging a reference PC board (a positioning PC board)
208, comparing feature parameters (criteria
data) of an inspecﬁion zone_of each part 21S on the
reference PC board 20S, which parameters are obtained by |
processing the imaged data, with feature
parameteré(data to be inspected) of an inspection zone

of each part 21T on a PC board 20T to undergo
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inspection, which parameters are obtained by imaging the
PC board 20T to undergo inspection, and performing
inspection to determine whether each part 21T is
correctly mounted and soldered. The apparatus includes
an X-axis table 22, a Y-axis table 23, a projecting unit
24, an image pickup unit 25 and a processing unit 26.

The X-axis table 22 and Y-axis table 23 are each
equipped with a motor (not shown) controlled by a
control signal from the processing unit 26. Driving
these motors causes the X-axis table 22 to move the
image pickup unit 25 in an X direction and causes the Y-
axis table 23 to move a conveyor 27, which supports
either the PC board 20S or 20T, in the Y direction.

The PC boards 20S and 20T are irradiated by the
projecting unit 24 and imaged by the image piékup unit
25.
" The projecting unit 24 is equipped with ring-shaped
light-emitting elements 28; 29, 30 which respectively
generate red light, green light and 5lue light, based on
control signals from the processipg unit 26, for
irradiating the object of inspection at different angles
of incidence. The PC board 20S or 20T is irradiated
with light obtained by mixing the light of these three
primary colors emitted by the light-emitting élements
28, 29, 30. The reflected-light image is converted into
an electric signal by the image pickup unit 25. 1In this
embodiment, the light-emitting elements 28, 29 and 30

employed are of a structure in which sources of white
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light are covered with colored transparent plates (color
filters) of the colors red, green and blue, -
respectively. However, as long as the light-emitting
elements generate light of the three primary colors, the
invention is not limited to the above structure. For

example, three ring-shaped color fluorescent lanmps (red,

‘green, blue) can be used, or use can be made of three

ring-shaped neon tubes (red, green, blue).

In order to make it possible to detect, under
illumination, information (part number, polarity, color
code, etc.) reléting to parts on the PC boards 20S, 20T
or information (various marks, etc.) relating to a
pattern on a PC board, the profecting unit 24 is
designed in such a manner that perfectly white light is
obtained when the light rays of the three hues emitted
by the light-emitting elements 28, 29 and 30 are mixed.
Specifically, the light-emitting elements 28, 29 and 30
are constituted by light-emitting elements which
respectively emit a red-light spectrum, green-light
spectrum and blue-light spectrum each having a light- °
emission energy distribution with respect to wavelength
fa light-emission energy distribution in which
wavelength is plotted along the horizontal axis and the
peak thereof is set a 1 (100%)] that will give white
light by mixing the colors. The quantity of the colored
light outputted by each of the light-emitting elements
28, 29, 30 is adjusted by an imaging controller 31 in

such a manner that the.red light, green light and blue
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light emitted by the light-emitting elements 28, 29, 30
will yield white light upon being mixed.
The imaging unit 25 is equipped with a color

television camera 32 situated above the projecting unit 24.

.Reflected 1light from the PC board 20S or 20T is

converted into color signals R, G, B of the three
primary colors by the color television camera 32, and
the color signals are supplied to the processing unit
26.

The processing unit 26 comprises an A/D converter
33, an image processor 34, a teaching table 35, a
decision unit 36, the imaging controller 31, an X, Y
table controller 37, a keyboard 40, a CRT display unit
41, a printer 42, a floppy disk device 43, a memory 38
and a controller (CPU) 39. 1In the teaching mode, the_
processing unit 26 detects, through a method described
later, the mounted position of each part 21S on the
reference PC board 20S, the type of the mounted part,
its mounted direction and inspection zone, and processes
the color signals R, G, B regarding the reference PC
boara 208, whereby hue patterns of the colors red, gfeen
and blue are detected with regard to the inspection zone
of the part 21S whose soldered state is acceptable, thus
forming feature parameters to fabricate a
criteria data file. In the inspection mode, the '
processing unit 26 brocesses the color signals R, G, B
regarding the PC board 21T that is to be inspected,

detects similar hue patterns with regard to the
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inspection zone of each part 21T on this PC board, and
forms feature parameters, thereby fabricating an
inspected data file. The processing unit compares this
inspected data file with the abovementioned criteria
data file and, based upon the results of the comparison,
automatically judges, with regard to a predetermined
part 21T on the PC board 20T to be inspected, whether
the soldered portion of this part is acceptable or not.

Fig. 5 shows a table illustrating the relationship
between sectional views of solder 44 when soldering is
acceptable, when a part is miésing and when solder is
inadequate, and the imaged pattern, red pattern, green
pattern and blue pattern in each of these cases. Since
a clear difference appears between these hue patterns,
whether or not a part is present and whether or not
soldering is acceptable can be judged.

Returning now to Fig. 4, the A/D converter 33, upon
being supplied with the color signals R, G, B from the
imaging unit 25, converts these signals into digital
signals and applies the digital signals to the
controller 39. The memory 38 includes a RAM used as a
working area of the controller 39. The image processor
34 subjects the image data supplied via the controller
39 to image processing, creates the inspected data file
and criteria data file and supplies these data files to
the controller 39 and decision unit 36.

The teaching table 35 stores the criteria data file when

_this file is supplied to it from the controller 39 in the teaching mode.
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When the controller 39 outputs a transfer request in the

inspection mode,

- 28 -

the teaching table 35 responds to this

request by reading out the criteria data file and

supplying it to the controller 39, the decision unit 36,

etc.

In the inspection mode, the decision unit 36

compares the criteria data file supplied by the

controller 39 with the inspected data file transferred

from the image processor 34, judges the acceptability of

the soldered state with regard to the PC board 20T

undergoing inspection, and outputs the result of

judgment to the controller 39.

The imaging controller 31 is equipped with

interfaces and the like for connecting the controller

39, projecting unit 24 and image pickup unit 25. The

imaging controller regulates the quantity of light of

each of the light-emitting elements 28, 29, 30 in

accordance with commands from the controller 39 and

performs control for maintaining balance among the

colored light outputs of the television camera 32 in

image pickup unit 25.

The X, Y table controller 37 is equipped with

interfaces and the like for connecting the controller

39, X-axis table 22 and Y-axis table 23, and controls

the X-axis table 22 and Y-axis table 23 based on the

output of the controller 39.

The CRT display unit 41 is equipped with a cathode-

:ray tube (CRT).

When supplied with image data, the
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results'of judgment and keyed-in input data from the
controller 39, the CRT display unit 41 displays these on
a display screen. Upon being supplied'with the results
of judgment and the like from the controller 39, the
printer 42 prints this out in a predetermined format.
The keyboard 40 is equipped with various keys necessary
for entering operating information as well as data
relating to the reference PC board 20S and PC board 20T
to be inspected. Information and data entered from the
keyboard 40 are supplied to the controller 39.

The controller 39 includes a microprocessor and
controls teaching and inspecting operations in line with
a procedure described next.

| First, an example of a teaching operation will be
described with reference to Fig. 6. At the start of
teaching, the controller 39 turns on the projecting unit
24 and image pickup unit 25 and arranges the imaging
conditions and data processing conditions. At step 1
(indicated by "ST1l" in the drawing), the operator
manipulates the keyboard 40 to register the
name of the PC board that is the object of
teaching and enter the size of the PC board.
Thereafter, at the next step 2, the operator sets the
reference PC board 20S on the Y-axis table 23 and
presses a START key. At step 3, the corners at the
upper right and lower left of the reference PC board 20S
are imaged as the origin of the PC board by the image

pickup unit 25, and the corners are displayed on the CRT
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41.. The operator presses a specific key upon
positioning a cursor at the position of each corner,
wheréupon the coordinates of the position of the cursor
are entered as the coordinates of the corner. On the
basis of the entered coordinate data, the controller 39
controlé the X-axis table 22 and Y-axis table 23 to
position the reference PC board 20S at an initial
position.

The reference PC board 20S is formed as one having
acceptable mounted states by properly soldering the
prescribed parts 21S at the prescribed part mounting
positions. Labels 50, 51 of the kind shown in Figs. 9
and 10 are affixed to the top surface of each part 21S
substantially at the center thereof.

The labels 50; 51 are used for the purpose of
teaching the mounted position of each part 21S, the type
of the mounted part and its mounted direction (the
direction of the part). In the case of this embodiment,
a yvellow hemispherical label 50 is affixed to a
rectanéular part 21S such as an SOP (small outlined
package) having a number of leads on both longitudinal
sides thereof, the labellbeing affixed with its arcuate

portion oriented in the mounting direction (the specific

"direction of the part 21S8) (Fig. 9). A red circular

label 51 is affixed to a square part le.such as a QFP
(quad flat package) having a number of leads 52 on all
four of its sides (Fig. 10). A label of a different

color or shape is affixed to a chip part (not shown)
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such as square chip. In this embodiment, the mounting
position of a part is taught by the position at which
the label is affixed, the type of part is taught by the
color and shape of the label, and the mounted direction
of the part is taught by the direction in which the
label is affixed. Both the color and shape of a label

are used to identify the type of part in order to

prevent erroneous identification based on only a single

item of information.

According to this embodiment, use is made of the

‘'reference PC board 20S on which the prescribed parts 218

have been properly soldered at the part mounting

positions, and the label 50 or 51 is affixed to the top
side of each part 21S. However, it is permissible to
use a PC board on which'a part has not been mounted and

affix the label 50 or 51 to the PC board at the part

‘mounting position. In this latter case it would be

necessary to separately prepare a PC board for teaching

feature parameters, described later, in addition

to a PC board for teaching the part mounting positions.
Returning to Fig. 6, teachirng brocessing With ;

regard to pa;t mounting position and mounted-part

type is started at step 4 when the reference PC board

208 is positioned at the initial position.

Fig. 7 illustrates the details of this teaching

‘processing. At step 4-1, "1" is initially set in a

counter i of the controller 39 for counting imaging

zones. A zone on the reference PC board 20S
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corresponding to the content of the counter i is imagéd
and the initial frame is produced (step 4-2).

As shown in Fig. 11, the area of the PC board 20S
is partitioned into a number of rectangular zones 53
each having a length and width of Ex x Ey, and each
rectangular zone 53 corresponds to the size of one
frame. First, a frame of the zone 53 at the lower left
is produced and the processing of step 4-3 to
step 4-10 is executed. Thereafter, similar processing
is executed repeatedly with regard to each of the
rectangular zones 53 in accordance with the arrows shown
in the drawing.

First, at step 4-3, extraction of red zones is
performed in the image proceésor 34.

Letting a pixel position on an image be represented
by (x,y), and letting the gray-level values
(luminosities) of the primary colors of a pixel at
coordinates (x,y) be R (x,y), G(x,y) and B(x,y), the hue
values r(x,y), g(x,v) and b(x,y) of the colors red,
green and blue will be given by the following equations

(2), (3) and (4), respectively:

r(x,y) = [R/(R + G + B)] x 100 . (2)
gix,y) = [G/(R + G + B)] x 100 e (3)
b(x,y) = [B/(R + G + B)] x 100 ... (4)

The processing of step 4-3 for extracting red zones
is executed by extracting pixels which_satisfy R(x,y) 2
T1 and r(x,y) 2 T2 (where T1, T2 are fixed values that

are preset).
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Figs. 12a through 12¢ illustrate a red zone 55
extracted on an image 54. Fig. l1l2a illustrates the red
zone extracted at the central portion of the image 54,
and Figs. 12b, 12c show the red zone 55 extracted at
peripheral portions of ﬁhe image 54.

Next, at step 4-4, a rectangle abcd circumscribing
the red zone 55 is formed by tracing the contour of the
extracted red zone 55, and it is determined whether the
lengths of two sides of the circumscribing rectangle are
both greater than a radius L of the label S1. 1In this
way it is determined whether the size of the red zone 55
is greater than a fixed size, namely whether the red
zone 55 is one corresponding to the image of the red
label 51.

If the decision rendered at step 4-4 is NO, then
step 4-5 is skipped and the program proceeds to step 4-
6. If the decision at step 4-4 is YES,'howevef, the
controller 39 calculates, at the next step 4-5; the
coordinates of the centef of the red zone 55 in

conformity with each of the cases shown in Figs. 12a

“through 12c.

Specifically, Fig. 1l2a illustrates a case in which
the extracted red zone 55 doeé not contact any 6f the
sides of the image 54. 1In this case, the position of
the center of the circumscribing rectangle abcd is
adopted és the position of the center of label 51.

Fig. 12b illustrates a case in which the extracted

red zone 55 contacts any one side of the image 54. 1In
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this case, a length 2L from one point a on the

‘circumscribing rectangle abcd in the direction of line

segment ab is taken to form a rectangle ab‘c’d, and the
position of the center of this rectangle is adopted as
the position 6f the center of label 51.

Fig. 12c illustrates a case in which the extracted
red-zone 55 contacts two sides of the image 54. 1In this
case, lengths 2L from one point a on the circumscribing
rectangle abcd in the directions of line segments ab, ad
are taken to form a rectangle ab‘’c’d’, and the position
of the center of this rectangle is adopted as the
position of the center of label 51.

| When the coordinates of the center position of the
label 51 have been‘found, the controller 39 transforms
these coordinaﬁes into coordinates in the coordinate
system of the reference PC board 20S and adopts these new
coordinates as the position of the part. |

Next, the image processor 34 extracts a yellow zone
at step 4-6. Processing for extraction of this yvellow
zone is executed by extracting pixels which satisfy
Rix,¥y) =2 T3, ri{x,y) > Ta, G(x,y) 2 Ts, gix,y) = Tg,

Bi{x,y) < T7, bi(x,y) < Tg, (where T3 .through Tg are fixed

" values that are preset).

Figs. 13a through 13c illustrate a yellow zone 57
extracted on an image 56. Fig. 13a illustratés the
vellow zone extracted at the central portion of the
image 56, and Figs. 13b, 13c show the yellow zone S7

extracted at peripheral portions of the image 56.
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Next, at step 4-7, a circumscribing rectangle abcd
is formed by tracing the contour of the yellow zone 57,
and iﬁ is determined whether the length of one side of
the circumscribing rectangle is greater than a
radius L of the label 50 and whether the length of one
other side is greater than L/2. 1In this way it is
determined whether the size of the yellow zone 57 is
greater than a fixed size, namely whether the yellow
zone 57 is one corresponding to the image of the yellow
label 50.

If the decision rendered at step 4-7 is NO, then
step 4-8 is skipped and the program proceeds to step'4-
9. When the decision at step 4-7 is YES, the controller
39 calculates, at the next step 4-8, the coordinates of
the center of the yellow zone 57 in cénformity with each
of the cases shown in Figs. 13a through 13c.

Specifically, Fig. 13a illustrates a case in which
the extracted yellow zone 57 does not contact any of the
sides of the image S56. In this case, the position of
the center of the circumscribing rectangle abcd is
adopted as ﬁhe pbsition of the center of label 50.

Fig. 13b illustrates a case in which the extracted

yvellow zone 57 contacts any one side of the image 56.

In this case, a rectangle (indicated by the dashed line)

is formed such that one side of the circumscribing
rectangle abcd will be L and the other side L/2, and the
position of the center of this'rectangle is adopted as

the position of the center of label 50.
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Fig. 13c illustrates a case in which the extracted
vyellow zone 57 contacts two sides of the image 56. In this
case also, a rectangle (indicated by the dashed line) is
fo;med such that one side of the circumscribing
rectangle abcd will be L and the other side L/2, and the
position of the center of this rectangie is adopted as
the position of the center of label 50.

When the coordinates of the center position of the
label 50 has been found, the controller 39 ﬁransforms
these ¢oordinates into coordinates in the coordinate
system of the reference PC board ZOS-and adopts these
new coordinates as the position of the part.

The controller 39 calculates the coordinates of the
position G of the center of gravity of the yellow zone
57 and, based on the positional relationship between the

position G of the center of gravity and the

 abovementioned center position O, detects in which

direction the arcuate portion of the yellow label 50 is
oriented. For example, in a case where the coordinates
of the center position O of the circumscribing rectangle
abed are (xp,yp) and the coordinates of the centef-of-
gravity position G of the yellow zoné 57 are (xg,yvg). it
is judged that the arcuate portion of the yellow label
50 is oriented in'the leftward direction (the negative
directiqn along the X axis) if the relations yg = yg, Xo
< xg hold.

Wheﬁ extraction of the red zone 51 or yellow zone

50 and the calculation of the center positions of these
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zones are thus completed, the counter i is incremented
at step 4-9 and it is determined (step 4-10) based on
the contents of the counter i whether proceésing with
regard to all rectangular zones 53 on the reference PC
board 20S has ended. If the decision rendered is NO,
then the program returns to step 4-2 and processing
similar to the foregoing is executed with regard to the
rectangular zones 53 designated on the reference PC
board 20S by the value of the count in counter 1i.

Fig. 15a illustrates a display screen of the CRT
unit 41 when the foregoing processing proceeds.
Displayed in a predetermined region 58 of the screen are
detected positions 59 (indicated by "+") of rectangular
parts 218 én which the yellow labéls 50 have been
affixed, and detected positions 60 (indicated by "-" of
square parts 21S on which the red labels 51 have been
affixed. |

If the decision rendered at step 4-10 is YES,
processing for teaching part position and type is
completed, the program proceeds to step 5 in Fig. 6, and
the reference PC board 20S is conveyed out.

At the next step 6 in Fig. 6, the operator sets the
referencé-PC.board 20S, on which prescribed parts have
been properly mounted at predetermined'positions, on the
Y-axis table 23 and then presses the START key to start
teaching processing for the purpose of setting a
inspectrxxzone; In this embodiment, the PC board used in

the teaching processing of the earlier step 4 is re-
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utilized as the reference PC board 20S for setting
inspection zone. However, it goes without saying that
the present invention is not limited to this
arrangement. |

First, at step 7, one is initially set in a counter
j of the controller 39 for counting the number of parts.
Based on the part-position data obtained by earlier
teaching,.the controller 39 controls the X-axis table 22
and Y-axis table 23 to position the first part 218
within the field of the television camera 32 and causes
the part to be imaged.

Figs. l4a and 14b concretely illustrate an
inspection-zone setting method with regard to an image
61, of a rectangular part such as an sdP, obtained by
this imaging. This method entails initially setting,
with respect to the image 61, rectangular processing
zones 62A, 62B, indicated by the chain lines in Fig.
l4a, corresponding to both side portions of the SOP
part, automatically extracting lands 63 on the PC board
by performing projection processing within each of the
processing zones 62A, 62B, thereafter obtaining
circumscribing rectangles 68A, 68B which include the
lands 63, as shown in Fig. 14b, and setting rectangular
inspection zones 64A, 64B by enlarging the
circumscribing rectangles a predetermined width in all
directions. This processing for setting inspection
zones will be described in detail later.

Though a method of setting inspection zones with
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regard to the SOP part will be exemplified here, it goes
without saying that the setting of inspection zones is
carried out by a method conforming to this setting
method with regard to other parts as well.

After the setting of inspection zones is thus
completed for the first part, the operator presses a
NEXT key on the keyboard 40 at step 9, whereupon the
counter j is incremented (step 10) and it is determined
(step 11), based on the contents of the counter j,
whether the setting of inspection zones has been
performed for all of the parts. If the decision
rendered at step 11 is NO, the next part is imaged and
processing similar to the forégoing is executed.

Fig. 15b illustrates a display screen of the CRT
display unit 41 when the foregoing processing proceeds}
Whenever inspection zones of the parts are set at the
detected positions 59, 60 of these parts in a region 58,
the display of the positions 59, 60 is changed over to
displays 65, 66 conformihg to the shapes and sizes of
the parts.

When the decision at step 11 becomes YES as a
result of repeatedly executing the same processing with
regard to all parts, the reference PC board 20S is
conveyed out (step 12), then the program proceeds to
processing for teaching characteristic_parameters.

First, at step 13, a counter n in the controller 39
for counting the number of PC boaraé is initially set to

one, after_which the operator sets the first reference
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PC board 20S (one on which prescribed parts have been
properly mounted at predetermined locations and soldered
into place) on the Y-axis table 23 and presses the START
key of the keyboard 40 at stép 14, whereupon the
controller 39, based on the part-position data, obtained
by the earlier teaching operation, and the inspection-
zone data, controls the Y-axis fable 23 at step 15 to
successively position the field of the television camera
32 at each part and image each part.

The color signals R, G, B of the three primary
colors obtained by imaging are converted into digital
data by thé A/D converter 33 and these digital data are
stored in the memory 38 in realtime. Next, the
controller 39 extracts each land within the inspection
zones of each part obtained by earlier teaching, reads
the image data of each hue relating to these lands outl
of the memory 38 and transfers the image data to the
imége proceésor 34. The image processor 34 binarizes
the image data of each hue at a suitable threshold value
hue by hue, detects the normal soldered state of each bf
the lands as patterns of the colors red, green and blue,

and calculates the feature of these patterns as

feature parameters.

Fig. 2la illustrates a lead 52 properly soldered to
a land 70 with régard to the part 21S mounted on the
reference PC board 20S. Here a sufficient amount of
solder 71 is placed on the land 70 and coveré the land

70 up to a tip 70a thereof.



10

15

20

25

When such a normally soldered region is imaged, a
pattern of three primary éolors such as shown in Fig.
22a appears, in which the red zone at the tip portion
70a appears particularly red owing to the presence of
the solder 71.

Accordingly, the red hue value is obtained with
regard to the red zone of the tip portion 70a and this
is adopted as a feature parameter.

When extraction of a plurality of feature
parameters is completed for each and every part with
regard to the first reference PC board 20S, this circuit
board is conveyed out. Thereafter, the counter n is
incremented to designate ;he second reference PC board,
and processing for feature parameter extraction
is executed through a procedure similar to.that
described above.

When processing for extracting feature
parameters ends for a predetermined number (n) of
reference PC boards 20S, a YES decision is rendefed at
step 16 and the program proceeds to step 18. 1In order
to obtain an average featuré gquantity with regard
to each part, the controller 39, at step 18, calculates
the mean value and a standard deviation by statistically
processing each feature parameter regarding the
n-number of reference PC boards 20S, creates a criteria
data file in which a range corresponding to (the mean
value) + (a constant) x (the standard deviation) is

adopted as the normal range, stores this in the teaching
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table 35, executes a correction of the data whenever
necessary, and terminateé teaching.

Fig. 23 illustrates a distribution of data obtained
from n-number of reference PC boards 20S with regard to
red hue values of the tip portion 70a of land 70. A
correct-range of a feature parameter is -
stipulated based on mean value and standard deviation of
the red hue values calculated by statistical processing.

When teaching is completed in the foregoing, the
apparatus for PC board inspection enters a state in
which it is possible to perform automatic inspection of
the PC board 20T, which is to undergo inspection,
following the soldering of parts thereon.

The operator effects a transition to the inspection
mode shown in Fig. 8 and, at steps 21 and 22, selects
the name of the PC board to be inspected and |
performs an operation to start the inspection of the PC
board.

At the next step 23, it is checked to determine
whether the PC board 20T to be inspected has been
supplied to the PC board inspecting apparatus. If the
circuit board has been supplied, the conveyor 27 is
driven into operation to convey the PC board 20T in to
the Y-axis-table 23, and inspection of the PC board
begins (steps 24, 25).

At step 25, the controller 29 controls the X-axis
table 22 and Y-axis table 23 to position the field of

the television camera 32 with respect to the first part
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21T on the PC board to be inspected, causes this part té

be imaged, automatically extracts each land region

within the inspection zones, calculates the

feature parameters ofleach land ;egion and creates

an inspected data file. The controller 39 then

transfers the inspected data file to the decision-unit

36, and causes to compare the inspected data file with the
abovementioned criteria data file, and the |
acceptability of soldered portions to be judged for the
first part 21T.

Fig. 21b illustrates a part 21T having a soldering
defect. Only a very small amount of solder 71 resides on
the land 70, and the tip portion 70a of the land 70 is
exposed because the solder 71 is missing.

When a soldered region in such a state is imaged, a
pattern in the three primary colors similar to the
pattern for the ﬁormal state appears, as shown in Fié.
22b. However, here the red zone of the tip portion 70a
is dull owing to the missing solder 71.

Accordingly, when the red hue value regarding the
red zone of the tip portion 70a of such a defective part is
obtained as the feature parameter, this value
falls outside the normal range shown in Fig. 23.

When such an inspection is repeatedly executed for
all parts 21T on the PC board 20T undergoing inspection

and the results thereof are indicative of a soldering

" defect, the defective part and the particulars of the defect

are displayed on the display unit 41, these are printed
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out by the printer 42, and thereafter the inspected PC
board 20T is conveyed out from the inspection position
(steps 27, 28). |

Fig. 15c illustrates a display screen of the CRT
display unit 41 displaying the results of judgment. 1In
Fig. 15c¢, the above-described part displays 65, 66
appear in the region 58, and a part 65a with the
soldering defect is displayed in a specific color.
Further, the defect particulars regarding the improperl&
soldered part designated by the operator are displayed
in a display region 67 below the tegicn 58. A part

designated by the operator appears cleariy on the screen

in a color different from that indidating the

improperly soldered part 65a.

The details of the method (step 8 in Fig. 6) for
setting inspection zones described briefly with
reference to Figs. 14a and 14b will now be set forth.

Fig. 16 illustrates a method of projection
processing in one processing zone 62A. The processing
zone 62A (62B) is such that the longitudinal and
transverse sides thereof are initially set to
predetermined lengths, and the orientation of the zone
is decided in dependence upon part direction obtained by
the earlier teaching proceduré with regard to the image
61.

Letting the position of each pixel constituting the
image 61 be represented by coordinates (x,y), and

letting the gray-level values of the three primary-color
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color signals of the pixel at coordinates (x,y) be
R(x,y), G{x,y) and B(x,y), respectively, the hue values
rix,y), g{x,y) and b(x,y) of the colors red, green and
blue will be given by the abovementioned Equations (2)
through (4), respectively. |

In order to extract a land 63 in the processing
zone 62A, each gray-level value and each hue value are
calculated with regard to all pixels contained in the
processing region 622, and it is determined based on
these values whether a pixel is one constituting the
land 63.

More specifically, when a pixel of interest
satisfies the relation R(x,y) = T19 and r(x,y) 2 Ti11, or
G(x,y) 2 Ti12 and g(x,y) 2 Ti3,or B(x,y) 2 Tis and b(k,y)-
2 T15, the pixel is regarded as one constituting the
land 63 and weighting of W(x,y) = 1 is applied to this
pixel. Otherwise, the pixel is regarded as a pixel
other than one consﬁituting the land 63, and weighting
of Wix,y) = 0 is applied to this pixel. Tig, Ti11. Tiz.
T13, T14 and Ty5 are preset fixed values. The total sum
of W(x,y) is calculated in accordance with the following
equations with regard to each row and column of the

image 61:

YotLy-1 '
Xpro (%) )LfW(X.y) ... (5)

Y=¥o

where yg < v < yp + Ly - 1
Xg+Ly~1
Yproly) = ¥ W(x,y) ... (B)
X=Xg

where xg € x € xp + Ly - 1
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Here (xg,vyp) represents the coordinates of the
upper-left corner Q of the processing zone 627, and Ly,
Ly represent the respective lengths of two sides of the
processing zone 62A. Xpro(x) and Yppo(y) are graphed in
Fig. 16.

Next, the maximum values of Xpro(x) and Ypro(y) are
taken as {Xpro(x)lmax. {Ypro(V)l}wmax. respectively, and
threshold values Tx, Ty are found from the following

equations, respectively:

(1/6) {Xpro (%) }Max ee. (7)
(1/6) {¥pro (¥) }Max ... (8)

Xpro(x) and the threshold value Ty are compared, and

Tx

Ty

the x coordinates for which the two coincide are taken
as x1(1), x2(1), x1(2), x2(2), ---, x1(1), x2(i) in
order of increasing value. Further, Ypro(x) and the
threshold value Ty are compared, and the y coordinates
for which the two coincide are taken as y1(1), y2(1),
vi(2), v2(2), ---, y1(3), y2(§) in order of increasing
value (where i, j are not relation to the counteré
mentioned above).

Next, a length Lj and a length L5 are found in
accordance with followihg Equations (9) and (10), and
from among rectangular regions [x1(i), y1(3j), Li, Lj]
défined by ‘coordinates [x1(i), .y1(3)] and lenéths Lif
Ly, one which satisfies the following Equations (11) and
(12) is set as the land 63:

Li = x2(i) - x1(i) +1 cee (9)

Ly = yz2(3) - v1(j) + 1 ... (10)
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L; = Wy ... (11)

Ly > Wy ... (12)

Here Wx, Wy are fixed values.

Similarly, with regard to -the other processing zone
62B, the land 63 is extracted, after whiéh rectangles
SSA, 68B circumscribing each lénd 63 are obtained and
the rectangles 684, 683 are enlarged by a predetermined
width to set the rectangularly shaped inspection zones
64A, 64B.

Figs. 17a and 17b concretely illustrate a method of
setting inspection zones'with regard to the image 69 of
a square part. In this case, rectangularly shaped
processing zones 71A through 71D indicated by the chain
lines are initially set to correspond to the four sides
of the image 69 of the part, lands 70 on the PC board
are automatically extracted by executing projection
processing similar to the foregoing within each
processing zone, thereafter a circumscribing rectangle
which includes the lands 70 is found with regard to each
side, and this is enlarged by a predetermined width in-
all directions to set the rectangularly shaped
inspection zones 72A through 72D shown in Fig. 17b. The
abovementioned proééssing zones - 71A through 71D and
processing zones 73A through 73H described later are of
course those in which the longitudinal and transverse
side have been initially set to predetermined lengths.

.Fig. 18a through 18e illustrate a method of setting

inspection zones for a case where a square part is large
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in size and the_entire figure of the part will not fit
into the single image 69.

In this case, starting from the state (shown in
Fig. 18a) in which the center O of the part obtained by
the teaching operation described earlier is situated at
the center of the screen, the X-axis téble 22 and the Y-
axis table 23 are driven to move the field of the
television camera 32, whereby ﬁhe uppef-right corner and
each row of lands 70 on the right side as well as
the upper side are adjusted so as to eﬁter the screen,
as shown in Fig. 18b. At this time traveling distances
Xp, Yo in the X and Y directions are stored in memory.
Rectangularly shaped processing zones 73A, 73B indicated
by the chain lines are initially set at the positions of

the right side and upper side of the part in the image

'69, the lands 70 on the PC board are automatically

extracted by performing projection processing.within
each processing zone, circumscribing rectangles which
contain the lands 70 are subsequently found with regard
to each side, and these rectangles are enlarged by a
predetermined width in all directions to set the
rectangularly shaped inspection zones 74A, 74B shown in
Fig. 19. |
Next, the Y-axis table 23 is driven to move the
field of the television.camera 32 by -2y7, whereby the
lower-right corher and eéch row of lands 70 on the right
side as well as the lower side are adjuéfed so as

to enter the screen, as shown in Fig. 18c, and
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- processing similar to the foregoing is executed with

regard to processing zones 73C, 73D.

Next, the X-axis table 22 is driven to move the
field of the television camera 32 by -2xp, whereby the
lower-left corner and each row of lands 70 on the left
side as well as the lower side are adjusted'so as
to enter the screen, as shown in Fig. 184, and
processing similar to the foregoing is executed with
regard to processing zones 73E, 73F.

Further, the Y-axis table 23 is driven to move the
field of the television camera 32 by +2yy, whereby thg
upper-left corﬁer and each row of lands 70 on the left
side as well as the upper side are adjusted sé as
to enter the screen, as shown in Fig. 18e, and
processing similar to the foregoing is executed with
regard to processing zones 73G, 73H. |

| When the setting of inspection zones is thus
completéd with regard to one part, the operator performs
a correction operation if required, after which the
sizes (indicated by the bold lines 75, 76 in Fig.s 20a and 20b)
of the part bodies (the package.portion) of the parts .
are obtained based.on the land regions, and the parts
corresponding to these.sizes are displayed on the
display screen of the CRT display unit 41.

As set forth above, Fig. 15b illustrates the
display screen of the CRT display unit 41 at this time.
The displays of the part detection positions 59, 60

within the.prescribed display region 58 are changed over
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whenever processing for setting the inspection zones of
the parts ends.

an example of the screen displaying the results of
inspection is illustrated in Fig. 15c¢, as set forth
above. Fig. 24 shows another example of a screen
displaying the results of inspection.

In Fig. 24, the display screen of the CRT display
unit 41 is divided into a plurality of screen areas. 1In
addition to the screen area 58 for displaying the
positions of parts on the PC board, there are provided
therebelow a screen area 81 for displaying the state of
the system, and a screen area 82 for displaying a key
opération guide as well.as the particulars of a fault
possessed by a defective.part. Further, provided at
positions on the right side are a screén érea 83
indicating the name of a mode, screen areas 84, 85 which
display a PC board menu and the contents of a sub-menu,
a screen area 86 which displays the date, and a screen
area 87 which displays a system message.

The positions of the part on the PC board are
indicated in the screen area 58 by the displays 65, 66
of the shapes conforming to the part shapes. With
regard to a part judged to be an "acceptable part" by
inspection, the part is displayed in a predetermined hue
(e.g., white), whereas a part judged to be an

“unacceptable part" is changed over to the shape display

65a of a different hue (e.g., red).
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The screen area 82 displays, as .the particulars of
a defect of a defective part, the part number, the number of
a lead with a soldering fault, a number between leads at
w_hich a solder bridge or solder ball is present, a code.
indicating whether a mouﬁting defect is present, and a
code or characteré indicating the”particu]_.ars of a
soldering defect, etc. In the case of this embodiment,
the information regarding one defective part is displayed
in area 82 and the display is changed over whenever a.
predetermined key on the keyboard 40 is pressed, whereby
the defect particulars of other defective 'parts may be
displayed in successive fashion. 1In this case, with
regard to a defective part being displayed in the screen
area 82, the display 65b is implemented in screen area
58 in st;ill another different color (e.g., yellow).
Accordingly, establishing correspondence between the
defective part and the part position and verification of
the particulars of the defect are greatly facilitated.

This embodiment employs a system in which the
particulars of a defect are displa&ed in one screen per’
part. However, the invention is not limited to this
embodiment, for it is possible to display defect
particulars regarding all defective parts together on one
screen in the form of a table.

Another method of displaying detected soldered
states of parts on a PC board will now be described.

| Described first will be display of image data

obtained in the feature-extraction processing at
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step 15 in Fig. 6. In feature-extraction

processing as set forth above,. the normally soldered
state of a land is detected as patterns of the colors
red, green and blue, and the features of these
patterns are calculated as feature patterns.

' In order to detect the soldered state of a land as
patterns of the colors red, green and blue, detection of
a red pattern is performed by extracting pixels which
satisfy the relations R(x,y) 2 T1 and r(x,y) 2 Tz2.
Further, detection of a green pattern is perfdrmed by
extracting pixels which satisfy the relations G(x,y) 2
Ty3 and g(x,y) = Tz4, and detection of a blue pattern is
performed by extracting pixels which satisfy the
relations B(x,y) 2 T2s and_b(x,y) > Tyg. Here T23
through Ty are fixed values preset by the operator.

When each of the patterns of the colors red, green
and blue constituting each land are thus detected, the
image of the part is displayed on the CRT display unit
41, with the pattern regions of each of the colors being
respectively represented by corresponding colors of a
fixed hue (these colors shall be referred to as "pseudo
colors" hereinafter). For example, the pseudo color of
the color red can be red of a fixed hue or another
color.

Fig. 26a illustrates a display screen of the CRT
display unit 41. As shown in the enlarged view of Fig.
26b, each land 63 is composed of pattern regions Py

(indicated by lines sloping downward to the left) in a
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pseudo color of the color red, a pattern region Pg
(indicated by horizontal lines) in a pseudo color of the
color green, and pattern regions Pp (indicated by lines
slqping downward to the right) in a pseudo color of the
color blue.

When processing for extrécting feature
parameters ends with regard to a predetermined number
(n) of the reference PC boards 20S as described above, a
YES decision is rendered at step S16 and the program
proceeds to step'18. In order to obtain mean
feature quantities regarding all parts, the
controller 39 obtains mean-value data at step 18 by
statistically processing feature parameters
regarding n-nﬁmber of the reference PC boards 208,
creates a criteria daﬁa file based on these mean-value
da;a, and stores the file in the teaching table 35, as
described earlier.

Whenlfabrication of the criteria data file ends, PC
board inspection is performed using these data. In a
casé where an erroneous judgment is rendered in
inspection of the acceptability of a soldered state, it
is necessary to épply a correction to the contents
taught in the above-described teaching operation. The
mode for implementing this correction is referred to as
corrective teaching, and the procedure thereof is
illustrated in Fig. 25.

First, at step 31 the operator keys in the name of

the PC board to undergo corrective teaching, then places
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the PC board 20T, which is to undergo-inspection, on the
conveyor 27 and presses the START key at step 32.

At step 33, the operator enters a command for
suspending inspection, as at such time that a fault is
judged to exist, and starts inspection of the PC board.

As a result, when the decision.unit 36 renders a
defect decision to the effect that a certain part has a
soldering defect, the progress of the inspection
operation is halted at step 35, and the operator
manually executes the necessary processing in order to
confirm whether the deﬂaﬂ:decision is erroneous and, if
the decision is erroneous, to investigate the cause of
the erroneocus decision.

More specifically, with regard to a part judged to
be defective, the operator first enters a predetermined
command in order to display the extraeted state of each
hue pattern on the CRT display unit 41 (step 33),
whereupon a display of the part such as shown in Fig.
27a appears on the screen of the CRT display unit 41
(step 35).

This display includes ah original image 70 of each
land obtained'by imaging the part mounted on the PC
board 20T, an image 91 of each land, which is obtained
by extracting each of the hue patterns of the three
primary colors from the original image 70, and an image
92 between lands. The imagee él, 92 based on the
results of extraetion are displayed by expressing each

of the hue patterns by the pseudo color corresponding
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thereto. The image 92 between lands is displayed in the
color black if there is no solder bridge or solder ball.

The imageé 91 baséd on the résulfs of extraction of
lands are displayed on the positions adjacent to the
original image 70, that is, on the top positions of the
lands, and the images 92 based on the results of extraction
of the image between the lands are displayed between the

images 921 adjacent to each other.

Fig. 27b illustrates, in enlarged form, the

original image 70 regarding a land in a case where

. pattern extraction is acceptable, and the image 91 based

on the results of extraction. In correspondence with a
red région Pri, green region Pg; and blue reQion Ppy of
the original image 70, pattern regions Pgr, Pg, Pp in
pseudo colors corresponding to these colors appear in
the image 91 that is based on the results of extraction.
Fig. 28 illustrates, in enlarged form, the original.
image 70 regarding a land in a case where pattern
extraction is not acceptable, and the image 91 based on
the results of extraction. Here the red, green and blue
regions Pri1, Pgi and Pg1 of the original image 70 and the
pattern regions Pr, Pg, Pp in pseudo colors of each of
the hues based on the results of extraction are not in
perfect correspoﬁdence. In particular, in the case of
this example, the red region Ppy and the_pattern region
PR based on the pseudo.color of the coior red do not
agree. When such a display appears, it can be judged

that the fixed values T,, T2 have been set
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inappropriately. These valueé are then set again and
the images are compared in a similar manner.

When similar corrective processing is thus executed
with regard to all parts for which a defect decision has
been rendered and entry of an end command is confirmed
at step 34, the PC board 20T is conveyed out at step 36.

When corrective teaching is completed by the
foregoing operation, the PC board inspecting apparatus
attains a state in which it is possible to pepform an
accurate, automatic inspection of the PC board 20T that
is to be inspected, and a transition is made to the
inspection processing shown in Fig.'8.

Industrial Applicability

The apparatus for inspecting PC boards and the like
according to the invention, and the method of operating
the apparatus according to the invention, are applicable
particularly to an apparatus which automatically judges
the soldering acceptability of electronic parts mounted
of a PC board, and the apparatus and method are useful
in automating, and in reducing the labor of, a process .

for aésembling the PC boards in electronic equipment, a

process for mounting the parts of the equipment, etc.
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Claims

1. A printed circuit board inspection results displaying
apparatus for inspecting the mounted state of a plurality
of parts mounted on a printed circuit board and displaying
the results of the inspection on a screen of a display
device (41), characterized by:

means (39) for fetching data representing the results
of ‘the inspection;

first display control means (39), on the basis of the
data fetched by said data fetching means, for causing said
display device (41) to display, in one area of the screen
thereof, a mounted position of each part on the printed
circuit board in a predetermined color and a position of a
part, judged £o have mounting defect, in a color different
from that of the positions of othar parts; and

second display control meaqa_(39), on the basis of
the data fetched by said data feééhing means, for causing
said display device'(41) to display, simultaneously with
the display of the mounted position of parts, in another
area of the screen thereof, particulars of the defect of

the part judged to have mounting defect.

2. A method of displaying results of printed circuit

board inspection for inspecting the mounted state of a
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plurality of parts mounted on a printed circuit board and
displaying the results of the inspection on a screen of a
display device, characterized by: |

displaying, in one area of the screen of said display
device, a mounted position of eéch part on the printed
circuit board in a predetermined color and a position of a
part, judged to have mounting defect, in a color different
from that of the positions of other parts; and

displaying, simultaneously with the display of the
mbunted position of parts, in another area of the screen.
of said display device, particulars of the defect of the

part judged to have mounting defect.

3. A method of displaying results of printed circuit
board inspection for inspecting the mounted state of a
plurality of parts mounted on a printed circuit board and
displaying the results of the inspection on a screen of a
display device, characterized by:

displaying, in one area of the screen of said display
device, a mounted position of each part on the printed
circuit board in a predetermined first color and a
position of a part, judged to have mounting defect, in a
second color different from the first color;

displaying, in said one area of the screen of said

display device, a position of a specified part, judged to
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have mounting-defect, in a third color different from the
first and second colors; and

displaying, simuitaneously with the display of the
position of the specified part, in another area of the
screen of said displag device, particulars of the defect

of the specified part displayed in the third color.



