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Cache enabling architecture 

BACKGROUND OF THE INVENTION 

1. Field of the invention 

The present invention relates to a cache enabling architecture in which information at 

5 an output and/or input of a storage reading and/or writing device may be cached .. 

The cache enabling architecture may for example be implemented in a computer 
. . 

system to which the storage reading and/or wt:iting device is connected. Typically _the 

connection is done via a data bus. 

2. Description of Prior Art 

10 caching infonnation from storage devices is a known technology. More specially and 

as examples many solutions are known to cache Random Access Memory, hard disk 

drive devices and other mass storage devices. These memory devices are of 

common use in or in combination with computers. The requirements to cache a 

memory device are basically to provide a faster memory in which information may be 

15 accessed more efficiently than in the memory device, and to copy determined 

information from the memory device to the faster memory or vice versa. The 

determined information may for example be information which is most likely to be 

needed or most frequently needed. The copying and an • identification of tJle 
. ' 

determined information among information contained in the memory device (or in the 

20 (aster memory) is performed by a cache processor. The cache processor may for 

example be a software program which runs on a computer. Caching thus improves 

the overall performance of information processing systems such as a microprocessor 

processing information stored in a RAM, or a computer processing information stored 

on a mass storage device peripheral. 

25 Computers typically are used with peripherals such as magnetic and/or optical 

storage devices. These storage devices are connected directly or indirectly to a data 

bus. A microprocessor conducts information exchanges over the data bus between 
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devices connected to this data bus. The performance in terms of access times to 

information stored on the storage devices varies depending on the nature of the 

storage devices. For example a performance of a magnetic hard disk drive device 

may be substantially greater than a performance of an optical disk device. It is known 

5 to cache an optical disk device using a magnetic disk drive device as faster memory. 

In one implementation of caching a cache processor performs the caching using a 

direct link between the optical disk device and the hard disk drive device over which 

information is exchanged. The direct link is required because there is no other way to 

exchange information between the optical disk device and the magnetic hard disk 

1 O device without involving the microprocessor and thus substantially slowing down the 

computer. On the other hand the direct link is a piece of hardware which does not 

belong to a standard computer equipment and which thus may add to the costs of 

producing a computer equipped with storage device peripherals. 

Recent computer hardware comprises a data bus over which two peripherals may 
15 exchange data without significantly interfering with other peripheral connected to the 

data bus. This means that the microprocessor, which is also known as central 

processing unit, may perform other tasks than conducting information exchange 

between the two peripherals. For example, the microprocessor may process data 

stored in a RAM. The data bus may for example be based on a IEEE 1394 bus. 

20 SUMMARY OF THE INVENTION 

It is an object of the present invention to find a solution in which an optical storage 

device peripheral may be cached using another storage device peripheral but 

eliminating the need for an own direct link between the two peripherals. The solution 

should as much as possible make use of an existing computer hardware. 

25 According to the present invention a solution to the above mentioned problem is 

found in a cache enabling architecture for caching information at an output and/or 

input of an optical storage reading and/or writing device, comprising at least a mass 

writing and reading device, based on a magnetical hard disk drive, a data bus to 

----
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which the mass writing and reading device is indirectly or directly connected and 

through which instructions sent from further devices other than the optical storage 

device, reach the mass writing and reading device, and. a . caching processor to 

cache the information using the mass writing and reading device. The caching 

5 processor is directly connected to the mass writing and reading device. The output 

and/or input of the optical storage reading and/or writing device and the caching 

processor are connected through the data bus, so as· to directly exchange the 

infonnation between the output and/or input and the caching processor. 

According to the present invention another solution to the above mentioned problem 

10 is found in a magneticaf hard disk drive device for use in a computer system. The 

computer system comprises at least a central processing unit, an optical storage 

reading and/or writing device and a data bus, the central processing unit and the 

optical storage reading and/or writing device being indirectly or directly connected to 

the data bus. The magnetical hard disk drive device further comprises a connection 

15 circuitry for connecting the magnetical hard disk drive device to the data bus, and a 

caching processor which receives from the databus requests for reading and/or 

writing information intended for the optical storage reading and/or writing device and 

conducts infonnation exchange between the magnetical hard disk drive device and 

the optical storage reading and/or writing device over the data bus such as to cache 

20 the optical storage reading and/or writing device. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other objects and aspects of the invention will become apparent from the following 

description of embodiments with reference to the accompanying drawing, FIG. 1, 

which contains a schematic representation of a cache enabling architecture. 

25 OETAILLED DESCRIPTION OF THE PREFERED EMBODIMENTS 

The described embodiments are not !imitative and other embodiments may be 

considered by a person skilled in the art which remain in the scope of the present 

invention. 
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FIG. 1 shows a data bus 1 which may be part of a computer (not shown). The data 

bus 1 may for example be an IEEE 1394 based bus. The IEEE 1394 bus is a high­

speed serial bus which allows to transport digital data. Furthermore the IEEE 1394 

bus allows for direct communication and data exchange between devices connected 

5 to it. 

An optical storage reading and/or writing device 2 is connected to the data bus 1 

through an output and/or input connector link 22. The optical storage reading and/or 

writing device 2 may for example be a CD-ROM, DVD-ROM/RAM or CD-RW drive 

i.e., data is read/written optically or magneto-optically. Optical disk drive devices 

10 offers a relatively cheap way to access/store large quantities of information. 

A mass writing and reading device 3 is connected to the data bus 1 through a link 4. 

The m~ss writing and reading device 3 may for example be a magnetic hard disk 

drive. The magnetic hard disk drive offers an advantageous price/performance ratio 

and is used in most computers. 

15 A caching processor 5 is finked to the mass writing and reading device 3 through a 

link 6 and to the data bus 1 through the link 4. 

The performance of the mass writing device 3 in terms of access time to information 

and transfer rate is typically greater than the performance of the optical storage 

reading and/or writing device 2. The caching processor 5 conducts exchanges of 

20 in~ormation between the optical storage rea~ing and/or writing device 2 directly 

through the data bus 1. The caching processor 5 may for example send a request for 

information to the optical storage reading and/or writing device 2 upon which the 

latter transmits the requested information to the caching processor 5. The caching 

processor 5 sends the received requested information to the mass writing and 

25 reading device 3 which stores it. 

Hence no direct dedicated link is required between the optical storage reading and/or 

writing and the mass writing and reading device. The cache enabling architecture 
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uses the possibility for two devices to exchange information between each other 

through the data bus. 

Typically a further device 7 is connected to the data bus 1. The further device 7 may 

for example be a microprocessor. The further device 7 sends requests for 

5 information to either the mass writing and reading device 3 or to the caching 

processor 5 which stands for the optical storage reading and/or writing device 2. The 

caching processor 5 processes these requests for information, gets the requested 

information from the mass writing and reading device 3 if the requested information 

is stored there or from the storage reading and/or writing device 2 if it is not and 

10 finally transmits it to the further device 7. 

The caching processor 5 rriay also analyze the requests for information over a period 

of time and according to caching strategies. Caching strategies are well known to a 

man skilled in the art. As a result of the analysis the caching processor 5 may 

determine which determined information is requested more frequently by the further 

15 device 7 than other information. The caching processor 5 may keep the determined 

information stored on the mass writing and reading device as long as it .is frequently 

requested. The caching processor 5 may also implement a caching strategy known 

as read ahead, therewith anticipating requests for information of the further device 7. 

In a further embodiment the caching processor 5 may also be used to receive 

20 information sent by the further device 7 on the data bus 1 and intended to be stored 

in the optical storage reading and/or writing device 2. The caching processor 5 will 

first send the received information to the mass writing and reading device 3 which 

stores it before copying this information from the mass writing and reading device 3 

to the optical storage reading and/or writing device 2. A writing performance of the 

25 latter is thereby virtually increased by taking advantage of a writing performance of 

the mass writing and reading device 3. 

Devices connected to the data bus 1 exchange information using communication 

protocols. In a preferred embodiment a communication protocol used between the 

storage reading and/or writing device 2 and the cache processor 5 may be an 
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optimized version of a communication protocol used between the further device 7 

and the caching processor 5 in order to enhance simplicity and performance. 

Typically the mass writing and reading device 3 may comprise a dedicated caching 

processor of its own which caches the mass writing and reading device 3 itself. In a 

5 preferred embodiment a functionality of the caching processor 5 may include 

functions of the dedicated caching processor thereby eliminating the need for a 

physically distinct dedicated caching processor and fu.rther reducing costs. 
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1. Cache enabling architecture for caching information at an output and/or input of 

an optical storage reading and/or writing device (2), comprising 

- B:t least a mass writing and reading device (3), based on a magnetical. hard disk 

5 drive, 

- a data bus (1) to which said mass writing and reading device is indirectly or directly 

connected and through which instructions sent from further devices (7) other than 

said optical storage reading and/or writing device, reach the mass writing and 

reading device, 

10 - a caching processor (5) to cache said information using said mass writing and 

reading device, said caching processor being directly connected to said mass writing 

and reading device, 

said output and/or input of said optical storage reading and/or writing device and said 

caching processor being connected through said data bus, so as to directly 

15 exchange said information between said output and/or input and said caching 

processor. 

2. Cache enabling architecture according to claim 1 characterized in that said 

caching processor is an integral part of said mass writing and reading device. 

3. Cache enabling architecture according to anyone of claims 1 to 2 characterized 

20 in that said data bus is based on an IEEE 1394 bus. 

4. Magnetical hard disk drive device for use in a computer system comprising at 

least a central processing unit, an optical storage reading and/or writing device and a 

data bus, the central processing unit and the optical storage reading and/or writing 

device being indirectly or directly connected to the data bus, the magnetical hard disk 

25 drive device further comprising 

- a connection circuitry for connecting the magnetical hard disk drive device to the 

data bus, 

- a caching processor which receives from the data bus requests for reading and/or 

writing information intended for the optical storage reading and/or writing device and 
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conducts information exchange between said magnetical hard disk drive device and 

said optical storage reading andlor writing device over said data bus such as to 

cache the optical storage reading andlor writing device. 


