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DEVICE AND METHODS FOR SEALING AND ENCAPSULATION FOR
BIOCOMPATIBLE ENERGIZATION ELEMENTS

CROSSREFERENCE TO RELATED APPLICATIONS
This patent application claims the benefit of Udiftates Provisional Application No.
62/040178 filed August 21, 2014.

BACKGROUND OF THE INVENTION

1. Field of the Invention

A device and methods for sealing and encapsulétiobiocompatible energization
elements are described. In some examples, a fieldeofor the device and methods for sealing
and encapsulation for biocompatible energizatiemeints may include any biocompatible

device or product that requires energy.

2. Description of the Related Art

Recently, the number of medical devices and theictionality has begun to rapidly
develop. These medical devices may include, fomg@, implantable pacemakers, electronic
pills for monitoring and/or testing a biologicahittion, surgical devices with active components,
contact lenses, infusion pumps, and neurostimafmided functionality and an increase in
performance to many of the aforementioned medieaicgs has been theorized and developed.
However, to achieve the theorized added functipnatany of these devices now require self-
contained energization means that are compatilifethve size and shape requirements of these
devices, as well as the energy requirements afi¢ikeenergized components.

Some medical devices may include electrical comptsnguch as semiconductor devices
that perform a variety of functions and may be mpooated into many biocompatible and/or
implantable devices. However, such semiconductorpoments require energy and, thus,
energization elements should preferably also bedec in such biocompatible devices. The
topology and relatively small size of the bioconiplatdevices may create challenging
environments for the definition of various functidities. In many examples, it may be important

to provide safe, reliable, compact and cost effeatneans to energize the semiconductor



10

15

20

25

30

components within the biocompatible devices. Therefa need exists for biocompatible
energization elements formed for implantation withr upon biocompatible devices where the
structure of the millimeter or smaller sized eneatjon elements provides enhanced function for
the energization element while maintaining biocotiyléy.

Further, these energization elements may need fdiected from their environment in
order to maintain functionality and performanceisTinay include fluid leaking into or out of the
energization element. For example, a biocompakibteery placed in a contact lens may be
exposed to tear fluid, which may potentially resalthe fluid contacting both cathode and
anode, thus shorting the battery. Therefore, a egestis for protecting energization elements
from the outside environment.

SUMMARY OF THE INVENTION

Accordingly, devices and methods for sealing amthpsulation for biocompatible

energization elements are disclosed which affaedtedchemical and biocompatible advantages
while maintaining the biocompatibility, performanaed function necessary for biocompatible
energization elements.

One general aspect comprises a biocompatible ieaéicyn element encapsulated by a
polymer film capable of sealing. The polymer filepable of sealing may be treated to form a
seal with itself and with elements of the bioconigatenergization element. Further, the
polymer film capable of sealing may form an encéign around the energization element
while maintaining a cavity structure within the Goonpatible energization element. The
biocompatible energization element may compridestand second current collector, a
cathode, an anode, an electrolyte, and a laminastste including a cavity.

Implementations of the biocompatible energizagtament may comprise one or more of
the following features. The polymer film capablesefling may comprise polypropylene. The
polymer film capable of sealing may be treated loyemns of welding. The polymer film
capable of sealing may be further adhered to thednnpatible energization element with
adhesive. The polymer film capable of sealing mayvlded to a separator contained within the
biocompatible energization element. The polymen ftlapable of sealing may be welded to a
separator shelf contained within the biocompatdviergization element. The polymer film

capable of sealing may be welded to a current colfeof the biocompatible energization
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element. The biocompatible energization element beaysed in a biomedical device. The
biomedical device may be an ophthalmic device. gptethalmic device may be a contact lens.

Another general aspect comprises a method forpsatating a biocompatible
energization element, wherein the method compr@esining a first polymer film capable of
sealing; placing a first current collector upon tingt polymer capable of sealing; placing a first
electrode upon the first current collector; placangeparator shelf upon the first current collector
where the separator shelf surrounds the first mldetand where the separator shelf creates a
defined cavity within the laminar structure; plagia separator upon the separator shelf where
the separator will enclose the first electrodedaghe cavity; placing a second electrode upon
the separator; placing a second polymer capaldealing upon the second current collector; and
sealing together the first and second polymer dapafisealing to form a sealed and
encapsulated energization element. The biocompagiteérgization element may comprise: a
first and second current collector, a cathode,rextle, an electrolyte, and a laminar structure
comprising a cavity.

Implementations of the method for encapsulatibgpaompatible energization element
may comprise one or more of the following featufidee first and second polymer layers may
comprise polypropylene. The sealing together offiise and second polymer capable of sealing
may comprise welding. The sealing together of tts¢ &nd second polymer capable of sealing
may comprise adhering the first and second polyrapable of sealing with adhesive. The first
and second polymer capable of sealing may comprezenbination of adhesives and welding of
the first and second polymer capable of sealing. Mlkethod may further comprise adhering the
first and second current collectors to the sepasdtelf with adhesive. The method may further
comprise adhering the polymer film capable of sepio the biocompatible energization element
with adhesive. The method may further comprise lhaétg a polymer film capable of sealing to
form a metalized polymer film. The method may fertbkomprise sealing the metalized polymer
film with the energization element by welding. Tihethod may further comprise sealing the
metalized polymer film to a current collector byldieg. The method may further comprise
placing the biocompatible energization element artansert. The method may also comprise
placing the insert into a biomedical device. Thentedical device may be an ophthalmic device.

The ophthalmic device may be a contact lens.
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BRIEF DESCRIPTION OF THE DRAWINGS

The foregoing and other features and advantagt®ohvention will be apparent from
the following, more particular description of prefsel embodiments of the invention, as

illustrated in the accompanying drawings.

Figs.1A-1D illustrate exemplary aspects of biocotiip@ energization elements in
concert with the exemplary application of contactses.

Fig. 2 illustrates the exemplary size and shapedi¥idual cells of an exemplary battery
design.

Fig. 3Aillustrates a first stand-alone, packageddampatible energization element with
exemplary anode and cathode connections.

Fig. 3B illustrates a second stand-alone, packagambmpatible energization element
with exemplary anode and cathode connections.

Figs. 4A-4N illustrate exemplary method steps Far tormation of biocompatible
energization elements for biomedical devices.

Fig. 5 illustrates an exemplary fully formed bioquatible energization element.

Figs. 6A-6F illustrate exemplary method steps forctural formation of biocompatible
energization elements.

Figs. 7A-7F illustrate exemplary method steps forctural formation of biocompatible
energization elements utilizing an alternate etgditing method.

Figs. 8A-8H illustrate exemplary method steps Far formation of biocompatible
energization elements with hydrogel separator fomiedical devices.

Figs. 9A-9C illustrate exemplary methods stepgterstructural formation of
biocompatible energization elements utilizing adsgive hydrogel processing examples.

Figs. 10A-10F illustrate optimized and non-optingizkepositing of a cathode mixture
into a cavity.

Fig. 11 illustrates agglomeration of a cathode orixtinside of a cavity.

Figs. 12A-12F illustrate exemplary use of a gedézttrolyte in a biocompatible

energization element.
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Figs. 13A-13C illustrate exemplary designs for sephnd encapsulating a
biocompatible energization element.

Figs. 14A-14H illustrate exemplary method stepsstaling and encapsulating a
biocompatible energization element.

Figs. 15A — 15D illustrate exemplary cross-sectiomawvs of an exemplary energization
element.

Figs. 16A-16G illustrate alternate exemplary methtagps for sealing and encapsulating

a biocompatible energization element.

DETAILED DESCRIPTION OF THE INVENTION

Biofuel cells for use in a biocompatible batterg drsclosed in this application. In the

following sections, detailed descriptions of vas@xamples are described. The descriptions of
examples are exemplary embodiments only, and vanwdifications and alterations may be
apparent to those skilled in the art. Therefore ,agkamples do not limit the scope of this
application. The biofuel cells, and the structuheg contain them, may be designed for use in
biocompatible batteries. In some examples, thessohipatible batteries may be designed for

use in, or proximate to, the body of a living ongam

Glossary
In the description and claims below, various temay be used for which the following

definitions will apply:

"Anode" as used herein refers to an electrode tiravhich electric current flows into a
polarized electrical device. The direction of electurrent is typically opposite to the direction
of electron flow. In other words, the electronsiflixom the anode into, for example, an
electrical circuit.

"Binder" as used herein refers to a polymer thagjzable of exhibiting elastic responses
to mechanical deformations and that is chemicalipgatible with other energization element
components. For example, binders may include @active materials, electrolytes, polymers,
and the like.
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“Biocompatible” as used herein refers to a matenalevice that performs with an
appropriate host response in a specific applicafon example, a biocompatible device does not
have toxic or injurious effects on biological syste

"Cathode" as used herein refers to an electrode ¢fir which electric current flows out
of a polarized electrical device. The directioretectric current is typically opposite to the
direction of electron flow. Therefore, the electgdlow into the cathode of the polarized
electrical device, and out of, for example, thermmied electrical circuit.

“Coating” as used herein refers to a deposit ofeniatin thin forms. In some uses, the
term will refer to a thin deposit that substantiabvers the surface of a substrate it is formed
upon. In other more specialized uses, the termbeaysed to describe small thin deposits in
smaller regions of the surface.

"Electrode” as used herein may refer to an actigsesin the energy source. For example,
it may include one or both of the anode and cathode

"Energized" as used herein refers to the stateiofgbable to supply electrical current or
to have electrical energy stored within.

"Energy" as used herein refers to the capacitygfysical system to do work. Many
uses of the energization elements may relate todpacity of being able to perform electrical
actions.

"Energy Source" or “Energization Element” or “Enegdion Device” as used herein
refers to any device or layer which is capableupiptying energy or placing a logical or
electrical device in an energized state. The enatigih elements may include batteries. The
batteries may be formed from alkaline type cellrols¢ry and may be solid-state batteries or wet
cell batteries.

"Fillers" as used herein refer to one or more eamatipn element separators that do not
react with either acid or alkaline electrolytesnémlly, fillers may include substantially water
insoluble materials such as carbon black; coal, dwaphite; metal oxides and hydroxides such
as those of silicon, aluminum, calcium, magnesibanjum, titanium, iron, zinc, and tin; metal
carbonates such as those of calcium and magnesiumarals such as mica, montmorollonite,
kaolinite, attapulgite, and talc; synthetic andunalt zeolites such as Portland cement;
precipitated metal silicates such as calcium gaichollow or solid polymer or glass

microspheres, flakes and fibers; and the like.
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"Functionalized" as used herein refers to makitayar or device able to perform a
function including, for example, energization, aation, and/or control.

“lonizing Salt” as used herein refers to an iommtidsthat will dissolve in a solvent to
produce dissolved ions in solution. In numerous@as, the solvent may comprise water.

"Mold" as used herein refers to a rigid or semierigbject that may be used to form
three-dimensional objects from uncured formulati®@@me exemplary molds include two mold
parts that, when opposed to one another, definsttheture of a three-dimensional object.

"Power" as used herein refers to work done or gneagsferred per unit of time.

"Rechargeable” or "Re-energizable" as used heeéam to a capability of being restored
to a state with higher capacity to do work. Mangsigiay relate to the capability of being
restored with the ability to flow electrical curteat a certain rate for certain, reestablished time
periods.

"Reenergize" or "Recharge"” as used herein refezdioring to a state with higher
capacity to do work. Many uses may relate to r@sgos device to the capability to flow
electrical current at a certain rate for a certagstablished time period.

"Released" as used herein and sometimes referiasl"released from a mold" means
that a three-dimensional object is either compjeteparated from the mold, or is only loosely
attached to the mold, so that it may be removed mitd agitation.

“Separator shelf” as used herein means an eleni@nbiocompatible energization element used
to avoid edge shorting around the separator byamphting A cut separator, liquid separator or
combination of the two. A separator shelf may Ipolgmer such as polypropylene, machined
(e.g. laser) and placed within the cell constrlicteeds to be a material that can seal to the top
and bottom package films. It may be another mdtsuieh as glass or ceramic as long as it can
be cut and sealed. Adhesive, lacquer, epoxy, as@tel may be used in combination with a
rigid separator shelf.

"Stacked" as used herein means to place at leastdmponent layers in proximity to
each other such that at least a portion of on@aserdf one of the layers contacts a first surface
of a second layer. In some examples, a coatingthehéor adhesion or other functions, may
reside between the two layers that are in contébteach other through said coating.

"Traces" as used herein refer to energization ekeg@mponents capable of connecting

together the circuit components. For example, ditcaces may include copper or gold when the
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substrate is a printed circuit board and may tyfyidee copper, gold or printed film in a flexible
circuit. A special type of “Trace” is the currerllector. Current collectors are traces with
electrochemical compatibility that make the curmmitectors suitable for use in conducting
electrons to and from an anode or cathode in teegnice of electrolyte.

The methods and apparatus presented herein reladeting biocompatible energization
elements for inclusion within or on flat or threreénsional biocompatible devices. A particular
class of energization elements may be batterigsatkaabricated in layers. The layers may also
be classified as laminate layers. A battery forimetthis manner may be classified as a laminar
battery.

There may be other examples of how to assemble@mitjure batteries according to the
present invention, and some may be described liowolg sections. However, for many of these
examples, there are selected parameters and ar@stics of the batteries that may be described
in their own right. In the following sections, sowrctearacteristics and parameters will be focused

upon.

Exemplary Biomedical Device Construction with Biogoatible Energization Elements

An example of a biomedical device that may incoap®the Energization Elements,
batteries, of the present invention may be an mactive focal-adjusting contact lens. Referring
to Fig. 1A, an example of such a contact lens tnsay be depicted as contact lens insert 100. In
the contact lens insert 100, there may be an eledirve element 120 that may accommodate
focal characteristic changes in response to cdimgololtages. A circuit 105, to provide those
controlling voltage signals as well as to providleeo functions such as controlling sensing of the
environment for external control signals, may bev@®@d by a biocompatible battery element
110. As depicted in Fig. 1A, the battery elemer@ frifay be found as multiple major pieces, in
this case three pieces, and may include the vadonfigurations of battery chemistry elements
as discussed herein. The battery elements 110 enegy/\arious interconnect features to join
together pieces as may be depicted underlyingaiem of interconnect 114. The battery
elements 110 may be connected to a circuit elethabhimay have its own substrate 111 upon
which interconnect features 125 may be located.cliioait 105, which may be in the form of an
integrated circuit, may be electrically and phylyceonnected to the substrate 111 and its

interconnect features 125.
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Referring to Fig. 1B, a cross sectional relief @oatact lens 150 may comprise contact
lens insert 100 and its discussed constituentscdhtact lens insert 100 may be encapsulated
into a skirt of contact lens hydrogel 155 which neagapsulate the contact lens insert 100 and
provide a comfortable interface of the contact €58 to a user’s eye.

In reference to concepts of the present inventtmm pattery elements may be formed in a
two-dimensional form as depicted in Fig. 1C. Irsttiepiction there may be two main regions of
battery cells in the regions of battery compon& and the second battery component in the
region of battery chemistry element 160. The batdements, which are depicted in flat form in
Fig. 1C, may connect to a circuit element 163, Whircthe example of Fig. 1C may comprise
two major circuit areas 167. The circuit elemer hay connect to the battery element at an
electrical contact 161 and a physical contact T62. flat structure may be folded into a three-
dimensional conical structure as has been descwitedespect to the present invention. In that
process a second electrical contact 166 and a dgduysical contact 164 may be used to
connect and physically stabilize the three-dimaemaligtructure. Referring to Fig. 1D, a
representation of this three-dimensional conicalcstire 180 may be found. The physical and
electrical contact points 181 may also be foundtaedllustration may be viewed as a three-
dimensional view of the resulting structure. Thisisture may include the modular electrical and

battery component that will be incorporated witleras insert into a biocompatible device.

Segmented Battery Schemes

Referring to Fig. 2, an example of different typésegmented battery schemes is
depicted for an exemplary battery element for aariens type example. The segmented
components may be relatively circular-shaped 2qdae-shaped 272 or rectangular-shaped. In
rectangular-shaped examples, the rectangles mamak rectangular shapes 273, larger

rectangular shapes 274, or even larger rectangliégres 275.

Custom Shapes of Flat Battery Elements

In some examples of biocompatible batteries, theebas may be formed as flat
elements. Referring to Fig. 3A, an example of @aamegular outline 310 of the battery element

may be depicted with an anode connection 311 aradledde connection 312. Referring to Fig.
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3B, an example of a circular outline 330 of a bgtedement may be depicted with an anode
connection 331 and a cathode connection 332.

In some examples of flat-formed batteries, theioesl of the battery form may be
dimensionally and geometrically configured to fitdustom products. In addition to examples
with rectangular or circular outlines, custom “f#feem” or “free shape” outlines may be formed
which may allow the battery configuration to beiojized to fit within a given product.

In the exemplary biomedical device case of a végiaptic, a “free-form” example of a
flat outline may be arcuate in form. The free fomay be of such geometry that when formed to
a three-dimensional shape, it may take the fora afnical, annular skirt that fits within the
constraining confines of a contact lens. It maylear that similar beneficial geometries may be

formed where medical devices have restrictive 2BDishape requirements.

Biocompatibility Aspects of Batteries

As an example, the batteries according to the pteéseention may have important
aspects relating to safety and biocompatibilityséme examples, batteries for biomedical
devices may need to meet requirements above arwhdyelyose for typical usage scenarios. In
some examples, design aspects may be consideateldréd stressing events. For example, the
safety of an electronic contact lens may need tcdnsidered in the event a user breaks the lens
during insertion or removal. In another examplesigie aspects may consider the potential for a
user to be struck in the eye by a foreign objeiill. f8rther examples of stressful conditions that
may be considered in developing design parameters@nstraints may relate to the potential
for a user to wear the lens in challenging envirents like the environment under water or the
environment at high altitude in non-limiting exaregpl

The safety of such a device may be influenced bynthterials that the device is formed
with or from, by the quantities of those materetsployed in manufacturing the device, and also
by the packaging applied to separate the devioes fhe surrounding on- or in-body
environment. In an example, pacemakers may beiealygype of biomedical device which may
include a battery and which may be implanted iser fior an extended period of time.
Accordingly, in some examples, such pacemakerstgmgally be packaged with welded,
hermetic titanium enclosures, or in other examptagtiple layers of encapsulation. Emerging

powered biomedical devices may present new chadkefay packaging, especially battery

10
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packaging. These new devices may be much smadlarekisting biomedical devices, for
example, an electronic contact lens or pill canmeag be significantly smaller than a pacemaker.

In such examples, the volume and area availablpdokaging may be greatly reduced.

Electrical Requirements of Microbatteries

Another area for design considerations may retatddctrical requirements of the
device, which may be provided by the battery. keoito function as a power source for a
medical device, an appropriate battery may needdet the full electrical requirements of the
system when operating in a non-connected or noareaily powered mode. An emerging field
of non-connected or non-externally powered biomeddievices may include, for example,
vision-correcting contact lenses, health monitodegices, pill cameras, and novelty devices.
Recent developments in integrated circuit (IC) tedbgy may permit meaningful electrical
operation at very low current levels, for exampliepamps of standby current and microamps of
operating current. IC’s may also permit very srdaNices.

Microbatteries for biomedical applications may bguired to meet many simultaneous,
challenging requirements. For example, the mictebainay be required to have the capability
to deliver a suitable operating voltage to an ipooated electrical circuit. This operating voltage
may be influenced by several factors includinglt@rocess “node,” the output voltage from
the circuit to another device, and a particularentrconsumption target which may also relate to
a desired device lifetime.

With respect to the IC process, nodes may typidalygifferentiated by the minimum
feature size of a transistor, such as its “so-daliensistor channel. This physical feature, along
with other parameters of the IC fabrication, suslyate oxide thickness, may be associated with
a resulting rating standard for “turn-on” or “thine¢d” voltages of field-effect transistors (FET’S)
fabricated in the given process node. For exanmplanode with a minimum feature size of 0.5
microns, it may be common to find FET’s with turn-eoltages of 5.0V. However, at a
minimum feature size of 90 nm, the FET's may tumat 1.2, 1.8, and 2.5V. The IC foundry
may supply standard cells of digital blocks, foamwle, inverters and flip-flops that have been
characterized and are rated for use over certdiageranges. Designers chose an IC process
node based on several factors including densitigfal devices, analog/digital mixed signal

devices, leakage current, wiring layers, and alaitg of specialty devices such as high-voltage

11



10

15

20

25

30

FET’s. Given these parametric aspects of the édattomponents, which may draw power
from a microbattery, it may be important for thecrobattery power source to be matched to the
requirements of the chosen process node and IQrjesspecially in terms of available voltage
and current.

In some examples, an electrical circuit powerea Ipyicrobattery, may connect to
another device. In non-limiting examples, the nmatbery-powered electrical circuit may
connect to an actuator or a transducer. Dependirteapplication, these may include a light-
emitting diode (LED), a sensor, a microelectromeate system (MEMS) pump, or numerous
other such devices. In some examples, such corthdetaces may require higher operating
voltage conditions than common IC process nodase¥ample, a variable-focus lens may
require 35V to activate. The operating voltage pted by the battery may therefore be a critical
consideration when designing such a system. In sa@mples of this type of consideration, the
efficiency of a lens driver to produce 35V from\4 Rattery may be significantly less than it
might be when operating from a 2V battery. Furtiegluirements, such as die size, may be
dramatically different considering the operatinggmaeters of the microbattery as well.

Individual battery cells may typically be rated widpen-circuit, loaded, and cutoff
voltages. The open-circuit voltage is the potergralduced by the battery cell with infinite load
resistance. The loaded voltage is the potentiadywed by the cell with an appropriate, and
typically also specified, load impedance placedssthe cell terminals. The cutoff voltage is
typically a voltage at which most of the batterg lh@en discharged. The cutoff voltage may
represent a voltage, or degree of discharge, befowh the battery should not be discharged to
avoid deleterious effects such as excessive gasBirggcutoff voltage may typically be
influenced by the circuit to which the battery @oected, not just the battery itself, for example,
the minimum operating voltage of the electronicuit. In one example, an alkaline cell may
have an open-circuit voltage of 1.6V, a loadedagstin the range 1.0 to 1.5V, and a cutoff
voltage of 1.0V. The voltage of a given microbatteell design may depend upon other factors
of the cell chemistry employed. And, different agllemistry may therefore have different cell
voltages.

Cells may be connected in series to increase \@ltagwvever, this combination may

come with tradeoffs to size, internal resistanoel, lattery complexity. Cells may also be
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combined in parallel configurations to decreasestasce and increase capacity; however, such a
combination may tradeoff size and shelf life.

Battery capacity may be the ability of a batterglédiver current, or do work, for a period
of time. Battery capacity may typically be spedfia units such as microamp-hours. A battery
that may deliver 1 microamp of current for 1 hoas 1 microamp-hour of capacity. Capacity
may typically be increased by increasing the masd fience volume) of reactants within a
battery device; however, it may be appreciatedlii@hedical devices may be significantly
constrained on available volume. Battery capaciy @so be influenced by electrode and
electrolyte material.

Depending on the requirements of the circuitry tocl the battery is connected, a
battery may be required to source current ovengeaf values. During storage prior to active
use, a leakage current on the order of picoamparioamps may flow through circuits,
interconnects, and insulators. During active op@natircuitry may consume quiescent current
to sample sensors, run timers, and perform suckpomer consumption functions. Quiescent
current consumption may be on the order of nanodampslliamps. Circuitry may also have
even higher peak current demands, for example, winigimg flash memory or communicating
over radio frequency (RF). This peak current magma to tens of milliamps or more. The
resistance and impedance of a microbattery devaealso be important to design
considerations.

Shelf life typically refers to the period of timénigh a battery may survive in storage and
still maintain useful operating parameters. Shidfrhay be particularly important for
biomedical devices for several reasons. Electrdaewdces may displace non-powered devices, as
for example may be the case for the introductioaroélectronic contact lens. Products in these
existing market spaces may have established steefEfjuirements, for example, three years,
due to customer, supply chain, and other requirégsnérmay typically be desired that such
specifications not be altered for new products IiSife requirements may also be set by the
distribution, inventory, and use methods of a dewncluding a microbattery. Accordingly,
microbatteries for biomedical devices may have ifipeshelf life requirements, which may be,
for example, measured in the number of years.

In some examples, three-dimensional biocompatitéggzation elements may be

rechargeable. For example, an inductive coil mag bk fabricated on the three-dimensional
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surface. The inductive coil could then be energizét a radio-frequency (“RF”) fob. The
inductive coil may be connected to the three-dinmered biocompatible energization element to
recharge the energization element when RF is appi¢he inductive coil. In another example,
photovoltaics may also be fabricated on the thieeedsional surface and connected to the
three-dimensional biocompatible energization ela@mfmen exposed to light or photons, the
photovoltaics will produce electrons to rechargee¢hergization element.

In some examples, a battery may function to proth@eelectrical energy for an electrical
system. In these examples, the battery may berielgtt connected to the circuit of the
electrical system. The connections between a tiecul a battery may be classified as
interconnects. These interconnects may becomeasiogly challenging for biomedical
microbatteries due to several factors. In some @kesnpowered biomedical devices may be
very small thus allowing little area and volume floe interconnects. The restrictions of size and
area may impact the electrical resistance andoiétiaof the interconnections.

In other respects, a battery may contain a ligledteolyte which could boil at high
temperature. This restriction may directly compeith the desire to use a solder interconnect
which may, for example, require relatively high f@mratures such as 250 degrees Celsius to
melt. Although in some examples, the battery chegisicluding the electrolyte, and the heat
source used to form solder based interconnects bmagolated spatially from each other. In the
cases of emerging biomedical devices, the smalmsiay preclude the separation of electrolyte
and solder joints by sufficient distance to redoeat conduction.

Interconnects

Interconnects may allow current to flow to and frthma battery in connection with an
external circuit. Such interconnects may interfagé the environments inside and outside the
battery, and may cross the boundary or seal betthese environments. These interconnects
may be considered as traces, making connectioms éxternal circuit, passing through the
battery seal, and then connecting to the currdigators inside the battery. As such, these
interconnects may have several requirements. Quts&lbattery, the interconnects may
resemble typical printed circuit traces. They maysbldered to, or otherwise connect to, other
traces. In an example where the battery is a sepphgsical element from a circuit board

comprising an integrated circuit, the battery iobemect may allow for connection to the
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external circuit. This connection may be formedwgblder, conductive tape, conductive ink or
epoxy, or other means. The interconnect tracesmaag to survive in the environment outside
the battery, for example, not corroding in the pres of oxygen.

As the interconnect passes through the batteryis@ady be of critical importance that
the interconnect coexist with the seal and pergatisg. Adhesion may be required between the
seal and interconnect in addition to the adhesibichvmay be required between the seal and
battery package. Seal integrity may need to be taared in the presence of electrolyte and other
materials inside the battery. Interconnects, winity typically be metallic, may be known as
points of failure in battery packaging. The elewdripotential and/or flow of current may
increase the tendency for electrolyte to “creephglthe interconnect. Accordingly, an
interconnect may need to be engineered to maistahintegrity.

Inside the battery, the interconnects may interfaitle the current collectors or may
actually form the current collectors. In this redjahe interconnect may need to meet the
requirements of the current collectors as desctitezdin, or may need to form an electrical
connection to such current collectors.

One class of candidate interconnects and curréigicoars is metal foils. Such foils are
available in thickness of 25 microns or less, whidke them suitable for very thin batteries.
Such foil may also be sourced with low surface rowggs and contamination, two factors which
may be critical for battery performance. The foilay include zinc, nickel, brass, copper,

titanium, other metals, and various alloys.

Modular Battery Components

In some examples, a modular battery component redgrimed according to some
aspects and examples of the present inventiohelsetexamples, the modular battery assembly
may be a separate component from other parts dfitimeedical device. In the example of an
ophthalmic contact lens device, such a design mayde a modular battery that is separate
from the rest of a media insert. There may be nooseadvantages of forming a modular battery
component. For example, in the example of the cbieas, a modular battery component may
be formed in a separate, non-integrated processhwhay alleviate the need to handle rigid,
three-dimensionally formed optical plastic compdeem addition, the sources of

manufacturing may be more flexible and may operatemore parallel mode to the
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manufacturing of the other components in the bidoadlevice. Furthermore, the fabrication of
the modular battery components may be decoupled fin@ characteristics of three-dimensional
(3D) shaped devices. For example, in applicatieasiring three-dimensional final forms, a
modular battery system may be fabricated in adilabughly two-dimensional (2D) perspective
and then shaped to the appropriate three-dimerisbape. A modular battery component may
be tested independently of the rest of the bionatdievice and yield loss due to battery
components may be sorted before assembly. Theirgsaoiodular battery component may be
utilized in various media insert constructs thandb have an appropriate rigid region upon
which the battery components may be formed; and,still further example, the use of modular
battery components may facilitate the use of diff¢ioptions for fabrication technologies than
might otherwise be utilized, such as, web-basdahnt@ogy (roll to roll), sheet-based technology
(sheet-to-sheet), printing, lithography, and “sques® processing. In some examples of a
modular battery, the discrete containment aspestich a device may result in additional
material being added to the overall biomedical deonstruct. Such effects may set a
constraint for the use of modular battery solutishen the available space parameters require
minimized thickness or volume of solutions.

Battery shape requirements may be driven at legstit by the application for which the
battery is to be used. Traditional battery forntdas may be cylindrical forms or rectangular
prisms, made of metal, and may be geared towadupts which require large amounts of
power for long durations. These applications majabge enough that they may comprise large
form factor batteries. In another example, pladar)(solid-state batteries are thin rectangular
prisms, typically formed upon inflexible silicon glass. These planar solid-state batteries may
be formed in some examples using silicon waferggsimg technologies. In another type of
battery form factor, low power, flexible batterimsay be formed in a pouch construct, using thin
foils or plastic to contain the battery chemistiiese batteries may be made flat (2D), and may
be designed to function when bowed to a modesbbptane (3D) curvature.

In some of the examples of the battery applicatiorike present invention where the
battery may be employed in a variable optic leing,form factor may require a three-
dimensional curvature of the battery component wlaeradius of that curvature may be on the
order of approximately 8.4 mm. The nature of suchirgature may be considered to be

relatively steep and for reference may approxirttagetype of curvature found on a human
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fingertip. The nature of a relative steep curvatureates challenging aspects for manufacture. In
some examples of the present invention, a modalety component may be designed such that
it may be fabricated in a flat, two-dimensional manand then formed into a three-dimensional

form of relative high curvature.

Battery Module Thickness

In designing battery components for biomedical epgtibns, tradeoffs amongst the
various parameters may be made balancing techsafaty and functional requirements. The
thickness of the battery component may be an impb#nd limiting parameter. For example, in
an optical lens application the ability of a devicdbe comfortably worn by a user may have a
critical dependence on the thickness across thadi@al device. Therefore, there may be
critical enabling aspects in designing the batteryhinner results. In some examples, battery
thickness may be determined by the combined thede®of top and bottom sheets, spacer
sheets, and adhesive layer thicknesses. Practaralfiacturing aspects may drive certain
parameters of film thickness to standard valuesvailable sheet stock. In addition, the films
may have minimum thickness values to which they beagpecified base upon technical
considerations relating to chemical compatibilitygisture / gas impermeability, surface finish,
and compatibility with coatings that may be depasiipon the film layers.

In some examples, a desired or goal thicknesdiofshed battery component may be a
component thickness that is less than 220 pm dsetlexamples, this desired thickness may be
driven by the three-dimensional geometry of an gdamy ophthalmic lens device where the
battery component may need to be fit inside thdave volume defined by a hydrogel lens
shape given end user comfort, biocompatibility, andeptance constraints. This volume and its
effect on the needs of battery component thicknesg be a function of total device thickness
specification as well as device specification ieato its width, cone angle, and inner diameter.
Another important design consideration for the ltasy battery component design may relate to
the volume available for active battery chemicald enaterials in a given battery component
design with respect to the resulting chemical epénrgt may result from that design. This
resulting chemical energy may then be balancethfoelectrical requirements of a functional
biomedical device for its targeted life and opergitonditions
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Battery Module Flexibility

Another dimension of relevance to battery desightarthe design of related devices that
utilize battery based energy sources is the fléof the battery component. There may be
numerous advantages conferred by flexible batemy$. For example, a flexible battery module
may facilitate the previously mentioned abilityfédricate the battery form in a two-dimensional
(2D) flat form. The flexibility of the form may alv the two-dimensional battery to then be
formed into an appropriate 3D shape to fit intaariedical device such as a contact lens.

In another example of the benefits that may beeroed by flexibility in the battery
module, if the battery and the subsequent devitlextble then there may be advantages relating
to the use of the device. In an example, a cogastform of a biomedical device may have
advantages for insertion/removal of the media insased contact lens that may be closer to the
insertion/removal of a standard, non-filled hydrogpntact lens.

The number of flexures may be important to the meging of the battery. For example,
a battery which may only flex one time from a plaftem into a shape suitable for a contact
lens may have significantly different design frorbatery capable of multiple flexures. The
flexure of the battery may also extend beyond thktyto mechanically survive the flexure
event. For example, an electrode may be physicalpable of flexing without breaking, but the
mechanical and electrochemical properties of thetelde may be altered by flexure. Flex-
induced changes may appear instantly, for examaglehanges to impedance, or flexure may

introduce changes which are only apparent in l@emgrtshelf life testing.

Battery Module Width

There may be numerous applications into which tbedmpatible energization elements

or batteries of the present invention may be @dian general, the battery width requirement
may be largely a function of the application in @hit is applied. In an exemplary case, a
contact lens battery system may have constrainedsiier the specification on the width of a
modular battery component. In some examples ofptathalmic device where the device has a
variable optic function powered by a battery congnthe variable optic portion of the device
may occupy a central spherical region of aboutmm®in diameter. The exemplary battery
elements may be considered as a three-dimensibjetpwhich fits as an annular, conical skirt

around the central optic and formed into a trurdateical ring. If the required maximum
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diameter of the rigid insert is a diameter of 81®, and tangency to a certain diameter sphere
may be targeted (as for example in a roughly 8.40diameter), then geometry may dictate
what the allowable battery width may be. There m@geometric models that may be useful for
calculating desirable specifications for the raaglgeometry which in some examples may be
termed a conical frustum flattened into a sectaroannulus.

Flattened battery width may be driven by two feasunf the battery element, the active
battery components and seal width. In some examelatng to ophthalmic devices a target
thickness may be between 0.100 mm and 0.500 mrsigieerand the active battery components
may be targeted at approximately 0.800 mm wideefObiomedical devices may have differing
design constraints but the principles for flexitiéa battery elements may apply in similar

fashion.

Cavities as Design Elements in Battery Componesidde

In some examples, battery elements may be desigmadnners that segment the regions
of active battery chemistry. There may be numegmlantages from the division of the active
battery components into discrete segments. In dinmoting example, the fabrication of discrete
and smaller elements may facilitate productiorhefélements. The function of battery elements
including numerous smaller elements may be improRedlects of various kinds may be
segmented and non-functional elements may be é&blatsome cases to result in decreased loss
of function. This may be relevant in examples wribeeloss of battery electrolyte may occur.
The isolation of individualized components may &llor a defect that results in leakage of
electrolyte out of the critical regions of the leagtto limit the loss of function to that small
segment of the total battery element whereas #wtrelyte loss through the defect could empty
a significantly larger region for batteries configd as a single cell. Smaller cells may result in
lowered volume of active battery chemicals on agralN perspective, but the mesh of material

surrounding each of the smaller cells may resudt strengthening of the overall structure.

Battery Element Separators

Batteries of the type described in the presentriiva may utilize a separator material
that physically and electrically separates the areotti anode current collector portions from the

cathode and cathode current collector portions.sEparator may be a membrane that is
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permeable to water and dissolved electrolyte corapts) however, it may typically be
electrically non-conductive. While a myriad of coentially-available separator materials may
be known to those of skill in the art, the novehfidactor of the present invention may present
unique constraints on the task of separator selegbrocessing, and handling.

Since the designs of the present invention may héxethin profiles, the choice may be
limited to the thinnest separator materials typycavailable. For example, separators of
approximately 25 microns in thickness may be dbréSome examples which may be
advantageous may be about 12 microns in thickiié®&se may be numerous acceptable
commercial separators include microfibrillated, romorous polyethylene monolayer and/or
polypropylene-polyethylene-polypropylene (PP/PE/®R)yer separator membranes such as
those produced by Celgard (Charlotte, NC). A deteraxample of separator material may be
Celgard M824 PP/PE/PP trilayer membrane havingcérnbss of 12 microns. Alternative
examples of separator materials useful for exangfléise present invention may include
separator membranes including regenerated cell(dogecellophane).

While PP/PE/PP trilayer separator membranes mag &dvantageous thickness and
mechanical properties, owing to their polyolefinl@racter, they may also suffer from a number
of disadvantages that may need to be overcomedigr o make them useful in examples of the
present invention. Roll or sheet stock of PP/PEffdyer separator materials may have
numerous wrinkles or other form errors that mayléleterious to the micron-level tolerances
applicable to the batteries described herein. Eunibre, polyolefin separators may need to be
cut to ultra-precise tolerances for inclusion ia gresent designs, which may therefore implicate
laser cutting as an exemplary method of formingréi® current collectors in desirable shapes
with tight tolerances. Owing to the polyolefinicazhcter of these separators, certain cutting
lasers useful for micro fabrication may employ fasavelengths, e.g. 355 nm, that will not cut
polyolefins. The polyolefins do not appreciably atisthe laser energy and are thereby non-
ablatable. Finally, polyolefin separators may meirtherently wettable to agueous electrolytes
used in the batteries described herein.

Nevertheless, there may be methods for overcorieggtinherent limitations for
polyolefinic type membranes. In order to presemieroporous separator membrane to a high-
precision cutting laser for cutting pieces into segments or other advantageous separator

designs, the membrane may need to be flat and \e+frde. If these two conditions are not met,

20



10

15

20

25

30

the separator membrane may not be fully cut beddmgseutting beam may be inhibited as a
result of defocusing of or otherwise scatteringitteéddent laser energy. Additionally, if the
separator membrane is not flat and wrinkle-free fthhm accuracy and geometric tolerances of
the separator membrane may not be sufficientlyeaehi. Allowable tolerances for separators of
current examples may be, for example, +0 microms-a0 microns with respect to characteristic
lengths and/or radii. There may be advantagesdbter tolerances of +0 microns and -10
micron and further for tolerances of +0 microns ahdhicrons. Separator stock material may be
made flat and wrinkle-free by temporarily lamingtithe material to a float glass carrier with an
appropriate low-volatility liquid. Low-volatilityiquids may have advantages over temporary
adhesives due to the fragility of the separator brame and due to the amount of processing
time that may be required to release separator meralirom an adhesive layer. Furthermore, in
some examples achieving a flat and wrinkle-freeassgpr membrane on float glass using a
liquid has been observed to be much more facile tisang an adhesive. Prior to lamination, the
separator membrane may be made free of particulettés may be achieved by ultrasonic
cleaning of separator membrane to dislodge anpset&dherent particulates. In some examples,
handling of a separator membrane may be doneuitabke, low-particle environment such as a
laminar flow hood or a cleanroom of at least clH3®00. Furthermore, the float glass substrate
may be made to be particulate free by rinsing aittappropriate solvent, ultrasonic cleaning,
and/or wiping with clean room wipes.

While a wide variety of low-volatility liquids malye used for the mechanical purpose of
laminating microporous polyolefin separator membesato a float glass carrier, specific
requirements may be imposed on the liquid to fiatdi subsequent laser cutting of discrete
separator shapes. One requirement may be thatthe has a surface tension low enough to
soak into the pores of the separator material wirialy easily be verified by visual inspection. In
some examples, the separator material turns framit@ color to a translucent appearance when
liquid fills the micropores of the material. It mhg desirable to choose a liquid that may be
benign and “safe” for workers that will be exposedhe preparation and cutting operations of
the separator. It may be desirable to choose aligbhose vapor pressure may be low enough so
that appreciable evaporation does not occur duhedime scale of processing (on the order of 1
day). Finally, in some examples the liquid may hswiicient solvating power to dissolve

advantageous UV absorbers that may facilitateaberlcutting operation. In an example, it has
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been observed that a 12 percent (w/w) solutiorvobanzone UV absorber in benzyl benzoate
solvent may meet the aforementioned requiremerttsrany lend itself to facilitating the laser
cutting of polyolefin separators with high precisiand tolerance in short order without an
excessive number of passes of the cutting lasenbeasome examples, separators may be cut
with an 8W 355 nm nanosecond diode-pumped soltd &aer using this approach where the
laser may have settings for low power attenuatgog. (3 percent power), a moderate speed of 1
to 10 mm/s, and only 1 to 3 passes of the lasenbé#hile this UV-absorbing oily composition
has been proven to be an effective laminating aithg process aid, other oily formulations
may be envisaged by those of skill in the art asetuvithout limitation.

In some examples, a separator may be cut whild fizea float glass. One advantage of
laser cutting separators while fixed to a floasglaarrier may be that a very high number
density of separators may be cut from one sepastok sheet much like semiconductor die
may be densely arrayed on a silicon wafer. Sucipgnoach may provide economy of scale and
parallel processing advantages inherent in semigtodprocesses. Furthermore, the generation
of scrap separator membrane may be minimized. ©ggarators have been cut, the oily process
aid fluid may be removed by a series of extracsitmps with miscible solvents, the last
extraction may be performed with a high-volatikylvent such as isopropyl alcohol in some
examples. Discrete separators, once extractedpmatored indefinitely in any suitable low-
particle environment.

As previously mentioned polyolefin separator membgamay be inherently hydrophobic
and may need to be made wettable to aqueous anfactsed in the batteries of the present
invention. One approach to make the separator nmembrwettable may be oxygen plasma
treatment. For example, separators may be treatedtb 5 minutes in a 100 percent oxygen
plasma at a wide variety of power settings and eryftpw rates. While this approach may
improve wettability for a time, it may be well-knovthat plasma surface modifications provide a
transient effect that may not last long enoughrétiust wetting of electrolyte solutions. Another
approach to improve wettability of separator membsamay be to treat the surface by
incorporating a suitable surfactant on the membrbBngome cases, the surfactant may be used
in conjunction with a hydrophilic polymeric coatitizat remains within the pores of the

separator membrane.
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Another approach to provide more permanence tbydeophilicity imparted by an
oxidative plasma treatment may be by subsequeathtent with a suitable hydrophilic
organosilane. In this manner, the oxygen plasmalmaysed to activate and impart functional
groups across the entire surface area of the noooog separator. The organosilane may then
covalently bond to and/or non-covalently adherthéoplasma treated surface. In examples using
an organosilane, the inherent porosity of the npiorous separator may not be appreciably
changed, monolayer surface coverage may also sbpoand desired. Prior art methods
incorporating surfactants in conjunction with pobmie coatings may require stringent controls
over the actual amount of coating applied to thenbrane, and may then be subject to process
variability. In extreme cases, pores of the separagty become blocked, thereby adversely
affecting utility of the separator during the ogema of the electrochemical cell. An exemplary
organosilane useful in the present invention magBkeminopropyl) triethoxysilane. Other
hydrophilic organosilanes may be known to thosgkdf in the art and may be used without
limitation.

Still another method for making separator membravettable by aqueous electrolyte
may be the incorporation of a suitable surfactarihe electrolyte formulation. One
consideration in the choice of surfactant for mglseparator membranes wettable may be the
effect that the surfactant may have on the actnitgne or more electrodes within the
electrochemical cell, for example, by increasing ¢tectrical impedance of the cell. In some
cases, surfactants may have advantageous antsmorioroperties, specifically in the case of
zinc anodes in agueous electrolytes. Zinc may bexample known to undergo a slow reaction
with water to liberate hydrogen gas, which may hdasirable. Numerous surfactants may be
known by those of skill in the art to limit ratesaid reaction to advantageous levels. In other
cases, the surfactant may so strongly interact thégtzinc electrode surface that battery
performance may be impeded. Consequently, muchncayeneed to be made in the selection of
appropriate surfactant types and loading leventure that separator wettability may be
obtained without deleteriously affecting electratieal performance of the cell. In some cases,
a plurality of surfactants may be used, one beneggnt to impart wettability to the separator
membrane and the other being present to faciléatecorrosion properties to the zinc anode. In
one example, no hydrophilic treatment is done #osparator membrane and a surfactant or
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plurality of surfactants is added to the electm®lgrmulation in an amount sufficient to effect
wettability of the separator membrane.

Discrete separators may be integrated into thenanmicrobattery by direct placement
into a means for storage including a designed gawitcket, or structure within the assembly.
Desirably, this storage means may be formed bynenkr structure having a cutout, which may
be a geometric offset of the separator shape,tneguh a cavity, pocket, or structure within the
assembly. Furthermore, the storage means may hHadgaor step on which the separator rests
during assembly. The ledge or step may optionaltjude a pressure-sensitive adhesive which
retains the discrete separator. Advantageoushpriresure-sensitive adhesive may be the same
one used in the construction and stack up of alanents of an exemplary laminar

microbattery.

Exemplary lllustrated Processing of Biocompatibieffization — Placed Separator

An example of the steps that may be involved ircessing biocompatible energization
elements may be found referring to Figs. 4A — 4he Processing at some of the exemplary
steps may be found in the individual figures. Ig.EA, a combination of a PET Cathode Spacer
401 and a PET Gap Spacer 404 is illustrated. THe@®&hode Spacer 401 may be formed by
applying films of PET 403 which, for example, mag dpproximately 3 mils thick. On either
side of the PET layer may be found PSA layers es¢hmay be capped with a PVDF release
layer 402 which may be approximately 1 mil in timeks. The PET Gap spacer 404 may be
formed of a PVDF layer 409 which may be approxirtya®emils in thickness. There may be a
capping PET layer 405 which may be approximatedyriils in thickness. Between the PVDF
layer 409 and the capping PET layer 405, in sonaengkes, may be a layer of PSA.

Proceeding to Fig. 4B, a hole 406 in the PET Gageaplayer 404 may be cut by laser
cutting treatment. Next at Fig. 4C, the cut PET Gpacer layer 404 may be laminated 408 to the
PET Cathode Spacer layer 401. Proceeding to Figa4iathode spacer hole 410 may be cut by
laser cutting treatment. The alignment of thisiogtstep may be registered to the previously cut
features in the PET Gap spacer layer 404. At Fg.adlayer of Celgard 412, for an ultimate
separator layer, may be bonded to a carrier 44iceeding to Fig. 4F, the Celgard material may
be cut to figures that are between the size optheious two laser cut holes, and approximately

the size of the hole 406 in the PET gap spaceanifay a precut separator 420. Proceeding to Fig.
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4G, a pick and place tool 421 may be used to pickpdace discrete pieces of Celgard into their
desired locations on the growing device. At Fig, #¢ placed Celgard pieces 422 are fastened
into place and then the PVDF release layer 423 lmeagmoved. Proceeding to Fig. 4l, the
growing device structure may be bonded to a filthefanode 425. The anode 425 may
comprise an anode collector film upon which a #node film has been electrodeposited.

Proceeding to Fig. 4J, a cathode slurry 430 mgyléeed into the formed gap. A
squeegee 431 may be used in some examples to spece@thode mix across a work piece and
in the process fill the gaps of the battery devioeing formed. After filling, the remaining PVDF
release layer 432 may be removed which may resdita structure illustrated in Fig. 4K. At Fig.
4L the entire structure may be subjected to a drgmocess which may shrink the cathode slurry
440 to also be at the height of the PET layer Rspceeding to Fig. 4M, a cathode film layer
450, which may already have the cathode colledtordpon it, may be bonded to the growing
structure. In a final illustration at Fig. 4N adagutting process may be performed to remove
side regions 460 and yield a battery element 4A@rd may be numerous alterations, deletions,
changes to materials and thickness targets thatmageful within the intent of the present
invention.

The result of the exemplary processing is depitctesbme detail at Fig. 5. In an example,
the following reference features may be definec G&thode chemistry 510 may be located in
contact with the cathode and cathode collector BZ0essure-sensitive adhesive layer 530 may
hold and seal the cathode collector 520 to a PEEC&gdayer 540. On the other side of the PET
Spacer layer 540, may be another PSA layer 55@;hwgeals and adheres the PET Spacer layer
540 to the PET Gap layer 560. Another PSA layer@y seal and adhere the PET Gap layer
560 to the Anode and Anode Current Collector laykanc Plated layer 570 may be plated onto
the Anode Current Collector 580. The separatorrla@9® may be located within the structure to
perform the associated functions as have beenatkiinthe present invention. In some
examples, an electrolyte may be added during thegssing of the device, in other examples,

the separator may already include electrolyte.

Exemplary Processing lllustration of BiocompatiBleergization — Deposited Separator

An example of the steps that may be involved ircessing biocompatible energization

elements is found in Figs. 6A — 6F. The procesairgpme of the exemplary steps may be found
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in the individual figures. There may be numerousrations, deletions, changes to materials and
thickness targets that may be useful within thenhof the present invention.

In Fig. 6A, a laminar construct 600 is illustratdthe laminar structure may comprise two
laminar construct release layers, 602 and 602alammar construct adhesive layers 604 and
604a, located between the laminar construct rellegses 602 and 602a; and a laminar construct
core 606, located between the two laminar constadbesive layers 604 and 604a. The laminar
construct release layers, 602 and 602a, and adhlesi®rs, 604 and 604a, may be produced or
purchased, such as a commercially available pressnsitive adhesive transfer tape with
primary liner layer. The laminar construct adhesayers may be a PVDF layer which may be
approximately 1-3 millimeters in thickness and taglaminar construct core 606. The laminar
construct core 606 may comprise a thermoplastignpet resin such as polyethylene
terephthalate, which, for example, may be approteiyé millimeters thick. Proceeding to Fig.
6B, a means for storing the cathode mixture, ssch @avity for the cathode pocket 608, may be
cut in the laminar construct by laser cutting tneet.

Next, at Fig. 6C, the bottom laminar constructastelayer 602a may be removed from
the laminar construct, exposing the laminar cowst@adhesive layer 604a. The laminar construct
adhesive layer 604a may then be used to adheneagi® @onnection foil 610 to cover the
bottom opening of the cathode pocket 608. Procgadifrig. 6D, the anode connection foil 610
may be protected on the exposed bottom layer bgradha masking layer 612. The masking
layer 612 may be a commercially available PSA tiertsipe with a primary liner. Next, at Fig.
6E, the anode connection foil 610 may be electtedlavith a coherent metal 614, zinc, for
example, which coats the exposed section of thdeanonnection foil 610 inside of the cathode
pocket. Proceeding to 6F, the anode electricaéctin masking layer 612 is removed from the
bottom of the anode connection foil 610 after etguating.

Figs. 7A— 7F illustrate an alternate mode of pssagg the steps illustrated in Figs. 6A —
6F. Figs. 7A — 7B may illustrate similar procesasslepicted in Figs. 6A — 6B. The laminar
structure may comprise two laminar construct reddagers, 702 and 702a, one layer on either
end; two laminar construct adhesive layers, 704784, located between the laminar construct
release layers 702 and 702a; and a laminar constoue 706, located between the two laminar
construct adhesive layers 704 and 704a. The lamovastruct release layers and adhesive layers

may be produced or purchased, such as a commgravailable pressure-sensitive adhesive
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transfer tape with primary liner layer. The lamicanstruct adhesive layers may be a
polyvinylidene fluoride (PVDF) layer which may bpmoximately 1-3 millimeters in thickness
and cap the laminar construct core 706. The landoastruct core 706 may comprise a
thermoplastic polymer resin such as polyethyleneptethalate, which, for example, may be
approximately 3 millimeters thick. Proceeding tg.FH B, a storage means, such as a cavity, for
the cathode pocket 708, may be cut in the lamiaasttuct by laser cutting treatment. In Fig.
7C, an anode connection foil 710 may be obtainedsgorotective masking layer 712 applied to
one side. Next, at Fig. 7D, the anode connectidVi® may be electroplated with a layer 714
of a coherent metal, for example, zinc. Proceetbrigig. 7E, the laminar constructs of Figs. 7B
and 7D may be combined to form a new laminar cansas depicted in Fig. 7E by adhering the
construct of Fig. 7B to the electroplated layer 61#ig. 7D. The release layer 702a of Fig 7B
may be removed in order to expose adhesive lay&a @80Fig. 7B for adherence onto
electroplated layer 714 of Fig. 7D. Proceeding nie>ig 7F, the anode protective masking layer
712 may be removed from the bottom of the anodeection foil 710.

Figs. 8A-8H illustrate exemplary implementationsogrgization elements to a
biocompatible laminar structure, which at timeseiferred to as a laminar assembly or a laminate
assembly herein, similar to, for example, thosesttated in Figs. 6A — 6F and 7A — 7F.
Proceeding to Fig. 8A, a hydrogel separator precursxture 820 may be deposited on the
surface of the laminate assembly. In some examatedepicted, the hydrogel precursor mixture
820 may be applied up a release layer 802. Nekiga8B, the hydrogel separator precursor
mixture 820 may be squeegeed 850 into the cathodeepwhile being cleaned off of the release
layer 802. The term “squeegeed” may generally reféne use of a planarizing or scraping tool
to rub across the surface and move fluid matexiat the surface and into cavities as they exist.
The process of squeegeeing may be performed bpmeuit similar to the vernacular
“Squeegee” type device or alternatively and plaaagi device such as knife edges, razor edges
and the like which may be made of numerous maseaisimay be chemically consistent with the
material to be moved.

The processing depicted at Fig. 8B may be perforsesdral times to ensure coating of
the cathode pocket, and increment the thicknesssoldting features. Next, at Fig. 8C, the
hydrogel separator precursor mixture may be allotwedty in order to evaporate materials,

which may typically be solvents or diluents of waus types, from the hydrogel separator
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precursor mixture, and then the dispensed andeappiaterials may be cured. It may be possible
to repeat both of the processes depicted at Figur®#BFig. 8C in combination in some examples.
In some examples, the hydrogel separator precursdure may be cured by exposure to heat
while in other examples the curing may be perforimg@xposure to photon energy. In still
further examples the curing may involve both expesa photon energy and to heat. There may
be numerous manners to cure the hydrogel sepamagoursor mixture.

The result of curing may be to form the hydrogglasator precursor material to the wall
of the cavity as well as the surface region in praty to an anode or cathode feature which in
the present example may be an anode feature. Auteecé the material to the sidewalls of the
cavity may be useful in the separation functiom gkparator. The result of curing may be to
form an anhydrous polymerized precursor mixtureceatrate 822 which may be simply
considered the separator of the cell. Proceedifggo8D, cathode slurry 830 may be deposited
onto the surface of the laminar construct releagerl802. Next, at Fig. 8E the cathode slurry
830 may be squeegeed by device 850 into the cathmzet and onto the anhydrous
polymerized precursor mixture concentrate 822. ddthode slurry may be moved to its desired
location in the cavity while simultaneously beinganed off to a large degree from the laminar
construct release layer 802. The process of Fign8i§ be performed several times to ensure
coating of the cathode slurry 830 on top of theyantus polymerized precursor mixture
concentrate 822. Next, at Fig. 8F, the cathodeyshaay be allowed to dry down to form an
isolated cathode fill 832 on top of the anhydroakymerized precursor mixture concentrate 822,
filling in the remainder of the cathode pocket.

Proceeding to Fig. 8G, an electrolyte formulatidi® 8ray be added on to the isolated
cathode fill 832 and allowed to hydrate the isalatathode fill 832 and the anhydrous
polymerized precursor mixture concentrate 822. Naixig. 8H, a cathode connection foil 816
may be adhered to the remaining laminar constuioesive layer 804 by removing the
remaining laminar construct release layer 802 ardging the connection foil 816 in place. The
resulting placement may result in covering the htelt cathode fill 842 as well as establishing
electrical contact to the cathode fill 842 as &acde current collector and connection means.

Figs. 9A through 9C illustrate an alternative epéerof the resulting laminate assembly
from Fig. 7D. In Fig. 9A, the anode connection fall0 may be obtained and a protective

masking layer 712 applied to one side. The anodeaxdion foil 710 may be plated with a layer
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714 of coherent metal with, for example, zinc.imikar fashion as described in the previous
figures. Proceeding to Fig. 9B, a hydrogel sepat@t6 may be applied without the use of the
squeegee method illustrated in Fig. 8E. The hydreggarator precursor mixture may be applied
in various manners, for example, a preformed fifrthe mixture may be adhered by physical
adherence; alternatively, a diluted mixture oftiydrogel separator precursor mixture may be
dispensed and then adjusted to a desired thickyetbe processing of spin coating.
Alternatively the material may be applied by spcagting, or any other processing equivalent.
Next, at Fig. 9C, processing is depicted to craategment of the hydrogel separator that may
function as a containment around a separator reio® processing may create a region that
limits the flow, or diffusion, of materials such @ectrolyte outside the internal structure of the
formed battery elements. Such a blocking featufed2/arious types may therefore be formed.
The blocking feature 920, in some examples, magespond to a highly crosslinked region of
the separator layer as may be formed in some exanyylincreased exposure to photon energy
in the desired region of the blocking feature 980ther examples, materials may be added to
the hydrogel separator material before it is cicecteate regionally differentiated portions that
upon curing become the blocking feature 920. Ihfstither examples, regions of the hydrogel
separator material may be removed either befoedter curing by various techniques including,
for example, chemical etching of the layer with kiag to define the regional extent. The region
of removed material may create a blocking featanésiown right or alternatively, material may
be added back into the void to create a blockiagufe. The processing of the impermeable
segment may occur through several methods includiage out processing, increased cross-
linking, heavy photodosing, back-filling, or omigsiof hydrogel adherence to create a void. In
some examples, a laminate construct or assemlthedi/pe depicted as the result of the
processing in Fig. 9C may be formed without theckilog feature 920.

Polymerized Battery Element Separators

In some battery designs, the use of a discreteragp (as described in a previous
section) may be precluded due to a variety of neasach as the cost, the availability of
materials, the quality of materials, or the comfilesf processing for some material options as
non-limiting examples. In such cases, a cast onfor-place separator which is illustrated in the

processes of Figs. 8A — 8H, for example, may pr@desirable benefits. While starch or pasted
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separators have been used commercially with suaeégsand other Leclanché format or zinc-
carbon batteries, such separators may be unsuitabtene ways for use in certain examples of
laminar microbatteries. Particular attention magd® be paid to the uniformity and
consistency of geometry for any separator useddrbatteries of the present invention. Precise
control over separator volume may be needed tbtédei precise subsequent incorporation of
known cathode volumes and subsequent realizationradistent discharge capacities and cell
performance.

A method to achieve a uniform, mechanically robasn-in-place separator may be to
use UV-curable hydrogel formulations. Numerous wptrmeable hydrogel formulations may
be known in various industries, for example, thietaot lens industry. An example of a common
hydrogel in the contact lens industry may be pojlgitbxyethylmethacrylate) crosslinked gel, or
simply pHEMA. For numerous applications of the pregsnvention, pHEMA may possess many
attractive properties for use in Leclanché and-zexbon batteries. pHEMA typically may
maintain a water content of approximately 30-4@pet in the hydrated state while maintaining
an elastic modulus of about 100 psi or greatethéamore, the modulus and water content
properties of crosslinked hydrogels may be adjubtedne of ordinary skill in the art by
incorporating additional hydrophilic monomeric (engethacrylic acid) or polymeric (e.qg.
polyvinylpyrrolidone) components. In this mannée tvater content, or more specifically, the
ionic permeability of the hydrogel may be adjudtgdormulation.

Of particular advantage in some examples, a clestaiadl polymerizable hydrogel
formulation may comprise one or more diluents wlitate processing. The diluent may be
chosen to be volatile such that the castable nextuay be squeegeed into a cavity, and then
allowed a sufficient drying time to remove the \idasolvent component. After drying, a bulk
photopolymerization may be initiated by exposuradbtnic radiation of appropriate wavelength,
such as blue UV light at 420 nm, for the chosertq@hdaiator, such as CGI 819. The volatile
diluent may help to provide a desirable applicati@mtosity so as to facilitate casting a uniform
layer of polymerizable material in the cavity. Wedatile diluent may also provide beneficial
surface tension lowering effects, particularlyhe tase where strongly polar monomers are
incorporated in the formulation. Another aspect thay be important to achieve the casting of a
uniform layer of polymerizable material in the dgvinay be the application viscosity. Common

small molar mass reactive monomers typically dohase very high viscosities, which may be
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typically only a few centipoise. In an effort toopide beneficial viscosity control of the castable
and polymerizable separator material, a high molass polymeric component known to be
compatible with the polymerizable material may bkested for incorporation into the
formulation. Examples of high molar mass polymehsclv may be suitable for incorporation
into exemplary formulations may include polyvinytpglidone and polyethylene oxide.

In some examples the castable, polymerizable agpanay be advantageously applied
into a designed cavity, as previously describealternative examples, there may be no cavity at
the time of polymerization. Instead, the castabtdymerizable separator formulation may be
coated onto an electrode-containing substrateeXample, patterned zinc plated brass, and then
subsequently exposed to actinic radiation usingagmnask to selectively polymerize the
separator material in targeted areas. Unreactetaep material may then be removed by
exposure to appropriate rinsing solvents. In tleesanples, the separator material may be

designated as a photo-patternable separator.

Multiple Component Separator Formulations

The separator, useful according to examples optesent invention, may have a number
of properties that may be important to its functiomnsome examples, the separator may
desirably be formed in such a manner as to creplg/sical barrier such that layers on either
side of the separator do not physically contactam@her. The layer may therefore have an
important characteristic of uniform thickness, simhile a thin layer may be desirable for
numerous reasons, a void or gap free layer magsengal. Additionally, the thin layer may
desirably have a high permeability to allow for fhee flow of ions. Also, the separator requires
optimal water uptake to optimize mechanical prapervf the separator. Thus, the formulation
may include a crosslinking component, a hydroplpbtymer component, and a solvent
component.

A crosslinker may be a monomer with two or morgyperizable double bonds. Suitable
crosslinkers may be compounds with two or more ipelyzable functional groups. Examples of
suitable hydrophilic crosslinkers may also incledenpounds having two or more polymerizable
functional groups, as well as hydrophilic functibgeoups such as polyether, amide or hydroxyl
groups. Specific examples may include TEGDMA (tetingleneglycol dimethacrylate),
TrEGDMA (triethyleneglycol dimethacrylate), ethyksgiycol dimethacylate (EGDMA),
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ethylenediamine dimethyacrylamide, glycerol dimetikate and/or combinations thereof.

The amounts of crosslinker that may be used iresexamples may range, e.g., from
about 0.000415 to about 0.0156 mole per 100 grdmesactive components in the reaction
mixture. The amount of hydrophilic crosslinker useay generally be about O to about 2 weight
percent and, for example, from about 0.5 to abauei@ht percent. Hydrophilic polymer
components capable of increasing the viscosith@féactive mixture and/or increasing the
degree of hydrogen bonding with the slow-reactipdgrophilic monomer, such as high
molecular weight hydrophilic polymers, may be daisie.

The high molecular weight hydrophilic polymers yide improved wettability, and in
some examples may improve wettability to the sdpard the present invention. In some non-
limiting examples, high molecular weight hydropbiiolymers may be hydrogen bond receivers
which in aqueous environments, hydrogen bond tenvttus becoming effectively more
hydrophilic. The absence of water may facilitate itcorporation of the hydrophilic polymer in
the reaction mixture. Aside from the specificalgnmed high molecular weight hydrophilic
polymers, it may be expected that any high moleautaght polymer will be useful in the
present invention provided that when the polymerdded to an exemplary silicone hydrogel
formulation, the hydrophilic polymer (a) does nobstantially phase separate from the reaction
mixture and (b) imparts wettability to the resulticured polymer.

In some examples, the high molecular weight hyditappolymer may be soluble in the
diluent at processing temperatures. Manufacturieggsses which use water or water soluble
diluents, such as isopropyl alcohol (IPA), may bsithble examples due to their simplicity and
reduced cost. In these examples, high moleculagiwéiydrophilic polymers which are water
soluble at processing temperatures may also beatdesexamples.

Examples of high molecular weight hydrophilic polgrs may include but are not limited
to polyamides, polylactones, polyimides, polylacsaand functionalized polyamides,
polylactones, polyimides, polylactams, such as BN copolymers thereof, or alternatively,
DMA functionalized by copolymerizing DMA with a lesr molar amount of a hydroxyl-
functional monomer such as HEMA, and then readtieghydroxyl groups of the resulting
copolymer with materials containing radical polymable groups. High molecular weight
hydrophilic polymers may include but are not lindit® poly-N-vinyl pyrrolidone, poly-N-vinyl-
2-piperidone, poly-N-vinyl-2-caprolactam, poly-Nayi-3-methyl-2-caprolactam, poly-N-vinyl-
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3-methyl-2-piperidone, poly-N-vinyl-4-methyl-2-pipdone, poly-N-vinyl-4-methyl-2-
caprolactam, poly-N-vinyl-3-ethyl-2-pyrrolidone,dpoly-N-vinyl-4,5-dimethyl-2-pyrrolidone,
polyvinylimidazole, poly-N--N-dimethylacrylamidepfyvinyl alcohol, polyacrylic acid,
polyethylene oxide, poly 2 ethyl oxazoline, heparatysaccharides, polysaccharides, mixtures
and copolymers (including block or random, brancmeditichain, comb-shaped or star-shaped)
thereof where poly-N-vinylpyrrolidone (PVP) may delesirable example where PVP has been
added to a hydrogel composition to form an integbexting network which shows a low degree
of surface friction and a low dehydration rate.

Additional components or additives, which may gaftg be known in the art, may also
be included. Additives may include but are not {edito ultra-violet absorbing compounds,
photo-initiators such as CGI 819, reactive tintgjmaicrobial compounds, pigments,
photochromic, release agents, combinations themewdthe like.

The method associated with these types of sepanatay also include receiving CGI
819; then mixing with PVP, HEMA, EGDMA and IPA,; atfien curing the resulting mixture
with a heat source or an exposure to photons.riresexamples the exposure to photons may
occur where the photons’ energy is consistent wittavelength occurring in the ultraviolet
portion of the electromagnetic spectrum. Other w@shof initiating polymerization generally

performed in polymerization reactions are withia #tope of the present invention.

Current Collectors and Electrodes

In some examples of zinc carbon and Leclanche,¢bscathode current collector may
be a sintered carbon rod. This type of material faag technical hurdles for thin
electrochemical cells of the present inventiorsdme examples, printed carbon inks may be
used in thin electrochemical cells to replace gesau carbon rod for the cathode current
collector, and in these examples, the resultingogewmay be formed without significant
impairment to the resulting electrochemical ceypitally, the carbon inks may be applied
directly to packaging materials which may comppsé/mer films, or in some cases metal foils.
In the examples where the packaging film may beetahfoil, the carbon ink may need to
protect the underlying metal foil from chemical degation and/or corrosion by the electrolyte.
Furthermore, in these examples, the carbon inleaticollector may need to provide electrical

conductivity from the inside of the electrochemicall to the outside of the electrochemical cell,
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implying sealing around or through the carbon Dke to the porous nature of carbon inks, this
may be not easily accomplished without significetmtllenges. Carbon inks also may be applied
in layers that have finite and relatively smalcl#triess, for example, 10 to 20 microns. In a thin
electrochemical cell design in which the total intd package thickness may only be about 100
to 150 microns, the thickness of a carbon ink lagay take up a significant fraction of the total
internal volume of the electrochemical cell, thgrakgatively impacting electrical performance
of the cell. Further, the thin nature of the ovidnaktery and the current collector in particular
may imply a small cross-sectional area for theenrcollector. As resistance of a trace increases
with trace length, and decreases with cross-saitemea, there may be a direct tradeoff between
current collector thickness and resistance. Thk tadistivity of carbon ink may be insufficient
to meet the resistance requirement of thin battehks filled with silver or other conductive
metals may also be considered to decrease ressaaior thickness, but they may introduce
new challenges such as incompatibility with noveteolytes. In consideration of these factors,
in some examples it may be desirable to realizeiefft and high performance thin
electrochemical cells of the present invention blyzing a thin metal foil as the current
collector, or to apply a thin metal film to an ungiang polymer packaging layer to act as the
current collector. Such metal foils may have sigaiftly lower resistivity, thereby allowing
them to meet electrical resistance requirements muiich less thickness than printed carbon
inks.

In some examples, one or more of the top and/dofmopackaging layers may serve as a
substrate for a sputtered current collector matatetal stack. For example, $NBcotchpak
1109 backing may be metallized using physical valgmosition (PVD) of one or more metallic
layers useful as a current collector for a cath@emplary metal stacks useful as cathode
current collectors may be Ti-W (titanium-tungstadhesion layers and Ti (titanium) conductor
layers. Exemplary metal stacks useful as anodewrucollectors may be Ti-W adhesion layers,
Au (gold) conductor layers, and In (indium) depiositayers. The thickness of the PVD layers
may be less than 500 nm in total. If multiple layef metals are used, the electrochemical and
barrier properties may need to be compatible wighitattery. For example, copper may be
electroplated on top of a seed layer to grow &tlager of conductor. Additional layers may be
plated upon the copper. However, copper may béretdemically incompatible with certain

electrolytes especially in the presence of zincokdingly, if copper is used as a layer in the
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battery, it may need to be sufficiently isolateahfrthe battery electrolyte. Alternatively, copper
may be excluded or another metal substituted.

In some other examples, top and/or bottom packaigifsggymay also function as current
collectors. For example, a 25 micron brass foil layiseful as an anode current collector for a
zinc anode. The brass foil may be optionally etgdtited with indium prior to electroplating
with zinc. In one example, cathode current colleptickaging foils may comprise titanium foil,
Hastelloy C-276 foil, chromium foil, and/or tantaidoil. In certain designs, one or more
packaging foils may be fine blanked, embossed eelctextured, laser machined, or otherwise
processed to provide desirable form, surface roegrand/or geometry to the final cell
packaging.

Anode and Anode Corrosion Inhibitors

The anode for the laminar battery of the presergntion may, for example, comprise
zinc. In traditional zinc carbon batteries, a zZimode may take the physical form of a can in
which the contents of the electrochemical cell tnayontained. For the battery of the present
invention, a zinc can may be an example but thexg Ine other physical forms of zinc that may
provide desirable to realize ultra-small battergiges.

Electroplated zinc may have examples of use innabau of industries, for example, for
the protective or aesthetic coating of metal pantsome examples, electroplated zinc may be
used to form thin and conformal anodes useful &tdvies of the present invention.
Furthermore, the electroplated zinc may be patteimseemingly endless configurations,
depending on the design intent. A facile meanpédterning electroplated zinc may be
processing with the use of a photomask or a phlysiagk. A plating mask may be fabricated by
a variety of approaches. One approach may be Ingasphotomask. In these examples, a
photoresist may be applied to a conductive sulesttiaé substrate on which zinc may
subsequently be plated. The desired plating pattetyibe then projected to the photoresist by
means of a photomask, thereby causing curing ettad areas of photoresist. The uncured
photoresist may then be removed with appropriateesband cleaning techniques. The result
may be a patterned area of conductive materialntiagtreceive an electroplated zinc treatment.
While this method may provide benefit to the shapdesign of the zinc to be plated, the

approach may require use of available photopatidemaaterials, which may have constrained
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properties to the overall cell package constructidonsequently, new and novel methods for
patterning zinc may be required to realize some&dsof thin microbatteries of the present
invention.

An alternative means of patterning zinc anodes bealgy means of a physical mask
application. A physical mask may be made by cuttiegirable apertures in a film having
desirable barrier and/or packaging properties. falaklly, the film may have pressure sensitive
adhesive applied to one or both sides. Finallyfithemay have protective release liners applied
to one or both adhesives. The release liner maxesbe dual purpose of protecting the adhesive
during aperture cutting and protecting the adhediwreng specific processing steps of
assembling the electrochemical cell, specificdily tathode filling step, described in following
description. In some examples, a zinc mask may demp PET film of approximately 100
microns thickness to which a pressure sensitivesida may be applied to both sides in a layer
thickness of approximately 10-20 microns. Both R&/&rs may be covered by a PET release
film which may have a low surface energy surfaeattment, and may have an approximate
thickness of 50 microns. In these examples, theiftayler zinc mask may comprise PSA and
PET film. PET films and PET/PSA zinc mask constsws described herein may be desirably
processed with precision nanosecond laser microimaghequipment, such as, an Oxford
Lasers E-Series laser micromachining workstatioryéate ultra-precise apertures in the mask
to facilitate later plating. In essence, once tine mask has been fabricated, one side of the
release liner may be removed, and the mask withaes may be laminated to the anode
current collector and/or anode-side packaging fdih/In this manner, the PSA creates a seal at
the inside edges of the apertures, facilitatingrmclend precise masking of the zinc during
electroplating.

The zinc mask may be placed and then electroplafimge or more metallic materials
may be performed. In some examples, zinc may lmrefdated directly onto an
electrochemically compatible anode current colletdd such as brass. In alternate design
examples where the anode side packaging comprigsely@mer film or multi-layer polymer film
upon which seed metallization has been applied, zind/or the plating solutions used for
depositing zinc, may not be chemically compatibitihwthe underlying seed metallization.
Manifestations of lack of compatibility may incluélen cracking, corrosion, and/or exacerbated

H. evolution upon contact with cell electrolyte. bch a case, additional metals may be applied
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to the seed metal to affect better overall chengoatpatibility in the system. One metal that
may find particular utility in electrochemical celbnstructions may be indium. Indium may be
widely used as an alloying agent in battery grade with its primary function being to provide
an anti-corrosion property to the zinc in the pnegeof electrolyte. In some examples, indium
may be successfully deposited on various seed lmatains such as Ti-W and Au. Resulting
films of 1-3 microns of indium on the seed metailtian layers may be low-stress and adherent.
In this manner, the anode-side packaging film d@tathed current collector having an indium
top layer may be conformable and durable. In soxaenples, it may be possible to deposit zinc
on an indium-treated surface, the resulting depoaif be very non-uniform and nodular. This
effect may occur at lower current density settirigsexample, 20 ASF. As viewed under a
microscope, nodules of zinc may be observed to famrthe underlying smooth indium deposit.
In certain electrochemical cell designs, the vattgpace allowance for the zinc anode layer may
be up to about 5-10 microns maximum, but in sonates, lower current densities may be
used for zinc plating, and the resulting nodulawghs may grow taller than the maximum
anode vertical allowance. | t may be that the nadzinc growth stems from a combination of
the high overpotential of indium and the preserfcancoxide layer of indium.

In some examples, higher current density DC pdatiray overcome the relatively large
nodular growth patterns of zinc on indium surfa¢es.example, 100 ASF plating conditions
may result in nodular zinc, but the size of theezindules may be drastically reduced compared
to 20 ASF plating conditions. Furthermore, the nemif nodules may be vastly greater under
100 ASF plating conditions. The resulting zinc filmay ultimately coalesce to a more or less
uniform layer with only some residual feature otlnfar growth while meeting the vertical space
allowance of about 5-10 microns.

An added benefit of indium in the electrochemicgl may be reduction of Hformation,
which may be a slow process that occurs in aqueleatrochemical cells containing zinc. The
indium may be beneficially applied to one or mof¢he anode current collector, the anode itself
as a co-plated alloying component, or as a sudaaéng on the electroplated zinc. For the latter
case, indium surface coatings may be desirablyiegpipi-situ by way of an electrolyte additive
such as indium trichloride, indium sulfate or ingdi@acetate. When such additives may be added
to the electrolyte in small concentrations, indiomay spontaneously plate on exposed zinc

surfaces as well as portions of exposed anoderdwodector.
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Zinc and similar anodes commonly used in commeiahary batteries is typically
found in sheet, rod, and paste forms. The ano@enahiature, biocompatible battery may be of
similar form, e.g. thin foil, or may be plated asyously mentioned. The properties of this
anode may differ significantly from those in exigtibatteries, for example, because of
differences in contaminants or surface finish titied to machining and plating processes.
Accordingly, the electrodes and electrolyte mayunegspecial engineering to meet capacity,
impedance, and shelf life requirements. For exangplecial plating process parameters, plating
bath composition, surface treatment, and elecatgpimposition may be needed to optimize

electrode performance.

Cathode Mixture

There are numerous cathode chemistry mixtureswhgtbe consistent with the concepts
of the present invention. In some examples, a catmaixture, which may be a term for a
chemical formulation used to form a battery’s caianay be applied as a paste, gel,
suspension, or slurry, and may comprise a tramsitietal oxide such as manganese dioxide,
some form of conductive additive which, for examphay be a form of conductive powder such
as carbon black or graphite, and a water-solubiaper such as polyvinylpyrrolidone (PVP) or
some other binder additive. In some examples, abeponents may be included such as one or
more of binders, electrolyte salts, corrosion iitbits, water or other solvents, surfactants,
rheology modifiers, and other conductive additigegh as, conductive polymers. Once
formulated and appropriately mixed, the cathodetunéxmay have a desirable rheology that
allows it to either be dispensed onto desired postiof the separator and/or cathode current
collector, or squeegeed through a screen or stenaisimilar manner. In some examples, the
cathode mixture may be dried before being usedter tell assembly steps, while in other
examples, the cathode may contain some or alleoékbctrolyte components, and may only be
partially dried to a selected moisture content.

The transition metal oxide may, for example, be gaaese dioxide. The manganese
dioxide which may be used in the cathode mixturg breg for example, electrolytic manganese
dioxide (EMD) due to the beneficial additional sfiecenergy that this type of manganese
dioxide provides relative to other forms, such atral manganese dioxide (NMD) or chemical

manganese dioxide (CMD). Furthermore, the EMD usefhatteries of the present invention
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may need to have a particle size and particledisteibution that may be conducive to the
formation of depositable or printable cathode migtpastes/slurries. Specifically, the EMD may
be processed to remove significant large partiewdamponents that may be considered large
relative to other features such as battery intedimaénsions, separator thicknesses, dispense tip
diameters, stencil opening sizes, or screen mesk.Particle size optimization may also be
used to improve performance of the battery, fomgxa, internal impedance and discharge
capacity.

Milling is the reduction of solid materials from @@average particle size to a smaller
average particle size, by crushing, grinding, agttvibrating, or other processes. Milling may
also be used to free useful materials from matiatemals in which they may be embedded, and
to concentrate minerals. A mill is a device thaaks solid materials into smaller pieces by
grinding, crushing, or cutting. There may be sever@ans for milling and many types of
materials processed in them. Such means of mitfiag include: ball mill, bead mill, mortar and
pestle, roller press, and jet mill among otherimglalternatives. One example of milling that
may be utilized in the present invention is jetlimg. After the milling, the state of the solid is
changed, for example, the particle size, the darsize disposition and the particle shape.
Aggregate milling processes may also be used toverar separate contamination or moisture
from aggregate to produce "dry fills" prior to temort or structural filling. Some equipment may
combine various techniques to sort a solid matertala mixture of particles whose size is
bounded by both a minimum and maximum particle. szeh processing may be referred to as
“classifiers” or “classification.”

Milling may be one aspect of cathode mixture prdiduncfor uniform particle size
distribution of the cathode mixture ingredientsiform particle size in a cathode mixture may
assist in viscosity, rheology, electroconductiviagpd other properties of a cathode. Milling may
assist these properties by controlling agglomematio a mass collection, of the cathode mixture
ingredients. Agglomeration — the clustering of disgte elements, which in the case of the
cathode mixture, may be carbon allotropes anditransnetal oxides — may negatively affect
the filling process by leaving voids in the desioadhode cavity as illustrated in Fig. 11 and
described subsequently.

Also, filtration may be another important step tioe removal of agglomerated or

unwanted particles. Unwanted particles may inclowkr-sized particles, contaminates, or other
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particles not explicitly accounted for in the pregggon process. Filtration may be accomplished
by means such as filter-paper filtration, vacuultndfiion, chromatography, microfiltration, and
other means of filtration.

In some examples, EMD may have an average pasi@deof 7 microns with a large
particle content that may contain particulatesaipliout 70 microns. In alternative examples, the
EMD may be sieved, further milled, or otherwiseasaped or processed to limit large particulate
content to below a certain threshold, for exampfemicrons or smaller.

The cathode may also comprise silver dioxide okelioxyhydroxide. Such materials
may offer increased capacity and less decreasaded voltage during discharge relative to
manganese dioxide, both desirable properties mttery. Batteries based on these cathodes may
have current examples present in industry andhlitee. A novel microbattery utilizing a silver
dioxide cathode may include a biocompatible eldytieo for example, one comprising zinc
chloride and/or ammonium chloride instead of patassydroxide.

Some examples of the cathode mixture may inclyoi@yaneric binder. The binder may
serve a number of functions in the cathode mixftline. primary function of the binder may be to
create a sufficient inter-particle electrical netkwvbetween EMD particles and carbon patrticles.
A secondary function of the binder may be to féié mechanical adhesion and electrical
contact to the cathode current collector. A thuddtion of the binder may be to influence the
rheological properties of the cathode mixture fdvantageous dispensing and/or
stenciling/screening. Still, a fourth function dktbinder may be to enhance the electrolyte
uptake and distribution within the cathode.

The choice of the binder polymer as well as thewarhto be used may be beneficial to
the function of the cathode in the electrochemiedll of the present invention. If the binder
polymer is too soluble in the electrolyte to bedjgben the primary function of the binder —
electrical continuity — may be drastically impactedhe point of cell non-functionality. On the
contrary, if the binder polymer is insoluble in #lectrolyte to be used, portions of EMD may be
ionically insulated from the electrolyte, resultimgdiminished cell performance such as reduced
capacity, lower open circuit voltage, and/or inseginternal resistance.

The binder may be hydrophobic; it may also be hgdilec. Examples of binder
polymers useful for the present invention compRS#, polyisobutylene (PIB), rubbery triblock

copolymers comprising styrene end blocks such@setinanufactured by Kraton Polymers,
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styrene-butadiene latex block copolymers, polyacitid, hydroxyethylcellulose,
carboxymethylcellulose, fluorocarbon solids suclpalytetrafluoroethylene, among others.

A solvent may be one component of the cathode max#isolvent may be useful in
wetting the cathode mixture, which may assist enghrticle distribution of the mixture. One
example of a solvent may be toluene. Also, a stafaanay be useful in wetting, and thus
distribution, of the cathode mixture. One examgla surfactant may be a detergent, such as
Triton™ QS-44. Triton' QS-44 may assist in the dissociation of aggregaigrdients in the
cathode mixture, allowing for a more uniform distriion of the cathode mixture ingredients.

A conductive carbon may typically be used in thedpiction of a cathode. Carbon is
capable of forming many allotropes, or differemtistural modifications. Different carbon
allotropes have different physical properties allgyfor variation in electroconductivity. For
example, the “springiness” of carbon black may el adherence of a cathode mixture to a
current collector. However, in energization elersesguiring relatively low amounts of energy,
these variations in electroconductivity may be iegsortant than other favorable properties such
as density, particle size, heat conductivity, agldtive uniformity, among other properties.
Examples of carbon allotropes include: diamondplita, graphene, amorphous carbon
(informally called carbon black), buckminsterfubees, glassy carbon (also called vitreous
carbon), carbon aerogels, and other possible fofrnarbon capable of conducting electricity.
One example of a carbon allotrope may be graphite.

One example of a completed cathode mixture fornarianay be given in Table 1

below:

Formulation Relative
Example weight

80:20 IMEMD/KS6 4.900
PIB B10 (from 20%

solution) 0.100

toluene 2.980

Total 7.980
Table 1
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where PIB is polyisobutylene, JIMEMD is jet milleganganese dioxide, KS6 is a graphite
produced by Timcal, and PIB B10 is polyisobutylenth a molecular weight grade of B10.

Once the cathode mixture has been formulated avakpsed, the mixture may be
dispensed, applied, and/or stored onto a surfadeasithe hydrogel separator, or the cathode
current collector, or into a volume such as thdtgan the laminar structure. Filing onto a
surface may result in a volume being filled overdi In order to apply, dispense, and/or store the
mixture, a certain rheology may be desired to ogenthe dispensing, applying, and/or storing
process. For example, a less viscous rheology @y #or better filling of the cavity while at
the same time possibly sacrificing particle disttibn. A more viscous rheology may allow for
optimized particle distribution, while possibly deasing the ability to fill the cavity and
possibly losing electroconductivity.

For example, Figs. 10A-10F illustrate optimized aod-optimized dispensing or
application into a cavity. Fig. 10A illustrates avity optimally filled with the cathode mixture
after application, dispensing, and/or storing. Bi@B illustrates a cavity with insufficient filling
in the bottom left quadrant 1002, which may beradiresult of undesirable cathode mixture
rheology. Fig. 10C illustrates a cavity with insciént filling in the top right quadrant 1004,
which may be a direct result of undesirable cathndeure rheology. Figs. 10D and 10E
illustrate a cavity with insufficient filling in # middle 1006 or bottom 1008 of the cavity, which
may be a bubble caused by a direct result of uratdsi cathode mixture rheology. Fig. 10F
illustrates a cavity with insufficient filling towes the top 1010 of the cavity, which may be a
direct result of undesirable cathode mixture rhgwld he defects illustrated in Figs 10B-10F
may result in several battery issues, for exampldiced capacity, increased internal resistance,
and degraded reliability.

Further, in Fig. 11, agglomeration 1102 may occua aesult of undesirable cathode
mixture rheology. Agglomeration may result in desed performance of the cathode mixture,
for example, decreased discharge capacity andasedeinternal resistance.

In one example, the cathode mixture may resempkmaut-butter like consistency
optimized for squeegee filling the laminar constreavity while maintaining
electroconductivity. In another example, the migtaray be viscous enough to be printed into
the cavity. While in yet another example, the cdthmixture may be dried, placed, and stored in

the cavity.
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Electrolyte
An electrolyte is a component of a battery whidtilfates a chemical reaction to take

place between the chemical materials of the eldesoTypical electrolytes may be
electrochemically active to the electrodes, fomegke, allowing oxidation and reduction
reactions to occur. As used herein, an electrohdg be a solution comprising a suitable solvent
and ionic species. The solution may be suitabtban the solution may support the presence of
these ionic species. An ionizing solute may be terrad that when added to the solvent
dissolves into solvated ionic species. In some @kasnthe ionizing solute may be an ionizing
salt. The electrolyte solutions that contain ispecies may have an ability to support electrical
conductivity by the diffusion of the ionic specieshe solution.

In some examples, this important electrochemicaiy may make for a challenge to
creating devices that are biocompatible. For exammtassium hydroxide (KOH) is a
commonly used electrolyte in alkaline cells. Atthigpncentration the material has a high pH
and may interact unfavorably with various livingsies. On the other hand, in some examples,
electrolytes may be employed which may be lesdrelgremically active; however, these
materials may typically result in reduced elecirmarformance, such as reduced cell voltage and
increased cell resistance. Accordingly, one keeispf the design and engineering of a
biomedical microbattery may be the electrolytenéty be desirable for the electrolyte to be
sufficiently active to meet electrical requirementsile also being relatively safe for use in- or
on-body.

Various test scenarios may be used to determinsatte¢y profile of battery components,
such as electrolytes, to living cells. These rasitt conjunction with tests of the battery
packaging, may allow engineering design of a batigstem that may meet requirements. For
example, when developing a powered contact lentgrigaelectrolytes may be tested on a human
corneal cell model. These tests may include exparimon electrolyte concentration, exposure
time, and additives. The results of such tests imdigate cell metabolism and other
physiological aspects.

Electrolytes for use in the present invention nregjude zinc chloride, zinc acetate, zinc
sulfate, zinc bromide, zinc gluconate hydrate, ziitiate, and zinc iodide, ammonium acetate,

and ammonium chloride in mass concentrations frppraimately 0.1 percent to 50 percent,
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and in a non-limiting example may be approximag8ypercent. The specific concentrations
may depend on solubility, electrochemical activiigittery performance, shelf life, seal integrity,
and biocompatibility amongst other dependenciesome examples, several classes of additives
may be utilized in the composition of a batterytegs Additives may be mixed into the base
electrolyte formulation to alter its characteristi€or example, gelling agents such as agar may
reduce the ability of the electrolyte to leak otipacking, thereby increasing safety. Other
examples may include carboxymethyl cellulose dutede gum. Other examples may include
hydroxypropyl methyl cellulose. Corrosion inhibgauch as indium acetate may be added to the
electrolyte, for example, to improve shelf life l®ducing the undesired dissolution of electrode
material such as the zinc anode into the elec&olihese inhibitors may positively or adversely
affect the safety profile of the battery. Wettirgeats or surfactants may be added, for example,
to allow the electrolyte to wet the separator doedilled into the battery package. Again, these
wetting agents may be positive or negative fortgafehe addition of surfactant to the electrolyte
may increase the electrical impedance of the Aettordingly, the lowest concentration of
surfactant to achieve the desired wetting or opineperties may be desired. Exemplary
surfactants may include TritonX-100, Triton QS44, and Dowfax 3B2 in concentrations
from 0.01 percent to 2 percent. One exemplary bté formulation may comprise
approximately 10 to 20 percent ZnChpproximately 250 to 500 ppm TritorQS44,
approximately 100 to 200 ppm indium +3 ion suppBsdndium acetate, and the balance
comprising water.

Novel electrolytes are also emerging which may dtarally improve the safety profile
of biomedical microbatteries. For example, a ct#ssolid electrolytes may be inherently
resistant to leaking while still offering suital@&ectrical performance. A gelled or hydro-gelled
electrolyte may also provide adequate electricebpemance while maintaining resilience to
leaking and thus preserving biocompatibility. Algdlelectrolyte may also replace the need of a
battery separator where the gelled electrolytetspability properties may also function to
prevent an electrical short between the electrd@@sexample, flexible asymmetric
supercapacitors using ultrathin two-dimensional Mn@no-sheets and graphene in aqueous
Ca(NG)2-SiO;, gel electrolyte have realized excellent electrouleal performance (such as
energy density up to 97.2 Whkgmuch higher than traditional Mp®ased supercapacitors and

no more than 3% capacitance loss even after 1@€8s) while maintaining biocompatibility.
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These types of gelled electrolytes may be formdlate for example, creating an
aqueous solution of 2 molar calcium nitrate (CagNydn deionized water, adding 1 percent
weight by weight carboxymethylcellulose (CMC), atgliLO percent weight by weight silicon
dioxide (SiQ), mixing to homogeny, then letting sit until gelle

Figs. 12A-F illustrate the exemplary use of a ge#é&ctrolyte in a biocompatible
energization element. In Fig. 12A, a pick and plkaxt 1221 may be used to pick and place a cut
or pre-formed piece of a gelled electrolyte inteaired locations on the energization element.
At Fig. 12B, the placed gelled electrolyte piec@2ay be fastened into place and then the
PVDF release layer 1223 may be removed. Proceedifiy. 12C, the growing device structure
may be bonded to a film of the anode 1225. The ad@25 may comprise an anode collector
film upon which a zinc anode film has been electpukited.

Proceeding to Fig. 12D, a cathode slurry 1230 neglaced into the formed gap. A
squeegee 1231 may be used in some examples ta sheseathode mix across a work piece and
in the process fill the gaps of the battery devioeing formed. After filling, the remaining PVDF
release layer 1232 may be removed which may restiie structure illustrated in Fig. 12E. At
Fig. 12F the entire structure may be subjecteddryilmg process which may shrink the cathode
slurry 1240 to also be at the height of the PEEldagp. There may be numerous alterations,
deletions, changes to materials and thicknessttatigat may be useful within the intent of the

present invention.

Reserve Cells

Reserve cells are batteries in which the activeerrads, the electrodes and electrolyte,
are separated until the time of use. Because skt#paration, the cells’ self-discharge is greatly
reduced and shelf life is greatly increased. Asxample batteries using “salt water” electrolyte
are commonly used in reserve cells for marine Tegedoes, buoys, and emergency lights may
use such batteries. Salt water batteries may bgramkfrom a variety of electrode materials,
including zinc, magnesium, aluminum, copper, tianganese dioxide, and silver oxide. The
electrolyte may be actual sea water, for exampéemfrom the ocean flooding the battery upon
contact, or may be a specially engineered salimattation.

In other examples, a reserve cell may be formulated any of the electrolyte

formulations as have been discussed herein, whereialectrolyte is segregated from the
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battery cell by a storage means. In some exampleysical action such as applying force upon
the storage means may rupture the storage deva@lemned manner such that the electrolyte
flows into the battery cell and activates the poéifior the chemicals of the electrodes to be
turned into electrical energy. In some other exas seal of the storage means may be
electrically activated. For example, the applicatid an electric potential on a thin metal seal
may melt the seal allowing electrolyte to escapestiorage means. In still further examples, an
electrically activated pore may be utilized to allthe electrolyte to be released from its storage
means. For these examples, there typically maydmiece of electricity to activate the flow of
electrolyte into the primary battery. An inductieeergy source or a photoactive energy (i.e.
photocell) source may allow for a controlled sigtwaprovide electrical energy to release
electrolyte.

A second reserve cell may also be ideal for thippse of activating flow of electrolyte
into a primary battery on receipt of a signal. Beeond reserve cell may be a smaller cell that
allows for fluid from its surroundings to diffuseto the cell. After the second reserve cell
battery device is formed without electrolyte thelghfe may be extended. After the battery
device is formed into a biomedical device such esrdact lens it may then be stored in a saline
solution. This saline solution may diffuse into thegtery thus activating the second reserve cell.
A subsequent activation signal, such as the presehlgyht after a package containing the
contact lens is opened may activate the main (reysell to allow electrolyte to flow into the
battery device and activate the battery.

A saline electrolyte may have superior biocomphitybas compared to classical
electrolytes such as potassium hydroxide and Ataride. Contact lenses are stored in a
“packing solution” which is typically a mixture gbdium chloride, perhaps with other salts and
buffering agents such as sodium borate, boric aditg acid, citrates, bicarbonates, TRIS (2-
amino-2-hydroxymethyl-1,3-propanediol), Bis-Trisigg2-hydroxyethyl)-imino-tris-
(hydroxymethyl)-methane), bis-aminopolyols, trietbeamine, ACES (N-(2-hydroxyethyl)-2-
aminoethanesulfonic acid), BES (N,N-Bis(2-hydroxyd}-2-aminoethanesulfonic acid), HEPES
(4-(2-hydroxyethyl)-1-piperazineethanesulfonic 3cMES (2-(N-morpholino)ethanesulfonic
acid), MOPS (3-[N-morpholino]-propanesulfonic aciB)PES (piperazine-N,Mis(2-
ethanesulfonic acid), TES (N-[Tris(hydroxymethylimgd]-2-aminoethanesulfonic acid), salts
thereof, phosphate buffers, e.g. Na2HPO4, NaH2R0d KH2PO4 or mixtures thereof. A
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formulation of packing solution has been demonstras a battery electrolyte in combination
with a zinc anode and manganese dioxide cathoder@tectrolyte and electrode combinations
are possible.

A contact lens using a “salt water” battery may pase an electrolyte based on sodium
chloride, packing solution, or even a speciallyiragred electrolyte similar to tear fluid. In
some examples, exposure to human tears could eopdtation of the battery device.

In addition to, or instead of, possible benefitsdmcompatibility by using an electrolyte
more similar to tears, or actually using teargserve cell may be used to meet the shelf life
requirements of a contact lens product. Typicatacirienses are specified for storage of 3 years
or more. This may be a challenging requiremenafbattery with a small and thin package. A
reserve cell for use in a contact lens may haves#yd similar to those shown in Figs.1 and 3,
but the electrolyte might not be added at the tfnmanufacture. As mentioned previously, the
electrolyte may be stored in an ampule within thetact lens and connected to the empty
battery cell. One of the cavities of a laminar éaticonstruct may also function to store
electrolyte in a segregated fashion from the ebelets. In other examples, saline solution
surrounding the contact lens, and therefore thietyatmay be used as the electrolyte. Within the
contact lens and battery package, a valve or paytime designed to keep electrolyte separated
from the electrodes until the user activates the.l&Jpon activation, perhaps by simply pinching
the edge of the contact lens (similar to activatirgjow stick), the electrolyte may be allowed to
flow into the battery and form an ionic pathwayvetn the electrodes. This may involve a one-
time transfer of electrolyte or may expose thedwgittor continued diffusion.

Some battery systems may use or consume electohlyireg the chemical reaction.
Accordingly, it may be necessary to engineer aageitolume of electrolyte into the packaged
system. This electrolyte may be stored in variaggtions including the separator or a reservoir.

In some examples, a design of a battery systemimehyde a component or components
that may function to limit discharge capacity of thattery system. For example, it may be
desirable to design the materials and amounts ténmaés of the anode, cathode, or electrolyte
such that one of them may be depleted first dutegcourse of reactions in the battery system.
In such an example, the depletion of one of thelancathode, or electrolyte may reduce the
potential for problematic discharge and side reastito not take place at lower discharge

voltages. These problematic reactions may prodocexample, excessive gas or byproducts
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which could be detrimental to safety and otherdesct

Battery Architecture and Fabrication

Battery architecture and fabrication technology rhayclosely intertwined. As has been
discussed in earlier sections of the present invena battery has the following elements:
cathode, anode, separator, electrolyte, cathoderdurollector, anode current collector, and
packaging. Clever design may try to combine thésments in easy to fabricate subassemblies.
In other examples, optimized design may have dsale@amponents, such as, using a metal
package to double as a current collector. Frontative volume and thickness standpoint, these
elements may be nearly all the same volume, exoephe cathode. In some examples, the
electrochemical system may require about two (2¢mo(10) times the volume of cathode as
anode due to significant differences in mechardeaisity, energy density, discharge efficiency,
material purity, and the presence of binders,réll@and conductive agents. In these examples, the
relative scale of the various components may beoxppated in the following thicknesses of the
elements: Anode current collector = 1 um; Cathadeeat collector = 1 um; Electrolyte =
interstitial liquid (effectively O um); Separatoras thin or thick as desired where the planned
maximal thickness may be approximately 15 pum; Anedeum; and the Cathode = 50 um. For
these examples of elements the packaging neegedvmle sufficient protection to maintain
battery chemistry in use environments may havear@d maximal thickness of approximately
50 pm.

In some examples, which may be fundamentally @fiefrom large, prismatic constructs
such as cylindrical or rectangular forms, and whiay be different than wafer-based solid state
construct, a construct may assume a pouch-likegeraent, using webs or sheets fabricated into
various configurations with battery elements areghmside. The containment may have two
films, or one film folded over onto the other siééher configuration of which may form two
roughly planar surfaces which may then be sealati®@perimeter to form a container. This thin-
but-wide form factor may make battery elements teues thin and wide. Furthermore, these
examples may be suitable for application througiting, gravure printing, screen printing,
sputtering, or other similar fabrication technology

There may be numerous arrangements of the inteomaponents, such as the anode,

separator and cathode, in these pouch-like bagteaygnples with thin-but-wide form factors.
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Within the enclosed region formed by the two filnigse basic elements may be either co-
planar, that is side-by-side on the same planeg-dacial, which may be face-to-face on
opposite planes. In the co-planar arrangemengiiode, separator, and cathode may be
deposited on the same surface. For the co-facihgement, the anode may be deposited on
surface-1, the cathode may be deposited on suPfaaed the separator may be placed between
the two, either deposited on one of the sidesyseried as its own separate element.

Another type of example may be classified as lataiagsembly, which may involve
using films, either in a web or sheet form, to Buip a battery layer by layer. Sheets may be
bonded to each other using adhesives, such aspgesansitive adhesives, thermally activated
adhesives, or chemical reaction-based adhesivesnhe examples, the sheets may be bonded
by welding techniques such as thermal weldingastinic welding and the like. Sheets may lend
themselves to standard industry practices asoaibil (R2R), or sheet-to-sheet assembly. As
indicted earlier, an interior volume for cathodeymaed to be substantially larger than the other
active elements in the battery. Much of a battenystruct may have to create the space of this
cathode material, and support it from migrationimy flexing of the battery. Another portion of
the battery construct that may consume signifipantions of the thickness budget may be the
separator material. In some examples, a sheetdbsmparator may create an advantageous
solution for laminate processing. In other exampies separator may be formed by dispensing
hydrogel material into a layer to act as the sdpara

In these laminate battery assembly examples, timeifig product may have an anode
sheet, which may be a combination of a package Ey& an anode current collector, as well as
substrate for the anode layer. The forming produay also have an optional separator spacer
sheet, a cathode spacer sheet, and a cathode Hmeeathode sheet may be a combination of a
package layer and a cathode current collector .layer

Intimate contact between electrodes and curreigatols is of critical importance for
reducing impedance and increasing discharge cgpHagiortions of the electrode are not in
contact with the current collector, resistance mnayease since conductivity is then through the
electrode (typically less conductive than the aurpmllector) or a portion of the electrode may
become totally disconnected. In coin cell and driical batteries, intimacy is realized with
mechanical force to crimp the can, pack pasteartan, or through similar means. Wave

washers or similar springs are used in commereilid to maintain force within the battery;
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however, these may add to the overall thicknessmiature battery. In typical patch batteries,
a separator may be saturated in electrolyte, placeaks the electrodes, and pressed down by the
external packaging.

In a laminar cofacial battery, several methodsitmaase electrode intimacy exist. The
anode may be plated directly onto the current ctilerather than using a paste. This process
inherently results in a high level of intimacy aswhductivity. The cathode, however, is typically
a paste. Although binder material present in thieazbe paste may provide adhesion and
cohesion, mechanical pressure may be needed toegthgucathode paste remains in contact
with the cathode current collector. This may beseggly important as the package is flexed and
the battery ages and discharges, for example, efureleaves the package through thin and
small seals. Compression of the cathode may bewasthin the laminar, cofacial battery by
introducing a compliant separator and/or electebgtween the anode and cathode. A gel
electrolyte or hydrogel separator, for example, m@ypress on assembly and not simply run
out of the battery as a liquid electrolyte mighho® the battery is sealed, the electrolyte and/or
separator may then push back against the catheden®ossing step may be performed after

assembly of the laminar stack, introducing compoasito the stack.

Battery Element Sealing and Encapsulation

In some examples of battery elements for use imbdical devices, the chemical action
of the battery involves aqueous chemistry, wherema moisture is an important constituent to
control. Therefore it may be important to incorgersealing mechanisms that retard or prevent
the movement of moisture either out of or into blagtery body. Moisture barriers may be
designed to keep the internal moisture level asaghed level, within some tolerance. In some
examples, a moisture barrier may be divided into $@ctions or components; namely, the
package and the seal.

The package may refer to the main material of tibosure. In some examples, the
package may comprise a bulk material. The Wateio¥apansmission Rate (WVTR) may be an
indicator of performance, with ISO, ASTM standacdstrolling the test procedure, including
the environmental conditions operant during thértigsideally, the WVTR for a good battery
package may be “zero.” Exemplary materials wittearrzero WVTR may be glass and metal

foils. Plastics, on the other hand, may be inhéygmdrous to moisture, and may vary
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significantly for different types of plastic. Engiered materials, laminates, or co-extrudes may
be hybrids of the common package materials.

The seal may be the interface between two of tiekgege surfaces. The connecting of
seal surfaces finishes the enclosure along witlp#o&age. In many examples, the nature of seal
designs may make them difficult to characterizetfierseal’'s WVTR due to difficulty in
performing measurements using an ISO or ASTM stahde the sample size or surface area
may not be compatible with those procedures. Ineseramples, a practical manner to testing
seal integrity may be a functional test of the acseal design, for some defined conditions. Seal
performance may be a function of the seal mateahalseal thickness, the seal length, the seal
width, the sealing process, and the seal adhesionimacy to package substrates.

In some examples, the plurality of components casimg the laminar microbatteries of
the present invention may be held together witheagure-sensitive adhesive (PSA) that also
serves as a sealant. While a myriad of commercaai@lable pressure-sensitive adhesive
formulations may exist, such formulations almostagls include components that may make
them unsuitable for use within a biocompatible laanimicrobattery. Examples of undesirable
components in pressure-sensitive adhesives maydadbw molecular mass leachable
components, antioxidants e.g. BHT and/or MEHQ, t@deesng oils, impurities, oxidatively
unstable moieties containing, for example, unsétdrahemical bonds, residual solvents and/or
monomers, polymerization initiator fragments, paéakifiers, and the like.

Suitable PSAs may on the other hand exhibit tHeviohg properties. They may be able
to be applied to laminar components to achieveltyars on the order of 2 to 20 microns. As
well, they may comprise a minimum of, for examgkero undesirable or non-biocompatible
components. Additionally, they may have sufficiadhesive and cohesive properties so as to
bind the components of the laminar battery togethied, they may be able to flow into the
micron-scale features inherent in devices of tlesgmt construction while providing for a robust
sealing of electrolyte within the battery. In soexamples of suitable PSAs, the PSAs may have
a low permeability to water vapor in order to mainta desirable aqueous electrolyte
composition within the battery even when the bgtteay be subjected to extremes in humidity
for extended periods of time. The PSAs may havel gb@mical resistance to components of
electrolytes such as acids, surfactants, and 3d&les; may be inert to the effects of water

immersion. Suitable PSAs may have a low permeghdibxygen to minimize the rate of direct

51



10

15

20

25

30

oxidation, which may be a form of self-dischargieziac anodes. And, they may facilitate a
finite permeability to hydrogen gas, which may lmwy evolved from zinc anodes in aqueous
electrolytes. This property of finite permeabilibyhydrogen gas may avoid a build-up of
internal pressure.

Figs. 13A-13C illustrate exemplary designs for sgpand encapsulating a
biocompatible energization element. Elements 0§ FI3A-13C may be consistent with the
elements of previous illustrations. Beginning whily. 13A, a top-down view of an exemplary
biocompatible energization element with encapsutais illustrated. An envelope capable of
sealing 1301 may encapsulate the energization eliecoataining at least an anode current
collector 1302 with anode, a cathode current ctlet304 with cathode, and internal
adhesives/sealants 1308. The envelope capablalofg@301 may comprise polymer films
capable of sealing such as polypropylene. Thenatexdhesives/sealants 1308 may comprise
pressure sensitive adhesives such as polyisobetylen

Polyisobutylene (PIB) is a commercially-availablaterial that may be formulated into
PSA compositions meeting many if not all desirabguirements. Furthermore, PIB may be an
excellent barrier sealant with very low water absoice and low oxygen permeability. An
example of PIB useful in the examples of the preBemntion may be OpparfoB15 by BASF
Corporation. Oppan8IB15 may be dissolved in hydrocarbon solvents sisctoluene, heptane,
dodecane, mineral spirits, and the like. One exam@?SA composition may include 30 percent
Oppanof B15 (w/w) in a solvent mixture, including 70 pemtcéw/w) toluene and 30 percent
dodecane. The adhesive and rheological propeftietBebased PSA's may be determined in
some examples by the blending of different molecoiass grades of PIB. Acommon approach
may be to use a majority of low molar mass PIB, ®gpand! B10 to effect wetting, tack, and
adhesion, and to use a minority of high molar niiBsto effect toughness and resistance to
flow. Consequently, blends of any number of PIBanohass grades may be envisioned and may
be practiced within the scope of the present ineanFurthermore, tackifiers may be added to
the PSA formulation so long as the aforementiomegiirements may be met. By their very
nature, tackifiers impart polar properties to P8S#rfulations, so they may need to be used with
caution so as to not adversely affect the barnepgrties of the PSA. Furthermore, tackifiers
may in some cases be oxidatively unstable and n@yde an antioxidant, which could leach

out of the PSA. For these reasons, exemplary iackifor use in PSA's for biocompatible
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laminar microbatteries may include fully or modtlydrogenated hydrocarbon resin tackifiers
such as the Regalrez series of tackifiers fromrgaistChemical Corporation.

Next, Fig. 13B illustrates an exemplary bottom-ugavof a biocompatible energization
element with encapsulation. Fig. 13B illustrates ¢chpability of the plastic envelope capable of
sealing 1301, to be sealed at different exempleajirsg sites 1306. In some examples, seals may
be formed by a welding process that may involventtag, laser, solvent, friction, ultrasonic, or
arc processing. In other examples, seals may beefbthrough the use of adhesive sealants such
as glues, epoxies, acrylics, natural rubber, anthgyic rubber. Other examples may derive from
the utilization of gasket type material that mayfdmened from cork, natural and synthetic
rubber, polytetrafluoroethylene (PTFE), polypropgeand silicones to mention a few non-
limiting examples.

Fig. 13C illustrates an exemplary long-edge vieva biocompatible energization
element with encapsulation containing an anodesatigollector 1302 with anode, a cathode
current collector 1304 with cathode blend 1312 @asator 1310 placed on a separator shelf
1311, adhesive/sealant 1308, and multiple exemgkeaiing sites 1306. After treating the
envelope capable of sealing 1301 with, for exarhplat treatment, the envelope may enclose the
components of the biocompatible energization elérftem the top and the bottom; however,
the ends containing the anode current collectoR @ cathode current collector 1304 may still
be susceptible to leak. Thus, the addition of sgadites 1306 may become necessary. The
current collector sealing sites may be sealed bgraésealing methods including, for example,
the use welding, adhesives, lacquer, epoxy, aspirdieat treating the PSAs.

In some examples, the energization elements actptdithe present invention may be
designed to have a specified operating life. Theraiing life may be estimated by determining a
practical amount of moisture permeability that rbayobtained using a particular battery system
and then estimating when such a moisture leakage@esalt in an end of life condition for the
battery. For example, if a battery is stored ined @nvironment, then the partial pressure
difference between inside and outside the battexry Io@ minimal, resulting in a reduced
moisture loss rate, and therefore the batteryntiésy be extended. The same exemplary battery
stored in a particularly dry and hot environmenyrhave a significantly reduced expectable

lifetime due to the strong driving function for rstire loss.
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Methods of Sealing and Encapsulation for Bioconfpi@tiEnergization Elements

Figs. 14A-14H illustrate exemplary method stepsstaling and encapsulating a
biocompatible energization element. The methodsstép-ig 14A-14H may be performed by
stacking layers of material upon one another, Ingi@ laminar structure, as described and
illustrated herein. Beginning with Fig. 14A, a fimolymer film capable of sealing 1401, such as
polypropylene may be obtained. Next, at Fig. 14Bathode current collector 1404 may be
placed on top of the polymer film capable of sealid01. The cathode current collector 1404
may be lined on an outer edge by adhesive/sead@& Wwhich may be useful for adhering the
layers together. At Fig. 14C, a cathode blend 142 be deposited upon the cathode current
collector 1404. The cathode blend 1412 may be ftated in such a manner to include adhesive
and cohesive properties in order to adhere td igs®l to its neighboring layers. At 14D, a
separator shelf 1411 may be placed on the cathadent collector 1404 where it may make
contact with sealant/adhesive 1408 in order to mdtoethe existing structure. The separator
shelf 1411 may be added to the laminate structuseich a way as to leave a void across the
length of the laminate structure where the cathméed 1412 rests. This void may be useful in
creating a cavity wherein the cathode blend 1419 rest. Next, at Fig. 14E, a separator 1410
may be placed upon the separator shelf 1411 anchthede blend 1404.

At Fig. 14F, an anode 1402, which may include rmoda current collector, may be added
to the laminar structure to rest upon the sepadatdf. Adhesive/sealant 1408 may be added to
the anode current collector 1402, similar to thida@de current collector 1404, in order to adhere
the layers together. Next, at Fig. 14G, a secomghper film capable of sealing 1401, such as
polypropylene may be obtained and placed uponribdecurrent collector 1402, adhered by
adhesive/sealant 1408, thus encapsulating thenb@itoms layers of the laminar structure.

Fig. 14H illustrates an exemplary laminar struetatfter treating the ends of the laminar
structure at the adhesive/sealant 1408 sites witlahsealing means such as laser welding,
ultrasonic welding, or other similar means of weffliOnce sealing at the adhesive/sealant is
accomplished, current collector interconnects, aghn anode interconnect 1412 and a cathode
interconnect 1414, should be freely available oletsif the encapsulated laminar structure. Fig.
14l illustrates an exemplary embodiment of a fexatapsulation step wherein all sides of the
laminar structure have been sealed leaving onlyenticollector interconnects exposed. Sealing

of the laminar structure may be accomplished bieht combination of sealing and adhering
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means. For example, assuming the laminar struw@weectangular in shape wherein the
rectangle consists of two long edges and two sfages, the long edges may be laser welded
while the short edges may be adhered by PSAscerudrsa. Alternatively, the edges of the
laminar structure may be uniformly sealed entit®fywelding, or entirely by PSAs. The type of
seal may depend on the characteristics of the aedlthe need for complete sealing compared to
the need for some level of permeability.

Figs. 15A — 15D illustrate exemplary cross-sedlomews of the exemplary energization
element illustrated in, for example, Fig 14G. lig.A5A, an exemplary energization element is
illustrated with energization components comprisartgp and bottom polymer film capable of
sealing 1501, an anode current collector 1502 atbde, a cathode current collector 1504 with
cathode blend 1512, a separator 1510 placed upepaaator shelf 1511, and adhesive/sealant
1508. The view depicted in Fig. 15A may be congdex “long-edge” view of the energization
element, whereas the view depicted in Figs. 15B-a&y be considered a “short-edge” view of
the energization element.

Next, at Fig. 15B, a short-edge view of an enet@neelement illustrates exemplary
components placed upon one another. The polynmerciipable of sealing 1501,
adhesive/sealant 1508, and separator shelf 151Jalhegymprise similar materials thus enbaling
their ability to meld together. After treating tBrergization element with, for example heat or
laser treatment, the polymer film capable of sggliB01 may begin to seal and envelop the
components of the biocompatible energization eléméiile also melding with the
adhesive/sealant 1508, the separator shelf 15Hgtbr as exemplified in Fig. 15C. The melding
of the components may occur on at least one edtfeeanergization element encapsulation.
Finally, at Fig. 15D, an exemplary final view o$hort-edge of an energization element is
illustrated where the polymer film capable of segli501 has enveloped several components of
the energization element by melding with a separsttelf 1511. In some examples, the polymer
film capable of sealing 1501 may meld directly teeparator as opposed to a separator shelf
1511. The separator shelf may further encapsutateseal the energization element by adhering
to adhesive/sealant 1508, which in turn may adteeas interconnect such as a cathode current
collector 1504. Alternatively, the polymer film cage of sealing 1501 may be treated in such a
manner (heat, ultrasonic, and the like) to meldhwlite polymer film capable of sealing 1501

given the similarity in material. Further, the polgr film capable of sealing 1501 may be
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metalized in such a way to then be able to melekctly to a metal interconnect, such as a
cathode current collector 1504.

One alternative to the placement of electrodespgted in Figs 15A-15D may be to
insert the electrodes into the laminar structutergfartial sealing of the polymer layers capable
of sealing. This may be accomplished through suethads as injecting the electrodes into their
respective positions.

One alternative to the exemplary method stepstithtied in Figs. 14A-14H may be the
exemplary method steps illustrated in Figs. 16A-1B@s. 16A-16G illustrate exemplary
method steps for sealing and encapsulating a bipabhte energization element wherein,
instead of building in a step wise bottom-to-topra@ch, two distinct halves may be built
separately, then converge to complete a laminactstre. Figs. 16A-16C illustrate exemplary
method steps for building a bottom segment of éim@rar structure while Figs. 16D-16G
illustrate a top segment. Beginning with Fig. 1&Acathode current collector 1604 may be
placed on top of a polymer film capable of seali6§1. The cathode current collector 1604 may
be lined on an outer edge by an adhesive/seal@®&\iBich may be useful for adhering the
layers together. Next, at Fig. 16B, a separatdif 4641 may be placed upon the anode current
collector 1604, where it may make contact with adlfedsealant 1608 in order to adhere to the
existing structure. The separator shelf 1611 magduked to the laminar structure in such a way
as to leave a void across the length of the lamistticture. This may be accomplished by, for
example, inserting two distinct separator sheleeg, on each side of the anode current collector
1604, or by placing a solid sheet of separatorf gtloebss the anode current collector 1604, then
processing out a middle segment of the separaéif Isjn for example, cutting out a middle
piece of separator shelf. This void that is creégddding the separator shelf 1611 may be
useful in creating a cavity wherein a cathode bleay eventually rest. At Fig. 16 C, a cathode
blend 1612 may be applied to the laminar structuate,the cavity. The cathode blend 1612 may
be applied to the laminar structure by several mefmn example, squeegee application, printer
application, needle application, or other meanappllying a viscous blend into a cavity.

Figs. 16D-16G illustrate the exemplary method step building a top segment of a
laminar structure. At Fig. 16D, an anode and armateent collector 1602 may be placed upon of
a polymer film capable of sealing 1601. The anattanode current collector 1602 may be

lined on an outer edge by adhesive/sealant 1608whay be useful for adhering the layers
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together. Next, at Fig. 16E, a separator 1610 negyléced upon the anode and anode current
collector 1602. At Fig. 16F, the structures deplateFig. 16C and Fig. 16E may be combined,
one on top of the other, in such a manner as ¢éuprihe adhesive/sealant 1608 of the structures.
Once combined, the cathode blend 1612 may dispreiséhe cavity while still maintaining
contact with the separator 1610, the separatof $62l, and the cathode current collector 1604.
Fig. 16G illustrates an exemplary laminar structfter treating the ends of the laminar structure
at the adhesive/sealant 1608 sites with a findirgeeneans such as laser welding, ultrasonic
welding, or other similar means. Once sealing atatthesive/sealant is accomplished, current
collector interconnects, such as an anode inteexdrt612 and a cathode interconnect 1614,
should be freely available outside of the encapsdlEminar structure.

Biocompatible energization elements typically riegjan electrolyte. The electrolyte may
be pre-wet onto the cathode and separator priasgembly. The electrolyte may be dispensed
onto the cathode and/or separator after they hage placed into the package. Electrolyte may
be added just prior to placement of the top packagalternatively, may be dispensed into the
cell through a needle after partial sealing ofdak.

Sealing of the laminar structure may be accomptighedifferent combination of sealing
and adhering means. For example, assuming thedamstiructure is rectangular in shape,
wherein the rectangle consists of two long edgesstan short edges, the long edges may be
laser welded while the short edges may be adher&Ss, or vice versa. Alternatively, the
edges of the laminar structure may be uniformlyegskantirely by welding, or entirely by PSAs.
The type of seal may depend on the characteristittee seal, and the need for complete sealing
compared to the need for some level of permeabiling sealing may occur as a result of:
sealing the top polymer film capable of sealingh® bottom polymer film capable of sealing;
sealing the polymer film directly to the separatbelf; sealing a metalized version of the
polymer film to the current collector; or any otlsmilar methods of sealing the laminar

structure.

Additional Package and Substrate consideratioBdoompatible Battery Modules

There may be numerous packaging and substratedesasons that may dictate
desirable characteristics for package designs inseidcompatible laminar microbatteries. For

example, the packaging may desirably be predominémit and/or film based where these
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packaging layers may be as thin as possible, famgle, 10 to 50 microns. Additionally, the
packaging may provide a sufficient diffusion barte moisture gain or loss during the shelf life.
In many desirable examples, the packaging may geoxisufficient diffusion barrier to oxygen
ingress to limit degradation of zinc anodes bydicidation.

In some examples, the packaging may provide aefipgrmeation pathway to hydrogen
gas that may evolve due to direct reduction of mayezinc. And, the packaging may desirably
sufficiently contain and may isolate the conteritthe battery such that potential exposure to a
user may be minimized.

In the present invention, packaging constructs melyde the following types of
functional components: top and bottom packagingrnayPSA layers, spacer layers, interconnect
zones, filling ports, and secondary packaging.

In some examples, top and bottom packaging layassaomprise metallic foils or
polymer films. Top and bottom packaging layers roaypprise multi-layer film constructs
containing a plurality of polymer and/or barrieydas. Such film constructs may be referred to as
coextruded barrier laminate films. An example abanmercial coextruded barrier laminate film
of particular utility in the present invention mag 3M® Scotchpak 1109 backing which consists
of a polyethylene terephthalate (PET) carrier veebapor-deposited aluminum barrier layer, and
a polyethylene layer including a total average filmckness of 33 microns. Numerous other
similar multilayer barrier films may be availabledamay be used in alternate examples of the
present invention.

In design constructions including a PSA, packadgyer surface roughness may be of
particular importance because the PSA may also teegehl opposing packaging layer faces.
Surface roughness may result from manufacturinggeges used in foil and film production, for
example, processes employing rolling, extrudingh@ssing and/or calendaring, among others.
If the surface is too rough, PSA may be not ablegt@pplied in a uniform thickness when the
desired PSA thickness may be on the order of tHasiroughness Ra (the arithmetic average
of the roughness profile). Furthermore, PSA's matyadequately seal against an opposing face
if the opposing face has roughness that may ba®order of the PSA layer thickness. In the
present invention, packaging materials having fasarroughness (Ra) less than 10 microns may
be acceptable examples. In some examples, sudagamess values may be 5 microns or less.

And, in still further examples, the surface rougtsxmay be 1 micron or less. Surface roughness
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values may be measured by a variety of methodsdi but not limited to measurement
techniques such as white light interferometry,ugtyprofilometry, and the like. There may be
many examples in the art of surface metrology shafiace roughness may be described by a
number of alternative parameters and that the geesarface roughness, Ra, values discussed
herein may be meant to be representative of thestgpfeatures inherent in the aforementioned
manufacturing processes.

Specific examples have been described to illussateple embodiments for the methods
of sealing and encapsulation for biocompatibledregs. These examples are for said illustration
and are not intended to limit the scope of thentdain any manner. Accordingly, the description
is intended to embrace all examples that may barappto those skilled in the art.
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WHAT ISCLAIMED IS:

1. A biocompatible energization element comprising:
a first and second current collector,;
a cathode;
an anode;
an electrolyte;
a laminar structure comprising a cavity structareg]
an encapsulation for the energization element, @&hehe encapsulation is a
polymer film capable of sealing, wherein the polyrfilen capable of sealing is
treated to form a seal with itself and with elensenftthe biocompatible

energization element.

2. The biocompatible energization element of claimhexrein the polymer film capable of

sealing comprises polypropylene.

3. The biocompatible energization element of claimhexrein the polymer film capable of

sealing is treated by a means of welding.

4. The biocompatible energization element of claimi&wein the polymer film capable of

sealing is further adhered to the biocompatiblegmation element with adhesive.

5. The biocompatible energization element of claimi&ein the polymer film capable of

sealing is welded to a separator contained witienbiocompatible energization element.
6. The biocompatible energization element of claimi&ein the polymer film capable of

sealing is welded to a separator shelf containédinvihe biocompatible energization

element.
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7. The biocompatible energization element of claimi&rein the polymer film capable of

sealing is welded to a current collector of thecbimpatible energization element.

8. A biocompatible energization element comprising:
a first and second current collector;
a cathode;
an anode;
an electrolyte;
a laminar structure comprising a cavity structargg]
an encapsulation for the energization element, @hehe encapsulation
comprises polypropylene, wherein the polypropylsngelded to form a seal on
at one at least one edge of the encapsulation arttgrbiocompatible

energization element.

9. The biocompatible energization element of claimierein the biocompatible energization

element is used in a biomedical device.

10. The biocompatible energization element of claimierein the biomedical device is an

ophthalmic device.

11.The biocompatible energization element of claimvi@rein the ophthalmic device is a

contact lens.

12. A method for encapsulating a biocompatible enetginaelement wherein the method
comprises:
obtaining a first polymer film capable of sealing
placing a first current collector with a firseetrode upon the first polymer
capable of sealing;
placing a separator shelf upon the first curoatiector wherein the separator
shelf surrounds the first electrode and whereirségarator shelf creates a defined cavity within

a laminar structure;
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placing a separator upon the separator shelfeiméne separator will enclose the
first electrode inside the cavity;
placing a second electrode with a second cuo@feéctor upon the separator;
placing a second polymer film capable of sealipgn the second current
collector; and
sealing together the first and second polymealbkpof sealing to form a sealed
and encapsulated energization element whereinittwerpatible energization element
comprises:
a first and second current collector;
a cathode
an anode;
an electrolyte; and

a laminar structure comprising a cavity.

13.The method of claim 12 wherein the first and seqoolgmer film capable of sealing

comprise polypropylene.

14.The method of claim 12 wherein the sealing togetiherfirst and second polymer capable of

sealing comprises welding.

15.The method of claim 12 wherein the sealing togettherfirst and second polymer capable of

sealing comprises adhering the first and seconghpsi capable of sealing with adhesive.
16. The method of claim 12 wherein the sealing togetiherfirst and second polymer capable of
sealing comprises a combination of adhesives atdivgeof the first and second polymer

capable of sealing.

17.The method of claim 12 further comprising adhetimgfirst and second current collectors to

the separator shelf with adhesive.
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18.The method of claim 12 further comprising adhetimg polymer film capable of sealing to

the biocompatible energization element with adresiv

19.The method of claim 12 further comprising metaligat least a polymer film capable of

sealing to form a metalized polymer film.

20.The method of claim 19 further comprising sealing metalized polymer film with the

energization element by welding.

21.The method of claim 20 further comprising sealing metalized polymer film to a current

collector by welding.

22.The method of claim 12 further comprising:
placing the biocompatible energization element artonsert; and

placing the insert into a biomedical device.

23.The method of claim 22 wherein the biomedical devican ophthalmic device.

24.The method of claim 23 wherein the ophthalmic devsca contact lens.

25. A method for encapsulating a biocompatible enetgineelement wherein the method
comprises:

obtaining a first polymer film capable of sealing

placing a first current collector upon the fipglymer capable of sealing;

placing a separator shelf upon the first curoatiector wherein the separator
shelf creates a defined cavity within a laminancture;

placing a separator upon the separator shelf;

placing a second current collector upon the sgpgr

placing a second polymer film capable of sealipgn the second current

collector; and
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sealing together the first and second polymeabkpof sealing to form a sealed
and encapsulated energization element whereinittwerpatible energization element
comprises:
a first and second current collector;
a separator; and

a laminar structure comprising a cavity.

26.The method of claim 25 further comprising placinfyst electrode in between the first

current collector and the separator.

27.The method of claim 26 wherein the placing of tingt £lectrode comprises injecting the first

electrode into the laminar structure in betweerfitise current collector and the separator.

28.The method of claim 25 further comprising placingegaond electrode in between the second

current collector and the separator.
29.The method of claim 28 wherein the placing of teeand electrode comprises placing the

second electrode on to the second current colléetfmre placing the second polymer film

capable of sealing upon the second current collecto
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