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TITLE OF INVENTION

AZECTROPIC AND AZEOTROPE-LIKE COMPOSITIONS OF
Z~1,1,1,4,4 4-HEXAFLUORO-2-BUTENE

This application claims priority of U.S. Patent Application 60/9266817
filed April 27, 2007, U.S. Patent Applications 50/830467, 50/930445 and
80/930383 filed May 18, 2007, U.S. Patent Applications 60/831860 and
80/831875 filed May 24, 2007, U.S. Patent Application 60/967874 filed
September 7, 2007, U.S. Patent Application 60/962203 filed October 5,
2007, U.S. Patent Application 80/989871 filed October 22, 2007,

BACKGROUND OF THE INVENTION

Field of the Disclosure _ ‘
The present disclosure relates to azeotropic or azeotrope-iike
compositions of Z-1,1,1,4,4 4-hexafluoro-2-butene.

Description of Related Art

Many industries have been working for the past few decades to find
replacements for the ozone depleting chicrofluorocarbons (CFCs) and
hydrochioroﬂuérecarbons (HCFCs). The CFCs and HCFCs have been

employed in a wide range of applications, including their use as aerosol

- propeilants, refrigerants, cleaning agents, expansion ageﬁts for

thermoplastic and thermoset foams, heat transfer media, gaseous
dielectrics, fire extinguishing and suppression agents, power cycle working
fluids, polymerization media, particulate removal fluids, carrier fluids,
buffing abrasive agents, and displacerent drying agents. In the search
for rebtac:emants for these versatile compounds, many industries have
turned to the use of hydroflucrocarbons (HFCs). '

The HFCs do not contribute to the destruction of stratospheric

pzone, but are of concem due to 'thei‘r coniribution to the "greenhouse

' effect”, i.e., they contribute to global warming. As a result of their

contribution to global warming, the HFCs have come under scrutiny, and
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their widespread use may also be limited in the future. Thus, thereis a
need for compositions that do not contribute fo the destruction of
stratospheric ozone and also have low global warming potentials (GWPs).
Certain hydrofluoroolefing, such as 1,1,1,4,4 4-hexafluoro-2-butene
[CFaCH=CHCF3, FC-1336mzz), are believed to meet both goals.

SUMMARY OF THE INVENTION

This application inciudes eight different types of azeotropic or

azeotrope-like mixiures.

In one aspect, there is provided an azeotropic composition consisting essentially ofi (a) Z-
1,1,1,4,4,4-hexafluoro-2-butene; and (b) pentane; wherein the pentane is present in an effective amount fo
form an azeotropic combination with the Z-1,1,1.4.4,4-hexafluoro-2-butene, and wherein said
composition consisis essentially of from about 48.2 mole percent to about 58.7 mole percent Z-
1,1,1,4,4,4-hexafluoro-2-butene and from about 51.8 mole percent to about 41.3 mole percent pentane,
which has boiling point temperature of from about -20 °C to about 120 °C at a pressure of from about 2.2
psia (15 kPa) to about 182 psia (1250 kPa).

In another aspect, there is provided an azeotrope-like composition consisting essentially of: (a) Z-
1,1,1,4,4,4-hexafluoro-2-butene; and (b) pentane; wherein the pentane is present in an effective amount to
form an azeotrope-like combination with the Z-1,1,1,4,4 4-hexafluoro-2-butene, and wherein said
azeotrope-like composition consists essentially of from 45 to 99 weight percent Z-1,1,1,4,4,4-hexafluoro-
2-butene and from 55 to 1 weight percent pentane, and characterized by: at a temperature of from -46 °C
to 120 °C, said composition having a difference in dew point pressure and bubble point pressure of less
than or equal to 5 percent based upon the bubble point pressure.

This disclosure provides a composition consisting essentially of (a)
Z-FC-1336mzz and (b) methyl formate; wherein the methyl formate is
present in an effective amount to form an azeotropic or azectrope-like

mixture with Z-FC-1336mizz.

This disclosure aiso provides a composifion consisting essentiaily

of (a) Z-FC-1336mzz and {(b) pentane; wherein the pentane is present in
an effective amount to form an azeotropic or azeofrope-like mixture with Z-

FC-1336mzz.



This disciosure also provides a composition consisting essentially
of (a) Z-FC-1336mzz and (b) 2-methylbutane (lsopentane); wherein the
isopentane is present in an effeclive amount o form an azeotropic or
azeotrope-ike mixture with Z-FC-1336mzz.

This disclosure aiso provides a composition consisting essentially
of {a) Z-FC-1336mzz and (b} 1,1,1,3,3-pentafluorobutans
(CF3CHaCFCHa, HFC-385mic), wherein the HFC-385mfc is present in an
effective amount to form an azeotrope-iike mixture with Z-FC-1336mzz. -

This disclosure also provides a composition consisiing esseniially
of (8) Z-FC-1338mzz and (b) trans-1,2-dichloroethylens; wherein the
tfrans-1,2-dichioroethylene is presehi m ar effective amount to form an
azectropic or azeotrope-iike mixure with Z-FC-1336mzz.

This disclosure also provides & composition consisting essentially
of (&) Z-FC-1338mzz and (b) 1,1,1,3 3-pentafiuoropropans (CFCHCFH |
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HFC-245fa); wherein the HFC-245fa is present in an effective amount to
form an azeotrope-like mixture with Z-FC-1338mzz.

This disclosure also provides a composition consisting essentially
of {a) Z-FC-1338mzz and (b) dimethoxymethane (CH;OCHOCHs,
methylal); wherein the dimethoxymethane is present in an effective
amount to form an azeotrope-like mixture with Z-FC-13368mzz.

This disclosure also provides a composition consisting essentially
of (&) Z-FC-1336mzz and (b) cyclopentans (c«Cus);'wherein the
bycfcpentane is present in an effective amount fo form an azeotropic or
azeotrope-like mixture with Z-FC-13386mzz.

BRIEF SUMMARY OF THE DRAWINGS

F!G. 1-FIG. 1 is a graphical representation of an azeotrope and
azeotrope-like compositions consisting essentially of Z-FC-1338mzz and
methyl formate at a temperature of about 50.1 °C.

FIG. 2 - FIG. 2 is a graphical representation of an azeotrope and
azeotrope-tike composifions consisting essentially of Z-FC-1336mzz and
pentang at a temperature of about 18.9 °C.

FIG. 3 - FIG. 3 is a graphical representation of an azeotrape and
azeotrope-like compositions consisting essentially of Z-FC-1338mzz and
isopentane at a temperature of about 19.8 °C.

FIG. 4 - FIG. 4 is a graphical representation of azeotrope-like
composifions consisting essentialy of Z-FC-1336mzz and HFC-385mfc at
a temperature of about 50.0 °C.

FIG. 5 - FIG. 5 is a graphical representation of an azeotrope and
azeoifrope-like compositions consisting essentially of Z-FC-1336mzz and
trans-1,2-dichloroethylene at a temperature of about 50.1 °C.
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FIG. 6 - FIG. 6 is a graphical representation of azeotrope-like
compositions consisting essentially of Z-FC-1336mzz and HFC-245fa ata
temperature of about 20,0 °C.

FIG. 7 - FIG. 7 is a graphical representation of azectrope-like
compositions consisting essentially of Z-FC-1336mzz and
dimethoxymethane at a temperature of about 50.0 °C.

FIG. 8 - FIG. 8 is a graphical representation of an azeotrope and
azeotrope-like compositions consisting essentially of Z-FC-1336mzz and

cyclopentans at a temperature of about 50 °C.

DETAILED DESCRIPTION OF THE INVENTION

In many applications, the use of a pure single component or an
azeotropic or azeotrope~!iké mixture is desirable. For example, when a
blowing agent composition {also kriown as foam expansion agents or foam
expansion compositions) is not a pure single component or an azeotropic
or azeotrope-tike mixture, the composition may change during its
application in the foam forming process. Such change in composition
could detrimentally affect processing or cause poor performance in the
application. Also, in refrigeration applications, a refrigerant is often lost
during operation through leaks in shaft seals, hose connections, soldered
joints and broken lines. In addition, the refrigerant may be released to the
atmosphere during maintenance procedures on refrigeration eguipment. If
the refrigerant is not a pure single component or an azeotropic or
azeotrope-iike composition, the refrigerant composition may change when
leaked or discharged to the atmosphere from the refrigeration eguipment,

"The change in refrigerant composition may cause the refrigerant to

become flammable or to have poor refrigeration performance. Accordingly,

there is a‘seme for using azeotropic or azeotrope-like mixiures in these

and other applications, for example azeotropic or azeoirope-like mixtures
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cortaining Z-1,1,1.4,4 4-hexafluoro-2-butene (Z-CFsCH=CHCF4, Z-FC-
1336mzz).

Before addressing details of embodiments described below, some
terms are defined or clarified. '

FC-1336mzz may exist as one of two configurational isomers, E or
Z. FC-1336mzz as used herein refers to the isomers, Z-FC-1336mzz or
E-FC-1336mizz, Ias well as any combinéﬁons or mixiures of such isomers.

As used herein, the terms "comprises,” “comprising,” “includes,”

“including,” “has,” “having” or any other variation thereof, are intended fo

~ cover a non-exclusive inclusion. For exarnple, a process, mathod, afticle,

or apparaius that comprises a list of elements is not necessarily limited to
only those elements but may include other elements not expressly listed or

- inherent to such process, method, articie, or apparatus. Further, uniéss

expressly stated to the contrary, “or” refers to an inclusive or and notto an
exclusive or. Forexample, a condition A or B is satisfied by any one of the
following: A s true (or present) and B is false (or not present), A is fal_s.ae
{or not present) and B is true {or present), and both A and B are true (or
present). '

Also, use of “a" or “an” are employed to describe elements and
components described herein. This is doné merely for convenience and to
give a general sensé of the scope of the invention, This description
should be read to include one or at least one and the singular aiso
includes the plural unless it is obvious that it is meant otherwise.

Unless otherwise defined, all technical and scientific terms used
herein have the same meaning as commonly undersiood by one of
ordinary skill in the art fo which this invention belongs. Although methods
and materials similar or equivalent to those described herein can be used
in the practice or testing of embodiments of the present invention, suitabie
methods and materials are described below. All publications, patent
applications, patents, and other references menticned herein are
incorporated by reference in their entirety, unless a particular passage is

cited. In case of conflict, the present specification, including definitions,
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will control, In addition, the materials, methods, and examples are
illustrative only and not intended to be limiting,

Z-FC-1336mzz is a known compound, and its preparation method
has been disclosed, for example, in U.S. Patent Application No.
60/526293 [FL1346 US PRV] filed Aprif26/2007, hereby incorporated by
reference in its enfirety,

This application includes azeotlropic or azeotrope-like compositions
comprising Z-FC-1336mzz. '

in some embodiments of this invention, the composition consists
essentially of (a) Z-FC-1336mzz and (b) methyl foméie; wherein the
methyl formate is present in an effective amount to form an azeotropic or
azeotrope-like mixture with Z-FC-13386mzz.

In some embodiments of this invention, the composition consists
essentially of (a) Z-FC-1336mzz and (b) pentane; wherein the pentane is
present in an effective amount to form an azeotropic or azeotrope-fike
mixture with Z-FC-1338mzz.

in some embodiments of this invention, the composition consists
essentially of (a) Z-FC-1336mzz and (b) isopentane; wherein the
isopentane is present in-an effective amount to form an azeotropic or
azeotrope-tike mixiure with Z-FC-1336mzz.

in some embodiments of this invention, the composition consists -

' essentially of (a) Z-FC-1336mzz and (b) HFC-365mfc; wherein the HFC-

365mfc is present in an effective amount fo form an azeoirope-like mixiure
with Z-FC-1336mzz. -

in some embodiments of this invention, the composition consists
essentially of (a) Z-FC-1336mzz and (b) frans-1,2-dichloroethylene;
wherein the trans-1,2-dichloroethylene is present in an effective amount to
form an azeotropic or azeotrope-like mixture with Z-FC-1336mzz.

in some embodiments of this invention, the composition consists
essentially of (a) Z-FC-1336mzz and (b) HFC-245fa; wherein the HFC-
245fa is present in an effective amount to form an azeotrope-like mixture

- with Z-FC-1336mzz.

in some embodiments of this invention, the composition consists
essentially of (a) Z-FC-1336mzz and (b) dirmnathoxymethane; wherein the

&
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dimethoxymethane is presant in an effective amount to form an azeotrope-
like mixture with Z-FC-1336mzz.

In some embodiments of this invention, the composition consists
essentially of (a8} Z-FC-1336mzz and (b) cyclopentane; wherein the
cyclopentane is present in an effective amount o form an azeotropic or
azeolrope-iike mixture with Z-FC-1336mzz.

By effective amount is meant an amount, which, when combined
with Z-FC-1336mzz, results in the formation of an azeotropic or azeotrope-
like mixture. This definition includes the amounts of each component,
which amounts may vary depending on the pressure applied o the
compaosition so long as the azeotropic or azeotrope-like compositions
continue to exist at the different pressures, but with possible different
boiling points. Therefore, effeciive amount inciudes the amounts, such as
may be expressed in weight or mole percentages, of each component of
the compositions of the instant invention which form azeotropic or
azeotrope-like compositions at temperatures or pressures other than as
described herein,

As recognized in the art, an azeotropic composition is an admixture
of two or more different components which, when in liguid form under a
given pressure, will boll at a substantially constant femperature, which
temperature may be higher or lower than the boiling temperatures of the
individual components, and which will provide a vapor composition
essentially identical to the overall liguid composition undergoing boiling.
(see, e.g., M. F. Doherty and M.F. Malone, Conceptual Design of
Distitation Systermns, McGraw-Hill (New York), 2001, 185-186, 351-359).

Accordingly, the essential features of an azeotropic composition are that at
a given pressure, the boiling point of the liquid composition is fixed and
that the composition of the vapor above the boiling composition is
essentially that of the overall boliing liguid composition (i.e., no
fractionation of the components of the liguid composition takes place). ltis
also recognized in the art that both the boiling point and the weight
percentages of each component of the azeofropic composition may
change when the azeotropic composition is subjected to boiling at different
pressures. Thus, an azeotropic cornposition may be defined in terms of

the unigue relationship that exists among the components or in terms of
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the compositional ranges of the components or in terms of exact weight

percentages of each component of the composition characterized by a
fixed boiling point at a specified pressure.

For the purpose of this invention, an azeotrope-iike composition
means a composition that behaves like an azeotrcpic composition {i.e.,
has constant boiling characteristics or a tendency not to fractionate upon
boiling or evaporation}. Hence, during boiling or evaporation, the vapor
and liguid compositions, if they change at all, change only to a minima! or
negligible extent. This is {o be contrasted with non-azeofrope-like
compositions in which during boiling or evaporation, the vapor and liquid
sompositions change (o a substantial degree.

Additionally, azeotrope-like compositions exhibit dew point pressure
and bubble poin{ pressure with virtually no pressu‘re gifferential. Thatis fo
say that the difference in the déw point pressure and bubbie point
pressure at a given temperature will be a small value. In this invention,
composi‘dbns with a difference in dew point pressure and bubble poin
pressure of less than or equal to & percent {based upon the bubble point
pressure) is considered o be azeotrope-like.

it is recognized in this field that when the relative volatility of a
system approaches 1.0, the system is defined as forming an azeotropic or
azeotrope-like composition. Relative volatility is the ratic of the volatility of
component 1 to the volatility of cormponent 2. The rafio of the mole fraction

-of a component in vapor to that in liquid is the volatility of the component.

To determine the relative volatility of any two compounds, a
method known as the PTx method can be used. In this procedure, the fotal
absolute pressure in g cell of known volume is measured at a constant
temperature for various compositions of the two compounds. Use of the
PTx Method is described in detail in "Phase Equilibrium in Process
Design”, Wiley-Interscience Pubiishar, 1970, written by Harold R. Null, on
pages 124 {0 126; hereby incorporated by reference.

These measurements can be converted into equilibrium vapor
and liquid compositions in the PTx cell by using an activity coefficient
equation model, such as the Non-Random, Two-Liquid (NRTL) equation,

8
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to represent liquid phase nonidealities. Use of an activity coefficient
equation, such as the NRTL eguation is described in datail in "The
Properties of Gases and Liquids," 4th edition, published by McGraw Hill,
written by Reid, Prausnitz and Poling, on pages 241 to 387, and in "Phase
Equilibria in Chemical Engineering,” published by Butterworth Pubiishers,
1985, written by Stanley M. Walas, pages 165 to 244. Both
aforementioned references are hereby incorporated by reference. Without
wishing to be bound by any theory or explanation, i is befieved that the
NRTL equation, together with the PTx cell data, can sufficiently predict the

relative volatilities of the Z-1 .1,1,4,4 4-hexafiuoro-2-butene-containing

compositions of the present invention and can therefore predict the
behavior of these mixiures in multi-stage separation equipment such as
distiliation columns. .

It was found through experirﬁents that Z-FC-1338mzz and methyl -
formate form azeotropic or azeotrope-like compositions.

To determine the relative volatility of this binary pair, the PTx
method described above was used. The total absolute pressure in a PTx
cell of known volume was measured ai constant temperature for various
binary compositions. These measurements were thén reduced to
equiiibrium vapor and liquid compositions in the cell using the NRTL
gquation. |

The vapor pressure measured versus the compositions in the PTx
cell for Z-FC-1338mzz/methy! formate mixture is shown in FIG. 1, which
graphically illustrates the formation of an azeotropic and azeotrope-ike
composition consisting essentially of Z-FC-1336mzz and methyi formate
as indicated by a mixiure of about 20.4 mole % Z-1,1,1,4 .4 4-hexaflucro-
2-butene and 79.6 mole % methyl formate having the highest pressure

 overthe range of compositions at this temperature. Based upon these

findings, i has been calculaied that Z-FC-1336mzz and methyl formate
form azeotropic compositions ranging from about 25.4 mole percent {o
about 15.6 mole percent Z-FC-1336mzz and from about 74.6 mole percent
to about 84.4 mole percent methyl formate (which form azeotropic
compositions boiling at a temperature of from about -20 °C to about 100
°C and at & pressure of from about 1.4 psia (10 kPa) to about 113 psia

8
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(779 kPa)l. Some ermbodiments of azeotropic compositions are listed in

Table 1.
Table 1 Azeotropic compositions
Azeotropic - Azeotropic - Z-FC-1336mzz Methy! formate

Tem%eg)ature Pressure (psia) {mole %) | {mole %)
—(20.0 1.38 254 74.6
-10.0 2.40 25.2 © 748
0.0 3.97 24 8 752
10.0 8.30 24.3 75.7
20.0 8.64 23.7 : 76.3
30.0 14.3 22.9 77.1
40.0 20.5 22.1 77.9

50.0 28.7 21.2 78.8
60.0 38.2 20.2 78.8
70.0 52.4 19.1 80.9
80.0 88.9 18.0 - 82.0
€0.0 89.0 16.8 83.2
100.0 113.3 158 84.4

Additionally, azeotrope-like compositions containing Z-FC-1336mzz and

methyt formate may alsc be formed. Such azeotrope-iike compositions

exist around azeotropic compositions. Some embodiments of azeotrope-
like compositions are listed in Table 2. Additional embodiments of

azeotrope-like compositions are listed in Table 3

10




Table 2 Azeotropa-like compositions

COMPONENTS T {°C) | Weight Percentage
o Range
Z-FC-1336mzz/Methyl formate -40 1-99/1-29
Z-FC-1336mzz/Methyl formate - | 0 1-99/1-9¢
Z-FC-1 335mz;/Meth$r! formate 20 1-99/1-99
Z-FC-1336mzz/Mathyl formate 0 7:96/1-60
Z-FC-133bmzz/Methyl formate 80 . 1-88/1-88
Z-FC-1338mazz/Methyl formate 120 1-88/1-89
5 Table 3 Azeotrope-like compasitions
Weight Percentage |
COMPONENTS T (C) Range
7Z-FC-1336mzz/Methyl formate 40 | 10-80/76-80
Z-FC-1336mzz/Methyl formate v 10-80/10-80
Z-FC-1 336m2:z);MethyE formate 20 10-80/10-80
. ZFC-1336mzz/Miethyl formate 40 19-9{1(10;90
7-FC-1336mzziisthyl formate 80 |  10-90/10-80
Z-FC-1336mzz/iviethyl formate 120 A 10-80/10-80

it was found through experiments that ZFC-1 33Bmzz and
10 pentané form azeotropic or azeotrope-like compositions, To determine the
relative volatility of this binary pair, the PTx method described above was
used. The fotal absolute pressure in a PTX cell of known volume was

11
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measured at constant temperature for various binary compositions. These
measurements were then reduced to equilibrium vapor and liquid
compositions in the cell using the NRTL equation. |

The vapor pressure measured versus the compositions in the
PTx cell for Z-FC-1336mzz/pentane mixture is shown in FIG. 2, which
iHustrates graphically the formation of an azeotropic and azeotrope-like
composition consisting essentially of Z-1,1 ,‘E,4.4,4—hexaﬂu6ro-2~butene
and pentane at 19.8 °C, as indicated by a mixture of about 50.0 mole %
Z-1,1,1,4,4 4-hexafluoro-2-butene and 50.0 mole % pentane having the
highest pressure over the range of compesitions at this temperature.

Based upon these findings, it has been calculated that Z-FC-1336mzz
and pentane form azeotropic compositions ranging from about 48.2 mole
percent {o about 58.7 mole péfceﬁt Z-FC-1338mzz and from about 51.8
mole percent to about 41.3 mole percent pentane (which form azeotropic

compositions boiling at a temperature of from about -20 °C to about 120

°C and at a pressure of from about 2.2 psia (15 kPa) to about 182 psia
(1255 kPa)). Some embodiments of azeotropic compositions are listed in
Table 4,

12



Table 4 Azeotropic compositions

Azeotropic Azeotropic Z-FC-1338mzz | Pentane

Tem;:;eg}ature Pressure (psia) ' (mp!e %) (m?{e %)
-(20.0 2.20 | 482 T 518
-10.0 3.70 489 511
0.0 5.91 . 485 50.5
10.0 T 9.07 "50.1 459
20.0 13.4 50.7 48.3
30.6 19.2 512 488
40.0 26.7 51.8 48.2
50.0 362 52.3 477
60.0 48.0 : 52.9 " 471
70.0 62.4 336 46.4
80.0 79.6 543 457
80.0 100 55.1 449
100.0 , 124 56.0 44.0
110.0 181 57.2 42.8
1200. 182 58.7 413

Additionally, azeotrope-iike compositions containing Z-FC-1336mzz
and pentane may also be formed. Such azeotrope-like compositions exist
~ around azeotropic compositions. Some embodiments of azeotrope-fike
compositions are listed in Table 5. Additional ambodiménts of azeofrope-
like compositions are listed in Table 6.

10
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Table 5 Azeolrope-ike cornpositions

COMPONENTS T(°C) | Weight Percentage
Range
Z-FC-1336mzz/Pentane -40 60-75/25-40
Z-FC-1336mzz/Pentane 0 680-80/20-40
Z-FC-1336mzz/Pentane 20 60-82/28-40
Z-FC-1336mzz/Pentans 40 50-85/15-40 .
Z-FC-1336mzz/Pentane 80 - 55-30/10-45
Z-FC-1336mzz/Pentane 120 45-99/1-55

Table 6 Azeotrgpe»ﬁke compositions

Weight Percentage

COMPONENTS TG Range
Z-FC-1336mzz/Pentane ~40 62-70/30-38
Z-FC-1336mzz/Pentane O 64-74/26-36
Z-FC-1336mzz/Pentane 20 64-76/24-36
Z-FC-1336mzz/Pentane 40 - 64-78/22-36
Z-FC-1336mzz/Pentane 80 52-84/16-38
Z-FC-1336mezzfPentane - 120 57-99/1-43

it was found through experiments that Z-FC-1336mzz and

isopentane form azeotropic or azeotrope-like compositions. To determine
the relative volatility of this binary pair, the PTx method described above
was usad. The fotal absolute pressure in a PTx cell of known volume was
measured at constant temperature for various binary compositions. These
measurements were then reduced to equilibrium vapor and liguid
compositions in the cell using the NRTL eguation.

- The vapor pressure measured versus the compaositions in the
PTx cell for Z-FC-1336mzz/ isopentane mixture is shown in FIG. 3, which

illustrates graphically the formation of an azeotrope and azeotrape-iike

14
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compositions of Z-1,1,1,4 4,4-hexafluoro-2-butene and isopentane at 19.9
°C. as indicated by a mixture of about 40.0 mole % Z-1,1,1,4,4,4-
hexafluoro-2-butene and 60.0 mole % isopentane having the highest
pressure over the range of compositions at this temperature.

Based upon these findings, it has been calcuiated that Z-FC-
1336mzz and isopentane form azeoctropic composrtaons ranging from
about 37.1 mole percent to about 48.6 mole percent Z-FC-1336mzz and
from about 62.9 mole percent to about 51.4 mole percent isopentane
{which form azeotropic compositions boiling at a temperature of from
about -20 °C to about 120 _"C and at a pressure of from about 2.7 psia (19
kPa)} to about 198 psia (1372 kPa)). Some embodiments of azeciropfc
compositions are listed in Table 7. ‘

. Table 7 Azestropic composifions

Azeotropic Azeotropic Z-FC-1338mzz | Isopentane
Tempogcr;gture Pressure (psia) - (mole %) (mole %;)
- -(20.0 2.72 374 62.9
-10.0 4.47 38.3 ‘ 81.7
0.0 7.0t 39.4 60.6
0.0 106 404 556
20.0 15.4 41.2 58.8
30.0 21.9 | 42.0 58.0
40.0 30.1 : 42.8 57.2
50.0 40.5 43.5 56.5
60.0 53.4 442 55.8
70.0 69.0 44.8 55.2
80.0 87.6 45.5 54.5
90.0 110 462 53.8
100.0 ‘ 138 48.9 - 531
110.0 185 47.7 823
1200 189 486 51.4

Additionally, azeotrope-like compuositions containing Z-FC-1338mzz
and isopentane may aiso be formed. Such azeotrope-like compaositions

15



exist around azeotropic compositions, Some embodiments of azeotrope-
like compositions are listed in Table 8. Additional embodiments of
azeotrope-iike compositions are listed in Table 9,

5 Table 8 Azeotrope-iike compositions
COMPOMNENTS T (°C). Weight Percentage
| | Range
Z-FC-1336mzz/isopentane ~4{) 40-85/35-60
Z-FC-1336mzz/isopentane 0 45-70/30-55

| Z-FC-1336mzz/lsopentane - 20 45.75/25-55
Z.FC-1338mzz/isopentane | 40 45-75/25-55
Z-FC-1336mzzfisopentane 80 40-85/15-60
Z-FC-1336mzz/Isopentane 120 - 1-89/1-88

Table 8 Azeotrope-like compositions

COMPONENTS i T(°C) | Weight Percentage
» |  Range
Z.FC-1336mzz/isopentane | 40 49-58/42-51
Z-FC-1336mzz/isopentane | . O 53-65/35-47
Z—FC»T 336mzz/Isopentane 20 53-68/32-47
Z-FC-1336mzz/isopentane 40 53-T1/29-47
Z-FC-1336mzz/Isopentane 80 . D2-T1{23-48
Z-FC-1338mzzlisopentane 120 43-88/11-857

10 It was found through experiments that Z-FC-1338mzz and HFC-3685mfc
form azeotrope-like compositions. To determine the relative volatility of
this binary pair, the PTx method described above was used. The fotal
absolute pressure in a2 PTx cell of known volume was measured at
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constant femperature for various binary compositions. These
measurements were then reduced to equilibrium vapor and liguid
compositions in the cell using the NRTL equation. ,

The vapor pressure measured versus the compositiohs inthe
PTx cell for Z-FC-1336mzz/ HFC-365mfc mixture is shown in FIG. 4,
which iHustrates graphically the forrnation of azeotrope-like compaositions
of Z-1,1,1,4,4 4-hexafluoro-2-butene and HFC-365mfc at 50.1°C, as
indicated by a mixtures of about 1 to 99 mole % Z-1,1,1.4.4.4-hexafluoro-
2-butene and about 1 to 88 mole % HFC-365mf.

Some embodiments of azeotrope-like compositiéné are listed in

Téble 10. Additional embodiments of azeotrope-like compositions are
listed in Table 11,

Table 10 Azeoirope-iike compositions

COMPONENTS T (°C) | Weight Percentage
Range

Z-FC-1338mzz/HFC-385mfc| 40 1-89/1-98
ZFC-1338mzz/HFC-385mfc . O 1-99/1-90
Z-FC-1338mzz/HFC-365mfc | 40 1-88/1-89
Z.FC-1336mzz/HFC-365mfc | 80 1-99/1-99
Z;FC-133§mzszFC~3ﬁﬁmfc 120 “1-88/1-82
Z-FC-1336mzz/HFC-3685mfc | 160 | 1-88/1-99
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Table 11 Azeotrope-like compaositions

COMPONENTS T(°C} | Weight Percentage
Range

Z-FC-1336mzz/HFC-360mfc | 40

10-99/10-80
Z-FC-1336mzz/HFC-385mfc | 0 10-99/10-80
Z-FC~1336mzz/HFC-365mfc | 40 10-89/10-90
Z-FC-1336mzz/HFC-385mfc | B8O 10-80
Z-FC-1336mzz/HFC-365mfc | 120 | 10-80
Z-FC-1336mzz/HFC-365mfc | 160 10-80

it was found through experiments that Z-FC-1336mzz and

trans-1,2-dichloroethylens form azeofropic or azeotrope-like compositions.
To determing the relative volatility of this binary pair, the PTx method
described above was used. The fotal absolute pressure in a PTx cell of
known volume was measured at constant temperature for various binary
compositions. These measurements were then reduced fo equilibrium
vapor and liquid compositions in the cell using the NRTL' equation.

The vapor pressure measured versus the compositions in the PTx
cell for Z-FC-1336mzz/ trans-1,2-dichlorosthylene mixture is shown in FIG.
5, which illustrates graphically the formation of an azeotropic composition
of Z-1,1,1,4,4 4-hexafluore-2-butens and irans-‘ll,Z»dichloroethyiene at
50.1 °C, as indicated by a mixture of about 64.8 mole % Z-1,1,1,4.4,4-
hexafluoro-2-butene and 35.2 mole % trans-1,2-dichloroethylene having
the highest pressure over the range of compositions at this temperature.

Based upon these findings, it has been calculated that Z-FC-

1338mizz and trans-1,2-dichioroethylene form azeotropic compositions
ranging from about 62.4 mole percent to about 71.0 mole percent Z-FC-
1336mzz and from about 37.6 mole percent to about 28.0 mole percent
trans-1,2-dichioroethylene (which form azeotropic compositions boiling at
a temperature of from about -20 °C to about 120 °C and at a pressure of
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from about 1.6 psia (11 kPa) to about 170 psia (1172 kPa)). Some
embodiments of azeotropic compositions are listed in Table 12,

Tahie 12 Azectropic combpositions

Azeotropic Azeotropic Z-FC-1336mzz “trans-1,2-
Temperature Pressure (psia) | (mole %) dichioroethylene
(°C) » | {mole %)
-20.0 - 1.60 62.4 37.8
- 10.0 - 274 62.4 37.6
0.0 447 62.5 37.5
10.0 6.98 62.8 37.2
200 10.5 63.1 36.9
30.0 15.3 638 36.4
40.0 217 64.2 35.8
50.0 - 29.8 64.8 35.2
60.0 40.3 B5.5 34.5 -
70.0 53.2 56.3 33.7
80.0 69.0 67.2 32.8
80.0 88.2 68.1 . 31.9
100.0 111 69.0 31.0.
110.0 738 70.0 30.0
120.0 170 71.0 29.0

Additionally, azeotrope-like compositions containing Z-FC-1336mzz
and trans-1,2-dichioroethylene may also be formed. Such azeotrope-like

compositions exist around azeotropic compositions. Some embodiments

-of azeotrdpe#ﬁke compositions are listed in Table 13. Additional .

embodiments of azeotrope-like compositions are listed in Table 14.
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Table 13 Azeotrope-like compositions

T | Weight Percentage

COMPONENTS C) Range '
Z-FC-1336mzz/trans-1,2-dichloroethylene | -40 71-82/18-29
Z-FC-1336mzzftrans-1,2-dichloroethylene | 0 B87-86/14-33
Z-FC-1336mzz/irans-1 2-dichloroethyiene | 20 65-93/7-35
Z-FC-1336mzzftrans-1,2-dichloroethylene | 40 85-99/1-35
Z-FC-1338mzzftrans-1,2-dichloroethylene | B0 §3-99/1-37

'+ Z-FC-1336mzzftrans-1,2-dichioroethylene | 120 81-98/1-38
Z-FC-1336mzzfirans-1,2-dichloroethylene | 160 58-99/1-42
Table 14 Azeotrope-like compositions
T Weight

COMPONENTS (°C} | Percentage Range
Z-FC-1 336mzifirans~“§ 2-dichloroethylene | -40 72-80/20-38
Z-FC-1338mzzfirans-1,2-dichlorosthyiene G 68-83/17-31
Z-FC-1336mzzfirans-1,2-dichloroethyiene 20 68-86/14-32
Z-FC-1336mzz/trans-1,2-dichloroethylene | 40 68-20/10-32
Z-FC-1338mzzitrans-1,2-dichloroethylene | 80 86-89/1-34
Z-FC-1336mzz/trans-1,2-dichloroethylene | 120 85-99/1-35
Z-FC-1336mzzftrans-1 2-dichloroethylene | 160 65-98/1-35

it was found through experiments that Z-FC-1336mzz and

compositions in the cell using the NRTL equation.

HFC-245%a form azeotrope-iike compositions. To determine the relative
volatiiity of this binary pair, the PTx method described above was used,
The total absolute pressure in a PTx cell of known volume was measured
at constant temperature for various binary compositions. These
measuremenis were then reduced to eguilibrium vapor and liquid

The vapor pressure measured versus the compositions in the

20

PTx cell for Z-FC-1336mzz/ HFC-245fa mixture is shown in FIG. 6, which
iflustrates graphically the formation of azeotrope-like compositions of Z-
1,1,1,4,4 4-hexafluoro-2-butene and HFC-245fa at 19.9 °C, as indicated
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by mixtures of about 1 to 21 mole % 2-1,1,1,4.4 4-hexafluoro-2-butene
and about 79 fo 88 mole % HFC-24 5fa with vapor pressure of
approximately 17 psia (117 kPa), and by mixtures of about 94 to 99 mole
parcent Z-1,1,1,4,4 4-hexafluoro-2-butene and 1 {o 6 mole % HFC-245fa
with vapor pressure of approximatetly 9 psia (62 kPa).

Some embodiments of azeotrope-like compositions are listed in
Tabie 15. Additional embodiments of azeotrope-like compositions are .
listed in Table 18.

Table 15 Azeotrope-iike compositions

COMPONENTS T (°C) | Weight Percentage Range
L-FC-1336mzz/HFC-2458%a | 40 1-19/81-89 and 97-99/1-3
Z-FC-1338mzz/HFC-245fa 0 1-22/78-98 and 95-09/1-5

Z-FC-1338mzz/HFC-245fa 40 1-26/74-89 and 94-98/1-8
Z-FC-1336mzz/HiFC-245fa 80 1-35/65-88 and 80-88/1-10
Z-FC-1336mzz/HFFC-245fa 120 1-58/42-89 and 76-89/1-24

Table 16 Azectrope-ike compositions

COMPONENTS T(°C) 1 Weight Percentage Range
Z-FC-1336mzz/H FC-245fa -4 10-13/87-90 and 28-99/1-2
Z-FC-13386mzz/HFC-248fa | 0 10-14/86-90 and 97-09/1-3
Z-FC-1336mzz/HFC-245fa | 40 | 10-17/83-90 and 96-99/1-4
Z-FC-1338mzz/HFC-245fa 80 10-22/78-80 and 95-89/1-5
Z-FC-1338mzz/HFC-245fa | 120 10-33/67-80 and 90-88/1-10

It was found through experiments that Z-FC-1 336mzz and
dimethoxymethane form azeotrope-iike compositions. To determine the
reiative volatility of this binary pair, the PTx method described above was
used. The total absolute pressure in a PTx cell of known volume was
measured at constant temperature for various binary compuositions. These
measurements were then reduced to equilibrium vapor and liquid
compositions in the cell using the NRTL eqguation.
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The vapor pressure measured versus the compositions in the

PTx cell for Z-FC-1336mzz/dimethoxymethane mixture is shown in FIG. 7,
which illustrates graphically the formation of azeotrope-iike compositions
of Z-1,1,1,4,4,4-hexafluoro-2-butene and dimethoxymethane at 49.89 °C

5 and about 22.5 psia (155 kPa), as indicated by mixtures of about 1 fo 89
mole % Z-1,1,1,4,4,4-hexafluoro-2-butene and about 1 to 89 mole %
dimethoxymethane.

Some embodiments of azeotrope-like compositions are listed in
Table 17. Additional embodiments of azeotrope-like compositions are
10 listed in Table 18.

Table .17 Azeofrope-like compositions

T Weight Percentage
COMPONENTS (°C) Range
Z-FC-1336mzz/Dimethoxymethane -4 1-99/1-99
Z-FC-1336mzz/Oimethoxymethane 0 1-99/1-89
Z-FC-1338mzz/Dimethoxymethane 40 1-86/1-08
Z-FC-1338mzz/Dimethoxymethans 80 1-09/1-08
Z-FC-1336mzz/Dimethoxymethane | 120 1-29/1-88
Z-FC-1338mzz/Dimethoxymethane 160 1-89/1-98

Table 18 Azeotrope-iike compositions

T Weight Perceniage
COMPONENTS (°C) Range

ZFC-1336mzz/Dimethoxymethane | -40 5-85/5-85
Z-FC-1336mzz/Dimethoxymethane O 5-95/5-85
2-FC-1336mzz/Dimethoxymethane 40 5-85/5-85
Z-FC~1336mzz/Dimethoxymethane | 80 5-85/5-85
2-FC1338mzz/Dimethoxymethane | 120 5-85/5-85
Z-FC-1336mzz/Dimethoxymethane | 160 5-95/5-85

15 it was found thlrough experiments that Z-FC-1336mzz and

cyclopentane form azeotropic or azeotrope-like compositions. To
determine the relative volatility of this binary pair, the PTx method
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described above was used. The total absolute prassure in a PTx cell of
known voiume was measured at constant temperature for various binary
compositions. These msasuraments were then reduced to equilibrium

vapor and liquid compoesitions in the cell using the NRTL eguation,

The vapor pressure measured versus the compositions in the
PTx cell for Z-FC-ISSBmzz/cyciopentane mixiure is shown in FIG. 8,
which illustrates graphically the formation of an azeotropic compasition of
Z-1 .11 44 4-hexafluoro-2-butene and cyclopentane at 49.97 °C, as
indicated by a mixture of about 63.2 mole % Z-1 .1 ,1 ,4 4 4-hexafluore-2-
butene and 38.1 mole % cyclopeniane having the highest pressure over

the range of composifions at this temperature.

Based upon these findings, it has been cailculated that Z-+0-
1336mzz and cyclopentane form azeotropic compositions ranging from
about 64.2 mole percent to about 74 .4 mole percent Z-FC-1338mzz and
from about 35.8 mole percent to about 25.6 mole percent cyciopentans
{which form azeotropic compositions boiling at a temperature of from
about -20 °C to about 150 °C and at a pressure of from about 1.7 psia (12
kPa) to about 302 psia (2082 kPa)).-Some embodiments of azeotropic
compositions are listed in Table 19.



Table 18 Azeotropic compositions

Azeofropic |  Azeotropic Z-FC-1336mzz Cyclopentane
Temperaiure Pressure (psia) {mole %) {moie %;)
(°C)
- 20.0 1.74 84.2 35.8
-10.0 2.98 63.8 36.1
0.0 4.85 83.7 38.5
10.0 7.59 E32.6 36.4
20.0 11.4 63.5 36.5
30.0 18.6 §3.6 368.4
40.0 23.4 837 38.3
49.97 321 £83.9 38.1
50.0 32.1 83.8 36.1
80.0 43.1 64.2 35.8
70.0 567 64.6 30.4
80.0 73.2 65.1 34.9
890.0 892.9 55.8 34.2
100.0 116 66.6 33.4
110.0 1d4 67.6 32.4
120.0 175 68.9 31.1
130.0 211 70.4 29.6
140.0 254 72.3 27.7
150.0 | 302 74.4 25.6

Additionally, azeotrope-like compositions containing Z-FC-1336mzz
and cyclopentane may also be formed. Such azeotrope-like compositions
5 exist around azeotropic compositions. Some embodiments of azeotrope-
like compositions are listed in Table 20. Additional embodiments of

azeotrope-like compositions are listed in Table 21.

Table 20 Azeotrope-ike compositions

Weight Percentage

COMPONENTS T(°C) Range
Z-F(C-1336mzzicyclopeniane | - 20 77 - BB/14 - 23
Z-FC-1338mzz/cyclopentane D | 76-87/M13-24
Z-+(C-1338mzz/cyclopentane 40 . 74-90M0-26
Z-FC-1336mzz/cyclopentane 80 | T72-99/1-28

L Z-F(C-1338mzzicyciopentane 120 70 - 9871 - 30°
Z-FC-1336mzzicyclopentane 150 B8-98/1-32

10
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Table 21 Azeotrope-like compositions

3
COMPONENTS T Weight Percentage
{°C) Range

Z-FC-1338mzz/cyclopentane - 20 80 -86/14-20
Z-FC-1336mzz/cyclopentane 0 80 - 87/13-20
Z-F(C-1336mzz/cyclopentang 40 80- 90/10 - 206
Z-F C-1336mzz/cyclopentane 80 80 - 95/5 - 20
Z-FC-1336mzzicyciopentane @ 120 80 - 95/5 - 20
Z-FC-1336mzz/cyclopentane | 150 | 80 - 99/5 - 20

The azeotropic or azeotrope-like compositions of the present
invention can be prepared by any convenient method including mixing or
combining the desired amounts. in one embodiment of this invention, an
azeotropic or azeotrope-like composition can be prepared by weighing the
desired component amounts and thereafter combining them in an
appropriate containar.

The azeotropic or azeotrope-like compositions of the present
invention can be used in a wide range of applications, including their use
as aerosol propellants, refrigerants, solvents, cieaning agents, biowing
agents (foam expansion agents) for thermoplastic and thermoset foams,
heat transfer media, gaseous dielectrics, fire extinguishing and
suppression agents, power cycle working fluids, polymerization media,
pariiculate removal fluids, carrier fluids, buffing abrasive agents, and
dispiacement drying agents. '

One embodiment of this invention provides a process for preparing.
a thermoplastic or thermoset foam. The process comprises using an
azeotropic or azeotrope-like composition as a blowing agent, wherein said
azeoftropic or azeotrope-like composition consists essentially of Z-

1.,1,1 4.4 ,4-hexafluoro-2-buiene and a component selected from the group
consisting of methyl formate, pentane, 2-methylbutane, 1.1 .1 3,3
pentafluorobutane, trans-1 2-dichloroethylens, 1.,1,1 ,3,3-
sentafluoropropane, dimethoxymethane and cyclopentane.

Another embodiment of this inveniion provides & process for
producing refrigeration. The process comprises condensing an azeotropic

or azeotrope-ikke composition and thereafter evaporating said azeotropic
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or azeotrope-itke composition in the vicinity of the body to be cocled,
wherein.said azeotropic or azeotrope-iike composition consists essentially
of Z-1,1,1,4,4 4-hexafluoro-2-butene and a component selected from the
group consisting of methyl formate, pentane, 2-methyibutane, 1,1,1,3,3-
pentaflucrobutane, trans-1,2-dichioroethylene, 1,1,1,3,3-
pentafluoropropane, dimethoxymethane and cyclopentans.

Another embodiment of this invention provides a process using an-

azeotropic or azeotrope-like composition as a solvent, wherein said

azeotropic or azeofrope-ike composition consists essentially of Z-

1,1,1.4,4 4-hexafluoro-2-butene and a component selected from the group
consisting of methy! formate, penlane, 2-methylbutane, 1,1,1,3,3-
pentafluorobutane, trans-1,2-dichloroethylene, 1,1,1,3,3-
pentafluoropropane, dimethoxymethane and cyciopentane. ‘

Another embodiment of this invention provides a process for
producing an aerosol product. The process comprises using an azeotropic
or azeotrope-like composition as a prdpeiiant, wherein said azeotropic or
azeotrope-like composition consists essentially of Z-1,1,1,4,4,4-
hexafluoro-2-butene and a component selected from the group consisting
of methyl formate, pentane, 2-methyibutane, 1,1,1,3,3-pentafluorobutane,
frans-1,2-dichioroethyiene, 1,11 ,3,3~pentéﬂu0roprcpane.
dimethoxymethane and cyclopentane,

Another embodiment of this invention provides & process using an
azeotropic or azeotrope-iike composition as a heat transfer media,
wherein said azeotropic or azeotrope-like composition consists essenially
of Z-1,1,1,4,4.4-hexafluoro-2-butene and a comporent selected from the
group consisting of methyl formate, pentane, 2Z-methyibutane, “i,"1,"i,3,3-
pentafluorobutane, trans-1,2-dichlorosthylene, 1,1.1,3,3-
pentaflucropropane, dimethoxymethane and cyclopentane.

Another embodiment of this invention provides a process for
extinguishing or suppressing a fire. The process comprises using an
azeoctropic or azeotrope-like composition as a fire extmgutghmg or
suppression agent, wherein said azeotropic or azeotrope-fike composi’tson
consists essentially of Z-1,1,1,4.4,4-hexafluoro-2-butene and a component
selected from' the group consisting of methyl formate, pentane, 2-
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methylbutane, 1,1,1,3,3-pentaflucrobutane, trans-1,2-dichioroethylene,
1,1,1,3,3-pentaflucropropane, dimethoxymethane and cyclopentane.
Another embodiment of this invention provides & process using an
azeotropic or azeotrope-like composition as dielectrics, wherein said
azeotroplc or azeotrope-like composition consists essentially of Z- |
1,1.1,4,4,4-hexafluoro-2-butene and a component selected from the group
consisting of methy! formate, pentane, z-m-ethylbu'tane, 1,1,1,3,3-
pentafluorobutane, frans-1,2-dichloroethylene, 1,1,1,3,3-
pentafluoropropane, dimethoxymethane and cyciopentane.
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CLAIMS

An azeofropic composition consisting essentially of:

{a) Z-1,1,1,4 4, 4-hexafluoro-2-butene; and

{b) pentane;

wherein the pentane is present in an effective amount to form an azeotropic
combination with the Z-1,1,1,4,4,4-hexafluoro-2-buiene, and

wherein said composition consists essentially of from about 48.2 mole percent fo
about B8.7 moie percent Z-1,1,1,4 4 4-hexafluoro-2-butene and from about 51.8 mole

'percert to about 41.3 mole percent peniane, which has boiling point temperature of from

about -20 °C to about 120 °C at a pressure of from about 2.2 psia (15 kPa) fc about 182
psia (1250 kPa).

An azeotrope-fike composition consisiing essentially of:
(a) Z-1,1,1,4,4,4-hexafiuoro-2-buiene; and
(h) pentane;

wherein the pentane is present in an effective amount to form an azeotrope-like
combination with the Z-1,1,1,4,4 4-hexafiuoro-2-butens, and

wherein said azeofrope-like composition consists essentially of from 45 o 89
weight - percent Z-1,1,1,4,4,4-hexafluoro-2-butene and from 55 to 1 weight percent
pentane, and characterized by: at a temperature of from -40 °C o “20 °C, said
compasition having a difference in dew point pressure and bubble point pressure of less
than or'equal fo & percent based upon the hubble point pressure.
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AZEQOTROPIC AND AZEOTROPE-LIKE COMPOSITIONS OF
£-1,1,1,44 4-HEXAFLUORO-2-BUTENE

Abstract

Azeotropic or azeotrope-ike compositions are disciosed. The azeotropic or
azeotrope-like compositions are mixtures of Z-1,1,1,4,4,4-hexafluoro-2-butene with methyl
formate, pertane, 2-methylbifane, 1,1,1,3,3-pentafiucrobutane, frans-1,2-
dichlcroethyiene, 1,1,1,3,3-pentafluoropropane, dimethoxymethane, or cyclopentane. Also
disclosed is a process of preparing a thermoplastic or thermosst foam by using such
azeotropic or azeofrope-tike compositions as blowing agents. Also disclosed is a process
of producing refrigeration by using such azeofropic or azeotrope-iike compositions, Also
disclosed is a process of using such azeotropic or azeotrope-like compositions as
solvents. Also disclosed is a process of producing an aerosol product by using such
azeofropic or azeotrope-like compositions, Also disclosed is a process of using such
azeotropic or azeotrope-like compositions as heat transfer media. Alsc disclosed is a
process of extinguishing or suppressing & fire by using such azeotropic or azectrope-like
compositions, Also disclosed is a process of using such azeotropic or azeotrope-iike
composiiions as dielectrics

{Figure 8)
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