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IDLE MODE HANDLING IN A HYBRID GSM/CDMA 
NETWORK 

FIELD OF THE INVENTION 

The present invention relates generally to wireless 
telecommunications, and specifically to advanced cellular telephone 
networks. 

BACKGROUND OF THE INVENTION 

The Global System for Mobile (GSM) telecommunications is used in 

cellular telephone networks in many countries around the world. GSM offers · 

a useful range of network services and standards. Existing GSM networks are · 
based on time-division multiple access (TOMA) digital communications : 
technology, but an evolution is taking place toward the use of code-division · 
multiple access (CDMA) technology. The present invention is applicable to 
both. existing and future GSM p.etworks, and although terminology used in / 
the present patent application relates to existing GSM standards, it will be 
understood that the present invention is in no way limited to currently-· 
existing standards or networks. 

Handover in cellular systems can take place either while the MS is · 
operating in a dedicated mode, i.e., during a telephone call, or while the MS is .. 

in an idle mode, between calls. The objective of the idle mode handover is to 
have the MS "camped on" the most appropriate base station cell of the 
network (i.e., tuned to the cell's control channels in order to receive paging 
and broadcast signals therefrom); and registered in the network via that cell 
The MS is then ready to initiate or receive service requests immediately upon 
demand. 

The GSM family of standards, and in particular, GSM standard 03.22, 
which is incorporated herein by reference, define idle mode operation in 
terms of three major, interrelated processes: 

• Selection of a public land mobile network (PLMN); 
• Cell selection and reselection; and 
• Location updating. 

In the protocol stack defined by GSM standards for signaling between the MS 

and base station, these idle mode functions are carried out by a radio interface 
protocol layer' 3 (RIL-3). Within this layer, the cell selection/reselection 
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process is carried out by a radio resource managemeJ:lt (RR) sub-layer; and the 

PLMN selection and· location updating proces8es are carried out by a mobility 

management (MM) sub-layer. 
Every time the MS enters the idle mode (upon switch-on or 

upon termination of a q1ll), it selects a PLMN and attempts to camp on a cell 

of that PLMN. The p~rticular PLMN to be contacted may be selected either 

manually or automatically, according to a predefined: order of priorities. The 

cell selection procedure verifies that the MS is camped on a suitable cell, in 

which it will be able t(). reliably receive and decod~ data and in which it is 

likely to be granted ac~ss when iIU.tiating .a call. Cell selection may be based 

on a general search of all possible base station chann~ls, or it may be aided by 

reference to a stored list of cells and/ or cell signa~ strength measurements 

made while the MS wa~ in dedicated mode. The alternative methods of cell 
selection are referred to in GSM parlance as follows: : 

Normal Cell · Selection, wherein the MS searches all channels in all 
supported bands of operation; 
Stored List Cell Seiection, wherein the search is based on a stored list of 

cells in order to speed up the initial cell selectio,~; and . 
Choose Cell Selection wherein the MS uses measurements made in 

dedicated mode in order to speed up cell selection after call 
termination. 

Once the MS has selected and camped on the appropriate cell, it sends a 

location update message to the base station so as to register its location with 

the network. 
The MS . continualiy monitors the. signal received from the 

current cell on which it is camped, as well as the signals from neighboring 
cells. H a cell change is indicated, for example, because the signal from one of 

the neighboring cells is stronger than that of the current cell, or because of 

network conditions and priorities, cell reselection is invoked,. followed by 
location update as required. · If the MS loses contact with the current cell, cell 

selection and, if necessary, PLMN selection are likewise invoked. 

H no suitable cell is found or the MS is not permitted to receive service 

(if, for example, the GSM subscriber identity module [SIM] is not properly 

inserted, or the network rejects a location update request), the MS enters a 

limited service mode. In limited service, the MS atteiripts to camp on any cell 

that will allow it to make emergency calls, irrespective of its PLMN identity. 
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Although the above description refers specifically to GSM standards 
and TOMA operation, handover and idle mode functions are a part of other 
cellular systems· and standards, as well. Code-division multiple access 
(CDMA) is an improved digital communications technology, which affords 
more efficient use of radio bandwidth than TOMA, as well as a more reliable, 
fade-free link between cellular telephone subscribers and. base stations. The 
CDMA standard that is currently· deployed is TIA/EIA-95 (commonly 
referred to as IS-95), promulgated by the Telecommunications Industry 
Association (TIA). 

GSM and CDMA standards of ·relevance to the present patent 
application are lis~ed for reference in Appendix A at the end of this 
specification. 

Hybrid GSM/CDMA cellular communications systems are described 
in the patent literature, although none have yet been commercially deployed. 
For example, PCT patent application PCT /US96/20764, which is incorporated 
herein by reference, describes a wireless telecommunications system that uses 
a CDMA air interface (i.e., basic RF communications protocols) to implement'•· 
GSM network services and protocols. Using this system, at least some ·of the. 
TDMA base stations (BSSs) and subscriber units of an existing GSM network 
would be replaced or supplemented by corresponding CDMA equipment.• · · 
CDMA BSSs in this system are adapted to communicate with GSM mobile 
switching centers (MSCs) via a standard GSM A-interface. The core of GSM 
network service$ is thus maintained, and the changeover from TOMA to 
CDMA is transparent to users. 

Hybrid cellular communi~tions networks, incorporating both GSM 
and CDMA elements, are also described in PCT patent publications WO 
95/24771 and WO 96/21999, and in an article by Tscha, et al., entitled 11 A 
Subscriber Signaling Gateway between CDMA Mobile Station and GSM 
Mobile Switching Center, 0 in Proceedings of the 2nd International Conference 
on Universal Personal Communicatio~, Ottawa (1993), pp. 181-185, which 
are incorporated herein by reference. None of these publications deals with 
specific issues of how to implement efficient handovers and idle mode 
operation in such hybrid networks. 

PCT patent application PCT /US97 /00926, which is also incorporated 
herein by reference, describes methods of dedicated intersystem handover 
between CDMA and TOMA BSSs in a hybrid GSM/CDMA 
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telecommunications system. A GSM/TDMA BSS generates pilot beacon 
signals in accordance ·with CDMA technology. Dµring a telephone call, a 
subscriber unit detects the pilot signals and notifies. a base station controller 
that the signals have been detected. The subscriber unit is then handed over 
from the CDMA to the 'JJ)MA BSS withoutinterruptµi.g the call. 

SUMMARY OF THE INVENTION 

It is an obj~ct of the present invention to provide methods and 
apparatus for use in a hybrid GSM/CDMA cellular communications network. 

It is a. further object of some aspects of the present invention to provide 
methods enabling improved idle mode operation of mobiles stations ina 
hybrid cellular network. 

It is still a furthe~ object of some aspects of the present invention to 
provide improved methods and apparatus enabling handover of a mobile 
station between TDMA and CDMA base stations while the mobile station is 
in idle mode. 

In preferred embodiments of .. the present invention, a mixed 
. GSM/CDMA celhtlar com1l\unication$ system includes both TDMA and 
CDMA base station subsystems (BSSs), associated with a public land mobile 
netw?rk (PLMN). The system is preferably adapted to provide both circuit­
switched and packet-switched services. Systems of this type are described 
generally in the above-n:ientioned PCT patent applications, and in U.S. patent 
application no. 09 /365,967, which is assigned to the assignee of the present 
patent application and whose· disclosure is incorporated herein by reference. 
A mobile station (MS)· in· the system is capable of communicating with both 
types of base stations, by· appropriately switching between TDMA and 
CDMA air interfaces, while preferably using GSM network protocols over 
both types of interface. While operatirig in idle mode, the MS automatically 
selects a base station cell to camp on by receiving and evaluating signals from 
both TOMA and CDMA cells. 

While the MS is camped on a cell of one type (TOMA or CDMA), it 
monitors cells of both the same type and of the other type. The MS can 
reselect a cell of either type, as appropriate, based on the signals received and 
on other predetermined criteria, such as . netWork conditions and user 
preferences. The criteria and procedures for monitoring and reselection are 
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preferably chosen so as to.minimize power consumptionby the MS in the idle 
mode. Further preferably, idle mode.operation and cell selection/reselection 
by the MS are ·governed by a protocol stack including a hybrid GSM/CDMA 
radio resource management (RR) sub-layer. The hybrid RR sub-layer is aware 
of and chooses between TOMA and CDMA lower (physical)layers. 

Preferably, to reduce cost, weight and power consumption, the MS has 
a single· transceiver, with respective, selectable modes for GSM/TDMA and 
CDMA use. It will be appreciated, however, that the principles of the present 
invention may similarly be applied using mobile stations and networks of 
other types, for example, using a mobile station having separate or only 
partially integrated TOMA and CDMA transceivers, or in other hybrid 
networks that are not GSM-compliant. . 

In preferred embodiments of the present invention, idle mode behavior 
of the MS is based' on balancing the following requirements: 
1 . To camp on the best cell available; 
2 • To avoid losing paging messages; 
3 • To minimize activity in idle mode in order to save battery life. 

Preferably, the MS in idle mode continually assesses signal . 
measurements from both the cell on which the MS is camped (referred to 
herein as the serving cell) and from neighboring cells, and also receives .cell 
broadcast information from the network in order to select the most adequate 
cell available to camp on. Optimal cell selection has a direct influence on .the 
rate. of success in initiating a service call or responding to a paging request. 
Timely cell reselection, when a neighboring cell is found to be preferable to 
the serving· cell~ is useful in avoiding abrupt loss of coverage. 

Similarly, in order to avoid losing paging messages, it is important to 
camp on the best available cell and to avoid "blind" camping on a cell that has 
not been evaluated in advance. This need is balanced, however, by loss of 
paging messages that may occur due t() frequent changes of location area or 
air interface reselection. 

The battery life depends on the amount of idle background activity. 
Every cell change and especially every change of location area or air interface 
reselection means increased activity, because the MS must read the new cell 
parameters and may have to set up a signaling connection for location 
update if the location area has changed. Monitoring multiple radio bands 
(such as the 900 and 1800 MHz bands of GSM) and dual air interfaces also 
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means increased activify that will have impact on the battery life. Therefore, 

in order to save ba~ry life, the MS preferably minimizes dual-interface 

activity and performs aµ- interface reselection only when necessary. 

In preferred empodim.ents of the present invep.tion, the air interface is 

reselected under two alt~mative sets of circumstances: 

1 . Forced reselection,. 'Y"hich occurs if there is an. ab,rupt end of coverage of 

. the active air interfa~e (i.e., the air interface of th~ cell on which the MS is 

camped; the other of. the two air interfaces is. referred .. to in this context as 
the passive air interface). In such circumstances, the MS has no prior 

information regarding the cells of the new air interface, and must handle 

. the change as thougli it were making an initial ce1.J,· selection, as at power-

on, for example. . 
2 • Ordered reselectio~, whkh oc~urs upon expiration of predefined 

threshold conditio~, ~aving to do, for exa:inple, w~th the signal strengths 
or qualities of . cells Qn the active air: j.nterfaces. In this case, the MS 

. . . . . . . 

monitq:r:s both. the ai:tive .and pa~~ive a~~ .int¢rfaces. prior to mode 
reselection, an~ the, mode change. is preferably handled in a manner 

. generally similar to a cell reselection. , .... 
· ; · Optionally, in addition to such n~hvork-iii.voked periodic searches, the 

. MS, itself o:perates a ~oq~ search timer ~q .as. to invok~ periodic monitoririg of 
; . the passiv~ mode. The proer enables th.~ MS to. avoiq endless camping on a 

. less-prefefif!~ air interface.. · · . . 

. Typically, o~e of. ~e air htterfaces, most preferably the CDMA air 

interface, is set by the network or by a user of the MS as the preferred air 

interface, over which the MS chc;>oses to communicate when a choice exists 

between camping on a GSM/TDMA or GSM/CDMA.;cell. The.preferred air 

interface is recorded .in the MS, either in a subscriber: identification module 
(SIM) inserted in the M$, or in a non-volatile memory of the MS itself. The 

SIM is preferably compatible with GSM standards, but includes an extended 

memory segment (file) . for storing information, such as user preferences, 

relating to CDMA and hybrid operation. 

Preferably, wh~l,"l forced reselection of the air interface occurs, the MS 

first attempts to select the last active interface, when known. Otherwise, the 

MS may selE:?ct the user's preferred air interface, if such a preference is defined 

and programmed in the SIM, or a default air interface, programmed in the 

non-volatile memory. If no suitable cell is found on the selected air interface, 
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the cell selection teml.inates, and the MS attempts to select other air 
interface(s). Preferably, to optimize selection when the MS has no a priori 
information on the existence or precedence of cells on one air interface or 
another,. an·initial decision on the order of interface selection is preferably 
preceded by an initial power measurement of signals received over both air 
interfaces on their respective frequency bands. Finally, if all available 
interfaces are attempted and no suitable cell is found, the mode selection 
terminates with a failure indication communicated to an upper protocol layer 
and thence to the user. 

Preferably, the MS undertakes ordered reselection when 
predetermined reselection criteria have been met For example, in a preferred 
embodiment of the present invention, the MS begins periodic monitoring of 
the passive air interface if all the following conditions are met 
1 . The network broadcasts an indication to the MS that neighboring cells 

operating over the passive air interface are available; and 
2 • The signal levels received by the MS from all cells operating over the 

active air interface are below a predetermined threshold (which may be 
broadcast over the network) for a given time period T, wherein preferably 
T=S seconds; and 

3 • There are fewer than a predetermined number of cells, preferably less than 
two such cells, in a list of "Neighbor Candidate" cells in the active mode 
for a given time period T. 

The MS then decides whether to perform an air interface reselection by 
measuring and comparing the strengths of signals or the relative quality of 
signals received from cells over ~e active and passive air interfaces. In some 
preferred embodiments of the present invention, for purposes of the decision 
on air interface reselection, the measured signals strengths or qualities are 
weighted by combined reselection criteria, including: 

Air interface preference (or priority), as described hereinabove; 
Interface reselection hysteresis, a factor added to prevent frequent 
change between the air interfaces; 

Strong neighbors (SN) assessment, to take into account a situation in 
which the MS is located in a border cell of a given coverage area, so as 
to change the active mode before encountering an abrupt end of 
coverage. 

Other suitable criteria will be apparent to those skilled in the art. 
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There is therefore provided, in accordance with a preferred 

embodiment of the;? present invention, in a mobile wireless 

telecommunications system, which includes base stations of a fi,rst type 

operating over a first air interface, and base stations of a· second type 

operating over a secpqq. air interface, a method for reselection by a mobile 

station camped on a cell associated with a first base station, which is of the 

first type, of a second base station, which is of the secpnd type, including: 

receiving signals over the second air interfa(Ze from the second base 

station; 

evaluating a characteristic of the signals; . 

responsive to the characteristic, selecting the second base station in 

place of the first base station; and 

camping on a cell associated with the second base station. 

Preferably, one of the first and second air interfaces includes a TOMA 

crlr interface, and the o~er includes a CDMA air interface, wherein evaluating 

the characteristic includes applying a CDMA path.loss criterion to the signals . 

... Additionally or altem.atively, selecting the second· base station includes 

applying cell selection·· and ·reselection procedures over the CDMA air. 

interface in a manner ·substantially transparent to a GSM radio interface ·. 

protocol layer of the mobile station. Preferably, while the mobile station is • 

camped on the cell associated with the base station operating over the CDMA 

air interface, it performs idle mode procedures generally in accordance with a 

. GSM standard. 

Further preferably, selecting the second base station in place of the first 

base station includes using a sing~e radio resource management protocol layer · 

in the mobile station supporting both GSM and CDMA. operating modes. In a 

preferred embodimeI\t, the radio resource management protocol layer 

includes parallel GSM and CDMA protocol subl~yers and a combiner 

sublayer which selec~a: either the GSM or the CDMA. operating mode. 

Preferably, the combiner sublayer receives messages from a mobility 

management protocol layer at a service access point in accordance with GSM 

standards, and maps the messages to primitives which ·it directs to the 

selected GSM or CDMA sublayer. 

In a preferred embodiment, receiving the signals over the second air 

interface includes receiving signals using a single radio transceiver in the 

mobile station which is also used to receive the signals over the first air 
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interface. Preferably, receiving the signals includes receivmg signals in either 
a GSM or a CDMA signaling mode. 

Preferably, while the mobile station is camped on.the cell associated 
with the first base station, it receives'. signals therefrom during intermittent 
active periods of the mobile station, and receiving the signals over the second 
air interface includes seeking and receiving signals during sleep periods of 
the mobile station intermediate the active periods. 

In a preferred embodiment, receiving the sigz_ials includes controlling 
the mobile station to receive signals over the second air interface responsive 
to a detected loss of coverage by signals on the first air interface. 

In another preferred emb~c;l~ment, receiving the signals includes 
initiating monitoring of signals overthe·second air interface responsive to an 
indication that a predetermined monitoring criterion has been met. 
Preferably, the indication includes a message broadcast to the mobile station 
over the first air interface that cells are available over the second air interface. 
Further preferably, initiating the monitoring includes initiating mon~toring 
over the second air interface responsive to a level of the signals received: OVeJ:' 
the first air interface. Most preferably, .the mobile station attempts to receive 
signals from a plurality of candidate cells over the first air interface, and 
wherein initiating the monitoring includes initiating monitoring over the 
second air interface when the signals received over the first air interface are 
below a predefined level for a predetermined period of time. 

Preferably, the mobile station attempts to receive signals from a 
plurality of candidate cells over the first air interface, and initiating the. 
monitoring includes initiating monitoring over the second air interface when 
the number of candidate cells over the first interface is less than a 
predetermined minimum number for a predetermined period of time. 
Additionally or alternatively, initiating the monitoring includes initiating 
monitoring upon expiration of a predetermined time period during which 
monitoring over the second air interface has not occurred. 

In a preferred embodiment, receiving the signals includes regulating 
energy expended by the mobile station in receiving the signals responsive to a 
desired level of energy consumption by the mobile station. Preferably, 
regulating the energy expended includes setting a sampling rate at which to 
receive the· signals responsive to the desired level of energy consumption. 
Additionally or alternatively, regulating the energy expended includes 
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choosing a number of the base stations of the se!=ond type from which to 

receive the signals responsive to the_ desired level of energy consumption. 

Further additi0nally or alternatively, regulating the ~ergy expended further 

includes regulating the availability of the mobile statj.on to receive the signals 

responsive to '1 desired level of quality of service• provided by the mobile 

station. 
Preferably; evaluating. the characteristic inclu~~s comparing the signals 

received from the second base station to signals received over the first air 

interface from the first base station and applying z:eselection criteria to the 

received signals so as to determine whether to. select the second base station. 

In a preferred embodiment, applying the criteria includes weighting 

measured c.,_aracteristics of the signals responsive to a predetermined air 

interface preference. P~eferably, the preference is setby a user of the mobile 

station. Alternatively, the preference is set by a.network with which the base 

stations are associated. Additionally or alternatively~ ~he mobile station stores 

a record of the preference .. • 
Preferably, applying the criteria includes applying a predetermined 

· hys~resis factor so as to prevent.: recurrent reselection, of the air interface. 

In a preferred embodiment, comparing the signals includes performing 

an assessment of stron& neigli.bor cells whei:t the mo'J>ile station is in a border 

·. area of coverage provided over· the first air interface. 

Preferably, evaluatingthe charaeteristic includes comparing power 

levels of the signals received over the first. and second air interfaces and 

. comparing path-loss <;riteria derived from the signals received over the first 

and second air interfaces. 

Additionally or alternatively, selecting the seccnd base station includes 

· selecting a base station responsive to selection by the mobile station of a 

public land mobile ne.twork with which to communicate. · 

In a preferred e~bodiment, selecting the secoI}d base station includes 

receiving information broadcast over the first air interface in relation to 

criteria for interface. r.eselection, and selecting the .second base station 

responsive to the broadc:ast information. 

In another preferreq embodiment, selecting the second .base station 

includes storing info:rmation in a memory module of the mobile station in 

relation to criteria for interface reselection, and selecting the second base 

station responsive to the stored information. 
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There is further provided, in accordance with a preferred embodiment 

of the present invention, in a mobile wireless telecommunications system, 

which includes a first cell associated with a first air interface, and a second 

cell associated with a second' air interface, a mobile station, including: 

at least one radio transceiver, which receives signals from the first and 

second cells over the first and- second air interfaces, respectively; and 

control circuitry, which processes the signal received from the second 

cell while the mobile station is camped in idle mode on the first cell, and 

which evaluates the second: signal and, responsive thereto; directs the mobile 

station to reselect and camp on the second cell. 

Preferably, the at least one transceiver includes a single radio 

transceiver capable of operating over either the first or the second air 
interface. 

In a preferred embodiment, the mobile station includes a Subscriber 

Information Module, which stores- information in relation to criteria for 

interface reselection, and the control circuitry determines whether the mobile 
station should reselect and camp on the second cell responsive to the stored 
information. 

Th.ere is also provided, in accordance with a preferred embodiment of 

the present invention, in a mobile wireless telecommunications system, a 
method for cell reselection by a mobile station camped on a . first cell, 
including: 

receiving signals over the air from a second cell; 

determining whether the second cell belongs to a different location 
area from the first cell; 

evaluating a characteristic of the signals, responsive to the determined 
location area of the second cell; and 

responsive to the evaluation, selecting the second cell for camping in 
place of the first cell. 

Preferably, evaluating the characteristic of the signals includes 

applying a. threshold criterion to the signals. The threshold is preferably­
relatively higher when the second cell belongs to a different location area than 

the first cell and is relatively lower when the second cell belongs to the same 

location area as the first cell 
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In a preferred embodiment, determining whether. the second cell 

belongs to a different location area includes recei$g a broadcast from the 

first cell indicating the location area of the second ce~. ·· 

In another preferred embodiment, determining whether the second cell 

belongs to a differen~ .location area includes· looking up in a memory of the 

mobile station a stored 'record of the location area of the second cell. 

There is additionally provided, in accor~ance with a preferred 

embodiment of th,e present invention, iri a mobile wireless 

telecommunications system, a mobile station; including: 

a radio transceiver, which receives signals fr~m a second cell while the 

mobile station is camped on a first cell; and 

control circuitry, which determines whether the second cell belongs to 

a different location area from the first cell and proce13Ses the signals received 

from the second cell responsive to the determined location area of the second 

cell, so as to decide w}.tether to select the second celi for camping in place of 
the first cell. . 

The present ~yention will . be .more: fully . understood. from the 

following detailed description of the preferred embodiments thereof, taken 

together with the drawings in which: 

BRIEF DESCRIPTION OF'THEDRAWINGS AND 
APPENDICES 

Fig. 1 is a schematic block diagram of a hybrid GSM/CDMA cellular 

communications system, in accordance with a preferred embodiment of the 

present invention; 
Fig. 2 is a schematic illilstration showing cells in the system of Fig. 1, 

useful in understanding methods of cell and air itj.terface selection in idle 

mode, in accordance with preferred embodiments of the present invention; 

Fig. 3 is a schematic block diagram illus~rating communication 

protocols between a mobile station and base station subsystems in the system 

of Fig. 1, in accordance.with a preferred embodiment of the present invention; 

Fig. 4 is a schem~tic block diagram of a hybrld GSM/CDMA mobile 

station, in accordance with a preferred embodiment of the present invention; 
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Fig. 5 is a schematic block diagram illustrating detaiJs of protocol 

layers shown in Fig. 3, in accordance with a preferred embodiment of the 

present invention; 

Fig. 6 is a schematic block diagram illustrating message flows between 

the protocol layers shown in Fig. 3, in accordance with a preferred 

embodiment of the present invention; 
Figs. 7 A-7B are flow charts illustrating idle mode behavior of a mobile 

station in the system of Fig. 1, in accordance with a preferred embodiment of 
the present invention; 

Figs. 8A-8B and 9A-9B are flow charts illustrating idle mode processes 
carried out by the mobile station, in accordance with a preferred embodiment 
of the present invention; 

Figs. lOA and lOB are flow charts illustrating methods of idle mode cell 
selection, in accordance with a preferred embodiment of the present 
invention; 

Fig. 11 is a flow chart illustrating a method of idle mode cell 
reselection, in accordance with a preferred embodiment of the present' 
invention; 

Fig. 12 is a flow chart illustrating a method of air interface selection, in · 

accordance with a preferred embodini.ent of the present invention; and 
Fig. 13 is a block diagram that schematically illustrates decision criteria 

for determining whether reselection of the air interface is required, in 
accordance with a preferred embodiment of the present invention. 

Appendix A contains a listing of published standards of relevance to 
the present invention, which are incorporated herein by reference; 

Appendix B contains an explanatory summary of terms and 
abbreviations used in the present patent application, provided for the 
convenience of the reader; and 

Appendix C contains a description of interfaces, primitives and state 
variables associated with radio resource (RR) management protocols carried 

out by a mobile station, in accordance with a preferred embodiment of the 
present invention. 

SUBSTITUTE SHEET (RULE 26) 
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DETAILEP DESCRIPTION OF PREFERRED EMBODIMENTS 

GENERAL FEATURES OF A HYBRID GSM/CDMA CELLULAR SYSTEM 

Reference is now made to Fig. 1, which is a sch.~matic block diagram of 
a hybrid GSM/CDMA cellular communications system 20, in accordance 
with a preferred embodiment of the present invention. System 20 is built 
around a public land mobile network (PLMN) 22, which is based on GSM 
network protocols, as. described hereinabove. Although for the sake of 
simplicity, only one PLMN is shown in Fig. 1, there may be multiple, different 
networks of this sort th.rough which subscriber units c:::an communicate. 

. PLMN 22 comprises at least one mobile"."services switching center 
(MSC) 24, or possibly a number of such centers (although only one MSC is 
shown here for clarity of illustration), which controls network operations 
within a geographical area. Among other functions, MSC 24 is responsible for 
location registration of subscriber units and handover of subscriber units 
·between base stations, as well as linking PLMN 22 to a public switched 
telephone network (PSTN) and/or·packet data m~twork (PON) 48. The 
PLMN also comprises a· network management center (NMC) 26 and a cell 
broadcast center (CBC) 28, in accordance with GSM standards. The functions 
and operation of system 20 are described further in the above-mentioned U.S. 
patent application 09 /365,967. 

System 20 includes a plurality of mobile stations (MS) 40, which 
communicate with PLMN 22 via a plurality of base station subsystems.(BSS) 
30 and 32 over a wireless RF link in one or more of the accepted 'Cellular 
communications frequencies. MS 40, which is also known as a subscriber 
unit, is capable of communicating with both GSM BSS 30, using a 
substantially standard GSM TOMA signaling protocol, and CDMA BSS 32, 

· using CDMA-based communication methods described hereinbelow. 
Both GSM BSS 30 and CDMA BSS 32 communicate with and are 

controlled by MSC 24. Communications between GSM BSS 30 and MSC 24 
are substantially in accordance with GSM standards. CDMA BSS 32 
communicates with PLMN 22 in accordance with GSM standards,. BSS 32 
also communicates with CBC 28, so as to receive messages to be broadcast 
over the air, preferably as described in U.S. patent application no. 09/365,963, 
which is assigned to the assignee of the present patent application and whose 
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disclosure is incorporated herein by reference. BSS 32 preferably also 
comprises a radio operation and maintenance center (OMC-R) 38, which 
communicates with NMC 26. 

Communications between CDMA BSS· 32 and MS 40 are built on a 
CDMA 11 air interface," which is preferably generally in accordance with the 
IS-95 standard for COMA communications. BSS 32 is built around a base 
station controller (BSC) 34, which controls and communicates with a number 
of base station transceivers (BTS) 36. Each BTS transmits RF signals to and 
receives RF signals from MS 40 when the MS is within a geographical area, or 
cell, served by the particular BTS. When entering idle mode, either 
immediately after switch-on or in between calls, the MS selects and camps on 
one of the cells. While in the idle mode, the MS continually monitors other, 
generally neighboring, cells to determine whether to select a new cell on 
which to camp. 

Fig. 2 is a schematic map of overlapping GSM/TDMA cells 47 and 
GSM/CDMA cells 49 in system 20, illustrating aspects of idle-mode cell 
selection, in accordance with a preferred embodiment of the present 
invention. When MS 40 is in a region served only by TI?MA cells 47 (i.e., 
associated with GSM BSS 30), it will select and camp on one of these cells and 
will periodically monitor signals received from neighboring cells to determine 
whether cell reselection (selection of a new TDMA cell to camp on) is called 
for. When the MS moves into any of cells 1-5 shown in Fig. 2, however, it 
may also monitor CDMA signals from cells associated with CDMA BSS 32. H 
appropriate, the MS will select one of the CDMA cells to camp on, so that not 
only the cell, but also the air interface, is reselected. Cells 3, 4 and 5 would be 
considered "border cells," in which MS 40 is known to be reaching the end .of 
the region served by GSM/TDMA BSSs and in which reselection of the air 
interface may be required. Similar processes of cell and ait interface 
reselection take place when the MS is served by one of the CDMA cells. 

Methods for performing such monitoring, cell selection and reselection 
in system 20 are described further hereinbelow. Methods for performing 
handovers between GSM/CDMA and GSM/TDMA service and vice versa in 

dedicated mode (during a call), as well as between one CDMA BSS 32 and 
another in system 20, are described· further in the above-mentioned U.S. 
patent application no. 09 /365,967. By virtue of such methods and of the 
architecture of system 20, as shown in Fig. 1, MS 40 receives the benefits of 
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CDMA service in thos~ regions served by system 20 in which the service has 

been implemented, without losing service in TOMA regions .. Transitions 

between CDMA and ID.MA regions are substantiall,y transparent to users of 

MS 40, because higher .. l,evel GSM network protocols are observed throughout 

the system, and only the Iower--level RF physical interface is changed during 

the transition. 

. . 

MOBILE STATION STRUCTURE AND PROTOCOLS 

Fig. 3 is a block ~iagram that sc:hematically illustrates communications 

protocol stacks betwe~n MS 40 and BSSs 30 and J._2, in accordance with a 

. preferred embodiment_ of the present invention. M~ 40 communicates with 

GSM BSS 30 over a GSM/TDMA air interface,· ID. accordance with GSM 

standards substantially without modification. ~erefore, substantially no 

modification is required to BSS 30 or to GSM Layer 1 and Layer 2 standard 

interface ptotocols, fu~icated by blocks 53 and 54 _ffi. the figure, in order to 
accommodate MS 40. MS 40 cpmmunicates with CDMA BSS 32 over a 
~DMA air interface, preferably based on a CDMA IS-95 air interface with 

certain modifications. Mobile stations known iJ1 the. art are capable o! 

operating over either a GSM air interface· or a CD¥A air interface, but not-
both. · 

Irt order to sustain both of these interfaces, MS 40 compris.es mobile 

equipment (ME) 42 (Fig. 1), which includes either nro radio transceivers, one 

configured for TDMA operation and one for CDMA, or a single .transceiver 

which can dynamically switch between TOMA and CDMA. The ME also 

includes mobile termination (~, which supports terminal equipment (TE) 

. 46 for voice and/ or 4ata input and output. In ad<J..ition, MS 40 comprises a 

subscriber identity mo<,lule (SIM) 44, in accordance with GSM standards. 

Fig. 4 is a schematic block diagram illustr~ting MS 40, which here 

comprises a single radio transceiver in ME 42, in ac~ordance with a preferred 

embodiment_ of the pr~sent invention. MS 40 is built around a modem unit 

59, including a DSP C()re 60 capable of generating an.d processing both. TOMA 

and CDMA signals. Preferably, co:i;e 60 comprises an ASIC device, including 

stand .. alone CDMA trill\Smission/reception proce~sing, which is supported 

by GSM timing logic 64 and a GSM hardware accelerator (or DSP) 62, as well 

as having a port for SIM 44. Core 60 receives input Ci,nd delivers output to TE 

46. In this case, TE. 46 is represented as an audio microphone and speaker, 

and core 60 performs DI A and A/D conversion, as well as vocoding 
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functions on the audio signals, as are known in the art. Core 60 may, 
additionally or alternatively, be configured to work with TE 46 providing 

digital data input/ output, such as a fax device. 
Core 60outputs digital data, which may be in either TOMA or CDMA 

format, to a mixed-signal output device 66. Device 66 processes and converts 
the data to analog baseband form, for input to. RF transmitter 68. A duplexer 
70 conveys the resultant RF signals via antenna to the GSM or CDMA base 
station, as appropriate. Signals received from the base station are passed by 
duplexer 70 through an RF receiver 72 and a mixed-signal input device ·74, 

which performs baseband conversion and AGC functions, to core 60~ 
Preferably, transmitter 68, receiver 72 and mixed-signal devices 66 and 74 are 
controlled by core 60. 

In a preferred embodiment of the present invention, SIM 44 of 
GSM/CDMA MS 40 comprises an extended read/write memory. This 
memory is used to record date and programs used in GSM/CDMA operation, 
which are not required for or supported by conventional GSM operation. 
Additionally or alternatively, the MS includes an integral non-volatile 
memory, independent of the SIM, in which such data and programs are 
stored. 

RF transmission and reception by MS 40 are preferably at frequencies 
in the GSM 900 and/ or 1800 MHz bands, for compatibility with existing GSM 
equipment, particularly BSS 30. Preferably, transmitter 68 and receiver 72· are 
dual-band devices, capable of operating in both of the GSM bands. Assuming 
that MS 40 includes only the single transceiver shown in Fig. 4, operating in 

the GSM band, CDMA equip~ent in system 20 must be appropriately 
configured to operate in these frequency ranges, as well. 

While MS 40 is in idle mode, i.e., not engaged in setting up or carrying 
out a call, it camps on and actively "listens" to messages from a cell belonging, 
to either GSM BSS 30 or CDMA BSS 32, so as to be prepared to receive a 
paging message from the appropriate BSS. The cell on which the MS is 

camped is referred to herein as the serving cell. Methods by which the MS 
selects one or the other of the air interfaces and selects the cell on which to 
camp are described further hereinbelow. The MS also monitors other cells 
belonging to the selected air interface, referred to herein as the active 
interface, in orderto determine whether to select a different serving cell. In 
order to reduce power consumption in idle mode, typically only one of the air 
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. interfaces is active at any given time. The other ai:r interface is referred to 
herein as the passive i11terface. Under certain circumstances, which are also 
described hereinbelow, the MS monitors signals from cells on the passive air 
interface, whereupon· the passive interface may be reselected to be the active 
interface,.and viee.ve~a. 

Returning to Fig~ 3, whether MS 40 physically includes· one transceiver 
or two, it must support dual air interface Layers 1and2 in its protocol stack, 
for operation vis-a-vis GSM BSS 30 and CDMA BSS 32, respectively. As noted 
above, at any given time, one of these air interfaces.is selected to be· active, 
and the other is passive. The CDMA air interface between MS 40 and CDMA 
BSS 32 comprises CDMA Layer 1(block51 in the figure}, also known as the 
physical layer, which preferably operates on a stanc1.ard IS-95 protocol, and 
CDMA data link Layer 2 (block 52), preferably .based on IS-95, with 
appropriate modification to accommodate the needs of GSM network 
services. 

In idle mode operation, the GSM/CDMA physical layer in the MS 40 
monitors broadcast channels of CDMA BTS 36 for messages addressed to the 
lt4S, operating in either slotted . or non-slotted. mode as appropriate, as. 
described in the above-mentioned U.S. Patent Application 09/365,963. This 
occurs as long as the CDMA air interface is active, or when the GSM air 
interface is active but conditions have arisen in which cells are to be 
monitored on the passive CDMA air interface, as well. The physical layer 
passes messages to the qpper protocol layers in coordfu.ation with the slotted 
mode operation of the MS. 

When the CDMA air interface is active, CDMA Layer 1 measures the 
strength of a pilot beam :associated with the serving cell and a predetermined 
number of neighbor ce1ls belonging to the active interface, preferably six such 
cells. The measurement is preferably refreshed about once per second. On 
the other hand, when. the GSM/TDMA air interface is. the active one, CDMA 
Layer l can also be called upon by a GSM/CDMA RR sublayer 55 (described 
further hereinbelow) to monitor the timing, quality, RF signal strength and 
cell information of neighboring cells belonging to the passive CDMA 
interface. These functions are substantially similar to those carried out by 
GSM/TDMA Layer 1 in accordance with GSM specifications. 

CDMA Layer 2 pr~ferably conforms to IS-95 specifications, but also 
includes functionality, such as message ordering, priority and fragmentation, 
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and suspension and resumption of communications, which is normally 
supported by the standard GSM Layer 2, but not by CDMA IS-95. In 
particular, while MS 40 is in idle mode, CDMA Layer 2 supports both 
unacknowledged operation on paging and access channels, in accordance 
with IS-95 specifications, and acknowl~dged operation for idle mode channel 
request, which is a feature· of GSM specifications. The design and operation 
of such a CDMA Layer 2 are described in greater detail in a U.S. patent 
application entitled, "Signaling Data Link for a GSM-CDMA Air Interface," 
filed September 29, 1999, which is assigned to the assignee of the present 
patent application and whose disclosure is incorporated herein by reference. 
Vis-a-vis GSM BSS 30, air interface Layers 1 and 2 are in accordance with 
GSM standards, substantially without modification. 

As noted in the Background of the Invention, standard GSM protocols 
include a Radio Interface Layer Three (RI13), including three sub-layers, 
above GSM Layer 1 and Layer 2. The lowest of these three Ril3 sub-layers is 
a Radio Resource (RR) management ·sub-layer, which provides services ·to 
Mobile Management (MM) and Connection Management (CM) ·sub-layer 
above it. The RIL3 sub-layers in GSM BSS 30 are substantially unchanged 
with respect to the GSM standard, and the GSM MM: and CM sub-layers are 
likewise maintained substantially without change in MS 40. The CM sub­
layer supports signaling for call processing, as well as GSM supplementary 
services and short message service (SMS). The MM sub-layer supports 
signaling required for updating the location of MS 40 and PLMN selection, as 
described further hereinbelow, and communicates with SIM 44. 

In order to support the ~modified upper MM and CM sub-layers, 
GSM-CDMA RR sub-layer 55 is introduced in the MS 40 and BSS 32 protocol 
stacks. The GSM/CDMA RR sub-layer in the MS, which manages radio 
resources and maintains radio links between MS 40 and BSSs 30 and 32, is 
"aware" of the existence of the dual GSM and CDMA lower layers (Layers 1 
and 2) in the MS 40 protocol stack. It invokes the appropriate lower layers in · 
the MS stack to communicate with either the standard RIL3-RR sub-layer of 
BSS 30 over the GSM air interface or the GSM/CDMA RR sub-layer of BSS 32 
over the CDMA air interface. The MM and CM sub-layers are not processed 
by BSS 32, but are rather relayed through between MS 40 and MSC 24 for 
processing in a manner substantially transparent to the CDMA air interface 
layers below. 
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GSM/CDMA RR sub-layer 55 supports standard .GSM RIL3-MM and 

CM sub-layers 56 and 57 above it regardless of which of the air interfaces is in 

use. The RR sub-layer preferably offers complete raqio resource management 

functionality as defined by GSM specifications 04;07 and 04.08, which are 

incorporated herein by reference .. · Although a 11R,E.n sub-layer per se is not 

defined by the CDMA IS"."95 standard, the GS:tv.J:/CDMA RR sub-layer 

described herein preferably maintains. full IS-95 radio resource functionality, 

as well. 

In accordance with GSM standards, the functionality of the· RR sub­

layer includes both idle mode operation and dedicated mode services (i.e., 

services performed.· during a telephone conversation). · · The idle mode 

operation of the RR sub-layer includes automatic cell selection and reselection 

(idle handover) between GSM and .CDMA cells; as well as between pairs of 

CDMA cells and pairs of GSM.cells, with cell change·indication as specified 

by GSM standards, and partic~arly GSM standard ~.08. The RR sub;.layer in 

idle mode also performs monitoring of neighboring· cells, broadcast channel 

processing, as specified by GSM and CDMA standards, and establishment of 

RR connections.:· ! ... ' .• ·· 

It wiU be under~tood by those skilled in the art that the above features 

of RR sub-layer 55 are listed only by way of a surtml.ary, and that additional 

details and features may. be added: based on published· GSM and CDMA 

specifications. 

Fig. 5 is a block diagram illustrating details of GSM/CDMA RR sub­

layer 55, in accordance with a preferred embodiment of the present invention. 

The RR sub-layer preferably im;:ludes separate GSM and CDMA idle mode 

processes, labeled RRG 80 and RRC 84, respectively, in the figure. The RRG 

and RRC processes are together referred to hereinbelow as the RRX processes. 

Each of the processes is responsible for idle mode c?mmunications of MS 40 

with BTSs of the respective type and interfaces with the respective 

GSM/TDMA or GSM/CDMA Layer 2. Operation of the RRG and RRC 

processes is coordinated by a RR combiner (RRCO) process 84. 

The RR combh:\er interfaces to the MM sub-layer above it through a 

substantially standetrd GSM service access point (SAP), preferably as defined 

by GSM standard 04.07. Thus, MM sublayer 56 can ~e programmed and can 

operate entirely in accordance with GSM standards, substantially without 
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modification. Services provided by the RR sublayer to the MM sublayer, as 

required by GSM standards, preferably include: 

• ·Indicating to the MM sublayer when the paging channel of the 

serving cell is unavailable. 

• Accepting service requests from the MM sublayer and indicating to 

the MM sublayer if a failure oceurs in accessing the cell. 

• · Reporting to the MM sublayer any changes of relevant cell 

information. 

• .Reporting to the MM sublayer upon successful cell selection, as well 

as upon failing to select a cell because there is no service available. 
• Generating a list of available PLMNs when requested by the MM 
·sublayer. 

Preferably, both the RRG and · RRC processes respectively include 

substantially the full functionality of the GSM RR sub-layer or the equivalent 

IS-95. radio resource management capabilities. In idle mode, this functionality 

includes cell selection and reselection, as described further herein.below. The 
RRCO process (in idle mode) is then largely limited to selection and 
reselection of the active air interface: GSM/TDMA or GSM/CDMA. :This. 

approach is advantageous in that it can be implemented easily and quickly, 
using existing RRG and RRC program codes. Alternatively, more efficient 

use of memory tnay be obtained by reducing the functionality of the RRG and 

RRC processes and programming the RRCO process to perform cell selection 
and reselection. 

In accordance with the features of idle mode operation of MS 40 

described hereinabove, one of th~ RRG and RRC processes is defined as the 
active process, depending on whether the MS is camped on a TDMA or a 
CDMA cell. The active process controls the transceiver in ME 42 (Fig. 4) and 

executes appropriate camped cell activity, in accordance with GSM standards. 

The other one of the processes is the passive process, and is preferably limited 

to the minimal activity needed to support periodic monitoring on the passive 
air interface and possible cell/ air interface reselection, in order to reduce 

power consumption by the MS and thus prolong battery life. If extended cell 

broadcast information regarding the second air interface is transmitted by the 

serving cell, the active process also receives an:d passes the relevant 

information to the RRCO. 
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In order to decide wh~ther to perform ·an air ·interface reselection, the 
· RRCO intermittently passes a measurement request to the passive pro_cess, 

which then makes the µieasurement and passes the results back to the RRCO. 
Preferably, the measurement is made during "sle~p periods" of the active 

· process operating in [?RX (discontinuous receive) m,ode, as reported to the 
· RRCO by the active process. The RRCO com~ares the measurements 
received from . the . passive mode process with measurements made and 
passed to the RRCO by the active mode process and based on the comparison, 
decides when to make an air interface reselection. 

Fig. 6 is a block diagram that. schematically. illustrates message flow 
···between RRCO proces~ 84 and ~r.layers and ·sublayers in MS 40 and in 

· BSSs 30 and 32. As noted hereinabove, RRCO 84 communicates with MM 

.·.layer 56, preferably ~a a RR SAP 90, which is substantially in accordance 
with GSM protocol standards, particularly GSM standard 04.07. RRCO 84 

···.maps MM requests.conveyed via SAP 90 into state·variables appropriate to 
whichever of processes RRG 80 and RRC 82 is active and then downloads the 

· '· state variables to the MG or RRC process. Communications over SAP 90 are 
··based on service primitives defined by the GSM ~tandard, and· may include 
certain additions for enhanced GSN,l/CDMA operation. The primitives and 

· associated parameters conveyed between RRCO 84 and· MM.sublayer 56, as 
·well as between RRCO 84 and RRG 80 or RRC 82 are described in Appendix 

. ······C. 

GSM standard 03.22 defines idle mode behavior of the MS, and 
particularly of the RR protocol sublayer of the MS, in terms of a dual state 
machine, havirtg normal and limited service modes. For each such service 
mode, the MS begins in a select state (which may be~ 11normal select;'' "stored 

··.list select," or ''choose select" state, as defined in the Background of the 
Invention), from which the MS attempts to select and camp on a suitable cell, 
in a camp state. When necessary, the MS enters a reselect state, wherein a 
new cell is selected to camp on. 

In a preferred embodiment of the present invention, each of the GSM 
states of the RR sublayer is mapped to a corresponding state of the active RRX 
process (i.e., RRG or RRC) and of the RRCO process. States of the RRX and · 
RRCO processes and transitions among the states are further described 

hereinbelow with reference to Figs. 8 and 9. 
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OVERVIEW OF IDLE MODE PROCEDURES 

Reference is now made to Fig. 7, which is a flow chart that 
schematically illustrates idle mode behavior of GSM/CDMA MS 40, in 
accordance with a preferred embodiment of the present invention. 

Upon initialization (switch~n}, MS 40 enters a PLMN selection state 
100, ~ which it selects a PLMN, under the control of MM protocol sublayer 
56, typically in accordance with PLMN selection criteria defined by GSM 
standards. As noted above, if the MS is unable to select a PLMN (as required 
for normal service), it will enter the limited service mode, according to the 
GSM limited service criteria. MS 40 then begins idle mode monitoring of 
signals received from cells in its geographical area, over either one or both of 
the GSM/TDMA and CDMA air interfaces. The MS enters an interface 
selection state 102, in which it selects one of the air interfaces to be the active 
one, based on the monitoring results and interface selection criteria described 
hereinbelow. 

Having selected the air lli.terface, and having successfully selected a 
PLMN, MS 40 enters a normal cell selection state 106 or a stored list cell 
selection state 107, in which it attempts to select a cell that fulfills suitable cell 
criteria for the selected active ail interface. Cell selection may also involve 
band selection, such as between the GSM 900 and 1800 MHz bands. The cell 
selection states, along with a camping state 108 and a cell reselection state 110, 
belongs to a group of states that are specific to the selected air interface. In 
other words, when the GSM/TDMA air interface is selected, the behavior of 
the MS in these states and the decision criteria for making transitions among 
the states are substantially in ac.cordance with relevant GSM standards. On 
the other hand, when the GSM/CDMA air interface is selected, the behavior 
and decision criteria, as described hereiribelow, may differ, although they are 
still similar to the GSM standards. 

Whichever air interface has been selected, the MS continues to search 
for a suitable cell, but gives up if it has not found a cell and "no suitable cell" 
criteria are met for the active interface. (H the MS is in stored list selection 
state 107 and reaches the end of the stored list of available cells without 
finding a suitable cell, it first proceeds to normal selection state 106 and 
continues the search.) In this case, the MS returns to interface selection state 
102, chooses the other (passive) air interface to be the active one, and then 
returns to cell selection state 106 or 107. H the MS gives up on cell selection 
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over both air interfaces, a ''no service" indication is passed back to the upper 
protocol layer ~). 

Upon successful cell selection (again, assum~g a Pl.MN to have been 
successfully selected), the MS enters state 108, in which it camps on the 
selected cell and carries out ;il.ormal camped cell activity as appropriate. 
When necessary upon cell selection or reselection, a location update is 
performed, in accordance with GSM standards. Periodic:ally, the MS monitors 
neighboring cells on the active air interface, base4 on monitoring criteria 
described hereinbelow. When cell reselection. criteria are met, the MS enters 
state 110, in which it attempts to perform cell and/or band reselection based 
on cell reselection criteria appropriate to the active interface .. If a cell is found 
(either the current cell or a new cell on the same air :ir1terface) that meets the 
suitable cell criteria, the MS returns to state 108 and c~ps on the current or 
new cell. If the ~'no suitable cell" criteria are met, however, the MS re-enters 
state 106, ··and may from there return to interface selection state · 102 if 

· necessary. 
While the MS is in state 108; it may also begjit monitoring of cells on · 

the passive air interface when predetermined passive interface monitoring 
. criteria are met, as described further hereinbelow. Based on measurements ·· 
made on the passive. interface,· the MS: assesses the necessity for ,interface 
reselection based on interface reselection criteria. Jf the criteria are met, the· 

• MS enters an interface reselection state 112 .. If a cell is found on the passive 
. air interface that is preferable to the current, active cell, the MS enters a new 
interface cell selection state 113 .. If the new cell.is successfully selected in this 
state, the MS goes directly to camping state 108. Alternatively, the MS returns 
to cell selection stat~ 106 to select a new cell belonging to the new active 
interface. On the other hand, if the passive interface monitoring criteria are 
met, but the MS determines that there is no need for a interface reselection, 
the MS subsequently re-activates passive interface monitoring periodically, 
preferably using a hysteresis timer to prevent·constant, rapid·cyciing, which 
runs down the MS battery. 

As noted hereinabove, while MS 40 is idle in camping state 108, it is 
prepared to enter dedicated mode service in a connected state 115, after 
receiving an appropriat~ paging message or a service request from the upper 
MM and CM layers. Dedicated mode behavior of the MS is described in the 
U.S. patent applications described hereinabove and is beyond the scope of the 
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present patent application. Upon termination of dedicated' service, the MS 
returns to idle· mode, preferably via a choose cell selection state 105 and, if 
necessary, via normal cell selection 106, followed by interface selection 102. 

The description up to- this point has related to· D:tterface and cell 
selection under conditions in which PLMN selection was successful. If this is· 

not the case, the MS enters· limited service mode, as described in the.· 
Background of the Invention, in which it attempts to select and camp on any 
PLMN, air interface and cell that will allow it to make emergency calls. Cell 
selection in this case is carried out via "any cell" selection state 117 or a 
"choose any" state 116 following a callin an emergency connect state 114. If 
the cell selection is successful, the MS camps on the selected cell in a camping .. ·· 
state 109. Behavior of the MS is this state, in terms of cell and interface 
reselection and dedicated mode service when required, is largely similar. to 
that described hereinabove with regard· to normal service, subject to 
·constraints imposed by the limited service. Likewise, states 114, 116, 118 and 
119 associated, with the limited service mode are similar to the corresponding 
normal service states 115, 105, 110 and 113, respectively. If the MS succeeds in·. 

selecting a PLMN, it returns to the appropriate, normal cell selection and .· . 
camping states. 

Fig. 8 is a flow chart illustrating behavior of the RRX processes (RRG _ 
process 80 and RRC process 82, as shown in Fig. 5 and described with 
reference thereto) during the idle mode operation of MS 40 illustrated in Fig. 
7. To the extent appropriate, the states of the RRX process in Fig. 8 are 
identified by the same names and indicator numbers as the corresponding 
states of the MS in Fig. 7. Where appropriate in Fig. 8, state transitions are 
labeled with service primitives associated therewith, as listed in Appendix C. 

Each of the RRX processes begins in an idle passive state 120, either 
when MS 40 is turned on or following selection of the RRX process to be the 
active one. While in the passive state, the RRX process periodically monitors 
cells over its corresponding air interface, when instructed by the RRCO 
process to do so. In response to a RRX_ACT_REQ message from the RRCO 
process, the RRX process becomes active, and the MS enters the appropriate 
cell selection state 106, 107 or 117. From this point on, as long as the RRX 
process is active, its behavior and state transitions essentially mirror the MS 
idle mode behavior and states shown in Fig. 7. When it is determined, 
however, that the other, passive air interface should become the active one, 

' . ·1 

! 
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the RRCO process pa~ses a RRX_GO_IDLE_PASSIVE_REQ message to the 
RRX, which then returns to idle passive state 120, regardless of the state that 
the RRX was irt beforehf;lnd. 

Fig. 9 is a flow chart illustrating behavior of the RRCO process during 
the idle mode operatioJi of MS 40 illustrated in Fig. 7; Here, too, to the extent 
appropriate, the states of the RRCO process in Fig. 9 are identified by the 
same names and ind~cator numbers as the correspcm.ding states of the MS in 
Fig. 7. Wherever appl'.opriate in Ftg. 9, state transitions are labeled with 
service primitj.ves asso¢ated therewith,. as listed in .Appendix C, ·including· 
both the RR_SAP primitjves and the RRCO-RRX primitives.· 

~noted earlier, when the MS iS switched oni.RRCO begins in a state 
122 in which both of th~ RRX proces~s are passive. When the RRCO process 
receives a RR.;..ACT_RE;Q primitive from an upper protocol layer, it enters 
interface Selection state 102. Once th(:? air interface is selected, the active RRX 
process then goes OI\ tc;> select a cell, while the RRCO process waits in an 
appropriate "one selectjng" .state ·124·or 126 (depending on whether a PLMN 
was selected; or alternatj.vf;?ly, wheth~r the MS is operating in limited service 
mode, as described hereinabove). .. When a cell is selected, the RRCO process­
e~ters a "one· camped" state, corresponding to camped states 108or109 of the 
MS.. . ... 

In these camped: states, RRCO intermittently invokes passive air 
interface monitoring by the.passive RJV( process, based on monitoring criteria 
described hereinbelow._. When the interface reselect~on criteria are met, the 
RRCO process passes. to. interface reselection state 1121 and front there back to 
selecting state 124 or 126. At ~ point the passive and active RRX processes 
have switched, but the ~tates of RRCO are the same regardless. 

PROCEDURES FOR GSM/CDMA:CELL SELECTI()N AND CAMPING. 

Certain of the states and processes illustrated'in Figs. 7-9, associated 
with the cell selection/ reselection and camping processes, will now be 
described in greater detail. Aspects of the operation of.MS 40 that are entirely 
in accordance with GSM. specifications or that can be . .derived from GSM 
specifications in a straightforward m~er are .omitted. 

Figs. lOA and lOB are flow charts that schematically illustrate 
procedures associated with cell seleqtion states 105, 106 and 107, when the 
CDMA air interface hCis been selected, in accordance with a preferred 
embodiment of the present invention. The procedures generally apply, as 
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well, in the corresponding "any cell" selection states in the limited service 
mode. Similar procedures are followed for cell selection over the 
GSM/TDMA air interface, in accordance with GSM standards, but different 
parameters and decision criteria are involved. 

MS 40 scans the spectrum. of CDMA frequencies in all supported 
frequency bands, in order to detect strong pilot signals and to build a list of 
the pilots in order of measured RF power. The list of cells whose frequency 
the MS scans can include neighbor cells in the last serving PLMN (stored list 
cell selection state 107), neighbor cells monitored· during the last connection 
(choose cell selection state 105) or all supported CDMA Frequency 
Assignments (CFAs) in all supported bands of operation (normal cell 
selection state 106). Preferably, the MS maintains a list of "forbidden location 
areas (LAs) for roaming," which is updated whenever the MS is informed that 
a particular LA is forbidden, in accordance with GSM standards. The MS 
does not attempt to receive service in cells belonging to the forbidden LAs. 

The MS then searches the cells on the list in order. If the cell fulfills the 
"suitable cell criteria" defined hereinbelow, the MS camps on that cell. 
Otherwise, it attempts to select the next cell on the list. 

If the MS reaches the end of the list, or when the "no suitable cell 
criteria" are fulfilled in stored list or choose cell selection, it attempts normal 
eell selection, or "any cell" selection (state 117) if in limited service mode. If 
this, too, is unsuccessful, the cell selection process returns to interface 
selection state 102. 

Preferably, in accordance with IS-95 standards, after finding a suitable 
pilot Channel of a CDMA cell, the MS then attempts to receive a valid sync 
channel message from the cell. The MS synchronizes its long code and system 
timing to those of the CDMA cell, using PILOT_FN, LC_STATE, and 
SYS_TIME values derived from the received sync channel message. It then 
reads the full set of system overhead messages on the paging channel of the 
cell. If the MS receives a page before having decoded the full set of messages, 
it preferably stores the page and responds after all of the messages have been 
decoded, provided that the response is not barred for any reason. 

Optionally, MS 40 performs band selection in conjunction with cell 
selection, generally as provided by GSM standards. Candidate cells searched 
in stored list cell selection, as described above, may belong to one band or to 
multiple frequency bands. In normal cell selection, on the other hand, the MS 



W000/27158 PCT/US99/2323l 

28 

searches all channels in all. supported bands of op~ration in order of their 

respective RF signal strengths, using a predefined order of band preference. 

For purposes of CDMA band selection, MS 40 preferaply refers to one or more 

preference lists: 

• Last active band and Cl)MA frequency assignment (CFA, 

maintained in the ex~nded memory on SIM 44 by the MS). 

• A list of preferred. CDMA bands and CFAs (stored in extended 
memory on SIM 44 of the MS). 

• A list of supported CDMA bands {pre-configured in the MS). 

In stored list cell.selection, associated with state 107 (Fig. 7), MS 40 

refers to a predefined neighbor list, for example, a list of carrier frequencies 

defined by their CDMABAND and CDMACH parameters, in accordance with 

the IS-95 standard, for the. selected PLMN. Preferably, the neighbor list is one 

that was provided to the MS by the last-used PL~AN and stored in the 

memory on the extended SIM, as described hereinabove, or in a non-volatile 

memory of the MS. If there is a. valid .Locatio11 .Area Identifier (LAI) stored in 

. . the SIM, then the neighbor list must belong to the PLMN indicated by the 
. LAI. In the course of searching and attempting to camp Ol;l.the cells in the list, 

if the MS is .able to decode. the messages of a cell of the selected PLMN but 

cannot camp on the cell~ the neighbor$ of that cell are preferably added to the 

list. 
When selecting a .cell in "choose cell" selection state 105, the MS 

preferably attempts to camp· on the last serving cell from the period that the 

MS. was operating in dedicated mode. If the last serving cell is known to be 

unsuitable (i.e., it fail~ to m~et the ."suitable cell. criteria" described 

hereinbelow), then the MS can attempt to camp on any of the surrounding 

cells. For the purpose of ordering the list of surrounding cells, the MS 

preferably measures the power on the traffic channels of each of the cells 

while in dedicated mode, averaging the measurements over a predetermined 

period, typically 5 sec. H the full set of overhead messages for the selected cell 

was already decoded shortly before selection, for example, within the 

preceding 30 sec, then it is generally not necessary for the MS to decode them 

again, contracy to what is indicated in Fig. lOB. Furthermore, when the MS is 

requested to re-estal:>lish an interrupted call, the time required for cell 

selection is preferably shortened by omitting non-ess~tial steps in the cell 

selection method. 
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In new interface. cell selection state 113, cell selection is preferably 
performed in a manner generally similar to that in choose cell state 105~ The 
similarity is made possible if in the course of monitoring the passive air 
interface before the interface reselection, the MS made power measurements 
of neighbor cells. These measurements are used. to assemble the list from 
which the new serving cell is selected. 

Cell selection in limited service, carried out in "any cell" selection state 
117, "choose any" state 116, and "new interface any" selection state 119, is 
largely similar to the parallel, respective normal cell selection state 106, 
choose cell state 105 and new interface normal selection state 110, with 
changes as required for limited service operation. 

Fig. 11 is a flow chart that schematically illustrates cell reselection 
procedures followed by MS 40, in accordance with a preferred; embodiment of 
the present invention. While camped on a cell, MS 40 periodically measures 
signal strengths or qualities of neighboring cells. The neighboring cells are 
preferably searched in accordance with a list of neighbor channels that is 
broadcast by the serving cell. The MS attempts to acquire the cell with the · 
best available pilot. The MS then determines whether reselection is necessary ·. 
based on "cell reselection criteria," as described hereinbelow. 

When the criteria are met, the MS triggers a cell reselection. Before · 
camping on the new cell, the MS preferably decodes the full set of overhead· · 
messages and evaluates the cell parameters. If the new cell is listed in a 
neighbor list parameters message broadcast by the old cell, the MS can 
preferably make a pilot-to-pilot transition, skipping decoding of the sync 
channel, as defined by the IS-9~ specification. Otherwise, the sync channel 
message of the new cell is preferably decoded first. Once it has acquired the 
new cell, the MS preferably operates in a non-slotted mode .. as provided by 
the 15-95 specification, until it has received at least one valid message on the 
new paging channel. The MS then camps normally on the new cell. 

If after beginning reselection, the MS fails to find a suitable cell within 
a predetermined period, preferably about 10 sec, it returns to normal cell 
selection state 106. 

It is noted that the description above applies generally to both normal 
cell reselection; associated with state 110, and "any cell" reselection, 
associated with state 118 in limited service modei with appropriate changes to 
the reselection criteria. 
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Cell selection and reselection· over the CDMA air interface are 
preferably based on a CDMA path,..loss criterion (Cle) and a reselection 
criterion (C2c). The path-loss criterion is used to d~termine whether the MS 

can communicate with the network withoutinterference, i.e~, whether the MS 

is located within an area of good coverage. by th~ cell in question. The 
reselection criterion is used to determine a ~lative q~lity level of candidate 
cells so as to find the best cell available. 1t·uses cic and additionally.takes 
into account a cell priority allocated by ·the network 
(CELL~RESELECT.;...OFFSET) .. 

Cle is given by the total received power spectral density at the antenna 
·connector of MS 40, measured for the pilot of a particular cell: 

·Wherein it is preferable that 

· Cle> EC .. JO_lHRESH' 

The terms Ee, Io -and EC_IO_THRESH are taken from the IS-95.standard, 
wherein Ee/Io is the. ratio in dB between the pilot energy accumulated over 
one PN chip period(Ec) to the .total power spectral density (lo) in the received 
·bandwidth. 

Furthermore, for a cell to be selected, the pilot power preferably 
satisfies: 

Pilot_power > EC_THRESH-115, 

wherein Pilot....power (in dBm/1.23 MHz) is defined as follows: 

Pilot_power,,.; -20log10<Ec/lo)(dB) +mean input power (dBm/1.23 MHz) 

Preferably, the values of EC_IO_THRESH and EC_THRESH are broadcast to 

MS 40 as part of a CDMA extended system parameters message. 
The reselection criterion C2c.for CDMA is defined as: 
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C2c =Cle - CELL_RESELECT_OFFSET 

CELL_RESELECT_OFFSET is a ·cell reselection parameter similar to one used 
in GSM, which is preferably broadcast in the cell, as provided by GSM 
standard 05.08. 

When a neighboring ·cell has a higher value of C2c than the current 
serving cell for a predetermined time period, typically 5 sec, cell reselection is 
invoked, so long as the neighboring cell is in the same location area as the 
serving cell. For a neighbor belonging to the same air interface but having a 
different location area, the condition is preferably: 

C2c (new cell) > C2c (current cell) +CRH 

wherein CRH is a cell reselection hysteresis factor, added to prevent too­
frequent location area changes, which consume substantial battery power in 
the MS. Use of this criterion requires that the MS be aware that the 
neighboring cell belongs to a different location area. In preferred 
embodiments of the present invention, there are two alternative ways by 
which the MS can gain awareness of the location area of the neighboring cell: 

• The neighbor list broadcast by the current serving cell can include 
location area information. 
• The MS can store in memory the location areas of cells that h~ve 
served it in the past, for later reference in cell reselection. 

Similarly, if there has been a recent cell reselection, additional 
constraints are preferably placed on the reselection criteria. For example, if a 
reselection took place within the past 15 sec, C2c of the :new cell is required to 
exceed C2c of the current cell by at least 5 dB for 5 sec, and the MS should not 
return to the same cell within 4 sec if another suitable cell can be found. In 
any event, the neighboring cell that is to be selected must also satisfy the path­
loss requirements imposed on Cle and on the pilot power. 

While operating over the CDMA interface, MS 40 will preferably select 
only cells meeting the CDMA suitable cell criteria. The criteria are based 
generally on suitable cell criteria defined by the GSM standard. A cell is 
suitable for the MS to camp on if it fulfills all of the following conditions: 

• The cell satisfies the requirement described above regarding the Cle 
path-loss criteria; and 
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• The MS is ablE! .to detect the pilot channel signal of the cell within a 

predetermined period, preferably about 15 sec; and 

• The MS receives a valid message on the cell's sync channel within a 
predetermined peri~d, preferably about 1 sec; .and . 

• The MS is ablE7 to read the full set of overh.ead messages of the cell 

within a predetenajned period, preferably about 4 8ec; and 

• . The cell bel~ngs to the selected PLMN (or~· when in limited service 

mode, the cell belongs to any PLMN and supportseµlergency calls); and 

• The cell is not~arred (i.e., ·the MS is permitted to access the cell); and 
• The cell is not in the ~'forbidden LAs" list, ~s described hereinabove; 
and 

• The cell has a normal priority allocated, as defined by GSM 

standards, unless a predetermined number of channels have already been 

~earched, and all suitable cells· have low priority as determined by a 

CELL_BAR_QUJ\LIFY parameter broadcast by the network. Preferably, 
five channels per CFA are searched before low-priority cells are admitted. 

Cell reselection is· also invoked if the serving·cellitself does not fulfill 
the above criteria; or if the paging channel of the serving cell is lost for a 

predetermined period ·of time, typically several seconds; or if a service 

attempt on the access tjl.annel of the serving cell has failed. 
The "no suitable· cell" criterion for the CDMA air interface is likewise 

:based on the criterion used in GSM: In normal cell selection state 106 and 

"any cell" selection state 117, the MS gives up searching for cells belonging to 

the current air interface after having searched a predetermined number of RF 

channels, ~d finding none that fulfill the suitable cell criteria. . In the other 

cell selection states shown in Fig. 7, which use predetermined lists of cells, 

when the MS reaches the end of the list of cells ass!Jciated with the state, as 

described hereinabove, it enters state 106 or 117, as appropriate, in order to 

continue the search. 
While in normal camping state 108, ·MS 40 preferably performs the 

following activities: 
1 • The MS monitors the paging channel of the: serving cell and indicates to 

the upper MM protocol layer of the MS if the paging channel becomes 

unavailable. 
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2 . The MS decodes the broadcast system overhead messages of the serving 
cell and indicates to the upper layer any changes in the broadcast of 

relevant parameters. 
3. While camped on a cell and having a valid SIM 44 inserted, the MS listens 

to all paging messages that could be addressed to it, as required by GSM 

standard 05.02. 
4 • The MS listens for cell broadcast messages subscribed to by the user, in 

accordance with the principles of GSM short message service (SMSCB), 
particularly as described in the above-mentioned U.S. patent application 
09 /365,963. 

5 • The RR layer in the MS accepts service requests from the upper layer of 
the MS and indicates to the upper layer if there is a failure to access the 
cell. 

6 • The MS periodically assesses the cell reselection criterion, as described 
above, and initiates cell reselection if necessary. 

7 • Furthermore, the MS also initiates cell reselection if one of the other 
relevant criteria described above is realized, for example, if the current 
serving cell becomes barred, or if there is a downlink signaling failure. 

8 • Jn national roaming, in accordance with GSM standards, the MS supports 
periodical home PLMN (HPLMN) search. 

9 • The MS generates a list of available PLMNs when so requested by the 
upper layer, preferably generating the list in a way that minimizes 
interruptions in monitoring of the paging channel by the MS. 

1 O • The MS preferably supports dual-interface monitoring and air interface 
reselection, as described herei.nbelow. When appropriate, based on passive 
interface monitoring criteria, the MS initiates signal strength 
measurements over the passive air interface (passive interface monitoring) 
in order to determine whether interface reselection is called for. 

11 .Once· passive interface monitoring has been initiated, the MS periodically 
assesses appropriate interface reselection criteria and initiates interface 
reselection when appropriate. 

12 .Preferably, one of the air interfaces is designated in the memory of the MS 
(in the extended SIM or in integral, non-volatile memory) as the preferred 
interface. In this case, when the MS camps on a cell belonging to the non­
preferred interface, it preferably runs an interface search timer and 
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performs a perio<iic interfa~e search even when other interface reselection 
criteria are not met .. 

In "any·cell" camped state 109, as noted hereinabove, the MS camps on 

any cell from which emergency calls can be made if necessary. In this state, 
the MS performs cell reselection similar to that associated with normal 

camped state 108, except that the hysteresis parameter CRH is preferably set 
to ~ro. If the MS has a valid SIM (despite being in the· limited service mode), 
it intermittently searches for available and· allowable PLMNs, as described 
generally in GSM standards 03.22 arid 02.11. · 

AIR INTERFACE SELECTION AND RES~CTION. 

Fig. 12 is a {low chart that. schem~tically illustrates air. interface 

selection procedures followed by the MS, .in accordance with a preferred 
embodiment of the _present invention. Air interface selection is invoked 
whenever a new PLMN is select~ (Py the MM sub-layer) or when no suitable 
cell is found on the activeairit:\te~ce duringnon;nalcell selection. 

The MS initially selects one of . the air irtterlaces . to be the. active 
interface, and atten).pts to camp on a .cell transmitting over that interface~ 
Preferably, the MS selects the last active· interface, when known. Otherwise, 
t,he MS selects the user's preferred· interface as progritmmed on the SIM, or a 
qefault preferred interface as _program.med on the non':'volatile memory of the 
MS. Optionally, if the MS isJocat~d in an area in which it has no prior 
information regarding pover;ige by _pne air interface or another, the order of 
mode selection is preceded by. an initial power n:ieasurement over both 
interfaces. 

If unsuccessful in camping on a cell. over the first air interface, the MS 
switches to the other air interface and seeks a suitable cell for camping. there. 
Successful selection and campjng are . reported to upper (MM) protocol 
sublayer 56. Failure to ful.d a cell to camp on over b~th interfaces is likewise 
reported to the MM sublayer, and the entire.process is _re-attempted ata later 

time. 

After MS 40 has successfully selected an air interface and camped on a 

cell, air int~rface reselection is invoked when interfa~e reselection criteria are 
met, as described hereinbelow. The criteria are assessed after the MS has first 
monitored the passive air interface, based on passive interface monitoring 

criteria, likewise described below. Upon interface reselection, the current 
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active interface is preferably deactivated (and becomes the passive interface) 
before activating the new interface. 

The passive interface monitoring criteria, in accordance with which the 
MS initiates passive interface monitoring, preferably includes all of the 
following conditions: 

1 . The network broadcasts an indication that neighbor cells on the 
passive air interface are available; and 

2 • All cells received on the active interface have signal level below a 
predefined broadcast threshold for a predetermined period, preferably 
about 5 sec; and 
3. There are fewer than a predetermined minimum number of cells, 
preferably two cells,·on the list of available neighbor cells over the active 
interface for a predetermined period of time. 

Alternatively, the MS begins passive interface monitoring if a HPLMN search 
has been initiated, in accordance with GSM network standards, or if the 
interface search timer, described hereinabove, has expired while the MS is 
.camped on a cell of the less preferred interface. 

Following the activation of passive interface monitoring, the interface 
reselection criteria are assessed. If the criteria are met, interface reselection 
follows. Otherwise, passive interface monitoring is discontinued, and begins 
again after a predetermined hysteresis period (assuming that the above 
monitoring criteria are still met). 

Fig. 13 is a diagram that schematically illustrates combined reselection 
criteria for use in determining whether an air interface reselection should take 
place, in accordance with a pre~rred embodiment of the present invention. 
The combined reselection criteria preferably includes the following 
parameters: 

• Interface priority (IP) to allow the prioritization of one air 
interface or the other; 

• Interface reselection hysteresis (IRH), to prevent frequent change 
between the interfaces; 

• Strong neighbors (SN) assessment, to take into account border 
cell situations (Fig. 2) and try to change the active inte~face before 
encountering abrupt end of coverage. 

Some of these parameters are preferably broadcast by the network. 
When no such extended broadcast information is available, default values 
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from extended ·SIM 44. in MS 40 are preferably used. Otherwise, default 

values stored in the me~ory of MS 40 apply. 

_Preferably, interface reselection is based on measurements by MS 40 of 

received -RF power lev~ls of strong neighbor cells. A "good interface" is one 

in which the strongest cell candidate {normally the serving cell) is received 

above a predeterril.ined threshold. A '1'ad .interface~' is one in which all cells 

are received below the threshold, and there are les8 than the predetermined 

number (preferably two) of acceptable neighbors. Each of the active and 

passive air interfaces is classified on~ basis as either ugood" or "bad," and 

the decision as to reselection is preferably based on the following table: 

T bl 1 C b. d R el Cri . b d s N. hb a e . om me es ection ter1a ase on trong. eigl ors . .. 
.. 

Case Active Passive Action 

Interface Interface 

l .. Bad Bad None 
:·. 

Reselect interface 2 Bad Good 

3 Good Good Reselect interfa~e only if the passive 
mode has an advantage (te. a higher 

... · prioritV or HP1MN) 

4 Good Bad 'None 

Alternatively or additionally, the decisfon regarding interface .· 

reselection is based on comparing path.;Jossvalues of the strongest cells over 

both interfaces as a measure of their relative quality. In this case, the decision 

to change from art active CDMA interface to ·GSM/IDMA is preferably based 

on the Cle path loss criterion defuted hereinabove ap.d on a comparable GSM 

path loss criterion Clg. · Reselection takes place if: 

Clg (new intfc) + IPg >~le (current intfc) + IPc + IRHc 

On the other hand, the decision to change from 'an active GSM/TDMA 

interface· to CDMA is taken if: 

Cle (new intfc) + IPc > Clg (currentinfc) + IPg + IRHg 
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In these inequalities, IPg and !Pc represent user preference values for 
the GSM/TDMA and CDMA interfaces; respectively, which are preferably 
stored in SIM 44. IRHg and IRHc are respective interface hysteresis factors, as 
described hereinabove. Clg(new intfc) is the GSM path loss criteria, for the 
new air interface and Cle( current intfc) is the CDMA path loss criteria for the 
current air interface. Likewise; Clc(new intfc) is the CDMA path loss criteria 
for the new interface and Clg(current intfc) is the GSM path loss criteria for 
the current interface. The user preference parameters IPc and/ or IPg are 
taken into account only when this is allowed by the network (preferably as 
indicated by a broadcast parameter IP_ USE). Otherwise a priority parameter 
broadcast by the network is used. This approach has the advantage of 
supporting interface reselection based on a predefined interface priority; 
which a network operator can vary so as to adjust the distribution of MSs 
between the available interfaces. Optionally, a constant mapping factor is 
added to the inequalities to compensate for differences between the path-loss 
ranges of GSM/TDMA and CD¥A. 

Alternatively, passive interface monitoring is not used, and there is no 
indication given as to the existence of a better interface. In this case, interface. 
reselection takes place only upon losing coverage of the current active 
interface. This approach has the disadvantage, however, that it gives no 
assurance that the MS will camp on the best available cell Furthermore,. the 
MS becomes non-pageable for a period of several seconds upon loss· of 
coverage. 

GENERAL COMMENTS 

Although preferred embodiments are described hereinabove with 
reference to a particular hybrid GSM/ CDMA system, it will be appreciated 
that the principles of the present invention may similarly be applied to effect 
cell selection and reselection in other hybrid communication systems, as well. 
Moreover, although the preferred embodiments make reference to specific 
TDMA- and CDMA-based air interfaces and communications standards, 
those skilled in the art will appreciate that the methods and principles 
described hereinabove may also be used in conjunction with other methods of 
data encoding and signal modulation. Furthermore, the principles of the 
present invention, which are exemplified herein by reference to a hybrid 
system including two types of air interfaces (CDMA and TOMA), may be 
applied in a straightforward manner to hybrid systems including three or 
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more different air interface typEls· The scope .of the present invention 

encompasses not only the complete system.s and communications processes 
. ~ . ·: . ' 

described hereinabove, but alsp yariot:tS innovative elements of these systems 
·. : . .. ·· ... ·. 

and processes, as well aS, combinatio~ ~d sub-combinations thereof . . ·.. . :.· .. · . .-: . " .. . . 

It wil1 thus be •Clppreciateq ~at the Pl'.eferred embodiments described 
above are cited by w~y of exaip.pJe, a~<J. that the p~esent invention is not 

limited to what bas be~n partic;~~ar~y shQ~n and described hereinabove. 
Rather, the scope of th~ present iqvention,includes both combinations and 

subcombinations of ~e various f~attJ.res d~scribed ~ereinabove, as well as 
variations and modifications thereof which.would occ;ur to persons skilled in 
.the art upon reading th~ forego~g de~cripticm and wJ;\ich are not disclosed in 
the prior art. 

APPENDIX A 

CELLULAR COMMlJNICATIONS STANDARDS 
The following publications are incorporated ~erein by reference, as · 

defining standards with which system 20 generally and MS 40 particularly 
preferably comply~ Standards listed herein},elow are cited at the appropriate. 
places in the present patentapplicatfon. 

l . TIA/EIA-95-B: Mobile Station-JJase Station Compatibility Standard for 
Dual-Mode Spread Spectrum Systems. 

2 • TIA/EIA IS 98-B, May 13, 1998: Recommended minimum performance for 
dual-mode spread spectrum cE7lJ..ular mobile statio~. 

3 . ETS 300 504: Phase 2 Types of mobile stations (GSM 02.06). 

4. ETS 300 507: Phase 2 Service acce8sibility (GSM 02.11). 
5·. ETS 300 509: Phase 2 Functions·related.to Subscriber Identity Module -

Functional characteristics (GSM 02.17). 
6 . ETS 300 535: · Phase 2 Functions related to Mobile Station in idle mode 

(GSM 03.22). 
7 • ETS 300 556: Phase 2 Mobile radio interface signaling layer 3 - General 

aspects (GSM 04.07). 

8 . ETS 300 557: Phase 2 Mobile radio interface layer 3 specification (GSM 
04.08); .. 

9 • ETS 300 574: Phase 2 .Multiplexing and multiple access on the radio path 
(GSM 05.02). 
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1O.HTS300 577: Phase 2 Radio transmission and reception (GSM OS.OS). 
11. ETS 300 578: Phase 2 Radio system link control {GSM 05.08). 
12 .ETS 300 608: Phase 2 Specification of the SIM-ME interface (GSM 11.11). 
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APPENDIXB 

PCT/US99/23232 

DEFINITION.OF TERMs AND ABBREVIATIONS 
This appendix . lists and defiil.es certain. technical terms and 

abbreviations, which are used in the context of the present patent application 

and in the claims. Although the terms and abbreviations are explained in the 

body of the disclosure or are otherwise familiar to·th0se skilled in the art, they 

are repeated here for the convenience of the reader: · 

The term PLMN (public land mobile netw{)rk) refers to a cellular 

network. We distinguish between the home PLMN (fiPLMN) and the visited 

PLMN (VPLMN), as are known in GSM cellular system$. 

The serving cell is the cell the mobile station (M$) chooses to camp on. 

Neighbor cells are cells that are located in the vicinity of the serving. cell and 

are declared to be neighbors by the PLMN. 
''Camping on" a cell refers to tuning the mobile station receiver to the 

broadcast channels of the cell, maintaining certain cell parameters in the 

mobile station memory, and monitoring the paging channel of the cell. 

''Air interface" refers to a: set of interfaces and protocols used to 

establish cellular communications~ We distinguish between the GSM (or 

TOMA) air interface and the CDMA air interface. · 

The term "GSM/CDMA System" refers to a cellular system supporting 

dual-air interface operation. 

· The term mode is used in the following conwct: 

• Idle Mode ,.... The mode of operation wherein no· network radio 

resources are explicitly allocated, and the mobile station attempts to 

choose and camp on the most adequate cell and to receive the common 

broadcast channels thereof. 
• Dedicated Mode - The mode of operation wherein the mobile station 

is connected to the network or accessing the nenyork to establish a service 

connection. In dedicated mode, the mobile st~tion is transmitting and 

receiving on channels specifically allocated by the network. 

Ba list 

BCCH 

Bit/s 

BS 
BSC 

ABBREVIATIONS 
BCCH allocation list of cells 

Broadcast Common Control Channel 

Bits Per Second 

Base Station 

Base Station Controller 
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BSS Ba8e Station Subsystem 

BTS Base Transceiver Station 

CB Cell Broadcast 

CBC Cell Broadcast Center 

CBCH Cell Broadcast Channel 

CBE Cell Broadcast Entity 

cc Call Control 

CFA CDMA Frequency Assignment 

CGI Cell Global Identity 

CM Call Management 

CRH Cell Reselection Hysteresis 

dB Decibel 

dBm dB milliwatt 

DRX Discontinuous receive mode 

GPRS Global Packet Radio Service 

GSM Global System for Mobile Communications 

HLR Home Location Register 

HPLMN HomePLMN 

IMSI International Mobile Subscriber Identity 

IS Interim Standard 

Ll Layerl 

L2 Layer2 

L3 Layer3 
LA Location Area 
LU Location Up~ate 
MCC Mobile Country Code 

ME Mobile Equipment 

MNC Mobile Network Code 

MM Mobility Management· 

MS Mobile Station 
MSC Mobile Switch Center 
NV_MEM Non Volatile Memory 

PAM Paging Access Manager 

PLMN Public Land Mobile Network 

RIL Radio Interface Layer 

RPLMN Registered PLMN 
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RR 
SACCH 

SAP 

SDCCH 

SMS 

SMSCB 

VLR 

VPLMN 

' i .. 

Radio Resoqrc;e p:ia.n'~ent 

Slo~ Associated Control Chann~l 

Service Acc1;?1;1s Point· 

Stand-alop.e Dec;Ucated .Control Qumnel 

Short Messag~ $ervice 

Short Message Service Cell Broa4~st 

Visitors Location Register 

ViSited PLMN. 
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RR SUBLAYER INTERFACES, PRIMITIVES-AND STATE VARIABLES 
This appendix describes aspects of GSM/CDMA RR sublayer 55 of 

signaling layer 3, as shown in Figs. 3-5, in accordance with a preferred 
embodiment of the present invention. The description covers only services 
associated with the idle mode of MS 40 and does not cover primitives that are 
relevant only for dedicated mode, which are beyond the scope of the present 
patent application. 

Cl. TIIE MM-RR SERVICE INTERFACE 

The RR Combiner process (RRCO 84) implements a standard interface 
(RR-SAP 90) between the RR and :MM sublayers of layer 3. The interface is in 
accordance with GSM 04.07, substantially without modification. 

C2. THE RRCO-RRX SERVICE INTERFACE 
The primitives defined in this section are a superset of GSM 04.07. The 

definition reuses the MM-RR primitives described hereinabove and adds new 
primitives to support the internal communication between the RRCO an~ 
RRX processes. (RRX is used herein as a collective term for RRG 80 and RRC 
82.) To avoid redundancy in this append.ix, please refer to the definition of the 
RR-MM Service Interface in the GSM standard for details of identical service 
primitives and parameters. 

C2.1. RRCO-RRX Service Primitives 

Table C-3: RRCO-RRX Service Primitives 

PRIMITIVES PARAMETERS 

RRX_ABORT_IND As RR ABORT_IND 
RRX_ABORT_REQ As RR_ABORT_REQ 
RRX_ACT_IND As RR_ACT_IND 
RRX_ACT_REQ RrxR.eselectionParameters, 

RrxReselectionOptions 

RRX_BCCH .. JNFO_IND As R.R_BCCH_INFO IND 
RRX_BST_CNF As R.R_EST_CNF 
RRX_BST_IND As.RR_EST_IND 

RRX_EST_REQ As RR EST_REQ 
RRX_EXT_NBC_INFOJND ExtNbclnfo, BxtModelnfp 

RRX_GO_IDLE_.PASSIVE_REQ -
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RRX_HPLMN_REQ .. As RR_f{PLMN_REQ 

RRX_IDLE"'"P ASSIVE.:..GNF - . 
.. 

RRX_INFO..__REQ RrxCampedOptioil.S 
.. 

RRJ(_PLMN--'LIST_cNF As RR_PLMN_LIST~CNF 

RRXYLMN_LIST_REQ - .. 

RIDCREL_IND As RR...RELJND • 
RRX_SAMPLE_IND · Nblcellsamples 

... 

RIDCSAMPLE_REQ SampleOptions, EXtNbcList, SleepDuration 

RRX_SLEEP IND SleepStartTime~ SleepDuration 

RRX_GO.:JDLE_PASSIVE_REQ 

A request from RRCO to RRX to change from the active to the passive 
state. 

RRX_IDLE_PASSIVE_CNF 
. . 

A confirmatj.on ·from RRX to RRCO of deactivf!.tion of the lower layers. 

By sending this . primitive, RRX confirms it is ready to accept 
RRX_SAMPLE_REQ. 

RR:x_SLEEP _IND 

Indication from the active RRX to RRCO upon entering the sleep 
period for the paging group in discontinuous receive operation (or slotted 

mode for CDMA). 

RRX_EXT_NBC_INFO_IND 

This primitive is_ used by . :RRX ~o provide RRCO with broadcast 

information on neighbor cells of the other air interface. 

RRX_SAMPLE_REQ 

A request from RRCO to RRX to perform an elementary cell 

measurement operation within a predefined time frame 

RRX_SAMPLE_IND 

In the passive state, this primitive is used to respond to 

RRX_SAMPLE_REQ. When the ~S camps on a cell in idle mode, it is used to 

provide unsolicited periodical. reports ·of the resel~ction parameters for the· 

serving cell and strongest neighbor cells. 
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C2.2. The RRCO-RIV{primitive parameters 

Table C-4: RRCO-RRX Primitive Parameters 

PARAMETER NAME DESCRIPTION 

ExtModeinfo A structure containing interface-specific 

parameters: 

Interface preference parameters 

Interface reselection parameters 

ExtNbclnfo A structure containing extended information 

concerning neighbor cells belonging to ·the 

other air interface and interface-specific 

parameters: 
NBC_DESCR 

SYS_TIME (only for CDMA) 

NCC_PERMITTED (only for GSM/TDMA) 

ExtNbcList A structure containing a list of neighbor cells 

for making measurements over the pa8sive 

interface. 

· NbrCellSamples Cell reselection parameters for one or more 

neighbor cells. This is an array containing for 

each neighbor cell: 
NBC_DESCR 

; 

Cl (pathloss criterion) 

RrxCampedOptions A structure containing the parameters of the 

serving cell. 

RrxReselectionOptions A structure containing the cell selection 

parameters: 
IGNORE_FORBIDDEN_LAI_LIST 

RrxReselection A structure containing the cell selection 

Parameters parameters: 

Plmn_OrAny 

Ba_List 

SampleOptions Used in the passive state of idle mode to 

define the type of measurement to make (i.e. 

RF power, synchronization, cell information, 

extended neighbor cell information). 

Sleep Duration The duration of the sleep period in the 
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camp~ state of the active RRX process, 

whitjl can l:>e used to make one or more 

m<:?a~~ents u8ing the other (passive) RRX. 

SleepStartTime The. ~tarting time of~ sleep period of the 

active RRX. 

WE CLAIM: 
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I If I/If 1111~ 11~1111(111 ~II 
CLAIMS 

1. In a mobile wireless telecommunications system, which includes base 

stations of a first type operating over a first air interface, and base statio1'S of a 

second type operating over a second air interface, a method for reselection by 
a mobile station camped on a cell associated with a first base station, which is 
of the first type, of a second base station, which. is of the second type, 

comprising: 
receiving signals over the second air interface from the second base 

station; 
evaluating a characteristic of the signals; 
responsive to the characteristic, selecting the second base station in 

place of the first base station; and 
camping on a cell associated with the second base station. 

2. A method according to claim 1, wherein one of the first and second air 
interfaces comprises a TDMA air interface, and the other comprises a CDMA 
air interface. 

3. A method according to claim 2, wherein evaluating the characteristic 
comprises applying a CDMA path loss criterion to the signals. 

4. A method according to claim 2, wherein selecting the second base. 
station comprises applying cell selection and reselection procedures over the ·. 

CDMA air interface in a manner substantially transparent to a GSM radio 
interface protocol layer of the mobile station. 

5. A method according to claim 2, wherein while the mobile station is 
camped on the cell associated with the base station operating over the CDMA 
air interface, it performs idle mode procedures generally in accordance with a 
GSM standard. 

6. A method according to claim 1, wherein selecting the second base 
station in place of the first base station comprises Using a single radio resource 
management protocol layer in the mobile station supporting both 
GSM/TDMA and CDMA operating modes. 

7. A method according to claim 6, wherein the radio resource 
management protocol layer comprises parallel GSM and CDMA protocol 
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sublayers and a combiner sublayer which selects either the GSM or the 

CDMA operating mode. 

8. A method according to claim 7; wherei~ ~he combiner sublayer 

receives messages froll\ a m·obility management pr~tocol layer at a service 

access point in accordance with GSM standards, and maps the messages to 

primitives which it directs to the selected GSM or CDMA sublayer. 

9. A method according to claim l, wherein receiving the signals over the 

second air interface comprises receiving signals using a single radio 

transceiver in the mobile station which is also used to receive the signals over 

the first air interface. 

10. A method according to claim 9, wherein receiving the signals 

comprises receiving signals in either a GSM or a·CDMA signaling mode. 

11. A method according to dai111 1, wherein whil~ the mobile station is 

camped on the cell associated w,itit the first base station, it receives signals 

therefrom during irttermittent active periods of t}te mobile station_, and 

wherein receiving th~ signals'._over the· second· a~r interface comprises seeking 
-: . ( 

and receiving signals during sleep periods of tile mobile station intermediate · 

the activ~ periods. . · "· · · 

12. A. method according'. to ·claim 1, wherein receiving the signals 

comprises controlling the mobile station to receive signals over the second air 

interface responsive to a detected "loss of coverage by signals on the first air 

interface. 

13. A method according t~ claim 1, wherein receivmg the signals 

comprises initi~ting monitoring . of signals over the second air interface 

responsive to an indication th.at a predetermined monitoring criterion has 

been met. 

14. A method according to claim 13, wherein the indication comprises a 

message broadcast .to the mobile station. over the first air interface that cells 

are available over the second air interface. 

15. A method according to claim 13, wherein· initiating the monitoring 

comprises initiating monitoring oVer the second air interface responsive to a 

level of the signals received over the first .air interface. 
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16. A method according to claim 15, wherein the mobile station attempts 
to receive signals from a plurality of candidate cells over the first air interface, 

and wherein initiating the monitoring comprises initiating monitoring over 
the second air interface when the signals received over the first air interface 

are below a predefined level for a predetermined period of time. 

17. A method a.ccording: to claim 13, wherein the mobile station attempts 
to receive signals from a plurality of candidate cells over the first air interface, 

and wherein initiating the monitoring comprises initiating monitoring over 
the second air interface when the number of candidate cells over the first 
interface is less than a predetermined minimum number for a predetermined · 
period of time. 

18. A method according to claim 13, wherein initiating the monitoring. 
comprises initiating monitoring upon expiration of a predetermined time 
period during which monitoring over the second air interface has not 
occurred. 

19. A method according to claim 1, wherein receiving the signals 
comprises regulating energy expended by the mobile station in receiving the 
signals responsive to a desired level of energy consumption by the mobile 
station. 

20. A method according to claim 19, wherein regulating the energy 
expended comprises setting a sampling rate at which to receive the signals 
responsive to the desired level of energy consumption. 

21. A method according to claim 19, wherein regulating the energy 

expended comprises choosing a number of the base stations of the second 
type from which to receive the signals responsive to the desired level of 
energy consumption. 

22. A method according to claim 19, wherein regulating the energy 
expended further comprises regulating the availability of the mobile station to 
receive the signals responsive to a desired level of quality of service provided 
by the mobile station. 

23. A method according to claim 1, wherein evaluating the characteristic 
comprises comparing the signals received from the second base station to 

signals received over the first air interface from the first base station and 
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applying reselection criteria ~Q ~ht? ~e~eived signals so as to determine 
whether to select the second base station. 

24. A method according to c~aim· 23, wherein applying the criteria 
comprises weighting measured 'charact~ristics of the signals responsive to a 
predetermined air interface preference. ' . 

25. A method according to claim 24, :wherein the preference is set by a user 
of the mobile station~ 

26. A method according to claim 24, wherein the preference is set by a 
network with which the base stati~ ·are associated. . 

27. A method according to claim 24, wherein the mobile station stores a 
record of the preference. 

28.. A method according to claf~ . 23, wherein applying . the criteria 
comprises applying a predeteri:nii\ed hysteresis factor so as to prevent 
recurrent reselection of the air inteifa<:E?. . · . . 
29. . A method according to,. clabn 23, wherein comparing the signals 

.. /comprises performing an asse~~~~t ·9f ~trp~g. neighbor .~lls when the ,· 
mobile station is in a border a~~~ of c:;oyera~e pr9vided over, the first air 
interface. 

30. A method according to tjaiIµ 1, wherein evaluating the characteristic 
. ' , . . . . . 

c~mprises comparing power levels of the signals received over. the first and 
second air interfaces. 

31. A method acco~ding to claim 1, wherein evaluating the characteristic 
comprises comparing path-loss criteria derived from the signals received over 
the.first and second air interfaces. 

32. A method according to claim 1, wherein selecting the second base 
station comprises sel~cting a qase st~1:ion responsive to selection by the 
mobile station of a public land m~bile network with which to communicate. 

33. A method according to claim·~, ·wherein selecting the second base 
station comprises rec<:iving information broadcast over the first air interface · 
in relation to criteria for interface reselection, and selecting the second base 
station responsive to the broad~t inf9rm.ation. 

34. A method according to daim · ~' wherein selecting the second base 
station comprises storing information in a memory module of the mobile 
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station in relation to 'criferia for interface reselection, and selecting the second 

base station responsive to the stored information. 

35. In a mobile wireless telecommunications system, which includes a first 

cell associated with a first air interface, and a second cell associated with a 

second air interface, a mobile station, compris~g: 
at least one radio transceiver, which receives signals from the first and 

second cells-over the first and second air interfaces, respectively; and 

control circuitry, which processes the signal received from the second 
cell while the mobile station is camped. in idle mode on the first cell,· and 

which evaluates the second signal and, responsive thereto, directs the mobile 

station to reselect and camp on the second cell. 

36. A mobile station according to claim 35, wherein the at least one 

transceiver comprises a single radio transceiver capable of operating over 

either the first of the second air interface. 

37. A mobile station according to claim 36, wherein while the mobile 

station is camped on the first cell, the transceiver is activated intermittently to 
receive signals therefrom, and wherein the control circuitry operates the 
transceiver to seek and receive signals over the second air interface during 
sleep periods of the transceiver intermediate the periods during which· it is 
activated to receive the signals from the first cell. 

38. A mobile station according to claim 35, wherein one of the first and 

second air interfaces comprises a TOMA air interface, and the other comprises 
a CDMA air interface. 

39. A mobile station accordii:tg to. claim 38, wherein the control circuitry 
applies cell selection and reselection procedures over the CDMA air interface 

in a manner substantially transparent to a GSM radio interface protocol layer 
of the mobile station. 

40. A mobile station according to claim 38, wherein while the mobile 

station camps on the cell associated with the CDMA air interface, the control 

circuitry performs idle mode procedures generally in accordance with a GSM 

standard. 

41. A mobile station according to claim 35, wherein the control circuitry 

operates using a radio resource management protocol layer having dual GSM 

and CDMA operating modes. 
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42. A mobile station accqrd~ng to. clah:n 41, wherein . the radio resource 

management protocol layer. COillprU;e~ p~rallel G$M . and CDMA protocol 

sublayers and a combiner sublayer which. selec~ .either the GSM or the 
CDMA operating mode. · . · .· · .. · . · 

43. A mobile station accordhl:g to claim 42, wherein. ~e combiner _sublayer 

receives messages 4-om a ~obility management p~otocol layer at a service 

access point in acco!'dance with GSM standards, and maps the messages to 

primitives which it ~irects to the se~ected GSM or COM~ sublayer. 

44. A mobile statj.on according to claim 35, wherein the control circuitry 

controls the transceiver to. receive signals over· the· second air interface 

responsive to a detec~ed loss of coverage 'by signals over the first air interface. 

45. A mobile station according to claim 35, wh.erei.il the control circuitry 
. ·' : . . . . . 

initiates m:onitoring·_of signals over the second air 'interface responsive to an 

indication that a predetermined monitOring ·criterion has been met. 

46. A mobile station according to claim 45, wherein the indication 

comprises a message broadcast to the mobile station over the first air interface 

that cells are available over the seCQDd air interface. 
. . 

47. A mobile station according to claim 45, whe~eilt the control circuitry 

initiates monitoring ~~ver the second air interface responsive to a level of the 

signals received over the first air interface. 

48. A mobile stati~n according to claim 47, wher~in the transceiver is 

tuned to receive signals from a· pfo.rality of candidate cells over the first air 

interface, and wherein the conµ-ol circuitry ·mitia~s monitoring over the 

second air interface when all of the signals received over the first air interface 

are below a predefined' level for a predetermined pe~od of time. 

49. A mobile station according to claim 45, wherein the transceiver is 

tuned to receive signals from a plurality of candidate cells over the first air 

interface, and wherein the control circuitry initiates monitoring over the 

second air interface when the number of candidate cells over the first interface 

is less than a predetermined minim.um number. 

50. A mobile stat,ion according to claim 45, wherein the control circuitry 

initiates monitoring over the . second air interface upon expiration of a 

predetermined time period during which monitoring over the second air 

interface has not occurred. 
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51. A mobile statib:ft!~ccording to claim 35, whereffi.'.the control circuitry is 
programmed to regulate energy expended by the mobile station in receiving 
the signals responsive to a desired level of energy consumption by the mobile 
station. 

52. A mobile station according. to claim 51, wherein the control circuitry 
sets a sampling rate at which to receive the signals responsive to the desired 
level of energy consumption. 

53. A mobile station according to claim 51, wherein the control circuitry 
chooses a number of cells from which to receive the signals over the second 
air interface responsive to the desired level of energy consumption. 

54. A mobile station according to claim 51, wherein the control circuitry 
further regulates the availability of the transceiver to receive the signals 
responsive to a desired level of quality of service provided by the mobile 
station. 

55. A mobile station according to claim 35, wherein the control circuitry 
compares the signals received by the transceiver over the firstand second air 
interfaces and applies reselection criteria to the comparison so as to determine·· 
whether to select the second cell~ 

56. A mobile station according to claim 55, wherein the control circuitj 
measures levels of the signals and weights the measured levels responsive to 
a predetermined air interface preference. 

57. A mobile station according to claim 56, wherein the preference is set by 
a user of the mobile station. 

58. A mobile station according to claim 56, wherein the preference is set by 
a network with which the base stations are associated. 

59. A mobile station according to claim 56, wherein the mobile station 
stores a record of the preference. 

60. A mobile station according to claim 55, wherein the control circuitry 
applies a predetermined hysteresis factor to the comparison so as to prevent 
recurrent reselection of the air interface. 

61. A· mobile station according to claim 55, wherein the control circuitry 
performs an assessment of strong neighbor cells when the mobile station is in 
a border area of coverage provided over the first air interface. 
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62. A mobile statio11 ·accordll\g to claim 35, wherein the control circuitry 
compares power levels of th~· signals received over the first and second air 
interfaces. 

63. A mobile station accoi:ding to claim 35, wherein the control circuitry 
compares path,..Joss criteria derived .from the signals received over the first 
and second air interfaces. . : ... 

64. A mobile station acco~ding ·:to cJaiiri 35, wherein the control circuitry 
selects the second ba~ station re~poll8ive to selection by the mobile station of 
a public land mobile J,letwork With- which to communicate. 

65. A mob.He station according to claim 35, wherein the at least one radio 
transceiver receives information pro~dcast over the first air interface in 
. relation to criteria fol," interface: res~lection, and wherein the control circuitry 
determines whether the mobile station should reselect and camp on the 
second cell responsive to the broadcast information. 

66. A mobile statio:r. according to claim 1, and comprising a Subscriber · · 
Information Module, which stores information in relation to criteria for 
irtterface reselection, and. wherein' the control circuitry determines whether. 

· the mobile station should reselect and camp on the second cell responsive to • 
the stored information. · 

67. In a mobile wi~l~s telecominunications sys~em, a method for cell . 
reselection by a mobil~ statio~ camped on a fir8t cell, comprising: 

receiving signals 9ver the air from a second cell; 
determining w~~ther the second cell b~longs to a different location 

area from the first cell; 
evaluating a characteristic of the signals, responsive to the determined 

location area of the second cell; and 
responsive to the evaluation, selecting the second cell for camping in 

place of the first cell. 

68. A method according to claim 67, wherein evaluating·the characteristic 
of the signals comprise~ applying a threshold criterion to the signals, such the 
threshold for reselection is high~r when the second cell belongs to a different 
location area from the first cell that when it belongs to the same location area. 
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69. A method accordhl~ to claim 67, wherein det~~i~ng whether the 
second cell belongs to a different location area comprises receiving a 
broadcast from the first cell indicating the location area of the second cell. 

70. A method according to claim 67, wherein determining whether the 
second cell belongs to a different location area comprises looking up in .a 
.memory of the mobile station a stored record of the location area of .the 
second cell. 

71. In a mobile wireless telecommunications system, a mobile station, 
comprising: 

a radio transceiver, which receives signals from a second cell while the 
mobile station is camped on a first cell; and 

control circuitry, which determines whether the second cell belongs to 
a different location area from the first cell and processes the signals received 
from the second cell responsive to the determined location area of the second 
cell, so as to decide whether to select the second cell for camping in place of 
the first cell. 

72. A mobile station according to claim 71, wherein the processing. 
circuitry applies a threshold criterion .to the signals, such the thr~hold for· 
reselection is high.er when the second cell belongs to a different location area 
from the first cell that when it belongs to the same location area. 

73. A mobile station according to claim 71, wherein the radio transceiver 
receives a broadcast from the first cell indicating the location area of the 
second cell. 

74. A mobile station accordiri.g to claim 71, wherein the mobile station 
comprises a memory, in which a record of the location area of the second cell 
is stored. 


