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Claims 
 

1.  An apparatus for providing ultrapure water for use in semiconductor fabrication, 

comprising: 

a cylindrical reactor with an inner cylindrical shell, an outer cylindrical shell arranged 

concentrically around the inner cylindrical shell and an annular channel volume formed between 

the inner shell and the outer shell for flow of water through the annular channel volume, 

an outer cylindrical vessel concentrically positioned around the outer shell to define an 

outer volume for flow of water through the outer volume, 

a flow path from a downstream end of the annular channel volume into the outer volume 

so that water flowing through and exiting the channel volume then reversing direction and enters 

and flows through the outer volume, 

a UV emission device within said inner shell, for UV transmission through water flowing 

through the channel volume to oxidize organic molecules in the water,  

the outer volume containing at least one of:  an adsorbing material comprising an ion 

exchange resin capable of removing oxidized organic materials from the UV-treated water; and a 

catalyst capable of removing hydrogen peroxide from the UV-treated water, 

the inner cylindrical shell, the outer cylindrical shell and the channel volume being 

without metals so that water flowing through the channel volume does not make contact with any 

metal, and  

the cylindrical reactor with the inner and outer cylindrical shells and the channel volume, 

as well as the outer cylindrical vessel and the outer volume, being contained in said apparatus as 

a sole unitary device,  
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whereby ultrapure water is provided by flowing water through the channel volume for 

UV treatment and oxidization of organic materials, and the UV-treated water then flows through 

the outer volume where hydrogen peroxide and/or oxidized organic materials are removed, all 

within a single unitary device. 

 

2.  Apparatus according to claim 1, wherein said inner cylindrical shell is made from 

synthetic crystalline SiO2, with a UV transmission rate. 

 

3.  Apparatus according to claim 1 or claim 2, wherein said UV emission device has an 

emission spectrum with wave lengths < 380 nm, with emission peaks of 185 nm and 254 nm. 

 

4.  Apparatus according to any one of the preceding claims, wherein said outer cylindrical 

shell is made from SiO2, with a UV transmission rate lower than that of synthetic crystalline 

SiO2. 

 

5.  Apparatus according to any one of the preceding claims, wherein the outer cylindrical 

shell comprises a reflector means for reflecting UV radiation. 

 

6.  Apparatus according to claim 5, wherein said reflector means for reflecting UV 

radiation is at least one coating, made from amorphous SiO2. 

 

7.  Apparatus according to any one of the preceding claims, wherein said channel volume 

has a width between 2 mm and 50 mm. 
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8.  Apparatus according to any one of the preceding claims, wherein said channel volume 

is made up from at least two chamber sections which are arranged in series. 

 

9.  Apparatus according to any one of the preceding claims, wherein said channel volume 

comprises means for generating a turbulent flow of flowing water in said channel volume, 

wherein said means are spiral components made from SiO2. 

 

10.  Apparatus according to any one of the preceding claims, wherein said cylindrical 

reactor further comprises a cylindrical shield enclosing said outer cylindrical shell, wherein said 

shield is made from plastic or has a surface made from plastic. 

 

11.  Apparatus according to any one of claims 1 to 10, wherein the outer volume contains 

both said ion exchange resin and said catalyst. 

 

12.  Apparatus according to any one of claims 1 to 11, wherein the outer volume contains 

said catalyst, which comprises palladium or platinum. 

 

13.  Apparatus according to claim 12, wherein the outer volume is without metals other 

than said palladium or platinum, so that water flowing through the apparatus does not make 

contact with any metal except said palladium or platinum. 
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14.  Method for semiconductor fabrication including providing ultrapure water for such 

fabrication, wherein water is flowed through the channel volume provided between the inner 

cylindrical shell and the outer cylindrical shell of a cylindrical reactor and through the outer 

volume in an apparatus according to any one of claims 1 to 13. 

 


