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MEmODS AND APPARATUS FOR INTRALUMINAL PLACEMENT 

OF A BIFURCATED INTRALUMINAL GRAFF 

Related Applications 

The present application is a continuation-in-part of co-pending U.S. 

application 09/163,580, filed September 30, 1998 under the same title. 

Background of the Invention 

10 Field of the Invention 

15 

The present invention is .directed generally to methods and apparatus 

for positioning an intraluminal graft More specifically the present invention is 

related to methods and apparatus for positioning an intraluminal graft into a 

bifurcating vessel such as an artery. 

Discussion of Related Technology 

An artery or other vessel that is weakened by disease, injmy, or 

congenital defect, can become distended due to the pressure of blood or other 

fluid flowing through the weakened area. In the vasculature, this distended 

20 weakening is called an aneurysm. An aneurysm typica1ly occurs in the arterial 

vessels of the head, chest, or abdomen. The distension may cause 1he vessel to 

rupture, which can have serious, even life-threatening consequences. 

Aneurysms in the abdominal aorta are typically distended around the 

circumference of the aorta and tapered at both ends. Most aneurysms of the 

2s abdominal aorta are caused by atherosclerotic weakening of a segment of the 

wall. Abdominal aneurysms may cause backache and severe pain, and may be 

visible as a throbbing swelling. If an abdominal aorta ruptures, it is seriously 

life threatening. 

Traditionally, aneurysms have been treated by radical surgical graft 

30 replacement This approach is risky for the patient and is sometimes not 
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feasible due to other pre-existing disease states of the patient. M_ore recently, 

aneurysms have been treated by placement of an intraluminal or endovascular 

graft. These intraluminal or endovascular grafts may be of various types, 

including grafts having stents, wirefonns, or other attachment means attached to 

s or integrated into the graft structUre. 

In general, in:traluminal grafts and their respective support and/or 

attachment means fitll into two major categories, self-expanding and pressure 

expandable. Self-expanding intraluminal grafts, are supported and/or attached 

via resilient or shape-memory material such as spring steel or Nitinol™. 

to Self-expanding material is capable of being formed in a configliration from 

which it may be compressed to a radially compact diameter for placement 

within a damaged vessel. At the time of use, the memory feature of these 

materials causes them to self-expand from the radially compact diameter to the 

expanded operative diameter. 

JS Pressure-expandable intraluminal grafts are supported and/or attached 

via plastically defonnable material such as stainless steel that is initially fonned 

in its radially compact diameter. This type of material does not have memory, 

and will remain in the radially compact diameter untihnanuaJly expanded. 

Typically, outwardly directed pressure is exerted upon the graft through use of a 

20 balloon so as to cause radial expansion and resultant plastic defonnaticin of the 

material to its operative diameter. 

Careful positioning and finn implantation of the intraluminal graft is 

critical to the successful treatment of the underlying medical condition. This is 

particularly difficult to accomplish when the aneurysm extends from an artery 

25 into one or more divergent arteries. A "trouser graft'' has been suggested for use 

in a first main artery and a pair of divergent arteries· by White et al. in PCT 

Application Nos. WO 97/17910; WO 97117911; WO 97/18006; WO 97/26936; 

and WO 97/26938; all of which are hereby incorporated herein by reference in 

their entireties. A trouser graft comprises a first tubular body that bifurcates 

'. 
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into two smaller tubular bodies. In the referenced disclosures, the first tubular 

body is placed in first arteiy and the two smaller tubular bodies are placed so as 

to extend within the two divergent arteries. 

Notwithstanding the important ·teachings of the foregoing references. 

s features of the aforementioned device have recognized shOrtcomings that make 

them less than complete solutions to the treatment of aneUrysms in the 

vasculature, or to the treatment of similar damage to other vessels. The present 

invention p~vides substantial improvements to the methods and apparatus of 

the prior art. 

10 

Summaty of the Invention 

It is an object of the present invention to provide an improved 

intraluminal graft and method for placement of same that diminishes deleterious 

kinking and twisting of the graft during and after placement thereof in a vessel. 

IS It is another object of the present invention to provide an improved 

intraluminal graft and method for placement of same that provides control over 

inadvertent longitudinal moveinent within a vesset 

Another object of the present invention is to provide an improved 

intraluminal "trouser" graft and method for placeinent of Sam.e that precludes 

20 inadvertent separation of the legs of the trouser. 

These and other objects and features of the present invention will 

become more fully apparent from the following description and appended 

claims, or may be learned by the practice of the invention as set forth 

hereinafter. 

25 To achieve the forgoing objects, and in accordance with the invention 

as einbodied and broadly described herein, the present invention relates to new 

and useful apparatus and methods for placing a bifurcated graft at the site of a 

damaged vessel. In a preferred embodimen~ the methods and apparatus of the 

present invention are directed to placement of a bifurcated graft within an 
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aneurysm located in the abdominal aorta downstream ofthe renal arteries. 

Preferably, placement of the graft is through the right femoral artery of a 

patient. 

An introducer assembly is provided which is configured for placement 

s over a guidewire and for facilitating ~·advancement.of various catheter 

assemblies required in connection with the practice ofthe invention. The · 

introducer assembly includes a sheath, vil,Jve head, 811~ a dilator., The sheath is 

preferably cylindrical in shape and is fOIQ:ted so_ as to have an appropriate · 

10 

flexibility and an outer diameter suitable for pl~en~ _at the location of an· 

aneurysm to be repaired. The valve head pennits insertion and removal of 

· various catheters during the method-of the present.invention without significant 

loss of blood from the femoral artery. The proximal end of the valve head is 

provided with a threaded connector whic~ facilitates connecti~n of the ~alve 

.. head to other catheters. The dilator, which include~ a tapered tip, is placed 

... 15 . . . during use through the valve head and the sheath, so that the tapered tip portion 

protrudes from the sheath. The dilator tip· portion is capable of being advanced 
. . ~- . . 

. . -~· _: 

. gently through the tortuOus pathway ~f the vasculamre without causing undue 

trauma or a perforation, yet is also sufficiently stiff to cause the blood vessels to 

assume a less tortuous ]>~th. 
··· .. ·:; 

. , 20 

25 

Another component of the present invention.is a bifurcated aortic.graft . 

: The preferred bifurcated aortic graft includes both self-expanding and balloon-

. expandable wirefonns along its length'. ·The balloon-expandable wires permit 

. precision in placement of the aortic graft; The self-c;,x:P,anding wires ,open within 

the vessel immediately upon deployment from the main catheter assembly, 

which allows insertion of other modular components, opens a removal path for 

the inflatable balloons, and reduces kinking. The self°'.expanding wires also 

increase the anchoring force.between the bifurcated graft and modular extension 

grafts used to extend the bifurcated graft into communicatiOn. with non­

distended vessel walls. 
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One of the ·self-expanding wirefonns is located at a septum region of 

the bifurcated graft. The septum region separates an ipsilateral leg :from a 

contralateral leg (''ipsilateral" and "conttalateml" referring to opposite lateral 

sides of the patient depending on the surgical approach). This septum wire 

s prevents and helps eliminate the kinks that are typically encountered with· 

conventional bifurcated grafts; In addition, the self-expanding wirefonn at the 

septum region includes crimps functioning as radiopaque markers generally 

pointing to the septum region, which aids in identifying the location of the. 

septum under fluoroscopy. Two additional self-expanding wirefonns are 

.10 located at the ends of each leg of the bifurcated graft. These wirefonns facilitate 

opening the legs immediately upon deployment from the main catheter 

assembly to alJow for the insertion of modular components~ These leg 

wirefonns also contain crimps as radiopaque markers which aid in identifying 

the ends of the bifurcated graft legs. AU crimps on the self-expanding 

JS wirefonns are placed on the anterior side of the graft. thus aiding in orientation 

of the graft under tluoroscopy. 

The main catheter assembly is utilized to place the aortic graft 

described above, which is compressed and loaded onto the distal end of the 

main catheter assembly. The main catheter assembly is sized such that it will fit 

20 inside the introducer sheath. 

The components of the main catheter assembly include the folJowing: a 

rigid loader configured for connection to the valve bead of the sheath assembly; 

a proximal connector assembly including a distal pusher connector; an elongate, 

.·tubular pusher body; an elongate catheter with a coaxial tube construction; and 

25 an inflatable catheter balloon~ 

In addition· to the aortic graft, two additional graft portions are adapted 

to extend into the respective iliac arteries to form a frictional engagement with 

the ipsilateral and contralateral legs of the aortic graft. These extension grafts 

typically comprise straight cylindrical tubes, with an upstream end having a 
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common diameter. The upstream ends interlock with the respective 

downstream portions of the aortic graft. 

The present invention may further include a 4irectional catheter which 

pennits pJacem~t of the graft extensions. The. directiopal catheter includes a 

s deflecting spring portion, .a knob used to deflect the spring portion, and a 

collllector nut for collllection with the she~th assembly. 

The preferred method· for using the aforementioned components of the 

present invention includes the following steps. An incision is made and a 

primary guidewire is placed in conventional _fashion in the ipsilateral side, that 

to is, for ex;µnple, through the right femoral artery and the right common iliac 

artery so as to ~d wellupstreaJn of the aneurysm .. The introducer assembly 

is .. advanced over and along the primary guidewire into a position upstream of 

.. the renaJ arteries. Once the sheath of the introducer.assembly has been properly 

placed, the dilator is retracted along the guidewire and then completely removed 

IS fro~ within the sheath assembly and :from primary guidewi:re. The main 

.• catheter assembly is inselted over the prima:ry guidewire and into the sheath 

assembly,.andthen connected-thereto. The pusher.body js distally advanced to 

.. push the aortic graft anchnain-catheter through to the end of the introducer 

·.·sheath. The sheath.containing the. aortic ·graft .is.then ~cted slo:wly to 

20 approximately a desired deployment position- in the abclominal aorta. The 

introducer. sheath is then retracted to a position justbeJow the septum region, 

freeing the aortic graft and exposing it to blood flow, 

The balloon-expandable, upstreaJD. portion of.the aortic.graft remains in 

a substantially compressed configuration. ·The catheter balloon is inflated which 

2s faciJitates the concurrent radial expansion of the balloon-expandable portions of 

the graft from the initial, collapsed orientation, to.the second, expanded 

orientation. In one embodiment of the present invention, the graft is slightly 

over-sized to optimize engagement of the aortic graft, wjth the aortic wall. 

When the graft is fully expanded, the upstream end the«:of :frictionally engages 
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the luminal surfaces of unaffected regions of the aorta just below the renal 

arteries. After the graft has been radially expanded in the aforementioned 

manner, the balloon is deflatedj longitudina11y stretched to prevent snagging on 
the gra~ and then removed. The main catheter is then withdrawn slowly and: 

s· carefully, witli the introducer sheath and the primary· guidewire remaining in 

place. 

For placement of the graft extensions, the directional catheter is first 

inserted over the primary guidewire.· The spring portion of the directional 

. catheter is positioned such that it is above the septum region of the aortic graft. 

JO The spring portion is deflected by pulling proximally on the knob. A 

supplemental guidewire is then advanced through the directional catheter and. 

out the deflected spring portion such that the supplemental guidewire extends. 

down the contralateral leg and through the left common iliac artery. The 

supplemental guidewire is extended until it is in the left femoral artery, at which 

IS . time the left femoral artery is cross-clamped ·and a cut-down or percutaneous 

incision is performed to retrieve the supplemental guidewire. Once the 

guidewire is retrieved, a stiffer guidewire is exchange through the left femoral 

artery until it is within the first graft and reaches the contralateral side of the 

aortic graft. A second introducer assembly is then introduced over the stiff 
20 guidewire. 

A second catheter assembly on which is packaged a tubular graft 

extension is then introduced through the second sheath·assembly until the 

introducer sheath extends through the left iliac artery and tenninates at the 

bifurcation point of the aortic graft The sheath followed by the pusher of the 

2s second catheter assembly are then pulled back proximally to release the tubular 

graft extension. The balloon on the· second catheter assembly is then inflated 

such that the upstream end of the extension graft is frictionally engaged with the 

downstream contralateral leg of the aortic graft. In one embodiment of the 

present invention, the extension graft is slightly over-sized such that it optimally 
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engages with the self-expanding downstream contralateral leg. The balloon is 

then deflated and the second catheter ~sembly is remQved in the manner 

previously descn'bed hereinabove with respect to the·main catheter. 

The directional catheter is also removed such that a third catheter 

5 assembly, on which is packaged a tubular graft extension, and which may be 

identical to the second catheter assembly, can be in~duced over the primary 

guidewire and through the first introducer sheath ass~bly. This third catheter 

assembly is advanced:until the distal end of the extension graft is at the 

bifurcation point of the aortic graft. In like.manner to that previously described, 

10 a third graft extension positioned on the third catheter assembly is deployed 

such that its upstream end is. in contact with the ipsilateral leg of the aortic graft, 

and its downstream end is in contact wi~ the right iliac artety. Also as 

previously descn'bed, the ballo<m on ~rd catheter assembly is inflated to 

expand the balloon. expandab•e ~xt.ension graft in the ipsilateral sjde. In one 

15 embodiment of the present invention, the exteJ;u;ion graft is slightly over-sized 

s~ch that it ~al;ly engages with the self-expanding downstream ipsilateral 

leg~ Finally, the balloon is de.f121:ted ~d ~tched, and Uie third catheter 
.. ., .. : '!: ... · ... 

assembly is wi~wn, 

In .all altenµl~ e~bodjinent both th~ ipsilateptl and contralateral balloon 

~o catheters could be positioned simu1taneously and inflated sequentially. While 

maintaining .the position of the third catheter balloon the second catheter balloon 

is deflated and stretched and-the second.catheter.isremoved. The third catheter 

balloon is subsequently deflated, stretcl:Jed, and removed. 

The second sheath assembly and the stiff guidewires are withdrawn and 

25 the contralateral incision or puncture is sutured. An angiographic examination 

may take .place to. determine if the grafts are correctly placed and functioning. 

The .first introducer sheath assembly is withdrawn and the right femoral incision 

is sutured. The result is.a functioning trouser graft bridging an aneurysm. 
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Brief Description of the Drawings 

To more :fully understand the manner in which the above-recited and 

other advantages and objects of the invention are obtained, a more particular 

description of the invention will be rendered by reference to a specific 

S embodiment thereof which is illustrated in the appended drawings. 

Understanding that these drawings depict only a typical embodiment of the 

· invention and are not therefore to be considered to be limiting of its scope, the 

invention in its presently understood best mode for making and using the same 

will be described and explained with additional specificity and detail through 

10 the .use of the accompanying drawings in which: 

15 

Figure 1 is a front view of an aortic graft in accordance with the present 

invention; 

Figure lA is a perspective view of a cylindrical mandrel for forming the 

self-expanding wires of Figure 1; 

Figure lB is a partial plan view of an alternate configuration for a 

balloon-expandable wireform in accordance with the present invention; 

Figure 2 is front view of a graft extension in accordance with the 

present invention; 

. Figure 2A is an internal cross-sectional view of the graft extension from 

20 Figure 2; .. 

Figure 3 is an exploded perspective view of an introducer assembly of 

the present invention; 

Figure 4 is a perspective view of a main catheter assembly of the 

present invention; 

2s Figure 5 is a front perspective view of a directional catheter assembly 

of the present invention; 

Figure 6 is a side view of the main catheter assembly of Figure 4 with 

the expandable balloon shown exposed and in an expanded configuration; 
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Figure 7 A is a partial perspective view of the main catheter assembly 

·being inserted into the introducer assembly; 

Figure 7B is ·a: partial perspective view of the main catheter assembly 

connected to the introducer asseinbly; 

Figure 8A is a schematic cutaway view ·of th~ abdominal region of the 

human body("schematic abdominal view").having a guidewire positioned 

··therein; 

Figilre SB is a sectional view of an abdo:rnin81 aorta and aneurysm 

· ("sectioilal aneurysmic view") having a guidewire positioned therethrough; 

Figure 9A is a schematic abdominal view having an introducer 

· assembly positicined.therein; 

Figure 9B is a sectional aneurysmic view having an introducer 

. assembly positioned therethrough; ··. 

· Figure 9Cis.a: schematic abdominal view with an introducer sheath 

IS.. ·'·positioned above the tenal 'arteries and the dilator removed therefrom; 

· Figure lOAjs a schematic abdominal view with the balloon of the main 

catheter assembly·andaortic·graft advanced within the introducer sheath to the 

· renal arteries; · ' .. · 

Figure lOB is a sectional ·aneurysmic view similar to Figure 1 OA; 

20 Figure· 1 OC ·is a detailed view of the introducer sheath being withdrawn 

to expose the aortic giaft therein; 

Figure lOD is a sectional aneurysmic view with the introducer sheath 

withdrawn to a position downstream of the aortic graft; 

Figure 1 lA is a schematic abdomiilal view With the balloon of the 

25 · main catheter assembly expanded within a trunk portion of the aortic graft; 

Figure l lB is ·a schematic abdomiilal view with the balloon of the main 

catheter assembly over-expanded within the aortic graft trunk portion; 

Figure 12A isi schematic abdominal view with the balloon of the main 

catheter assembly deflated within the aortic graft; 
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Figure 12B is a sectional aneurysmic view with the deflated balloon on 

the main catheter assembly being stretched to facilitate removal from inside the 

aortic graft; 

Figure 12C is ~schematic abdominal view with the main catheter 

s assembly being withdrawn therefrom and only the main guidewire extending 

. through the aortic graft; 

Figure 13A is a schematic abdominal view with the directional catheter 

connected to the sheath assembly and positioned within the aortic graft; 

Figure 13B is a detailed view of the directional catheter being deflected 

10 around the septum region of the aortic graft; 

Figure 13C is a sectional aneurysmic view with the directional catheter 

advanced to a position above the renal arteries and a second guidewire 

positioned within the contlalateral side; 

Figure 14A is a schematic abdominal view with a second catheter 

1 s assembly positioned within the contralateral side; 

Figure 14B is a sectional aneuxysmic view with a seeond introducer 

sheath positioned at the septum region and the dilator removed therefrom; 

Figure ISA is a sectional aneurysmic view of a.balloon of the second 

catheter assembly and an associated first extension graft advanced within the 

20 second·introducer sheath to the septum region; 

Figure lSB is a sectional aneurysmic view with the second introducer 

sheath withdrawn to a position downstream of the now exposed first extension 

graft; 

Figure 1 SC is a sectional aneuxysmic view with the first extension graft 

2s from Figure lSB being expanded from inflation of the balloon on the second 

catheter assembly; 

Figure l 6A is a sectional aneuxysmic view with a balloon of a third 

catheter assembly and an associated second extension graft advanced within the 
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first introducer sheath on the ips~teral side tO the·septum region of the aortic 

graft; 

Figure 16B is a sectional aneuiysmic view with the first in1roducer 

sheath withdrawn to a position downstream of the now exposed second 

. s extension graft; 

10 

Figure 16C is a cross-section along line 16C-16C of Figure 16B; and 

Figure l 6D is a sectional aneurysmic view with a fully deployed aortic 

graft and first and second graft extensions. 

Description of the Preferred Embodiments. 

...• Th~ present invention enables placement of a ]>ifurcated graft at a site 

of~ d8mag~d vessel, such .as an artery, by minimally invasive techniques rather 

than an open surgica_l access route. Although the methods and apparatus of the 

present inveptfon are applicable for various types of body lumen$, the 

15 description l!erein will ~e direc~. to placenient of a bifureated graft within an 

aneuiysm l09ated in the .abdominal ~orta downstream of the renal arteries for . . . . . . . . 

purposes ofbtevjty _and sintplicity. . 

... In ~ddition,,~ particular pnx:ed~re is .described herein showing 

placemento(~e graft th.-ough the-right femoral artery.of a patient. This method 

20 is presently preferred for several reasons. For example, it is contemplated that 

the bifurcated graft of the present invention will be placed by a vascular 

surgeon, interventional radiologist or a cardiologist. As a practical matter, 

physicians are accustomed to placing catheters through a femoral artery entry 

point, and ~less accustomed to Qtherentry points. Further, since most 

25. physicians ~ right handed .. the preferre.d insertfon will be in the right femoral 

~· By describing this type ofinsertion, however, it is nQt intended to 

ex.elude other insertion locations, such as the left subclavian artery, or the 

initiation of the procedure through the left femoral artery. Those of ordinary 

.•. 
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skill will be able to take the teachings herein and apply them to other body 

lumens, other lumen locations, and other insertion sites. 

As the terms are used herein with reference to the human body,. 

"upstream" pertains to the direction towards the heart while "downstream" 

s pertains to the direction-away from the heart. When referring to catheters, 

"distal" refers to the tip of catheter that is inserted into a patient and •'proximal" 

refers to the end of the catheter outside the body of a patient. The orientation of 

the graft of the present invention will be referenced with respect to whether it is 

carried by the catheter or implanted at the aneurysm site. Specifically, upstream 

Io and downstream will be used to refer to the portions of the implanted graft 

clOser and farther from the heart, respectively. Alternatively, when the graft is 

still cairied on the· catheter, distal and proximal will be used to refer to portions 

of the graft in accordance with the aforementioned catheter orientation. Finally, 

ipsilateral refers to the side of the patient in which the primary guidewire and 

Is main catheter are inserted (the right femoral artery in the present embodiment), 

while contralateral refers to the opposite side .. 

Aneurysms :frequently form in the abdominal aorta at a location 

between the renal arteries and immediatelyproximal to the common iliac 

arteries. Figure 8A, for example, illustrates the anatomy of the abdomen in the 

20 location of an aortic aneurysm. The abdominal aorta 100 can be seen branching 

distally into the common iliac arteries, the right common iliac artery 102 and the 

left common iliac artery 104. The right and left renal arteries 106, 108 and the 

right and left kidneys 110, 112 are located proximal from the common iliacs 

102, 104~ In between the common iliacs and the renal arteries, an aortic 

25 aneurysm 114 can be seen as a bulging section of the abdoniinal aorta 100. 

Although not depicted in the present :figure, such an aneurysm may even extend 

down one or both iliac arteries. The right and left common iliac arteries 102, 

104 become the right and left femoral arteries 116, 118 in the region of the 

pelvis 98. 
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A, Introducer Assembly 

It is important to introduce the bifurcated aQrtic graft of the present 

invention without causing damage ta the patient's vasculature, without undue 

s loss of blood, without dislodging plaque, and with minimum effort. It is a 

feature of the present invention to utilize an "introducer assembly'' to achieve 

these objectives. 

The "introducer assembly".of the present invention i1lpreferably 

configured for placement over a guidewire; Portions of the introducer assembly 

to are thereafter used to facilitate the advancement of various catheter assemblies 

required in connection with the practice of the inventi()ll as described below. 

An introducer assembly useful in the practice of the present invention is 

described in·co-pendingu.s~ Patent Application Serial No. 08/713,070 filed on 

September 12, 1996, incorporated herein by reference (the '070 Application). 

ts The primazy components of·introducet assembly 130 may be observed 

by reference to Figure·3. Figure 3 depicts a sheath assembly 132. Sheath 

assembly 132 is comprised generally ofa sheath 134 and a valve head 136. 

Sheath 134 is preferably cylindrical in shape along those portions of its length to 

be inserted into a patient. Sheathl34 is funned so as to have an appropriate 

20 flexibility and an outer diameter suitable for placement at the location of an 

aneury5m to be repaired. Sheath 134 is provided with a lumen having a 

diameter suitable to permit insertion of the graft sections and the various 

catheters described below. Tip portion 138 of sheath 134 is preferably curved 

so as to minimize any trauma to tissue or tendency to dislodge plaque when the 

2s sheath is advanced upstream into a patient's vasculature. As mentioned in the 

'070 application, tip portion 138 is preferably fitted with a radiopaque marker to 

assist in proper placement during use. 

The femoral artery is a relatively high-pressure lumen.· Sheath 134 is 

fitted with valve head 136 in a fluid-tight fashion. Valve head 136 permits 
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insertion and removal· of various catheters during the method of the present 

invention without significant loss of blood from the feinoral artery. 

Figure 3 additionally illustrates a dilator 140 used initially during the 

insertion of sheath 134 and during any subsequent upstream movement of 

s sheath 134. Dilator 140 is placed during use through valve head 136 and sheath 

134 so that tapered dilator tip portion 142 protrudes from sheath tip portion 138. 

Dilator tip portion 142 is formed of a somewhat resilient material that is capable 

ofbeing advanced gently through the tortured pathway of the vasculature 

without causing undue trauma or a perforation. Yet, it is desired that the tip· 

10 portion be sufficiently stiff to cause the blood vessels to assume a less tortuous 

path. In other words, it is intended that the tip portion straighten the vasculature 

so as to facilitate placement of the sheath. Dilator 140 is provided with a lumen 

therethrough capable of fitting over a guidewire. 

The proximal end of valve head 136 is provided with a threaded 

15 connector 144. This threaded comector facilitates fluid-tight connection of the 

valve head to other catheters during the practice of the method of the invention, 

as discussed in greater detail belOw. 

The method for insertion of the introducer assembly will now be 

·described. As illustrated in Figures SA and SB, an incision 120 is made and a 

20 primary guidewire 128 is placed in conventional fashion in the right femoral· 

artery 116 and right common iliac artery 102 so as to extend well upstream of 

the aneurysm 114. 

As illustrated in Figures 3 and 9A, the introducer assembly 130 

·(comprising the sheath assembly 132 and the dilator 140) is advanced over and 

25 along the primary guidewire 128; As the introducer assembly is advanced, 

dilator tip portion 142 gently straightens the patient's vasculature in preparation 

for sheath 134. As seen in Figure 9B, the introducer assembly is advanced to 

the point where tip portion 138 of the sheath 134 is upstream from the desired 

site of graft placement. Specifically, the tip portion 138 is advanced upstream 
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. . of one of the two renal arteries 106 and 108 located. tnost proximal to the heart. 

Under fluoro-visualization, aradiopaque marker.139 in sheath tip portion 138 

confirms proper placement with respect to the ana~mical landmark of the renal 

arteries. 

Once the sheath has been properly placed, the dilator 140 (Figure 3) is 

retracted along the guidewire and then completely ~oved :from within the 

sheath assembly 1.32 and from primary guidewire 128. As illustrated in Figure 

9C, once the dilator 140 has been removed, the lumen of sheath 134 is available 

for placement of.other catheters .. Valve head 136 (Figure 7A)prevents 

10 substantial blood loss from sheath assembly 132. 

B. . Aortic Graft 

The ·aortic graft is designed for introduction into the abdominal aorta 

with the use.of the main loading catheter, which will be descn"bed in more detail 

beiow. First, the prefeued structure of the aortic graft will be described with 

.15 reference to Figlire 1. ; 

As illustrate4 in Figure ;},,.one presently preferred embodiment of the 

aortic graft is designated generally; at. 10 •. Such a bifurcated graft, sometimes 

referred to as·a,"trouser.graft," is adapted for insertion transfemorally to the 

situs of an aortic aneurysm in the region where the iliac arteries branch from 

20 the abdominal aorta. . 

The aortic graft· 10 includes a proximal trunk portion 12 and is 

bifurcated to define two proximal legs, a contralateral leg 14 and an ipsilateral 

leg 16. In this prefeued. embodiment, the ipsilateral leg 16 extends longer than 

the contralateral leg 14 to facilitate loading of both legs into a smaller diameter 

25 loader when self expanding wireforms are attached to the end of each leg. The 

length difference between the two legs corresponds to the height of the self­

expanding wirefonn, so that the self-expanding wirefonns are not side by side 

within the loader. This reduces the overall bulk of the graft and permits loading 

into a smaller diameter loader. One of skill in the art will appreciate, however, 
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that the relative lengths of the two graft legs may be adjusted depending on the 

particular application for which the graft is to be used. This difference in leg 

lengths also aids in orientation of the bifurcated graft under .fluoroscopy. 

The aortic gm.ft 1 O is configured :from a flexible tubular structure 18 

s which is reinforced by wireforms 20 extending circumferentially around or 

woven into the tubular structure 18. The·flexible•tubular structure 18 is 

foldable, and the wirefonns 20' are radially compressible and expandable. Thus, 

the graft is configured to move between an insertion diameter, in which state the 

graft may be inserted intraluminally into the aorta, and a larger, expanded 

1 o diameter (illustrated, in Figure 1) in which state the graft may be secured within 

the aorta. 

In the expanded state illustrated in Figure 1, the trunk portion 12 is 

generally cylindrical and has a trunk diameter 22 corresponding generally to the 

diameter of an average aorta. In this preferred embodiment, the.trunk portion 

IS 12 may be configured to be a variety of sizes, one of which is selected according 

to the size of the abdominal aorta of the patient into which the graft is to be 

implanted. It is presently preferred to make grafts in which the trunk portion is 

sized to an expansion diameter of 19, 21, 23, 25;, 27, illid 29 mm" These sizes, 

of course, are not limiting of the sizes which may be utilized in accordance with 

20 the teachings of the present invention 

As can readily be seen upon inspection of the graft of Figure 1, the 

trunk portion 12 defines a cylindrical tube through which fluid may flow. At a 

septum region 28, the graft bifurcates into the two leg portions 14, 16. The 

cylindrical tubes defined by the two leg portions are in fluid communication 

2S with the trunk portion 12~ thereby approximating the internal configuration of 

the bifurcated junction of the aortic artery. 

The legs 14, 16 are cylindrical and have diameters which, in their expanded 

state, correspond to a fixed diameter to insure a constant interface between the 

legs and the upstream end of the extension grafts which will be described later. 
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In this embodiment, the contra,Jateral leg 14 and the ipsilateral leg 16 have 

expanded diaineters of 13 mm. Again, the magnitude of the expanded diameter 

of the legs 14, 16 may be varied according tO the desired interface between the 

legs and the extension grafts. However the diameter of the legs is not dependent 

s on the diameter of the trunk region. In prior art bifurcated woven grafts, the leg 

diameter is Olie half the diameter of the trunk: For example, a 26mm trunk 

would always bifurcate into two 13tnm legs, a 28nim graft would bifurcate into 

two 14mm legs, a 24inm graft would bifurcate into two 12mm legs, etc. This is 

a function of how bifurcated grafts are typicaUy woven. 

10 

ts 

20 

In the present ilivention, the lower portion of the ti.un1c region can be 

tapered ~ther out or in to insure a constant diameter of the legs regardless of 

the trunk diameter. For example, a 28 mm trunk would taper down to 26inm in 

its lower region prior to being bifuicated into two 13mm legs. Similarly, a 

24mm trimk would taper out tO 26inm prior' tO being bifutcated into two l 3mm 

· legs. This provides for a standard leg di8nleter regardless· of the trunk diameter 

and inSures a constant intei'faee and interlock between the bifurcated graft and 

the extension: 8rafts' reg8rdless' of the relative diameter! of the trunk and the 

downstream erids ofthe'eXtensioh grafts. 
An alternative embodimerit·of trus iii~ention would be to maintain a 

straight trunk through the bifurcation region 'and then taper the legs either out Or 
in to maintain a constant do\vnstream diameter. 

The flexible tubular structure 18 is preferably made of a tube of woven 

polyester fabric. Although polyester is presently prefefred, other materials may 

be utilized for the flexible tubular structure 18. Such· materials include but are 

25 not limited to expanded polytetrafluoroethylene ( ePTFE), coated polyester, 

porous polyurethane, silicone, and spun or woven polymeric fibers. One of 

skill in the art of biocompatl'ble grafts will readily identify other materials 

suitable for application in the construction of the flexible tubular structure 18. It 

is preferred that the tubular structure be made of a material which is porous, 
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thereby allowing tissue ingrowth .:into the graft material and/or fonnation of an 

intimal layer, although for some applications it may be desirable to make the 

.. tubular structure of a fluid impervious material. 

Preferably, the fabric is woven into the tubular configuration, thereby 

s eliminating seams or other internal protrusions which could interfere with blood· 

flow or foIDl locations for thrombi to occur. By employing a flextole fabric for 

the tubular structure 18, ihe. fabric· will readily fold to accommodate radial 

contraction of the graft; such as is necessary for intraluminal introduction of the 

graft. 

10 In a preferred embodiment of the present invention, the fabric tubing of 

the graft and the wireforms therein can be over-sized with respect to the first 

balloon used to expand the balloon-expandable wirefoIDls. Due to the fact that 

there is a small amount of recoil that occurs in the balloon-expandable 

wirefoIDls after expansion, it may be desirable to re-expand these wirefonns to 

1 s more accurately retain the graft within the vessel. If the fabric tubing of the 

graft and the wirefonns have a diameter which is larger than the post-recoil 

diameter of the wirefonns after their first expansion, the physicia:ii can use a 

second, larger balloon to re-expand or over-expand the balloon-expandable 

wirefoIDls such that upon recoil of the wirefonns their diameters are of the 

20 proper size for optimum retention of the graft within the vessel. 

This feature enables a surgeon to optimize the fit of a graft within a 

vessel without having to remove it and replace it with another. That is, a graft 

which upon first balloon-expansion may not sufficiently engage with the wall of 

the vessel, may be subsequently over-expanded to optimize the fit therein. For 

2S example, the fabric tubing of the graft may have a diameter of24 mm, while the 

balloon-expandable wireforms have a diameter of 24 mm. The graft is first 

inflated to 23 mm and the wireforms will recoil to 22 mm. If the physician 

chooses to further expand the wirefonns and more optimally retain the graft in 

the vessel, the physician will bring in a larger balloon which inflates to 25 mm. 
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After recoil, the final wirefonn diameter will be· 24 mm and the graft will be in 

its fu1ly opened state. 

In apcordance with a presently preferred embodiment of the invention, a 

number of wirefonns 20 are provided to furnish structura1 rigidity to the graft 

s and to secure the graft within the body lumen. AB iUustrated in Figure l, aortic 

graft 10 includes two different types of wireforms: balloon-expandable 

. wirefonns 30 and self-expan~ing wireforms 32. This. preferred embodiment 

includes three balloon expandable wireforms 34,_ 36, and 38, which are woven 

into the fabric but positioned primarily ()n the interior of the fabric in the trunk 

Io region 12.and a single balloon-expandable wirefonn 4:0 positioned on the 

exterior of the fabric at the distal end of the trunk ~gi()Jl 12. A self-expanding 

wirefonn 42 js attaChed to the outside of the fabric at. the septum region 28 with .. . ··. . : . . . . . .. 

. . . a self-expandip.g w_irefonn 44 positioned on the distal end of the contralateral 

leg 14 and another ~elf-expanding wire~o~ 46 at the distal end of the ipsilateral 

JS leg 16. 
. . 

The balloon:-e?tJ>andable :wirefODllS 30 of the present invention are 
. . .:: .·; . ,;!~ . : ,... . ' . . : . . . 

preferably made .of an aUoy of carbon, silicon, phosphorus, sulphur, chromium, 
. ., .. ·' .. : 

. nickel, beryllium, cobalt, iron, ~ganese and molybdenum which is sold under 
.· . : ..... ··· .. ,. . .:'· . . . ..·. . 

. the ELOILOY trad~ ~e by Elgilo:)I, ~.P. of Elgin, Il1inois, U.S.A. Other 

20 .. materials which may be util~ in.~akill~ the wireforms 30 include a nickel 

and titanium alloy sold. U:Dder the NITINOL lrade name, stainless steel, and 

other biocompatible, implantable metals. The wires used in manufacturing the 

balloon-expandable wirefonns 30 of the present invention are preferably about 

0.012 inches in diameter. 

25 Preferably, each of the balloon-expandable wireforms 30 is similarly 

. configured with a curvilinear geometry such as ttie closed sinusoidal-like wave 

geometry i11ustrated in Figure 1, with alternating crests SO and valleys 52 which 

define an amplitude 54. The amplitude 54 of a wirefonn is thus defined as the 

longitudinal distance between a ciest 50. and an adjacent valley 52. In this 
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preferred embodiment, the amplitude 54 of the proximal wirefonn 34 in its 

expanded state is approximately OJ 03 inches. 

The balloon-expandable wirefonns 30 are preferably configured with a 

plurality ofintennediate segments 56 which are connected by corresponding· 

s crests SO and valleys 52. The crests 50 and valleys 52 are formed with a radius 

which, in this preferred embodiment,. is about 0.025 inches. 

Preferably, the intennediate segments are positioned at an angle with 

respect to each other of greater than about 90 degrees in order to provide 

greater wireform rigidity, reduced wirefonn recoil and increased anchoring 

1 o force. To those ends the intennediate segments are more preferably positioned 

at an angle with respect to each other from a range of about 100 degrees to·· 

about 135 degrees. Most preferably, the intennediate segments are positioned at 

an angle with respect to each other from a range of about 120 degrees to about 

125 degrees. 

15 For example, in the most preferred embodiment, the crests 50 and· 

valleys 52 of the balloon-expandable wirefonns 30 are configured by obtaining 

annealed ELGILOY wire having a diameter of preferably about 0.012 inche8 

and wrapping the wire around a pin having a diameter of 0.050 inches, thereby 

defining a plurality of adjacent, intennediate segments 56 positioned at an angle 

20 with respect to each other of :from about 120 to 125 degrees. Thus, the 

amplitude of the intermediate segments 56 of the proximal wirefonn 34 in its 

expanded state (i.e., excluding the radius which defines the crests and valleys) is 

about 0.103 inches. In this presently prefened embodiment, each balloon­

expandable wirefonn 40 has eight crests SO. 

25 An alternative method for constructing the balloon-expandable 

wire~orms 30 is to configure the wireforms in a true sinusoidal-like pattern. By 

constructing the wirefonns 30 according to this alternative method, the angle 

between adjacent intennediate portions is about 120 to· 125 degrees, thereby 

maintaining the number of crests on the wireform to eight.· Alternatively, the 
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balloon-expandable wiref~ are configured such that they are continuously 

curvilinear as illustrated by Figure lB. This continuously curvilinear shape 48 

primarily serves to reduce stress on the wireforms when the aortic graft is in its 

first, compressed state. One of skill in the art will be familiar with other 

s methods for manufacturing balloon-expandable wireforms without departing 

from. the teachings of the.present invention. 

Because the wire has been annealed, it will ·readily plastically defonn to 

maintain its configuration. Thus, the wirefonnmay be plastically deformed 

between the radially collapsed position and the radially expanded position of 

10 .Figure 1. The wirefonns are, therefore, not resilient to any substantial extent, 

requiring them to be physically expanded into contact with the internal wall of 

the aorta via a force other than their own resilience .. Further, there is some 

amount of recoil .after baUoon-:-expansion of the wireforms, which will be . 

discussed in more detail below. 

15 

20 

The ballo?J1~expanda}>le wireforms 34, 36, and 38 which are positioned 

along the proximal portion, of the trunk .12 of the graft are preferably secured to 

the fabric.graft mat~ •. by~eaving tlie wireform through the.fabric material. 

The wire is woven through the fabric such that the distal tip of the valley of each 

wireform extends through the graft ~d i.s positjoned on the outside of the fabric 
. . . '· : . . 

structure 18. The weaving is accomplished by initially configuring an elongated 

piece of wire into the predetermined curvilinear configuration. With the wire so 

configured, it may be manually woven through the fabric structure 18 until the 

. wire extends around the entire circumference of the fabric structure 18. The 

wire is woven such that it is primarily positioned along the interior of the fabric 

25 tube, with only small segments of wire exposed to the outside of the tube. 

The wireform is woven into the fabric tube such that when the wire 

extends around the entire periphery of the fabric tube, the :free ends of the wire 

protrude from the tube at positions adjacent to each other, thereby enabling a tail 

segment 62 to be defined by the free ends. The loose ends are preferably held 
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together with a crimping sleeve 64 positioned over them. After crimping the 

sleeve to secure the ends to each other and thereby complete the circular 

configuration of the wireform, any portion of the wires extending beyond the 

ends of the sleeve may be trimmed to cleanly finish the tail segment 62. It is 

s . preferable that no portion of the wire ex.tend beyond the edge of the crimping 

sleeve to eliminate the possibility of the wire cutting or piercing the lumen wall. 

As illustrated in Figure 1, the tail· segments are positioned on the 

outside of the fabric layer 18 and extend befow the longitudinal position of the 

other valleys 52 of the wirefonn. Thus, the most proximal wireform 34 of 

Io Figure 1 includes a tail segment 62 ex.tending in the distal direction below the 

level of adjacent valleys 52~ Although this configuration is preferred, one of 

skill in the art will appreciate that the wirefotms 30 may be formed in two parts 

with two tails positioned on opposite sides of the graft. 

The tail segments 62 of th.e balloon-expandable wirefonns 30 are 

15 preferably oonfigured to extend substantially flat against the fabric layer 18, i.e., 

substantially parallel to the longitudinal axis 60 of the graft. With the tail 

segments so configured, the risk that the tail segments will penetrate or damage 

the wall of a lumen with which it comes.jnto contact will be substantially 

reduced. 

20 The proximal wirefonn 34 is positioned with respect to the upper edge 

of the fabric layer such that approximately one-third of the wireform extends 

beyond the edge of the fabric layer. The wirefonn is positioned to extend above 

the edge of the fabric layer to prevent any portion of the fabric layer from 

oscillating, or ''flapping," in response to the flow of blood past the edge of the 

25 graft. As an additional measure to prevent such fabric oscillation in the blood 

stream, the edge of the fabric is configured with V-sbaped notches 

corresponding generally to the valleys 52 of the proximal wirefonn 34. Thus, 

the risk of the existence of any loose fabric which could potentially be affected 

by the passing flow of blood is substantiaUy reduced. 
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In an alternate embodiment of the present invention, the proximal-most 

balloon-expandable wireform is preferably configured to have a diameter in its 

expanded state which is slightly larger than that·of the portion of the fabric 

tubular structure into which it is weaved~ Thus, in the illustrated embodiment in 

s which the proximal opening of the fabric portion ofthe graft bas a diameter of 

22 mm, the proximal wirefonn 34 is configured with a diameter of 24 mm. By 

configuring the wirefonn to be slightly larger than the fabric into which it is 

woven, the fabric .will be maintained in a c~tant ·state of slight tension upon 

expansion of the wirefonn, thereby reducing the possibility of the fabric folding 

10 or oscillating in response to blood flow through the graft. 

Wireforms 36,38 are positioned adjacent the proximal wirefonn 34 and 

are spaced apart from each other such that the wireforms do not interfere with 

each other in either a radially expanded or contracted state. Thus; for example, 
: . . . : . . . 

in a preferred embodiment ~e valleys ofwireform 34 are located proximal of 

JS the crests of:wirefonn 36. The wirefon.ns 34, .36, 38 are also aligned "in pha&e," 

with peaks along on~ longitudinal line ~d adjacent valleys aligned along a 

second.longitudinal line, thereby further reducing the possibility of overlap of 
·' . . . . . . . •, · ... 

adjacent wireforms. (While there may be some overlapping of the tail segments 

62 with an adjacent wireform, because the tail segments extend on the outside of 
. . . ::: ,: ·. 

20 the fabric layer and the adjacent wirefonn is primarily .on the inside of the fabric 

layer, a small degree of overlap with an adjacent wireform does not pose a 

problem.) 

In addition, adjacent balloon-expandable wireforms are not connected 

to one another. This coupled with the i11~phase configuration of the wireforms 

25 .maximizes flexibility of the .aortic graft without permitting deleterious kinking, 

which is of primary importance in the often tortuous paths of the abdominal 

aorta and iliac arteries. 

The proximal three wireforms 34, 36, 38 are preferably positioned as 

close to each other as possible without overlapping. In this embodiment, the 
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:Mrefonns 34, 36, 38 are po~itioned along the length of the graft about every 4.0 

mm. By minimizing the space between the proximal three wireforms 34, 36, 

38, the force exerted against the wall of the body lumen is enhanced. Thu~ to 

the extent that the lumen surrounding these three wireforms is healthy and not 

s expanded due to the aneurysm, the wireforms 34, 36, 38 will all assist in 

10 

· achieving a frictional interface with the proximal end of the graft in the lumen. 

The distal balloon-expandable wirefonn 40 is configured similarly to 

th~ other balloon-expandable wirefonns 34, 36, and 38 in that all are generally 

circular in cross section. 

The distal balloon-expandable wireform 40 is attached to the fabric 

structure 18 in a different manner from the other ba1loon-expandable wireforms. 

Instead of being woven into the fabric structure 18, distal wirefonn 40 is 

attached to the fa.bric by tying it to the fabric with polyester threwt Other 

biocompatible threads may also be employed for securing the distal wirefonn 40 

IS to the fabric tubular structure 18. In this preferred embodiment, each crest 50 of 

distal wireform 40 is secured to the fabric. Each intermediate segment 56 of 

distal wirefonn 40 is also preferably tied to the. fabric at.a point approximately 

midway between the crest SO and an adjacent valley 52. Although in this 

preferred embodiment, wirefonn 40. is tied to the fabric structure with a thread, 

20 one of skill in the art will readily identify other attachment methods. Adhesives, 

for example, may be successfully employed in accordance with the teachings of 

the present invention. 

Distal wireform 40 is preferably positioned in the transition region 66 

to aid in keeping the graft open .. In this preferred embodiment, the distal 

2S wirefonn 40 is located approximately 1 S mm below the proximally adjacent 

wirefonn 38. By positioning the distal wirefonn 40 in the transition region 66, 

it will generally be located within the aneurysmic sack when the graft is 

properly implanted within the lumen of a patient Consequently, the distal 

wirefc:>nn 40 will not engage the wall of the lumen and serves only to provide 
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structural rigidity to maintain the graft Open at the transition region 66. Thus, it 

·is preferable t:rult the distal wirefonn 40 be positioned along the outside of the 

fabric· structure whereas the other balloon-expari.dable ~reforms are primarily 

located inside of the fabric structure. With the wirefonn 40 on the outside of the 

5 fabric structure, the wireform does not interfere with. blood flow through the 

graft. In addition, it can not be inadvertently snagged rrom the inside as modular 

· · components are introduced inti:> the lumen of the ·bifurcated graft. 

In additi0n to·the balloon-expandable wirefortns 30 discussed above, 

the graft I 0 Of the present invention also includes a number of self-expanding 

Jo wirefoims 32. The configura:tion of each of the self-expanding wirefurms 32 is 

naturally biased.to\vards an expanded state, such as that illustrated in Figure 1. 

· The self-expanding witefonns 32 may be made of the same base material 1lsed 

in the construction of the ba:Iloon-expandable wirefortns 30, although the 

method of manufacturing may differ. Thus, ELGIWY wire is preferred, with a 

1s number ·or other materials acceptable .for mch use. 

20 

As illustrated'in Figute l, the self-expariding wireforriis 32 employed in 

·. the graft 1 o ·of the present invefitian have a: generally CUrvilinear configuration 

having loops wbicli define crests'70 andvalley8·n: Further, the intermediate 

sectioils 74 are not ~tiaight, but have all :~•s" shape al0ng their length; 

The self-eXpimding· wireform8 32 are cbnstructed by obtaining cold 

. worked ELGILOY wire haVing a diameter of preferably about 0.012 inches and 

wrapping it around a cylindrical form 78, such as that ilJustnited in Figure IA, 

having primary pins 80 positioned to form the loops which define· the crests 70 

· and valleys 72 of the wirefoim. Two secondary pins 82 are positioned adjacent 

2s each primary pin 80 to aid in defining the loops:and configuring the "S" shape 

in the intennediate region 74 of the wirefonn~ 

The Wirefonn ls thus positioned about the entire circuinference of the 

fonit 78 and the ends may he fitted with a crimping sleeve while positioned in 

an overlapping configuration. With the wireform thus configured on the form 
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. 78, the wireform and form are placed in an oven heated to about 500 degrees 

centigrade for about 3.5 to about 5.0 hours. By thus heat treating the self­

expanding wireform 32, the wireform will develop a memory corresponding to 

the shape in which it is positioned on the fonn .. ·Thus, the wireform may be 

S elastically deformed, such as by radially compressing the wireform for 

intraluminal insertion into a patient, and, when released, will resiliently return to 

the shape it had during the heat treatment. 

As an altemative method for constructing the self-expanding wirefonns 

32 of the present invention, a form comprising a flat surface (not illustrated) 

10 with a similar pin configuration may be utilized. After heat treating the 

wirefonn, the ends of the wirefonn may be attached, thereby forming the 

wirefonn into its cylindrical configuration, according to any of those methods 

described above. 

As the self-expanding wireforms resiliently move between their 

Is expanded and contracted positions, tension.is applied to the. outer portion of the 

. resulting wireform loop and a conesponding compression results on the inner: 

portion of the wireform loop. Thus, the pins 80, 82 of the form 78 are selected 

to have a radius such that the resulting tension and compression on the loop stay 

. below the yield point of the wire. It has been found that for the preferred 

20 embodiment of the self-expanding wirefonns 32 illustrated in Figure I, a pin 

diameter of about 0.070 inches is satisfactory and presently preferred. 

The self-expanding wireforms 32 are advantageously configured such 

that the intermediate regions 74 of the wireforms are in an "S" shape. As the 

wirefonn moves between its expanded and contracted positions, the elastic 

25 deformation which occurs to accommodate such movement is spread 

substantially evenly throughout the entire length of the wirefonn. 

Consequently, the entire length of the wireform acts as a spring to help restore 

the wireform to its original configuration after radial compression~ Thus, the 

elastic defonnationis not concentrated solelyin the loops defining the crests 
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and valleys of the 'wireform, but is also absorbed by the mtermediate segments. 

This· reduces the potential for exceeding the yield point of the wire at the crest 

and valleys of the wirefotm, which would canse plastit:: defonnation and prevent 

the wirefonn :from functioning as intended. 

s With the self-CX.panding wirefonns 32 fonned accordmg to one of the 

methods descn'bed above; they may be attached to the· fabric tubular structure 18 

of the graft·lO. Attachment of the self-expanding wirefoI1DS 32 is preferably 

accomplished by tying the crests 70 and valleys 72 to the fabric, as illustrated in 

Figure 1:. It is presently preferred that each erest and valley be tied in five 

to separate Ioeations around the perimeter of the foop defining the respective crest 

or valley . 

. The self-expanding wireforms 32 are designed to ·have an: initial 

· expanded diameter which is slightly larger than the diameter of that portion of 

the graft where they are to be positioiled; It is preseDtiy preferred that the 

is wirefonn be about 2.0 mm ·larger in diameter than the cross section of fabric to 

20 

· which it is attached. By configuring the wireforin with such a relative diameter, 

the self-expanding Wireforms ·32, when fully eXpanded, maintain the fabric 
· strucru:re to which they llte ·attached in a· state of slight teiisiOn~ thereby ensuring 

that the fabric structure (defining the artificlal lumen) is fully open. 

Further, the distal self•expandable wirerorms exert a radially inward force 

against the ballOon'"expandable portion8 of the graft e:Xtensions engaged 

therewith, as will be described in more detail below with respect to the 

discussion of placement of the graft extensions; 

When designing the wirefonn, it must also be recognized that the 

2s wireform will lo8e about five percent of its recoil ability after being radially 

compressed into itS·state of reduced diameter and &UbSequently expanded. 

Thu8, for a wirefonn which is to be positioned at the distal end of either 

the 13 mm diameter contra.lateral leg 14 de ipsilateral fog 16, the wireform wilJ 

initially be designed tO have a diameter of about 1S.7 mm. After the wireform 
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has been radially compressed and subsequently expanded in a body lumen, it 

will expand to a diameter of about 14.S mm - slightly larger than the 13 mm 

fabric lumen provided at the leg, as desired; 

The most proximal self-expanding wireform 42 is positioned at the 

s septum region 28 of the graft. Wireform 42 thus acts to maintain the septum 

region 28 of the graft open as blood flows through the graft. In this preferred 

embodiment, the proximal self-expanding wirefonn 42 is located about 6 to 10 

mm distal of the adjacent balloon-expandable wireform 40~ 

As illustrated in Figure 1, at the septum region 28 of the aortic graft, the 

IO ends of self-expanding septum wireform 42 are secured in crimping sleeves 84, 

85. These crimping sleeves are of an outer diameter such that they provide a 

second function as radiopaque markers. It has been found that for the preferred 

embodiment of the crimps · 84, 85 illustrated in Figure 1, an outer diameter of at 

least 0.036 inches is satisfactory and pre5ently preferred. The configuration of 

Is . these crimping sleeves aids in proper orientation of the aortic graft and 

confirmation of the location: of the septum within the abdominal aorta. The 

wirefonn 44 on contralateral leg 14 and wireform 46 on ipsilateral leg 16, 

similarly include crimping sleeve 86. 

Each of the self-expanding wireforms 32 is positioned exteriorly of the 

20 fabric tubular structure 18, thereby avoiding interference with blood flow within 

.the graft, and·· preventing the wireforms from being inadvertently snagged from 

the inside as modular components are introduced into the lumen of the 

bifurcated graft. Additionally, the attachment of graft extensions to 

contralateral leg 14 and ipsilateral leg 16 (explained below) is facilitated by 

25 having the wirefonn positioned on the outside portion of the fabric leg. 

The graft 10 is further configured with laterally extending 

reinforcement wires 90, disposed on each leg 14, 16. The wires 90 are 

preferably made of the same base material as the wirefonns. The wires 90 are 

positioned on each leg 14, 16 and extend generally from a valley 72 on 
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wirefonn·42 to a corresponding crest 70 on a·respeetive one ofwirefonns 44 

and 46. As iUustrated in Figure 1, the reinforcement wires 90 are tied onto the 

fabric structure 18 in a similar manner as are wirefonns 32, taking care that the 

wire 90 does not longitudi:ilally cross into any ofthe Wireforms. The 

s reinforcement wire 90 keeps the legs of the Wirefonn .from folding or buckling. 

These tWo longitudinal wireforins 90 are also provided with radiopaque 

crimps 91 which· assist in the placement of the extens,i<>n grafts within legs 14 

and 16~ 

C. Main Catheter Assembly 

10 The main catheter assembly is utilized to place the aortic graft described above, 

which is ·compressed arid loaded onto the distal end of the main catheter 

assembly as will be descn'bed in more detail below. A main catheter assembly 

useful in the pmctice of the present invention is described in co•pending U.S. 

Patent Application Serial No~ 081713,070 filed on September 12, 1996, 

1 s ·previously inCOiporated herein by reference heieinabove (the '070 Application). 

20 

·The sheath assembly 132 is utilizetttt>facilitate the operative placement 

of the main catheter ass~bly .. As mch, 'the in.am catheter assembly is sized 

such that it ~ill fit inside the illtOOducer sheath· 134. · 

The primatY comporlents of the mairl:catheter assembly 180 may be 

obsmed by ref~ce tO Figures 4 and 6. The catheter assembly of the present 

invention comprises a rigid loader 200 which is used to facilitate the operative 

coupling of the catheter assembly to the introducer assembly during use of the 

present endovascular.deJivecy system, as will be descn"bed in more detail with 

reference to Figures 9B and 9C. The loader comprises an elongate tube 202 

25 including a lumen, a proximal end, and a distal ·end which is defined by a· 

reduced diameter distal section. An internally threaded connector nut 204 is 

attached to the distal portion of the elongate rube. 

The catheter assembly is cooperatively engaged and secured to the head 

of the introducer sheath assembly by initially inserting the dista] section of the 
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loader into the valve head. of the sheath assembly subsequent to the removal of 

the dilator ftom therewithin. Figure 7 A iJlustrates insertion of the main catheter 

assembly into the valve head of the sheath assembly. More particu]arly, the 

distal section of.the loader 200 is extended into the threaded connector 144 of 

s the valve head 136 with the connector nut being threadably engaged to the 

externally threaded proximal portion of the threaded connector 144. Figure 7B 

illustrates the connector nut 204 connected to the .valve head 136 of the sheath 

assembly 132. 

The loader and corresponding receiving portion of the valve head are· 

1 () preferably formed of rigid material such that the loader will .seat correctly within 

the interfacing portion of the valve head without flexing or distortion thereof. 

This ensures proper positioning and registry of the loader and the valve head_· 

relative to each other. Furthermore, the ability of the loader to be positively 

engaged, that is, locked by threadable engagement of the nut to the valve head 

1 s of the introducer assembly; also faci1itates and maintains proper registry and. 

positioning of the loader relative to the introducer assembly~ 

The catheter assembly of the present invention further includes a 

proximal connector assembly 206 (Figures 4 and 6). The proximal connector 

assembly includes a pusher connector 182, which is preferably a Y-connector. 

20 ';The proximal connector assembly 206 further includes a tubular body 210 

.. having a lumen extending longitudinally therethrough that is ultimately in fluid 

communication with the interior of the balloon 194. A tubular side arm 214, 

which communicates with the lumen of the tubular body, is connected to the 

tubular body and extends angularly therefrom. A stopcock 218 on the end of 

25 the tubular side ann 214 permits valving of the balloon inflation lumen. The 

proximal connector additionally comprises a Y-connector 208 and a contrast 

connector 212. 

The main catheter assembly 180 further comprises an elongate, tubular 

pusher body 184. The pusher body· 184 includes a distal end 186~ a proximaJ 
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end 188, and a Jumen extending longitudinaJly therethrough. The outer diameter 

of the distal section slightly exceeds that of the remainder of the pusher body. 

The proximal end 188 is operatively connected to the pusher connector 182. 

which along with the pusher body. will expel the loaded aortic graft to leave it 

s in place within the aorta as will be described in more detail below with respect 

. 'to the preferred method of the present invention. 

The inain catheter assembly of the present invention further comprises 

an elongate catheter with a coaxial tube construction. As illustrated in Figure 6, 

the elongate coaxial tube catheter comprises an elongate outer tube 190 and an 

10 elongate inner tube 192. The outer catheter defines a distal end; a proximal end, 

and hollow ]umen: extending longitudinally therethrough. The inner tube is 

· smaller in diameter than the outer tube and extends through the lumen thereof. 

The inner tube defines a distal end, a proximal~end. and hollow lumen extending 

longitudinally therethrough. The inner tube is slidably extensible distally and 

1 s retractable proximally relative· to the (>utet tube. 

The main catheter assembly further c011lprises an elongate, inflatable 

catheter balloon: 1949 illustrated in its inflated configuration in Figure 6. This 

inflatable.balloon sel'Ves to expand the balloon:..expandable reinforcement wires 

of the aortic·gtaft.'When fully iriflated; the.balloon of the catheter assembly bas 

20 a generally uniform, cylindrical t:o:Dfiguraticm~ 

.· · The balloon includes a distal end which is attached to a tubular sleeve 

portion 196 of the inner tube .192, and a proximal ·end which is attached to the 

outer tube 190. In turn, the extension of the inner tube distally relative to the 

outer tube facilitates the longitudinal· stretching of the balloon; The catheter 

2S also includes·a spacer clip 198 which allows the balloon to be.extended or 

lengthened after deflation thereof to facilitate withdrawal of the balloon and 

catheter from the expanded aortic graft. The inner tube is initially oriented in a 

, first retracted position relative to the outer tube. The balloon is inflated only 

when the inner tube is in its retracted orientation. 
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Subsequent to being deflated, the balloon is preferably stretched 

longitudinally by the distal advancement of the inner tube of the catheter 

relative to the outer tube thereof. More particularly, the inner tube is moved 

from its first, retracted position to its second extended po'sition. The movement 

5 · of the inner tube from its retracted position to its extended position to stretch the 

balloon is facilitated by tightly grasping the balloon and contrast connectors of 

the proximal connector assembly, and subsequently pushing the contrast 

connector distally toward the balloon connector. Since the outer tube is rigidly 

attached to the balloon connector and the inner tube is rigidly attached to the 

10 contrast connector via the sheath, movement of the contrast connector toward 

the balloon connector results in a slideable advancement of the inner tube 

distally within the outer tube. A.s a result, the attachment of the spacer clip to 

the exposed portion of the sheath prevents the contraSt connector from being 

moved distally toward the balloon connector. While the spacer clip is in its 

15 operative position upon the sheath, the balloon cannot be longitudinally 

stretched in that the inner tube is prevented from moving from: its first, retracted 

position to its second, extended position .. Once the spacer clip is detached from 

the sheath, the balloon and contrast connectors are no longer maintained in 

spaced relation to each other so that the oontrast connector can be pushed 

20 distally toward the balloon connector, thereby facilitating the distal 

advancement of the inner tube to its extended position and the resultant 

. stretching of the deflated balloon. 

The downstream end of the graft ipsilateral leg is trapped between the 

distal section of the puSher body and the balloon catheter shaft. This facilitates 

25 reorientation of the graft during deployment, if desired. 

D. Main Graft Deployment 

The method for using the main catheter assembly following the 

withdra~ of the dilator frOm within the sheath assembly will now be 

described. Initially, with reference to Figure lOA, the main catheter assembly 
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180 is inserted over the primary guidewire 128 and in,to the sheath assembly 

132. The distal connector nut 204 is connected to the threaded sleeve portion of 

the valve head 136. 

With reference to Figures l OA and 108, the main catheter is then 

s advanced over the guidewire 128 and within the sheath 134 such that the distal­

most portion extends from the sheath tip portion 138, and above the renal 

arteries 106, 108. To accompliSh this, the pusher body 184 (Figure 4) is distally 

advanced through the lumen of the· introducer sheath 134 until such time as the 

coUapsed graft 10 protrudes from the distal end of the sheath 138. More 

JO specifically, as seen in Figure 108, the distal end 194a ofbaJloon 194 and the 

inner catheter 192 protrude from the· sheath ·134. The precise positioning of the 

main catheter in this manner is facilitated by observing under fluoroscopy the 

relative positions of a contrast marker associated with the balloon distal end 

194a and the radiopaque niarker 139:in sheath tip portion 138. The two 

Is radiopaque markers 139, 194a are brought together, with the combination being 

relatively located with respect tO the.renal ·arteries. 

The·position of the sheath 134'across the aneurySill 114 permits the 

shielded introduction of the main catheter with balloon 194 and graft 1 O thereon 

., into the proper implanta:ti<>n pOsi.tion. ·In other words~ the surrounding sheath 

20 134 shields the advancing catheter aild the otherwise expanded and irregularly 

shaped graft 1 O from: blood flow resistance .. Moreover, the sheath 134 protects 

the graft assembly from contacting the vessel walls to prevent potential snags. 

In short, the initial positioning of the sheath upstream of the location at which 

the graft will be finally imptanted ensures that the expanded graft will only have 

25 to be displaceci downstream into its final location; which is in the direction of 

blood flow and thus this operation is, substantially easier to effectuate and is also 

less prone to inflict damage on the vessel walls. 

Once the graft 10, still within the sheath 134; is positioned upstream 

from its final .location the sheath is removed. Figures 1 OC and 1 OD illustrate 
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thiS operation. To accomplish this, the pusher body 184 (Figure 4) is held 

stationary as the sheath 134 is withdrawn from the main catheter to a position 

just downstream from the graft 10~ Desirably, as seen in Figure lOD, the sheath 

134 is withdrawn so that the tip portion 138 is just downstream from the longer 

5 of the contralateral leg .14 or ipsalateral leg 16; In the case of an enlarged, 

aneurysm 114 as shown, the tip portion 138 will still be within the aneurysm. 

As the introducer sheath assembly is withdrawn, the self-expanding wireforms 

42, 44, & 4.6 (Figure 1) in the aortic graft expand within the aneurysm sack, 

while the balloon-expandable wirefonns 30 maintain a substantially compressed 

lo configuration. 

A final step of positioning of the graft 10 may be required. That is, 

removal of the sheath 134 from over the graft 10, as seen in Figure 1 OC, may 

leave the distal end of the graft (and distal end ofballoon 194a) upstream of the 

renal arteries 106, 108. (In some instances, removal of the sheath 134 will, by 

1 s friction, pull the main catheter and graft 10 along with it, though the surgeon is 

instructed to maintain the catheter position with the pusher body 184. In this 

respect, the initial positioning of the distal end of the entire assembly upstream 

of the renal arteries is intended to provide some marginfor downstream 

movement of the catheter). If the contrast marker at the balloon distal end 194a 

20 remains upstream of or adjacent to the renal arteries 106~ 108, the main catheter 

is then withdrawn further downstream to reposition the balloon distal end just 

downstream of the renal arteries. This final position is seen in Figure lOD. The 

inflation balloon 194 can be seen in outline inside of the aortic graft 10. The 

final displacement of the expanded graft 10 downstream is with the blood flow 

25 and thus does not require much force. 

As seen in Figure IOD, the graft 10 is sized such that the distal end (as 

can:ied on the catheter) thereof protrudes beyond the upstream boundary of the 

aortic aneurysm and into unaffected. region of the abdominal aorta 100. 

Locating the distal end of the graft 10 just below ( downstreain from) the renal 
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arteries 106, 108. ensures the maximum length of con1llct between the eventually 

expanded gtaft 1 Q and the unaffected abdomim» aorti~ wall. The contralateral 

. leg 14 and ipsalateral leg 16 of the graft 10 extend i~to the aneurysm 114, and, 

as will be detailed below, extensions thereto are usc:d to continue their 

s respective lumens at least to the unaffected regions of the iliac arteries 102, 104. 

As seen in Figures l lA and llB, the balloon 194 is then inflated via the 

balloon connector. The inflation/pressurization. of the ~alloon causes radial 

expansion of the trunk portion 12 of the graft 10 from its initial, collapsed 

orientation, to its second, expanded orientation. Due to the configuration of the 

JO balloon when fully inflated, the radial expansion of the trunk portion 12 to its 

second, expanded orientation is unifOIID. In this.respect, the expansion forces 

applied to the opposed ends of the trunk portion 12 by the J>alloonare equal to 

those applied to the remainder thereof. This unifonn application of expansion 

· forces to the trunk portionJ2.fa~ilitates the tight enga~ementofthe opposed 

JS ends thereof to the lumimij surface.ofthe·aoi:ta. .Preferably, the balloon.is 

inflated for 30. seconds to a pressure of about 2 atmospheres. Figure 11 A, for 

example, illustrates infla~ balloon 194 within the expanded aortic graft I 0 (in 

. outline). Further, as illusm.ted in more detail in FiglllC 1 lB, balloon 194 may 

be slightly ovell-sized (represented by .the arrows pointing outwardly from the 

20 balloon) to force aortic graft 10 into optimal engagement with the aortic wall, 

. especially given the tendency of the wireforms to recoil inwardly slightly after 

expansion. When the graft is fully expanded, the opposed ends thereof 

frictionally engage the luminal surfaces of unaffected. regions of the aorta. 

After the graft has been radially expanded in the aforementioned 

25 manner the balloon is deflated and removed from within the sheath 134. As 

. illustrated in Figure 12A, the balloon 194 is deflated and the stopcock 218 is left 

open to room air to equalize negative pressure. When the balloon 194 is 

deflated it may not return to its initial, uninflated orientation due to rigidity of 

the balloon material. Rather, the diameter of the main body portion of the 
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deflated balloon may remain substantially. the same as when the balloon is fully 

inflated, or may otherwise continue to protrude in a manner that could 

complicate subsequent retraction and removal of the delivery catheter. 

To prevent the deflated baUoon 194 from inadvertently catching on or 

s interfering with the radially expanded graft 10 during the withdrawal of the 

balloon from wit:hin. the balloon is longitudinally stretched prior to the 

withdrawal of the main catheter from within the graft as seen in Figure 12B. As 

previously explained, such stretching of the deflated balloon is accomplished by 

distally advancing the inner tube· 192 of the main catheter relative to the outer 

10 tube 190 thereof. Such movement of the inner tube is facilitated by tightly 

grasping the balloon and contrast connectors of the proximal connector 

assembly with the spacer clip removed, and subsequently pushing the contrast 

connector distally toward the balloon connector, which pushes the distal end of 

the balloon in the direction indicated by the arrow 216 in Figure-12B. A 

IS vacuum may be pulled through stopcock 218 to completely deflate the balloon 

194. 

The main catheter with the now deflated and stretched balloon 194 is 

then withdrawn slowly and carefully from the aortic graft and into the 

introducer sheath as illustrated in Figure 12C. Once the main catheter assembly 

20 . has been proximally retracted into the introducer sheath 134, it is withdrawn 

from within the patient's body as indicated by arrow 217. The aortic graft 10 

remains in place within the abdominal aorta with the introducer sheath 134 still 

in position just downstream thereof, and the primary guidewire 128 extending 

therethrough. It should be noted that the blood flow down the abdominal artery 

25 100 now flows completely through the graft 1 O; that is, through the trunk 12 and 

two legs 14 and 16. Attachment of the extensions inside the legs must adapt to 

this flow, as will be described below. 
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E. . Extension Grafts 

As previously described hereinabove, the downstream end of the aortic 

graft 10 is bifurcated with a septum region 28 separating· the ipsilateral leg 16 

from the contralateralleg 14. Two additional graft portions are adapted to 

5 extend into the regpective iliac arteries and to form a frictional engagement with 

the ipsilateral and contralateral legs of the_ aortic graft.· 

These extension grafts typically _comprise straight or tapered cylindrical 

tubes, with an upstream end having a common diam~. while the diameter of 

the downstream ends can vary depending on the anatoiny of the patient The 

10 upstream ends interlock with the respective downstream portions of the aortic 

graft. By fixing the diameter of the upstream ends of the extension graft and the 

downstream ends of the bifurcated aortic_ graft, a consistent :interface and 

interlock can be achieved regardless of the patients anatomy. The diameter of 

the downs.tream .end of the graft extensions·~ be provided in varying 
., \, I •. 

15 diameters so as to suit the d~eter of the iliac artecy into which graft portions 
. . . . ·~ ·. . . . 

are be:ing implanted. The change :in c;tiam.eter can be provided by a short st.ep-
... . . . • .·· ., l • .. 

down portion or a Ste)>-:up po~on or_.by a region of taper extending along a 
.: . ·. 

length of the graft portion. . 
. . . . : :• . . ::-. 

Turning now to Figure 2, one preferred embodiment of a graft 
' ... ·. . .· ·_;. 

20 ·extension 170 is depicted. The graft extClJSiQll comprises an upstream portion 

172, a downstream portion 174, and a lumen :rlltllling the length thereof. 

In a preferred embodiment the graft extension 170 is configured from a 

flexible tubular 175 structure which is reinforced by wiref0ID1S 176 extending 

circumferentially around the tubular structure. The flextole tubular structure is 

2s foldable and the wirefonns are radialJy compressible and expandable. Thus, the 

extension graft is configured to move between an :insertion diameter, in which 

state the graft may be inserted through a femoral and iliac artery and into one of 

the bifurcated legs of the aortic graft, and a larger, expanded diameter 
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(illustrated in Figure 2) in which state the graft may be secured within the aortic 

graft. 

In the expanded state illustrated in Figure 2, the extension graft 170 is 

generally cylindrical and may be configured to be a variety of sizes, one of 

s which is selected according to the size of the iliac artery of the patient into 

which the extension graft is to be implanted. 

The flexible tubular structure 175 is preferably made of a tube of woven 

polyester fabric. Although polyester is presently preferred, other materials may 

be utilized for the flexible tubular structure 175. Such materials include but are 

to not limited to expanded polytetrafluoroethylene ( ePTFE), coated polyester, 

porous polyurethane, silicone, and spun or woven polymeric fibers. One of 

skill in the art ofbiocompatible grafts will readily identify other materials 

suitable for application in the construction of the flexible tubular structure 175. 

It is preferred that the tubular strw::ture be made of a material which is porous, 

thereby allowing tissue ingrowth into the graft material and/or formation of an 

intimal layer, although for some applications it may be desirable to make the 

tubular structure of a fluid impervious material; 

Preferably, the fabric is woven into the tubular configuration, thereby 

eliminating seams or other internal protrusions which could interfere with blood 

20 flow or form locations for thrombi to occur. By employing a flexible fabric for 

the tubular structure, the fabric will readily fold to accommodate radial 

contraction of the graft, such as is necessaxy for intraluminal introduction of the 

graft. 

In one preferred embodiment of the present invention, the diameter of 

25 the fabric tubing of the graft is over-sized with respect to the wire-forms 

therewithin. Upon balloon-expansion of the balloon-expandable wireforms, 

there is a sma11 amolnlt of recoil that occurs in the wirefonns. The fabric tubing 

of the graft therefore can have a diameter which is larger than the post-recoil 

diameter of the wirefonns. In tum, the wirefonns can be over-expanded with a 
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second balloon of a different size such that upon recoiJ. the diameter of the 

wirefonns is of the proper size for optimum retention of the graft within the 

vessel. This feature enables a surgeon to optimize the fit of a graft within a 

vessel without having to remove a too-small graft and replace it with another. 

5 That is, a graft which upon firstballoon..expansion may not sufficiently engage 

with wall of vessel, may be subsequently over-expanded by a second balloon of 

a larger size to optimize the fit therein. 

In accordance with a presently preferred embodiment of the invention, a 

number of balloon-expandable wirefonns 176 are provided to furnish structural 

. IO rigidity to the graft and to secure the graft within the body lumen. Each of the 

balloon-expandable wirefonns is similarly configured with a curvilinear 

. geometry such as the closed sinusoidal-like wave geometry illustrated in Figure 

2A, with alternating crests 150 and valleys 152 which define an amplitude 154. 

The amplitude 154 ofa wireform is thus, defined as the longitudinal distance 

15 .. between a crest 150 and an adjacent valley .152 .. 

Alternlltiyely, the ~loon-expandable wirefonns are configured such 
.... \' . . ·. _;. . . . . ·. 

that they are continu01JSJ.y curvilinear, S1,1ch as the configuration of the wireform 

illustrated by Fi~ l:B. As noted above, this continuously curvilinear shape 48 

reduces ~ on the wirefonns when the. graft is in its first, compressed state. 

; 20 An alternative method for constructing the balloon-expandable 

25 

wireforms is to configure the wireforms in a true sinusoidal pattern. One of skill 

in the art will be familiar with other methods for manufacturing balloon­

expandable wireforms without departing from the teachings of the present 

invention. 

The balloon-expandable wireforms 176 are preferably configured with 

a plurality of ~termediate segments 156 which are connected by corresponding 

crests l SO and valleys 152 .. The crests 1 SO and valleys 152 are formed with a 

.. radius which, in this prefened embodiment, .is about 0.025 inches, 
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Preferably, the intermediate segments are positioned at an angle with 

respect to each other of greater than about 90 degrees in order to provide greater 

wirefonn rigidity, .reduced wireform recoil, and increased anchoring force. To 

·those ends the intermediate segments are more preferably positioned at an angle 

5 with respect to each other from a range of about 100 degrees to about 135 

degrees. Most preferably, the intennediate segments are positioned at an angle 

with respect to each other from a range of about 120 degrees to about 125 

degrees. 

The balloon-expandable wireforms 176 of the present invention are 

1 o preferably made of an alloy of caroon, silicon, phosphorus, sulphur, chromium, 

nickel, beryllium, cobalt, iron, manganese and molybdenum which is sold under 

the ELGILOY trade name by Elgiloy, L.P. of Elgin, Illinois, U.S.A. Other 

materials which may be utilized in making the wirefonns in~lude a nickel -

titanium shape memory alloy sold under the NITINOL trade name, stainless 

15 steel, and other biocompatible, implantable metals. The wires used in 

manufacturing the balloon-expandable wireforms of the present invention are 

preferably about 0.012 inches in diameter. 

Because the wire has been annealed, it wilJ readily plastically deform to 

maintain its configuration. Thus, the wirefonn may be plastically deformed 

20 between the radially collapsed position and the radially expanded position of 

Figure 2. The wireforms are, therefore, not resilient to any substantial extent, 

requiring them to be physically expanded into contact with the internal wall of 

the iliac artery and downstream legs of the aortic graft via an external force 

rather than expanding by virtue of their own resilience. 

25 The balloon-expandable wireforms which are positioned along the graft 

extension are preferably secured to the fabric graft material by weaving the 

wirefonn through the fabric material. The wire is weaved through the fabric 

such that the distal tip of the.valley of each wirefonn extem~s through the graft 

and is positioned on the outside of the fabric structure. The weaving is 
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accomplished by initially configuring an elongated ¢.ece of wire into the 

predetermined curvilinear coi1figuration. With the wire so configured, it may be 

manually woven through the·fabric s1rUct1ire until the wire extends around the 

entire circumference.of the fabric structure. The wire is woven such that it is 

5 primarily positioned along the interior of the fabric tUbe, with only small 

segments of wire exposed to the outside of the tube.· ' 

The wiieform is woven into the fabric ti1be silch that when the wire 

extends around the entire periphery of the fabric tube~ the ftee ends of the wire 

protrude froni the tube at positions adjacent to each other, thereby enabling a tail 

10 segment ·177 to be defined by. the free ends. ·The loose ends are preferably held 

·· · · · · together with a Crimping sleeve 178 positioned ·over them; ·After crimping the 

sleeve tO secure the ends to each other and thereby complete the circular 

configuration of the wirefonn, any portion of the wires extending beyond the 

ends of tli.e sleeve may be trimmed tO cleanly fiilish tb.e·tail segment 

15 As illustrated in Figure Z, the criinp:in:g 'sleeves extend outwardly along 

the extemal surface of the extension graft and are radially spaced apart. 

Preferably, the crimpin:g sleeves on the 1ip8tream portion· t 72 of the extension 

graft·face in a downstream direction, thlis frictionlily engaging with the wall of 

the aortic graft body which helps to bold the extension ·into place~ In fact, these 

20 upstreain ·crimping·sieeves ·can actually hook on the interior surface of the 

primary bifurcated graft, thus ensUring no longitud:in:af movement or separation 

of the extelision graft from.the primary aortic graft. The crimping sleeves on the 

downstream pOrtion 174 face upstream and may frictionally engage, but not 

penetrate, the wall of the vessel lumen within which the device is placed. The 

25 cri:Inping sleeves act as radiopaque markers, particularly for aid:in:g in the 

placement arid position:in:g of the graft extensions. 

The most proximal wirefonn 168 ·and the most distal wireform 166 are 

positioned with respect to·the upper and lower edge of the fabric layer such that 

approximately one-third of the wirefonn extends beyond the respective edge of 
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. the fabric layer. In particular, the proximal-most wirefonn is positioned to 

extend above the edge of the fabric layer to prevent any portion ofthe fabric 

layer from oscillating, or "flapping," in response to the flow of blood past the 

edge of the graft. As an additional measure to preventsu.ch fabric oscillation in 

s the blood stream, the proximal and distal edges of the fabric are configured with 

V-shaped notches corresponding genemlly to the valleys 152 of the proximal 

and distal wirefonns. Thus, the risk of the existence of any loose fabric which 

could potentiaUy be affected by the passing flow of blood is substantially 

reduced. 

1 o In an alternate embodiment of the present invention, the proximal-most 

balloon-expandable wirefonn is preferably configured to have a diameter in its 

expanded state which is slightly larger than that of the portion of the fabric 

tubular structure into which it is weaved. By configuring the wirefonn to be 

slightly larger than the fabric into which it is woven, the fabric will be 

1 s maintained in a constant state of slight tension upon. expansion of the wireform, 

thereby reducing the possibility of the fabric folding or-oscillating in response to 

. blood flow through the graft. 

Additionally, the proximal balloon-expandable wirefonns on the graft 

extension work in concert with the distal self-expandable wireforms on the 

. 20 aortic graft to hold the graft extensions in place. The balloon-expandable wires 

can be expanded slightly beyond the diameter of the distal self-expandable 

wireforms. This will cause the distal self-expandable wireforms to exert a 

radially inward pressure against the balloon-expandable portions of the graft 

extensions, thereby enhancing the. frictional i~terface between them and 

25 providing a tighter seal. 

In a preferred embodiment of the present invention, the wireforms are 

positioned adjacent one another and are spaced apart from each other such that 

the wireforms do not interfere with each other in either a radially expanded or 

contracted state. Thus, for example, the valleys of one wirefonn are located 
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·proximal of the erests of the next adjacent wirefoim. Preferably, the wirefonns 

are also aligned "in phase," with peaks along one longitudinal line and adjacent 

valleys aligned along a se~d longitudinal line, thereby further reducing the 

possibility ofoverlap of adjacent wirefonns. (While there may be some 

s overlapping of the tail segments with an adjaceni wirefonn, because the tail 

segments extend on the outside of the fabric layer and the adjacent wirefonn is 

primarily on the inSide of the fabric layer, a small degree of overlap with an 

adjacent wireform does not pose a problem.) 

In: addition, adjacent balloon-expandable wireforms are not connected 

JO to one· another. This coupled with the in-phase configllmtlon of the wirefonns 

.·. maximiies flextl>ility of the aortic graft without permitting deletenous kinking, 

, .. ··. which is of primary.importance iii the often.tortuous paths of the abdominal 

aorta and iliac arteries. 

..... ... ': 

. An nnj>ortant fe8tute of the eXtension grafts of the present invention is 

is · the spacing distance betWeen adjacent ·wirerc>rms~ ·It has beeri discovered in 

· · accordance with the'investigatioiis ~f th~ pres~t invention that optimizing the 

· spacing distaiice betWeen the Wireforins improves the balance bet\veen kink 

resistailce met flexibility in the giaft extensions; Too much space promotes 

kinking, while too little gpace detract:S. from ·tleXJ.l>ilit.Y~ These are important 

20 features in the often tortuous path of the iliac arteries and abdOininal aorta in 

which the graft extensions are to be placed~ 

Figure 2A, for example, illustrates in cross-section balloon-expandable 

wirefonns 176. Preferably the length "L" or separation distance between 

adjacent wireforms is measured from the closest point-on each neighboring 

25 wire. For example, in Figure 2A, L is the distance bet\veen crest 150 and valley 

152. 

Further, the graft extensions have a diameter "D" which varies 

according to the differently sized extensions. In one embodiment the length L 

between adjacent wireforms is preferably less than 2D. In a preferred 
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. em~diment the length L between adjacent wireforms will be less than D. In 

another preferred embodiment the length between adjacent wireforms will be 

less than D and greater than zero. Therefore, the preferred separation distance 

depends on the diameter of the graft. 

In a 14 mm graft a preferred separation distance between adjacent 

wirefonns that has been found to be acceptable during use is 2.4 to 2.5 mm. 

Further, as discussed above, the interface between the upstream portion 

of the extension graft and the downstream leg of the aortic graft is preferably 

standardized such that the downstream legs and the upstream extensions have 

1 o the same dimension .at their interface, regardless of the diameter of the aorta 

a'bove the aneurysm and the diameters of the iliac arteries below the aneurysm. 

F. Directional Catheter 

The present invention :further includes a directional catheter. The 

structure of this catheter is substantially disclosed in WO 97/26936, which was 

15 previously incorporated by reference hereinabove. Specifically, .the directional 

catheter facilitates guidewire access to the contralateral leg of the bifurcated 

,graft to allow placement of a contralateral extension graft into the bifurcated 

. graft. 

The primary components of directional catheter 220 may be observed 

20 by reference to Figure 5. The directional catheter includes a deflecting spring 

portion 222, (illustrated substantially deflected). Knob 224 is use4 to deflect the 

spring portion. Connector nut 226 is provided such that the directional catheter 

can be operatively connected with the sheath assembly. 

G. Extension Graft Deployment 

25 The procedure for attaching the extension tubes will now be described. 

With reference to Figures 13A and 13B, the sheath 134 stiffened by a dilator 

(~ot shown) is advanced over the guidewire 128 until the distal tip 138 is 

located approximately.at the septum region 28. The location of the distal tip 

138 is again facilitated by tluoro-visualization of the marker 139 with respect to 
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the radiopaque crimping sleeves 84, 85{Figure1) on the graft 10. The dilator is 

then proximally withdrawn :from within the sheath 134, and the ·directional 

catheter 220 ad'\Tanced distally over the guidewire: 128 and within the sheath 134 

to project a short distance from the distaltip 138 (Figure.13B). 

s More particularly, the directional catheter 220 is first inserted over the 

primacy guidewire through the ipsilateral side; for example, through the right 

femoral artery 116 and the right common iliac· artery 102 in the present case. 

Figure 13A illustrates the directional catheter 220 operatively connected to the 

sheath assembly ·132. The spring portion 222 of the dirCctlonal catheter 220 is 

10 positioned such that it is above the septal region 28 of the aortic' graft 10. 

IS 

Proper positioning of the spring portion to the contra1aterahide is adjusted by 

rotating or advancing forwards or backwards the whole directional catheter 220 

· while under fluoro-visualization. The spring portion 222 is deflected by pulling 

. knob 224 in the direction of the arrow in Figure l3A. Figure 13B illustrates the 

deflected springportioD.'222 positioned Within the contratateral leg 14. 

A supplemental gu:idewire 228.is then· advanced through the directional 

catheter 220 and ·out the deflected spring portion 222 to extend down the 

contralatera] leg 14 and through the left common iliac artery 104. The 

supplemental guideWire 228 is extended lintil· fr·is in the left femoral artery 118, 

20 · at which time the left fCinoral artery is eross-clamped and a cut-down or 

percutanoous ineision is perfonned to retrieve the supplemental guidewire. If 

the guidewire has not been guided fully along the femoral artery a snare or 

similar device can be introduced through the left femorill artery to grab the 

guidewire and draw it back to the puncture or incision site for retrieval. 

2s As seen in Figure 13C, once the supplemental guidewire 228 is in place 

through the left common iliac artery 104 the directional ·catheter 220 is 

advanced distally through the bifurcated graft 10 and into a position above the 

renal·arteries 106,· 108; The Spring portion 222 remains deflected to present a 

curvilinear upstream profile. This curved profile enables advancement of the 
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· directional catheter 220 without risk of the dista] end of the spring portion 222 

snagging on the openings to the renal arteries 106, 108. The directionaJ catheter 

220 remains in this position while the tubular graft extension 170 is attached to 

the contralateral leg 14. A stiffer guidewire 228a is then exchanged with the 

s · supplementaJ guidewire 228 by conventional methods to extend through the left 

iliac artery 104 and within the contralateral leg14ofthe aortic graft 

As illustrated in Figures 14A and.14B, a second introducer assembly 

230 is introduced with the help of a dilator 240 over the stiff guidewire· 228a in 

the manner previously described for the first introducer assembly 130. The 

IO dilator 240 is removed.leaving a second sheath 270 in position with its distal tip 

272 adjacent the graft septum region 28. Again. a radiopaque marker 274 on the 

distal tip 272 aligns with the septum region 28 and its radiopaque markers 84, 

85 (Figure 1). 

As seen in Figure 1 SA, a second catheter assembly. on which is 

15 . packaged the tubular graft extension 170 is then introduced through the sheath 

. 270. A pusher body, (not shown but similar to that described above) pushes the 

tubular graft extension' 170 distally within the sheath 270. Again, this procedure 

for advancing a graft upstream with respect to the aneurysm 114 while housed 

within the sheath 270 is necessary to avoid difficulties associated with 

20 displacing an irregularly shaped object against the blood flow. It is especially 

significant given that the tmnk portion '12 bas been expanded into contact with 

the abdominal aorta 100, and thus the entire blood flow through the abdominal 

aorta continues through the graft legs 14; 16. Ultimately, a distal portion 286 of 

the inflation balloon extends from the distal tip 272 of sheath 270. 

25 Once the tubular graft extension 170 is in place, the second introducer 

sheath 270 is withdrawn (as seen by the arrow276 in Figure lSB) to a position 

within the left common iliac artery 104. After displacing the second introducer 

sheath 270, the pusher body is retracted slightly to release the proximal end of 

the graft extension 170. Figure lSB illustrates the compressed balloon-
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expandable tubular graft extension 170 in proper position for expansion and 

implantation. 

As illustrated in Figure lSC, the balloon on the second catheter 

assembly is then inflated forcing. the upstream portion Qf the graft extension 170 

s inti:> con1act with the inner surface ofthe.contralateral leg 14, and downstream. 

portion of the graft extension into contact with the inner surfa~ of the left 

common iliac artecy 104. As with the inflation balloon 194 for the trunk portion 

12 the inflation ba1loon for the tubular graft extensiOn 170 is first deflated and 

then stretched to remove it from within graft without snagging. 

Io After the tubular graft extension 170 on the contralateral side has been 

expanded, the directional catheter 220 in the first·introducet sheath 134 is 

withdrawn. First, however, the spring portion 222 is straightened to its home 

position (Figure 1 SC) to enable the catheter 220 to be retracted within the sheath 

134 .. 

IS As seen in Figure 16A, a third catheter assembly on.which is packaged 

another tubular graft extension 170' is theD advanced over the primary 

gUidewire 128 .and. through the lumen of the sheath 134 until a distal end 296 of 

the inflation balloon projects slightly from the distal tip 138. Again, a 

radiopaque marker on the distal end of the balloon catheter is used to place it in 

20 .· registry with the marker.139 on the distal tip 138, which was previously 

registered with the marker at the graft septum region 28. · 

The first introducer sheath f34 is slightly larger than the second sheath 

270 because it is sized for passage of the balloon 194 of the first catheter 

assembly on which the trunk portion 12 is wrapped. For example, the inner 

25 diameter of the introducer sheath 134 may be 19 French, while the inner 

diameter of the second sheath 270 may be 16 French. As a result, there is some 

acceptable clearance between passage of the third catheter assembly and tubular 

graft extension 110• thereon and the inner lumen of the introducer sheath 134. 

In this manner the introducer sheath 134 need nQt be removed and replaced with 
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a smaller one. 

In the same manner as on the contralateral side, and as illustrated in 

Figure 16B, first the sheath 134 and then the pusher body (not shown) are 

withdrawn proximally to release the tubular graft extension 170' such that its 

s upstream end is inside the ipgilateral leg 16 of the aortic graft 10 and its 

downstream end is within the right common iliac artery 102. The catheter 

balloon is inflated to force the upstream end of the graft extension 170' into 

contact with the imier surface of the ipsalateral leg 16. At the same time, the 

balloon forces the downstream end of the .graft extension. 170'· into contact with 

10 the inner surface of the right common iliac artery· I 02: The final expanded 

position of the tubular graft extension 170' is seen in Figure 160. 

Figure 16C illustrates a cross-section of the left common iliac artery 104 

with the first tubular graft extension 170 expanded into contact therewith. As 

· was descn°bed with respect to Figure 2A, the wirefonns 176 terminate in ends 

15 which are secured outside the extension wall 175 with crimpg 178. The crimps 

178 as shown project outward from the wall 175 at a slight angle and provide 

additional :friction to locate the extension 170 within the artery 104. 

Advantageously, the crimps 178 are not sharp and do not penetrate the vessel 

wall, as with some prior art grafts. Instead, the irregular surface formed by the 

20 multiple crimps 178 prevents migration of the tubular graft extension 170 

without damage to the wan of the artery 104. 

Subsequently, the inflation balloon is deflated and then stretched before 

removing it along with the third catheter assembly from within the graft 

extension 170'. 

25 In one embodiment of the present invention, the upstream portions of 

either of the graft extensions 170, 170' may be slightly over-sized to maximize 

the frictional engagement with the downstream portions of the respective 

contralateral or ipsilateral legs 14, · 16. In particular, the over-expansion of the 

balloon-expandable wireforms slightly beyond the diameter of the distal self-
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expandable wireforms causes the dis1al self-expandablewireforms of the 

· contralateral or ipsilateral legs to exert a radially inward force against the 

balloon-expandable.portions of the graft extension. 111is resistance serves to 

improve the frictional engagement between the contralateral downstream leg 

s and the graft extension. Furthermore, the respective wireforms and associated 

crimps tend tO hook together to more securely couple the graft extensions 170, 

170' to the respective contralatelat or ipsilateral legs 14, 16. 

In an alternate embodiment, colloqUially known as the "'kissing'' 

techniqtle, ooth theipsilaterai and contratateial:balloon catheters could remain 

I 0 in place during implantation of both leg ex.tensions 170, 170'. In this technique, 

the third catheter balloon for the ipsalateral leg extenSion 170' is inflated while 

the second catheter balloon remains within the contralateral leg extension 170. 

In other words, while the third catheter balloon inflates, the second catheter 

balloon remains in place in the c0ntral~teral leg extension 170, and· is preferably 

ls deflated to ambient prCiss'ure but is nof strCtclied. or reduced by a vacuum. The 

third cathetef balloon is "subsequ~tly deflated," . stretch~d and removed, followed - . 

by deflation~ stretching and removal of the" s~cond catheter balloon. The use of 

the kissing technique or the more common sequential contralateral-ipsalateral 

extenSion implantation tecllliiqu~ is up to the'j)reference of the surgeon. 

20 An angiographic :examiriation ~ay ~e place to detennine if the grafts 

are correctly placed.and functioning.· The secOnd s~th assetii.bly aild the stiff 

guidewires are.withdrawn and tl:ie coritralateral incision or puncture is sutured. 

The first introducer sheath assembly is then withdrawn and the right femoral 

incision is sutured. The· result is a functioning trouser graft bridging an 

2s aneurysm as illustrated in Figure 160. 

The operation may be carried out using a general anaesthetic, an 

epidural anaesthetic, or in suitable cases~ using only a local anaesthetic. 

The present invention may be embodied in other specific forms without 

departing from its spirit or essential characteristics. The described emoodiments 
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are to be eonsidered in all respects only as illustrative and not restrictive. The 

scope of the invention is, therefore, indicated by the appended claims rather than 

by the foregoing description. All charlges which come within the meaning and 

range of equivalency of the claims are to be embraced within their scope. 
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WHAT IS CLAIMED IS: 

1. An intraluminal prosthesis comprising: 

a trouser graft having a trunk and two legs diverging in a 

downstream direction froin the trunk at a septum regio~ the graft being 

s fonned of a; graft body having an external surface and an internal 

surface; 

at least one balloon"'.'expandable wireform connected to the graft 

body at the trunk; 

at ]east one self-expanding wirefonn .connected to the graft body at 

10 the septum region; 

·at least one self-expanding wireform, connected to the graft body in 

each of the two legs. 

2. The prosthesis of Claim 1~ wherein there are at least two balloon-

15 expandable wlrefortns· connected to the graft body at the trunk, one of the 

balloon expandable wireforms being positi~ed ext~al to the graft body. 

20 

. . 

3. The prosthesis of Claim 1, further including a tubular extension 

connected to a downstream end of each of the two legs. 

4. The prosthesis of Claim 3, wherein the tubular extensions each 

include balloon-expandable wirefonns and~ connected to the downstream end 

of the legs in such a manner that the self-expanding wirefonn in each leg exerts 

a radially inward force on the balloon-expandable wireform in the associated 

2s tubular extension. 

· 5. An: assembly of tubular prostheses, comprising: 

a first tubular prosthesis including a graft body and least one self­

expanding wirefonn, the first tubular prosthesis tenninating at a 

. I lllllll llllll lllll lllll ll llll * · : : t ' '; L. :. ii. s * 
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downstream end in an open mouth; 

a second tubular prosthesis including a graft body and at least one 

balloon-expanding wireform, the second tubular prosthesis tenninating· 

at an upstream end positioned within the open mouth of the first tubular 

prosthesis, the second tubular prosthesis being expanded into contact 

with the first tubular prosthesis and sufficiently farther to outwardly 

stress the self-expanding wireform in the first tubular prosthesis and 

produce an inward compressive force on the upstream end of the second 

tubular prosthesis. 

6. A method of deploying a bifurcated intraluminal prosthesis to a 

site of implantation defined by a main vessel branching to two smaller vessels, 

comprising: 

endoluminally delivering a bifurcated graft having a 1runk and two· 

legs to the site of implantation, the trunk being positioned within the 

main vessel; 

expanding the trunk with a balloon catheter into contact with the 

main vessel; 

delivering a first tubular extension into position with one end within 

one of the two legs and with the other end within one of the two smaller 

vessels; 

expanding the first tubular extell$ion with a balloon catheter into 

contact with said one of the two legs and into contact with said one of 

the two smaller vessels, the first leg being expanded beyond a relaxed 

state so that it imparts an inward compressive force on the first tubular· 

extension; 

delivering a second tubular extension into position with one end 

within the other of the two legs and with the other end within the other 

of the two smaller vessels; 

I lllllll lltlll lllll lllll II llll 
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expanding the second tubular extension with a balloon catheter into 

contact with said other of the two le~ and into contact with said other of 

the two smaller vessels, the second leg being expanded beyond a relaxed 

· state so that it imparts an inward compressive force on the second 

s tubular extension. 

10 

7. An intraluminal prosthesis, comprising: 

a trouser graft having a trunk and two legs diverging in a 

downstream direction from the trunk at a septum region, the graft being 

fonned of a graft body having an extern~ ,surface and an internal 

. surface; and 

a self-expanding wirefonn connected to the graft body at the 

septum region. 
'· • ." ·.: ·-:: I•. 

15 8. The prosthesis·of elaint 7, wherein the self-expanding wireform 

is corinected to the eXternal surface of the graft body~ • 

9. The prosth~s of clailll' 7, wherein the self-expanding wireform 

has a radiopaque rnad:er ~hed th~o. 
20 

10. The prosthesis of claim 9, wherein the radiopaque marker points 

to the location at the septum region where the two legs diverge. 

11. The prosthesis of claim 7, wherein the self-expanding wireform 

25 at the septum region includes at least one crimp, wherein the radiopaque marker 

is provided on the crimp. 

12. The prosthesis of claim 11, wherein the radiopaque marker 

points to the location at the septum region where the two legs diverge. 

11111111 111111 11111 1111111 1111 
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13. The prosthesis of claim 12, wherein there are two of the crimps 

each having radiopaque markers thereon, and wherein both of the markers point 

to the location at the septum region where the two legs diverge. 

14. The prosthesis of claim 7, further including a self-expanding 

wireform provided in each of the legs of the trouser graft. 

15. The prosthesis of claim 14 further including a lateral 

10 reinforcement wire coupled to at least one of the legs between the self­

expal'.iding wireform in the one leg and the self-expanding wirefonn at the 

septum region. 

16. The prosthesis of claim 15 wherein the lateral reinforcement wire 

15 is attached to the exterior of the graft body. · 

17. The prosthesis of claim 15 wherein the self-expanding wireforms 

in the legs and at the septum region region each have alternating peaks and 

valleys around their respective circumferences, and wherein.the lateral 

20 reinforcement wire extends between a valley on the self-expanding wirefonn at 

the septum region and a peak on the self-expanding wirefonn in the one leg. 

18. The prosthesis of claim 7, wherein one of the legs is longer than 

the other leg. 

25 

19. The prosthesis of claim 7, further including a plurality of 

balloon-expandable wireforms provided in the trunk of the trouser graft. 

· 11111111111111 11111 1111111 1111 
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20. A trouser graft, comprising: 

a graft body having a mink and two legs diverging in a 

downstream direction from the trunk at a septwn region, the graft body 

being defined by an anterior side and a posterio~ side separated by a 

s plane extending generally through the trunk and two legs; and 

a plurality of radiopaque markers provided only on one of the 

anterior side or the posterior side to facilitate orientation of the trouser 

graft during implantation. 

10 21. The trouser graft of claim 20, wherein one of the radiopaque 

markers points to the. location on the graft body where the two legs diverge. 

22. The trouser graft of claim 21, further including a wireform 

connected to the graft body at the septum region, the radiopaque marker 

15 pointing to the location on the graft body where the two legs diverge being 

provided on the wireform. 

· 23. The trouser graft of claim 22, wherein the wireform is provided 

on an external surface of the graft body.· 

20 

24. The trouser graft of claim 20, wherein one of the legs is longer 

than the other leg. 

25. The trouser graft of claim 24, further including a: self-expanding 

25 wirefonn provided on the exterior of the graft body proximate to the free ends 

of each of the legs. 
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26. A three-piece intr3.1.um:inal prosthesis, comprising: 

a trouser graft having a trunk and two legs diverging in a 

downstream direction from the trunk at a septum region, the graft being 

formed of a graft body having an external surface and an internal 

surface, wherein one of the legs is longer than the other leg; 

a first tubular extension connected to a downstream end of the 

shorter of the two legs; and 

a second tubular extension connected to a downstream end of the 

longer of the two legs. 

27. The prosthesis of claim. 26, further includmg a plurality of 

wireforms supporting the trouser graft, some of the wireforms being provided 

on the external surface, and some of the wirefonns being provided on the 

internal surface. 

28. The prosthesis of claim 27, wherein some of the wireforms are 

provided on the legs and are exclu8ively on the external surface of the trouser 

graft. 

20 29. The prosthesis of claim 27, wherein there is only one wireform 

25 

provided on each of the legs, proximate to a free end of each leg. 

30. The prosthesis of claim 29, further including a radiopaque 

marker provided on each of the wireforms on the legs of the trouser graft. 

31. The prosthesis of claim 27, wherein one of the wirefonns on the 

externaI surface of the trouser graft is provided in'the septum region, and is self­

expanding. 

11111111111111 11111 1111111 1111 
* C L M S a 



wooon6423 PCT/US99/28397 

58 

32. The prosthesis of claim 26, wherein the tul)ular extensions each 

balloon-expandable wireforms and are pla.ced inside the downstream end of the 

legs in such a manner that th~ self-expanding wirefo~ ~ each leg exerts a 

radially inward force on the balloon-expandable wirefqrm in the associated 

s tubular extension. 

33. The prosthesis of claim 32, wherein the tubl,llar extensions each 

have balloon-expandable wireforms and the tubular extensions are connected to 

the downstream ends of the legs by expansion of the self-expanding wirefonns 

10 in the legs, the expanded tubular extensions being over.;,sized with respect to the 

legs to induce the radially inward foree exerted by the legs. 

34. The prosthesis of claim 33, wherein the tubular extensions 

include tubular bodies, the balloon-expandable wirefonns being woven through 

ts the tubular bodies and having crimps positioned external to the tubular bodies, 

the crimps being positioned to interlock with the self-exp~ding wireforms on 
' . 

each of the two legs of the trouser graft body. 

35. A method· of deploying a bifurcated intraluminal prosthesis to a 

20 site of implantation defined by a main vessel branching to two smaller vessels, 

comprising: 

25 

endoluminally delivering a bifurcated graft having a trunk and 

two legs of dissimilar length to the site of implantation, the trunk being 

positioned within the main vessel; 

expanding the trunk with a balloon catheter into contact with the 

main vessel; 

delivering a first tubular extension into position with one end 

within the longer of the two legs and with the other end within one of the 

two smaller vessels; 

11111111111111 1111111111111111 
., 'i* :1 C ii" L M S . * 
~ < ! • I ~. ! ; • 



'.·.'. 

wooon6423 ·pCT/US99/28397 

5 

10 

15 

20 

25 

59 
... :·.·. 

expanding the first tubular extension with a balloon catheter into 

contact with the longer of the two legs and int~ contact with said one of 

the two smaller vessels, the longer leg being expanded beyond a relaxed 

state so that it imparts an inward compressive force on the first tubular 

extension; 

delivering a second· tubular extension into position with one end 

within the shorte~ of the two legs and with the other end within the other 

of the two smaller vessels; and 

expanding the second tubular extension with a balloon catheter 

into contact with the shorter of the two legs and into contact with said· 

other of the two smaller vessels, the shorter leg being expanded beyond a 

relaxed state so that it imparts an inward compressive force on the 

second tubular extension. 

36. A method of deploying a bifurcated intraluminal prosthesis to a 

site of implantation defined by a main vessel branching to two smaller vessels,; .. 

comprising: 

endoluminally delivering a bifurcated graft having a trunk and 

two legs to the site of implantation, the trunk being positioned within the 

main vessel and the legs being directed toward the two smaller vessels, 

the legs each having a self-expanding. wireform on its free end; 

expanding the trunk with a balloon catheter into contact with the 

main vessel; 

delivering a first tubular extension into position with one end 

within a first leg and with the other end within a first smaller vessel, the 

first tubular extension having a balloon-expandable wirefonn thereon; 

expanding the balloon-expandable wireform on the first tubular 

extension with a balloon catheter into contact with the first leg and into 

contact with the first smaller vessel, the self-expanding wireform in the 

I lllllll llllll lllll lllll II llll 
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first leg being over-expanded beyond a relaxed state so that it imparts an 

inward compressive force on the first tubular extension; 

delivering a second tubular extension into position with one end 

within a second leg and with the other end within a second smaller 

vessel, the second tubular extension having a balloon-expandable 

wirefonn thereon; and. 

expanding the the balloon-expandable wirefonn on the second 

tubular extension with a balloon catheter into contact with the second leg 

and into contact with the second smaller vessel, the self-expanding 

wireform in the second leg being over-expanded beyond a relaxed state 

so that it imparts an inward compressive force on the second tubular 

ext~ion. 

: •·. 


