A net hod conprising the steps of recording a prediction error signal (e)
corresponding to the difference between:an-actual image (X) to be recorded
and ah inage predicted on the basis of the previous inmage, by neans of a
mai n codi ng/ decoding circuit (1) conprising a digital recorder record and
play unit (6); taking the restored inmage [err] at the output of the main
circuit (1) in a single inter-imge prggliction loop (2); on the basis of

t he previous inmage: and reinjecting the imge resulting fromthe prediction
(P) at both the input and cutput of the main circuit (1) by subtracting the

i mage reMEtiaoD OF RECORD NG JIMAGENAT PA REDUTEDEDATAURATENAND DEVICH HOR

recor ded, IMPLEMENBINIG NOT{ he sane image to the error signal read and decoded
[err] in the main circuit (1), respectively, in order to restore the image
[err] after recording while taking r ABSTRAGT errors into account. The
method is suitable for digital recorders, particularly high- definition

digital CRfethod comprising the steps of recording a prediction error

signal (e) corresponding to the difference between an actual

image (X) to be recorded and an image predicted on the basis of

the previous image, by means of a main.coding/decoding circuit

(1) comprising a digital recorder record and play unit (6);

taking the restored image (?) at the output of the main circuit

(1) in a single inter-image prediction loop (2); on the basis of

\_ the previous image: and reinjecting the image resulting from the

- prediction (P) at both the input and output of the main circuit

(1) by subtracting the image resulting from the prediction (P)

from the actual imagé (X) to be recorded, and by adding the same

image to the error signal read and decoded (e!) in the ‘main

circuit (1), résPectively, in order to restore the image (2)

after recording while taking recording errors into account. The

method is suitable for digital recorders, particularly high-
definition digital VCRs;
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