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CLAIMS 

1. A method of wireless communication, comprising: 

performing, by a first wireless communication device, a first listen-before-talk (LBT) 

during a first time period for transmitting a first communication signal associated with a first 

priority;

performing, by the first wireless communication device, a second LBT during a second 

time period for transmitting a second communication signal associated with a second priority, 

wherein the first time period is at least partially overlapping with the second time period, 

wherein the first communication signal is different from the second communication signal, 

and wherein the first priority is different from the second priority; and

transmitting, by the first wireless communication device to a second wireless 

communication device, at least one of the first communication signal or the second 

communication signal based on at least one of the first LBT or the second LBT. 

2. The method of claim 1, wherein transmitting the first communication signal includes 

transmitting the first communication signal via a physical uplink control channel (PUCCH). 

3. The method of claim 1, wherein transmitting the second communication signal includes 

transmitting the second communication signal via a physical uplink shared channel (PUSCH). 

4. The method of claim 1, wherein the first priority is higher than the second priority. 

5. The method of claim 4, wherein the second time period is longer than the first time 

period. 

6. The method of claim 1, wherein transmitting at least one of the first communication 

signal or the second communication signal includes transmitting the first and second 

communication signals if the second LBT results in a LBT pass. 

7. The method of claim 1, wherein transmitting at least one of the first communication 

signal or the second communication signal includes transmitting the first communication 

signal if the first LBT results in a LBT pass. 
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8. The method of claim 1, wherein the second communication signal is not transmitted 

based on the second LBT if the second LBT results in a LBT fail. 

9. The method of claim 8, further comprising: 

performing, by the first wireless communication device, a third LBT for transmitting 

the second communication signal, wherein the second LBT results in the LBT fail, wherein 

transmitting at least one of the first communication signal or the second communication 

signal includes transmitting the second communication signal if the third LBT results in a 

LBT pass. 

10. The method of claim 1, wherein the second time period is longer than the first time 

period, the method further comprising: 

determining a time difference between the second and first time periods, 

wherein performing the second LBT includes performing the second LBT during the 

second time period, while counting down from the second time period, and 

wherein performing the first LBT includes performing the first LBT when the time 

difference has elapsed during the second time period. 

11. The method of claim 10, wherein transmitting at least one of the first communication 

signal or the second communication signal includes transmitting the first and second 

communication signals if the second LBT results in a LBT pass. 

12. The method of claim 10, wherein transmitting at least one of the first communication 

signal or the second communication signal includes transmitting the first communication 

signal if the first LBT results in a LBT pass. 

13. The method of claim 1, wherein the first wireless communication device is a user 

equipment (UE), and the second wireless communication device is a base station (BS). 

14. An apparatus comprising: 

means for performing a first listen-before-talk (LBT) during a first time period for 

transmitting a first communication signal associated with a first priority;

means for performing a second LBT during a second time period for transmitting a 

second communication signal associated with a second priority, wherein the first time period 
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is at least partially overlapping with the second time period, wherein the first communication 

signal is different from the second communication signal, and wherein the first priority is 

different from the second priority; and

means for transmitting to a second wireless communication device, at least one of the 

first communication signal or the second communication signal based on at least one of the 

first LBT or the second LBT. 

15. The apparatus of claim 14, wherein if the first priority is higher than the second priority, 

the first time period is shorter than the second time period. 

16. The apparatus of claim 14, wherein if the first priority is lower than the second priority, 

the first time period is longer than the second time period. 

17. The apparatus of claim 14, further comprising: 

means for transmitting the first communication signal via a physical uplink control 

channel (PUCCH). 

18. The apparatus of claim 14, further comprising: 

means for transmitting the second communication signal via a physical uplink shared 

channel (PUSCH). 

19. The apparatus of claim 14, further comprising: 

means for transmitting the first and second communication signals if the second LBT 

results in a LBT pass. 

20. The apparatus of claim 14, further comprising: 

means for transmitting the first communication signal if the first LBT results in a LBT 

pass. 

21. The apparatus of claim 20, wherein the means for transmitting to the second wireless 

communication device, at least one of the first communication signal or the second 

communication signal includes means for not transmitting the second communication signal 

based on the second LBT if the second LBT results in a LBT fail. 
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22. A non-transitory computer-readable medium having program code recorded thereon, 

the program code comprising: 

code for causing a first wireless communication device to perform a first listen-before-

talk (LBT) during a first time period for transmitting a first communication signal associated 

with a first priority;

code for causing the first wireless communication device to perform a second LBT 

during a second time period for transmitting a second communication signal associated with a 

second priority, wherein the first time period is at least partially overlapping with the second 

time period, wherein the first communication signal is different from the second 

communication signal, and wherein the first priority is different from the second priority; and 

code for causing the first wireless communication device to transmit to a second 

wireless communication device, at least one of the first communication signal or the second 

communication signal based on at least one of the first LBT or the second LBT. 

23. The non-transitory computer-readable medium of claim 22, wherein the code for 

causing the first wireless communication device to transmit at least one of the first 

communication signal or the second communication signal includes code for causing the first 

wireless communication device to transmit the first communication signal via a physical 

uplink control channel (PUCCH). 

24. The non-transitory computer-readable medium of claim 22, wherein the code for 

causing the first wireless communication device to transmit at least one of the first 

communication signal or the second communication signal includes code for causing the first 

wireless communication device to transmit the second communication signal via a physical 

uplink shared channel (PUSCH). 

25. The non-transitory computer-readable medium of claim 22, wherein the first priority is 

higher than the second priority. 

26. The non-transitory computer-readable medium of claim 25, wherein the first time 

period is longer than the second time period. 

27. The non-transitory computer-readable medium of claim 22, wherein the code for 

causing the first wireless communication device to transmit at least one of the first 
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communication signal or the second communication signal includes code for causing the first 

wireless communication device to transmit the first and second communication signals if the 

second LBT results in a LBT pass. 

28. The non-transitory computer-readable medium of claim 22, wherein the code for 

causing the first wireless communication device to transmit at least one of the first 

communication signal or the second communication signal includes code for causing the first 

wireless communication device to transmit the first communication signal if the first LBT 

results in a LBT pass. 

29. The non-transitory computer-readable medium of claim 22, wherein the second 

communication signal is not transmitted based on the second LBT if the second LBT results 

in a LBT fail. 

30. The non-transitory computer-readable medium of claim 22, further comprising: 

code for causing the first wireless communication device to determine a time difference 

between the second and first time periods, 

wherein the code for causing the first wireless communication device to perform the 

second LBT includes code for causing the first wireless communication device to perform the 

second LBT during the second time period, while counting down from the second time 

period, and 

wherein the code for causing the first wireless communication device to perform the 

first LBT includes code for causing the first wireless communication device to perform the 

first LBT when the time difference has elapsed during the second time period. 


