CLAIMS

1. A method of wireless communication performed by a user equipment (UE),
comprising:

receiving an indication of a set of starting offsets for an uplink communication, wherein
the set of starting offsets includes at least one starting offset, in a first symbol, relative to a start
of a second symbol in a slot in which the uplink communication is configured to start, wherein
the first symbol occurs prior to the second symbol, and wherein an uplink grant for a scheduled
uplink communication occurs at least a threshold number of symbols before the first symbol,

selecting a starting offset from the set of starting offsets; and

transmitting the uplink communication, wherein the uplink communication starts at a

time indicated by the selected starting offset.

2. The method of claim 1, wherein the starting offset is randomly selected from the

set of starting offsets.

3. The method of claim 1, wherein the uplink communication is a configured grant

uplink (CG-UL) communication.

4. The method of claim 3, wherein transmitting the CG-UL communication
comprises:

transmitting, in the first symbol, an extended cyclic prefix of the second symbol, the first
symbol including the time at which the CG-UL communication starts; and

transmitting the CG-UL communication in at least the second symbol.
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5. The method of claim 3, wherein transmitting the CG-UL communication
comprises:

transmitting, in a first mini-slot or a first slot that includes the time at which the CG-UL
communication starts, an extended cyclic prefix of a starting symbol of a second mini-slot that
follows the first mini-slot or of a second slot that follows the first slot; and

transmitting the CG-UL communication in at least the second mini-slot or the second

slot.

6. The method of claim 1, further comprising:
performing a listen before talk procedure prior to the selected starting offset; and
transmitting the uplink communication based at least in part on a determination that the

listen before talk procedure is successful.

7. The method of claim 1, wherein the set of starting offsets span multiple symbols,

and wherein the multiple symbols include the first symbol.

8. The method of claim 1, wherein the set of starting offsets span one or more
symbols of a slot or a mini-slot prior to the slot in which the uplink communication is configured

to start, and wherein the one or more symbols include the first symbol.

9. The method of claim 1, wherein the set of starting offsets is based at least in part

on a demodulation reference signal configuration for the UE.
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10. The method of claim 1, wherein the threshold number is based at least in part on

a UE processing capability.

11. The method of claim 1, further comprising dropping the scheduled uplink
communication based at least in part on a determination that the uplink grant does not occur at

least the threshold number of symbols before the first symbol.

12. A user equipment (UE) for wireless communication, comprising:

a memory; and
one or more processors operatively coupled to the memory, the memory and the one or
more processors configured to:

receive an indication of a set of starting offsets for an uplink communication,
wherein the set of starting offsets includes at least one starting offset, in a first symbol,
relative to a start of a second symbol in a slot in which the uplink communication is
configured to start, wherein the first symbol occurs prior to the second symbol, and
wherein an uplink grant for a scheduled uplink communication occurs at least a threshold
number of symbols before the first symbol;

select a starting offset from the set of starting offsets; and

transmit the uplink communication, wherein the uplink communication starts at a

time indicated by the selected starting offset.
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13. The UE of claim 12, wherein the starting offset is randomly selected from the set

of starting offsets.

14, The UE of claim 12, wherein the uplink communication is a configured grant

uplink (CG-UL) communication.

15. The UE of claim 14, wherein the one or more processors, when transmitting the
CG-UL communication, are configured to:

transmit, in the first symbol, an extended cyclic prefix of the second symbol, the first
symbol including the time at which the CG-UL communication starts; and

transmit the CG-UL communication in at least the second symbol.

16. The UE of claim 14, wherein the one or more processors, when transmitting the
CG-UL communication, are configured to:

transmit, in a first mini-slot or a first slot that includes the time at which the CG-UL
communication starts, an extended cyclic prefix of a starting symbol of a second mini-slot that
follows the first mini-slot or of a second slot that follows the first slot; and

transmit the CG-UL communication in at least the second mini-slot or the second slot.

17. The UE of claim 12, wherein the one or more processors are further configured

to:

perform a listen before talk procedure prior to the selected starting offset; and
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transmit the uplink communication based at least in part on a determination that the listen

before talk procedure is successful.

18. The UE of claim 12, wherein the set of starting offsets span multiple symbols,

and wherein the multiple symbols include the first symbol.

19. The UE of claim 12, wherein the set of starting offsets span one or more symbols
of a slot or a mini-slot prior to the slot in which the uplink communication is configured to start,

and wherein the one or more symbols include the first symbol.

20. The UE of claim 12, wherein the set of starting offsets is based at least in part on

a demodulation reference signal configuration for the UE.

21. The UE of claim 12, wherein the threshold number is based at least in part on a

UE processing capability.

22. The UE of claim 12, wherein the one or more processors are further configured to

drop the scheduled uplink communication based at least in part on a determination that the

uplink grant does not occur at least the threshold number of symbols before the first symbol.

23. A non-transitory computer-readable medium storing one or more instructions for

wireless communication, the one or more instructions comprising:
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one or more instructions that, when executed by one or more processors of a user
equipment (UE), cause the one or more processors to:

receive an indication of a set of starting offsets for an uplink communication,
wherein the set of starting offsets includes at least one starting offset, in a first symbol,
relative to a start of a second symbol in a slot in which the uplink communication is
configured to start, wherein the first symbol occurs prior to the second symbol, and
wherein an uplink grant for a scheduled uplink communication occurs at least a threshold
number of symbols before the first symbol;

select a starting offset from the set of starting offsets; and

transmit the uplink communication, wherein the uplink communication starts at a

time indicated by the selected starting offset.

24. The non-transitory computer-readable medium of claim 23, wherein the starting

offset is randomly selected from the set of starting offsets.

25. The non-transitory computer-readable medium of claim 23, wherein the uplink

communication is a configured grant uplink (CG-UL) communication.

26. An apparatus for wireless communication, comprising:

means for receiving an indication of a set of starting offsets for an uplink communication,
wherein the set of starting offsets includes at least one starting offset, in a first symbol, relative to
a start of a second symbol in a slot in which the uplink communication is configured to start,

wherein the first symbol occurs prior to the second symbol, and wherein an uplink grant for a
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scheduled uplink communication occurs at least a threshold number of symbols before the first
symbol,;

means for selecting a starting offset from the set of starting offsets; and

means for transmitting the uplink communication, wherein the uplink communication

starts at a time indicated by the selected starting offset.

27. The apparatus of claim 26, wherein the starting offset is randomly selected from

the set of starting offsets.

28. The apparatus of claim 26, wherein the uplink communication is a configured

grant uplink (CG-UL) communication that is configured to start in the slot based at least in part

on a radio resource control message.

29. The apparatus of claim 26, wherein the threshold number is based at least in part

on a UE processing capability.

30. The non-transitory computer-readable medium of claim 23, wherein the threshold

number is based at least in part on a UE processing capability.
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