ABSTRACT SYSTEM AND METHOD FOR DETERM NI NG ENCODI NG PARAMETERS 5 Met hod for
optim zing a video transm ssion in a constrai ned environnment conprising a

"~ video coder adapted for coding the viggo data to be transnmtted"
characterized in that it conprises at [east one step of determ ning one or
nore conpression paraneters for the video coder considered so as to 10
transmt said video data at a given throughput DI or for a given quality Q
by executing at |east the follown teps: - define and use reference
charts for said coder considered, ghﬁEBA@Hf(N the part of the video
sequence under goi ng conpression, and by nmeans of said reference charts,
conpression paraneters to be used, at 15 | east the quantization interval

QP, by sel ecti ngSYSTEM AND MEFHOQPFORDETERMINING ENCODRIGR)
representation which for the targeted ragrghe of throughput DI or of quality

Q, is the closest in distance t Sof the sequence to be
conpresged, while conplying with a given margin, update with an
iterative method the prediction step so as to converge 20 on the best

choi ce of pMethodtfor pptimiting savided tteramissionsi faOdoriim'ran@e¢@niW6md1eﬂi at | east
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ted,, characterized in that it comprises at least one step of determining one
or more compression parameters for the video coder considered so as to

10 transmit said video data at a given throughput Di or for a given quality Qi
by executing at least the following steps:
- define and use reference charts for said coder considered,
- predict for the part of the video sequence undergoing compression, and
by means of said reference charts, compression parameters to be used, at
15 least the quantization interval QP, by selecting a chart in the (QP,
throughput) or (QP, PSNR) representation which for the targeted range of
throughput Di or of quality Qi, is the closest in distance to said part of the
sequence to be compressed,' while complying with a given margin,
- update with an iterative method the prediction step so as to converge
20 on the best choice of parametrization, said iteration method being com-
posed of at least one compression step followed by a verification step,

- compress the video data to be transmitted with said parameters.

Figure 1 to be published
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