PROJECTION NEURAL NETWORKS

BACKGROUND
[0001] This specification relates to projection neural networks.
[0002] Neural networks are machine learning models that employ one or more layers of nonlinear
units to predict an output for a received input. Some neural networks include one or more hidden
layers in addition to an output layer. The output of each hidden layer is used as input to the next
layer in the network, i.e., the next hidden layer or the output layer. Each layer of the network
generates an output from a received input in accordance with current values of a respective set of
parameters.
[0003] Some neural networks are recurrent neural networks. A recurrent neural network is a neural
network that receives an input sequence and generates an output sequence from the input sequence.
In particular, a recurrent neural network can use some or all of the internal state of the network from
a previous time step in computing an output at a current time step. An example of a recurrent neural
network is a long short term (LSTM) neural network that includes one or more LSTM memory
blocks. Each LSTM memory block can include one or more cells that each include an input gate, a
forget gate, and an output gate that allow the cell to store previous states for the cell, e.g., for use in

generating a current activation or to be provided to other components of the LSTM neural network.

SUMMARY
[0004] This specification describes a projection neural network implemented as computer programs
on one or more computers in one or more locations.
[0005] According to a first aspect there is provided a system including one or more computers and
one or more storage devices storing instructions that when executed by the one or more computers
cause the one or more computers to implement a projection neural network. The projection neural
network is configured to receive a projection network input and to generate a projection network
output from the projection network input. The projection neural network includes a sequence of one
or more projection layers, wherein each projection layer has a plurality of projection layer
parameters and a plurality of projection layer functions having respective projection function
parameters. Values of the plurality of projection layer parameters were adjusted during the training
of the projection neural network, wherein the projection function parameters are random values

determined before the projection neural network is trained and were not adjusted during training of



the projection neural network. Each projection layer is configured to receive a layer input and apply
the plurality of projection layer functions to the layer input. Each projection layer function processes
the layer input in accordance with the respective projection function parameters to generate a
respective binary projection function output that projects the layer input to a lower dimensionality
binary projection function output having a plurality of components that each assume a respective

value from a set of two possible values.
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Each projection layer generates a layer output by applying the projection layer parameters for the
projection layer to the binary projection function outputs.

[0006] In some implementations, the projection neural network further includes an output layer
configured to receive a layer output generated by a highest projection layer in the sequence and to
generate the projection network output.

[0007] In some implementations, the output layer is a softmax output layer.

[0008] In some implementations, the projection neural network includes only the sequence of
projection layers and the output layer.

[0009] In some implementations, a layer output of the highest projection layer in the sequence is the
projection network output.

[0010] In some implementations, the projection neural network includes only the sequence of
projection layers.

[0011] In some implementations, the layer input of a lowest projection layer in the sequence is a
network input to the projection neural network.

[0012] In some implementations, the layer input of any projection layer other than the lowest
projection layer is a layer output generated by the projection layer immediately below the projection
layer in the sequence.

[0013] In some implementations, for each projection layer, each projection function is associated
with a respective set of projection vectors. Applying each projection function to the layer input
includes, for each projection vector: (i) determining a dot product between the layer input and the
projection vector, (ii) when the dot product is negative, assigning a first value to a corresponding
position in the projection function output, and (iii) when the dot product is positive, assigning a
second value to the corresponding position in the projection function output.

[0014] In some implementations, for each projection layer, the projection functions are each
encoded as sparse matrices and are used to generate a binary representation from the layer input.
[0015] In some implementations, the projection layer parameters include a parameter matrix and a
bias vector. Generating the layer output by applying the projection layer parameters for the
projection layer to the projection function outputs includes applying the parameter matrix to the

projection function outputs and then adding the bias vector to the result.



[0016] According to a second aspect there is provided a method of training the projection neural
network. The method includes receiving a training input and a target output for the training input.
The training input is processed using the projection neural network in accordance with current
values of the projection layer parameters, and the random values of the projection function
parameters which are determined before the projection neural network is trained and are not
adjusted during training of the projection neural network, to generate a projection network output for
the training input. The training input is processed using a trainer neural network having multiple
trainer neural network parameters. The trainer neural network is configured to process the training
input in accordance with current values of the trainer neural network parameters to generate a trainer
network output that is specific to the particular machine learning task. A gradient is determined with
respect to the trainer neural network parameters of a loss function that depends on an error between
the target output and the trainer network output. A gradient is determined with respect to the
projection layer parameters of a loss function that depends on an error between the trainer network
output and the projection network output. Updates to the current values of the trainer network
parameters and the projection layer parameters are determined using the gradients.

[0017] In some implementations, the output generated by the trainer neural network is a soft target
output.

[0018] In some implementations, the method further includes determining a gradient with respect to
the trainer network parameters of the loss function that depends on the error between the trainer
network output and the projection network output. The update to the current values of the trainer
network parameters is also based on the gradient with respect to the trainer network parameters of
the loss function that depends on the error between the trainer network output and the projection
network output.

[0019] In some implementations, the method further includes determining a gradient with respect to
the projection layer parameters of a loss function that depends on an error between the target output
and the projection network output. The update to the current values of the projection layer
parameters is also based on the gradient with respect to the projection layer parameters of the loss
function that depends on the error between the target output and the projection network output.
[0020] According to a third aspect there is provided a system including one or more computers and
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computers cause the one or more computers to perform the operations of the previously
described method.

[0021] According to a fourth aspect there is provided one or more computer storage media
storing instructions that when executed by one or more computers cause the one or more
computers to perform the operations of the previously described method.

[0022] According to a fifth aspect there is provided one or more computer storage media storing
instructions that when executed by one or more computers cause the one or more computers to
implement the previously described projection neural network.

[0023] Particular embodiments of the subject matter described in this specification can be
implemented so as to realize one or more of the following advantages.

[0024] A projection network as described in this specification can perform tasks faster and with
a performance level (e.g., a prediction accuracy) that is similar to that of much larger and more
complex conventional neural networks (i.e., neural networks that do not contain projection
layers, as described in this specification), while consuming fewer computational resources (e.g.,
memory and computing power). For example, in some cases, a projection network can perform
tasks (e.g., image classification) with a performance level comparable to that of a larger neural
network, despite the projection network having several orders of magnitude fewer parameters
than the larger neural network. Projection networks can perform tasks faster and consume fewer
computational resources than conventional neural networks because they include projection
layers.

[0025] A projection layer reduces the dimensionality of a projection layer input by processing
the projection layer input by projection layer functions. The projection layer functions generate
projection function outputs that have a dimensionality that may be several orders of magnitude
smaller than the dimensionality of the projection layer input. The projection layer generates a
projection layer output by applying projection layer parameters (e.g., a weight matrix and a bias
vector) to the low-dimensional projection function outputs. In contrast, a conventional neural
network layer (e.g., a conventional fully-connected layer) may directly process a (high-
dimensional) conventional layer input without first reducing the dimensionality of the
conventional layer input. Since projection layers reduce the dimensionality of layer inputs by

projection functions, projection layers may require far fewer layer parameters and may perform



far fewer arithmetic operations in generating layer outputs than some conventional neural
network layers.

[0026] Therefore, projection layers can reduce computational resource consumption (e.g.,
relative to conventional neural network layers) by performing fewer arithmetic operations and
therefore consuming less computing power. Moreover, projection layers can reduce
computational resource consumption since they can be stored (e.g., in a logical data storage area
or physical data storage device) using less memory (e.g., as measured in bytes).

[0027] Consequently, projection networks may be suitable for deployment in resource-
constrained systems, such as mobile device environments (e.g., smartphones and smartwatches),
where some conventional neural networks cannot be deployed (e.g., because their computational
resource demands exceed the computational resources available). Moreover, deploying
projection networks to resource constrained systems enables these systems to increase data
privacy by performing tasks locally instead of remotely. Performing a task locally refers to
performing the task using computational resources located within the system, whereas
performing a task remotely refers to transmitting data characterizing the task to a remote
environment (e.g., a cloud environment) over a communications network (e.g., the Internet), and
receiving the results of the completed task back over the communications network. Performing
tasks locally can increase data privacy since it does not require transmitting data over
communications networks.

[0028] A projection network can be trained to achieve a performance level (e.g., prediction
accuracy) comparable to that of a much larger neural network by jointly training the projection
network and a trainer network. A trainer network is a network that is configured to perform the
same task as the projection network, but which is generally much larger (i.e., has more
parameters) than the projection network. The values of the projection network parameters may
be iteratively updated during training using a gradient of a loss function that depends on an error
between the trainer network output and the projection network output. In this manner, the
projection network can learn to mimic the predictions of the trainer network and thereby generate
predictions that are nearly as accurate as those of the trainer network, despite the projection
network having far fewer parameters than the trainer network.

[0029] The details of one or more embodiments of the subject matter of this specification are set

forth in the accompanying drawings and the description below. Other features, aspects, and



advantages of the subject matter will become apparent from the description, the drawings, and

the claims.

BRIEF DESCRIPTION OF THE DRAWINGS
[0030] FIG. 1 shows an example projection neural network system.
[0031] FIG. 2 is a block diagram of an example data flow for processing a projection layer input
to determine a projection layer output.
[0032] FIG. 3 is a block diagram of an example data flow for training a projection neural
network.
[0033] FIG. 4 is a flow diagram of an example process for generating a projection layer output.
[0034] FIG. 5 is a flow diagram of an example process for jointly training a projection neural
network and a trainer neural network.

[0035] Like reference numbers and designations in the various drawings indicate like elements.

DETAILED DESCRIPTION
[0036] FIG. 1 shows an example projection neural network system 100. The projection neural
network system 100 is an example of a system implemented as computer programs on one or
more computers in one or more locations in which the systems, components, and techniques
described below are implemented.
[0037] The projection neural network system 100 includes a projection neural network 102. The
projection neural network 102 can be a feed-forward neural network, a recurrent neural network,
or any other appropriate type of neural network.
[0038] The projection neural network 102 is configured to receive a projection neural network
input 104 and to generate a projection network output 106 from the projection network input
104. The projection neural network input 104 can be any kind of digital data input, and the
projection network output 106 can be any kind of score, classification, or regression output based
on the input.
[0039] The system 100 described herein is widely applicable and is not limited to one specific
implementation. However, for illustrative purposes, a small number of example implementations
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[0040] For example, if the inputs to the projection neural network 102 are images or features that
have been extracted from images, the output generated by the projection neural network 102 for
a given image may be scores for each of a set of object categories, with each score representing
an estimated likelihood that the image contains an image of an object belonging to the category.
[0041] As another example, if the input to the projection neural network 102 is a sequence of
text in one language, the output generated by the projection neural network 102 may be a score
for each of a set of pieces of text in another language, with each score representing an estimated
likelihood that the piece of text in the other language is a proper translation of the input text into
the other language.

[0042] As another example, if the input to the projection neural network 102 is a sequence
representing a spoken utterance, the output generated by the projection neural network 102 may
be a score for each of a set of pieces of text, each score representing an estimated likelihood that
the piece of text is the correct transcript for the utterance.

[0043] As another example, if the input to the projection neural network 102 is a sequence of
physiological measurements, the output generated by the projection neural network 102 may be a
score for each of a set of possible diagnoses for the condition of a user, with the score
representing an estimated likelihood that the diagnosis is accurate.

[0044] As another example, if the input to the projection neural network 102 is a sequence of
text from a received communication, the output generated by the projection neural network 102
may be a score for each of a set of possible responses to the received communication, with the
score representing an estimated likelihood that the response matches a user’s intent.

[0045] The projection neural network 102 includes a sequence of one or more projection layers
(e.g., the projection layer 108), and may optionally include one or more conventional neural
network layers (e.g., fully-connected layers, convolutional layers, or softmax layers).

[0046] As will be described further with reference to FIG. 2, the projection layer 108 is
configured to receive a projection layer input 110, and to process the projection layer input 110
in accordance with current values of projection layer parameters to generate a projection layer
output 112. In general, the projection layer input 110 may be the projection network input 104
(i.e., if the projection layer 108 is the first layer in the projection network 102) or the output of

another layer of the projection network 102 (e.g., a conventional layer or another projection



layer). The projection layer input 110 and the projection layer output 112 may be represented in
any appropriate numerical format, for example, as vectors or as matrices.

[0047] A layer of the projection network 102 is referred to as an output layer if the output of the
layer is included in the projection network output 106. An output layer may be a softmax layer, a
projection layer, or any other appropriate neural network layer. The output layer may be
configured to receive as input an output generated by a projection layer or a conventional layer.
[0048] The system 100 can be implemented in a resource-constrained environment (e.g., a
smartwatch or smartphone) more readily than conventional neural network systems. For
example, by including projection layers (e.g., the projection layer 108) in place of conventional
neural network layers (e.g., fully-connected layers), data defining the parameters of the system
100 can occupy much less storage capacity than data defining the parameters of a conventional
neural network system.

[0049] FIG. 2 is a block diagram of an example data flow 200 by which a projection layer (e.g.,
the projection layer 108) can process a projection layer input 110 to determine a projection layer
output 112. The projection layer provides the projection layer input 110 to each of one or more
projection layer functions (e.g., 202, 204, 206). Each of the projection layer functions processes
the projection layer input 110 to generate a respective projection function output (e.g., 208, 210,
212). Generally, the dimensionality of the projection function outputs are much less (e.g., by
several orders of magnitude) than the dimensionality of the projection layer input 110. The
projection layer concatenates the projection function outputs and applies the projection layer
parameters 214 (e.g., a parameter matrix and a bias vector) to the concatenated projection
function outputs. Generating a projection layer output 112 by processing a projection layer input
110 is described further with reference to FIG. 4.

[0050] This specification describes the operations performed by a projection layer (e.g., as
described with reference to FIG. 2 and FIG. 4) in the context of a projection neural network (e.g.,
as described with reference to FIG. 1). More generally, other systems, such as graph-based
systems, can incorporate the operations performed by a projection layer. A graph is a data
structure that may be represented by a set of nodes (where each node may be associated with a
numerical feature vector), a set of edges (where each edge may be associated with a numerical
edge strength value), and in some cases, a set of labels. The nodes represent entities (e.g., people,

objects, locations, or concepts), the edges represent relationships between the entities represented



by the nodes (e.g., a “friend” relationship between two people in a social network), and in some
cases, the labels may represent characteristics of the nodes (e.g., whether a product represented
by a node is a “best-selling” product).

[0051] Graph-based systems can be trained by machine learning techniques (e.g., supervised or
semi-supervised machine learning techniques) to make predictions. For example, a graph-based
system may generate a prediction for a value of a label associated with a previously unlabeled
node in a graph. In this example, the graph-based system may generate a prediction for a value of
a label associated with a given node based on the labels of the neighboring nodes (i.e., nodes that
are connected to the given node by an edge) and the edge strengths of the edges connecting the
given node to the neighboring nodes.

[0052] A graph-based system can incorporate the operations performed by a projection layer by,
for example, generating a projection graph that is a compact representation of a trainer graph.
Each node of the projection graph may correspond to a different node of the trainer graph, and
the feature vectors associated with the nodes of the projection graph may be determined by
performing projection layer operations. More specifically, the feature vector associated with a
particular node of the projection graph may be determined by applying multiple projection
functions followed by a transformation (e.g., defined by a parameter matrix and a bias vector) to
the feature vector associated with the corresponding node in the trainer graph. In this manner, the
feature vectors associated with the nodes of the projection graph may have a much smaller
dimensionality than the feature vectors associated with the nodes of the trainer graph. Therefore,
similar to a projection neural network, the projection graph may be suitable for deployment to
resource constrained environments (e.g., mobile devices) where the trainer graph could not be
deployed.

[0053] FIG. 3 is a block diagram of an example data flow 300 by which a projection neural
network system (e.g., the projection neural network system 100) can train a projection neural
network (e.g., the projection neural network 102).

[0054] As part of the training, the system provides a training input 302 from a set of training data
304 to the projection network 102. The projection network 102 processes the training input 302
in accordance with current values of projection network parameters to generate a projection
network output 106. The system provides the same training input 302 to a trainer network 306.

The trainer network 306 processes the training input 302 in accordance with current values of



trainer network parameters to generate a trainer network output 308. The trainer network 306 can
be a feed-forward neural network, a recurrent neural network, or any other appropriate type of
neural network that is configured to generate the same kinds of outputs as the projection network
102 given the same training input. In general, the trainer network 306 has more parameters (in
some cases, by several orders of magnitude) than the projection network 102.

[0055] The system jointly updates the current values of the projection network parameters and
the trainer network parameters by computing gradients (e.g., by a backpropagation procedure) of
a combination of several different loss functions. The loss functions can depend on the projection
network output 106, the trainer network output 308, or both.

[0056] For example, the system can update the current values of the trainer network parameters
by a gradient of a loss function £g4 (referred to as a trainer prediction loss function) that depends
on an error between the trainer network output 308 and the target output 310 associated with the
training input 302 in the training data 304. The target output 310 is an output that should be
generated by the trainer neural network 306 and the projection network 102 in response to
processing the training input 302. Updating the current values of the trainer network parameters
by the gradient of the trainer prediction loss function £y can cause the trainer network 306 to
generate an output that is more similar to target output 310 (i.e., in response to processing the
training input 302).

[0057] As another example, the system can update the current values of the projection network
parameters by a gradient of a loss function £P (referred to as a projection prediction loss
function) that depends on an error between the projection network output 106 and the target
output 310. Updating the current values of the projection network parameters by the gradient of
the projection prediction loss function £P can cause the projection network 102 to generate an
output that is more similar to the target output 310 (i.e., in response to processing the training
input 302).

[0058] As another example, the system can also update the current values of the projection
network parameters (and, optionally, the trainer network parameters) by a gradient of a loss
function L? (referred to as a projection simulation loss function) that depends on an error
between the trainer network output 308 and the projection network output 106. Updating the
current values of the projection network parameters by the gradient of the projection simulation

loss function L? can cause the projection network 102 to generate an output that is more similar

10



to the trainer network output 308. By updating the values of the projection network parameters
based on the projection simulation loss function £LP, the system can (in some cases) enable the
projection network 102 to generate predictions that are similar in accuracy to the predictions
generated by the trainer network 306, despite the projection network 102 having far fewer
parameters (e.g., in some cases, by several orders of magnitude) than the trainer network 306.
[0059] Generally, the trainer prediction loss function Lg, the projection prediction loss function
£P_ and the projection simulation loss function £LP can be any appropriate loss functions. For
example, if the trainer network 306 and the projection network 102 perform classification tasks,
then the loss functions may be cross-entropy loss functions. As another example, if the trainer
network 306 and the projection network 102 perform regression tasks, then the loss functions
may be squared-error loss functions. The system may adjust the parameters of the projection
network 102 and the trainer network 306 by a weighted combination of gradients of each of the
described loss functions.

[0060] A graph-based system, as described earlier, that generates a projection graph as a
compact representation of a trainer graph, can jointly train the projection graph, the trainer graph,
and the parameters of the projection layer operations used to determine the projection graph from
the trainer graph. In a particular example, the parameters of the projection layer operations can
be trained (e.g., by a backpropagation procedure) to cause the predictions generated by the
graph-based system based on the projection graph to become more similar to the predictions
generated by the graph-based system based on the trainer graph. The similarity between
predictions may be measured by a loss function, such as a cross-entropy loss function. The
predictions generated by the graph-based system based on the projection graph and the trainer
graph may be predicted labels for labeled or unlabeled nodes in the projection graph and trainer
graph respectively.

[0061] FIG. 4 is a flow diagram of an example process for generating a projection layer output.
For convenience, the process 400 will be described as being performed by a projection layer,
implemented by one or more computers located in one or more locations. For example, a
projection layer, e.g., the projection layer 108 of FIG. 1, appropriately programmed in
accordance with this specification, can perform the process 400.

[0062] The projection layer receives a projection layer input (402). As described earlier, the

projection layer input may be the projection network input or the output of another layer of the
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projection network, and may be represented in any appropriate numerical format (e.g., as a
vector or as a matrix).
[0063] The projection layer provides the projection layer input to each of one or more projection
functions, each of which are configured to process the projection layer input to generate a
respective projection function output (404). Each projection function generates a corresponding
projection function output by mapping the projection layer input to a different space. More
specifically, the projection function outputs may belong to a much lower-dimensional space than
the projection layer input. For example, in some cases, the projection function outputs may have
a dimensionality that is several orders of magnitude lower than the dimensionality of the
projection layer input.
[0064] Generally, each projection function may be defined by a matrix. The rows (or columns)
of a matrix defining a projection function are referred to as projection vectors associated with the
projection function. In some cases, a projection function may process the projection layer input
by determining dot products (i.e., inner products) between the projection layer input and each of
the projection vectors associated with the projection function. For example, for a projection
function P, the projection function output IP(x) for projection layer input x (that is represented
as a vector) may be determined as:
P(x) =[<x,P; > <x,P, >, .., <x,P, >] ¢h)

where <-,-> denotes the dot product operation between vectors, and {P;};- , are the projection
vectors associated with the projection function [P.
[0065] In some cases, a projection function may process the projection layer input by
determining whether the dot product between the projection layer input and each of the
projection vectors results in positive or negative values. When a dot product between the
projection layer input and a projection vector results in a positive value, a first value may be
assigned to a corresponding position in the projection function output. Conversely, when a dot
product between the projection layer input and a projection vector results in a negative value, a
second value may be assigned to a corresponding position in the projection function output. For
example, the projection function output IP(x) for projection layer input x (that is represented as a
vector) may be determined as:

P(x) = [sgn(< x, P, >),sgn( < x,P; >), ..., sgn(< x, P, >)] (2)

where sgn(-) is the sign function, which outputs value 1 in response to receiving a positive
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input, and outputs value 0 in response to receiving a negative input. In this example, the
projection function output is a binary representation (i.e., a vector with components consisting of
0s and 1s) of the projection layer input. By representing the projection function outputs as binary
representations, the memory footprint of the projection network (i.e., the quantity of memory
required to store and use the projection network) can be significantly reduced compared to
conventional networks (i.e., where layer outputs are represented as real number representations
instead of binary representations).

[0066] The projection functions may be locality sensitive hashing functions. Generally, a locality
sensitive hashing function maps similar inputs to similar outputs. More specifically, a locality
sensitive hashing function may be defined as a function IP so that if a similarity between inputs
x; and x, 1s defined by a mapping ¢ (x4, x,) (e.g., a cosine similarity mapping) whose output
value is between 0 and 1, then the probability that P(x;) = P(x,) is equal to ¢(x,, x,). In some
cases, the projection function defined by (2) may be an example of a locality sensitive hashing
function.

[0067] Projection functions may be selected so that: (1) processing a projection layer input by a
projection function to generate a projection function output is computationally efficient (e.g.,
requires few arithmetic operations), (i) data defining a projection function can be efficiently
stored (e.g., in a logical data storage area or physical data storage device), or both.

[0068] For example, one or more of the projection functions may be defined by sparse matrices
(i.e., matrices with only a few non-zero entries). If a projection function is defined by a sparse
matrix, then processing the projection layer input by the projection function to generate the
projection function output is computationally efficient. Specifically, since the results of many of
the arithmetic operations involved in computing the projection function output have value zero
(due to the sparsity of the matrix defining the projection function), these arithmetic operations do
not actually need to be performed.

[0069] Moreover, if a projection function is defined by a sparse matrix, then the data defining
the projection function can be efficiently stored. For example, a sparse matrix may be stored as a
list of tuples, where each tuple includes an index of a location in the sparse matrix and a
corresponding value of the sparse matrix at the index. Since sparse matrices have only a few

non-zero entries, such a representation occupies less memory than, for example, a representation
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of a dense matrix that must include the index of every location in the dense matrix and the
corresponding value of the dense matrix at the index.

[0070] As another example, the system may determine the values of the components of the
matrices defining one or more of the projection functions based on the values of a set of seed
parameters. The seed parameters are represented as numerical values and the number of seed
parameters is typically much smaller than the dimensionality of the matrices defining the
projection functions. The system may, for example, determine the values of the components of
the matrices defining the projection functions based on the outputs of random (or pseudo-
random) number generators that are initialized using the seed parameters. In this example, when
the random (or pseudo-random) number generators are configured to generate Normally-
distributed random numbers (i.e., random numbers drawn from a Normal distribution), the values
of the components of the matrices defining the projection functions are approximately Normally-
distributed.

[0071] By using seed parameters to determine the values of the components of the matrices
defining the projection functions, the system can reduce the computational requirements of
projection layers compared to conventional layers. For example, the system can reduce the
amount of memory storage required for projection layers compared to conventional layers, since
only the values of the seed parameters must be stored, as compared to some conventional layers
that require storing entire dense matrices of conventional layer parameter values. As another
example, the system can reduce the latency in generating layer outputs compared to conventional
layers, since the system can dynamically compute the values of the components of the matrices
defining the projection functions. In contrast, for some conventional layers, the system reads the
conventional layer parameter values from memory, which may be a substantially slower process
than dynamically computing these values (i.e., as in a projection layer).

[0072] The values of the parameters defining the projection layer functions (e.g., the seed
parameters or the values of the components of the projection vectors) may be predetermined, that
is, may be fixed before the projection network is trained, and are not adjusted during training.
[0073] The projection layer generates the projection layer output by applying projection layer
parameters to the projection function outputs (406). For example, the projection layer parameters
may include a parameter matrix and a bias vector, and the projection layer may generate the

projection layer output y as:
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y=W-x+b 3)
where W is the parameter matrix (i.e., so that W - x represents a matrix-vector multiplication), b
is the bias vector, and x is the concatenation of the projection function outputs.
[0074] As described earlier, the dimensionality of the projection function outputs is generally
much lower than the dimensionality of the projection layer input. Therefore, the number of
projection layer parameters that are applied to the projection function outputs to generate the
projection layer outputs is generally much lower than the number of parameters that are applied
to layer inputs by conventional neural network layers (e.g., fully-connected layers) that do not
include projection functions. For example, the dimensionality of the projection layer parameters
defined by the parameter matrix W and the bias vector b in the projection layer may be much
smaller than the dimensionality of the corresponding layer parameters of a conventional neural
network layer.
[0075] FIG. 5 is a flow diagram of an example process for jointly training a projection neural
network and a trainer neural network. For convenience, the process 500 will be described as
being performed by a system of one or more computers located in one or more locations. For
example, a projection neural network system, e.g., the projection neural network system 100 of
FIG. 1, appropriately programmed in accordance with this specification, can perform the process
500.
[0076] The system obtains a training example, including a training input and a corresponding
target output (i.e., the output that should be produced in response to processing the training
input), from a set of training data (502). For example, the system may randomly sample a
training example from the set of training data. In general, the system may obtain a batch of
multiple training examples from the training data (rather than a single training example). In this
case, the system may perform the steps 504, 506, and 508 for each training example from the
batch, before updating the current values of the trainer network parameters and the projection
network parameters (as described with reference to 510).
[0077] The system provides the training input to the projection network, which processes the
training input in accordance with current values of projection network parameters to generate a
projection network output for the training input (504). More specifically, each layer of the

projection network (including the projection layers and, in some cases, one or more conventional
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layers) processes a respective layer input in accordance with current values of layer parameters
to generate a corresponding layer output.

[0078] The system provides the training input to a trainer network, which processes the training
input in accordance with current values of trainer network parameters to generate a trainer
network output for the training input (506). The trainer network can be a feed-forward neural
network, a recurrent neural network, or any other appropriate type of neural network. In general,
the trainer network has more parameters than the projection network (e.g., by having more
layers, larger layers, or both). Each layer of the trainer network processes a respective layer input
in accordance with current values of layer parameters to generate a corresponding layer output.
The trainer network output for the training input may be a soft output, that is, an output that
includes respective probabilities for each of multiple possible target outputs, rather than
indicating a single target output.

[0079] The system determines gradients of one or more loss functions based on the projection
network output (e.g., as described in 504), the trainer network output (e.g., as described in 506),
or both (508). The system may determine the gradients by backpropagation, backpropagation
through time, truncated backpropagation through time, or any other appropriate method.

[0080] For example, the system may determine a gradient, with respect to the trainer network
parameters, of a trainer prediction loss function L4 that depends on an error between the trainer
network output and the target output corresponding to the training example. The trainer
prediction loss function encourages the trainer network to generate an output (i.e., in response to
processing the training input) that is more similar to the target output.

[0081] As another example, the system may determine a gradient, with respect to the projection
network parameters, of a projection prediction loss function £ that depends on an error between
the projection network output and the target output corresponding to the training example. The
projection prediction loss function encourages the projection network to generate an output (i.e.,
in response to processing the training input) that is more similar to the target output.

[0082] As another example, the system may determine a gradient, with respect to the projection
network parameters (and in particular, the projection layer parameters), of a projection
simulation loss function L that depends on an error between the trainer network output and the
projection network output. The projection simulation loss function encourages the projection

network to generate an output (i.e., in response to processing the training input) that is more
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similar to the output generated by the trainer network. Optionally, particularly when the trainer
network is not pre-trained, the system may further determine a gradient of the projection
prediction loss function £P with respect to the trainer network parameters. The trainer network
may be said to be pre-trained if, prior to training the projection network, the values of the trainer
network parameters are updated one or more times based on a gradient of the trainer prediction
loss function.
[0083] In some cases, the system may apply different weighting factors to the gradients of each
of the loss functions (e.g., the trainer prediction loss function, the projection prediction loss
function, and the projection simulation loss function). For example, the system may determine
gradients with respect to the combined loss function given by:

L= Lo+ Ay -LP+ A3-LP (4)
where A4, A,., and A3 are weighting factors, L is the trainer prediction loss function, £P is the
projection prediction loss function, and LP is the projection simulation loss function.
[0084] In some cases, the values of the parameters of the projection layer functions (e.g., the
components of the projection vectors) are predetermined, that is, are fixed before the projection
network is trained, and are not adjusted during training. In these cases, when a gradient is
determined with respect to the current parameter values of the projection network, the parameters
of the projection layer functions are considered to be constants, and are not included in the
gradient calculation.
[0085] The system updates the current values of the trainer network parameters and the
projection network parameters based on the gradients (i.e., as determined in 508) (510). More
specifically, the system may update the values of the projection network parameters based on the
gradients of the projection prediction loss function and the projection simulation loss function (as
described earlier). The system may update the values of the trainer network parameters based on
the gradient of the trainer prediction loss function and, optionally, the projection simulation loss
function (as described earlier).
[0086] The system may update the current value of a network (i.e., trainer network or projection
network) parameter a by:

aAe—a—1r-g 5)

where 7 is a learning rate hyper-parameter (i.e., a hyper-parameter that governs how quickly a
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parameter value can change during training) and g is the gradient with respect to the parameter
a.

[0087] As described earlier, by updating the trainer network parameter and the projection
network parameters based on the gradients, the system can cause the trainer network and the
projection network to generate respective outputs in response to processing the training input that
are more similar to the target output. Additionally, particularly when the trainer network output
is a soft output, the system can cause the output generated by the projection network in response
to processing a training input to become more similar to the output generated by the trainer
network in response to processing the same training input. This can cause the performance (e.g.,
prediction accuracy) of the trained projection network to be similar to that of the trainer network,
despite the trainer network being a more complex model (e.g., having more parameters) than the
projection network.

[0088] The system determines whether the training is complete (512). In some cases, the system
determines the training to be complete if a predetermined number of training iterations are
complete. In some cases, the system determines the training to be complete if the values of the
trainer network parameters, the projection network parameters, or both have converged (e.g., if a
measure of the change in the values of the parameters between iterations falls below a
predetermined threshold).

[0089] In response to determining that the training is not complete, the system returns to 502 and
performs another training iteration by repeating the preceding steps.

[0090] In response to determining that the training is complete, the system may store the trained
values of the network parameters (e.g., in a logical data storage area or on a physical data storage
device) (514). Alternatively, the system may provide the trained values of the trainer network
parameters and the projection network parameters for use in processing network inputs (516).
For example, the projection network (i.e., as defined by the trained values of the projection
network parameters) may be deployed to a resource constrained environment (e.g., a mobile
device) with limited memory and computational capacity. In some cases, the projection network
may be deployed to resource constrained environments where the trainer network could not be
deployed, due to greater resource demands (e.g., for memory, computing power, or both) of the

trainer network (i.e., since it is a more complex model than the projection network).
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[0091] As mentioned above, the system 100 described herein is widely applicable and is not
limited to one specific implementation. However, other examples of specific implementations
(in addition to those described above) may be as described below.

[0092] For example, if the inputs to the projection neural network 102 are Internet resources
(e.g., web pages), documents, or portions of documents or features extracted from Internet
resources, documents, or portions of documents, the output generated by the projection neural
network 102 for a given Internet resource, document, or portion of a document may be a score
for each of a set of topics, with each score representing an estimated likelihood that the Internet
resource, document, or document portion is about the topic.

[0093] As another example, if the inputs to the projection neural network 102 are features of an
impression context for a particular advertisement, the output generated by the projection neural
network 102 may be a score that represents an estimated likelihood that the particular
advertisement will be clicked on.

[0094] As another example, if the inputs to the projection neural network 102 are features of a
personalized recommendation for a user, e.g., features characterizing the context for the
recommendation, e.g., features characterizing previous actions taken by the user, the output
generated by the projection neural network 102 may be a score for each of a set of content items,
with each score representing an estimated likelihood that the user will respond favorably to being
recommended the content item.

[0095] This specification uses the term “configured” in connection with systems and computer
program components. For a system of one or more computers to be configured to perform
particular operations or actions means that the system has installed on it software, firmware,
hardware, or a combination of them that in operation cause the system to perform the operations
or actions. For one or more computer programs to be configured to perform particular operations
or actions means that the one or more programs include instructions that, when executed by data
processing apparatus, cause the apparatus to perform the operations or actions.

[0096] Embodiments of the subject matter and the functional operations described in this
specification can be implemented in digital electronic circuitry, in tangibly-embodied computer
software or firmware, in computer hardware, including the structures disclosed in this
specification and their structural equivalents, or in combinations of one or more of them.

Embodiments of the subject matter described in this specification can be implemented as one or

19



more computer programs, i.e., one or more modules of computer program instructions encoded
on a tangible non-transitory storage medium for execution by, or to control the operation of, data
processing apparatus. The computer storage medium can be a machine-readable storage device,
a machine-readable storage substrate, a random or serial access memory device, or a
combination of one or more of them. Alternatively or in addition, the program instructions can
be encoded on an artificially-generated propagated signal, e.g., a machine-generated electrical,
optical, or electromagnetic signal, that is generated to encode information for transmission to
suitable receiver apparatus for execution by a data processing apparatus.

[0097] The term “data processing apparatus” refers to data processing hardware and
encompasses all kinds of apparatus, devices, and machines for processing data, including by way
of example a programmable processor, a computer, or multiple processors or computers. The
apparatus can also be, or further include, special purpose logic circuitry, e.g., an FPGA (field
programmable gate array) or an ASIC (application-specific integrated circuit). The apparatus
can optionally include, in addition to hardware, code that creates an execution environment for
computer programs, e.g., code that constitutes processor firmware, a protocol stack, a database
management system, an operating system, or a combination of one or more of them.

[0098] A computer program, which may also be referred to or described as a program, software,
a software application, an app, a module, a software module, a script, or code, can be written in
any form of programming language, including compiled or interpreted languages, or declarative
or procedural languages; and it can be deployed in any form, including as a stand-alone program
or as a module, component, subroutine, or other unit suitable for use in a computing
environment. A program may, but need not, correspond to a file in a file system. A program can
be stored in a portion of a file that holds other programs or data, e.g., one or more scripts stored
in a markup language document, in a single file dedicated to the program in question, or in
multiple coordinated files, e.g., files that store one or more modules, sub-programs, or portions
of code. A computer program can be deployed to be executed on one computer or on multiple
computers that are located at one site or distributed across multiple sites and interconnected by a
data communication network.

[0099] In this specification the term “engine” is used broadly to refer to a software-based
system, subsystem, or process that is programmed to perform one or more specific functions.

Generally, an engine will be implemented as one or more software modules or components,
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installed on one or more computers in one or more locations. In some cases, one or more
computers will be dedicated to a particular engine; in other cases, multiple engines can be
installed and running on the same computer or computers.

[0100] The processes and logic flows described in this specification can be performed by one or
more programmable computers executing one or more computer programs to perform functions
by operating on input data and generating output. The processes and logic flows can also be
performed by special purpose logic circuitry, e.g., an FPGA or an ASIC, or by a combination of
special purpose logic circuitry and one or more programmed computers.

[0101] Computers suitable for the execution of a computer program can be based on general or
special purpose microprocessors or both, or any other kind of central processing unit. Generally,
a central processing unit will receive instructions and data from a read-only memory or a random
access memory or both. The essential elements of a computer are a central processing unit for
performing or executing instructions and one or more memory devices for storing instructions
and data. The central processing unit and the memory can be supplemented by, or incorporated
in, special purpose logic circuitry. Generally, a computer will also include, or be operatively
coupled to receive data from or transfer data to, or both, one or more mass storage devices for
storing data, e.g., magnetic, magneto-optical disks, or optical disks. However, a computer need
not have such devices. Moreover, a computer can be embedded in another device, e.g., a mobile
telephone, a personal digital assistant (PDA), a mobile audio or video player, a game console, a
Global Positioning System (GPS) receiver, or a portable storage device, e.g., a universal serial
bus (USB) flash drive, to name just a few.

[0102] Computer-readable media suitable for storing computer program instructions and data
include all forms of non-volatile memory, media and memory devices, including by way of
example semiconductor memory devices, ¢.g., EPROM, EEPROM, and flash memory devices;
magnetic disks, e.g., internal hard disks or removable disks; magneto-optical disks; and
CD-ROM and DVD-ROM disks.

[0103] To provide for interaction with a user, embodiments of the subject matter described in
this specification can be implemented on a computer having a display device, e.g., a CRT
(cathode ray tube) or LCD (liquid crystal display) monitor, for displaying information to the user
and a keyboard and a pointing device, e.g., a mouse or a trackball, by which the user can provide

input to the computer. Other kinds of devices can be used to provide for interaction with a user
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as well; for example, feedback provided to the user can be any form of sensory feedback, e.g.,
visual feedback, auditory feedback, or tactile feedback; and input from the user can be received
in any form, including acoustic, speech, or tactile input. In addition, a computer can interact
with a user by sending documents to and receiving documents from a device that is used by the
user; for example, by sending web pages to a web browser on a user’s device in response to
requests received from the web browser. Also, a computer can interact with a user by sending
text messages or other forms of message to a personal device, e.g., a smartphone that is running a
messaging application, and receiving responsive messages from the user in return.

[0104] Data processing apparatus for implementing machine learning models can also include,
for example, special-purpose hardware accelerator units for processing common and compute-
intensive parts of machine learning training or production, i.e., inference, workloads.

[0105] Machine learning models can be implemented and deployed using a machine learning
framework, e.g., a TensorFlow framework, a Microsoft Cognitive Toolkit framework, an Apache
Singa framework, or an Apache MXNet framework.

[0106] Embodiments of the subject matter described in this specification can be implemented in
a computing system that includes a back-end component, ¢.g., as a data server, or that includes a
middleware component, e.g., an application server, or that includes a front-end component, e.g.,
a client computer having a graphical user interface, a web browser, or an app through which a
user can interact with an implementation of the subject matter described in this specification, or
any combination of one or more such back-end, middleware, or front-end components. The
components of the system can be interconnected by any form or medium of digital data
communication, e.g., a communication network. Examples of communication networks include
a local area network (LAN) and a wide area network (WAN), e.g., the Internet.

[0107] The computing system can include clients and servers. A client and server are generally
remote from each other and typically interact through a communication network. The
relationship of client and server arises by virtue of computer programs running on the respective
computers and having a client-server relationship to each other. In some embodiments, a server
transmits data, e.g., an HTML page, to a user device, e.g., for purposes of displaying data to and
receiving user input from a user interacting with the device, which acts as a client. Data
generated at the user device, e.g., a result of the user interaction, can be received at the server

from the device.

22



[0108] While this specification contains many specific implementation details, these should not
be construed as limitations on the scope of any invention or on the scope of what may be
claimed, but rather as descriptions of features that may be specific to particular embodiments of
particular inventions. Certain features that are described in this specification in the context of
separate embodiments can also be implemented in combination in a single embodiment.
Conversely, various features that are described in the context of a single embodiment can also be
implemented in multiple embodiments separately or in any suitable subcombination. Moreover,
although features may be described above as acting in certain combinations and even initially be
claimed as such, one or more features from a claimed combination can in some cases be excised
from the combination, and the claimed combination may be directed to a subcombination or
variation of a subcombination.

[0109] Similarly, while operations are depicted in the drawings and recited in the claims in a
particular order, this should not be understood as requiring that such operations be performed in
the particular order shown or in sequential order, or that all illustrated operations be performed,
to achieve desirable results. In certain circumstances, multitasking and parallel processing may
be advantageous. Moreover, the separation of various system modules and components in the
embodiments described above should not be understood as requiring such separation in all
embodiments, and it should be understood that the described program components and systems
can generally be integrated together in a single software product or packaged into multiple
software products.

[0110] Particular embodiments of the subject matter have been described. Other embodiments
are within the scope of the following claims. For example, the actions recited in the claims can
be performed in a different order and still achieve desirable results. As one example, the
processes depicted in the accompanying figures do not necessarily require the particular order
shown, or sequential order, to achieve desirable results. In some cases, multitasking and parallel
processing may be advantageous.

[0111] What is claimed is:
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CLAIMS
1. A system comprising one or more computers and one or more storage devices storing
instructions that when executed by the one or more computers cause the one or more computers to
implement:
a projection neural network configured to receive a projection network input and to generate

a projection network output from the projection network input, the projection neural network
comprising a sequence of one or more projection layers, wherein each projection layer has a
plurality of projection layer parameters, and a plurality of projection layer functions having
respective projection function parameters, wherein values of the plurality of projection layer
parameters are adjusted during the training of the projection neural network, wherein the projection
function parameters are random values determined before the projection neural network is trained
and are not adjusted during training of the projection neural network, and wherein each projection
layer is configured to:

receive a layer input;

apply the plurality of projection layer functions to the layer input, wherein: each
projection layer function processes the layer input in accordance with the respective projection
function parameters to generate a respective binary projection function output that projects the layer
input to a lower dimensionality binary projection function output having a plurality of components
that each assume a respective value from a set of two possible values, and

generate a layer output by applying the projection layer parameters for the projection

layer to the binary projection function outputs.
2. The system of claim 1, wherein the projection neural network further comprises:

an output layer configured to receive a layer output generated by a highest projection layer
in the sequence and to generate the projection network output.

3. The system of claim 2, wherein the output layer is a softmax output layer.

4, The system of any one of claims 2 or 3, wherein the projection neural network includes only

the sequence of projection layers and the output layer.
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5. The system of claim 1, wherein a layer output of the highest projection layer in the sequence

is the projection network output.

6. The system of claim 5, wherein the projection neural network includes only the sequence of

projection layers.
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7. The system of any one of claims 1-6, wherein the layer input of a lowest projection layer in

the sequence is a network input to the projection neural network.

8. The system of claim 7, wherein the layer input of any projection layer other than the lowest
projection layer is a layer output generated by the projection layer immediately below the projection

layer in the sequence.

0. The system of any one of claims 1-8, wherein, for each projection layer, the projection
function parameters associated with each projection layer function of the projection layer comprise a
respective set of projection vectors, and wherein applying each projection layer function to the layer
input comprises:
for each projection vector:

determining a dot product between the layer input and the projection vector;

when the dot product is negative, assigning a first value from the set of two possible values
to a corresponding component of the binary projection function output; and

when the dot product is positive, assigning a second value from the set of two possible

values to the corresponding component of the binary projection function output.

10. The system of any one of claims 1-9, wherein, for each projection layer, the respective
projection function parameters associated with each projection layer function of the projection layer

are encoded as sparse matrices.

11. The system of any one of claims 1-10, wherein the projection layer parameters include a
parameter matrix and a bias vector, and wherein generating the layer output by applying the
projection layer parameters for the projection layer to the binary projection function outputs
comprises:

applying the parameter matrix to the binary projection function outputs and then adding the
bias vector to the result.
12. A method of training the projection neural network of any one of claims 1-11, the method
comprising:

receiving a training input and a target output for the training input;

processing the training input using the projection neural network in accordance with
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current values of the projection layer parameters, and the random values of the projection function
parameters which are determined before the projection neural network is trained and are not
adjusted during training of the projection neural network, to generate a projection network output for
the training input;

processing the training input using a trainer neural network having a plurality of trainer
neural network parameters, wherein the trainer neural network is configured to process the training
input in accordance with current values of the trainer neural network parameters to generate a trainer
network output that is specific to the particular machine learning task; and

determining a gradient with respect to the trainer neural network parameters of a loss
function that depends on an error between the target output and the trainer network output;

determining a gradient with respect to the projection layer parameters of a loss function that
depends on an error between the trainer network output and the projection network output; and

determining updates to the current values of the trainer network parameters and the

projection layer parameters using the gradients.

13. The method of claim 12, wherein the output generated by the trainer neural network is a soft
target output.
14. The method of any one of claims 12 or 13, further comprising:

determining a gradient with respect to the trainer network parameters of the loss function
that depends on the error between the trainer network output and the projection network output,
wherein the update to the current values of the trainer network parameters is also based on the
gradient with respect to the trainer network parameters of the loss function that depends on the error

between the trainer network output and the projection network output.

15. The method of any one of claims 12-14, further comprising:

determining a gradient with respect to the projection layer parameters of a loss function that
depends on an error between the target output and the projection network output, wherein the update
to the current values of the projection layer parameters is also based on the gradient with respect to
the projection layer parameters of the loss function that depends on the error between the target

output and the projection network output.
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16. A system comprising one or more computers and one or more storage devices storing
instructions that when executed by the one or more computers cause the one or more computers to

perform the operations of the respective method of any one of claims 12-15.

17. One or more computer storage media storing instructions that when executed by one or more
computers cause the one or more computers to perform the operations of the respective method of

any one of claims 12-15.
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