ELECTRONI C DEVI CE AND METHOD OF CONTROLLI NG SAME ABSTRACT An el ectronic
devi ce includes a display device for displaying a graphical user interface
including a plurality of user-selectable features. A touch-sensitive input
device includes an overlay disposed on the display device and a controller
connected to the overlay, the touch-sensitive input device for providing a
touch-sensitive area on the overlay, on thg plurality of user-selectable
features and for detecting an object proximl the user- selectable features
on the display device. Functional conponents are provided including a
processor connected to the display device and touch-sensitive input device,

and a menory devn&zscﬁwoat@machAmﬁmemﬁ%ﬁm@gtmmﬂﬁ
execut abl e by the processor for changing the graphical user Interface in

response to detecting the object proximl one of the user-selectable
features, prior to selection of any of the user- sel ectable features.
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5 ABSTRACT

An electronic device includes a display device for displaying a graphical user interface
including a plurality of user-selectable features. A touch-sensitive input device includes
an overlay disposed on the display device and a controller connected to the overlay, the

10 touch-sensitive input device for providing a touch-sensitive area on the overlay, on the
plurality of user-selectable features and for detecting an object proximal the user-
selectable features on the display device. Functional components are provided including
a processor connected to the display device and touch-sensitive input device, and a
memory device for storage of computer-readable program code executable by the

15 processor for changing the graphical user interface in response to detecting the object
proximal one of the user-selectable features, prior to selection of any of the user-

selectable features.
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