"HOT- STAMPI NG GLASS, CERAM C AND OTHER SUBSTRATES" A nmet hod for

‘Qlﬂecoratlng a substrate with hot-, stanping foil conprising of the steps of:

i.a)~app|y|ng an i nk conposition conpr|5|ng a cationically radiation-curable
*‘cycl oal i phatic epoxide to the substrate in a predeternined design, said ink

bei ng operabl e when cured to bond to theisubstrate, b) curing the ink
on the substrate by exposure to the radiation by which it is curable,

t hereby bonding the ink conposition to the substrate, C) pressing a
sheet of hot stanping foil faakddy (di€ Pidtsidstg: Wi th a conpress heated to

a tenperature sufficient td‘EaUSe a portron of the hot stanping foil to
adhere to the heated, cured I nk design but not to the ink-free areas of the
substrate, and renDV|ng the die, thereby |eaving behind a portion

of the foil a*dn&f'egtm?pfug Xs€*%éHlimrc aND OTHER SUBSTRATES"

A method for decorating a substrate with hot-
stamping foil comprising of the steps of:

a) applying an ink composition comprising a
5 cationically radiation-curable cycloaliphatic epoxide
to the substrate in a predetermined design, said ink
being operable when cured to bond to the substrate,

b) curing the ink on the substrate by exposure to
10 the radiation by which it is curable, thereby bonding
the ink composition to the substrate,

c) pressing a sheet of hot stamping foil against
the substrate with a compress heated to a temperature
15 sufficient to cause a portion of the hot stamping foil
to adhere to the heated, cured ink design but not to
the ink-free areas of the substrate, and

d) removing the die, thereby leaving behind a
20 portion of the foil adhered to the ink design.
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