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Background of the I~v~ntion 

The present invention relates in gener~l t? full 

contac't floating roofS!.' and ln particular to full contact 

5 floating roofs that are constrticted of composite panels. 

Many industrial processes involve large quantities 

of volatile liquids such as water, gasoline, alcohol, 

etc. The industries practicing these processes store a 

wide range of liquids in large storage vessels located 

10 throughout the world. These vessels are typically 

constructed of metal (steel, stainless steel or aluminum) 

or reinforced concrete, depending on the size, location, 

the material stored and the industrial process generating 

or using the liquid. The petro9hemical industry alone 

15 stores hundreds of millions of gallons of organic 

chemicals, including alcohols, gasolines, jet fuels, 

oxidants, solvents and process products. Many of these 

storage vessels have a fixed roof either integral with 

.the vessel or retrofitted over the vessel for the dual 

20 purposes of keeping contaminants ·csuch as water and dust) 

out of the stored product and for reducing evaporative 

losses of the stored product {for economic and regulatory 

reasons) . Vessels with a roof are commonly referred to 

as "covered storage tanks". 

25 If the physical and ·chemical properties of the 

liquids stored in these vessels are such that the liquid 

will eva:porate. readily at ambient pressure and 

t~_mperature, ',an add,itiona·l control device is often used 

to • ._ minimize the l~-sses from evaporation. For many 

30 hydrocarbon based liquids, the escaping vapors can 

present a tiealth, safety or fire hazard. Vapors from 

flammable liquids will form an explosive mixture with air 

when the appropriate blend of vapor and oxygen exists. 

Many liquids, particularly those containing sulfur, 
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present an objectionable odor when allowed to freely 
evaporate. 

An additional evaporative contr.ol device commonly 
used is an impervious buoyant structure which floats on 

5 the liquid surface. These structures are commonly 
referred to as 11 floating raof s 11 

• , If the v~ssel • is a · .. 
"covered storage tank"; then the floating roof is called 
an 11 internal floating roof" . If the vessel does not have 
a roof over it, then the floating roof is ca.lled an 

10 ."external floating roof". External floating roofs serve 
the dual purposes of keeping weather and airborne 
contaminants out of the stored product and reducing 
evaporative losses. 

Many different types of floating roofs have been 
15 manufactured and most can fit into one of two broad 

categories: vapor-space and full-contact floating roofs. 
yapor-space floating roofs typically have a plurality of 
buoyant members supporting an impervious membrane above 
the liquid surface. Any mechanical joints, seams or 

20 holes in the membrane can leak vapors from the vapor 
. space below the membrane to the ambient atmosphere above 

the membrane. Leaks in the membrane allow vapors to 
escape from the entire reservoir of vapors under the 
floating roof. Full-contact floating roofs have the 

25 vapor retention membrane Qll the liquid surface. 
Full-contact ~loating roofs do not have a vapor space 
underneath the membrane and are an improved me~hod of 
controlling evaporation losses and minimizing explosive 
mixtures. 

30 .. Existing qesigns...,for fU.11 contact floating roofs fall 
: .. int"o ·two broad categories: monolithic and segmented~ 

Monolithic full c~ntact floating roofs are constructed 
inside the 'Vessel in one large unit with no mechanical 
joints, seams or Qreaks in the part of the roof in 

35 contact with the product. One example of this design is 
an all welded steel floating roof resem?ling a frying 

.-... · 
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pan. The edge of this style 11 pan 11 roof is high enough so 

that liquid cannot flood ove~ the top edge and sink the 

roof. Segmented full contact floating roofs are shop 

fabricated into modules that are field assembled inside 

5 the vessel. Each segment typically comprises a composite 

panel with edge closures that facilitate as~emb?y. A 
I .. 

composite panel is a structural. component c~mprising two 

strong relatively thin skins (usually metallic) separated 

by and bonded to a lightweight material of a thickness 

10 usually many times greater than the thickness of the 

skins. For segmented full contact floating roofs, the 

skins are commonly aluminum of o. 015 to o. oso inches 

thick and the core is commonly l 1/2" to 3 11 thick 

polyurethane foam or 1 1/2" to 3" thick aluminum 

15 honeycomb made from 0.003" to 0.005" thick aluminum foil 

in 3/4" to 1 11 hexagonal cells. 

Previous designs for segment~d full contact floating 

roofs made from composite materials each have one or more 

of the following seven perceived flaws which are 

20 eliminated by the present invention: 

. 1. "Full contact" is not ·achieved due to gaps between 

composite panel modules. 

It is common knowledge in the floating roof industry 

and has been documented by the federal EPA (Environmental 

25 J?rotecti~n Agency) that seam losses accoU:~~ for 

approximately 1/3 of the total evaporative losses in a 

tank equipped with a "vapor-space" floating roof. This 
11 seam11 loss occurs because mechanical joints are less 

than 100 perc;ent effective.. If a full-contact floating 

30 • · _J;oof ·is to ~,iimi~ate· the·. "seam" source of evaporation 

~ \ loss,. the de~ign must eliminate any vapor-space at the 

joints between mod~les. Inter-module joints having no 

vapor space· are a.feature of this invention. 

2. The modules have adhesives exposed to and in direct 

35 contact with the product. 
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Modern society is dependent on a wide variety of 

hydrocarbon-based chemicals ·for energy, transportation, 

food, pharmaceuticals, materials, clothing and many other 

basic needs. The chemical indufitry is constantly 

5 deriving new chemicals and using new ch,emica~ 

combinations with new properties that· are used. and ~tored 

in large quantities. Many of these'chemicals-~re stored 

in vessels tha_t have floating' roofs. If the floating 

roof uses chemical adhesives as a sealant or in an 

10 exposed structural joint, the compatibility of the 

·adhesive with these new chemicals must be i~vestigated. 

Long term compatibility is essential for safe, economic 

and environmentally sound operation of the floating roof. 

Unfortunately, it is impossible to know if a given 

15 chemical will attack an adhesive without actual long term 

experience. Failures of state-of-the-art adhesives used 

on full contact floating roofs have resulted in the 

expensive removal, de-gassing an~ consequent hazardous 

disposal of the failed roof. The elimination of 

20 adhesives which are exposed to the product and to product 

vapors is a feature of this invention. 

. 3 . The modules 

applications. 

utilize adhesives in structural 

The critical area of many structures, and floating 

25 roof structures in particular, is the joints between 

structural modules. If the joint does not develop the 

full strength of the adjoining modules, the "overall 

strength, durability, safety and useful life of. the 

floating roof is compromised. The tensile, compressive~. 

30 shear and bearing··.st.rengths, toughness, creep, hardness, 

duc::.tility, temperat11re resistance, permeability and 

electrical conductivity of the adhesives used to join 
! ~ 

together existing·state-of-the-art modules has not been 

demonstrate~ to be equal to that of the parent materials 

35 used in the module~ This is particularly evident when 

adhesives are used to join metallic members together. 

Adhesives are chemical materials and are less resistant 
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to attack by chemicals than metallic or mineral 

materials. Adhesives can lose their mechanical 

properties as they age and· are subject to attack by 

aggressive chemicals. This invention eliminates 

5 structural joints in modules using adhesives whe~e the 

adhesive directly resists _the ap~lied for~s. . This 

invention also eliminates st~cturally joining together 

modules using adhesives. 

4. The use of adhesives in joining the modules to their 

10 ·connecting members using existing state-of-the-art 

technology and practice undesirably eliminates the 

possibility of pressure testing the completed module for 

leaks. 

The current state-of-the-art fabrication and 

15 adhesives application methods use ambient temperature, 

slow-curing, hand-applied adhesives that rem~in 

permanently pliable. To maintain marginal dimensional 

stability during preliminary adhesive curing, fasteners 

are placed int;o drilled holes in the modules. In 

20 addition, adhesive is manually spread along the joints 

.and along the outside corners of the modules. If air 

pressure were to be applied during fabrication of the 

modules, leaks would be created through the still pliable 

adhesive, weak sections of adhesive joints and drilled 

25 holes. It is therefore not possible to leak test ~ach 

module tj.uring current state-of-the-art fabricatio~. Leak 

testing each module is critical to guaranteeing that ·the 

module will not fail during use by allowing the ingress 

of stored product into the interior of the module. If 

30 liquid gets inside ·a module, buoyancy and freeboard are 
·· . 

. reduced and t
1

lie product can and ha·s been shown to attack 
'!'- . • .... • • • 

! -~ the skin-to-core bond resulting in partial or complete 

delaminatio~ of the skins from the core.. Failures of 
\ . 

this type result in excessive emissions, compromised 

35 safety, and expensive and hazardous removal and dispos~l 

work. This invention makes it possible to leak test each 

module using air pressure during standard fabrication. 
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5. The use of adhesives in joining the modules to their 

connecting members using ·.existing state-of-the-art 

technology and practice does not result in sufficiently 

dimensionally accurate and stable, modules to allow 

5 complete shop fabrication of all modules without field 

modifications and applicati~n of adhesives o~ $ea~ants. 

Adhesives exhibit shrinkage and creep during curing, 

during variations in ambient conditions and when under 

mechanical stress. Some mechanical stress is unavoidable 

10 ··during normal handling of a module when fabricating, 

packaging, shipping, unloading, field assembling and 

normal usage. This shrinkage and creep is of different 

magnitude than that of the materials being joined. The 

degree of motion possible in the adhesively bonded joints 

15 of current state-of-the-art floating roof modules makes 

it impossible to shop fabricate uniform modules for 

assembly in large quantities wit~out field adjustment. 

Field adjustmen.t involving adhesives and/or sealants is 

typi~ally less uniform and successful than applications 

20 in a controlled shop environment and is therefore subject 

25 

30 

35 

to pre~ture leakage or structural failure. This 

. invention eliminates field adjustment of modules. 

6. The modules do not form a continuously conductive 

surface. 

During nort?al operation of storage vessels containing 

liquids, static electric charges are generated/.· These 

charges can be anywhere in or on the liquid surface. If 

the liquid or vapor is flammable, these static electric 

charges must be ~onducted safely to ground to avoid a 
·.•. 

· spa~k and po~sible .... ~xplosion. The use of gaskets or 
~~ 

adhesives between metallic modules insulates the modules 
! 1 

from each other and compromises the ability of a floating 
' 

roof to conduct stray static charges from their place of 

generation to a ~uitable ground shunt or cable. 

Nonmetallic modules ··must have distinct conductive paths 

throughout ~he roof. This invention maintains co~plete 
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conductivity throughout the entire module-to-module 

joint. 

7. Liquid product can pour over the top of existing 

mo4ules and flood the floating roof. 

5 During operation and maintenance of a flo~ting' roof, 
·. 

concentrated and distributed loads are imposed on the 

floating roof. Existing module designs provide excess 

buoyancy (freeboard) by virtue of the overall thickness 

of the cc:>mposite material formi~g the. modules being 

10 somewhat greater than the displacement of the module when 

floating. When a load is placed on the interior of a 

floating roof, the load· is distributed 360 degrees around 

the load point and is supported by buoyant modules all 

around. When a load is placed at the edge of the 

15 floating roof, buoyant support is provided by modules 

only behind the load, toward the center of the vessel. 

Considerably less support is available for safely 

supporting edge loads. Edge loading occurs at the 

periphery of a floating roof and also at penetrations 

20 through the floating roof. Penetrations are often 

.required for storage vessel structural members and 

operation or maintenance equipment. The buoyancy of 

existing state-of-the-art designs is limited by the 

composite panel part of the module's thickness. This 

25 invention makes available additional buoyancy over and 

above the comppsite panel part of the module's thickness 

for safe operation of the floating roof. . . 

Summary of the Invention 

.. 
It is an ,object of the·. present invention to provide 

' ~ . 

30 •. a full contact floating roof whic~ overcomes the above-

'; discussed problems of prior floating roofs. 

This and other objects and advantages of the 

invention are achieved by a full contact floating roof 

comprising a plurality of panels, each panel comprising 
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a core disposed between upper and lower skins; a 
.. 

plurality of closures wherein each closure is secured to 

perimeter edges of a panel by welding the closure to at 

least one of the upper and lower skins; and a plurality 

5 of fasteners for connecting adjacent closures. 

Preferably, each·.. closure • i 

includes a generally 

vertical section extending above the upper skin and below 

the lower skin and at least one generally horizontal 

section extending substantially parallel to one of the 

10 ··upper and lower skin wherein the horizontal section is 

welded to the one of the upper and lower skin. 

More preferably, each closure includes another 

generally horizontal section extending substantially 

parallel to the other of the upper and lower skin and 

15 welded to the other of the upper and lower skin. 

In one embodiment, the plurality of closures includes 

a first and second plurality of closures, each closure of 

the first plur_ality of closures having a hook in a. 

portion of the vertical section that extends below the 

20 . lower skin, each closure of the second plurality of 

closures having a pin in a portion of the vertical 

section that extends below the lower skin wherein the pin 

is disposed in the hook. 

In another- embodiment, the roof further comp~ises a 

25 cap channel fitted over portions of the vertical sections 

of adjacent closures, which e~tend above t:-he upper skin. 

In yet another embodiment, each closure of the first ... 
• · pllirality of. ' closures includes a second pin in the . . . 

portion of the section that extends above the upper skin 

3 o and each closure ·of the second plurality of closures . 
includes a second hook in the portion of the vertical 

section that extends above the upper skin and .wherein the 

second pin is disposed in the second hook. 
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In still another embodiment, the roof further 

comprises ~midbeamdisposed between vertical sections of 

adjacent closures wherein the fasteners extend through 

the midbeam. 

Preferably, the midbeam ~xtends,vertically above the 

vertical sections of the adja_ce_~t closures. 

In a further embodiment, the plurality of panels 

includes a first and a second plurality of panels and a 

"thickness of the first plurality ~f panels is greater 

10 than a thickness of the second plurality of panels. 

In another embodiment, the vertical section of each 

of the plurality of closures includes a recess formed 

therein for receiving part of a gasket. 

In another embodiment, a full. contact f.loating roof 

15 comprises a plurality of panels, each panel comprising a 

core ·disposed between upper and lower skins; a plu.rality 

of closures whe~ein each closure is secured to perimeter 

edges of a panel by welding the closure to at least one 

. of the upper and lower skins; and a cap channel for 

20 connecting adjacent closures. 

25 

In one aspect of the invention, the plurality of 

panels are connected in a running-brick pattern . 

. 
In another aspect of the invention, the pluraf ity of 

panels are connected in a herringbone pattern. 

In yet anothe:t .. aspect Qf the invention, the plurality 

~ of:-;panels inciudes a-first plurality of panels of a first 

·,. thi~kness and a second plurality of panels of a second 
. ; ., . 

thickness w~ich is.greater than the first thickness and 
' wherein the second plurality of panels are arranged 

30 around a perimeter of the first plurality of panels. 
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In still a further aspect of the invention, the roof 
is rectangular, the plurality of panels are rectangular 
and arranged in rows and columns, and one of the rows and 
columns are separated by a plurality ?f midbeams disposed 

5 between vertical sections of adjacent closures. 

A method of makin~ a fui1 contact floating roof for 
a vessel comprises the.steps of providing a plurality of 
panels, each panel comprising a core disposed between 
upper and lower skins; providing a plurality of closures; 

10 . securing the closures to perimeter edges 9f the panels by 
welding the closures to at least one of the upper and 
lower skins; and connecting together the plurality of 
panels by fastening adjacent closures. 

Preferably, the securing step is performed external 
15 to the vessel and the connecting ~tep is performed inside 

the vessel. 

Further objects, features and advantages. of the 
invention will become apparent from the following 
detailed description taken in conjunction with the 

2 O . accompanying drawing. 

25 

30 

Brief Description of the Drawings 

The drawings are hereby expressly made a part of the 
specification .. 

the 

FigUre l shows a first embodiment of the invention; 
Figure 2 shows a secqnd embodiment of the invention; 
Figure 3 shows a third embodiment of the invention; 
Figure 4 s~OW$-a fourth embodiment of the invention; 
Figure s• .shows a~ fifth embodiment of the invention; 
Figure 6 shows a sixth embodiment of the invention; 
Figure 7 shows a seventh embodiment of the invention; 
Figure 'a is a fragmentary sectional view taken along 
line 8-8 in Figure 1; 

Figure 9 is an enlarged view of the cap channel "of 
Figure 1; 
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Figure 10 is an enlarged view of a cap channel 

showing a gasket placed ther~in; 

Figure 11 shows an eighth embodiment of · the 

invention; 

Figure 12 shows a ninth embodiment of the invention; 

Figure 13 shows a running-brick pattern of pahels; .. 
Figure 14 shows a_herrirtgbone pattern of ·panels; 

.. 
Figure 15 shows a herringbone pattern of panels with 

thicker annular panels; 

10 Figure 16 shows a rectangular shaped roof with 

.midbeams; and 

Figures 1 7 and 18 show a tenth embodiment of the 

invention. 

Detailed Description of the Preferred Embodiments 

15 Referring now to Figure 1, a first embodiment of a 

basic module for the invention is ~ rectangular composite 

panel 20, preferably 60" x 120 11 and 1 1/2 11 to 3 11 thick 

with upper and lower skins 22, 24, preferably 0.040" 

thick aluminum, attached to a core 26, preferably 1 11 

20 hexagonal aluminum foil, using heat cured epoxy. The 

. panel edges have attached to them extruded modified 

channel type shapes or closures 30, 32. Closures 30, 32 

are preferably metallic, and .more preferably aluminum. 

The closures 30, 32 are attached to the perimeter of the 

25 panel 20 by weld beads 28, preferably formed using rapid 

continuous MIG welding at 60 to 80 inches per minute, and 

include manual seal welds (TIG welding) at tlie· four 

corners. The structural integrity of the composite panel 

20 depends on the interior bonding system between the 

30 skins and . the coz:e. being undisturbed, except directly 
unQ.er the we],d bea4 .28. ··· .. In this regard, it may be 

~~ne~essary to utilize weld wire with a lower than usual 

t;melting temperature. 

Preferably, the ·panels 20 are pressure tested at 15 

35 to so psig after welding to insure liquid tightness. 

Close manufacturing tolerances, preferably plus or minus 
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O. 030", are required to allow for easy and accurate field 

fit during the assembly of Yarge floating roofs. Such 

close manufacturing tolerances may be obtained by rigidly 

clamping the panel 20 and all four c'losures 30, 32 in a 

5 steel fixture, and then welding the closures tto the 

panel. The steel fixture iI;lcludes, a support·. frame and 

machined steel blocks that are ~ligned and shimmed to fit 

the particular size of.panel being welded. 

The design of the closures 30, 32 maintains a clean . . 
10 "vertical surface for the full height of the panel 20 to 

facilitate metal-to-metal module joints. The closures 

30, 32 then extend above the panel 20, preferably at 

least l inch above the panel. Fasteners, for example, 

stainless steel bolts 34, are placed through mating 

15 holes, preferably punched, in the vertical flanges of the 

closures 30, 32 of adjacent panels 20. The lower edges 

of the closures 30, 32 are preferably designed with an 

interlocking hook 38 and pin 40 labyrinth type mechanical 

seal that develops the full strength of the panel 20. By 

20 not requiring fasteners below the panel 20, the invention 

eliminates contact between fasteners and the stored 

,product. The approximate product level in the tank is 

shown at 42. 

Preferably, a cap channel 36 is placed over the 

25 completed panel joints. The cap channel 36 may be made 

of an elastomeric or. metallic material. The cap _c~annel 

3 6 helps seal the j a.int and adds structural strep.gth to 

the joint. If of sufficient strength, the cap channel 36 

may be used without bolts 34. In such a case, the term 
... 

30 II fastener" USed in ·the Claims WOUld include Structure 

... sucJ:i .as th:e ~ap charmel 36.·~ 
;,..; 

.. . : 

The oute,r panels 112 on a floating roof designed to 

fit inside a non-r~ctangular vessel (See Figures 13-15) 

are preferably shop qut to the appropriate shape and ha ye 

35 closures 30, 32 of a similar design welded on in a 

similar manner as rectangular panels. For the 



.. 
-13-

nonstandard ~anels 112, the ~losure may be fixed in and 

flexed into the desired shaP,e in a fixture having a 

series of manually adjustable, threaded supports. The 

closure is clamped to the supports and each of the 

s supports is threaded out to conform the closure ~o the 

desired shape. A shop cut eanel 112 is then~welded to 

the closures. 

Figure 2 shows a second embodiment of the invention. 

Throughout the Fig\ires, like reference numerals refer to 

10 "like features. In Figure .2, the cl~sures 44, 46 include 

a hook 38 and pin 40, respectively. The vertical 

sections of the closures 44, 46 extend further above the 

upper skin 22 than the vertical sections of the closures 

30, 32 shown in Figure 1. The advantages of having the 

15 vertical sections of the closures 44, 46 extend further 

above the upper skin 22 are to: 1) provide additional 

buoyancy and freeboard for saf-~ly supporting higher 

loads, 2) provide additional buoyancy and freeboard when 

floating on liquids of lower than normal specific 

20 gravity, 3) provide additional buoyancy and freeboard 

when used in conjunction with higher than normal product 

turbulence or wave action, 4) separate the fastener 

and/or sealant and/or gasket further from the liquid and 

vapor to minimize any deleterious chemical effects, 5) 

25 increase the section modulus and strength of the module 

at a modest material cost, and 6) enhance the ease of 

fabrication and field assembly. 

Figure 3 shows a third embodiment of the invention. 

In this embodiment, a closure 48 has a hook 38 at the 

30 bottom and _a pin 40· at the top and a closure SO has a pin 

'\40 ·at-.the botfom ~nd-"-a hook 38 at the top. The pins 40 

.;~ are:-inserted in the respective hooks 38. A fastener, for 

example, a s-elf-locking, self-tapping sheet metal screw 

52 may be used·to fa.sten together the adjacent closures. 

35 A benefit of this embodiment is that this fastener is not . . . 
required for the structural strength of the module-to-

module joint and ·merely serves to align the modules 
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vertically. The fasteners m~y therefore be less costly, 

simpler, fewer and smaller. 

Figure 4 shows a fourth embodiment of the invention. 

The closures 54, 54 in this embodiment do not incllude a 

5 hook. Rather, the closures a.re fast,ened together l:ty, for 

example, stainless steel bolts ~4 located above and below 

the panels 20. Optionally, cap channels 36 may be placed 

over the closures 54, 54 at one or both ends of the 

vertical sections. If one or both of the cap channels 

10 are of sufficient strength, the bolts 34 may. not be 

needed. 

Figure 5 shows a fifth embodiment of the invention. 

The closures 54', 54' of this embodiment are similar to 

those of the fourth embodiment except they do not extend 

15 as far below the lower skin 24. A midbeam 58 is inserted 

between the closures 54', 54' to ~dd structural strength 

to the floating roof. The midbeam 58 may be an extruded 

bar, ·for example, 1/4" by .7", or could be a channel or I­

beam shape. A protective coating 60, for example, 

20 urethane may be applied to the surfaces of the panels 20, 

.closures 54' and midbeam 58 prior to assembly to further 

guard against attack from chemically active stored 

product. Note the product level at 42. 

Figu~e 6 shows a sixth embodiment of the invention. 

2 5 In this· .embodiment, a panel 6 6 , ~or example, a ~ i•. panel 

is joined to a thinner panel 68, for example, a 1 1/2 11 

panel. A closure 62 having a hook 38 and a pin 40 is 

welded to the pan~l. 66 and a closure 64 having a hook 38 

and a pin 40 ~s weid~d to the panel 68. The closures 62, 

30 .,. 64:are joined. by faS"teners, for example, self-locking, 

i~ self-tapping sheet metal screws 52. The pins 40 of the 

closures 62',, 64 are inserted into the respective hooks 

38. This design is especially effective where a thicker 

panel 66 is desired ~round the periphery of the floating 

35 roof to add extra buoyancy to accommodate edge loading. 
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Figure 7 shows a seventh embodiment of the invention 

showing a clostire 70 having ~-hook 38 at the bottom and 

a pin 40 at the top and a closure 72 having a pin 40 at 
the bottom and a hook 38 at the top. ·The closures 70, 72 

S include fasteners, for example, stainless steel bo~ts 34. 

at portions both above the ~pper skin 22 and:.,below the 
lower skin 24. 

Figure 8 is ·a fragmentary sectional view taken along 
the line 8-8 of Figure i showing a portion of a honeycomb 

10 ·core 26. The size of a single cell is shown by the 
dimension 74. 

3/4" and l". 

The dimension 74 is preferably between 

Figure 9 is an enlarged view of the cap channel 36 

of Figure 1. Reference numeral 76 refers to the tight 

15 fit between the closures 30, 32 and the cap channel 36. 

Figure 10 is a view similar to Figure 9 but also 
showing a gasket 78 interposed between the cap channel 36 

and the closure~ 30, 32. The gasket may be made of, for 
example, silicone, urethane, neoprene, surlyn, teflon or 

20 .other suitable materials, preferably elastomeric. 

Figure 11 shows an eighth embodiment of the 
invention.. In this embodiment, the closure 82 is 
provided with a hook 38 and a recess 86. The closure 84 
is provided with a p~n 40 and a recess 88. The r~cesses 

· ..... 
25 86, 88 receive a gasket 80, for example, silicon, for 

sealing the joint.between the closures 82, 84. As shown 

in Figure 11, 2/3 of the gasket 80 may be received in the 
recess 86 and the· remaini~~ 1/3 may be received in the 

·. red~s~ 88. ~ 
~ . .... 

30 Figure 1,2 shows a ninth embodiment of the invention. 
In this embodiment, the closure 90 is provided with a 
hook 38 and an exte.~?-ed vertical section above the upp~r 
skin 22 which terminates in a one-half reservoir shape 
94. The closure 92 includes a pin 40 at the bottom 
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thereof and ~he upper end of the vertical section 

terminates in a one-half reservoir 96. When the closures 

90, 92 are joined, ~he one-haif reservoirs 94, 96 form a 

full reservoir for field application of a sealant 98 made 

s of, for example, silicone, urethane, Thiokol or, other. 

suitable material. 

Figure 1.3 shows a full contact floating roof 1.10 in 

plan view wherein the panels 20 are arranged in a 

running-brick type of pattern. The floating roof 110 

10 ·does not directly abut against the vessel wall 100. 

Various types of seals are available for sealing the gap 

(not shown) which is present between the outer periphery 

of the roof 1.1.0 and the vessel wall 100. The outer 

panels 112 which form the periphery of the roof 11.0 are 

1.5 not standard size panels. The outer panels 112 are 

preferabiy shop cut to the appropriate shape and have 

closures of a similar design welde4 thereto in a similar 

manner as a standard panel 20. 

Figure 14 shows floating roof 1.14 for a generally 

20 circular vessel with a vessel wall 100. The floating 

.roof 114 is comprised of panels 20 interconnected in a 

herringbone-type pattern and includes outer panels 11.2 at 

the periphery thereof. 

Figure 15 shows a full contact floating roof 116 

25 comprised of panels 20 arranged in a herringbone-type 

30 

. . 
pattern with outer panels 112. Roof 116 also inciudes an 

annular periphery of panels 118 having a thickness 

greater than the thickness of the panels ~o. The thicker 

panels 118. increa:·se. the b~oyancy of the roof 116 at its 

. ·periphery the1?.'eby compensq.t.ing for any edge loading which 
.. .. . .. . . I ' 

..,. may Qccur. 

' 
Figure , 16. shows a rectangular vessel 120 having a 

rectangular floating roof 122 comprised of standard 

panels 20 and custoio size panels l.12. The panels 20 

35 which comprise the roof .122 are arranged in a row and 
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column type of format. As shown . in Figure 16, the 

columns of the panels 20 are separ!ted by midbeams 58 

between adjacent closures (See Fig. 5). The midbeams 58 

add strength to the roof 122. ·Alternatively, the 

5 midbeams 58 could be arranged between the rows of the 

roof 122 or between both the rows and columns of the roof 

122. 

Figures 17 and 18 show a tenth embodiment of the 

invention including closure 124 having a hook 38 at its 

10 ·bottom ~nd and a serratec:i edge 132 at its upper end. 

Closure 126 has a pin 40 at its bottom end and a serrated 

edge 132 at its upper end. The closures 124·, 126 are 

joined together by a serrated cap channel 128, which 

functions as a "fastener" as that term is used in the 

15 claims. Figure 18 shows a gasket 130 interposed between 

the serrated cap channel 128-and the serrations 132 of 

the closures 124, 126. The gask~t 130 may be made of, 

for example, silicon, urethane, neoprene, surlyn, teflon 

or other suitable materials, preferably elastomeric. 

20 While the invention has been described with reference 

to certain embodiments, it is evident that numerous 

alterations, modifications and combinations of the 

disclosed features may be made without departing from the 

spirit and ~cope of the invention, as defined in the 

25 appended claims and equivalents thereof. 

Alternate panel canst.ructions include a foam· or wood 

core; panels of varying lengths, widths and thicknesses; 

varying degrees of extension of the closures above the 

panels, and panels with skin other than aluminum, for 

30 ex~m~le, steel, stainless steel, fiberglass or plastic. 
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What Is Claimed Is: 111111111111111111111111111111 · 
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l. A full contact floating roof, comprising: 

a plurality of panels, each panel comprising a core 

disposed between upper and lower skins; i 

a plurality of closures wherein each closure is 

secured to perimeter edges ·~f a panel by weiding the 

closure to at least one of the upper and lower skins;and 

a plurality of fasteners for connecting adjacent 

closures. 

2. The roof of claim 1, wherein each closure includes 

a generally vertical section extending above the upper 

skin and below the lower skin and at least one generally 

horizontal section extending substantially parallel to 

one of the upper and lower skin. 

3. The roof . of claim 2, wb,erein the horizontal 

section is welded to the one of the upper and lower skin. 

4. The roof o·f claim 2, wherein each closure includes 

another generally horizontal section extending 

. substantially parallel to the other of the upper and 

lower skin and welded to the other of the upper and lower 

skin. 

5. The roof of claim 4, wherein the plurality of 

closures includes a first an4 second plurality of 

closures, each closure of the first plurality of closures 

having a hook in a portion of the vertical section that 

extends below the lower skin, each closure of the second 

plurality of closures hav~ng a pin in a portion of the 
. ·· .... 

.. vertical 
~ . - .. section that extends below the lower skin 

'. -; wherein the pin is disposed in the hook. 

'' . 

6. The roof of claim 5, wherei~ the fasteners extend 

through a portion o.f the vertical section that extends 

above the upper skin. 
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7. The roof of claim 6, further comprising a cap 
channel fit.ted over portions,.of the vertical sections of 
adjacent closures, which extend above the upper skin. 

8. The roof of claim 7, further comprising a gasket 
disposed between the cap channel and _the closures·. 

- ~ 

9. The roof of claim 5, wherein each closure of the 
first plurality of closures includes a second pin in the 
portion of the section that extends above the upper skin 

. and each closure of the second plurality of closures 
includes a second hook in the portion of the vertical 
section that extends above the upper skin and wherein the 
second pin is disposed in the second hook. 

·i ": 

10.The roof of claim 4, wherein the fasteners extend 
through a portion of the vertical section that extends 
above the upper skin. 

11. The roof of claim 10, further comprising a second 
plurality of fasteners that extend through a portion of 
the vertical section that extends below the lower skin. 

12. The roof of claim 11, further comprising a cap 
channel fitted over portions of the vertical sections of 
adjacent closures, which extend above the upper skin. 

13. The roof of claim 11, further comprising a cap 
channel fitted over portions of the vertical closures of 
adjacent closures, which extend below the lower skin. 

14. 

miCibea~ 

closures 
midbeam. 

The,. roof of claim 10, ... .... 
disposed between vertical 

wherein the fasteners 

further comprising a 
sections of adj~cent 
extend through the 
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15. The roof of claim 14, wherein the midbeam extends 
, 

vertically above the vertical sections of the adjacent 

closures. 

16. The roof of claim 15, further compris,~ng a 

protective coating applied ~o external surfa~~-s of the 
panels, closures and the midbeam_. 

17. The roof of claim 10, wherein the plurality of 
panels includes a first and a second plurality of panels 

·and wherein a thickness of the first plurality of panels 
is greater than a thickness of the second plurality of 

panels. 

18. The roof of claim 9, wherein the fasteners extend 

through a portion of the vertical section that extends 

above the upper skin. 

19. The roof of claim 18, further comprising a second 
plurality of fasteners that extend through a portion of 

the vertical se~tion that extends below the lower skin. 

20. The roof of claim 1, wherein the core of each 

panel comprises honeycomb type cells. 

21.. The ·roof of claim 6·, wherein. the vertical section 
of each of the plurality of closures includes a recess 
formed therein for receiving part of a gasket. 

22. The roof ·of claim 21, wherein the recess of one 

of the first and second plurality of closures is of a· 
size to receive one· third of the gasket and the recess of 
... J -. 

.. t"he-other of t!he first and second plurality of closures 

\-;is -of a size to receive two thirds of the gasket. 

23. The roof of claim 6, wherein an upper end of the 
vertical section of each.of the plurality-of closur~s 
terminates- in a one. half shape of a sealant reservoir 
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whereby upper ends of vertical sections of adjacent 
closures form a sealant reservoir. 

24. The roof of claim 1, wherein the plurality of 

panels are connected in a running-brick pattern. ~ 

: -
25. The roof of claim l~ ~herein the plurality of 

panels are connected in a herringbone pattern. 

26. The roof of claim 1, wherein the plurality of 
"panels includes a first plurality of panels of a first 

thickness and a second plurality of panels of a second 

thickness which is greater than the first thickness and 
wherein the second pluralfty of panels are arranged 

around ~ perimeter of the first plurality of panels. 

27. The roof of claim 26, wherein the first plurality 
of panels are arranged in a herringbone pattern. 

-28. The roof of c~aim 10, wherein the roof is 
rectangular, th~ plurality of panels are rectangular and 
arranged in rows and columns, and one of the rows and 

_columns are separated by a plurality of midbeams disposed 
between vertical sections of adjacent closures. 

29. A method of making a full contact floating roof 
for a vessel, comprising the steps of: 

providing a plurality of panels, each panel 
comprising a core disposed between upper and lower~ :skins; 

providins a plurality of closures; 
securing the closures to perimeter edges of the 

panels by .wel9.ing· the clo~ures to at least one of the 
r 

~. µpp~r.. and low~r skirfs ; and ··. 
1°', '~: connecting together the plurality of panels by 

fastening ad,jacent. closures. 

30. The method of claim 29, wherein the securing st~p 
is performed external to the vessel and the connecting 
step is performed inside ~he vessel. 
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Ji. The method of claim 29, wherein the providing 

step includes providing a plurality of closures, each 

closure having a generally v·ertical section extending 

above the upper skin and below the ,lower skin and at 

least one generally horizontal section ext~nding 

substantially parallel to one of the upper .and .lower 

skin, and wherein the securi~g step 'includes w~'id"ing the 

horizontal section to the one of the upper and lower 

skin. 

J2. The method of claim Ji, wherein the providing 

step includes providing a plurality of closures, each 

closure having another generally horizontal section 

extending substantially parallel to the other of the 

upper and lower skin, 

includes welding said 

section to the other of 

and wherein the securing step 

another generally horizontal 

the upper and lower skin. 

3J. The method of claim 31, wherein the connecting 

step includes fastening adjacent closures through 

portions of the vertical sections that extend above the 

upper skin. 

J4. The method of claim JJ, wherein the connecting 

step includes fastening adjacent closures through 

portions of the vertical sections that extend below the 

lower skin. 

. 
JS. The method of claim Ji, wherein the connecting 

step includes placing a mid.beam between vertical sections 

of adjacent closures. 

. .. .... 
.,. . '·:. 3.6. The method o~ claim 3 5 I further comprising the .,. 
::step of applyin~ a protective coating to external 

; 

surfaces of ,the panels, closures and mid.beams. 

J7. The method of claim 29, wherein the connecting 

step includes connecting the plurality of panels in a 

running-brick pattern. 
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38. The method of claim .. 29, wherein the connecting 

step includes connecting the plurality of panels in a 

herringbone pattern. 

39. The method of claim 29, wherein the proyiding. 

step includes providing a fi.rst plurality of p~nels of a 
- J .• 

first thickness and a·· seco;nd plurality of panels of a 

second thickness which is greater than the first 

thickness and wherein the connecting step includes 

connecting the second plurality of panels around a 

'perimeter of the first plurality of panels. 

40. The method of claim 39, wherein the connecting 

step includes connecting the first plurality of panels in 

a herringbone pattern. 

41. The method of claim 29, wherein the vessel is 

rectangular, the providing step includes providing 

rectangular panels, and the connecting step includes 

connecting the panels in rows and columns and separating 

one of the rows. and columns by placing mid.beams between 

vertical sections of adjacent closures. 

;. 

42. A full contact floating roof, comprising: 

a plurality of panels, each panel comprising a core 

disposed between upper and lower skins; 

a plural~ty of closures wherein each closure is 

secured· to perim~ter edges of a panel by wel<ll:-p.g the 

closure to at least one of the U:pper and lower skins; and 

a cap channel· for connecting adjacent closures. 

·" 
43. Th~ roof of craim 42, wherein each closure 

: -. 
. incl.'udes a generally vertical section extending above the 

. . 
upper skin and b~low the lower skin and at least one 

gene~ally horizontal section extending substantially 

parallel to one of the upper and lower skin. 
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44. The roof of claim ~3, wherein an upper end of 
the generally vertical sectio~ includes a serrated edge. 

45. The roof of c-laim 44, wherein the cap channel 
includes internal serrations. 

-. -. 


