Abstract SEMICONDUCTOR DEVICE AND METHOD OF FORMING OPEN
CAVITY IN TSV INTERPOSER TO CONTAIN SEMICONDUCTOR DIE IN
WLCSMP A semiconductor device is made by mounting a semiconductor
wafer to a temporary carrier. A plurality of TSV is formed through the wafer.
A cavity is formed partially through the wafer. A first semiconductor die is
mounted to a second semicondulBftiE2Sthe first and second die are
mounted to the wafer such that the first die is disposed over the wafer and
electrically connected to the TSV and the second die. is dissEosed within the
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die. A portion of the wafer is removed to expose the TSV and a surface of

the second die. The remaining portion of the wafer operates as a TSV

interpeserdon thecfirst and secend diendAdeinterconneat i sttuciuresis famnedhct or
wafe?v%ghg1ggﬁgg%g¥§e%§§iié . A plurality of TSV is formed
through the wafer. A cavity is formed partially through the
wafer. A first semiconductor die is mounted to a second
semiconductor die. The first and second die are mounted to the
wafer such that the first die is disposed over the wafer and
electrically connected to the TSV and the second die is disposed
within the cavity. An encapsulant is deposited over the wafer
and first and second die. A portion of the encapsulant is
removed to expose a first surface of the first die. A portion
of the wafer is removed to expose the TSV and a surface of the
second die. The remaining portion of the wafer operates as a
TSV interposer for the first and second die. An interconnect
structure is formed over the TSV interposer.

(Fig. 4)
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