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CLAIMS 

1. A cover element provided with a transparent pressure-sensitive adhesive layer,  

 wherein the pressure-sensitive adhesive layer is made of a transparent base 

pressure-sensitive adhesive material and is a single-layer having two principal surfaces 

opposite to each other, 5 

the pressure-sensitive adhesive layer comprises 

  a base adhesive zone made of a transparent base pressure-sensitive 

adhesive material and formed over a given range from one principal surface of the 

pressure-sensitive adhesive layer in a thickness direction of the pressure-sensitive 

adhesive layer, and  10 

  a transparent, adherent, refractive index adjustment zone formed over 

a given range from the other principal surface of the single-layered pressure-sensitive 

adhesive layer in the thickness direction, and 

 and wherein 

 the base adhesive zone is in contact with the cover element, and 15 

 the refractive index adjustment zone is configured for including a material 

having a refractive index greater than a refractive index of the base pressure-sensitive 

adhesive material in the single-layered pressure-sensitive adhesive layer.   

2. The cover element as recited in claim 1, which is a glass substrate or a transparent 

resin substrate. 20 

3. The cover element as recited in claim 1, wherein the refractive index adjustment zone 

has a thickness of 20 nm to 600 nm. 

 

4. The cover element as recited in claim 1, wherein the refractive index adjustment zone 

is formed by dispersing, in a pressure-sensitive adhesive material identical to the base 25 

pressure-sensitive adhesive material, particles of a high refractive index material having 

a refractive index greater than that of the pressure-sensitive adhesive material, to 

thereby increase an average refractive index of the refractive index adjustment zone.  

 

5. The cover element as recited in claim 4, wherein the refractive index of the high 30 


