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CHANNEL SOUNDING METHOD AND COMMUNICATION
APPARATUS

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims priority to Chinese Patent Application No. 202010457804.X,
filed with the China National Intellectual Property Administration on May 26, 2020 and entitled
"CHANNEL SOUNDING METHOD AND COMMUNICATION APPARATUS", which is

incorporated herein by reference in its entirety.

TECHNICAL FIELD

[0002] This application relates to the field of wireless fidelity technologies, and in particular,

to a channel sounding method and a communication apparatus.

BACKGROUND

[0003] The 802.11 standard supports inter-frequency deployment of adjacent access points
(access points, APs). In other words, different center frequencies of frequency band resources are
allocated to adjacent APs (which may also be considered that different frequency band resources
are allocated to the adjacent APs), and data is transmitted on the allocated resources. If a wide
frequency band resource is allocated to an AP, there is no sufficient resource for inter-frequency
deployment of all APs. As a result, a plurality of APs are deployed on a same frequency.

[0004] When the plurality of APs are deployed, a physical space distance between them needs
to meet a specific distance, to avoid interference to data transmission of the plurality of APs.
Alternatively, the plurality of APs need to perform data transmission on the allocated resources
according to the carrier sense multiple access/collision detection (carrier sense multiple access
with collision detection, CSMA/CA) protocol, to be specific, only one AP can perform data
transmission at a same moment.

[0005] To improve a network transmission rate, the plurality of APs may be allowed to
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concurrently send data. However, it needs to be ensured that the plurality of APs do not interfere
with each other, in other words, a station (station, STA) associated with an AP is not interfered by
data sending of another AP. The plurality of APs may be allowed to concurrently send data in an
interference nulling mode. However, in the interference nulling mode, channel sounding needs to
be performed across APs, to be specific, each AP in the plurality of intra-frequency deployed APs
not only needs to obtain a channel state of a STA associated with the AP, but also needs to obtain
a channel state of a STA not associated with the AP.

[0006] How to perform channel sounding across APs is an urgent technical problem to be

resolved currently.

SUMMARY

[0007] This application provides a channel sounding method and a communication apparatus,
to perform channel sounding across APs, so as to increase a data transmission rate in a network as
much as possible.

[0008] According to a first aspect, an embodiment of this application provides a channel
sounding method. The method may be performed by a first apparatus. The first apparatus may be
a communication device or a communication apparatus that can support the communication device
to implement functions required for the method, for example, a chip system. For example, the
communication device is a second access point. The method includes the following steps:

The second access point receives a user association frame from a first access point. The
user association frame carries identification information of a first station and is used to determine
a first channel sounding result of the first station. The first station is associated with the first access
point.

[0009] The second access point determines the first channel sounding result from a plurality
of second channel sounding results based on the user association frame. The plurality of second
channel sounding results are obtained by the second access point by performing sounding on a
plurality of channel sounding frames from a plurality of stations. The channel sounding frame is
used for channel sounding.

[0010] In this embodiment of this application, the user association frame carries the

identification information of the first station associated with the first access point, and the first
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access point may send the user association frame to the second access point. In this way, the second
access point can learn of the identification information of the first station, to determine the first
channel sounding result that matches the first station from the plurality of second channel sounding
results that are obtained from the channel sounding frames reported by the plurality of stations. In
other words, channel sounding is performed across access points, so that a plurality of intra-
frequency deployed adjacent access points can concurrently send data, and a data transmission rate
in an entire network is improved.

[0011] In a possible implementation, that the second access point determines the first channel

sounding result from the plurality of second channel sounding results based on the user association

frame includes:

The second access point receives a channel sounding instruction from a controller or a
central access point, and determines the first channel sounding result from the plurality of second
channel sounding results. The channel sounding instruction indicates the second access point to
perform sounding on the plurality of channel sounding frames. The plurality of stations include
the first station, and the first station is not associated with the second access point.

[0012] In this solution, the second access point may obtain, under control of the controller or
the central access point, the first channel sounding result that matches the first station. In this way,
the second access point does not perform unnecessary channel sounding, to reduce workload of
the second access point as much as possible.

[0013] In a possible implementation, that the second access point determines the first channel
sounding result from the plurality of second channel sounding results based on the user association
frame includes:

The second access point determines at least one second channel sounding result that
meets a first preset condition in the plurality of second channel sounding results as the first channel
sounding result. The first preset condition is that a difference between a receiving moment of a
channel sounding frame corresponding to the second channel sounding result and a receiving
moment of a channel sounding frame received by the first access point from the first station falls
within a first preset range.

[0014] It should be understood that the first station sends channel sounding frames, and if a
difference between receiving moments at which the first access point and the second access point
receive a channel sounding frame is small, it may be considered that the channel sounding frame
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separately received by the first access point and the second access point may be a same channel
sounding frame. Therefore, in this solution, the first channel sounding result may be determined
from the plurality of second channel sounding results based on the receiving moments at which
the two access points separately receive the channel sounding frame.

[0015] In a possible implementation, that the second access point determines the first channel
sounding result from the plurality of second channel sounding results based on the user association
frame further includes:

The second access point determines, based on packet length information, the first
channel sounding result from the at least one second channel sounding result that meets the first
preset condition. The packet length information indicates a length of the channel sounding frame
sent by the first station to the first access point. The packet length information is carried in the user
association frame; and/or

the second access point determines, based on packet fingerprint information, the first
channel sounding result from the at least one second channel sounding result that meets the first
preset condition. The packet fingerprint information indicates length information of a channel
sounding frame sent by the first station to the first access point. The packet fingerprint information
is carried in the user association frame.

[0016] Because a plurality of STAs may simultaneously send channel sounding frames, there
are a plurality of second channel sounding results that meet the first preset condition. In this
solution, the second access point may further determine, based on a length and the like of the
channel sounding frame sent by each station, the first channel sounding result from the at least one
second channel sounding result that meets the first preset condition, to improve accuracy of the
first channel sounding result.

[0017] In a possible implementation, that the first-second access point determines, based on
packet length information, the first channel sounding result from the at least one second channel
sounding result that meets the first preset condition includes:

The second access point determines a second channel sounding result that meets a
second preset condition in the at least one second channel sounding result that meets the first preset
condition as the first channel sounding result. The second preset condition is that a packet length
of the channel sounding frame corresponding to the second channel sounding result and a packet
length of the channel sounding frame received by the first access point from the first station are
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the same or have a minimum difference.

[0018] It should be understood that two channel sounding frames whose packet lengths are the
same or whose difference is the minimum may be a same channel sounding frame. Therefore, a
second channel sounding result corresponding to the channel sounding frames whose packet
lengths are the same or whose difference is the minimum may be used as the first channel sounding
frame.

[0019] In a possible implementation, that the second access point determines, based on packet
fingerprint information, the first channel sounding result from the at least one second channel
sounding result that meets the first preset condition includes:

The second access point determines a second channel sounding result that meets a third
preset condition in the at least one second channel sounding result that meets the first preset
condition as the first channel sounding result. The third preset condition is that packet fingerprint
information of the channel sounding frame corresponding to the second channel sounding result is
the same as the packet fingerprint information.

[0020] In this solution, in addition to the packet length information, the packet fingerprint
information may further include other information used to represent a packet. If packet fingerprint
information of two channel sounding frames is the same, the two channel sounding frames are the
same channel sounding frame. Therefore, a second channel sounding result corresponding to
channel sounding frames with the same packet fingerprint information may be used as the first
channel sounding result.

[0021] In a possible implementation, the method further includes:

The second access point performs timing synchronization with the first access point.
[0022] It should be understood that the two access points are synchronized in time, and
whether received channel sounding frames are a same channel sounding result may be determined
based on receiving moments of the channel sounding frames. Therefore, in this embodiment of
this application, the first access point may perform timing synchronization with the second access
point.

[0023] According to a second aspect, an embodiment of this application provides another
channel sounding method. The method may be performed by a second apparatus. The second
apparatus may be a communication device or a communication apparatus that can support the
communication device to implement functions required for the method, for example, a chip system.
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For example, the communication device is a first access point. The method includes the following
steps:

The first access point performs channel sounding on a channel sounding frame sent by
a first station. The channel sounding frame is used for channel sounding. The first station is
associated with the first access point.

[0024] The first access point sends a user association frame to a second access point. The user
association frame carries identification information of the first station, and is used to determine a
first channel sounding result that matches the first station from a plurality of second channel
sounding results. The plurality of second channel sounding results are obtained by the second
access point by performing sounding on a plurality of channel sounding frames from a plurality of
stations. The plurality of stations include the first station, and the first station is not associated with
the second access point.

[0025] In this embodiment of this application, the user association frame carries the
identification information of the first station associated with the first access point, and the first
access point may send the user association frame to the second access point. In this way, the second
access point can learn of the identification information of the first station, to determine the first
channel sounding result that matches the first station from the plurality of second channel sounding
results that are obtained from the channel sounding frames reported by the plurality of stations. In
other words, channel sounding is performed across access points, so that a plurality of intra-
frequency deployed adjacent access points can concurrently send data, and a data transmission rate
in an entire network is improved.

[0026] In a possible implementation, the first access point sending a user association frame to
a second access point includes:

The first access point receives a channel sounding instruction from a controller or a

central access point, and sends the user association frame to the second access point. The channel
sounding instruction indicates the first access point to perform channel sounding and send the user
association frame to the second access point.
[0027] In this solution, the first access point may send the user association frame to the second
access point under control of the controller or the central access point. In this way, the first access
point does not send an unnecessary user association frame, to reduce a quantity of times that the
first access point sends user association frames as much as possible.

6



10

15

20

25

30

[0028] In a possible implementation, the user association frame carries a first receiving
moment. The first receiving moment is a receiving moment at which the first access point receives
the channel sounding frame sent by the first station. The first receiving moment is determined
based on a system time point of the first access point. The system time point of the first access
point is synchronized with a system time point of the second access point.

[0029] It should be understood that if a difference between receiving moments at which the
first access point and the second access point receive a channel sounding frame is small, it may be
considered that the channel sounding frame separately received by the first access point and the
second access point may be a same channel sounding frame. Therefore, in this solution, the user
association frame may carry the first receiving moment, so that the second access point can
determine the first channel sounding result from the plurality of second channel sounding results
based on the first receiving moment.

[0030] In a possible implementation, the user association frame further includes packet length
information and/or packet fingerprint information. The packet length information indicates a
length of the channel sounding frame received by the first access point from the first station. The
packet fingerprint information includes the packet length information.

[0031] In this solution, the user association frame may further include packet length
information and/or packet fingerprint information. In this way, in a case of at least two second
channel sounding results that meet the first preset condition, the first channel sounding result may
be further determined, to improve accuracy of the first channel sounding result.

[0032] In a possible implementation, the packet length information is determined based on
information carried in a signal field in a physical layer protocol data unit (physical layer protocol
data unit, PPDU). The channel sounding frame is carried in the PPDU.

[0033] Alternatively, the packet length information is determined based on a difference of
moments indicated by a physical layer receive end indication PHY-RXEND.indication and a
physical layer receive start indication PHY-RXSTART.indication that are received by a media
access control (medium access control, MAC) layer.

[0034] Alternatively, the packet length information is determined based on a start moment and
an end moment of a clear channel assessment (clear channel assessment, CCA) during reception
of the channel sounding frame sent by the first station.

[0035] In this embodiment of this application, there are the above manners of determining the
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packet length information. A specific manner to be used is not limited in this embodiment of this
application.

[0036] In a possible implementation, the channel sounding frame received by the first access
point from the first station is carried in a PPDU. The packet fingerprint information is determined
based on information carried in a signal field in the PPDU.

[0037] In this embodiment of this application, the channel sounding frame may be a dedicated
channel sounding frame, for example, a null data (null data packet, NDP) frame, or a data frame,
a control frame, or a management frame defined in the 802.11 standard and another wireless
standard. The channel sounding frame may be carried in the PPDU, which facilitates compatibility
with the 802.11 standard.

[0038] In a possible implementation, the method further includes:

The first access point sends a channel sounding announcement frame to the controller
or the central access point. The channel sounding announcement frame includes a channel
sounding state. The channel sounding state indicates that a channel sounding result is correct,
incorrect, or lost.

[0039] The first access point may report the channel sounding state to the controller or the
central access point, so that the controller or the central access point manages the channel sounding
state of the first access point.

[0040] According to a third aspect, an embodiment of this application provides a signal quality
sounding method. The method may be performed by a first apparatus. The first apparatus may be
a communication device or a communication apparatus that can support the communication device
to implement functions required for the method, for example, a chip system. For example, the
communication device is a second access point. The method includes the following steps:

The second access point receives a user association frame from a first access point. The
user association frame carries identification information of a first station and is used to determine
a first signal quality sounding result of the first station. The first station is associated with the first
access point. The signal quality is determined based on a received signal strength (received signal
strength, RSS) or a received signal strength indicator (received signal strength indicator, RSSI).
[0041] The second access point determines the first signal quality sounding result from a
plurality of second signal quality sounding results based on the user association frame. The
plurality of second signal quality sounding results are obtained by the second access point by
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performing sounding on a plurality of signal sounding frames from a plurality of stations.

[0042] In this embodiment of this application, the cross-AP channel sounding method
provided in the first aspect may be extended to cross-AP RSS and RSSI sounding, which has a
wider application scope.

[0043] Similarly, in a possible implementation, that the second access point determines the
first signal quality sounding result from the plurality of second signal quality sounding results
based on the user association frame includes:

The second access point receives a channel sounding instruction from a controller or a
central access point, and determines the first signal quality sounding result from the plurality of
second signal quality sounding results. The channel sounding instruction indicates the second
access point to perform sounding on the plurality of signal sounding frames. The plurality of
stations include the first station, and the first station is not associated with the second access point.
[0044] In a possible implementation, that the second access point determines the first signal
quality sounding result from the plurality of second signal quality sounding results based on the
user association frame includes:

The second access point determines at least one second signal quality sounding result
that meets a first preset condition in the plurality of second signal quality sounding results as the
first signal quality sounding result. The first preset condition is that a difference between a
receiving moment of a signal sounding frame corresponding to the second signal quality sounding
result and a receiving moment of a signal sounding frame received by the first access point from
the first station falls within a first preset range.

[0045] In a possible implementation, that the second access point determines the first signal
quality sounding result from the plurality of second signal quality sounding results based on the
user association frame further includes:

The second access point determines, based on packet length information, the first signal
quality sounding result from the at least one second signal quality sounding result that meets the
first preset condition, where the packet length information indicates a length of the signal sounding
frame sent by the first station to the first access point, and the packet length information is carried
in the user association frame; and/or

the second access point determines, based on packet fingerprint information, the first
signal quality sounding result from the at least one second signal quality sounding result that meets
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the first preset condition, where the packet fingerprint information indicates length information of
a signal sounding frame sent by the first station to the first access point, and the packet fingerprint
information is carried in the user association frame.
[0046] In a possible implementation, that the first access point determines, based on packet
length information, the first signal quality sounding result from the at least one second signal
quality sounding result that meets the first preset condition includes:

The second access point determines a second signal quality sounding result that meets
a second preset condition in the at least one second signal quality sounding result that meets the
first preset condition as the first signal quality sounding result. The second preset condition is that
a packet length of the signal sounding frame corresponding to the second signal quality sounding
result and a packet length of the signal sounding frame received by the first access point from the
first station are the same or have a minimum difference.
[0047] In a possible implementation, that the second access point determines, based on packet
fingerprint information, the first signal quality sounding result from the at least one second signal
quality sounding result that meets the first preset condition includes:

The second access point determines a second signal quality sounding result that meets
a third preset condition in the at least one second signal quality sounding result that meets the first
preset condition as the first signal quality sounding result. The third preset condition is that packet
fingerprint information of the signal sounding frame corresponding to the second signal quality
sounding result is the same as the packet fingerprint information.
[0048] In a possible implementation, the method further includes:

The second access point performs timing synchronization with the first access point.
[0049] According to a fourth aspect, an embodiment of this application provides a signal
quality sounding method. The method may be performed by a first apparatus. The first apparatus
may be a communication device or a communication apparatus that can support the
communication device to implement functions required for the method, for example, a chip system.
For example, the communication device is a second access point. The method includes the
following steps:

A first access point performs channel sounding on a first signal sent by a first station.
The first signal is used for RSS or RSSI sounding, and the first station is associated with the first
access point.
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[0050] The first access point sends a user association frame to a second access point. The user
association frame carries identification information of the first station, and is used to determine a
first signal quality sounding result that matches the first station from a plurality of second signal
quality sounding results. The plurality of second signal quality sounding results are obtained by
the second access point by performing sounding on a plurality of first signals from a plurality of
stations. The plurality of stations include the first station, and the first station is not associated with
the second access point.

[0051] In this embodiment of this application, the cross-AP channel sounding method
provided in the second aspect may be extended to cross-AP RSS and RSSI sounding, which has a
wider application scope.

[0052] Similarly, in a possible implementation, the first access point sending the user
association frame to the second access point includes:

The first access point receives a channel sounding instruction from a controller or a
central access point, and sends the user association frame to the second access point. The channel
sounding instruction indicates the first access point to perform sounding on a received signal
sounding frame and send the user association frame to the second access point.

[0053] In a possible implementation, the user association frame carries a first receiving
moment. The first receiving moment is a receiving moment at which the first access point receives
the signal sounding frame sent by the first station. The first receiving moment is determined based
on a system time point of the first access point. The system time point of the first access point is
synchronized with a system time point of the second access point.

[0054] In a possible implementation, the user association frame further includes packet length
information and/or packet fingerprint information. The packet length information indicates a
length of the signal sounding frame received by the first access point from the first station. The
packet fingerprint information includes the packet length information.

[0055] In a possible implementation, the packet length information is determined based on
information carried in a signal field in a PPDU. The signal sounding frame is carried in the PPDU.
[0056] Alternatively, the packet length information is determined based on a difference of
moments indicated by a physical layer receive end indication PHY-RXEND.indication and a
physical layer receive start indication PHY-RXSTART.indication that are received by a MAC layer.
[0057] Alternatively, the packet length information is determined based on a start moment and
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an end moment of a CCA during reception of the signal sounding frame sent by the first station.
[0058] In a possible implementation, the signal sounding frame received by the first access
point from the first station is carried in a PPDU. The packet fingerprint information is determined
based on information carried in a signal field in the PPDU.

[0059] In a possible implementation, the method further includes:

The first access point sends a channel sounding announcement frame to the controller
or the central access point. The channel sounding announcement frame includes a channel
sounding state. The channel sounding state indicates that a channel sounding result is correct,
incorrect, or lost.

[0060] According to a fifth aspect, a communication apparatus is provided. For example, the
communication apparatus is the foregoing second access point or an apparatus disposed in the
second access point. The communication apparatus is configured to perform the method according
to the first aspect or the possible implementations of the first aspect. Specifically, the
communication apparatus may include modules configured to perform the method according to
the first aspect or the possible implementations of the first aspect, for example, include a
processing module and a transceiver module that are coupled to each other. For example, the
communication apparatus is foregoing second access point.

[0061] The transceiver module is configured to receive a user association frame from a first
access point. The user association frame carries identification information of a first station and is
used to determine a first channel sounding result of the first station. The first station is associated
with the first access point.

[0062] The processing module is configured to determine the first channel sounding result
from a plurality of second channel sounding results based on the user association frame. The
plurality of second channel sounding results are obtained by the second access point by performing
sounding on a plurality of channel sounding frames from a plurality of stations. The channel
sounding frame is used for channel sounding.

[0063] In a possible implementation, the processing module is further configured to:

after the transceiver module receives a channel sounding instruction from a controller
or a central access point, determine the first channel sounding result from the plurality of second
channel sounding results. The channel sounding instruction indicates the second access point to
perform sounding on the plurality of channel sounding frames. The plurality of stations include
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the first station, and the first station is not associated with the second access point.
[0064] In a possible implementation, the processing module is specifically configured to:
determine at least one second channel sounding result that meets a first preset condition
in the plurality of second channel sounding results as the first channel sounding result. The first
preset condition is that a difference between a receiving moment of a channel sounding frame
corresponding to the second channel sounding result and a receiving moment of a channel
sounding frame received by the first access point from the first station falls within a first preset
range.
[0065] In a possible implementation, the processing module is further configured to:
determine, based on packet length information, the first channel sounding result from
the at least one second channel sounding result that meets the first preset condition, where the
packet length information indicates a length of the channel sounding frame sent by the first station
to the first access point, and the packet length information is carried in the user association frame;
and/or
determine, based on packet fingerprint information, the first channel sounding result
from the at least one second channel sounding result that meets the first preset condition, where
the packet fingerprint information indicates length information of a channel sounding frame sent
by the first station to the first access point, and the packet fingerprint information is carried in the
user association frame.
[0066] In a possible implementation, the processing module is specifically configured to:
determine a second channel sounding result that meets a second preset condition in the
at least one second channel sounding result that meets the first preset condition as the first channel
sounding result. The second preset condition is that a packet length of the channel sounding frame
corresponding to the second channel sounding result and a packet length of the channel sounding
frame received by the first access point from the first station are the same or have a minimum
difference.
[0067] In a possible implementation, the processing module is specifically configured to:
determine a second channel sounding result that meets a third preset condition in the at
least one second channel sounding result that meets the first preset condition as the first channel
sounding result. The third preset condition is that packet fingerprint information of the channel
sounding frame corresponding to the second channel sounding result is the same as the packet
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fingerprint information.
[0068] In a possible implementation, the processing module is further configured to:

perform timing synchronization with the first access point.
[0069] According to a sixth aspect, a communication apparatus is provided. For example, the
communication apparatus is the foregoing first access point or an apparatus disposed in the first
access point. The communication apparatus is configured to perform the method according to the
second aspect or the possible implementations of the second aspect. Specifically, the
communication apparatus may include modules configured to perform the method according to
the second aspect or the possible implementations of the second aspect, for example, include a
processing module and a transceiver module that are coupled to each other. For example, the
communication apparatus is foregoing first access point.
[0070] A processing module is configured to perform channel sounding on a channel sounding
frame sent by a first station. The channel sounding frame is used for channel sounding, and the
first station is associated with the first access point.
[0071]  Atransceiver module is configured to send a user association frame to a second access
point. The user association frame carries identification information of the first station, and is used
to determine a first channel sounding result that matches the first station from a plurality of second
channel sounding results. The plurality of second channel sounding results are obtained by the
second access point by performing sounding on a plurality of channel sounding frames from a
plurality of stations. The plurality of stations include the first station, and the first station is not
associated with the second access point.
[0072] In a possible implementation, the transceiver module is specifically configured to:

receive a channel sounding instruction from a controller or a central access point, and
send the user association frame to the second access point. The channel sounding instruction
indicates the first access point to perform channel sounding and send the user association frame to
the second access point.
[0073] In a possible implementation, the user association frame carries a first receiving
moment. The first receiving moment is a receiving moment at which the first access point receives
the channel sounding frame sent by the first station. The first receiving moment is determined
based on a system time point of the first access point. The system time point of the first access
point is synchronized with a system time point of the second access point.

14



10

15

20

25

30

[0074] In a possible implementation, the user association frame further includes packet length
information and/or packet fingerprint information. The packet length information indicates a
length of the channel sounding frame received by the first access point from the first station. The
packet fingerprint information includes the packet length information.
[0075] In a possible implementation, the packet length information is determined based on
information carried in a signal field in a PPDU. The channel sounding frame is carried in the PPDU.
[0076] Alternatively, the packet length information is determined based on a difference of
moments indicated by a physical layer receive end indication PHY-RXEND.indication and a
physical layer receive start indication PHY-RXSTART.indication that are received by a MAC layer.
[0077] Alternatively, the packet length information is determined based on a start moment and
an end moment of a CCA during reception of the channel sounding frame sent by the first station.
[0078] In a possible implementation, the channel sounding frame received by the first access
point from the first station is carried in a PPDU. The packet fingerprint information is determined
based on information carried in a signal field in the PPDU.
[0079] In a possible implementation, the transceiver module is further configured to:

send a channel sounding announcement frame to the controller or the central access
point. The channel sounding announcement frame includes a channel sounding state. The channel
sounding state indicates that a channel sounding result is correct, incorrect, or lost.
[0080] According to a seventh aspect, a communication apparatus is provided. For example,
the communication apparatus is the foregoing second access point or an apparatus disposed in the
second access point. The communication apparatus is configured to perform the method according
to the first aspect or the possible implementations of the first aspect. Specifically, the
communication apparatus may include modules configured to perform the method according to
the first aspect or the possible implementations of the first aspect, for example, include a
processing module and a transceiver module that are coupled to each other. For example, the
communication apparatus is foregoing second access point.
[0081] The transceiver module is configured to receive a user association frame from a first
access point. The user association frame carries identification information of a first station and is
used to determine a signal quality sounding result of the first station. The first station is associated
with the first access point. The signal quality is determined based on an RSS or an RSSI.
[0082] The processing module is configured to determine a first signal quality sounding result
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that matches the first station from a plurality of second signal quality sounding results based on
the user association frame. The plurality of second signal quality sounding results are obtained by
the second access point by performing sounding on a plurality of signal sounding frames from a
plurality of stations.
[0083] In a possible implementation, the transceiver module is specifically configured to:
receive a channel sounding instruction from a controller or a central access point, and
determines the first signal quality sounding result from the plurality of second signal quality
sounding results. The channel sounding instruction indicates the second access point to perform
sounding on the plurality of signal sounding frames. The plurality of stations include the first
station, and the first station is not associated with the second access point.
[0084] In a possible implementation, the processing module is specifically configured to:
determine at least one second signal quality sounding result that meets a first preset
condition in the plurality of second signal quality sounding results as the first signal quality
sounding result. The first preset condition is that a difference between a receiving moment of a
signal sounding frame corresponding to the second signal quality sounding result and a receiving
moment of a signal sounding frame received by the first access point from the first station falls
within a first preset range.
[0085] In a possible implementation, the processing module is further configured to:
determine, based on packet length information, the first signal quality sounding result
from the at least one second signal quality sounding result that meets the first preset condition,
where the packet length information indicates a length of the signal sounding frame sent by the
first station to the first access point, and the packet length information is carried in the user
association frame; and/or
determine, based on packet fingerprint information, the first signal quality sounding
result from the at least one second signal quality sounding result that meets the first preset
condition, where the packet fingerprint information indicates length information of a signal
sounding frame sent by the first station to the first access point, and the packet fingerprint
information is carried in the user association frame.
[0086] In a possible implementation, the processing module is specifically configured to:
determine a second signal quality sounding result that meets a second preset condition
in the at least one second signal quality sounding result that meets the first preset condition as the
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first signal quality sounding result. The second preset condition is that a packet length of the signal
sounding frame corresponding to the second signal quality sounding result and a packet length of
the signal sounding frame received by the first access point from the first station are the same or
have a minimum difference.
[0087] In a possible implementation, the processing module is specifically configured to:

determine a second signal quality sounding result that meets a third preset condition in
the at least one second signal quality sounding result that meets the first preset condition as the
first signal quality sounding result. The third preset condition is that packet fingerprint information
of the signal sounding frame corresponding to the second signal quality sounding result is the same
as the packet fingerprint information.
[0088] In a possible implementation, the processing module is further configured to:

perform timing synchronization with the first access point.
[0089] According to an eighth aspect, a communication apparatus is provided. For example,
the communication apparatus is the foregoing first access point or an apparatus disposed in the
seecend-first access point. The communication apparatus is configured to perform the method
according to the second aspect or the possible implementations of the second aspect. Specifically,
the communication apparatus may include modules configured to perform the method according
to the second aspect or the possible implementations of the second aspect, for example, include a
processing module and a transceiver module that are coupled to each other. For example, the
communication apparatus is foregoing first access point.
[0090] The processing module is configured to perform channel sounding on a first signal sent
by a first station. The first signal is used for RSS or RSSI sounding, and the first station is
associated with the first access point.
[0091] The transceiver module is configured to send a user association frame to a second
access point. The user association frame carries identification information of the first station, and
is used to determine a first signal quality sounding result that matches the first station from a
plurality of second signal quality sounding results. The plurality of second signal quality sounding
results are obtained by the second access point by performing sounding on a plurality of first
signals from a plurality of stations. The plurality of stations include the first station, and the first
station is not associated with the second access point.
[0092] In a possible implementation, the transceiver module is specifically configured to:
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receive a channel sounding instruction from a controller or a central access point, and
send the user association frame to the second access point. The channel sounding instruction
indicates the first access point to perform sounding on a received signal sounding frame and send
the user association frame to the second access point.
[0093] In a possible implementation, the user association frame carries a first receiving
moment. The first receiving moment is a receiving moment at which the first access point receives
the signal sounding frame sent by the first station. The first receiving moment is determined based
on a system time point of the first access point. The system time point of the first access point is
synchronized with a system time point of the second access point.
[0094] In a possible implementation, the user association frame further includes packet length
information and/or packet fingerprint information. The packet length information indicates a
length of the signal sounding frame received by the first access point from the first station. The
packet fingerprint information includes the packet length information.
[0095] In a possible implementation, the packet length information is determined based on
information carried in a signal field in a PPDU. The signal sounding frame is carried in the PPDU.
[0096] Alternatively, the packet length information is determined based on a difference of
moments indicated by a physical layer receive end indication PHY-RXEND.indication and a
physical layer receive start indication PHY-RXSTART.indication that are received by a MAC layer.
[0097] Alternatively, the packet length information is determined based on a start moment and
an end moment of a CCA during reception of the signal sounding frame sent by the first station.
[0098] In a possible implementation, the signal sounding frame received by the first access
point from the first station is carried in a PPDU. The packet fingerprint information is determined
based on information carried in a signal field in the PPDU.
[0099] In a possible implementation, the transceiver module is further configured to:

send a signal quality sounding announcement frame to the controller or the central
access point. The signal quality announcement frame includes a signal quality sounding state. The
signal quality sounding state indicates that signal quality is correct, incorrect, or lost.
[00100] According to a ninth aspect, still another communication apparatus is provided. For
example, the communication apparatus is the foregoing second access point or an apparatus
disposed in the first-second access point. For example, the communication apparatus is a chip
disposed in the second access point. The communication apparatus includes a processor and a
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transceiver, configured to implement the method according to the first aspect or the possible
implementations of the first aspect. For example, the transceiver is implemented by using an
antenna, a feeder, and a codec in the second access point. Alternatively, if the fourth
communication apparatus is the chip disposed in the second access point, the transceiver is, for
example, a communication interface in the chip. The communication interface is connected to a
radio frequency transceiver component in the second access point, to receive and send information
by using the radio frequency transceiver component.
[00101] Insome embodiments, the transceiver is configured to receive a user association frame
from a first access point. The user association frame carries identification information of a first
station and is used to determine a signal quality sounding result of the first station. The first station
is associated with the first access point. The signal quality is determined based on an RSS or an
RSSI.
[00102] The processor is configured to determine a first signal quality sounding result that
matches the first station from a plurality of second signal quality sounding results based on the
user association frame. The plurality of second signal quality sounding results are obtained by the
second access point by performing sounding on a plurality of signal sounding frames from a
plurality of stations.
[00103] In a possible implementation, the transceiver is specifically configured to:

receive a channel sounding instruction from a controller or a central access point, and
determines the first signal quality sounding result from the plurality of second signal quality
sounding results. The channel sounding instruction indicates the second access point to perform
sounding on the plurality of signal sounding frames. The plurality of stations include the first
station, and the first station is not associated with the second access point.
[00104] In a possible implementation, the processor is specifically configured to:

determine at least one second signal quality sounding result that meets a first preset
condition in the plurality of second signal quality sounding results as the first signal quality
sounding result. The first preset condition is that a difference between a receiving moment of a
signal sounding frame corresponding to the second signal quality sounding result and a receiving
moment of a signal sounding frame received by the first access point from the first station falls
within a first preset range.
[00105] Ina possible implementation, the processor is further configured to:
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determine, based on packet length information, the first signal quality sounding result
from the at least one second signal quality sounding result that meets the first preset condition,
where the packet length information indicates a length of the signal sounding frame sent by the
first station to the first access point, and the packet length information is carried in the user
association frame; and/or

determine, based on packet fingerprint information, the first signal quality sounding
result from the at least one second signal quality sounding result that meets the first preset
condition, where the packet fingerprint information indicates length information of a signal
sounding frame sent by the first station to the first access point, and the packet fingerprint
information is carried in the user association frame.
[00106] In a possible implementation, the processor is specifically configured to:

determine a second signal quality sounding result that meets a second preset condition
in the at least one second signal quality sounding result that meets the first preset condition as the
first signal quality sounding result. The second preset condition is that a packet length of the signal
sounding frame corresponding to the second signal quality sounding result and a packet length of
the signal sounding frame received by the first access point from the first station are the same or
have a minimum difference.
[00107] In a possible implementation, the processor is specifically configured to:

determine a second signal quality sounding result that meets a third preset condition in
the at least one second signal quality sounding result that meets the first preset condition as the
first signal quality sounding result. The third preset condition is that packet fingerprint information
of the signal sounding frame corresponding to the second signal quality sounding result is the same
as the packet fingerprint information.
[00108] In a possible implementation, the processor is further configured to:

perform timing synchronization with the first access point.
[00109] In some other embodiments, the transceiver is configured to receive a user association
frame from a first access point. The user association frame carries identification information of a
first station and is used to determine a signal quality sounding result of the first station. The first
station is associated with the first access point. The signal quality is determined based on an RSS
or an RSSI. The processor is configured to determine a first signal quality sounding result that
matches the first station from a plurality of second signal quality sounding results based on the
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user association frame. The plurality of second signal quality sounding results are obtained by the
second access point by performing sounding on a plurality of signal sounding frames from a
plurality of stations.
[00110] Ina possible implementation, the transceiver is specifically configured to:

receive a channel sounding instruction from a controller or a central access point, and
determines the first signal quality sounding result from the plurality of second signal quality
sounding results. The channel sounding instruction indicates the second access point to perform
sounding on the plurality of signal sounding frames. The plurality of stations include the first
station, and the first station is not associated with the second access point.
[00111] Ina possible implementation, the processor is specifically configured to:

determine at least one second signal quality sounding result that meets a first preset
condition in the plurality of second signal quality sounding results as the first signal quality
sounding result. The first preset condition is that a difference between a receiving moment of a
signal sounding frame corresponding to the second signal quality sounding result and a receiving
moment of a signal sounding frame received by the first access point from the first station falls
within a first preset range.
[00112] Ina possible implementation, the processor is further configured to:

determine, based on packet length information, the first signal quality sounding result
from the at least one second signal quality sounding result that meets the first preset condition,
where the packet length information indicates a length of the signal sounding frame sent by the
first station to the first access point, and the packet length information is carried in the user
association frame; and/or

determine, based on packet fingerprint information, the first signal quality sounding
result from the at least one second signal quality sounding result that meets the first preset
condition, where the packet fingerprint information indicates length information of a signal
sounding frame sent by the first station to the first access point, and the packet fingerprint
information is carried in the user association frame.
[00113] In a possible implementation, the processor is specifically configured to:

determine a second signal quality sounding result that meets a second preset condition
in the at least one second signal quality sounding result that meets the first preset condition as the
first signal quality sounding result. The second preset condition is that a packet length of the signal
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sounding frame corresponding to the second signal quality sounding result and a packet length of
the signal sounding frame received by the first access point from the first station are the same or
have a minimum difference.
[00114] In a possible implementation, the processor is specifically configured to:

determine a second signal quality sounding result that meets a third preset condition in
the at least one second signal quality sounding result that meets the first preset condition as the
first signal quality sounding result. The third preset condition is that packet fingerprint information
of the signal sounding frame corresponding to the second signal quality sounding result is the same
as the packet fingerprint information.
[00115] Ina possible implementation, the processor is further configured to:

perform timing synchronization with the first access point.
[00116] According to a tenth aspect, another communication apparatus is provided. For
example, the communication apparatus is the foregoing first access point or an apparatus disposed
in the first access point. For example, the communication apparatus is a chip disposed in the first
access point. The communication apparatus includes a processor and a transceiver, configured to
implement the method according to the second aspect or the possible implementations of the
second aspect. For example, the transceiver is implemented by using an antenna, a feeder, and a
codec in the first access point. Alternatively, if the fourth communication apparatus is the chip
disposed in the first access point, the transceiver is, for example, a communication interface in the
chip. The communication interface is connected to a radio frequency transceiver component in the
first access point, to receive and send information by using the radio frequency transceiver
component.
[00117] In some embodiments, the processor is configured to perform channel sounding on a
channel sounding frame sent by a first station. The channel sounding frame is used for channel
sounding, and the first station is associated with the first access point. The transceiver is configured
to send a user association frame to a second access point. The user association frame carries
identification information of the first station, and is used to determine a first channel sounding
result that matches the first station from a plurality of second channel sounding results. The
plurality of second channel sounding results are obtained by the second access point by performing
sounding on a plurality of channel sounding frames from a plurality of stations. The plurality of
stations include the first station, and the first station is not associated with the second access point.
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[00118] Ina possible implementation, the transceiver is specifically configured to:

receive a channel sounding instruction from a controller or a central access point, and
send the user association frame to the second access point. The channel sounding instruction
indicates the first access point to perform channel sounding and send the user association frame to
the second access point.
[00119] In a possible implementation, the user association frame carries a first receiving
moment. The first receiving moment is a receiving moment at which the first access point receives
the channel sounding frame sent by the first station. The first receiving moment is determined
based on a system time point of the first access point. The system time point of the first access
point is synchronized with a system time point of the second access point.
[00120] Ina possible implementation, the user association frame further includes packet length
information and/or packet fingerprint information. The packet length information indicates a
length of the channel sounding frame received by the first access point from the first station. The
packet fingerprint information includes the packet length information.
[00121] In a possible implementation, the packet length information is determined based on
information carried in a signal field in a PPDU. The channel sounding frame is carried in the PPDU.
[00122] Alternatively, the packet length information is determined based on a difference of
moments indicated by a physical layer receive end indication PHY-RXEND.indication and a
physical layer receive start indication PHY-RXSTART.indication that are received by a MAC layer.
[00123] Alternatively, the packet length information is determined based on a start moment and
an end moment of a CCA during reception of the channel sounding frame sent by the first station.
[00124] In a possible implementation, the channel sounding frame received by the first access
point from the first station is carried in a PPDU. The packet fingerprint information is determined
based on information carried in a signal field in the PPDU.
[00125] Ina possible implementation, the transceiver module is further configured to:

send a signal quality sounding announcement frame to the controller or the central
access point. The signal quality announcement frame includes a signal quality sounding state. The
signal quality sounding state indicates that signal quality is correct, incorrect, or lost.
[00126] In some other embodiments, the processor is configured to perform channel sounding
on a first signal sent by a first station. The first signal is used for RSS or RSSI sounding, and the
first station is associated with the first access point. The transceiver is configured to send a user
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association frame to a second access point. The user association frame carries identification
information of the first station, and is used to determine a first signal quality sounding result that
matches the first station from a plurality of second signal quality sounding results. The plurality
of second signal quality sounding results are obtained by the second access point by performing
sounding on a plurality of first signals from a plurality of stations. The plurality of stations include
the first station, and the first station is not associated with the second access point.
[00127] Ina possible implementation, the transceiver is specifically configured to:

receive a channel sounding instruction from a controller or a central access point, and
send the user association frame to the second access point. The channel sounding instruction
indicates the first access point to perform sounding on a received signal sounding frame and send
the user association frame to the second access point.
[00128] In a possible implementation, the user association frame carries a first receiving
moment. The first receiving moment is a receiving moment at which the first access point receives
the signal sounding frame sent by the first station. The first receiving moment is determined based
on a system time point of the first access point. The system time point of the first access point is
synchronized with a system time point of the second access point.
[00129] Ina possible implementation, the user association frame further includes packet length
information and/or packet fingerprint information. The packet length information indicates a
length of the signal sounding frame received by the first access point from the first station. The
packet fingerprint information includes the packet length information.
[00130] In a possible implementation, the packet length information is determined based on
information carried in a signal field in a PPDU. The signal sounding frame is carried in the PPDU.
[00131] Alternatively, the packet length information is determined based on a difference of
moments indicated by a physical layer receive end indication PHY-RXEND.indication and a
physical layer receive start indication PHY-RXSTART.indication that are received by a MAC layer.
[00132] Alternatively, the packet length information is determined based on a start moment and
an end moment of a CCA during reception of the signal sounding frame sent by the first station.
[00133] In a possible implementation, the signal sounding frame received by the first access
point from the first station is carried in a PPDU. The packet fingerprint information is determined
based on information carried in a signal field in the PPDU.
[00134] Ina possible implementation, the transceiver is further configured to:
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send a signal quality sounding announcement frame to the controller or the central
access point. The signal quality announcement frame includes a signal quality sounding state. The
signal quality sounding state indicates that signal quality is correct, incorrect, or lost.
[00135] According to an eleventh aspect, still another possible communication apparatus is
provided. The communication apparatus may be the first access point in the foregoing method
designs. For example, the communication apparatus is a chip disposed in the first access point.
The communication apparatus includes a memory configured to store computer-executable
program code, and a processor coupled to the memory. The processor is coupled to the memory.
The program code stored in the memory includes an instruction. When the processor executes the
instruction, the communication apparatus is enabled to perform the method according to the second
aspect or the possible implementations of the second aspect.
[00136] In some embodiments, the communication apparatus may further include a
communication interface. The communication interface may be a transceiver in the first access
point. For example, the transceiver is implemented by using an antenna, a feeder, a codec, and the
like in the first access point. Alternatively, if the communication apparatus is a chip disposed in
the first access point, the communication interface may be an input/output interface of the chip,
for example, an input/output pin.
[00137] According to a twelfth aspect, still another communication apparatus is provided. The
communication apparatus may be the second access point in the foregoing method designs. For
example, the communication apparatus is a chip disposed in the second access point. The
communication apparatus includes a memory configured to store computer-executable program
code, and a processor coupled to the memory. The processor is coupled to the memory. The
program code stored in the memory includes an instruction. When the processor executes the
instruction, the communication apparatus is enabled to perform the method according to the first
aspect or the possible implementations of the first aspect.
[00138] In some embodiments, the communication apparatus may further include a
communication interface. The communication interface may be a transceiver in the second access
point. For example, the transceiver is implemented by using an antenna, a feeder, a codec, and the
like in the second access point. Alternatively, if the communication apparatus is a chip disposed in
the second access point, the communication interface may be an input/output interface of the chip,
for example, an input/output pin.
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[00139] According to a thirteenth aspect, a communication system is provided. The
communication system may include the communication apparatus according to the fifth aspect,
the communication apparatus according to the seventh aspect, or the communication apparatus
according to the ninth aspect, and include the communication apparatus according to the sixth
aspect, the communication apparatus according to the eighth aspect, or the communication
apparatus according to the tenth aspect. It should be understood that the communication system
may include more access points and/or stations.

[00140] According to a fourteenth aspect, an embodiment of this application provides a chip
system. The chip system includes a processor, and may further include a memory, configured to
implement the method performed by the second access point in the first aspect or the first access
point in the second aspect. The chip system may include a chip, or may include a chip and another
discrete component.

[00141] According to a fifteenth aspect, an embodiment of this application further provides a
computer readable storage medium, including instructions. When the instructions are run on a
computer, the computer is enabled to perform the method performed by the second access point in
the first aspect or the first access point in the second aspect, to implement a function implemented
by the second access point in the first aspect or the first access point in the second aspect.
[00142] According to a sixteenth aspect, an embodiment of this application further provides a
computer program product. The computer program product stores instructions. When the
instructions are run on a computer, the computer is enabled to perform the method performed by
the second access point in the first aspect or the first access point in the second aspect, to implement
a function implemented by the second access point in the first aspect or the first access point in the
second aspect.

[00143] For beneficial effects of the fifth aspect to the sixteenth aspect and the implementations
thereof, refer to the descriptions of the beneficial effects of the method in the first aspect, the

second aspect, the third aspect, or the fourth aspect and the implementations thereof.

BRIEF DESCRIPTION OF DRAWINGS

[00144] FIG. 1 shows a network architecture of a wireless local area network to which an

embodiment of this application is applicable;
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[00145] FIG. 2 is a schematic diagram of data transmission performed by a plurality of intra-
frequency deployed APs according to an embodiment of this application;

[00146] FIG. 3 is a schematic diagram of data transmission performed by a plurality of intra-
frequency deployed APs through interference nulling according to an embodiment of this
application;

[00147] FIG. 4 is a schematic flowchart of implicit channel sounding according to an
embodiment of this application;

[00148] FIG. 5 is a schematic diagram of a structure of a channel sounding frame according to
an embodiment of this application;

[00149] FIG. 6 is a schematic flowchart of a channel sounding method according to an
embodiment of this application;

[00150] FIG. 7 is aschematic diagram of a structure of a user association frame according to an
embodiment of this application;

[00151] FIG. 8isaschematic diagram of a structure of a channel sounding announcement frame
according to an embodiment of this application;

[00152] FIG. 9 is a schematic diagram of a structure of a communication apparatus according
to an embodiment of this application; and

[00153] FIG. 10 is a schematic diagram of a structure of a communication apparatus according

to an embodiment of this application.

DESCRIPTION OF EMBODIMENTS

[00154] To make objectives, technical solution, and advantages of embodiments of this
application clearer, the following further describes embodiments of this application in detail with
reference to the accompanying drawings.

[00155] Embodiments of this application may be applied to a wireless local area network
(wireless local area network, WLAN) scenario, and may be applied to an IEEE 802.11 system
standard, or a next-generation standard or a further next-generation standard. Alternatively,
embodiments of this application may be applied to a wireless local area network system, for
example, an internet of things (internet of things, 10T) or a vehicle-to-everything (Vehicle to X,

V2X) network. Certainly, embodiments of this application may be further applied to another
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possible communication system, for example, a long term evolution (long term evolution, LTE)
system, an LTE frequency division duplex (frequency division duplex, FDD) system, LTE time
division duplex (time division duplex, TDD), a universal mobile telecommunication system
(universal mobile telecommunication system, UMTS), a worldwide interoperability for
microwave access (worldwide interoperability for microwave access, WiMAX) communication
system, and a future 5G communication system.

[00156] For example, FIG. 1 is a diagram of a network architecture of a WLAN to which an
embodiment of this application is applicable. FIG. 1 shows an example in which the WLAN
includes two APs (an AP 1 and an AP 2), a STA 1 associated with the AP 1, and a STA 2 associated
with the AP 2. It should be understood that a STA associated with an AP, namely, the STA
connected to the AP, can receive a radio frame sent by the AP, and can also send a radio frame to
the AP. Accordingly, a STA that is not associated or is non-associated with an AP, namely, the STA
not connected to the AP, cannot directly send the radio frame to the AP, and cannot directly receive
the radio frame sent by the AP. Alternatively, the STA can send the radio frame to the AP, but the
AP cannot correctly parse the received radio frame.

[00157] InFIG. 1, because the STA 1 is associated with the AP 1 and is not associated with the
AP 2. To distinguish this association, in FIG. 1, a solid line indicates an association between the
STA 1 and the AP 1, and a dashed line indicates a non-association between the STA 1 and the AP
2. Similarly, a solid line indicates an association between the STA 2 and the AP 2, and a dashed
line indicates an association between the STA 2 and the AP 1. It should be noted that a quantity of
APs and a quantity of STAs in FIG. 1 are merely an example. There may be more or less APs and
STAs. For example, in addition to the STA 1, a STA associated with the AP 1 may further include
another STA. In addition to the STA 2, a STA associated with the AP 2 may further include another
STA. For another example, the WLAN shown in FIG. 1 may further include more APs. This
embodiment of this application is also applicable to communication between APs. For example,
the APs can communicate with each other through a distributed system (distributed system, DS),
and any AP can communicate with a STA associated with the AP and/or a STA not associated with
the AP. This embodiment of this application is also applicable to communication between STAs.
[00158] The station STA in this embodiment of this application may be various user terminals,
user apparatuses, access apparatuses, subscriber stations, subscriber units, mobile stations, user
agents, user equipment, or the like in another name that have a wireless communication function.
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The user terminal may include various handheld devices, vehicle-mounted devices, wearable
devices, computing devices, or other processing devices connected to a wireless modem that have
a wireless communication function; and various forms of user equipment (user equipment, UE),
mobile stations (mobile station, MS), terminals (terminal), terminal equipment (terminal
equipment), portable communication devices, handheld devices, portable computing devices,
entertainment devices, game devices or systems, global positioning system devices or any other
proper devices configured to perform network communication by using a wireless medium, and
the like. Herein, for ease of description, the devices mentioned above are collectively referred to
as stations or STAs. The access point AP in embodiments of this application is an apparatus that is
deployed in a wireless communication network and that provides a wireless communication
function for a STA associated with the access point AP. The access point AP may be used as a hub
of the communication system, and may be a communication device such as a base station, a router,
a gateway, a repeater, a communication server, a switch, or a bridge. The base station may include
various forms of macro base stations, micro base stations, relay stations, and the like. Herein, for
ease of description, the devices mentioned above are collectively referred to as access points APs.
[00159] The AP and the STA in some embodiments of this application may be an AP and a STA
to which an IEEE 802.11 system standard is applicable. For example, the STA is usually a terminal
product that supports media access control (media access control, MAC) and a physical layer
(physical, PHY) of the 802.11 system standard, for example, a mobile phone or a notebook
computer. The AP is usually a network side product that supports MAC and PHY in the 802.11
system standard, for example, a router or a repeater.

[00160] The AP may allocate a resource to the STA. The STA performs data transmission on
the allocated resource. The 802.11 standard supports inter-frequency deployment of adjacent APs.
In other words, different center frequencies of frequency band resources are allocated to adjacent
APs (which may also be considered that different frequency band resources are allocated to the
adjacent APs), and data is transmitted on the allocated resources. However, if a wide frequency
band resource is allocated to an AP, there is no sufficient resource for inter-frequency deployment
of all APs. As a result, a plurality of APs are deployed on a same frequency. Intra-frequency
deployment means that resources allocated to the adjacent APs partially or completely overlap.
When the plurality of APs are deployed, a physical space distance between them needs to meet a
specific distance, to avoid interference to data transmission of the plurality of APs. Alternatively,
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the plurality of APs need to perform data transmission on the allocated resources according to the
CSMAJ/CA protocol. In other words, only one AP can perform data transmission at a same moment.
[00161] For ease of understanding, refer to FIG. 2. FIG. 2 is a schematic diagram of data
transmission performed by an AP 1 and an AP 2 that are intra-frequency deployed. The AP 1 and
AP 2 that are intra-frequency deployed means that only the AP 1 or the AP 2 can send a packet. It
may also be understood that although both the AP 1 and the AP 2 send packets, the AP 2 cannot
communicate with a STA 2, because radio channel energy sent by the AP 1 covers the STA 2.
Similarly, radio channel energy sent by the AP 2 covers a STA 1. As a result, the AP 1 cannot
communicate with the STA 2. In FIG. 2, solid lines indicate that the AP communicates with the
STA, and dashed lines indicate that the AP cannot communicate with the STA. FIG. 2 shows an
example in which the AP 1 communicates with the SAT 1 and the STA, and the AP 2 does not
communicate with the STA 1 and the STA 2.

[00162] To improve a network transmission rate, the AP 1 and AP 2 may be allowed to
concurrently send data. However, it needs to be ensured that the STA 1 is not interfered by a signal
sent by the AP 2, and the STA 2 is not interfered by a signal sent by the AP 1. In some embodiments,
interference between the AP 1 and the AP 2 may be prevented in an interference nulling mode.
Interference nulling means that the AP (the AP 1) obtains a channel state of a STA (the STA 1)
associated with the AP (the AP 1) and a channel state of a STA (the STA 2) associated with another
intra-frequency AP (the AP 2), and cancels interference from the STA 2 through precoding, so that
the AP 1 and the AP 2 can concurrently transmit data without interfering with each other. In this
way, the AP 1 and the AP 2 can concurrently transmit data, and a transmission rate of an entire
network can be improved.

[00163] For ease of understanding, the following uses FIG. 3 as an example to describe a
specific principle of interference nulling. FIG. 3 shows an example in which two adjacent intra-
frequency APs are an AP 1 and an AP 2. A STA associated with the AP 1 isa STA 1, and a STA
associated with the AP 2 is a STA 2. When the AP 1 and the AP 2 separately send data to the STAs
associated with the AP 1 and the AP 2, because a radio channel is transmitted, both the STA 1 and
the STA 2 receive the data from the AP 1 and the AP 2. In this case, mutual interference is likely
to occur, in other words, the STA 1 and the STA 2 cannot normally receive the data of the APs
associated with the STA 1.

[00164] It is assumed that a signal received by the STA 1 may be denoted as:
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Y1 =0uhy,X; +0h X, Fashx, +ahX, (1))

Y, is a signal received by the STA'1, o, and «, respectively indicate precoding
coefficientsofan AP 1, o, and a, respectively indicate precoding coefficients of an AP 2, h]1
and h,, are channels between the AP 1 and the STA 1, h, and h, are channels between the AP

2anda STA 2, X, indicates to-be-sent data of the AP 1, and X, indicates to-be-sent data of the

AP 2.

h
00165] If ouh.x,+a,h,,x,=0 in formula (1), in other words, (13=—i0t4,arequirement of
050,5X, +0,0,,X, h
13

interference nulling can be met, to be specific, the signal Y, received by the AP 1 is not interfered
by channels h, and h,,.
[00166] Similarly, it is assumed that a signal received by the STA 2 may be denoted as:
Yo =0uhy X, +0,h,X; +0shyeX, +0,0,%, (2);

Y, is a signal received by the STA 2, o, and a, respectively indicate precoding
coefficientsofan AP 1, o, and a, respectively indicate precoding coefficients of an AP 2, hﬂ
and h,, are channels between the AP 1 and the STA2, h,, and h,, are channels between

the AP2and a STA2, X, indicates to-be-sent data of the AP 1, and X, indicates to-be-sent data

of the AP 2.

[00167] If oh,x +0,h,x,=0 in formula (1), in other words, Oa=—%062, a requirement of

interference nulling can be met, to be specific, the signal Y, received by the AP 2 is not interfered

by channels N, and h.,.

[00168] It can be learned that to prevent mutual interference between a plurality of intra-
frequency deployed APs in an interference nulling mode, channel sounding needs to be performed
across APs. To be specific, each AP in the plurality of intra-frequency deployed APs not only needs
to obtain a channel of a STA associated with the AP, but also needs to obtain a channel of a STA

not associated with the AP.
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[00169] The 802.11 standard supports explicit channel sounding and implicit channel sounding
(which may also be referred to as transparent channel sounding). Explicit channel sounding means
that the AP sends a channel sounding frame to the STA, and the STA performs sounding on the
channel sounding frame, and sends an obtained channel sounding result to the AP. Implicit channel
sounding means that the AP performs channel sounding on a channel sounding frame (for example,
a PPDU packet), reported by the STA associated with the AP, and the STA does not perform
channel sounding. This specification mainly focuses on implicit channel sounding. Therefore,
explicit channel sounding is not further described herein.

[00170] FIG. 4 shows a schematic flowchart of implicit channel sounding. This specification
uses an example in which the channel sounding frame reported by the STA to the AP is carried in
a PPDU. From this perspective, the channel sounding frame may also be referred to as the PPDU
packet. Before an implicit channel sounding process is described, the following describes a
structure of the PPDU packet. The PPDU packet may include a short training field, a long training
field, a signal field, a media access control (medium access control, MAC) frame (frame) field,
and the like. For example, FIG. 5 is a schematic diagram of a structure of a legacy PPDU (legacy
PPDU) and an xx PPDU. The xx PPDU means high throughput (high throughput, HT), very high
throughput (very high throughput, VHT), high efficiency (high efficiency, HE) PPDUs in the
802.11 standard, and a PPDU in the subsequent standard. The legacy PPDU may include a legacy
short training field (legacy short training field, L-STF), a legacy long training field (legacy long
training field, L-LTF), a legacy signal field (legacy signal field, L-STG), and a MAC frame field.
It should be understood that the xx-LTF, the xx-STF, and the xx-SIG respectively mean a short
training field, a long training field, and a signal field that are defined as the HT, the VHT, the HE
in the 802.11 and subsequent standard. The MAC frame field may be used to carry identification
information of the STA, for example, a MAC address of the STA.

[00171] The STA1may send aPPDU packet, and the AP 1 receives and parses the PPDU packet.
The AP 1 may perform channel estimation, to be specific, perform channel sounding by using a
low-order modulation scheme in the PPDU packet, for example, an LTF sequence and a SIG field
of binary phase shift keying (binary phase shift keying, BPSK) or quadrature phase shift keying
(quadrature phase shift keying, QPSK). Then, the AP 1 parses a MAC frame modulated by using
a high-order modulation and coding scheme (modulation and coding scheme, MCS), to determine
a specific STA from which the PPDU is sent, and complete sounding on a channel from the STA
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to the AP. Similar to the AP 1, the AP 2 may perform channel sounding in a similar manner.
[00172] If a plurality of intra-frequency deployed APs exists in a network, for example, the AP
2 and the AP 1 are intra-frequency deployed as shown in FIG. 4. The STA 1 is associated with the
AP 1, and the STA 2 is associated with the AP 2. Generally, the STA 1 is close to the AP 1 and far
from the AP 2. When sending the PPDU packet, the STA 1 preferably determines a modulation
and coding scheme (modulation and coding scheme, MCS) modulation rate in a MAC frame in
the PPDU packet based on quality of a channel between the STA 1 and the AP 1, without
considering quality of a channel between the STA 1 and the AP 2. In this way, when the STA 1
sends the MAC frame at a high MCS modulation rate, the AP 2 cannot correctly parse content of
the MAC frame in the PPDU packet, in other words, cannot determine a specific STA that sends
the PPDU packet. In other words, the AP 2 can perform sounding on a channel state only based on
low-order modulated L-LTF/xx-LTF and L-SIG/xx-SIG in the PPDU packet, and cannot determine
a specific STA corresponding to the channel.

[00173] In addition, a radio frame is spatially sent. Therefore, to prevent an unnecessary frame
from being received and avoid increasing packet processing workload of a receive end, in some
embodiments, a source address and destination address filtering mechanism is used at a MAC layer
of the AP. In other words, the receive end filters out a packet that does not belong to the receive
end. For example, the STA 1 is not associated with the AP 2. Therefore, the AP 2 considers that
the PPDU packet from the STA 1 does not belong to the AP 2. According to the filtering mechanism,
the AP 2 does not parse the MAC frame in the PPDU packet sent by the STA 1. As a result, the AP
2 cannot determine a specific STA to which the channel belongs.

[00174] It can be learned that in a scenario of a plurality of intra-frequency deployed APs, a
single-AP implicit channel sounding method is still used, and channel sounding cannot be
performed across APs, in other words, the AP 2 cannot perform channel sounding on the STA 1
associated with the AP 1.

[00175] Itshould be noted that RSS or RSSI sounding is also performed across APs during RSS
or RSSI sounding. Similarly, the AP 2 cannot perform RSS or RSSI sounding on a signal sent by
the STA 1 associated with the AP 1.

[00176] Therefore, an embodiment of this application provides a channel sounding method. In
the method, the AP 1 may perform sounding on a channel sounding frame reported by a STA
associated with the AP 1, and the AP 2 may also perform sounding on received channel sounding
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frames reported by a plurality of STAs. After performing sounding on the channel sounding frame
reported by the STA associated with the AP 1, the AP 1 may send, to the AP 2, a user association
frame that carries identification information of the STA. The AP 2 may determine a channel
sounding result of the STA from a plurality of obtained channel sounding results based on the
identification information of the STA carried in the user association frame. In other words, channel
sounding is performed across APs.

[00177] The technical solutions provided in this embodiment of this application may be applied
to the wireless communication system shown in FIG. 1, for example, a 5G system, a further
evolved system based on LTE or NR, a future wireless communication system, another similar
communication system, or the like. In addition, the technical solutions provided in this
embodiment of this application may be used for channel sounding on the STA, and may also be
used for RSS or RSSI sounding. It should be understood that when the technical solution is used
for RSS or RSSI sounding, the channel sounding method provided in this embodiment of this
application may also be referred to as a signal quality sounding method. If no conflict occurs,
channel sounding in this embodiment of this application may be replaced with RSS or RSSI
sounding. The following uses an example in which the technical solution is applied to channel
sounding. The technical solutions provided in this embodiment of this application are described
below in detail with reference to the accompanying drawings.

[00178] The technical solutions provided in this embodiment of this application are described
below in detail with reference to the accompanying drawings.

[00179] FIG. 6 shows a channel sounding method according to an embodiment of this
application. The following description uses an example in which the method provided in this
embodiment of this application is applied to the application scenario shown in FIG. 1. In addition,
the method may be executed by two communication apparatuses. The two communication
apparatuses are, for example, a first access point (denoted as an AP 1 below) and a second access
point (denoted as an AP 2 below). It should be noted that the method is also applicable to a network
including at least three APs. A specific quantity of APs is not limited in this embodiment of this
application. Each AP may be associated with one ARSTA, or may be associated with a plurality of
ARsSTAs. The following uses an example in which the AP 1 is associated with one STA (denoted
as a STA 1 below) and the AP 2 is associated with one STA (denoted as a STA 2 below). It should
be understood that the STA 1 is not associated with the AP 2. Similarly, the STA 2 is not associated
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with the AP 1.

[00180] Specifically, a procedure of the channel sounding method according to this embodiment
of this application is described as follows.

[00181] S601: A controller sends channel sounding instructions to the AP 1 and the AP 2. The
channel sounding instruction indicates to perform channel sounding on a received channel
sounding frame.

[00182] In this embodiment of this application, the controller may be responsible for
coordinating a plurality of APs to perform channel sounding, data transmission, and the like. The
controller may be connected to one or more APs through a network cable or an optical fiber, or the
controller may be wirelessly connected to one or more APs. In some embodiments, the controller
may be disposed in the AP and used as a functional module of the AP. For example, the controller
may be disposed in the AP 1, and interaction between the controller and the AP 1 may be
considered as internal channel exchange. The controller is disposed in the AP 1, and may also be
considered as a central access point of the AP 1. Certainly, the controller may alternatively be
independent of the AP 1. Specific implementation of the controller is not limited in this
embodiment of this application.

[00183] During channel sounding, any STA sends a channel sounding frame, and a plurality of
APs separately receive the channel sounding frame, and measure the channel sounding frame, to
obtain channel sounding results. It should be understood that there are a plurality of APs (for
example, including the AP 1 and the AP 2) and a plurality of STAs in a network. For example, a
plurality of STAs are associated with the AP 1, and a plurality of STAs are also associated with the
AP 2. The AP 1 and the AP 2 may receive PPDU packets sent by a plurality of STAs, to obtain a
plurality of channel sounding results.

[00184] In this embodiment of this application, the channel sounding frame may be a dedicated
frame used for channel sounding, for example, an NDP frame, or may reuse a data frame or a
control frame with another function. A specific implementation of the channel sounding frame is
not limited in this embodiment of this application, provided that the channel sounding frame can
be used for channel sounding. The following uses an example in which the channel sounding frame
is the PPDU packet shown in FIG. 5. During channel sounding, any STA may send a PPDU packet
used for channel sounding. The following description uses an example in which the STA 1 sends
the PPDU packet.
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[00185] For example, the STA 1 sends the PPDU packet, and both the AP 1 and the AP 2 may
perform channel sounding on the PPDU packet. The STA 1 is associated with the AP 1 and is not
associated with the AP 2. Therefore, in some embodiments, the AP 2 considers that the PPDU
packet from the STA 1 does not belong to the AP 2 and does not parse the MAC frame in the PPDU
packet. As a result, the AP 2 cannot determine a specific STA from which the PPDU packet is sent.
In other words, the AP 2 cannot determine, from a plurality of obtained channel sounding results,
a specific channel sounding result that is a channel sounding result of the STA 1. In some other
embodiments, even if the AP 2 parses the PPDU packet, because the STA 1 is associated with the
AP 1 but is not associated with the AP 2, an MCS modulation rate in the PPDU packet matches
the AP 1. The AP 1 can correctly parse identification information of the STA 1 in the PPDU packet,
but the AP 2 cannot correctly parse the identification information of the STA 1 in the PPDU packet.
In other words, the AP 2 still cannot obtain the channel sounding result of the STA 1 from the
obtained plurality of channel sounding results. Similarly, the AP 1 cannot directly obtain a channel
sounding result of the STA 2 from the STA 2.

[00186] However, in this embodiment of this application, when the AP 2 needs to obtain the
channel sounding result of the STA 1 associated with the AP 1, the controller may indicate the AP
2 to perform channel sounding on the PPDU packet from the STA 1, and indicate the AP 1 to notify
the AP 2 of association information associated with the channel sounding result of the STA 1, for
example, the identification information of the STA 1. In this way, the AP 2 may determine the
channel sounding result of the STA 1 from a plurality of obtained channel sounding results based
on the association information. In other words, only after receiving a channel sounding instruction,
the AP 2 performs channel sounding on the PPDU packet sent by the STA 1 not associated with
the AP 2; if no channel sounding instruction is received, the AP 2 does not perform channel
sounding on the STA 1 not associated with the AP 2. Similarly, the AP 2 may also notify the AP 1
of information associated with the channel sounding result of the STA 2. In this way, the AP 1 may
determine the channel sounding result of the STA 2 from a plurality of obtained channel sounding
results based on the association information.

[00187] For example, the controller may send a channel sounding instruction to the AP 1. The
channel sounding instruction indicates to perform channel sounding on a received channel
sounding frame, and send the channel sounding result of the STA 1 associated with the AP 1 to the
AP 2. It should be understood that the controller may send the channel sounding instruction to the
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AP 2, where the channel sounding instruction indicates to perform channel sounding on a received
channel sounding frame, and send the channel sounding result of the STA 2 associated with the AP
2 to the AP 1. It should be noted that the channel sounding instruction may also be referred to as a
channel sounding command, and a format of the channel sounding command in the 802.11
standard may still be used. Because the channel sounding instruction is used for implicit channel
sounding, in some embodiments, the channel sounding instruction may be referred to as an implicit
channel sounding instruction or a transparent channel sounding instruction. A specific name of the
channel sounding instruction is not limited in this embodiment of this application.

[00188] In some embodiments, the association information may be carried in a user association
frame. For example, the AP 1 sends a user association frame to the AP 2, and the user association
frame may carry the association information associated with the channel sounding result of the
STA 1. It may also be considered that the controller may send the channel sounding instruction to
the AP 1, where the channel sounding instruction may be used to indicate to perform channel
sounding on the received channel sounding frame, and send the user association frame to the AP
2, where the user association frame is used to carry the association information associated with the
channel sounding result of the STA 1. It should be noted that a specific name of the user association
frame is not limited in this embodiment of this application. In other words, in some embodiments,
the user association frame may have another name.

[00189] The AP 1 does not know a specific AP that needs to obtain a channel sounding result
of a STA associated with the AP 1. Therefore, if the AP 1 sends, by default, a user association
frame corresponding to the STA associated with the AP 1 to a plurality of other APs, signaling
overheads of the AP 1 are ebvieushr-increased, and processing workload of the AP 1 is increased.
Therefore, in this embodiment of this application, when the AP 2 needs to obtain the channel
sounding result of the STA 1, the controller may indicate the AP 1 to send the user association
frame corresponding to the STA 1 to the AP 2. Similarly, when the AP 1 needs to obtain the channel
sounding result of the STA 2, the controller may indicate the AP 2 to send a user association frame
corresponding to the STA 2 to the AP 1.

[00190] For example, when the AP 2 needs to obtain the channel sounding result of the STA 1,
the controller may send the channel sounding instruction to the AP 1. The channel sounding
instruction may be used to indicate the AP 1 to perform channel sounding on a channel sounding
frame from the STA 1, and send the user association frame to the AP 2. In other words, only after
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receiving the channel sounding instruction, the AP 1 sends the user association frame to the AP 2.
If receiving no channel sounding instruction, the AP 1 does not send the user association frame to
the AP 2. In this way, the AP 1 does not send an unnecessary user association frame, and system
resources are saved. Similarly, when the AP 1 needs to obtain the channel sounding result of the
STA 2, the controller may send the channel sounding instruction to the AP 2. The channel sounding
instruction may be used to indicate the AP 2 to perform channel sounding on a channel sounding
frame from the STA 2, and send the user association frame to the AP 1. In other words, only after
receiving the channel sounding instruction, the AP 2 sends the user association frame to the AP 1.
If receiving no channel sounding instruction, the AP 2 does not send the user association frame to
the AP 1. In this way, the AP 2 does not send an unnecessary user association frame, and system
resources are saved.

[00191] Similarly, the AP 2 may receive PPDU packets sent by a plurality of STAs associated
with the AP. If the AP 2 performs channel sounding on all received PPDU packets, unnecessary
PPDU packet sounding is performed, and processing workload is heavy. Therefore, in some
embodiments, the controller may notify a specific PPDU packet on which sounding is performed
by the AP 2. In some embodiments, the controller may send the channel sounding instruction to
the AP 2, and the AP 2 performs channel sounding on the received PPDU packet only after
receiving the channel sounding instruction. In this way, a quantity of PPDU packets on which
sounding is performed can be reduced, to reduce processing workload as much as possible.
[00192] It should be understood that the channel sounding instruction carries a destination
address. For example, a destination address carried in the channel sounding instruction sent by the
controller to the AP 1 may be an address of the AP 2, to indicate the AP 1 to send the user
association frame to the AP 2. A plurality of STAs are associated with the AP 1. If the AP 1 sends,
by default, user association frames respectively corresponding to all STAs associated with the AP
1 to the AP 2, unnecessary user association frames are sent. Therefore, the controller indicates the
AP 1 to send a user association frame of a specific STA to the AP 2, to reduce workload of the AP
1. Therefore, in some embodiments, the channel sounding instruction further carries identification
information of the STA, to indicate the AP 1 to send, to the AP 2, a user association frame
corresponding to the STA indicated by the channel sounding instruction.

[00193] S602: The STA 1 sends a channel sounding frame, and the AP 1 and the AP 2 receive
the channel sounding frame, where the channel sounding frame may be used for channel sounding.
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[00194] The STA 1 sends the channel sounding frame, and both the AP 1 and the AP 2 can
receive the channel sounding frame. It should be understood that the channel sounding frame sent
by the STA 1 to the AP 1 and the channel sounding frame sent by the STA 1 to the AP 2 are a same
channel sounding frame. To describe that the AP 1 and the AP 2 separately receive the channel
sounding frame, S602 in FIG. 6 shows two steps.

[00195] S603: The AP 1 and the AP 2 perform channel sounding on the received channel
sounding frame.

[00196] The AP 1 and the AP 2 may separately perform channel sounding on a received PPDU
packet, to obtain a channel sounding result. In some embodiments, the AP 1 may store, in a first
storage area, a channel sounding result of a STA associated with the AP 1, and store, in a second
storage area, a channel sounding result of a STA not associated with the AP 1. When the AP 1
needs to obtain the channel sounding result of the STA not associated with the AP 1, the AP 1 may
search the second storage area. Compared with a case that the AP 1 stores all obtained channel
sounding results together, this can improve search efficiency in determining a channel sounding
result of a STA. Certainly, the AP 1 may also store all the obtained channel sounding results in a
common storage area. Similarly, the AP 2 may store, in a third storage area, a channel sounding
result of a STA associated with the AP 2, and store, in a fourth storage area, a channel sounding
result of a STA not associated with the AP 2. Alternatively, the AP 2 may store all obtained channel
sounding results together. For example, the AP 2 may store all the obtained channel sounding
results in a common storage area.

[00197] Because the STA 1 is associated with the AP 1, the AP 1 may receive the PPDU packet
from the STA 1, and parse the PPDU packet to obtain identifier information of the STA 1, for
example, identification information of the STA 1. The identification information of the STA 1 may
be an ID of the STA 1, or may be a MAC address of the STA 1, or may be an internet protocol
(internet protocol, IP) address of the STA 1, or other information that can identify an identity of
the STA 1. This is not limited in this embodiment of this application. The STA 1 is not associated
with the AP 2, and the AP 2 may not parse the PPDU packet received from the STA 1.

[00198] In this embodiment, the AP 1 may notify the AP 2 of the identification information of
the STA 1 by using the user association frame, so that the AP 2 determines the channel sounding
result of the STA 1 from a plurality of channel sounding results, and channel sounding is performed
across APs. For ease of description, in the following, the channel sounding result of the STA 1 is
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referred to as a first channel sounding result, and a channel sounding result obtained after the AP
2 performs sounding on the PPDU packets sent by the plurality of STAs including the STA 1 is
referred to as a second channel sounding result.

[00199] S604: The AP 1 sends a user association frame to the AP 2, where the user association
frame carries the identification information of the STA 1.

[00200] The AP 1 may send the user association frame to the AP 2 based on the channel
sounding instruction sent by the controller. The user association frame is intended to allow the AP
2 to determine the first channel sounding result from a plurality of second channel sounding results.
It should be understood that, in addition to the identification information of the STA 1, the user
association frame further includes some information used to identify a PPDU packet sent by the
corresponding STA 1, so that the AP 2 determines a specific PPDU packet in the plurality of PPDU
packets corresponding to the plurality of second channel sounding results as the PPDU packet sent
by the STA 1. Therefore, a second channel sounding result corresponding to the PPDU packet may
be used as the first channel sounding result.

[00201] Insome embodiments, the user association frame may include a first receiving moment,
in other words, a receiving moment at which the AP 1 receives the PPDU packet sent by the STA
1. If a difference between receiving moments at which the AP 1 and the AP 2 receive a PPDU
packet is small, it may be considered that the PPDU packet separately received by the AP 1 and
the AP 2 is a same PPDU packet. Therefore, in this embodiment, the user association frame may
carry the first receiving moment at which the AP 1 receives the PPDU packet sent by the STA 1.
The AP 2 may compare a difference between the first receiving moment and a second receiving
moment of the plurality of received PPDU packets, to determine a specific PPDU packet in the
plurality of received PPDU packets as the PPDU packet from the STA 1. Further, the channel
sounding result of the PPDU packet from the STA 1 is determined as the first channel sounding
result.

[00202] In this embodiment of this application, the AP 1 may perform timing synchronization
with the AP 2. For example, the AP 1 and the AP 2 may perform periodic timing synchronization
by sending a beacon frame (beacon). In this way, the AP 1 and the AP 2 may separately use system
time points for receiving PPDU packets as receiving moments, to minimize an error of receiving
moments separately recorded by the AP 1 and the AP 2 for receiving the same PPDU packet.
Certainly, timing synchronization between the AP 1 and the AP 2 may alternatively be performed
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in another possible manner. This is not limited in this embodiment of this application. Before
sending the user association frame to the AP 2, the AP 1 may obtain the system time point for
receiving the PPDU packet as the first receiving moment.

[00203] In some other embodiments, different STAs may simultaneously send PPDU packets,
the AP 2 may simultaneously receive a plurality of PPDU packets, and the plurality of PPDU
packets are from different STASs. In this case, the AP 2 may mistakenly consider a PPDU packet
sent by another STA as the PPDU packet sent by the STA 1. Alternatively, although a plurality of
different STAs send PPDU packets at different moments, the AP 2 receives the PPDU packets sent
by the plurality of STAs at close moments. Due to impact of factors such as a transmission delay,
the AP 2 may also mistakenly consider a PPDU packet sent by another STA as the PPDU packet
sent by the STA 1. Therefore, to further determine a specific PPDU packet that is from the STA 1,
in this embodiment, the user association frame may further include packet length information. The
packet length information may indicate a length of the PPDU packet sent by the STA 1. If lengths
of two PPDU packets are the same or close to each other, the two PPDU packets may belong to
the same packet. Therefore, the AP 2 may determine, from the plurality of PPDU packets based on
the packet length information, the PPDU packet from the STA 1.

[00204] Before sending the user association frame to the AP 2, the AP 1 may obtain a length of
the received PPDU packet sent by the STA 1. For example, the AP 1 may determine the length of
the PPDU packet sent by the STA 1 in any one of the following three manners.

[00205] Obtaining manner 1: The length of the PPDU packet sent by the STA 1 may be
determined based on information carried in a signal field (a signal field) of the PPDU.

[00206] Forexample, a length (LENGTH) field included in an L-SIG field included in a legacy
(legacy) PPDU packet may carry length information of the PPDU packet. The AP 1 may parse the
LENGTH field to obtain a length of the PPDU packet.

[00207] For another example, an HT Length-LENGTH field included in an HT-SIG 1 field
included in a high throughput (High throughput, HT) PPDU packet may carry length information
of the PPDU packet. The AP 1 may parse the LENGTH field to obtain a length of the PPDU packet.
[00208] For another example, an EHT LENGTHEength field included in an EHT-SIG field
included in an extremely high throughput (Extremely High throughput, EHT) PPDU packet may
carry length information of the PPDU packet. The AP 1 may parse the LENGTH field to obtain a
length of the PPDU packet.
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[00209] Obtaining manner 2: The length of the PPDU packet sent by the STA 1 may be
determined based on a difference of moments indicated by PHY-RXEND.indication and PHY-
RXSTART.indication that are received by a MAC layer. The length of the PPDU packet may be
determined based on the difference of moments.

[00210] Obtaining manner 3: The length of the PPDU packet sent by the STA 1 may be
determined based on a start moment and an end moment of a CCA during reception of the PPDU
packet by the AP 1. In other words, the length of the PPDU packet may be determined based on
the start moment and the end moment of the CCA.

[00211] In some other embodiments, to more accurately determine the PPDU packet from the
STA 1 from the plurality of PPDU packets, the user association frame may further include packet
fingerprint information. The packet fingerprint information may include more information about
the PPDU packet, to be specific, the packet fingerprint information may further include other
information about the PPDU packet in addition to the packet length information. The PPDU packet
from the STA 1 can be accurately determined based on the packet fingerprint information.
[00212] For example, the packet fingerprint information may be a plurality of or all fields
carried in an L-SIG field or another SIG field in the PPDU packet. For example, the packet
fingerprint information may be carried in an HT-SIG (HT-SIG 1 and/or HT-SIG 2) field in the
PPDU packet. Before sending the user association frame, the AP 1 may obtain the packet
fingerprint information from the foregoing fields in the PPDU packet from the STA 1.

[00213] It should be understood that information carried in the user association frame can
ensure that the AP 2 correctly associates the second channel sounding result obtained by sounding
the PPDU packet with a corresponding STA. In a possible implementation, the user association
frame may carry one or more of the first receiving moment, the packet length information, and the
packet fingerprint information.

[00214] The foregoing describes some possible information carried in the user association
frame. The following describes a possible structure of the user association frame.

[00215] FIG. 7 is a schematic diagram of a structure of the user association frame. The user
association frame may include a plurality of fields, and the plurality of fields are used to carry
some information for identifying the PPDU packet sent by the STA 1, for example, one or more of
identification information of the STA 1, first receiving moment, packet length information, and
packet fingerprint information. For example, the user association frame may include a STA
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identifier field (denoted as a STA_ID field) used to carry the identification information of the STA
1, an AP identifier field (denoted as an AP_ID field) used to carry the identification information
of the AP 1, a packet receiving moment field (denoted as a timestamp field) used to carry the first
receiving moment, a received packet length field (denoted as a PPDU_length field) used to carry
the packet length information, and a received packet fingerprint field (a SIG_fingerprint field) that
carries the packet fingerprint information. It should be noted that one or more of the foregoing
information may be separately carried in different fields, or in one field that is reused. This is not
limited in this embodiment of this application. For example, the packet length information and the
packet fingerprint information may reuse a field including the L-SIG field and another field formed
by the SIG field that are included in the PPDU packet in the 802.11 standard.

[00216] Due to a plurality of APs in the network, each AP is associated with a plurality of STAs.
Each AP may need to obtain a channel sounding result of one or more STAs associated with the
AP, or may need to obtain a channel sounding result of one or more STAs not associated with the
AP; or may need to obtain both the channel sounding result of the one or more STAs associated
with the AP and the channel sounding result of the one or more STAs not associated with the AP.
The AP may classify channels between the AP and the STAs associated with the AP into one
channel sounding group, and classify channels between the AP and the STAs not associated with
the AP into another channel sounding group. To determine a specific channel sounding group for
each sounding, the user association frame may further include a field (which may be referred to as
a channel sounding number field) used to carry a channel sounding group number
(bif_sounding_num).

[00217] It should be understood that the channel sounding group number may be considered as
an identifier used to distinguish between different channel sounding groups. For example, in some
embodiments, in one channel sounding process, the channel sounding group number carried in the
user association frame may be one channel sounding group number, or may be a plurality of same
channel sounding group numbers, indicating that the AP 2 needs to obtain channel sounding results
of a plurality of STAs belonging to a same channel sounding group. Alternatively, in one channel
sounding process, a channel sounding group number carried in the user association frame may be
a plurality of different channel sounding group numbers. The different channel sounding group
numbers correspond to different channel sounding groups, indicating that the AP 2 needs to obtain
channel sounding results of a plurality of STAs belonging to the different channel sounding groups.

43



10

15

20

25

30

Alternatively, in a plurality of channel sounding processes, the user association frame carries a
plurality of channel sounding group numbers that can distinguish different times of channel
sounding.

[00218] To distinguish from a frame with another function, the user association frame further
includes a frame type (frame type) field used to distinguish a frame type, and some necessary
information required for transmitting the frame data. The necessary information may be
encapsulated in one field (which may be referred to as a frame header (frame header) field in this
specification). A frame header format may be an Ethernet frame header format, a frame header
format specified in the 802.11 protocol, or the like, or may be a frame header format agreed upon
by both communication parties. This is not shown in this embodiment of this application. The
frame type field may indicate a type of data carried in the user association frame, and is used to
distinguish the user association frame from another frame. Compared with the AP identifier field,
the STA identifier field, and the like, the frame type field and the channel sounding group number
field may be considered as being used to carry header information of the user association frame.
Fields such as the AP identifier field and the STA identifier field are used to carry association
information between a user and a channel (which may be referred to as user-channel association
information), in other words, being used to determine information about the first channel sounding
result from the plurality of second channel sounding results.

[00219] S605: The AP 2 determines the first channel sounding result that matches the STA 1
from the plurality of second channel sounding results.

[00220] If the user-channel association information carried in the user association frame is
different, a manner in which the AP 2 determines the first channel sounding result from the
plurality of second channel sounding results are also different, which are separately described in
the following.

[00221] Determining manner 1: The user association frame carries the first receiving moment,
so that the AP 2 determines the first channel sounding result from the plurality of second channel
sounding results based on the first receiving moment.

[00222] When receiving the user association frame, the AP 2 may obtain second receiving
moments of the PPDU packets separately corresponding to the plurality of second channel
sounding results, to obtain a plurality of second receiving moments. Then, the AP 2 may compare
the first receiving moment with the plurality of second receiving moments, and determine, from
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the plurality of second receiving moments, a second receiving moment that meets a first preset
condition. The first preset condition may be that a difference between the second receiving moment
corresponding to the second channel sounding result and the first receiving moment falls within a
first preset range. For example, if the second receiving moment is the same as the first receiving
moment, in other words, the AP 1 and the AP 2 simultaneously receive a PPDU packet, it may be
considered that the PPDU packet is from a same STA. For another example, if both the AP 1 and
the AP 2 receive a PPDU packet, and a difference between a second receiving moment at which
the AP 2 receives the PPDU packet and a first receiving moment at which the AP 1 receives the
PPDU packet is small, it may also be considered that the PPDU packet is from a same STA. Further,
the AP 2 may determine the second channel sounding result corresponding to the second receiving
moment that meets the first preset condition as the first channel sounding result. In other words,
the AP 2 may determine the second channel sounding result that meets the first preset condition in
the plurality of second channel sounding results as the first channel sounding result.

[00223] It should be understood that the first preset range may be determined based on a timing
synchronization error between the AP 1 and the AP 2, a packet transmission delay, a packet
detection delay of the AP, and the like. In some embodiments, a maximum value of the first preset
range may be a sum of the timing synchronization error between the AP 1 and the AP 2, the packet
transmission delay, the packet detection delay of the AP, and the like.

[00224] The user association frame carries the first receiving moment and the packet length
information. The packet length information indicates a first packet length. The AP 2 determines
the first channel sounding result from the plurality of second channel sounding results based on
the first receiving moment and the first packet length.

[00225] There may be one or more second channel sounding results that meet the first preset
condition and that are determined by the AP 2 based on the first receiving moment. The AP 2
further determines the first channel sounding result from the second channel sounding result that
meets the first preset condition based on the packet length information.

[00226] If there is one second channel sounding result that meets the first preset condition, the
AP 2 may obtain a second packet length of a PPDU packet corresponding to the second channel
sounding result, and compare the second packet length with the first packet length, to further
determine whether the second channel sounding result is the first channel sounding result. If the
second packet length is the same as or close to the first packet length, the AP 2 determines that the
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second channel result is the first channel sounding result.

[00227] If there are a plurality of second channel sounding results that meet the first preset
condition, the AP 2 may obtain second packet lengths of PPDU packets separately corresponding
to the plurality of second channel sounding results, to obtain a plurality of second packet lengths.
Then, the AP 2 may compare the first packet length with the plurality of second packet lengths,
and determine, from the plurality of second packet lengths, a second packet length that meets a
second preset condition. The second preset condition is that the second packet length of the PPDU
packet corresponding to the second channel sounding result is the same as the length of the PPDU
packet received by the AP 1 from the STA 1 are the same or have a minimum difference. To be
specific, the AP 2 may obtain lengths of the PPDU packets separately corresponding to a plurality
of second channel sounding results, and if the length and the length of the PPDU packet received
by the AP 1 from the STA 1 are the same or have the minimum difference, the corresponding PPDU
packet and the PPDU packet sent by the STA 1 are the same packet. Further, the AP 2 may
determine a second channel sounding result corresponding to the second packet length that meets
the second preset condition as the first channel sounding result.

[00228] Determining manner 3: The user association frame carries the packet fingerprint
information. The AP 2 determines the first channel sounding result from the plurality of second
channel sounding results based on the packet fingerprint information.

[00229] After receiving the user association frame, the AP 2 obtains packet fingerprint
information carried in the user association frame. The AP 2 may obtain packet fingerprint
information carried in the received a plurality of PPDU packets. For example, the AP 2 obtains
packet fingerprint information carried in the HT-SIG (HT-SIG 1 and/or HT-SIG 2) field in the
PPDU packet. In a case in which the AP 2 compares the first receiving moment with the plurality
of second receiving moments and determines that there are a plurality of second channel sounding
results that meet the first preset condition, the AP 2 may further determine, based on the packet
fingerprint information, a second channel sounding result that meets a third preset condition in the
plurality of second channel sounding results as the first channel sounding result. It should be
understood that the third preset condition is that packet fingerprint information of a PPDU packet
corresponding to the second channel sounding result is the same as the packet fingerprint
information carried in the user association frame. In other words, the third preset condition is that
the packet fingerprint information of the PPDU packet corresponding to the second channel
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sounding result is the same as packet fingerprint information of the PPDU packet sent by STA 1.
[00230] Alternatively, in a case that the AP 2 determines that there are a plurality of second
channel sounding results that meet the first preset condition, the AP 2 may further determine, based
on the packet fingerprint information, a second channel sounding result that meets a third preset
condition in the plurality of second channel sounding results as the first channel sounding result.
It should be understood that the third preset condition is that packet fingerprint information of a
PPDU packet corresponding to the second channel sounding result is the same as the packet
fingerprint information carried in the user association frame. In other words, the third preset
condition is that the packet fingerprint information of the PPDU packet corresponding to the
second channel sounding result is the same as packet fingerprint information of the PPDU packet
sent by STA 1.

[00231] It should be noted that, in some embodiments, the user association frame may carry the
packet length information and the packet fingerprint information. After receiving the user
association frame, the AP 2 may determine the first channel sounding result from the plurality of
second channel sounding results based on the packet fingerprint information in the user association
frame, to ensure accuracy of the determined first channel sounding result. Alternatively, the first
channel sounding result may be first determined from a plurality of second channel sounding
results based on the packet length information of the user association frame. If it is determined that
there are at least two second channel sounding results that may be the first channel sounding result,
the first channel sounding result is determined from the at least two second channel sounding
results based on the packet fingerprint information. In this way, while ensuring accuracy of the
first channel sounding result, a quantity of fields to be parsed that carry the packet fingerprint
information may be reduced, in other words, processing workload of the AP 2 is reduced, so that
efficiency in determining the first channel sounding result is improved as much as possible.
[00232] S606: The AP 1 and the AP 2 send a channel sounding announcement frame to the
controller or the central access point, where the channel sounding announcement frame is used to
notify a channel sounding state, and the channel sounding state indicates that a channel sounding
result is correct, incorrect, or lost.

[00233] After sending the user association frame to the AP 2, the AP 1 may send the channel
sounding announcement frame to the controller or the central access point, to indicate to the
controller or the central access point that the channel sounding result is correct, incorrect, or lost,
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so that the controller or the central access point determines whether to continue channel sounding
or perform data transmission. Similarly, the AP 2 may also send a channel sounding announcement
frame to the controller or the central access point. For example, if the channel sounding
announcement frame indicates that the channel sounding result is correct, the controller or the
central access point may control the AP 1 and/or the AP 2 to perform data transmission.
Alternatively, if the channel sounding announcement frame indicates that the channel sounding
result is incorrect or lost, the controller or the central access point may control the AP 1 and/or the
AP 2 to continue to perform channel sounding.

[00234] As an example of the channel sounding announcement frame, FIG. 8 is a schematic
diagram of a structure of the channel sounding announcement frame according to an embodiment
of this application. Similar to the frame structure shown in FIG. 7, the channel sounding
announcement frame includes a frame header field, and a frame type field and a channel sounding
group number field that are used to carry a head channel. The channel sounding announcement
frame further includes a field used to carry channel sounding state information (for example,
identification information of an AP, identification information of a STA, and a channel sounding
state). In some embodiments, the field used to carry the identification information of the AP is
referred to as an AP identifier field (which may be denoted as an AP ID). The field used to carry
the identification information of the STA is referred to as a STA identifier field (which may be
denoted as STA_ID). The field used to carry the channel sounding state of the STA is referred to
as a user channel sounding state field (which may be denoted as channel_state). In some
embodiments, the channel sounding announcement frame may include a plurality of STA identifier
fields and a plurality of corresponding user channel sounding state fields, and one STA identifier
field corresponds to one user channel sounding state field. The plurality of STA identifier fields
may include STAs associated with an AP 1, or may include STAs not associated with the AP 1.
[00235] Similar to a user association frame, the channel sounding announcement frame may
further include a channel sounding number field (which may be denoted as bif_sounding_num).
For details, refer to the description of the embodiment related to FIG. 7. Details are not described
herein again.

[00236] Certainly, to distinguish from a frame with another function, the user association frame
further includes a frame type (frame type) field used to distinguish a frame type, and some
necessary information required for transmitting frame data. The necessary information may be
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encapsulated in one field (which may be referred to as a frame header (frame header) field in this
specification). A frame header format may be an Ethernet frame header format, a frame header
format specified in the 802.11 protocol, or the like, or may be a frame header format agreed upon
by both communication parties. This is not shown in this embodiment of this application. The
frame type field may indicate a type of data carried in the user association frame, and is used to
distinguish the user association frame from another frame.

[00237] In this embodiment of this application, the user association frame carries the
identification information of the first station associated with the first access point, and the first
access point may send the user association frame to the second access point. In this way, the second
access point can learn of the identification information of the first station, to determine the first
channel sounding result that matches the first station from the plurality of second channel sounding
results that are obtained from the channel sounding frames reported by the plurality of stations. In
other words, channel sounding is performed across access points, so that a plurality of intra-
frequency deployed adjacent access points can concurrently send data, and a data transmission rate
in an entire network is improved.

[00238] It should be noted that the channel sounding method provided above may be extended
to RSS or RSSI sounding. Similar to channel sounding, in an RSS or RSSI sounding process, a
STA 1 may send a signal sounding frame to the AP 1 and the AP 2, and the signal sounding frame
may be used for RSS or RSSI sounding. It should be understood that the signal sounding frame
may also be a PPDU packet, provided that the signal sounding frame can be used for RSS or RSSI
sounding on a packet.

[00239] The AP 1 may record a receiving moment of each signal sounding frame, and perform
sounding on the signal sounding frame, to obtain a first signal quality sounding result. The AP 2
may record a receiving moment of each signal sounding frame, and perform sounding on the signal
sounding frame to obtain a second signal quality sounding result.

[00240] A controller or a central access point may send a signal quality sounding instruction to
the AP 1. After receiving the channel sounding instruction, the AP 1 may send the user association
frame to the AP 2. The user association frame carries identification information of the STA 1. The
controller or the central access point may also send a signal quality sounding instruction to the AP
2. The AP 2 receives the signal quality sounding instruction, and may determine, based on the
identification information of the STA 1 carried in the user association frame, a first signal quality
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sounding result corresponding to the STA 1 from a plurality of obtained second signal quality
sounding results.

[00241] During the RSS or RSSI sounding, the user association frame may also include packet
length information and/or packet fingerprint information. For details, refer to related descriptions
in the foregoing this embodiment of the channel sounding method, and details are not described
herein again.

[00242] In this embodiment of this application, the user association frame carries the
identification information of the first station associated with the first access point, and the first
access point may send the user association frame to the second access point. In this way, the second
access point can learn of the identification information of the first station, to determine the first
signal quality sounding result that matches the first station from the plurality of second signal
quality sounding results that are obtained from the signal guality-sounding frames reported by the
plurality of stations. In other words, signal quality sounding is performed across access points.
[00243] FIG. 9 is a schematic diagram of a structure of a communication apparatus 900. The
communication apparatus 900 may correspondingly implement functions or steps of an AP 1 or an
AP 2 in the method embodiments. The communication apparatus may include a processing module
901 and a transceiver module 902, and optionally, may further include a storage module. The
storage module may be configured to store instructions (code or a program) and/or data. The
processing module 901 and the transceiver module 902 may be coupled to the storage unit. For
example, the processing module 901 may read the instructions (the code or the program) and/or
the data in the storage unit, to implement a corresponding method. The foregoing modules may be
disposed independently, or may be partially or totally integrated.

[00244] In some possible implementations, the communication apparatus 900 can
correspondingly implement behavior and functions of the first access point (AP 1) in the foregoing
method embodiments. For example, the communication apparatus 900 may be the AP 1, or may
be a component (for example, a chip or a circuit) used in the AP 1. The transceiver module 902
may be configured to perform all receiving or sending operations performed by the AP 1 in the
embodiment shown in FIG. 6, for example, S602, S604, S605, and S606 in the embodiment shown
in FIG. 6, and/or configured to support another process of the technology described in this
specification. The processing module 901 is configured to perform all operations, other than the
receiving and sending operations, performed by the AP 1 in the embodiment shown in FIG. 6,
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and/or configured to support another process of the technology described in this specification.
[00245] In some embodiments, the processing module 901 is configured to perform channel
sounding on a channel sounding frame sent by a first station. The transceiver module 902 is
configured to send a user association frame to the second access point. The channel sounding frame
is used for channel sounding, and the first station is associated with the first access point. The user
association frame carries identification information of the first station, and is used to determine a
first channel sounding result that matches the first station from a plurality of second channel
sounding results. The plurality of second channel sounding results are obtained by the second
access point by performing sounding on a plurality of channel sounding frames from a plurality of
stations. The plurality of stations include the first station, and the first station is not associated with
the second access point.
[00246] In an optional implementation, the transceiver module 902 is specifically configured
to:

receive a channel sounding instruction from a controller or a central access point, and
send the user association frame to the second access point. The channel sounding instruction
indicates the first access point to perform channel sounding and send the user association frame to
the second access point.
[00247] In an optional implementation, the user association frame carries a first receiving
moment. The first receiving moment is a receiving moment at which the first access point receives
the channel sounding frame sent by the first station. The first receiving moment is determined
based on a system time point of the first access point. The system time point of the first access
point is synchronized with system time of the second access point.
[00248] Inan optional implementation, the user association frame further includes packet length
information and/or packet fingerprint information. The packet length information indicates a
length of the channel sounding frame received by the first access point from the first station. The
packet fingerprint information includes the packet length information.
[00249] In an optional implementation, the packet length information is determined based on
information carried in a signal field in a PPDU, where the channel sounding frame is carried in the
PPDU.
[00250] Alternatively, the packet length information is determined based on a difference of
moments indicated by PHY-RXEND.indication and PHY-RXSTART.indication that are received

51



10

15

20

25

30

by a MAC layer.
[00251] Alternatively, the packet length information is determined based on a start moment and
an end moment of a CCA during reception of the channel sounding frame sent by the first station.
[00252] Inan optional implementation, the channel sounding frame received by the first access
point from the first station is carried in a PPDU. The packet fingerprint information is determined
based on information carried in a signal field in the PPDU.
[00253] In an optional implementation, the transceiver module 902 is further configured to:
send a channel sounding announcement frame to the controller or the central access
point. The channel sounding announcement frame includes a channel sounding state. The channel
sounding state indicates that a channel sounding result is correct, incorrect, or lost.
[00254] In some other embodiments, the processing module 901 is configured to perform
channel sounding on a first signal sent by the first station. The transceiver module 902 is
configured to send the user association frame to the second access point. The first signal is used
for RSS or RSSI sounding, and the first station is associated with the first access point. The user
association frame carries identification information of the first station, and is used to determine a
first signal quality sounding result that matches the first station from a plurality of second signal
quality sounding results. The plurality of second signal quality sounding results are obtained by
the second access point by performing sounding on a plurality of first signals from a plurality of
stations. The plurality of stations include the first station, and the first station is not associated with
the second access point.
[00255] In an optional implementation, the transceiver module 902 is specifically configured
to:
receive a channel sounding instruction from a controller or a central access point, and
send the user association frame to the second access point. The channel sounding instruction
indicates the first access point to perform sounding on a received signal sounding frame and send
the user association frame to the second access point.
[00256] In an optional implementation, the user association frame carries a first receiving
moment. The first receiving moment is a receiving moment at which the first access point receives
the signal sounding frame sent by the first station. The first receiving moment is determined based
on a system time point of the first access point. The system time point of the first access point is
synchronized with system time of the second access point.

52



10

15

20

25

30

[00257] Inan optional implementation, the user association frame further includes packet length
information and/or packet fingerprint information. The packet length information indicates a
length of the signal sounding frame received by the first access point from the first station. The
packet fingerprint information includes the packet length information.
[00258] In an optional implementation, the packet length information is determined based on
information carried in a signal field in a PPDU, where the signal sounding frame is carried in the
PPDU.
[00259] Alternatively, the packet length information is determined based on a difference of
moments indicated by a physical layer receive end indication PHY-RXEND.indication and a
physical layer receive start indication PHY-RXSTART.indication that are received by a MAC layer.
[00260] Alternatively, the packet length information is determined based on a start moment and
an end moment of a CCA during reception of the signal sounding frame sent by the first station.
[00261] In an optional implementation, the signal sounding frame received by the first access
point from the first station is carried in a PPDU. The packet fingerprint information is determined
based on information carried in a signal field in the PPDU.
[00262] In an optional implementation, the transceiver module 902 is further configured to:
send a signal quality sounding announcement frame to the controller or the central
access point. The signal quality announcement frame includes a signal quality sounding state. The
signal quality sounding state indicates that signal quality is correct, incorrect, or lost.
[00263] In some possible implementations, the communication apparatus 900 can
correspondingly implement behavior and functions of the second access point (the AP 2) in the
foregoing method embodiments. For example, the communication apparatus 900 may be the AP
2, or may be a component (for example, a chip or a circuit) used in the AP 2. The transceiver
module 902 may be configured to perform all receiving or sending operations performed by the
AP 2 in the embodiment shown in FIG. 6, for example, S601, S6615602, S603, and S607 in the
embodiment shown in FIG. 6, and/or configured to support another process of the technology
described in this specification. The processing module 901 is configured to perform all operations,
other than the receiving and sending operations, performed by the AP 1 in the embodiment shown
in FIG. 6, and/or configured to support another process of the technology described in this
specification.
[00264] In some embodiments, the transceiver module 902 is configured to receive a user
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association frame from a first access point. The user association frame carries identification
information of a first station and is used to determine a first channel sounding result of the first
station. The first station is associated with the first access point. The processing module 901 is
configured to determine a first channel sounding result from a plurality of second channel sounding
results based on the user association frame. The plurality of second channel sounding results are
obtained by the second access point by performing sounding on a plurality of channel sounding
frames from a plurality of stations. The channel sounding frame is used for channel sounding.
[00265] In an optional implementation, the processing module 901 is further configured to:
after the transceiver module 902 receives a channel sounding instruction from a
controller or a central access point, determine the first channel sounding result from the plurality
of second channel sounding results. The channel sounding instruction indicates the second access
point to perform sounding on the plurality of channel sounding frames. The plurality of stations
include the first station, and the first station is not associated with the second access point.
[00266] Inan optional implementation, the processing module 901 is specifically configured to:
determine at least one second channel sounding result that meets a first preset condition
in the plurality of second channel sounding results as the first channel sounding result. The first
preset condition is that a difference between a receiving moment of a channel sounding frame
corresponding to the second channel sounding result and a receiving moment of a channel
sounding frame received by the first access point from the first station falls within a first preset
range.
[00267] In an optional implementation, the processing module 901 is further configured to:
determine, based on packet length information, the first channel sounding result from
the at least one second channel sounding result that meets the first preset condition, where the
packet length information indicates a length of the channel sounding frame sent by the first station
to the first access point, and the packet length information is carried in the user association frame;
and/or
determine, based on packet fingerprint information, the first channel sounding result
from the at least one second channel sounding result that meets the first preset condition, where
the packet fingerprint information indicates length information of a channel sounding frame sent
by the first station to the first access point, and the packet fingerprint information is carried in the
user association frame.
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[00268] Inan optional implementation, the processing module 901 is specifically configured to:
determine a second channel sounding result that meets a second preset condition in the
at least one second channel sounding result that meets the first preset condition as the first channel
sounding result. The second preset condition is that a packet length of the channel sounding frame
corresponding to the second channel sounding result and a packet length of the channel sounding
frame received by the first access point from the first station are the same or have a minimum
difference.
[00269] Inan optional implementation, the processing module 901 is specifically configured to:
determine a second channel sounding result that meets a third preset condition in the at
least one second channel sounding result that meets the first preset condition as the first channel
sounding result. The third preset condition is that packet fingerprint information of the channel
sounding frame corresponding to the second channel sounding result is the same as the packet
fingerprint information.
[00270] Inan optional implementation, the processing module 901 is further configured to:
perform timing synchronization with the first access point.
[00271] Insome other embodiments, the transceiver module 902 is configured to receive a user
association frame from a first access point. The user association frame carries identification
information of a first station and is used to determine a signal quality sounding result of the first
station. The first station is associated with the first access point. The signal quality is determined
based on an RSS or an RSSI. The processing module 901 is configured to determine a first signal
quality sounding result that matches the first station from a plurality of second signal quality
sounding results based on the user association frame. The plurality of second signal quality
sounding results are obtained by the second access point by performing sounding on a plurality of
signal sounding frames from a plurality of stations.
[00272] Inan optional implementation, the processing module 901 is specifically configured to:
after the transceiver module 902 receives a channel sounding instruction from a
controller or a central access point, determine the first signal quality sounding result from the
plurality of second signal quality sounding results. The channel sounding instruction indicates the
second access point to perform sounding on the plurality of signal sounding frames. The plurality
of stations include the first station, and the first station is not associated with the second access
point.
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[00273] Inan optional implementation, the processing module 901 is specifically configured to:
determine at least one second signal quality sounding result that meets a first preset
condition in the plurality of second signal quality sounding results as the first signal quality
sounding result. The first preset condition is that a difference between a receiving moment of a
signal sounding frame corresponding to the second signal quality sounding result and a receiving
moment of a signal sounding frame received by the first access point from the first station falls
within a first preset range.
[00274] Inan optional implementation, the processing module 901 is further configured to:
determine, based on packet length information, the first signal quality sounding result
from the at least one second signal quality sounding result that meets the first preset condition,
where the packet length information indicates a length of the signal sounding frame sent by the
first station to the first access point, and the packet length information is carried in the user
association frame; and/or
determine, based on packet fingerprint information, the first signal quality sounding
result from the at least one second signal quality sounding result that meets the first preset
condition, where the packet fingerprint information indicates length information of a signal
sounding frame sent by the first station to the first access point, and the packet fingerprint
information is carried in the user association frame.
[00275] Inan optional implementation, the processing module 901 is specifically configured to:
determine a second signal quality sounding result that meets a second preset condition
in the at least one second signal quality sounding result that meets the first preset condition as the
first signal quality sounding result. The second preset condition is that a packet length of the signal
sounding frame corresponding to the second signal quality sounding result and a packet length of
the signal sounding frame received by the first access point from the first station are the same or
have a minimum difference.
[00276] Inan optional implementation, the processing module 901 is specifically configured to:
determine a second signal quality sounding result that meets a third preset condition in
the at least one second signal quality sounding result that meets the first preset condition as the
first signal quality sounding result. The third preset condition is that packet fingerprint information
of the signal sounding frame corresponding to the second signal quality sounding result is the same
as the packet fingerprint information.
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[00277] Ina possible implementation, the processing module 901 is further configured to:
perform timing synchronization with the first access point.
[00278] FIG. 10 shows a communication apparatus 1000 according to an embodiment of this
application. The communication apparatus 1000 may be an access point, and can implement a
function of the first access point or the second access point in the methods provided in this
embodiment of this application. Alternatively, the communication apparatus 1000 may be an
apparatus that can support the first access point or the second access point to implement a
corresponding function in the methods provided in this embodiment of this application. The
communication apparatus 1000 may be a chip system. In this embodiment of this application, the
chip system may include a chip, or may include a chip and another discrete component.
[00279]  In hardware implementation, the transceiver module 902 may be a transceiver, and the
transceiver is integrated into the communication apparatus 1000, to form a communication
interface 1010.
[00280] The communication apparatus 1000 includes at least one processor 1020, configured
to implement or support the communication apparatus 1000 to implement a function of the first
access point or the second access point in the methods provided in this embodiment of this
application. For details, refer to detailed descriptions in the method example. Details are not
described herein again.
[00281] The communication apparatus 1000 may further include at least one memory 1030,
configured to store program instructions and/or data. The memory 1030 is coupled to the processor
1020. The coupling in this embodiment of this application may be an indirect coupling or a
communication connection between apparatuses, units, or modules in an electrical form, a
mechanical form, or another form, and is used for information exchange between the apparatuses,
the units, or the modules. The processor 1020 may cooperate with the memory 1030. The processor
1020 may execute the program instructions and/or the data stored in the memory 1030, so that the
communication apparatus 1000 implements a corresponding method. At least one of the at least
one memory may be included in the processor.
[00282] The communication apparatus 1000 may further include the communication interface
1010, configured to communicate with another device by using a transmission medium, so that an
apparatus used in the communication apparatus 1000 can communicate with the another device.
For example, when the communication apparatus is the first access point, the another device is the
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second access point, a central access point, or a station. Alternatively, when the communication
apparatus is the second access point, the another device is the first access point, a central access
point, or a station. The processor 1020 may send and receive data through the communication
interface 1010. The communication interface 1010 may be specifically a transceiver.

[00283] A specific connection medium between the communication interface 1010, the
processor 1020, and the memory 1030 is not limited in this embodiment of this application. In this
embodiment of this application, the memory 1030, the processor 1020, and the communication
interface 1010 are connected to each other through a bus 1040 in FIG. 10. The bus is represented
by using a thick line in FIG. 10. A connection manner between other components is only an
example for descriptions, and is not limited thereto. The bus may be classified into an address bus,
a data bus, a control bus, and the like. For ease of representation, only one thick line is for
representing the bus in FIG. 10, but this does not mean that there is only one bus or only one type
of bus.

[00284] In this embodiment of this application, the processor 1020 may be a general-purpose
processor, a digital signal processor, an application-specific integrated circuit, a field
programmable gate array or another programmable logic device, a discrete gate or transistor logic
device, or a discrete hardware component, and may implement or perform the methods, steps, and
logical block diagrams disclosed in this embodiment of this application. The general purpose
processor may be a microprocessor or any conventional processor or the like. The steps of the
method disclosed with reference to this embodiment of this application may be directly performed
by a hardware processor, or may be performed by using a combination of hardware in the processor
and a software module.

[00285] Inthis embodiment of this application, the memory 1030 may be a non-volatile memory,
such as a hard disk drive (hard disk drive, HDD) or a solid-state drive (solid-state drive, SSD), or
may be a volatile memory (volatile memory), such as a random access memory (random-access
memory, RAM). The memory is any other medium that can carry or store expected program code
in a form of an instruction or a data structure and that can be accessed by a computer, but is not
limited thereto. The memory in this embodiment of this application may alternatively be a circuit
or any other apparatus that can implement a storage function, and is configured to store the
program instructions and/or the data.

[00286] It should be noted that the communication apparatus in the foregoing embodiment may
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be a terminal device, a circuit, or a chip used in the terminal device, or may be another combined
component or component that has functions of the terminal device. When the communication
apparatus is the terminal device, the transceiver unit may be a transceiver, and may include an
antenna, a radio frequency circuit, and the like. The processing module may be a processor, for
example, a central processing unit (central processing unit, CPU). When the communication
apparatus is the component that has functions of the terminal device, the transceiver unit may be
a radio frequency unit, and the processing module may be the processor. When the communication
apparatus is the chip system, the transceiver unit may be an input/output interface of the chip
system, and the processing module may be a processor of the chip system.

[00287] An embodiment of this application further provides a communication system.
Specifically, the communication system includes a first access point, a second access point, and a
station, or may further include more first access points and/or more second access points, and a
plurality of stations. For example, the communication system includes the first access point and
the second access point that are configured to implement related functions in FIG. 6. Alternatively,
the communication system includes the first access point, the second access point, and the station
that are configured to implement related functions in FIG. 6.

[00288] The first access point and the second access point are separately configured to
implement functions of the access point related to FIG. 6. The station is configured to implement
functions of the foregoing station related to FIG. 6. For details, refer to the related descriptions in
the method embodiment. Details are not described herein again.

[00289] An embodiment of this application further provides a computer-readable storage
medium, including instructions. When the instructions are run on a computer, the computer
performs the method performed by the first access point or the second access point in FIG. 6; or
when the instructions are run on a computer, the computer performs the method performed by the
station in FIG. 6.

[00290] An embodiment of this application further provides a computer program product,
including instructions. When the computer program product runs on a computer, the computer is
enabled to perform the methods performed by the first access point or the second access point in
FIG. 6. Alternatively, when the computer program product runs on a computer, the computer is
enabled to perform the method performed by the station in FIG. 6.

[00291] Anembodiment of this application provides a chip system. The chip system includes a
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processor, and may further include a memory. The chip system is configured to implement
functions of the first access point and the second access point in the foregoing methods, or is
configured to implement functions of the first access point, the second access point, and the station
in the foregoing methods. The chip system may include a chip, or may include a chip and another
discrete component.

[00292] It should be understood that the terms "system" and "network™ may be used
interchangeably in embodiments of this application. "At least one" means one or more, and "a
plurality of" means two or more. "And/or" describes an association relationship between
associated objects, and indicates that three relationships may exist. For example, A and/or B may
indicate the following three cases: A exists alone, both A and B exist, and B exists alone, where A
and B may be singular or plural. The character "/" generally indicates an "or" relationship between
the associated objects. At least one of the following items (pieces) or a similar expression thereof
refers to any combination of these items, including any combination of singular items (pieces) or
plural items (pieces). For example, at least one of a, b, or c may represent: a, b, ¢, aand b, aand c,
b and c, or a, b, and c, where a, b, and ¢ may be singular or plural.

[00293] In addition, unless otherwise stated, ordinal numbers such as "first" and "second” in
embodiments of this application are for distinguishing between a plurality of objects, but are not
intended to limit an order, a time sequence, priorities, or importance of the plurality of objects. For
example, a first access point and a second access point are merely intended to distinguish between
different access points, but do not indicate that the two access points are different in a priority, a
sending sequence, or importance.

[00294] It should be understood that the processor in embodiments of this application may be a
CPU, or may be another general-purpose processor, a digital signal processor (digital signal
processor, DSP), an application-specific integrated circuit (application-specific integrated circuit,
ASIC), a field programmable gate array (field programmable gate array, FPGA) or another
programmable logic device, a discrete gate or a transistor logic device, a discrete hardware
component, or the like. The general-purpose processor may be a microprocessor, or the processor
may be any conventional processor or the like.

[00295] It may be understood that the memory mentioned in embodiments of this application
may be a volatile memory or a nonvolatile memory, or may include a volatile memory and a
nonvolatile memory. The nonvolatile memory may be a read-only memory (read-only memory,
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ROM), a programmable read-only memory (programmable ROM, PROM), an erasable
programmable read-only memory (erasable PROM, EPROM), an electrically erasable
programmable read-only memory (electrically EPROM, EEPROM), or a flash memory. The
volatile memory may be a random access memory (random access memory, RAM), used as an
external cache. Through example but not limitative description, many forms of RAMs may be
used, for example, a static random access memory (static RAM, SRAM), a dynamic random access
memory (dynamic RAM, DRAM), a synchronous dynamic random access memory (synchronous
DRAM, SDRAM), a double data rate synchronous dynamic random access memory (double data
rate. SDRAM, DDR SDRAM), an enhanced synchronous dynamic random access memory
(enhanced SDRAM, ESDRAM), a synchronous link dynamic random access memory (synchlink
DRAM, SLDRAM), and a direct rambus dynamic random access memory (direct rambus RAM,
DR RAM).

[00296] It should be noted that when the processor is a general purpose processor, a DSP, an
ASIC, an FPGA or another programmable logic device, a discrete gate, a transistor logic device,
or a discrete hardware component, the memory (a storage module) is integrated into the processor.
[00297] It should be noted that the memory described in this specification is intended to include
but not limited to these memories and any memory of another proper type.

[00298] It should be understood that sequence numbers of the foregoing processes do not mean
execution sequences in embodiments of this application. The execution sequences of the processes
should be determined based on functions and internal logic of the processes, and should not
constitute any limitation on implementation processes of embodiments of this application.
[00299] A person skilled in the art may be aware that units and algorithm steps in the examples
described with reference to the embodiments disclosed in this specification can be implemented
by electronic hardware or an interaction of computer software and electronic hardware. Whether
the functions are performed by hardware or software depends on particular applications and design
constraint conditions of the technical solutions. A person skilled in the art may use different
methods to implement the described functions for each particular application, but it should not be
considered that the implementation goes beyond the scope of this application.

[00300] It may be clearly understood by a person skilled in the art that, for the purpose of
convenient and brief description, for a detailed working process of the foregoing system, apparatus,
and unit, refer to a corresponding process in the foregoing method embodiments, and details are

61



10

15

20

25

30

not described herein again.

[00301] In the several embodiments provided in this application, it should be understood that
the disclosed systems, apparatuses, and methods may be implemented in another manner. For
example, the described apparatus embodiment is merely an example. For example, division into
the units is merely logical function division and may be other division in actual implementation.
For example, a plurality of units or components may be combined or integrated into another system,
or some features may be ignored or not performed. In addition, the displayed or discussed mutual
couplings or direct couplings or communication connections may be implemented through some
interfaces. The indirect couplings or communication connections between the apparatuses or units
may be implemented in an electrical form, a mechanical form, or other forms.

[00302] The units described as separate parts may or may not be physically separate. Parts
displayed as units may or may not be physical units, and may be located in one position or may be
distributed on a plurality of network units. Some or all of the units may be selected based on actual
requirements to achieve the objectives of the solutions in embodiments.

[00303] In addition, functional units in embodiments of this application may be integrated into
one processing unit, each of the units may exist alone physically, or two or more units may be
integrated into one unit.

[00304] When the functions are implemented in a form of a software functional unit and sold
or used as an independent product, the functions may be stored in a computer-readable storage
medium. Based on such an understanding, the technical solutions of this application essentially, or
the part contributing to the conventional technology, or some of the technical solutions may be
implemented in a form of a software product. The computer software product is stored in a storage
medium, and includes several instructions for instructing a computer device (which may be a
personal computer, a server, a network device, or the like) to perform all or some of the steps of
the methods described in embodiments of this application. The foregoing storage medium includes:
any medium that can store program code, such as a USB flash drive, a removable hard disk, a read-
only memory (read-only memory, ROM), a random access memory (random access memory,
RAM), a magnetic disk, or an optical disc.

[00305] The foregoing descriptions are merely specific implementations of this application, but
are not intended to limit the protection scope of embodiments of this application. Any variation or
replacement readily figured out by a person skilled in the art within the technical scope disclosed
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in embodiments of this application shall fall within the protection scope of embodiments of this
application. Therefore, the protection scope of embodiments of this application shall be subject to

the protection scope of the claims.
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CLAIMS

What is claimed is:

1. A channel sounding method, comprising:

receiving, by a second access point, a user association frame from a first access point, wherein
the user association frame carries identification information of a first station and is used to
determine a first channel sounding result of the first station, wherein the first station is associated
with the first access point; and

determining, by the second access point, the first channel sounding result from a plurality of
second channel sounding results based on the user association frame, wherein the plurality of
second channel sounding results are obtained by the second access point by performing sounding
on a plurality of channel sounding frames from a plurality of stations, wherein the channel
sounding frame is used for channel sounding.

2. The method according to claim 1, wherein the determining, by the second access point, the
first channel sounding result from a plurality of second channel sounding results based on the user
association frame comprises:

receiving, by the second access point, a channel sounding instruction from a controller or a
central access point, and determining the first channel sounding result from the plurality of second
channel sounding results, wherein the channel sounding instruction indicates the second access
point to perform channel sounding on the plurality of channel sounding frames, the plurality of
stations comprise the first station, and the first station is not associated with the second access
point.

3. The method according to claim 1 or 2, wherein the determining, by the second access point,
the first channel sounding result from a plurality of second channel sounding results based on the
user association frame comprises:

determining, by the second access point, at least one second channel sounding result that
meets a first preset condition in the plurality of second channel sounding results as the first channel
sounding result, wherein the first preset condition is that a difference between a receiving moment
of a channel sounding frame corresponding to the second channel sounding result and a receiving
moment of a channel sounding frame received by the first access point from the first station falls

within a first preset range.
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4. The method according to claim 3, wherein the determining, by the second access point, the
first channel sounding result from a plurality of second channel sounding results based on the user
association frame further comprises:

determining, by the second access point based on packet length information, the first channel
sounding result from the at least one second channel sounding result that meets the first preset
condition, wherein the packet length information indicates a length of the channel sounding frame
sent by the first station to the first access point, and the packet length information is carried in the
user association frame; and/or

determining, by the second access point based on packet fingerprint information, the first
channel sounding result from the at least one second channel sounding result that meets the first
preset condition, wherein the packet fingerprint information indicates length information of a
channel sounding frame sent by the first station to the first access point, and the packet fingerprint
information is carried in the user association frame.

5. The method according to claim 4, wherein the determining, by the first-second access point
based on packet length information, the first channel sounding result from the at least one second
channel sounding result that meets the first preset condition comprises:

determining, by the second access point, a second channel sounding result that meets a second
preset condition in the at least one second channel sounding result that meets the first preset
condition as the first channel sounding result, wherein the second preset condition is that a packet
length of the channel sounding frame corresponding to the second channel sounding result and a
packet length of the channel sounding frame received by the first access point from the first station
are the same or have a minimum difference.

6. The method according to claim 4, wherein the determining, by the second access point
based on packet fingerprint information, the first channel sounding result from the at least one
second channel sounding result that meets the first preset condition comprises:

determining, by the second access point, a second channel sounding result that meets a third
preset condition in the at least one second channel sounding result that meets the first preset
condition as the first channel sounding result, wherein the third preset condition is that packet
fingerprint information of the channel sounding frame corresponding to the second channel
sounding result is the same as the packet fingerprint information.

7. The method according to any one of claims 1 to 6, wherein the method further comprises:
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performing, by the second access point, timing synchronization with the first access point.

8. A channel sounding method, comprising:

performing, by a first access point, channel sounding on a channel sounding frame sent by a
first station, wherein the channel sounding frame is used for channel sounding, and the first station
is associated with the first access point; and

sending, by the first access point, a user association frame to a second access point, wherein
the user association frame carries identification information of the first station, and is used to
determine a first channel sounding result that matches the first station from a plurality of second
channel sounding results, wherein the plurality of second channel sounding results are obtained by
the second access point by performing sounding on a plurality of channel sounding frames from a
plurality of stations, the plurality of stations comprise the first station, and the first station is not
associated with the second access point.

9. The method according to claim 8, wherein the sending, by the first access point, a user
association frame to a second access point comprises:

receiving, by the first access point, a channel sounding instruction from a controller or a
central access point, and sending the user association frame to the second access point, wherein
the channel sounding instruction indicates the first access point to perform channel sounding and
send the user association frame to the second access point.

10. The method according to claim 8 or 9, wherein the user association frame carries a first
receiving moment, wherein the first receiving moment is a receiving moment at which the first
access point receives the channel sounding frame sent by the first station, the first receiving
moment is determined based on a system time point of the first access point, and the system time
point of the first access point is synchronized with a system time point of the second access point.

11. The method according to any one of claims 8 to 10, wherein the user association frame
further comprises packet length information and/or packet fingerprint information, wherein the
packet length information indicates a length of the channel sounding frame received by the first
access point from the first station, and the packet fingerprint information comprises the packet
length information.

12. The method according to claim 11, wherein the packet length information is determined
based on information carried in a signal field in a physical layer protocol data unit PPDU, wherein
the channel sounding frame is carried in the PPDU; or
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the packet length information is determined based on a difference of moments indicated by a
physical layer receive end indication PHY-RXEND.indication and a physical layer receive start
indication PHY-RXSTART.indication that are received by a media access control MAC layer; or

the packet length information is determined based on a start moment and an end moment of
a clear channel assessment CCA during reception of the channel sounding frame sent by the first
station.

13. The method according to claim 11, wherein the channel sounding frame received by the
first access point from the first station is carried in a PPDU, and the packet fingerprint information
is determined based on information carried in a signal field in the PPDU.

14. The method according to any one of claims 8 to 13, wherein the method further comprises:

sending, by the first access point, a channel sounding announcement frame to the controller
or the central access point, wherein the channel sounding announcement frame comprises a
channel sounding state, wherein the channel sounding state indicates that a channel sounding result
IS correct, incorrect, or lost.

15. A signal quality sounding method, comprising:

receiving, by a second access point, a user association frame from a first access point, wherein
the user association frame carries identification information of a first station and is used to
determine a first signal quality sounding result of the first station, wherein the first station is
associated with the first access point, and the signal quality is determined based on a received
signal strength RSS or a received signal strength indicator RSSI; and

determining, by the second access point, the first signal quality sounding result from a
plurality of second signal quality sounding results based on the user association frame, wherein
the plurality of second signal quality sounding results are obtained by the second access point by
performing sounding on a plurality of signal sounding frames from a plurality of stations.

16. The method according to claim 15, wherein the determining, by the second access point,
the first signal quality sounding result from a plurality of second signal quality sounding results
based on the user association frame comprises:

receiving, by the second access point, a channel sounding instruction from a controller or a
central access point, and determining the first signal quality sounding result from the plurality of
second signal quality sounding results, wherein the channel sounding instruction indicates the
second access point to perform sounding on the plurality of signal sounding frames, the plurality
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of stations comprise the first station, and the first station is not associated with the second access
point.

17. The method according to claim 15 or 16, wherein the determining, by the second access
point, the first signal quality sounding result from a plurality of second signal quality sounding
results based on the user association frame comprises:

determining, by the second access point, at least one second signal quality sounding result
that meets a first preset condition in the plurality of second signal quality sounding results as the
first signal quality sounding result, wherein the first preset condition is that a difference between
a receiving moment of a signal sounding frame corresponding to the second signal quality

sounding result and a receiving moment of a signal sounding frame received by the first access

point from the first station falls within a first preset range.
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2218. A signal quality sounding method, comprising:

performing, by a first access point, channel sounding on a signal sounding frame sent by a
first station, wherein the signal sounding frame is used for sounding on a received signal strength
RSS or a received signal strength indicator RSSI, and the first station is associated with the first
access point; and

sending, by the first access point, a user association frame to a second access point, wherein
the user association frame carries identification information of the first station, and is used to
determine a signal quality sounding result that matches the first station from a plurality of second
signal quality sounding results, wherein the plurality of second signal quality sounding results are
obtained by the second access point by performing sounding on a plurality of signal sounding
frames from a plurality of stations, the plurality of stations comprise the first station, and the first
station is not associated with the second access point.

2319. The method according to claim 2218, wherein the sending, by the first access point, a
user association frame to a second access point comprises:

receiving, by the first access point, a channel sounding instruction from a controller or a
central access point, and sending the user association frame to the second access point, wherein
the channel sounding instruction indicates the first access point to perform channel sounding on
the received signal sounding frame and send the user association frame to the second access point.
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6120. An apparatus, configured to perform the method according to any one of claims 1 to 75
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