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METHODS, APPARATUSES, DEVICES, AND SYSTEMS 

FOR TESTING BIOMETRIC RECOGNITION DEVICE 

TECHNICAL FIELD 

[0001] The present specification relates to the field of computer technologies, and in 

particular, to methods, apparatuses, devices, and systems for testing a biometric 5 

recognition device. 

BACKGROUND 

[0002] With the continuous development of computer technologies, end-user devices 

provide users with more identity recognition methods, such as fingerprint recognition, 

facial image recognition, and other biometric recognition methods. How to test the 10 

biometric recognition performance of the end-user devices has become a focus of 

device providers. 

[0003] At present, the biometric recognition performance of an end-user device can 

be tested through artificial participation. For example, for end-user devices with 

fingerprint recognition functions, a testee can input fingerprints to different end-user 15 

devices in different environments (such as a normal temperature environment and 

strong light environment) and determine the biometric recognition performance of each 

end-user device based on a fingerprint recognition result of each end-user device. 

[0004] However, for different biometric recognition devices (i.e. end-user devices 

with biometric recognition functions), because the biometric characteristics of the testee 20 

may change (for example, the pattern clarity and the humidity of the biometric 

characteristics will change), and different environments have different environment 

impact on the biometric characteristics of the testee, the performance determining 

accuracy of the biometric recognition devices is poor. In addition, an artificial test 

method also makes the performance determining efficiency of the biometric recognition 25 

device low. Therefore, a performance determining solution for the biometric 

recognition device with higher determining efficiency and accuracy needs to be 

provided. 
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SUMMARY 

[0005] The embodiments of the present specification aim to provide methods, 

apparatuses, devices, and systems for testing a biometric recognition device, so as to 

provide a performance determining solution for the biometric recognition device with 

higher determining efficiency and accuracy. 5 

[0006] To achieve the previously described technical solutions, the embodiments of 

the present specification are implemented below: 

[0007] According to a first aspect, embodiments of the present specification provide 

a method for testing a biometric recognition device. The method includes the following: 

a target simulated component required for testing the performance of a biometric 10 

characteristic recognition device is obtained from simulated components that include 

biometric characteristics, where the simulated components are constructed based on 

biometric characteristics of a predetermined body part of a target user; a mechanical 

arm is controlled, based on a camera component arranged on the mechanical arm in 

target test environments with the same test parameters, to respectively input biometric 15 

characteristic information of the target simulated component to the biometric 

characteristic recognition device, where the test parameters include a light parameter in 

the target test environment and a pressing force parameter and a pressing angle 

parameter of the mechanical arm for the target simulated component; and a recognition 

result obtained by the biometric characteristic recognition device by recognizing the 20 

biometric characteristic information of the target simulated component based on 

predetermined reference biometric characteristic information is obtained, and a 

performance test result of the biometric characteristic recognition device is determined 

based on the recognition result. 

[0008] According to a second aspect, embodiments of the present specification 25 

provide an apparatus for testing a biometric recognition device. The apparatus includes: 

a selection module, configured to obtain a target simulated component required for 

testing the performance of a biometric characteristic recognition device from simulated 

components that include biometric characteristics, where the simulated components are 

constructed based on biometric characteristics of a predetermined body part of a target 30 

user; a first input module, configured to control, based on a camera component arranged 

on the mechanical arm in target test environments with the same test parameters, a 

mechanical arm to respectively input biometric characteristic information of the target 
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simulated component to the biometric characteristic recognition device, where the test 

parameters include a light parameter in the target test environment and a pressing force 

parameter and a pressing angle parameter of the mechanical arm for the target simulated 

component; and a first recognition module, configured to obtain a recognition result 

obtained by the biometric characteristic recognition device by recognizing the 5 

biometric characteristic information of the target simulated component based on 

predetermined reference biometric characteristic information, and determine a 

performance test result of the biometric characteristic recognition device based on the 

recognition result. 

[0009] According to a third aspect, embodiments of the present specification provide 10 

a device for testing a biometric recognition device. The device for testing a biometric 

recognition device includes: a processor; and a memory configured to store computer-

executable instructions that, when being executed, cause the processor to: obtain a 

target simulated component required for testing the performance of a biometric 

characteristic recognition device from simulated components that include biometric 15 

characteristics, the simulated components are constructed based on biometric 

characteristics of a predetermined body part of a target user; control, based on a camera 

component arranged on the mechanical arm in target test environments with the same 

test parameters, a mechanical arm to respectively input biometric characteristic 

information of the target simulated component to the biometric characteristic 20 

recognition device, where the test parameters include a light parameter in the target test 

environment and a pressing force parameter and a pressing angle parameter of the 

mechanical arm for the target simulated component; and obtain a recognition result 

obtained by the biometric characteristic recognition device by recognizing the 

biometric characteristic information of the target simulated component based on 25 

predetermined reference biometric characteristic information, and determine a 

performance test result of the biometric characteristic recognition device based on the 

recognition result. 

[0010] According to a fourth aspect, embodiments of the present specification 

provide a system for testing a biometric recognition device. The system includes a 30 

mechanical arm provided with a camera component, simulated components, and a 

controller. The controller is configured to obtain a target simulated component required 

for testing the performance of a biometric characteristic recognition device from 

simulated components that include biometric characteristics, where the simulated 
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components are constructed based on biometric characteristics of a predetermined body 

part of a target user; control, based on a camera component arranged on the mechanical 

arm in target test environments with the same test parameters, a mechanical arm to 

respectively input biometric characteristic information of the target simulated 

component to the biometric characteristic recognition device, where the test parameters 5 

include a light parameter in the target test environment and a pressing force parameter 

and a pressing angle parameter of the mechanical arm for the target simulated 

component; and obtain a recognition result obtained by the biometric characteristic 

recognition device by recognizing the biometric characteristic information of the target 

simulated component based on predetermined reference biometric characteristic 10 

information, and determine a performance test result of the biometric characteristic 

recognition device based on the recognition result. 

[0011] According to a fifth aspect, embodiments of the present specification provide 

a storage medium. The storage medium is configured to store computer-executable 

instructions that, when being executed, implement the following processes: obtaining a 15 

target simulated component required for testing the performance of a biometric 

characteristic recognition device from simulated components that include biometric 

characteristics, where the simulated components are constructed based on biometric 

characteristics of a predetermined body part of a target user; controlling, based on a 

camera component arranged on the mechanical arm in target test environments with the 20 

same test parameters, a mechanical arm to respectively input biometric characteristic 

information of the target simulated component to the biometric characteristic 

recognition device, where the test parameters include a light parameter in the target test 

environment and a pressing force parameter and a pressing angle parameter of the 

mechanical arm for the target simulated component; and obtaining a recognition result 25 

obtained by the biometric characteristic recognition device by recognizing the 

biometric characteristic information of the target simulated component based on 

predetermined reference biometric characteristic information, and determining a 

performance test result of the biometric characteristic recognition device based on the 

recognition result. 30 
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BRIEF DESCRIPTION OF DRAWINGS 

[0012] In order to describe the embodiments of the present specification or the 

technical solutions in the existing technologies more clearly, accompanying drawings 

required for describing the embodiments or the existing technologies will be briefly 

introduced below. Clearly, the accompanying drawings in the description below show 5 

only some embodiments in the present specification, and a person of ordinary skill in 

the art may still derive other drawings from these accompanying drawings without 

creative efforts. 

[0013] FIG. 1 is a flowchart illustrating embodiments of a method for testing a 

biometric recognition device, according to the present specification; 10 

[0014] FIG. 2 is a flowchart illustrating embodiments of another method for testing 

a biometric recognition device, according to the present specification; 

[0015] FIG. 3 is a schematic structural diagram illustrating embodiments of an 

apparatus for testing a biometric recognition device, according to the present 

specification; and 15 

[0016] FIG. 4 is a schematic structural diagram illustrating a device for testing a 

biometric recognition device, according to the present specification. 

DESCRIPTION OF EMBODIMENTS 

[0017] The embodiments of the present specification provide methods, apparatuses, 

devices, and systems for testing a biometric recognition device. 20 

[0018] To make a person skilled in the art understand the technical solutions in the 

present specification better, the following clearly and completely describes the 

technical solutions in the embodiments of the present specification with reference to the 

accompanying drawings in the embodiments of the present specification. Clearly, the 

described embodiments are merely some but not all of the embodiments of the present 25 

specification. All other embodiments obtained by persons of ordinary skill in the art 

based on the embodiments of the present specification without creative efforts shall fall 

within the protection scope of the present specification. 

[0019] Embodiment I 

[0020] As shown in FIG. 1, embodiments of the present specification provide a 30 

method for testing a biometric recognition device. The method can be executed by an 
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end-user device or a server. The end-user device can be a device such as a personal 

computer, or can be a mobile end-user device such as a mobile phone or a tablet 

computer. The server can be a stand-alone server, or a server cluster including a 

plurality of servers. The method can specifically include the following steps. 

[0021] S102. Obtain a target simulated component required for testing the 5 

performance of a biometric characteristic recognition device from simulated 

components that include biometric characteristics. 

[0022] The simulated components can be constructed based on biometric 

characteristics of a predetermined body part of a target user. The predetermined body 

part can be a part that has biometric characteristics, such as a finger or a palm, of the 10 

target user. The biometric characteristic can be recognized by the biometric 

characteristic recognition device, such as a fingerprint or palmprint. The biometric 

characteristic recognition device can be configured to collect biometric characteristic 

information of a user and compare the collected biometric characteristic information of 

the user with pre-stored biometric characteristic information to determine whether they 15 

are the same biometric characteristic information. For example, the predetermined body 

part of the target user can be a finger, the simulated component can be a simulated 

finger constructed based on the fingerprint of the finger of the target user, and the 

biometric characteristic recognition device can be a fingerprint recognition device. The 

fingerprint recognition device can be an optical fingerprint sensor that obtains a 20 

fingerprint image by collecting an optical signal, a capacitive fingerprint sensor that 

obtains a fingerprint image by collecting a capacitive signal, etc. 

[0023] In implementation, with the continuous development of computer 

technologies, end-user devices provide users with more identity recognition methods, 

such as fingerprint recognition, facial image recognition, and other biometric 25 

recognition methods. How to test the biometric recognition performance of the end-

user devices has become a focus of device providers. 

[0024] At present, the biometric recognition performance of an end-user device can 

be tested through artificial participation. For example, for end-user devices with 

fingerprint recognition functions, a testee can input fingerprints to different end-user 30 

devices in different environments (such as a normal temperature environment and 

strong light environment) and determine the biometric recognition performance of each 

end-user device based on a fingerprint recognition result of each end-user device. 

However, for different biometric recognition devices (i.e. end-user devices with 
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biometric recognition functions), because the biometric characteristics of the testee may 

change (for example, the pattern clarity and the humidity of the biometric 

characteristics will change), and different environments have different environment 

impact on the biometric characteristics of the testee, the performance determining 

accuracy of the biometric recognition devices is poor. In addition, an artificial test 5 

method also makes the performance determining efficiency of the biometric recognition 

device low. Therefore, a performance determining solution for the biometric 

recognition device with higher determining efficiency and accuracy needs to be 

provided. In view of the previous description, the embodiments of the present 

specification provide a technical solution. For details, references can be made to the 10 

following content. 

[0025] A plurality of simulated components can be encoded, and a recognition code 

of each simulated component obtained through encoding is placed on the corresponding 

simulated component; meanwhile, the recognition code of each simulated component 

can be input to a server, and then the server can obtain a target simulated component 15 

from the simulated components based on the recognition codes. For example, a 

corresponding QR code can be generated based on component information of each 

simulated component, and is placed on the corresponding simulated component. In 

addition, the QR code of each simulated component can be input to the server, and the 

server can determine a QR code of the target simulated component required for testing 20 

the performance of the current biometric characteristic recognition device based on the 

QR code of each simulated component, and select the corresponding target simulated 

component based on the QR code. 

[0026] S104. Control, based on a camera component arranged on the mechanical arm 

in target test environments with the same test parameters, a mechanical arm to 25 

respectively input biometric characteristic information of the target simulated 

component to the biometric characteristic recognition device. 

[0027] The test parameters include a light parameter in the target test environment 

and a pressing force parameter and a pressing angle parameter of the mechanical arm 

for the target simulated component. The camera component arranged on the mechanical 30 

arm can obtain image information of the target simulated component and transmit the 

image information to an image processing system, and the image processing system 

converts the image information into digital information based on pixel distribution, 

brightness, color, and other information in the obtained image information. Then, the 
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image processing system calculates the digital information and extracts characteristics 

of the target simulated component, and then control the mechanical arm to input the 

biometric characteristic information of the target simulated component to the 

corresponding biometric characteristic recognition device. 

[0028] In implementation, there can be a plurality of biometric characteristic 5 

recognition devices. The camera component arranged on the mechanical arm can 

control the mechanical arm to respectively input the biometric characteristic 

information of the target simulated component to the biometric characteristic 

recognition devices in order. 

[0029] Since the target simulated component is input to each biometric characteristic 10 

recognition device in target test steps with the same test parameters, the consistency of 

environment variables during recognition of the target simulated component by the 

biometric characteristic recognition devices can be ensured, so as to improve the 

performance test accuracy of the biometric characteristic recognition device, and the 

accuracy of performance comparison between the plurality of biometric characteristic 15 

recognition devices can also be ensured. 

[0030] S106. Obtain a recognition result obtained by the biometric characteristic 

recognition device by recognizing the biometric characteristic information of the target 

simulated component based on predetermined reference biometric characteristic 

information, and determine a performance test result of the biometric characteristic 20 

recognition device based on the recognition result. 

[0031] The predetermined reference biometric characteristic information can be pre-

stored biometric characteristic information of the predetermined body part of the target 

user, or can be pre-input biometric characteristic information of the simulated 

component. 25 

[0032] In implementation, a false acceptance rate (FAR) and a false rejection rate 

(FRR) obtained by the biometric characteristic recognition device by recognizing the 

biometric characteristic information of the target simulated component based on the 

predetermined reference biometric characteristic information can be obtained, and a 

corresponding recognition result can be determined. That is, the performance test result 30 

of the biometric characteristic recognition device can be obtained, based on the FAR 

and the FRR. 

[0033] The biometric characteristic recognition device recognizes that a matching 

score between the biometric characteristic information of the target simulated 



9 

component and the predetermined reference biometric characteristic information is 

greater than a predetermined matching threshold when the biometric characteristic 

information of the target simulated component is different from the predetermined 

reference biometric characteristic information during testing of the biometric 

characteristic recognition device by using a plurality of target simulated components. 5 

In this case, the FAR is a ratio of the number of target simulated components with the 

same biometric characteristic information as the predetermined reference biometric 

characteristic information to the number of all the target simulated components. 

[0034] The biometric characteristic recognition device recognizes that a matching 

score between the biometric characteristic information of the target simulated 10 

component and the predetermined reference biometric characteristic information is not 

greater than a predetermined matching threshold when the biometric characteristic 

information of the target simulated component is the same as the predetermined 

reference biometric characteristic information during testing of the biometric 

characteristic recognition device by using a plurality of target simulated components. 15 

In this case, the FRR is a ratio of the number of target simulated components with 

different biometric characteristic information from the predetermined reference 

biometric characteristic information to the number of all the target simulated 

components. 

[0035] In addition, the plurality of biometric characteristic recognition devices can 20 

be further sorted based on an FAR and an FRR of each biometric characteristic 

recognition device, and a sorting result is regarded as the performance test result of each 

biometric characteristic recognition device. 

[0036] The previously described determining method for the performance test result 

of the biometric characteristic recognition device is an optional and implementable 25 

determining method. In practice, there can be many different determining methods 

based on different actual application scenarios. Embodiments of the present 

specification set no specific limitations thereto. 

[0037] Embodiments of the present specification provide the method for testing a 

biometric recognition device. The target simulated component required for testing the 30 

performance of the biometric characteristic recognition device is obtained from the 

simulated components that include the biometric characteristics, where the simulated 

components are constructed based on the biometric characteristics of the predetermined 

body part of the target user; the mechanical arm is controlled, based on the camera 
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component arranged on the mechanical arm in the target test environments with the 

same test parameters, to respectively input the biometric characteristic information of 

the target simulated component to the biometric characteristic recognition device, 

where the test parameters include the light parameter in the target test environment, and 

the pressing force parameter and the pressing angle parameter of the mechanical arm 5 

for the target simulated component; and the recognition result obtained by the biometric 

characteristic recognition device by recognizing the biometric characteristic 

information of the target simulated component based on the predetermined reference 

biometric characteristic information is obtained, and the performance test result of the 

biometric characteristic recognition device is determined based on the recognition 10 

result. As such, the mechanical arm, the camera component arranged on the mechanical 

arm, and the simulated components replace the artificial participation, so that the 

performance determining efficiency of the biometric characteristic recognition device 

can be improved; furthermore, the biometric characteristic recognition device is 

subjected to the performance test under the target test steps with the same test 15 

parameters, so that the performance determining accuracy can be guaranteed, i.e. the 

performance determining efficiency and accuracy of the biometric characteristic 

recognition device can be improved. 

[0038] Embodiment II 

[0039] As shown in FIG. 2, embodiments of the present specification provide a 20 

method for testing a biometric recognition device. The method can be executed by an 

end-user device or a server. The end-user device can be a device such as a personal 

computer, or can be a mobile end-user device such as a mobile phone or a tablet 

computer. The server can be a stand-alone server, or a server cluster including a 

plurality of servers. The method can specifically include the following steps. 25 

[0040] S202. Obtain biometric characteristic images of a predetermined body part of 

a target user in different environments. 

[0041] Simulated components can be constructed based on the biometric 

characteristic images of biometric characteristics of the predetermined body part of the 

target user in different environments. The different environments correspond to 30 

different environment temperatures, environment humidity, light intensity, and 

humidity of the biometric characteristics of the predetermined body part of the target 

user. For example, a plurality of different environments can include a normal 

temperature indoor environment that the humidity of the biometric characteristics of 
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the predetermined body part of the target user is greater than a first humidity threshold 

and less than a second humidity threshold, a normal temperature indoor environment 

that the humidity of the biometric characteristics of the predetermined body part of the 

target user is not greater than the first humidity threshold, a normal temperature indoor 

environment that the humidity of the biometric characteristics of the predetermined 5 

body part of the target user is not less than the second humidity threshold, a strong light 

environment that the humidity of the biometric characteristics of the predetermined 

body part of the target user is greater than the first humidity threshold and less than the 

second humidity threshold, and a cold environment that the humidity of the biometric 

characteristics of the predetermined body part of the target user is greater than the first 10 

humidity threshold and less than the second humidity threshold, etc. 

[0042] In implementation, the corresponding simulated components can be 

constructed based on the biometric characteristic images of the predetermined body part 

of the target user in different environments. 

[0043] S204. Extract an image characteristic of a biometric characteristic image 15 

corresponding to each environment in the different environments based on a 

predetermined image characteristic extraction algorithm. 

[0044] The predetermined image characteristic extraction algorithm can be a 

directional gradient histogram algorithm, a Gaussian function difference algorithm, a 

local binary pattern algorithm, etc. 20 

[0045] In implementation, the biometric characteristic images of the predetermined 

body part of the target user can have different image characteristics in different 

environments (for example, in the cold environment that the humidity of the biometric 

characteristics of the predetermined body part of the target user is greater than the first 

humidity threshold and less than the second humidity threshold, the obtained biometric 25 

characteristic images of the predetermined body part of the target user may include 

short lines caused by a broken pattern; in the normal temperature indoor environment 

that the humidity of the biometric characteristics of the predetermined body part of the 

target user is not less than the second humidity threshold, the obtained biometric 

characteristic images of the predetermined body part of the target user may contain 30 

image noise corresponding to water droplets). Therefore, the biometric characteristic 

image corresponding to each environment can be subjected to characteristic extraction 

by using the predetermined image characteristic extraction algorithm to obtain the 
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image characteristic of the biometric characteristic image corresponding to each 

environment. 

[0046] In addition, when each environment corresponds to a plurality of biometric 

characteristic images (i.e. each environment can correspond to a plurality of image 

characteristics), the image characteristics of the plurality of biometric characteristic 5 

images can be processed based on a predetermined machine learning algorithm (such 

as a clustering algorithm). 

[0047] S206. Adjust a simulated component in a target environment based on the 

image characteristic in the target environment to obtain the simulated component. 

[0048] The target environment can be any one of the different environments. 10 

[0049] In implementation, in practice, S206 can be processed in various ways. One 

optional implementation is provided below. For details, references can be made to the 

following step I to step III. 

[0050] Step I. Obtain first environment information containing the simulated 

component, and a second biometric characteristic image of the predetermined body part 15 

of the target user corresponding to the simulated component in an environment 

corresponding to the first environment information. 

[0051] Step II. Obtain a first false acceptance rate and a first false rejection rate of 

the biometric characteristic recognition device for the simulated component, and a 

second false acceptance rate and a second false rejection rate of the biometric 20 

characteristic recognition device for the second biometric characteristic image. 

[0052] Step III. Obtain the image characteristic in the environment corresponding to 

the first environment information when a difference between the first false acceptance 

rate and the second false acceptance rate is not less than a predetermined first threshold 

and/or a difference between the first false rejection rate and the second false rejection 25 

rate is not less than a predetermined second threshold, and adjust the simulated 

component based on the image characteristic to obtain the simulated component. 

[0053] In implementation, the simulated component can be adjusted through laser 

engraving or chemical etching to cause a difference between the biometric 

characteristic of the simulated component and the biometric characteristic of the 30 

predetermined body part of the target user to be less than a predetermined threshold. 

[0054] S208. Control a mechanical arm to select a target simulated component from 

simulated components that include biometric characteristics based on a camera 

component arranged on the mechanical arm. 
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[0055] The biometric characteristics can include one or more of fingerprint 

characteristics and palmprint characteristics. 

[0056] S210. Control, based on the camera component arranged on the mechanical 

arm in target test environments with the same test parameters, the mechanical arm to 

respectively input biometric characteristic information of the target simulated 5 

component to a biometric characteristic recognition device. 

[0057] For a specific processing process of S210, references can be made to the 

related content of S104 in previously described embodiment I. Details are omitted here 

for simplicity. 

[0058] S212. Input biometric characteristic information of the simulated components 10 

to the biometric characteristic recognition device, and use the biometric characteristic 

information of the simulated components as the predetermined reference biometric 

characteristic information. 

[0059] S214. Obtain a recognition result obtained by the biometric characteristic 

recognition device by recognizing the biometric characteristic information of the target 15 

simulated component based on the predetermined reference biometric characteristic 

information and pattern information on a film. 

[0060] The film that contains a predetermined pattern can cover the biometric 

characteristic recognition device. The film that contains the predetermined pattern can 

contain a predetermined pattern that can be recognized by the biometric characteristic 20 

recognition device and have obvious pattern characteristics. 

[0061] S216. Determine a performance test result of the biometric characteristic 

recognition device based on the recognition result. 

[0062] In implementation, assuming that an image recognized by the biometric 

characteristic recognition device contains the pattern information on the film and the 25 

biometric characteristic information of the target simulated component, the image can 

be matched with the reference biometric characteristic information. If the matching 

succeeds, it indicates that the recognition accuracy of the biometric characteristic 

recognition device is low, i.e. the performance of the biometric characteristic 

recognition device is low. 30 

[0063] S218. Obtain biometric characteristic images of the predetermined body part 

of the target user corresponding to the simulated components, and construct biometric 

characteristic test components based on the biometric characteristic images. 
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[0064] The biometric characteristic images can be images obtained through 

processing based on a predetermined image processing method; and the predetermined 

image processing method includes but is not limited to a mirroring processing method, 

an inverted color processing method, and a sharpening processing method. The 

biometric characteristic test components are configured to input the biometric 5 

characteristics of the predetermined body part of the target user to the biometric 

characteristic recognition device. For example, the biometric characteristic test 

component can be a transparent thin film, silica gel, etc. that includes the biometric 

characteristic of the predetermined body part of the target user. 

[0065] In implementation, the biometric characteristic image of the predetermined 10 

body part of the target user can be obtained in a non-cooperative mode. For example, 

an image with the biometric characteristic image of the predetermined body part of the 

target user can be obtained by scanning text information with the biometric 

characteristic image of the predetermined body part of the target user. This image is 

processed by using the predetermined image processing method to obtain the biometric 15 

characteristic image of the predetermined body part of the target user. The biometric 

characteristic test component is constructed based on the obtained biometric 

characteristic image. 

[0066] S220. Control, based on the camera component arranged on the mechanical 

arm in the target test environments with the same test parameters, the mechanical arm 20 

to respectively input the biometric characteristics in the biometric characteristic test 

components to the biometric characteristic recognition device. 

[0067] In implementation, in practice, S220 can be processed in various ways. One 

optional implementation is provided below. For details, references can be made to the 

following step I to step IV. 25 

[0068] Step I. Control the mechanical arm to place the biometric characteristic test 

components on the biometric characteristic recognition device based on the camera 

component arranged on the mechanical arm, and obtain position information of the 

biometric characteristic test components on the biometric characteristic recognition 

device based on the camera component arranged on the mechanical arm. 30 

[0069] Step II. Detect whether the biometric characteristic test components are 

placed on predetermined recognition regions of the recognition device based on the 

position information. 
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[0070] Step III. Control the mechanical arm to adjust the biometric characteristic test 

components to the predetermined recognition regions of the biometric characteristic 

recognition device based on the camera component arranged on the mechanical arm 

when detecting that the biometric characteristic test components are not placed on the 

predetermined recognition regions of the recognition device. 5 

[0071] Step IV. Control the mechanical arm to press the biometric characteristic test 

components to input the biometric characteristics in the biometric characteristic test 

components to the biometric characteristic recognition device. 

[0072] S222. Obtain a first recognition result obtained by the biometric characteristic 

recognition device by recognizing the biometric characteristics in the biometric 10 

characteristic test components based on the predetermined reference biometric 

characteristic information, and determine a safety test result of the biometric 

characteristic recognition device based on the first recognition result. 

[0073] In implementation, a spoof acceptance rate (SAR) obtained by the biometric 

characteristic recognition device by recognizing the biometric characteristic image 15 

based on the predetermined reference biometric characteristic information can be 

obtained to determine the first recognition result. 

[0074] There are biometric characteristic test components actually having different 

biometric characteristics from the predetermined reference biometric characteristic 

information during the testing of the biometric characteristic recognition device by 20 

using a plurality of biometric characteristic test components, and a matching degree 

between each of the biometric characteristics in the determined biometric characteristic 

test components and the predetermined reference biometric characteristic information 

is greater than a predetermined matching degree threshold when the biometric 

characteristic recognition device compares the biometric characteristics in the biometric 25 

characteristic test component with the predetermined reference biometric characteristic 

information. In this case, a ratio of the number of the biometric characteristic 

components to the number of all the biometric characteristic components is the SAR. 

[0075] Embodiments of the present specification provide the method for testing a 

biometric recognition device. The target simulated component required for testing the 30 

performance of the biometric characteristic recognition device is obtained from the 

simulated components that include the biometric characteristics, where the simulated 

components are constructed based on the biometric characteristics of the predetermined 

body part of the target user; the mechanical arm is controlled, based on the camera 
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component arranged on the mechanical arm in the target test environments with the 

same test parameters, to respectively input the biometric characteristic information of 

the target simulated component to the biometric characteristic recognition device, 

where the test parameters include the light parameter in the target test environment, and 

the pressing force parameter and the pressing angle parameter of the mechanical arm 5 

for the target simulated component; and the recognition result obtained by the biometric 

characteristic recognition device by recognizing the biometric characteristic 

information of the target simulated component based on the predetermined reference 

biometric characteristic information is obtained, and the performance test result of the 

biometric characteristic recognition device is determined based on the recognition 10 

result. As such, the mechanical arm, the camera component arranged on the mechanical 

arm, and the simulated components replace the artificial participation, so that the 

performance determining efficiency of the biometric characteristic recognition device 

can be improved; furthermore, the biometric characteristic recognition device is 

subjected to the performance test under the target test steps with the same test 15 

parameters, so that the performance determining accuracy can be guaranteed, i.e. the 

performance determining efficiency and accuracy of the biometric characteristic 

recognition device can be improved. 

[0076] Embodiment III 

[0077] The above describes the methods for testing a biometric recognition device 20 

provided in the embodiments of the present specification. Embodiments of the present 

specification further provide a system for testing a biometric recognition device. 

[0078] The system for testing a biometric recognition device includes a mechanical 

arm provided with a camera component, simulated components, and a controller. 

[0079] The controller can be configured to obtain a target simulated component 25 

required for testing the performance of a biometric characteristic recognition device 

from simulated components that include biometric characteristics, where the simulated 

components are constructed based on biometric characteristics of a predetermined body 

part of a target user; control, based on a camera component arranged on the mechanical 

arm in target test environments with the same test parameters, a mechanical arm to 30 

respectively input biometric characteristic information of the target simulated 

component to the biometric characteristic recognition device, where the test parameters 

include a light parameter in the target test environment and a pressing force parameter 

and a pressing angle parameter of the mechanical arm for the target simulated 
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component; and obtain a recognition result obtained by the biometric characteristic 

recognition device by recognizing the biometric characteristic information of the target 

simulated component based on predetermined reference biometric characteristic 

information, and determine a performance test result of the biometric characteristic 

recognition device based on the recognition result. 5 

[0080] In addition, the controller can be further configured to control the mechanical 

arm to select the target simulated component from the simulated components that 

include the biometric characteristics based on the camera component arranged on the 

mechanical arm. 

[0081] The controller can be further configured to input biometric characteristic 10 

information of the simulated components to the biometric characteristic recognition 

device, and use the biometric characteristic information of the simulated components 

as the predetermined reference biometric characteristic information. 

[0082] The controller can be further configured to obtain biometric characteristic 

images of the predetermined body part of the target user corresponding to the simulated 15 

components, and construct biometric characteristic test components based on the 

biometric characteristic images, the biometric characteristic test components are 

configured to input the biometric characteristics of the predetermined body part of the 

target user to the biometric characteristic recognition device; control, based on the 

camera component arranged on the mechanical arm in the target test environments with 20 

the same test parameters, the mechanical arm to respectively input the biometric 

characteristics in the biometric characteristic test components to the biometric 

characteristic recognition device; and obtain a first recognition result obtained by the 

biometric characteristic recognition device by recognizing the biometric characteristics 

in the biometric characteristic test components based on the predetermined reference 25 

biometric characteristic information, and determine a safety test result of the biometric 

characteristic recognition device based on the first recognition result. 

[0083] The controller can be further configured to control the mechanical arm to 

place the biometric characteristic test components on the biometric characteristic 

recognition device based on the camera component arranged on the mechanical arm, 30 

and obtain position information of the biometric characteristic test components on the 

biometric characteristic recognition device based on the camera component arranged 

on the mechanical arm; detect whether the biometric characteristic test components are 

placed on predetermined recognition regions of the recognition device based on the 
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position information; control the mechanical arm to adjust the biometric characteristic 

test components to the predetermined recognition regions of the biometric characteristic 

recognition device based on the camera component arranged on the mechanical arm 

when detecting that the biometric characteristic test components are not placed on the 

predetermined recognition regions of the recognition device; and control the 5 

mechanical arm to press the biometric characteristic test components to input the 

biometric characteristics in the biometric characteristic test components to the 

biometric characteristic recognition device. 

[0084] The simulated components are constructed based on biometric characteristic 

images of the biometric characteristics of the predetermined body part of the target user 10 

in different environments; the different environments correspond to different 

environment temperatures, environment humidity, light intensity, and humidity of the 

biometric characteristics of the predetermined body part of the target user; and the 

controller can be further configured to obtain the biometric characteristic images of the 

predetermined body part of the target user in the different environments; extract an 15 

image characteristic of a biometric characteristic image corresponding to each 

environment in the different environments based on a predetermined image 

characteristic extraction algorithm; and adjust a simulated component in a target 

environment based on the image characteristic in the target environment to obtain the 

simulated component, the target environment can be any one of the different 20 

environments. 

[0085] The controller can be further configured to obtain first environment 

information containing the simulated component, and a second biometric characteristic 

image of the predetermined body part of the target user corresponding to the simulated 

component in an environment corresponding to the first environment information; 25 

obtain a first false acceptance rate and a first false rejection rate of the biometric 

characteristic recognition device for the simulated component, and a second false 

acceptance rate and a second false rejection rate of the biometric characteristic 

recognition device for the second biometric characteristic image; and obtain the image 

characteristic in the environment corresponding to the first environment information 30 

when a difference between the first false acceptance rate and the second false 

acceptance rate is not less than a predetermined first threshold, and/or a difference 

between the first false rejection rate and the second false rejection rate is not less than 
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a predetermined second threshold, and adjust the simulated component based on the 

image characteristic to obtain the simulated component. 

[0086] The controller can be further configured to obtain a recognition result 

obtained by the biometric characteristic recognition device by recognizing the 

biometric characteristic information of the target simulated component based on the 5 

predetermined reference biometric characteristic information and pattern information 

on a film. 

[0087] Embodiments of the present specification provide the system for testing a 

biometric recognition device. The system for testing a biometric recognition device is 

applied to the method for testing a biometric recognition device. The target simulated 10 

component required for testing the performance of the biometric characteristic 

recognition device is obtained from the simulated components that include the 

biometric characteristics, the simulated components are constructed based on the 

biometric characteristics of the predetermined body part of the target user; the 

mechanical arm is controlled, based on the camera component arranged on the 15 

mechanical arm in the target test environments with the same test parameters, to 

respectively input the biometric characteristic information of the target simulated 

component to the biometric characteristic recognition device, where the test parameters 

include the light parameter in the target test environment, and the pressing force 

parameter and the pressing angle parameter of the mechanical arm for the target 20 

simulated component; and the recognition result obtained by the biometric 

characteristic recognition device by recognizing the biometric characteristic 

information of the target simulated component based on the predetermined reference 

biometric characteristic information is obtained, and the performance test result of the 

biometric characteristic recognition device is determined based on the recognition 25 

result. As such, the mechanical arm, the camera component arranged on the mechanical 

arm, and the simulated components replace the artificial participation, so that the 

performance determining efficiency of the biometric characteristic recognition device 

can be improved; furthermore, the biometric characteristic recognition device is 

subjected to the performance test under the target test steps with the same test 30 

parameters, so that the performance determining accuracy can be guaranteed, i.e. the 

performance determining efficiency and accuracy of the biometric characteristic 

recognition device can be improved. 

[0088] Embodiment IV 
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[0089] Embodiments of the present specification further provide an apparatus for 

testing a biometric recognition device, as shown in FIG. 3. 

[0090] The apparatus for testing a biometric recognition device includes a selection 

module 301, a first input module 302 and a first recognition module 303. 

[0091] The selection module 301 is configured to obtain a target simulated 5 

component required for testing the performance of a biometric characteristic 

recognition device from simulated components that include biometric characteristics, 

the simulated components are constructed based on biometric characteristics of a 

predetermined body part of a target user. 

[0092] The first input module 302 is configured to control, based on a camera 10 

component arranged on the mechanical arm in target test environments with the same 

test parameters, a mechanical arm to respectively input biometric characteristic 

information of the target simulated component to the biometric characteristic 

recognition device, where the test parameters include a light parameter in the target test 

environment and a pressing force parameter and a pressing angle parameter of the 15 

mechanical arm for the target simulated component. 

[0093] The first recognition module 303 is configured to obtain a recognition result 

obtained by the biometric characteristic recognition device by recognizing the 

biometric characteristic information of the target simulated component based on 

predetermined reference biometric characteristic information, and determine a 20 

performance test result of the biometric characteristic recognition device based on the 

recognition result. 

[0094] In some embodiments of the present specification, the biometric 

characteristics include one or more of fingerprint characteristics and palmprint 

characteristics. 25 

[0095] In some embodiments of the present specification, the selection module 301 

is configured to control the mechanical arm to select the target simulated component 

from the simulated components that include the biometric characteristics based on the 

camera component arranged on the mechanical arm. 

[0096] In some embodiments of the present specification, the apparatus further 30 

includes: 

[0097] a reference setting module, configured to input biometric characteristic 

information of the simulated components to the biometric characteristic recognition 
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device, and use the biometric characteristic information of the simulated components 

as the predetermined reference biometric characteristic information. 

[0098] In some embodiments of the present specification, the apparatus further 

includes: 

[0099] a first acquisition module, configured to obtain biometric characteristic 5 

images of the predetermined body part of the target user corresponding to the simulated 

components, and construct biometric characteristic test components based on the 

biometric characteristic images, the biometric characteristic test components are 

configured to input the biometric characteristics of the predetermined body part of the 

target user to the biometric characteristic recognition device; 10 

[0100] a second input module, configured to control, based on the camera component 

arranged on the mechanical arm in the target test environments with the same test 

parameters, the mechanical arm to respectively input the biometric characteristics in the 

biometric characteristic test components to the biometric characteristic recognition 

device; and 15 

[0101] a second recognition module, configured to obtain a first recognition result 

obtained by the biometric characteristic recognition device by recognizing the 

biometric characteristic in the biometric characteristic test components based on the 

predetermined reference biometric characteristic information, and determine a safety 

test result of the biometric characteristic recognition device based on the first 20 

recognition result. 

[0102] In some embodiments of the present specification, the biometric 

characteristic images are images obtained through processing based on a predetermined 

image processing method; and the predetermined image processing method includes 

but is not limited to a mirroring processing method, an inverted color processing 25 

method, and a sharpening processing method. 

[0103] In some embodiments of the present specification, the second input module 

is configured to: 

[0104] control the mechanical arm to place the biometric characteristic test 

components on the biometric characteristic recognition device based on the camera 30 

component arranged on the mechanical arm, and obtain position information of the 

biometric characteristic test components on the biometric characteristic recognition 

device based on the camera component arranged on the mechanical arm; 
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[0105] detect whether the biometric characteristic test components are placed on 

predetermined recognition regions of the recognition device based on the position 

information; 

[0106] control the mechanical arm to adjust the biometric characteristic test 

components to the predetermined recognition regions of the biometric characteristic 5 

recognition device based on the camera component arranged on the mechanical arm 

when detecting that the biometric characteristic test components are not placed on the 

predetermined recognition regions of the recognition device; and 

[0107] control the mechanical arm to press the biometric characteristic test 

components to input the biometric characteristics in the biometric characteristic test 10 

components to the biometric characteristic recognition device. 

[0108] In some embodiments of the present specification, the simulated components 

are constructed based on biometric characteristic images of the biometric characteristics 

of the predetermined body part of the target user in different environments; the different 

environments correspond to different environment temperatures, environment 15 

humidity, light intensity, and humidity of the biometric characteristics of the 

predetermined body part of the target user; and the apparatus further includes: 

[0109] a second acquisition module, configured to obtain the biometric characteristic 

images of the predetermined body part of the target user in the different environments; 

[0110] a characteristic extraction module, configured to extract an image 20 

characteristic of a biometric characteristic image corresponding to each environment in 

the different environments based on a predetermined image characteristic extraction 

algorithm; and 

[0111] a component adjustment module, configured to adjust a simulated component 

in a target environment based on the image characteristic in the target environment to 25 

obtain the simulated component, the target environment is any one of the different 

environments. 

[0112] In some embodiments of the present specification, the component adjustment 

module is configured to: 

[0113] obtain first environment information containing the simulated component, 30 

and a second biometric characteristic image of the predetermined body part of the target 

user corresponding to the simulated component in an environment corresponding to the 

first environment information; 
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[0114] obtain a first false acceptance rate and a first false rejection rate of the 

biometric characteristic recognition device for the simulated component, and a second 

false acceptance rate and a second false rejection rate of the biometric characteristic 

recognition device for the second biometric characteristic image; and 

[0115] obtain the image characteristic in the environment corresponding to the first 5 

environment information when a difference between the first false acceptance rate and 

the second false acceptance rate is not less than a predetermined first threshold, and/or 

a difference between the first false rejection rate and the second false rejection rate is 

not less than a predetermined second threshold, and adjust the simulated component 

based on the image characteristic to obtain the simulated component. 10 

[0116] In some embodiments of the present specification, a film that contains a 

predetermined pattern covers the biometric characteristic recognition device; and the 

first recognition module 303 is configured to obtain a recognition result obtained by the 

biometric characteristic recognition device by recognizing the biometric characteristic 

information of the target simulated component based on the predetermined reference 15 

biometric characteristic information and pattern information on the film. 

[0117] Embodiments of the present specification provide an apparatus for testing a 

biometric recognition device. The target simulated component required for testing the 

performance of the biometric characteristic recognition device is obtained from the 

simulated components that include the biometric characteristics, where the simulated 20 

components are constructed based on the biometric characteristics of the predetermined 

body part of the target user; the mechanical arm is controlled, based on the camera 

component arranged on the mechanical arm in the target test environments with the 

same test parameters, to respectively input the biometric characteristic information of 

the target simulated component to the biometric characteristic recognition device, 25 

where the test parameters include the light parameter in the target test environment, and 

the pressing force parameter and the pressing angle parameter of the mechanical arm 

for the target simulated component; and the recognition result obtained by the biometric 

characteristic recognition device by recognizing the biometric characteristic 

information of the target simulated component based on the predetermined reference 30 

biometric characteristic information is obtained, and the performance test result of the 

biometric characteristic recognition device is determined based on the recognition 

result. As such, the mechanical arm, the camera component arranged on the mechanical 

arm, and the simulated components replace the artificial participation, so that the 
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performance determining efficiency of the biometric characteristic recognition device 

can be improved; furthermore, the biometric characteristic recognition device is 

subjected to the performance test under the target test steps with the same test 

parameters, so that the performance determining accuracy can be guaranteed, i.e. the 

performance determining efficiency and accuracy of the biometric characteristic 5 

recognition device can be improved. 

[0118] Embodiment V 

[0119] Embodiments of the present specification further provide a device for testing 

a biometric recognition device based on the same idea, as shown in FIG. 4. 

[0120] The device for testing a biometric recognition device can be the end-user 10 

device or server provided in the previously described embodiments. 

[0121] The device for testing a biometric recognition device can greatly vary due to 

different configurations or performance, and can include one or more processors 401 

and memories 402. The memory 402 can store one or more storage applications or data. 

The memory 402 can be a volatile memory or a non-volatile memory. The applications 15 

stored in memory 402 can include one or more modules (not shown in the figure), and 

each module can include a series of computer-executable instructions in the device for 

testing a biometric recognition device. Further, the processor 401 can be configured to 

communicate with the memory 402 and execute the series of computer-executable 

instructions in the memory 402 in the device for testing a biometric recognition device. 20 

The device for testing a biometric recognition device can further include one or more 

power supplies 403, one or more wired or wireless network interfaces 404, one or more 

input/output interfaces 405, one or more keyboards 404, etc. 

[0122] Specifically, in the present embodiment, the device for testing a biometric 

recognition device includes a memory and one or more programs. The one or more 25 

programs are stored in the memory, and the one or more programs can include one or 

more modules. Each module can include a series of computer-executable instructions 

in the device for testing a biometric recognition device and one or more processors are 

configured to execute the one or more programs to execute the following computer-

executable instructions: 30 

[0123] obtaining a target simulated component required for testing the performance 

of a biometric characteristic recognition device from simulated components that include 

biometric characteristics, where the simulated components are constructed based on 

biometric characteristics of a predetermined body part of a target user; 
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[0124] controlling, based on a camera component arranged on the mechanical arm 

in target test environments with the same test parameters, a mechanical arm to 

respectively input biometric characteristic information of the target simulated 

component to the biometric characteristic recognition device, where the test parameters 

include a light parameter in the target test environment and a pressing force parameter 5 

and a pressing angle parameter of the mechanical arm for the target simulated 

component; and 

[0125] obtaining a recognition result obtained by the biometric characteristic 

recognition device by recognizing the biometric characteristic information of the target 

simulated component based on predetermined reference biometric characteristic 10 

information, and determining a performance test result of the biometric characteristic 

recognition device based on the recognition result. 

[0126] Optionally, the biometric characteristics include one or more of fingerprint 

characteristics and palmprint characteristics. 

[0127] Optionally, the obtaining a target simulated component required for testing 15 

the performance of a biometric characteristic recognition device from simulated 

components that include biometric characteristics includes: 

[0128] controlling the mechanical arm to select the target simulated component from 

the simulated components that include the biometric characteristics based on the camera 

component arranged on the mechanical arm. 20 

[0129] Optionally, before the obtaining a recognition result obtained by the 

biometric characteristic recognition device by recognizing the biometric characteristic 

information of the target simulated component based on predetermined reference 

biometric characteristic information, the following instruction is further executed: 

[0130] inputting biometric characteristic information of the simulated components 25 

to the biometric characteristic recognition device, and using the biometric characteristic 

information of the simulated components as the predetermined reference biometric 

characteristic information. 

[0131] Optionally, after the inputting biometric characteristic information of the 

simulated components to the recognition device, and using the biometric characteristic 30 

information of the simulated components as the predetermined reference biometric 

characteristic information, the following instructions are further executed: 

[0132] obtaining biometric characteristic images of the predetermined body part of 

the target user corresponding to the simulated components, and constructing biometric 
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characteristic test components based on the biometric characteristic images, where the 

biometric characteristic test components are configured to input the biometric 

characteristics of the predetermined body part of the target user to the biometric 

characteristic recognition device; 

[0133] controlling, based on the camera component arranged on the mechanical arm 5 

in the target test environments with the same test parameters, the mechanical arm to 

respectively input the biometric characteristics in the biometric characteristic test 

components to the biometric characteristic recognition device; and 

[0134] obtaining a first recognition result obtained by the biometric characteristic 

recognition device by recognizing the biometric characteristics in the biometric 10 

characteristic test components based on the predetermined reference biometric 

characteristic information, and determining a safety test result of the biometric 

characteristic recognition device based on the first recognition result. 

[0135] Optionally, the biometric characteristic images are images obtained through 

processing based on a predetermined image processing method; and the predetermined 15 

image processing method includes but is not limited to a mirroring processing method, 

an inverted color processing method, and a sharpening processing method. 

[0136] Optionally, the controlling, based on the camera component arranged on the 

mechanical arm, the mechanical arm to respectively input the biometric characteristics 

in the biometric characteristic test components to the biometric characteristic 20 

recognition device includes: 

[0137] controlling, based on the camera component arranged on the mechanical arm, 

the mechanical arm to place the biometric characteristic test components on the 

biometric characteristic recognition device, and obtaining position information of the 

biometric characteristic test components on the biometric characteristic recognition 25 

device based on the camera component arranged on the mechanical arm; 

[0138] detecting whether the biometric characteristic test components are placed on 

predetermined recognition regions of the recognition device based on the position 

information; 

[0139] controlling the mechanical arm to adjust the biometric characteristic test 30 

components to the predetermined recognition regions of the biometric characteristic 

recognition device based on the camera component arranged on the mechanical arm 

when detecting that the biometric characteristic test components are not placed on the 

predetermined recognition regions of the recognition device; and 
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[0140] controlling the mechanical arm to press the biometric characteristic test 

components to input the biometric characteristics in the biometric characteristic test 

components to the biometric characteristic recognition device. 

[0141] Optionally, the simulated components are constructed based on biometric 

characteristic images of the biometric characteristics of the predetermined body part of 5 

the target user in different environments; the different environments correspond to 

different environment temperatures, environment humidity, light intensity, and 

humidity of the biometric characteristics of the predetermined body part of the target 

user; and before the controlling, based on a camera component arranged on the 

mechanical arm, a mechanical arm to respectively input biometric characteristic 10 

information of the target simulated component to the biometric characteristic 

recognition device, the following instructions are further executed: 

[0142] obtaining the biometric characteristic images of the predetermined body part 

of the target user in the different environments; 

[0143] extracting an image characteristic of a biometric characteristic image 15 

corresponding to each environment in the different environments based on a 

predetermined image characteristic extraction algorithm; and 

[0144] adjusting a simulated component in a target environment based on the image 

characteristic in the target environment to obtain the simulated component, the target 

environment is any one of the different environments. 20 

[0145] Optionally, the adjusting a simulated component in a target environment 

based on the image characteristic in the target environment to obtain the simulated 

component includes: 

[0146] obtaining first environment information containing the simulated component, 

and a second biometric characteristic image of the predetermined body part of the target 25 

user corresponding to the simulated component in an environment corresponding to the 

first environment information; 

[0147] obtaining a first false acceptance rate and a first false rejection rate of the 

biometric characteristic recognition device for the simulated component, and a second 

false acceptance rate and a second false rejection rate of the biometric characteristic 30 

recognition device for the second biometric characteristic image; and 

[0148] obtaining the image characteristic in the environment corresponding to the 

first environment information when a difference between the first false acceptance rate 

and the second false acceptance rate is not less than a predetermined first threshold 
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and/or a difference between the first false rejection rate and the second false rejection 

rate is not less than a predetermined second threshold, and adjusting the simulated 

component based on the image characteristic to obtain the simulated component. 

[0149] Optionally, a film that contains a predetermined pattern covers the biometric 

characteristic recognition device; and the obtaining a recognition result obtained by the 5 

biometric characteristic recognition device by recognizing the biometric characteristic 

information of the target simulated component based on predetermined reference 

biometric characteristic information includes: 

[0150] obtaining a recognition result obtained by the biometric characteristic 

recognition device by recognizing the biometric characteristic information of the target 10 

simulated component based on the predetermined reference biometric characteristic 

information and pattern information on the film. 

[0151] Embodiments of the present specification provide the device for testing a 

biometric recognition device. The target simulated component required for testing the 

performance of the biometric characteristic recognition device is obtained from the 15 

simulated components that include the biometric characteristics, where the simulated 

components are constructed based on the biometric characteristics of the predetermined 

body part of the target user; the mechanical arm is controlled, based on the camera 

component arranged on the mechanical arm in the target test environments with the 

same test parameters, to respectively input the biometric characteristic information of 20 

the target simulated component to the biometric characteristic recognition device, 

where the test parameters include the light parameter in the target test environment, and 

the pressing force parameter and the pressing angle parameter of the mechanical arm 

for the target simulated component; and the recognition result obtained by the biometric 

characteristic recognition device by recognizing the biometric characteristic 25 

information of the target simulated component based on the predetermined reference 

biometric characteristic information is obtained, and the performance test result of the 

biometric characteristic recognition device is determined based on the recognition 

result. As such, the mechanical arm, the camera component arranged on the mechanical 

arm, and the simulated components replace the artificial participation, so that the 30 

performance determining efficiency of the biometric characteristic recognition device 

can be improved; furthermore, the biometric characteristic recognition device is 

subjected to the performance test under the target test steps with the same test 

parameters, so that the performance determining accuracy can be guaranteed, i.e. the 
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performance determining efficiency and accuracy of the biometric characteristic 

recognition device can be improved. 

[0152] Embodiment VI 

[0153] Embodiments of the present specification further provide a computer-

readable storage medium. The computer-readable storage medium stores computer 5 

programs that, when being executed by a processor, implement all the processes of the 

previously described embodiments of the methods for testing a biometric recognition 

device, and can achieve the same technical effects. Details are omitted here for 

simplicity. The computer-readable storage medium is, for example, a read-only 

memory (ROM), a random access memory (RAM), a magnetic disk, or an optical disk. 10 

[0154] The storage medium is configured to store computer-executable instructions 

that, when being executed, implement the following processes: 

[0155] obtaining a target simulated component required for testing the performance 

of a biometric characteristic recognition device from simulated components that include 

biometric characteristics, where the simulated components are constructed based on 15 

biometric characteristics of a predetermined body part of a target user; 

[0156] controlling, based on a camera component arranged on the mechanical arm 

in target test environments with the same test parameters, a mechanical arm to 

respectively input biometric characteristic information of the target simulated 

component to the biometric characteristic recognition device, where the test parameters 20 

include a light parameter in the target test environment and a pressing force parameter 

and a pressing angle parameter of the mechanical arm for the target simulated 

component; and 

[0157] obtaining a recognition result obtained by the biometric characteristic 

recognition device by recognizing the biometric characteristic information of the target 25 

simulated component based on predetermined reference biometric characteristic 

information, and determining a performance test result of the biometric characteristic 

recognition device based on the recognition result. 

[0158] Optionally, the biometric characteristics include one or more of fingerprint 

characteristics and palmprint characteristics. 30 

[0159] Optionally, the obtaining a target simulated component required for testing 

the performance of a biometric characteristic recognition device from simulated 

components that include biometric characteristics includes: 
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[0160] controlling the mechanical arm to select the target simulated component from 

the simulated components that include the biometric characteristics based on the camera 

component arranged on the mechanical arm. 

[0161] Optionally, before the obtaining a recognition result obtained by the 

biometric characteristic recognition device by recognizing the biometric characteristic 5 

information of the target simulated component based on predetermined reference 

biometric characteristic information, the following process is further implemented: 

[0162] inputting biometric characteristic information of the simulated components 

to the biometric characteristic recognition device, and using the biometric characteristic 

information of the simulated components as the predetermined reference biometric 10 

characteristic information. 

[0163] Optionally, after the inputting biometric characteristic information of the 

simulated components to the recognition device, and using the biometric characteristic 

information of the simulated components as the predetermined reference biometric 

characteristic information, the following processes are further implemented: 15 

[0164] obtaining biometric characteristic images of the predetermined body part of 

the target user corresponding to the simulated components, and constructing biometric 

characteristic test components based on the biometric characteristic images, where the 

biometric characteristic test components are configured to input the biometric 

characteristics of the predetermined body part of the target user to the biometric 20 

characteristic recognition device; 

[0165] controlling, based on the camera component arranged on the mechanical arm 

in the target test environments with the same test parameters, the mechanical arm to 

respectively input the biometric characteristics in the biometric characteristic test 

components to the biometric characteristic recognition device; and 25 

[0166] obtaining a first recognition result obtained by the biometric characteristic 

recognition device by recognizing the biometric characteristics in the biometric 

characteristic test components based on the predetermined reference biometric 

characteristic information, and determining a safety test result of the biometric 

characteristic recognition device based on the first recognition result. 30 

[0167] Optionally, the biometric characteristic images are images obtained through 

processing based on a predetermined image processing method; and the predetermined 

image processing method includes but is not limited to a mirroring processing method, 

an inverted color processing method, and a sharpening processing method. 



31 

[0168] Optionally, the controlling, based on the camera component arranged on the 

mechanical arm, the mechanical arm to respectively input the biometric characteristics 

in the biometric characteristic test components to the biometric characteristic 

recognition device includes: 

[0169] controlling the mechanical arm to place the biometric characteristic test 5 

components on the biometric characteristic recognition device based on the camera 

component arranged on the mechanical arm, and obtaining position information of the 

biometric characteristic test components on the biometric characteristic recognition 

device based on the camera component arranged on the mechanical arm; 

[0170] detecting whether the biometric characteristic test components are placed on 10 

predetermined recognition regions of the recognition device based on the position 

information; 

[0171] controlling the mechanical arm to adjust the biometric characteristic test 

components to the predetermined recognition regions of the biometric characteristic 

recognition device based on the camera component arranged on the mechanical arm 15 

when detecting that the biometric characteristic test components are not placed on the 

predetermined recognition regions of the recognition device; and 

[0172] controlling the mechanical arm to press the biometric characteristic test 

components to input the biometric characteristics in the biometric characteristic test 

components to the biometric characteristic recognition device. 20 

[0173] Optionally, the simulated components are constructed based on biometric 

characteristic images of the biometric characteristics of the predetermined body part of 

the target user in different environments; the different environments correspond to 

different environment temperatures, environment humidity, light intensity, and 

humidity of the biometric characteristics of the predetermined body part of the target 25 

user; and before the controlling, based on a camera component arranged on the 

mechanical arm, a mechanical arm to respectively input biometric characteristic 

information of the target simulated component to the biometric characteristic 

recognition device, the following procedures are further implemented: 

[0174] obtaining the biometric characteristic images of the predetermined body part 30 

of the target user in the different environments; 

[0175] extracting an image characteristic of a biometric characteristic image 

corresponding to each environment in the different environments based on a 

predetermined image characteristic extraction algorithm; and 
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[0176] adjusting a simulated component in a target environment based on the image 

characteristic in the target environment to obtain the simulated component, the target 

environment is any one of the different environments. 

[0177] Optionally, the adjusting a simulated component in a target environment 

based on the image characteristic in the target environment to obtain the simulated 5 

component includes: 

[0178] obtaining first environment information containing the simulated component, 

and a second biometric characteristic image of the predetermined body part of the target 

user corresponding to the simulated component in an environment corresponding to the 

first environment information; 10 

[0179] obtaining a first false acceptance rate and a first false rejection rate of the 

biometric characteristic recognition device for the simulated component, and a second 

false acceptance rate and a second false rejection rate of the biometric characteristic 

recognition device for the second biometric characteristic image; and 

[0180] obtaining the image characteristic in the environment corresponding to the 15 

first environment information when a difference between the first false acceptance rate 

and the second false acceptance rate is not less than a predetermined first threshold 

and/or a difference between the first false rejection rate and the second false rejection 

rate is not less than a predetermined second threshold, and adjusting the simulated 

component based on the image characteristic to obtain the simulated component. 20 

[0181] Optionally, a film that contains a predetermined pattern covers the biometric 

characteristic recognition device; and the obtaining a recognition result obtained by the 

biometric characteristic recognition device by recognizing the biometric characteristic 

information of the target simulated component based on predetermined reference 

biometric characteristic information includes: 25 

[0182] obtaining a recognition result obtained by the biometric characteristic 

recognition device by recognizing the biometric characteristic information of the target 

simulated component based on the predetermined reference biometric characteristic 

information and pattern information on the film. 

[0183] Embodiments of the present specification provide the computer-readable 30 

storage medium. The target simulated component required for testing the performance 

of the biometric characteristic recognition device is obtained from the simulated 

components that include the biometric characteristics, where the simulated components 

are constructed based on the biometric characteristics of the predetermined body part 
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of the target user; the mechanical arm is controlled, based on the camera component 

arranged on the mechanical arm in the target test environments with the same test 

parameters, to respectively input the biometric characteristic information of the target 

simulated component to the biometric characteristic recognition device, where the test 

parameters include the light parameter in the target test environment, and the pressing 5 

force parameter and the pressing angle parameter of the mechanical arm for the target 

simulated component; and the recognition result obtained by the biometric 

characteristic recognition device by recognizing the biometric characteristic 

information of the target simulated component based on the predetermined reference 

biometric characteristic information is obtained, and the performance test result of the 10 

biometric characteristic recognition device is determined based on the recognition 

result. As such, the mechanical arm, the camera component arranged on the mechanical 

arm, and the simulated components replace the artificial participation, so that the 

performance determining efficiency of the biometric characteristic recognition device 

can be improved; furthermore, the biometric characteristic recognition device is 15 

subjected to the performance test under the target test steps with the same test 

parameters, so that the performance determining accuracy can be guaranteed, i.e. the 

performance determining efficiency and accuracy of the biometric characteristic 

recognition device can be improved. 

[0184] The foregoing describes the specific embodiments of the present 20 

specification. Other embodiments fall within the scope of the appended claims. In some 

cases, the actions or steps described in the claims can be performed in a different order 

from that in the embodiments and still achieve desired results. In addition, the processes 

depicted in the accompanying drawings can achieve the desired results without 

necessarily requiring the shown specific order or sequence. In some implementations, 25 

multitasking and parallel processing are also possible or may be advantageous. 

[0185] In the 1990s, the improvement on a technology can be clearly distinguished 

between hardware improvements (for example, improvements on circuit structures such 

as diodes, transistors and switches) or software improvements (improvements on 

method processes). However, as technologies develop, current improvements to many 30 

method processes can be considered as direct improvements to hardware circuit 

structures. Almost all designers program an improved method process into a hardware 

circuit, to obtain a corresponding hardware circuit structure. Therefore, a method 

process can be improved by using a hardware entity module. For example, a 
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programmable logic device (PLD) (for example, a field programmable gate array 

(FPGA)) is such an integrated circuit, and a logical function of the PLD is determined 

by a user through device programming. A designer "integrates" a digital system to a 

single PLD through self-programming, without requiring a chip manufacturer to design 

and manufacture a dedicated integrated circuit chip. In addition, at present, instead of 5 

manually manufacturing an integrated circuit chip, such programming is mostly 

implemented by using "logic compiler" software. The logic compiler software is similar 

to a software compiler used to develop and write a program. Original code needs to be 

written in a particular programming language before being compiled. The language is 

referred to as a hardware description language (HDL). There are many HDLs, such as 10 

the Advanced Boolean Expression Language (ABEL), the Altera Hardware Description 

Language (AHDL), Confluence, the Cornell University Programming Language 

(CUPL), HDCal, the Java Hardware Description Language (JHDL), Lava, Lola, 

MyHDL, PALASM, and the Ruby Hardware Description Language (RHDL). At 

present, the Very-High-Speed Integrated Circuit Hardware Description Language 15 

(VHDL) and Verilog are most commonly used. A person skilled in the art should also 

understand that a hardware circuit that implements a logical method process can be 

readily obtained provided that the method process is logically programmed by using 

several of the previously described hardware description languages and is programmed 

into an integrated circuit. 20 

[0186] A controller can be implemented in any appropriate way. For example, the 

controller can be in a form of a microprocessor or a processor, or a computer-readable 

medium that stores computer-readable program code (such as software or firmware) 

that can be executed by the microprocessor or the processor, a logic gate, a switch, an 

application-specific integrated circuit (ASIC), a programmable logic controller, or a 25 

built-in microcontroller. Examples of the controller include but are not limited to the 

following microcontrollers: ARC 425D, Atmel AT91SAM, Microchip PIC13F24K20, 

and Silicone Labs C3051F320. A memory controller can be further implemented as a 

part of control logic of a memory. A person skilled in the art also knows that, in addition 

to implementing the controller by using the computer-readable program code, method 30 

steps can be logically programmed to enable the controller to implement the same 

function in forms of a logic gate, a switch, an application-specific integrated circuit, a 

programmable logic controller, and a built-in microcontroller. Therefore, such a 

controller can be considered as a hardware component, and an apparatus that is included 
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in the controller and configured to implement various functions can also be considered 

as a structure in the hardware component. Alternatively, the apparatus configured to 

implement various functions can even be considered as both a software module 

implementing a method and a structure in the hardware component. 

[0187] The system, apparatus, module, or unit illustrated in the above embodiments 5 

can be implemented by using a computer chip or an entity, or can be implemented by 

using a product having a certain function. A typical implementation device is a 

computer. Specifically, the computer can be, for example, a personal computer, a laptop 

computer, a cellular phone, a camera phone, a smartphone, a personal digital assistant, 

a media player, a navigation device, an email device, a game console, a tablet computer, 10 

a wearable device, or a combination of any of these devices. 

[0188] For ease of description, the previously described apparatus is divided to 

various units based on functions for description when the previous apparatus is 

described. Certainly, when the one or more embodiments of the present specification 

are implemented, functions of the units can be implemented in one or more pieces of 15 

software and/or hardware. 

[0189] A person skilled in the art should understand that the embodiments of the 

present specification can be provided as a method, a system, or a computer program 

product. Therefore, the one or more embodiments of the present specification can be in 

a form of hardware only embodiments, software only embodiments, or embodiments 20 

with a combination of software and hardware. In addition, the one or more 

embodiments of the present specification can be in a form of a computer program 

product that is implemented on one or more computer-usable storage media (including 

but not limited to a magnetic disk memory, a CD-ROM, an optical memory, etc.) that 

include computer-usable program code. 25 

[0190] The embodiments of the present specification are described with reference to 

the flowcharts and/or block diagrams of the method, the device (system), and the 

computer program product according to the embodiments of the present specification. 

It is worthwhile to note that computer program instructions can be used to implement 

each process and/or each block in the flowcharts and/or the block diagrams and a 30 

combination of a process and/or a block in the flowcharts and/or the block diagrams. 

These computer program instructions can be provided for a general-purpose computer, 

a dedicated computer, an embedded processor, or a processor of another programmable 

data processing device to generate a machine, so that the instructions executed by the 
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computer or the processor of the another programmable data processing device generate 

an apparatus for implementing a specified function in one or more processes in the 

flowcharts and/or in one or more blocks in the block diagrams. 

[0191] Alternatively, these computer program instructions can be stored in a 

computer-readable memory that can instruct the computer or the another programmable 5 

data processing device to work in a specific way, so that the instructions stored in the 

computer-readable memory generate an artifact that includes an instruction apparatus. 

The instruction apparatus implements a specified function in one or more processes in 

the flowcharts and/or in one or more blocks in the block diagrams. 

[0192] Alternatively, these computer program instructions can be loaded onto the 10 

computer or the another programmable data processing device, so that a series of 

operations and steps are performed on the computer or the another programmable 

device, thereby generating computer-implemented processing. Therefore, the 

instructions executed on the computer or the another programmable device provide 

steps for implementing a specified function in one or more processes in the flowcharts 15 

and/or in one or more blocks in the block diagrams. 

[0193] In a typical configuration, a computing device includes one or more 

processors (CPUs), input/output interfaces, network interfaces, and memories. 

[0194] The memory may include a non-persistent memory, a random access memory 

(RAM), a nonvolatile memory, and/or another form in a computer-readable medium, 20 

for example, a read-only memory (ROM) or a flash memory (flash RAM). The memory 

is an example of the computer-readable medium. 

[0195] The computer-readable medium includes persistent, non-persistent, movable, 

and unmovable media that can store information by using any method or technology. 

The information can be computer-readable instructions, data structures, program 25 

modules, or other data. Examples of the computer storage medium include but are not 

limited to a phase-change memory (PRAM), a static random access memory (SRAM), 

a dynamic random access memory (DRAM), another type of random access memory 

(RAM), a read-only memory (ROM), an electrically erasable programmable read-only 

memory (EEPROM), a flash memory or another memory technology, a compact disc 30 

read-only memory (CD-ROM), a digital versatile disc (DVD) or another optical 

storage, a cassette magnetic tape, a magnetic tape/magnetic disk storage or another 

magnetic storage device, or any other non-transmission medium. The computer storage 

medium can be configured to store information accessible to a computing device. As 
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described in the present specification, the computer-readable medium does not include 

computer-readable transitory media such as a modulated data signal and a carrier. 

[0196] It is worthwhile to note that the terms "comprise", "include", or any other 

variation thereof are intended to cover a non-exclusive inclusion, so that a process, a 

method, an article, or a device that includes a list of elements includes those elements 5 

and further includes other elements not expressly listed or inherent to such a process, 

method, article, or device. Without more constraints, an element preceded by "includes 

a …" does not preclude the existence of additional identical elements in the process, 

method, product, or device that includes the element. 

[0197] A person skilled in the art should understand that the embodiments of the 10 

present specification can be provided as a method, a system, or a computer program 

product. Therefore, the one or more embodiments of the present specification can be in 

a form of hardware only embodiments, software only embodiments, or embodiments 

with a combination of software and hardware. In addition, the one or more 

embodiments of the present specification can be in a form of a computer program 15 

product that is implemented on one or more computer-usable storage media (including 

but not limited to a magnetic disk memory, a CD-ROM, an optical memory, etc.) that 

include computer-usable program code. 

[0198] The one or more embodiments of the present specification can be described 

in the general context of a computer executable instruction executed by a computer, for 20 

example, a program module. Generally, the program module includes a routine, a 

program, an object, a component, a data structure, etc. executing a specific task or 

implementing a specific abstract data type. The one or more embodiments of the present 

specification can also be practiced in distributed computing environments. In the 

distributed computing environments, tasks are performed by remote processing devices 25 

connected through a communications network. In a distributed computing environment, 

the program module can be located in both local and remote computer storage media 

including storage devices. 

[0199] The embodiments in the present specification are described in a progressive 

way. For same or similar parts of the embodiments, mutual references can be made to 30 

the implementations. Each embodiment focuses on a difference from other 

embodiments. Especially, a system embodiment is basically similar to a method 

embodiment, and therefore is described briefly. For a related part, references can be 

made to some descriptions in the method embodiment. 
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[0200] The previous descriptions are merely embodiments of the present 

specification, and are not intended to limit the present specification. A person skilled in 

the art can make various modifications and changes to the present specification. Any 

modification, equivalent replacement, improvement, etc. made without departing from 

the spirit and principle of the present specification shall fall within the scope of the 5 

claims of the present specification. 
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CLAIMS 

What is claimed is: 

A method for testing a biometric recognition device, comprising: 

obtaining a target simulated component required for testing the performance of a 

biometric characteristic recognition device from simulated components that comprise 5 

biometric characteristics, wherein the simulated components are constructed based on 

biometric characteristics of a predetermined body part of a target user; 

controlling, based on a camera component arranged on the mechanical arm in 

target test environments with the same test parameters, a mechanical arm to respectively 

input biometric characteristic information of the target simulated component to the 10 

biometric characteristic recognition device, wherein the test parameters comprise a light 

parameter in the target test environment and a pressing force parameter and a pressing 

angle parameter of the mechanical arm for the target simulated component; and 

obtaining a recognition result obtained by the biometric characteristic recognition 

device by recognizing the biometric characteristic information of the target simulated 15 

component based on predetermined reference biometric characteristic information, and 

determining a performance test result of the biometric characteristic recognition device 

based on the recognition result. 

2. The method according to claim 1, wherein the biometric characteristics 

comprise one or more of fingerprint characteristics and palmprint characteristics. 20 

3. The method according to claim 2, wherein the obtaining a target simulated 

component required for testing the performance of a biometric characteristic 

recognition device from simulated components that comprise biometric characteristics 

comprises: 

controlling the mechanical arm to select the target simulated component from 25 

the simulated components that comprise the biometric characteristics based on the 

camera component arranged on the mechanical arm. 

4. The method according to claim 1, before the obtaining a recognition result 

obtained by the biometric characteristic recognition device by recognizing the 

biometric characteristic information of the target simulated component based on 30 

predetermined reference biometric characteristic information, further comprising: 

inputting biometric characteristic information of the simulated components to the 

biometric characteristic recognition device, and using the biometric characteristic 
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information of the simulated components as the predetermined reference biometric 

characteristic information. 

5. The method according to claim 2, after the inputting biometric characteristic 

information of the simulated components to the recognition device, and using the 

biometric characteristic information of the simulated components as the predetermined 5 

reference biometric characteristic information, further comprising: 

obtaining biometric characteristic images of the predetermined body part of the 

target user corresponding to the simulated components, and constructing biometric 

characteristic test components based on the biometric characteristic images, wherein 

the biometric characteristic test components are configured to input the biometric 10 

characteristics of the predetermined body part of the target user to the biometric 

characteristic recognition device; 

controlling, based on the camera component arranged on the mechanical arm in 

the target test environments with the same test parameters, the mechanical arm to 

respectively input the biometric characteristics in the biometric characteristic test 15 

components to the biometric characteristic recognition device; and 

obtaining a first recognition result obtained by the biometric characteristic 

recognition device by recognizing the biometric characteristics in the biometric 

characteristic test components based on the predetermined reference biometric 

characteristic information, and determining a safety test result of the biometric 20 

characteristic recognition device based on the first recognition result. 

6. The method according to claim 5, wherein the biometric characteristic images 

are images obtained through processing based on a predetermined image processing 

method; and the predetermined image processing method comprises but is not limited 

to a mirroring processing method, an inverted color processing method, and a 25 

sharpening processing method. 

7. The method according to claim 6, wherein the controlling, based on the camera 

component arranged on the mechanical arm, the mechanical arm to respectively input 

the biometric characteristics in the biometric characteristic test components to the 

biometric characteristic recognition device comprises: 30 

controlling the mechanical arm to place the biometric characteristic test 

components on the biometric characteristic recognition device based on the camera 

component arranged on the mechanical arm, and obtaining position information of the 
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biometric characteristic test components on the biometric characteristic recognition 

device based on the camera component arranged on the mechanical arm; 

detecting whether the biometric characteristic test components are placed on 

predetermined recognition regions of the recognition device based on the position 

information; 5 

controlling the mechanical arm to adjust the biometric characteristic test 

components to the predetermined recognition regions of the biometric characteristic 

recognition device based on the camera component arranged on the mechanical arm 

when detecting that the biometric characteristic test components are not placed on the 

predetermined recognition regions of the recognition device; and 10 

controlling the mechanical arm to press the biometric characteristic test 

components to input the biometric characteristics in the biometric characteristic test 

components to the biometric characteristic recognition device. 

8. The method according to claim 2, wherein the simulated components are 

constructed based on biometric characteristic images of the biometric characteristics of 15 

the predetermined body part of the target user in different environments; the different 

environments correspond to different environment temperatures, environment 

humidity, light intensity, and humidity of the biometric characteristics of the 

predetermined body part of the target user; and before the controlling, based on a 

camera component arranged on the mechanical arm, a mechanical arm to respectively 20 

input biometric characteristic information of the target simulated component to the 

biometric characteristic recognition device, the method further comprises: 

obtaining the biometric characteristic images of the predetermined body part of 

the target user in the different environments; 

extracting an image characteristic of a biometric characteristic image 25 

corresponding to each environment in the different environments based on a 

predetermined image characteristic extraction algorithm; and 

adjusting a simulated component in a target environment based on the image 

characteristic in the target environment to obtain the simulated component, the target 

environment is any one of the different environments. 30 

9. The method according to claim 8, wherein the adjusting a simulated component 

in a target environment based on the image characteristic in the target environment to 

obtain the simulated component comprises: 
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obtaining first environment information containing the simulated component, 

and a second biometric characteristic image of the predetermined body part of the target 

user corresponding to the simulated component in an environment corresponding to the 

first environment information; 

obtaining a first false acceptance rate and a first false rejection rate of the 5 

biometric characteristic recognition device for the simulated component, and a second 

false acceptance rate and a second false rejection rate of the biometric characteristic 

recognition device for the second biometric characteristic image; and 

obtaining the image characteristic in the environment corresponding to the 

first environment information when a difference between the first false acceptance rate 10 

and the second false acceptance rate is not less than a predetermined first threshold 

and/or a difference between the first false rejection rate and the second false rejection 

rate is not less than a predetermined second threshold, and adjusting the simulated 

component based on the image characteristic to obtain the simulated component. 

10. The method according to claim 1, wherein a film that contains a predetermined 15 

pattern covers the biometric characteristic recognition device; and the obtaining a 

recognition result obtained by the biometric characteristic recognition device by 

recognizing the biometric characteristic information of the target simulated component 

based on predetermined reference biometric characteristic information comprises: 

obtaining a recognition result obtained by the biometric characteristic 20 

recognition device by recognizing the biometric characteristic information of the target 

simulated component based on the predetermined reference biometric characteristic 

information and pattern information on the film. 

11. An apparatus for testing a biometric recognition device, comprising: 

a selection module, configured to obtain a target simulated component required 25 

for testing the performance of a biometric characteristic recognition device from 

simulated components that comprise biometric characteristics, wherein the simulated 

components are constructed based on biometric characteristics of a predetermined body 

part of a target user; 

a first input module, configured to control, based on a camera component arranged 30 

on the mechanical arm in target test environments with the same test parameters, a 

mechanical arm to respectively input biometric characteristic information of the target 

simulated component to the biometric characteristic recognition device, wherein the 

test parameters comprise a light parameter in the target test environment and a pressing 
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force parameter and a pressing angle parameter of the mechanical arm for the target 

simulated component; and 

a first recognition module, configured to obtain a recognition result obtained by 

the biometric characteristic recognition device by recognizing the biometric 

characteristic information of the target simulated component based on predetermined 5 

reference biometric characteristic information, and determine a performance test result 

of the biometric characteristic recognition device based on the recognition result. 

12. The apparatus according to claim 11, further comprising: 

a first acquisition module, configured to obtain biometric characteristic images of 

the predetermined body part of the target user corresponding to the simulated 10 

components, and construct biometric characteristic test components based on the 

biometric characteristic images, wherein the biometric characteristic test components 

are configured to input the biometric characteristics of the predetermined body part of 

the target user to the biometric characteristic recognition device; 

a second input module, configured to control, based on the camera component 15 

arranged on the mechanical arm, the mechanical arm to respectively input the biometric 

characteristics in the biometric characteristic test components to the biometric 

characteristic recognition device in the target test environments with the same test 

parameters; and 

a second recognition module, configured to obtain a first recognition result 20 

obtained by the biometric characteristic recognition device by recognizing the 

biometric characteristic in the biometric characteristic test components based on the 

predetermined reference biometric characteristic information, and determine a safety 

test result of the biometric characteristic recognition device based on the first 

recognition result. 25 

13. The apparatus according to claim 12, wherein the second input module is 

configured to: 

control the mechanical arm to place the biometric characteristic test components 

on the biometric characteristic recognition device based on the camera component 

arranged on the mechanical arm, and obtain position information of the biometric 30 

characteristic test components on the biometric characteristic recognition device based 

on the camera component arranged on the mechanical arm; 
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detect whether the biometric characteristic test components are placed on 

predetermined recognition regions of the recognition device based on the position 

information; 

control the mechanical arm to adjust the biometric characteristic test components 

to the predetermined recognition regions of the biometric characteristic recognition 5 

device based on the camera component arranged on the mechanical arm when detecting 

that the biometric characteristic test components are not placed on the predetermined 

recognition regions of the recognition device; and 

control the mechanical arm to press the biometric characteristic test components 

to input the biometric characteristics in the biometric characteristic test components to 10 

the biometric characteristic recognition device. 

14. The apparatus according to claim 11, wherein the simulated components are 

constructed based on biometric characteristic images of the biometric characteristics of 

the predetermined body part of the target user in different environments; the different 

environments correspond to different environment temperatures, environment 15 

humidity, light intensity, and humidity of the biometric characteristics of the 

predetermined body part of the target user; and the apparatus further comprises: 

a second acquisition module, configured to obtain the biometric characteristic 

images of the predetermined body part of the target user in the different environments; 

a characteristic extraction module, configured to extract an image characteristic of 20 

a biometric characteristic image corresponding to each environment in the different 

environments based on a predetermined image characteristic extraction algorithm; and 

a component adjustment module, configured to adjust a simulated component in a 

target environment based on the image characteristic in the target environment to obtain 

the simulated component, the target environment is any one of the different 25 

environments. 

15. The apparatus according to claim 11, wherein a film that contains a 

predetermined pattern covers the biometric characteristic recognition device; the first 

recognition module is configured to obtain a recognition result obtained by the 

biometric characteristic recognition device by recognizing the biometric characteristic 30 

information of the target simulated component based on the predetermined reference 

biometric characteristic information and pattern information on the film. 

16. A device for testing a biometric recognition device, comprising: 

a processor; and 
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a memory configured to store computer-executable instructions that, when being 

executed, cause the processor to: 

obtain a target simulated component required for testing the performance of a 

biometric characteristic recognition device from simulated components that comprise 

biometric characteristics, wherein the simulated components are constructed based on 5 

biometric characteristics of a predetermined body part of a target user; 

control, based on a camera component arranged on the mechanical arm in target 

test environments with the same test parameters, a mechanical arm to respectively input 

biometric characteristic information of the target simulated component to the biometric 

characteristic recognition device, wherein the test parameters comprise a light 10 

parameter in the target test environment and a pressing force parameter and a pressing 

angle parameter of the mechanical arm for the target simulated component; and 

obtain a recognition result obtained by the biometric characteristic recognition 

device by recognizing the biometric characteristic information of the target simulated 

component based on predetermined reference biometric characteristic information, and 15 

determine a performance test result of the biometric characteristic recognition device 

based on the recognition result. 

17. A system for testing a biometric recognition device, comprising a mechanical 

arm provided with a camera component, simulated components, and a controller, 

wherein 20 

the simulated components are constructed based on biometric characteristics of a 

predetermined body part of a target user; and 

the controller is configured to: obtain a target simulated component required for 

testing the performance of a biometric characteristic recognition device from the 

simulated components that comprise the biometric characteristics; control, based on a 25 

camera component arranged on the mechanical arm in target test environments with the 

same test parameters, a mechanical arm to respectively input biometric characteristic 

information of the target simulated component to the biometric characteristic 

recognition device, wherein the test parameters comprise a light parameter in the target 

test environment and a pressing force parameter and a pressing angle parameter of the 30 

mechanical arm for the target simulated component; and obtain a recognition result 

obtained by the biometric characteristic recognition device by recognizing the 

biometric characteristic information of the target simulated component based on 

predetermined reference biometric characteristic information, and determine a 
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performance test result of the biometric characteristic recognition device based on the 

recognition result. 

18. A storage medium, configured to store computer-executable instructions that, 

when being executed, implement the following processes: 

obtaining a target simulated component required for testing the performance of a 5 

biometric characteristic recognition device from simulated components that comprise 

biometric characteristics, wherein the simulated components are constructed based on 

biometric characteristics of a predetermined body part of a target user; 

controlling, based on a camera component arranged on the mechanical arm in 

target test environments with the same test parameters, a mechanical arm to respectively 10 

input biometric characteristic information of the target simulated component to the 

biometric characteristic recognition device, wherein the test parameters comprise a light 

parameter in the target test environment and a pressing force parameter and a pressing 

angle parameter of the mechanical arm for the target simulated component; and 

obtaining a recognition result obtained by the biometric characteristic recognition 15 

device by recognizing the biometric characteristic information of the target simulated 

component based on predetermined reference biometric characteristic information, and 

determining a performance test result of the biometric characteristic recognition device 

based on the recognition result.  


