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PRINTED CIRCUIT MULTILAYER ASSEMBLY AND METHOD OF MANUFACTURE THEREFOR 

Field of the Inyention 

The invention relates to printed circuit assemblies and methods of 

manufacture therefor. More particularly, the invention relates to printed cirouit 

assemblies and methods of manufactme theieof having controlled separations 

between conductive layers. and to printed circuit assemblies and methods of 

manufacture thereof in which. multiple overlapping conductive layers are electrically 

inteiconnected. 

BacQroun.d of the Inyention 

As the complexity and data processing speeds of electronic products 

continue to increase, the properties of the interconnecting circuitry which connects 

complex and high speed integrated circuit devices become more pronounced and 

must be caretUlly analyzed to ensure reliable circuit performance. Often, it is the 

increases in complexity and data processing speeds of integrated circuit devices that 

dictate performance improvements in the interconnecting circuitry to which the 
devices are mo1Dlted. 

For cxampl~ the complexity of integrated circuit devices, and in particular 

the advent of surface mount technologies, dictate that greater densities of signal 

traces be packed into smaller packages to reduce costs and improve reliability. 

Signal trace widths and spacing has decreased to accommodate higher densities. 
Moreover, greater densities may be obtained with double.sided and multilayer 

printed wiring boards having multiple conductive layers that are typically 

electrically connected via conductive through holes. 

Signal trace width and spacing. as weJl as through hole width and spacing. 

significantly impact the packaging density obtainable with intmconnecting circuitry, 
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and consequently .. much development efforts are directed to interconnection 

technologies that decrease these minimum dimensions to permit greater packaging 

densities without compromising reliability or performance. 

Some of these development efforts are related to the interlayer 

interconnection of overlapping conductive layers across dielectric layers, where it is 

desirable to decrease the si7.e of the intereonnects across the dielectric layers, while 

reducing manufacturing cmts and complexities. For example, conductive through 

holes may be drilled and plated through multiple layers to form interlayer 

connections. However, drilled through holes occupy significant space on a printed 

circuit board, both because the through holes are formed through the entire board, 

regardless of which layers need be interconnected, and because most mechanical 

drilling processes are typically limited to holes with about 100 micron minimum 

diameters. Anisotropic adhesives are another altemative for fonning interlayer 

connections; however, some anisotropic adhesives do not form pure metallurgical 

joint~ and thus may suffer from a reliability standpoint. Further, they often require 

covedayers to insulate non-connected but overlapping conductive areas, thus 

increasing overall assembly thicknesses. 

Therefore, a significant need continues to exist for a reliable interlayer 

interconnection technology which is compatible with the continuing drive to 

increase packaging densities in interconnecting circuitly. 

As was also noted above, the data processing speeds obtainable with 

advanced high speed integrated circuit devices also dictate the required 
characteristics of the interconnecting circuitry used to connect soch devices. 

Currently, integrated circuit devices may operate with a throughput in gigabits per 

second, resulting in pulse dwations of less than a nanosecond and rise times in the 

picosecond range. Under these conditions, the conductors connecting these 

devices become active components in the cin:uitst both in terms of affecting 

propagation delays and impedance matching. 

Propagation delays are affected by interconnecting circuitry such as printed 

circujt boards and assemblies principally as a result of the dielectric constant of the 

materials used in the circuitry. In particular, materials having low dielectric 

constants are desirable to use for minimizing any propagation delays, and thereby 

increasing the range of obtainable signal speeds within a circuit 
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Impedance is principally the combination of resistance. capacitance and 
inductance which create electric and magnetic fields in a c.ireuit. The impedance of 
a ciicuit is also called the characteristic impedancet as it depends solely on the 
characteristics of the materials used and their spatial relationship. Facto.ts such as 
the dielectric constants of circuitry materials and lengths and widths of conductive 
signal traces primarily affect the cbaracteristic impedance of an electronic circuit. 

Matching the impedances of interconnecting circuitry with other electronic 
devices and connectors is important for ensuring signal integrity in a circuit This 
is beca~ at high frequencies, signals may get reflected when impedance 
mismatches are present in a circuit Such mismatches distort signals, increase rise 
times, and otherwise generate errors in data transmission. Consequently, 
impedance matching is often necessary to provide maximum power transfer 
between the connected electronic components and systems and to prevent signal 
reflections from funning along the signal paths. 

As noted above, impedance in a printed circuit is directly re1ated to the 
separation between signal traces separated by an insulating layer, as well as to the 
dielectric constant of the material in the insulating layer. One controlled impedance 
design is the surface microstrip configuratio~ where a signal trace opposes a 
ground plane, with no other overlapping conductive layers. Another is the stripllne 
configuration. where a signal trace is sandwiched between a pair of ground planes. 

Controlled impedance requires that both the dielectric constant of the 
insulating layer, and the separation between the signal traces, to be carefully 
controlled. For many conventional double-sided printed circuit assemblies, this 
may not be a significant problem because insulating substrates such as polymer 
fihlD and hardboards can usually be manufactured with carefully controlled 
thicknesses and dielectric constants. 

However. for many multilayer printed circuit assemblies (i.e •• those with 
three or more conductive layers). impedance control is more difficult. typically 
because of the adhesives commonly used in the interlayer ~nnection 
technologies that bond individual single- or double"5ided boards together when 
forming such assemblies. A similar problem may also exist for some two layer 
boards. e.g., those with opposing single sided boards connected through 
adhesives. 
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The problem with such adhesives principally stems from the inability to 

control the separation between the opposing conductive layen during and after 

compression or lamination of the assembly. as most of the adhesives are designed 

to flow somewhat during lamination. and fill in gaps between boards. As a result, it 

becomes difficult to obtain controllable separation throughout a printed circuit 
assembly. Additional problems may arise from imperfect or unconttolled 

deposition of the conductive layers and any intervening coverlayers. resulting in 
varying thicknesses in these layers. 

Another important concern with many multilayer printed circuit asscmbla 
is planarity. In particular, it may be important to maintain controlled thicknesses of 

layers. even in non-impedance critical applications, so that outer surfaces of an 

assembly are substantially planar. This may be important, for example, when 

populating an assembly with integrated circuit and other electronic devices. since 
connecting pads on the assembly for mounting these devices should have similar 
elevations to ensure reliable connections thcrebetwecn. However, given the more 
compactible nature of insulating substrates and adhesives as compared to 

conductive material, lamination of such assemblies may induce non-planarity. 
Further, the effects are cumulative with the number of layers. and consequently, the 

effects may be more pronounced in thicker mulillayer assemblies. 

One type of interlayer interconnection technology used to bond together 

opposing conductive layers is the aforementioned anisotropic adhesive, which 
typically contains conductive particles disposed in a non-conductive adhesive. An 

anisotropic adhesive, when layered between opposing conductive layers, is 
designed to conduct only across its thickness and not between different points 

within the layer. 1be anisotropic nature of the adhesive permits it to be layered 

throughout overlapping portions of conductive layers to both bond the layers 

together and electrically connect any opposing contact pads fonned in the 

conductive layers. 

Some anisotropic adhesives utilize conductive particles such as metal-coated 

polymeric or glass spheres. and some may further include additional 

non-conductive particles that prevent excess deformation of the conductive particles 

during lamination. Also, some of these particles are intended to be disposed in a 

single layer such that opposing contact pads connected by the particles are separated 

by a distance equal to the diameters of the particles. 
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While such particles may control the separation between the electrically 

connected contact pads in some applications. they arc not suitable for controJling 

the separation between conductive layers throughout an entire cin::uit ~ly, 

particularly in areas where overlapping conductive portions in the layers are not 

electrically connected across the adhesive layer. Instead, in areas where 

overlapping pads or traces of conductive material are not electrically connected, a 

coverlayer is used (which also has the disadvantage of increasing the overall 

assembly thiclcness), or one or both conductive layers in the ovedapping areas are 

somewhat recessed. such that the conductive particles are not capable of abutting 

both conductive layers directly. Otherwise, undesited electrlcal connections would 

be formed in those overlapping areas. 

Also, since interlayer electrical connections between opposing conductive 
layers generally take up a relatively small area of a printed cin::uit assembly. the 

conductive particles in anisotropic adhesives ate not suitable for controlling the 
separation between conductive layers in most of an assembly. Furthermore, when 

dealing with a signal layer opposing one or mme growid planes, as is found in 

many controlled impedance applications. the electrical connections between the 
signal layer and the ground planes may be quite sparse and widely separated, 

further minimizing the ability of such adhesives to effectively control layer 
separation throughout relatively large areas of the printed circuit assembly. 

Therefore, a substantial need has also existed for a manner of bonding 
printed circuit layers to one another with a highly controllable separation throughout 

opposing portions thereof. Moreover, a substantial need has arisen for a manner of 
bonding printed circuit layers with comrolled separation which do not rely solely on 
the interlayer electrical connection points between opposing layers to control layer 

separation. 

Summaty of tbe Jnyention 

The invention addresses these and other problems associated with the prior 
art in providing a printed cireuit assembly and method of making the same which in 
one aspect utilizes an adhesive layer including a plurality of non-conductive "gauge 

particles" disposed within a non-conductive adhesive. When the adhesive layer is 

interposed between opposing printed cln:uit layers. individual gauge particles are 

inteiposed or sandwiched at various points between the printed cireuit layers such 
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that the diameters of the particles control the separation between the circuit layers 
throughout the assembly. 

By "printed circuit layer'', what is meant is any layer within a printed cimuit 

assembly, whether conductive or non-conductive, and hrespective of its manner of 

deposition or placement on the assembly. Thus, a 'printed circuit layer" may 

include conductive layers fonned of metals or conductive polymers, flexible or 

rigid substrates, coverlayers, films. etc. Preferably. a "printed circuit layer" will be 

substantially non-deformable, so that any gauge particles abutting the layer will not 

substantially deform the layer, but will instead control its relative position within 
the assembly. 

Moreover, it will be appreciated that using gauge particles to control the 

separation between circuit layers may also de facto control the separation between 

other cirouit layers in the assembly which do not abut the gauge particles, but which 

are connected in some manner to the circuit layers which do abut the particles. 

Thus. it will be appreciated that control of this separation may be obtained 

consistent with the invention not only by interposing the gauge particles between 

the conductive layers, but also between one conductive layer and another layer.to 
which the other conductive layer is attached (e.g., an insulating substrate). as well 
as between two such layers to which the conductive layers are attached (e.g., 

between two insulating substrates). Other combinations may also be used 

consistent with the invention. 

The particles in the adhesive layer are designated "gauge" particles because 

they determine or control the separation between opposing printed circuit layers in a 

manufactured assembly. Furthermore. the particles are constructed to be 

non-conductive. such that a particle may be oriented at practically any point 
between opposing printed ciICuit layers irrespective of the materials used in the 
opposing layers, and irrespective of whether an electrical connection has or is to be 

formed at this point. 

The invention addresses additional problems associated with the prior art in 
providing a printed circuit assembly and method of making the same which in 

another aspect interconnects contact pads on an overlapping pair of conductive 
layers through conductive posts formed on the contact pads on one layer and 
bonded to the contact pads on the other layer. Fusible material may be incorporated 
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into the posts to fonn fused conne<:tions with the opposing contact pads. The posts 

may project through apertures in a dielectric layer separating the conductive layers, 

or alternately, the posts may ''pierce•• through the dielectric layer during lamination, 
thereby eliminating a separate apernire· fonnation step. 

Therefore, in accordance with one aspect of the invention, there is provided 

a printed circuit assembly, which includes first and second printed circuit boards, 

each printed circuit board including an insulating substrate with a conductive layer 
disposed thereon, the conductive layer on the first printed circuit board including a 
first contact pad opposing a second contact pad on the conductive layer on the 

second printed cil'CUit board, and at least one of the first and second printed circuit 

boards including a second conductive layer funned on the opposite surface of the 

insulating substrate; a dielectric layer disposed between the first and second printed 

circuit boards; and a conductive post, formed on the first contact pad. the 
conductive post extending across the dielectric layer and abutting the second contact 

pad, thereby electrically connecting the first and second contact pads. 

In accordance with another aspect of the invention. the.re is provided a 

method of manufacturing a printed circuit assembly. The method includes the step 
of forming a conductive post on a first printed circuit board, the printed circuit 

board including an insulating substrate with a conductive layer disposed thereon, 

wherein the conductive post is disposed on a first contact pad disposed in the 

conductive layer of the first printed circuit board; placing a second printed circuit 

board over the first printed cireuit board with a second contact pad aligned with the 

conductive post and with a dielectric layer disposed therebetween, the second 
printed circuit board including an insulating substrate with a conductive Jayer 
disposed thereon, wherein the second contact pad is disposed in the conductive 
layer of the second printed circuit board, and wherein at least one of the first and 

second printed circuit boards includes a second conductive layer fanned on the 

opposite surface of the insulating substrate; and compressing the first and second 

printed circuit boards together until the conductive post extends across the dielectric 
layer and abuts the second contact pad, thereby electrically connecting the first and 

second contact pads. 

These and other advantages and features, which characterif.e the invention, 

are set forth in the claims annexed hereto and fonning a further part hereof. 

However, for a better understanding of the invention, and of the advantages and 
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objectives attained by its u~ reference should be made to the Drawings, and to the 

accompanying descriptive matter. in which there are described preferred 
embodiments of the invention. 

Brief Description of the Dmwinas 

FIGURE 1 is a perspective view of one preferred printed circuit assembly 

consistent with the principles of the invention. 

FIGURE 2 is an exploded cross-sectional view of a preferred printed circuit 
assembly of Fig. 1. 

FIGURE 3 is a cross-sectional view of a prefeaed printed circuit assembly. 
taken through line 3-3 of Fig. 1. 

FIGURE 4 is a cross-sectional view of an alternate preferred printed circuit 

assembly to that of Figs. 1-3, where gauge particles are disposed between an 
insulating substrate and a conductive layer. 

FIGURE S is a cross".'sectional view of an a1temate preferred printed circuit 
assembly to that of Figs. 1-3, where gauge particles .are disposed between a pair of 

conductive layers. 

FIGURE 6 is an exploded cross-section view of another alternate printed 
circuit assembJy to that of Figs. 1-3, where a conductive plug is fonned in the 
adhesive layer to electrically connect opposing contact pads. 

FIGURE 7 is a cross-section view of the alternate printed circuit assembly 

of Fig. 6. 

FIGURE 8 is an exploded cross-section view of another alternate printed 
circuit assembly to that of Figs. 1-3, where a conductive post projects through the 

adhesive layer to eJecttically connect opposing contact pads. 

FIGURE 9 is a cross-section view of the alternate printed circuit assembly 

of Fig. 8. 
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FIGURE 10 is a cross-section view of another alternate printed circuit 
assembly to that of Figs. 8-9, whereby an alternate dielectric layer is disposed 
between opposing printed circuit boards. 

Detajle4 Degrjption of the Preferred Bmbqdjmenta 

The invention incorporates two prilD81)' aspects. The first deals with 
controlling the separation between opposing printed circuit layers in a printed cllcuit 

assembly. The second deals with forming interlayer .inteJconnections between 
opposing conductive layers in a printed circuit assembly. While both aspects of the 
invention are useful when used in conjunction with one another. it should be 

appreciated that neither aspect should be limited to use only in conjunction with the 
other. 

Contmlled St;pamtion 

Turning to the Drawings, wherein like numbers denote like parts throughout 

the several views, Fig. 1 shows a preferred printed circuit assembly 10 consistent 
with the principles of the present invention. Assembly 10 generally includes a pair 
of double-sided printed circuit boards 20, 30 joined by an adhesive layer 40. 

One principle benefit of the invention is the ability to reliably control circuit 

layer separations through the use of an adhesive layer having gauge particles 
dispersed therein. Controlled layer separation may be beneficial for controJling 
impedance, as well as to ensure planarity throughout an assembly. 

In general, prefeaed embodiments of the invention operate by interposing 
controlled diameter gauge particles between opposing or overlapping portions of 

printed circuit layers and compressing the circuit layers such that the particles abut 

both opposing layers and thereby define the separation therebetween. Moreover, 
considering the stability and non-deformability of many printed circuit materials. 
controlling the separation between printed circuit layers also controls the separation 
between other layers connected thereto. This also has the effect of minimizing any 
additive planarity distortions in a multiple layer printed challt assembly. 

The gauge particles may be interposed between any two opposing printed 

circuit layers, which as discussed above may include numerous materials, including 
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conductive layers fanned of metals or conductive polymers, flexible or rigid 

substrates. coverlayers. films, etc. These layers are preferably substantially 
non-deformable so that they will abut the particles but will not substantially defonn 

or compress at their point of abutment with the particles, to thereby fix their relative 
separations in the assembly. 

For example. one preferred embodiment of the invention. printed circuit 
~bly IO shown in Figs. 1-3. utlli7.e5 gauge particles which are sized to abut 
opposing insulating substrates. With conductive layers mounted to the substrates. 
the separation between the conductive layers is also controlled, which may be 

important for impedance control, as well as fonn maintaining planarity throughout 
the assembly. Assembly 10 generally includes a pair of printed circuit boards 20, 
30 joined by an adhesive layer 40. Also shown are a plurality of through holes 12 

joining the opposing conductive layers on each circuit board, as well as an 
integrated circuit chip 14, which is one of innumerable types of electronic devices 

that may be populated on assembly 10. 

As shown in Fig. 2, printed circuit board 20 includes an insulating substrate 
22 with opposing conductive layers 24 and 26. Similarly, printed circuit board 30 
includes an insulating substrate 32 with opposing conductive layers 34, 36. 
Insulating substrates 22, 32 may be any type of flexible or rigid dielectric material 
suitable for use as a substrate, including polyimide, polyester, PEN, 
polyetherimide, epoxy, ceramic, impregnated woven or non-woven glass, among 
others. Conductive layers 24, 26, 34, 36 are preferably deposited and pattemed on 
substrates 22 and 32 in any manner generally known in the art. including various 
additive, semi·additive or subtractive techniques. Deposition of the conductive 
layers may be performed via adbesiveless processes such as vacuum metallization. 
sputtering. ion plating, chemical vapor deposition. electroplating, electroless 
plating, etc ... as well as through the use of adhesives. The conductive layers may 
be fonned of single metal layers or composite layers fonned by different processes, 
and may include metals such as copper, gold, chromium, aluminum, palladium, 

tin, etc., as well as conductive polymers and the like. 

1n the preferred embodiment, substrates 22, 32 are fonned of polyimide, 

and conductive layers 24, 26.. 34, 36 are formed via the NOVACLAJ)@ p~ 
which is the subject matter of U.S. Patent Nos. S,112.462; 5,137,791 and 
5,364,707 to Swisher, and assigned to Sheldahl, Inc. This process generally 
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includes the stepS of ( 1) treating the substmte with a plasma made up of ionized 

oxygen produced from a metallic electrode to form a metaVoxide treated film and 
(2) fomring metallized interconnection layers on the treated film. prefembly either 

by vacuum metallization of metal, or by combination of vacuum metallization of 
metal and an additional step of electroplating metal on top of the vacuum.odeposited 
metal. The first step in the process produces a bonding surface on the film which 

is capable of securing metal intelCODllection layers which. unlike adhesive-based 

substrates. have excellent delamination resistance, especially when exposed to beat. 
chemical treallllellt, mechanical suess or environmental stress. The board, thus 

metall~ may be etched in a conventional manner to fonn the desired circuit 

patterns in the conductive layers. 

Through holes may be formed on printed circuit boards 20, 30 e.g., by . 
drilling vias in the substrate prior to metallization such that conductive material is 

deposited thereon. In some applications the conductive material deposited on the 

via walls may completely fill the vias, such that no apert1n remains within the 

through hole. Coverlayers may also be deposited over the patterned conductive 
layers in some applications. Other variations, e.g., drilling after plating, will be 

apparent to one of ordinary skill in the art. 

As shown in Fig. 2, an adhesive layer 40 is preferably interposed between 

boards 20, 30. Layer 40 preferably is a dried and cured B-stage layer formed of a 

plurality of non--conductive gauge particles 44 interspersed in a non-conductive 

adhesive 42. Altematively. the layer may be deponted on one of the printed circuit 

boards via screen printing, roll coating or another suitable pn>cesS. 

The adhesive 42 used in layer 40 is preferably a non-conductive 

thermosetting adhesive such as polyimide, epoxy, hlrt.Yrl phenolict etc. and 

combinations thereof. Other adhesives such as pressure sensitive and 

thermoplastic adhesives may also be used in the alternative. The adhesive used 
should have suitable adhesive and flow characteristics. and may also be selected 

based upon concerns such as dielectric constant and temperature resistance. The 

adhesive used in the preferred embodiment is a polyimide thermosetting adhesive, 
which has a dielectric constant of about 4.4 (measured at 1 Mhz under 4.8.3.1.4. 

of Mil-P-13949 Std.), and which is aJso high temperature resistant. 
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The gauge particles are preferably non-compactible spherical particles 
fonned of solid or hollow n<>IKOnductive material such as glass, polymer, silica, 

ceramic, etc. The material used for the particles may also be selected based upon a 

specific dielectric strength to tailor the adhesive layer to a controlled dielectric 
constant. In addition, through the use of low dielectric constant particles. the 
overall dielectric constant of the adhesive layer may be decreased below that of the 
adhesive itself. The particles may also have different geometries than spherical. In 

the preferred embodiment, the particles are hollow glass spheres. Using the 

preferred size and distribution ranges for the particles, this results in an overall 
dielectric constant for the adhesive layer of about 1.5 to 3 (measured at 1 Mbz 

under 4.8.3.1.4. of Mil-P-13949 Std.). 

The si7.es of the particles are preferably controlled to be substantially the 
same throughout the adhesive layer. with preferably at least 30 pen:ent of the 

particles being between about+/- 10 pen:ent of a mean diameter. Moreover, the 
loading or distn1>ution of particles in the adhesive is preferably about 30to15 
percent by volume, although other particle densities may be iequired in different 
applications, particularly where the particles are used to def'me the separations 
between other types of printed circuit layers. In addition, the final separation 
distances. the layouts of the boards, and other considerations may also impact the 
sizes and distributions of the particles in the adhesive. 

In use, the particles are preferably dispersed uniformly throughout the 
adhesive, then the adhesive is layered, dried and cured to form a B-stage adhesive 
layer. The layer is then interposed between the printed circuit boards, and the 
entire assembly is laminated under heat and pressure to compress the boards 
together, as shown in Fig. 3. Under laminatiOllt the gauge particles are trapped 
between the circuit boards to abut the opposing insulating layers at areas where 
there are no conductive layers. In areas where one or more conductive layers are 
present, the particles are typically displaced to areas having no conductive layers 
(i.e., "exposed areas" of the insulating substrates). In addition, the adhesive flows 
into the recesses between the boards, and any excess adhesive is squeezed out of 
the sides of the assembly. The extent to which the boards are compressed together 
during lamination is determined by the diameters of the gauge particles, as these 

particles abut opposing printed circuit layers to define the final layer separations for 

the assembly. 
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As noted above, the mean diameter for the population of particles is 

preferably selected to provide controlled separation between printed circuit layers. 

For example, for the embodiment shown in Figs. 1-3, the diameter of the particles 

dis preferably selected to control the connected distancex between insulating 

substrates 22 and 32 (best seen in Fig. 3). By virtue of the substantially 

nondeformable nature of substrates 22. 32, controlling the distance between these 

layers also indirectly controls the distance y between the conductive layers 26, 36. 

In many controlled impedance applications, it may be desirable to include 
relatively constant separations between the conductive layers in each layer of a 

multilayer assembly. For example, for printed circuit assembly 10, it may be 

desirable to set the distance 1 between conductive layers across the adhesive layer 

to equal the distance i between conductive layers across the insulating substrates. 
For a typical assembly, e.g., including SO micron polyimide substrates patterned 

with 15 micron copper layers, the mean diameter of the gauge particles would need 

to be 80 microns to provide a SO micron separation between conductive layers 

across the adhesive layer. It may also be desirable to match the dielectric constant 

of the adhesive layer with that of the insulating substrates. 

As stated above, however. the gauge particles are not limited to abutting 

opposing insulating substrates. For ex.ample. Fig. 4 illustrates an assembly 50 

having an adhesive layer 80 (having gauge particles 84 disposed in an adhesive 82) 

for bonding together a pair of printed circuit boards 60, 70. with insulating 

substrates 62, 72 and conductive layers 64, 66, 74. In this embodiment, the 

plurality of gauge particles 84 abut, on printed circuit boanl 60, the insulating 
substrate 62; and on printed circuit board 70, the conductive layer 74. Again, the 

diameters ti of the particles are controlled to indirectly set the distance y between 

the conductive layers 66, 74, as well as the distance x between the insulating 

substrates 62, 72. During lamination. the particles are displaced from any areas 

having two layers of overlapping conductive material. The configuration shown in 

Fig. 4 may be useful in applications having ground. power or shield planes where 
conductive material fully covers a surface of at least one printed cixcuit board. 

As another example, Fig. S illustrates an assembly 100 having an adhesive 

layer 130 (having gauge particles 134 disposed in an adhesive 132) for bonding 

together a pair of printed circuit boards 110, 120, with insulating substrates 112, 

122 and conductive layers 114, 116, 124. In this configuration, the diameters d of 
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the particles are controlled to directly set the distance y between the conductive 
layers 114, 124, as well as to indilectly set the distance x between the insulating 
substrates 112, 122. Any particles disposed in areas without any overlapping 
conductive material tend to "float" within the adhesive and not control layer 
separation. In addition, due to the non-conductive nature of the particles, they do 
not conduct across the adhesive layer and cause any potential undesired short 
clreuits in the assembly. Consequently, a significant advantage is attained, in that 
controlled mechanical separation is provided between conductive layers without 
introducing undesired conductive paths through the adhesive layer. Moreover, 
coverlayers are often not requiied, thereby reducing manufacturing costs and 
complexitie~ as weU as overall assembly thicknesses. 

Other printed circuit layers may abut the gauge particles, including any 
coverlayers fanned over the conductive layers on a cireuit board. Additional 
printed circuit boards may also be bonded together using additional adhesive layers. 
e.g., to produce multilayer assemblies bavhlg five or more conductive layers. In 
addition, a dielectric materla1 may be "filled in" between circuit traces to provide a 
more planar surface for the printed ciJcuit boards, whereby the gauge particles 
would abut two types of layers on the same printed circuit board. 

Further, it may be desirable to utilize otherwise open areas of the insulating 
substrates ("non-sign.al transmitting areas., - that is, those areas where conductive 
material would otherwise not be used) to pattem conductive material which assists 
in controlling separation in these areas. The conductive material in these non-signal 
transmitting areas may serve no other purpose than controlling separation, or it may 
be used as shielding or other purposes. for example. 

Moreover. different particle sizes may be used in different areas of an 
assembly. e.g., if a ground or shield plane is only provided in one area of an 
assembly, and the particles and/or adhesive may be used in only some overlapping 
portions of the circuit boards. In addition. other manners of depositing an adhesive 
layer and compressing the assembly may also be used. Other modifications will be 

apparent to one skilled in the art. 

The preferred adhesive layers may also include pad interconnecting means 
for electrically connecting any contact pads on the printed c.in:uit boards at discrete 
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locations across the adhesive layers. Any number of manners may be used to fonn 
conductive areas through an adhesive layer. 

One preferred manner is to fonn defonnable and/or fusible conductive 
"plugs" in an adhesive layer prior to lamination. For example, printed cin:uit 

assembly 140 of Figs. 6 and 7 illustrates one manner of fonning pad connections 

whereby an aperture 175 is formed in an adhesive layer 170 (having gauge particles 

174 in an adhesive 172) and filled with conductive material 176. The resulting 
layer is inteiposed between a pair of printed circuit boards 150, 160 (with 

substrates 152, 162 and conductive layers 154, 156, 164, 166), with the 
conductive material 176 in layer 170 aligned with opposing pads 157 (e.g., formed 

at a through hole 158) and 167. When the assembly is laminated (Fig. 7), 

conductive material 176 preferably fuses with pads 157. 167 to form a reliable 
intel'connection therebetween concummt with the placement of particles 174 

between substrates 152t 162. 

Apertures 175 in layer 170 may be formed by drilling. punching, stamping. 

laser ablation, etc. Conductive material 176 may be deposited in the apertures by a 
number of proce.sse~ including electroplating, screen printing, ink jet printing. etc. 

The conductive material may be a metal such as copper, or may be a conductive ink 

(cured or uncured) or a fusible material such as solder particles. Two preferred 

manners include screen printing a fusible conductive ink, and ink jet printing fine 
solder particles. 

Other manners of fonning interlayer inta:connections, e.g .• drilling and 
plating through holes after lamination. may also be used without departing from the 

spirit and scope of the invention. 

Therefore.. it may be seen that the preferred embodiments of the invention 
realize controlled separation between printed cin:uit layers, be they insulating 

substrates, conductive layers, other layers, or combination$ thereof. The controlled 
separation benefits circuit design in controlled impedance applications, since the 

impedances across the adhesive layers may be reliably determined. Moreover, the 

planarity of the resulting assemblies is improved, which is particularly important as 

the number of layers in an assembly increases since planarity errors are additive as 
the number of layers increases. This bas the added advantage of maintaining 
relatively constant elevations of mounting pads on extemal surfaces of an assembly 
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to which electronic devices such as integrated circuits are attached. Other 

modifications may be made to these preferred embodiments without departing from 

the spirit and scope of the invention. 

As noted above. a second aspect of the invention is directed to forming an 
interlayer interconnection between opposing conductive layeis in a printed circuit 

assembly. in particular by forming conductive "posts* or similar structures on one 
of the printed circuit boards which are bonded with a pad on the other printed 

circuit board. This second aspect of the invention is particularly suitable for use in 

conjunction with providing controlled separation using an adhesive layer in the 
manner disclosed herein. However, it will be appreciated that this interlayer 
interconnection process may also be used across other dielectric layers, as will be 

set forth below. 

For exampl~ printed circuit assembly 180 of Figs. 8 and 9 illustrates a 
manner of forming interlayer pad connections whereby a first printed circuit board 

200, with a pair of conductive layers 204, 206 formed on an insulating substrate 
202, has a conductive post formed on a contact pad 1JJ7. The post is comprised of 

a copper layer 208 coated by a fusible material 209 such as tin. The copper and tin 
are preferably deposited by electroplating using a semi-additive p~ although 

other processes, including subtractive and additive metal deposition processes, 
screen printing processes, stencil printing processes (e.g •• stenciling conductive 
ink coupled with subsequent curinglsintering of the ink), etc. may also be used. 
Other conductive materials such as any number of bimu:y and tertiary metals. 

fusible materials, and combinations thereof may be used for layer 208. 

With one p.teferred process, a layer of dry film photoresist is applied over a 
copper foil printed circuit board, then the photmesist is imaged with the desired 

circuit pattern and devel~ and copper is electroplated through the resulting 

mask to form the desired circuit pattem. Next, a second layer of photoresist is 

applied over the first layer and is exposed and developed with the pattern of the 
conductive posts to be formed on the printed chcuit. The posts are electroplated to 

thickness with copper. then capped by an electrodepos.ited layer of tin. The 

photoresist is stripped off and the excess copper is etched away. 
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The thickness to which copper layer 208 on each post is plated is primarily 
dependent upon the desired connected distance between the opposing contact pads, 
and when used in conjunction with gauge particle-filled adhesive, is dependent 
upon the diameters of the particles. For example, it may be desirable to provide 
connected distances between pads in the range of about 1 to 4 mils (50 to 100 
microns), with the thickness of copper layer 208 preferably being in a similar 
range. Tin layer 209 is preferably immersion. electroless or electroplated to a 
thickness selected to provide sufficient material for forming a fused connection 
between copper layer 208 and the opposing contact pad, preferably in the range of 
about 8 to SO microinches. 

The posts can also have different profiles, e.g.. circular, rectangular, etc. 
Moreover, the maximum width or diameter of the posts may be selected depending 
upon resistance requirements, CUlTellt handling capability, and contact pad size, 

typically in the range of about 50 to 100 microns. The p~ however, typically 
do not require any additional surface area on a board beyond the contact pads to 

which they are~ and they are preferably about 1ll the diameter of the 
contact pads to allow for some misalignment. Accordingly, in preferred 
embodimen~ the posts generally do not significantly impact the overall pitch (i.e., 
the minimum combined signal trace spacing and width) of the board. 

Printed circuit board 200 is preftnbly interconnected via lamination to a 

second board 190 (with conductive layers 194. 196 formed on a substrate 192) 
across an adhesive layer 210 (with gauge particles 214 in an adhesive 212). Prior 
to lamination, it may be desirable to deposit, e.g., by inunersion, electtoless or 
electroplating, an adhesion promoting layer 199 over the contact~ e.g., pad 
197. Layer 199 may be, for example, about 8 to 50 nrlcroinches in thickness, and 

formed of gold or a similar material that promotes adhesion with a fusible metal 
such as tin layer 209. The adhesion promoting layer may also not be necessary in 
some applications. 

During lamination (F'ig. 9), the post fonned of layers 208, 209 may 
"pietce" through layer 210 and contact pad 197 (shown at through hole 198) 
formed on board 190. Fusible layer 209 preferably reflows and fuses to the gold 
layer 199 over pad 197 to form a reliable electrical interconnect with pad 'JD7. Doe 
to the high unit load of the posts, they will generally displace the adhesive to pennit 

the fusible layers to fully contact the opposing pads and form the fused connections 
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therebetween. Also due to their high unit load. the posts also displace the gauge 

particles dilling the lamination process as shown in Fig. 9. With further 

compiession, the gauge particles in the adhesive layer begin to share a portion of 
the applied, resulting in both controDed separation and reliable interconnects in the 

finished assembly. 

Altematively, as above with other in1edayer interconnections, apertures may 

be drilled or fonned in adhesive layer 210 with the apertures aligned with the posts, 

as opposed to the posts forming their own apertures. 

As was mentioned previously, the post interlayer interoonnection 

teclmology disclosed herein may also be used to fonn intereonnections across other 
dielectric layers. For example, as shown in the assembly 220 of Fig. 10, a pair of 

printed circuit bomls 230 and 240 may be interconnected across a dielectric layer 

250 with a post having copper layer 244 and fusible material 246. formed on board 
240. and fused to board 230. Dielectric layer 2SO preferably includes an aligned 

aperture 256 through which the post may project 

Numerous dielectric layer constmctions may be used to bond boards 230 

and 240 together. For example, as shown in Fig. 10. dielectric layer 250 may 

include a base dielectric film 252 coated on both sides with an adhesive 254. 
Alternatively. the dielectric film may be a prepreg composition of woven glass 
impregnated with adhesives. Other dielectric layers, such as non-woven glass and 
film tapes. etc .• or any other fonn of dielectric layer suitable for bonding opposing 

boards to one another may also be used. 

It is also possible to utilize a dielectric layer having a base film or sheet with 

a predetennined grid or pattem of apertUres at known locations. Through proper 

circuit design, posts may be located to be aligned with apertures. thereby 

eliminating the need to specially drill a dielecmc layer. 

It is believed that the use of inteIC011Decting posts in the manner disclosed 

herein provides reliable interlayer intereonnects in a~ reliable and cost 

effective manner. Moreover, the posts may be constructed with fine dimensions 

and spacing. thereby increasing the obtainable packaging density for a printed 

circuit assembly. In addition. the posts are capable of forming intennetallic joints, 

which are typically much more reliable than adhesive joints due to the metallurgical 
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interaction of such joints. The posts also have the benefit of being deposited using 
standard photolitbographic techniques at generally the same resolution of the 

overall circuit patterns. and they also reduce material costs because discrete 
conductive interconnections may be made only at desired locations on the boards. 

Further, the posts may be made smaller than the contact pads to which they are 
connected, thereby allowing for some misalignment of the pads during lamination. 
Other benefits will be appreciated by one skilled in the art. 

Other changes and modifications may be made to the prefmed 

embodiments without departing from the spirit and scope of the invention. 
Therefore, the invention lies in the claims hereinafter appended. 
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What is claimed is: ii iii Hf 
1. A printed circuit assembly, comprising: 

(a) fiist and second printed circuit board~ each printed circuit 

board including an insulating substrate with a conductive layer disposed thereon, 

the conductive layer on the first printed circuit board .includhlg a first contact pad 
opposing a second contact pad on the conductive layer on the second printed circuit 

board. and at least one of the first and second printed circuit boards including a 

second conductive layer funned on the opposite surface of the insulating substrate; 

(b) a dielectric layer disposed between the first and second 
printed circuit boards; and 

(c) a condoctive post, fonned on the first contact pad. the 

conductive post extending across the dielectric layer and abutting the second con.tact 
pad, thereby electrically connecting the first and second contact pads. 

2. The printed circuit assembly of claim 1, wherein the dielectric layer 

comprises an adhesive for bonding the first and second printed circuit boards to 

one another. 

3. The printed circuit assembly of claim 2, wherein the dielectric layer 

further includes a dielectric film coated on both sides with the adhesive and 

including an aperture through which extends the conductive post. 

4. The printed circuit assembly of claim 2. wherein the dielectric layer 

further includes a prepreg sheet filled with the adhesive and including an aperture 

through which extends the conductive post. 

S. The printed circuit assembly of claim 2, wherein the dielectric layer 
includes a grid of apertures, and wherein the conductive post is aligned with one of 

the apertures in the grid of apertures. 

6. The printed circuit assembly of claim 1, wherein the conductive post 

has a width which is smaller than the widths of the first and second contact pads. 

7. The printed citcuit assembly of claim 1, wherein the conductive post 
comprises a first metal layer formed on the first contact pad and a second metal 

I 1111111111111 11111 lflll ll 1111 
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layer fonned on the first metal layer, the second metal layer comprising a fuSJole 
metal that is fused with the second contact pad. 

8. The printed cireuit assembly of claim 7. wherein the first metal layer 
comprises copper and the second metallayer comprises tin. 

9. The printed cin:uit assembly of claim 7, wherein the second contact 
pad comprises an adhesion promoting layer deposited thereon and fused with the 
second metal layer on the conductive post. 

10. The printed circuit assembly of claim 9, wherein the adhesion 
promoting layer comprises gold deposited to a thickness in the range of about 8 to 
SO microinches. 

11. A method of manufacturing a printed circuit assembly. comprising 
the steps of: 

(a) fonning a conductive post on a first printed cireuit board, the 
printed circuit board including an insulating substrate with a conductive layer 
disposed thereon, wherein the conductive post is disposed on a first contact pad 
disposed in the conductive layer of the fll'St: printed circuit board; 

(b) placing a second printed circuit board over the first printed 
circuit board with a second contact pad aligned with the conductive post and with a 
dielectric layer disposed therebetween, the second printed circuit board including an 
insulating substrate with a conductive layer disposed thereon, wherein the second 

contact pad is disposed in the conductive layer of the second printed circuit board, 
and wherein at least one of the first and second printed circuit boards includes a 
second conductive layer formed on the opposite surface of the insulating substrate; 
and 

(c) compressing the first and second printed cilcuit boards 
together until the conductive post extends across the dielectric layer and abuts the 
second contact ~ thereby electticaDy connecting the first and second contact 
pads. 

12. The method of claim 11,. wherein the dielectric layer comprises an 
adhesive, and wherein the compressing step includes the step of mechanically 

I \lllll\ 1\\1\11111\ \\1\11\ \II\ 
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bonding the first and second printed circuit boards to one another with the 

adhesive. 

13. The method of claim 12, wheiein the dielectric layer further includes 

a dielectric film coated on both sides with the adhesive and including an aperture 

through which extends the conductive post. 

14. The method of claim 12, wherein the dielectric layer further includes 
a prepreg sheet fi1led with the adhesive and including an aperture through which 
extends the conductive post. 

15. The method of claim 12, wherein the dielectric layer includes a grid 

of apertures, and wherein the conductive post is aligned with one of the apertures 

in the grid of apertures. 

16. The method of claim 11, wherein the conductive post has a width which 

is smaller than tbe widths of the first and second contact pads. 

17. The method of claim 1 lt wherein the fonning step includes the steps 

of depositing a first metal layer on the first contact pad, and depositing a second, 

fusi'ble metal layer over the firsf metal layer, and wherein the compressing step 

includes the step of applying heat to fuse the second metal layer to the second 

contact pad. 

18. The method of claim 17, wherein the forming step includes the step 

of photoimaging a resist mask, and wherein the first and second metal layers are 

deposited via electroplating through the resist mask. 

19. The method of claim 17, further comprising the step of depositing 

an adhesion promoting layer on the second contact pad. and wherein the 

compressing step fuses the adhesion promoting layer with the second metal layer 

on the conductive post. 
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