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Specification 

IMAGE ENCODING DEVICE, IMAGE DECODING DEVICE, IMAGE  ENCODING 

METHOD, AND IMAGE DECODING METHOD 

Field of the Invention 

[0001] 5 

The present invention relates to an image encoding device 

for and an image encoding method of compression-enc oding and 

transmitting an image, and an image decoding device  for and an 

image decoding method of decoding encoded data tran smitted by 

the image encoding device to reconstruct an image. 10 

Background of the Invention 

[0002] 

Conventionally, in accordance with international 

standard video encoding methods, such as MPEG and I TU-T H.26×, 

after an input video frame is divided into macro bl ocks each 15 

of which is a 16×16 pixel block and a motion-compen sated 

prediction is performed on each macro block, inform ation 

compression is carried out by performing orthogonal  

transformation and quantization on a prediction err or signal 

in units of a block. 20 

A problem is, however, that as the compression rati o 

becomes high, the compression efficiency is reduced  resulting 

from degradation in the quality of a prediction ref erence image 

which is used when carrying out the motion-compensa ted 

prediction. 25 

To solve this problem, in accordance with an encodi ng 

method, such as MPEG-4 AVC/H.264 (refer to nonpaten t reference 

1), a block distortion which occurs in a prediction  reference 

image with quantization of orthogonal transformatio n 

coefficients is tried to be removed by performing a  blocking 30 

1 Specification IMAGE ENCODING DEVICE, IMAGE DECODING DEVICE, IMAGE ENCODING
METHOD, AND IMAGE DECODING METHOD Field of the Invention 5[0001]         The present
invention relates to an image encoding device for and an image encoding method of
compression-encoding and transmitting an image, and an image decoding device for and an image
decoding method of decoding encoded data transmitted by 10 the image encoding device to
reconstruct an image. Background of the Invention [0002]         Conventionally, in accordance with
international standard video encoding methods, such as MPEG and ITU-T H.26x, 15 after an input
video frame is divided into macro blocks each of which is a 16x16 pixel block and a
motion-compensated prediction is performed on each macro block, information compression is carried
out by performing orthogonal transformation and quantization on a prediction error signal 20 in units of
a block.        A problem is, however, that as the compression ratio becomes high, the compression
efficiency is reduced resulting from degradation in the quality of a prediction reference image which is
used when carrying out the motion-compensated 25 prediction. To solve this problem, in accordance
with an encoding method, such as MPEG-4 AVC/H.264 (refer to nonpatent reference 
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filter process within a loop. 

[0003] 

Fig. 17 is a block diagram showing an image encodin g device 

disclosed in nonpatent reference 1. 

In this image encoding device, when receiving an im age 5 

signal which is a target to be encoded, a block div iding unit 

101 divides the image signal into macro blocks, and  outputs an 

image signal in units of a macro block to a predict ing unit 102 

as a split image signal. 

When receiving the split image signal from the bloc k 10 

dividing unit 101, the predicting unit 102 calculat es a 

prediction error signal by predicting an image sign al of each 

color component in each macro block within the fram e or between 

frames. 

[0004] 15 

Particularly, when carrying out a motion-compensate d 

prediction between frames, the predicting unit sear ches for a 

motion vector in units of either a macro block itse lf or each 

of subblocks into which each macro block is more fi nely divided. 

The predicting unit then performs a motion-compensa ted 20 

prediction on a reference image signal stored in a memory 107 

by using the motion vector to generate a motion-com pensated 

prediction image, and determines the difference bet ween a 

prediction signal showing the motion-compensated pr ediction 

image and the split image signal to calculate a pre diction error 25 

signal. 

The predicting unit 102 also outputs parameters for  

prediction signal generation which the predicting u nit has 

determined when acquiring the prediction signal to a variable 

length encoding unit 108. 30 

1), a block distortion which occurs in a prediction reference image with quantization of orthogonal
transformation 30 coefficients is tried to be removed by performing a blocking 2 filter process within a
loop. [0003]         Fig. 1 7 is a block diagram showing an image encoding device disclosed in
nonpatent reference 1. 5In this image encoding device, when receiving an image signal which is a
target to be encoded, a block dividing unit 101 divides the image signal into macro blocks, and outputs
an image signal in units of a macro block to a predicting unit 102 as a split image signal. 10When
receiving the split image signal from the block dividing unit 101, the predicting unit 102 calculates a
prediction error signal by predicting an image signal of each color component in each macro block
within the frame or between frames. 15[0004]         Particularly, when carrying out a
motion-compensated prediction between frames, the predicting unit searches for a motion vector in
units of either a macro block itself or each of subblocks into which each macro block is more finely
divided.  20 The predicting unit then performs a motion-compensated prediction on a reference image
signal stored in a memory 107 by using the motion vector to generate a motion-compensated
prediction image, and determines the difference between a prediction signal showing the
motion-compensated prediction 25 image and the split image signal to calculate a prediction error
signal.         The predicting unit 102 also outputs parameters for prediction signal generation which the
predicting unit has determined when acquiring the prediction signal to a variable 
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For example, the parameters for prediction signal 

generation include pieces of information such as an  intra 

prediction mode showing how to perform a space pred iction within 

each frame, and a motion vector showing an amount o f motion 

between frames. 5 

[0005] 

When receiving the prediction error signal from the  

predicting unit 102, a compressing unit 103 quantiz es the 

prediction error signal to acquire compressed data after 

performing a DCT (discrete cosine transform) proces s on the 10 

prediction error signal to remove a signal correlat ion from this 

prediction error signal. 

When receiving the compressed data from the compres sing 

unit 103, a local decoding unit 104 carries out inv erse 

quantization of the compressed data and then perfor ms an inverse 15 

DCT process on the compressed data inverse-quantize d thereby 

to calculate a prediction error signal correspondin g to the 

prediction error signal outputted from the predicti ng unit 102. 

[0006] 

When receiving the prediction error signal from the  local 20 

decoding unit 104, an adder 105 adds the prediction  error signal 

and the prediction signal outputted from the predic ting unit 

102 to generate a local decoded image. 

A loop filter 106 removes a block distortion superi mposed 

onto the local decoded image signal showing the loc al decoded 25 

image generated by the adder 105, and stores the 

distortion-removed local decoded image signal in th e memory 107 

as the reference image signal. 

[0007] 

When receiving the compressed data from the compres sing 30 

30 length encoding unit 108. 3         For example, the parameters for prediction signal generation
include pieces of information such as an intra prediction mode showing how to perform a space
prediction within each frame, and a motion vector showing an amount of motion 5 between frames.
[0005]        When receiving the prediction error signal from the predicting unit 102, a compressing unit
103 quantizes the prediction error signal to acquire compressed data after 10 performing a DCT
(discrete cosine transform) process on the prediction error signal to remove a signal correlation from
this prediction error signal.        When receiving the compressed data from the compressing unit 103, a
local decoding unit 104 carries out inverse 15 quantization of the compressed data and then performs
an inverse DCT process on the compressed data inverse-quantized thereby to calculate a prediction
error signal corresponding to the prediction error signal outputted from the predicting unit 102. [0006]
20When receiving the prediction error signal from the local decoding unit 104, an adder 105 adds the
prediction error signal and the prediction signal outputted from the predicting unit 102 to generate a
local decoded image. A loop filter 106 removes a block distortion superimposed 25 onto the local
decoded image signal showing the local decoded image generated by the adder 105, and stores the
distortion-removed local decoded image signal in the memory 107 as the reference image signal.
[0007] 30When receiving the compressed data from the compressing  
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unit 103, the variable length encoding unit 108 ent ropy-encodes 

the compressed data to output a bit stream which is  the encoded 

result. 

When outputting the bit stream, the variable length  

encoding unit 108 multiplexes the parameters for pr ediction 5 

signal generation outputted from the predicting uni t 102 into 

the bit stream and outputs this bitstream. 

[0008] 

In accordance with the method disclosed in nonpaten t 

reference 1, the loop filter 106 determines the smo othing 10 

intensity according to information including the qu antization 

resolution, the encoding mode, the variation degree  of motion 

vector, etc. for pixels in the vicinity of a block border of 

DCT to provide a reduction in the distortion occurr ing in the 

block border. 15 

As a result, the quality of the reference image sig nal 

can be improved, and the efficiency of the motion-c ompensated 

prediction in subsequent encoding processes can be improved. 

[0009] 

In contrast, a problem with the method disclosed in  20 

nonpatent reference 1 is that higher frequency comp onents of 

the signal are lost with increase in the compressio n rate at 

which the signal is encoded, and therefore the enti re screen 

is smoothed too much and the encoded video becomes blurred. 

In order to solve this problem, nonpatent reference  2 25 

discloses a technique of applying a Wiener filter a s the loop 

filter 106, and forming this loop filter 106 in suc h a way that 

a squared error distortion between an image signal to be encoded, 

which is an original image signal, and a reference image signal 

corresponding to this image signal is minimized. 30 

4 unit 103, the variable length encoding unit 108 entropy-encodes the compressed data to output a bit
stream which is the encoded result. When outputting the bit stream, the variable length 5 encoding unit
108 multiplexes the parameters for prediction signal generation outputted from the predicting unit 102
into the bit stream and outputs this bitstream. [0008] In accordance with the method disclosed in
nonpatent 10 reference 1, the loop filter 106 determines the smoothing intensity according to
information including the quantization resolution, the encoding mode, the variation degree of motion
vector, etc. for pixels in the vicinity of a block border of DOT to provide a reduction in the distortion
occurring in the 15 block border.        As a result, the quality of the reference image signal can be
improved, and the efficiency of the motion-compensated prediction in subsequent encoding processes
can be improved. [0009] 20In contrast, a problem with the method disclosed in nonpatent reference 1
is that higher frequency components of the signal are lost with increase in the compression rate at
which the signal is encoded, and therefore the entire screen is smoothed too much and the encoded
video becomes blurred. 25 In order to solve this problem, nonpatent reference 2 discloses a technique
of applying a Wiener filter as the loop filter 106, and forming this loop filter 106 in such a way that a
squared error distortion between an image signal to be encoded, which is an original image signal, and
a reference image signal 30 corresponding to this image signal is minimized.  5 [0010] 
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[0010] 

Fig. 18 is an explanatory drawing showing the princ iple 

to improve the quality of the reference image signa l using a 

Wiener filter in the image encoding device disclose d in 

nonpatent reference 2. 5 

In Fig. 18, a signal s corresponds to an image sign al to 

be encoded which is inputted to the block dividing unit 101 shown 

in Fig. 17, and a signal s' corresponds to either t he local 

decoded image signal outputted from the adder 105 s hown in Fig. 

17, or the local decoded image signal in which a di stortion 10 

occurring in a block border is reduced by the loop filter 106 

disclosed in nonpatent reference 1. 

More specifically, the signal s' is the one in whic h an 

encoding distortion (noise) e is superimposed onto the signal 

s. 15 

[0011] 

A Wiener filter is defined as a filter which is app lied 

to the signal s' in such a way as to minimize this encoding 

distortion (noise) e with a squared error distortio n criterion.  

Typically, filter coefficients w can be determined by using the 20 

following equation (1) from both an autocorrelation  matrix R s's'  

of the signal s', and a cross correlation matrix R ss'  between 

the signals s and s'.  The size of the matrices R s's'  and R ss'  

corresponds to the number of taps of the determined  filter. 

'
1
'' ssss RRw ⋅= −       (1) 25 

[0012] 

By applying the Wiener filter having the filter 

coefficients w, a signal s hat whose quality has be en improved 

("^" attached to an alphabetical letter is referred  to as hat 

because this application is an electronic patent ap plication 30 

Fig. 18 is an explanatory drawing showing the principle to improve the quality of the reference image
signal using a Wiener filter in the image encoding device disclosed in 5 nonpatent reference 2.        In
Fig. 18, a signal s corresponds to an image signal to be encoded which is inputted to the block dividing
unit 101 shown in Fig. 17, and a signal s' corresponds to either the local decoded image signal
outputted from the adder 105 shown in Fig. 10 17, or the local decoded image signal in which a
distortion occurring in a block border is reduced by the loop filter 106 disclosed in nonpatent reference
1.           More specifically, the signal s' is the one in which an encoding distortion (noise) e is
superimposed onto the signal 15 s. [0011]        A Wiener filter is defined as a filter which is applied to
the signal s' in such a way as to minimize this encoding distortion (noise) e with a squared error
distortion criterion. 20 Typically, filter coefficients w can be determined by using the following equation
(1) from both an autocorrelation matrix Rs's' of the signal s', and a cross correlation matrix Rss,
between the signals s and s'. The size of the matrices R373, and Ass, corresponds to the number of
taps of the determined filter. 25w =(1) [0012] By applying the Wiener filter having the filter coefficients
w, a signal s hat whose quality has been improved ("^" attached to an alphabetical letter is referred to
as hat 30 because this application is an electronic patent application  6 
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in Japan) is acquired as a signal corresponding to the reference 

image signal.  The image encoding device disclosed in nonpatent 

reference 2 determines the filter coefficients w in  each of two 

or more different numbers of taps for the whole of each frame 

of the image which is the target to be encoded, and , after 5 

determining the filter having a number of taps whic h optimizes 

the amount of code of the filter coefficients w and  the 

distortion (e'=s hat - s), which is calculated afte r the 

filtering process is implemented, with the rate dis tortion 

criterion, further divides the signal s' into a plu rality of 10 

blocks each having a certain size, selects whether or not to 

apply the Wiener filter having the optimal number o f taps which 

is determined above to each block, and transmits in formation 

about filter ON/OFF for each block. 

As a result, the additional amount of code required  to 15 

perform the Wiener filter process can be reduced, a nd the 

quality of the prediction image can be improved. 

Related art document 

Nonpatent reference 

[0013] 20 

Nonpatent reference 1: MPEG-4 AVC (ISO/IEC 

14496-10)/H.ITU-T 264 standards 

Nonpatent reference 2: T.Chujoh, G.Yasuda, N.Wada, 

T.Watanabe, T.Yamakage, "Block-based Adaptive Loop Filter", 

VCEG-AI18, ITU-T SG16/Q.6 meeting, July 2008 25 

Summary of the Invention 

[0014] 

Because the conventional image encoding device is 

constructed as above, a single Wiener filter is des igned for 

the whole of the frame which is the target to be en coded, 30 

in Japan) is acquired as a signal corresponding to the reference image signal. The image encoding
device disclosed in nonpatent reference 2 determines the filter coefficients w in each of two or more
different numbers of taps for the whole of each frame 5 of the image which is the target to be encoded,
and, after determining the filter having a number of taps which optimizes the amount of code of the
filter coefficients w and the distortion (e'=s hat - s), which is calculated after the filtering process is
implemented, with the rate distortion 10 criterion, further divides the signal s' into a plurality of blocks
each having a certain size, selects whether or not to apply the Wiener filter having the optimal number
of taps which is determined above to each block, and transmits information about filter ON/OFF for
each block. 15As a result, the additional amount of code required to perform the Wiener filter process
can be reduced, and the quality of the prediction image can be improved. Related art document
Nonpatent reference 20[0013] Nonpatentreference1:MPEG-4AVC(ISO/IEC 14496-10)/H.IIU-1 264
standards           Nonpatent reference 2: I.Chujoh, G.Yasuda, N.Wada, I.Watanabe, I.Yamakage,
"Block-based Adaptive Loop Filter", 25 VCEG-A118, IIU-I SG16/Q.6 meeting, July 2008 Summary of
the Invention [0014] Because the conventional image encoding device is constructed as above, a
single Wiener filter is designed for 30 the whole of the frame which is the target to be encoded, 
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information showing whether or not to apply the Wie ner filter 

process is applied to each of the blocks which cons truct each 

frame.  A problem is, however, that because the sam e Wiener 

filter is applied to any block of each frame, there  is a case 

that the Wiener filter is not always an optimal fil ter to each 5 

block and the image quality cannot be improved suff iciently. 

[0015] 

The present invention is made in order to solve the  

above-mentioned problem, and it is therefore an obj ect of the 

present invention to provide an image encoding devi ce, an image 10 

decoding device, an image encoding method, and an i mage decoding 

method which can improve the improvement accuracy o f the image 

quality. 

[0016] 

In accordance with the present invention, there is 15 

provided an image encoding device in which a filter ing unit 

includes a region classifying unit for extracting a  feature 

quantity of each of the regions which construct a l ocal decoded 

image acquired by a local decoding unit to classify  each of the 

regions into a class to which the region belongs ac cording to 20 

the feature quantity, and a filter designing and pr ocessing unit 

for, for each class to which one or more regions, a mong the 

regions which construct the local decoded image, be long, 

generating a filter which minimizes an error occurr ing between 

an inputted image and the local decoded image in ea ch of the 25 

one or more regions belonging to the class to compe nsate for 

a distortion superimposed onto the one or more regi ons by using 

the filter. 

[0017] 

Because the filtering unit in accordance with the p resent 30 

7 information showing whether or not to apply the Wiener filter process is applied to each of the blocks
which construct each frame. A problem is, however, that because the same Wiener filter is applied to
any block of each frame, there is a case 5 that the Wiener filter is not always an optimal filter to each
block and the image quality cannot be improved sufficiently. [0015]        The present invention is made
in order to solve the above-mentioned problem, and it is therefore an object of the 10 present invention
to provide an image encoding device, an image decoding device, an image encoding method, and an
image decoding method which can improve the improvement accuracy of the image quality. [0016]
15In accordance with the present invention, there is provided an image encoding device in which a
filtering unit includes a region classifying unit for extracting a feature quantity of each of the regions
which construct a local decoded image acquired by a local decoding unit to classify each of the 20
regions into a class to which the region belongs according to the feature quantity, and a filter designing
and processing unit for, for each class to which one or more regions, among the regions which
construct the local decoded image, belong, generating a filter which minimizes an error occurring
between 25 an inputted image and the local decoded image in each of the one or more regions
belonging to the class to compensate for a distortion superimposed onto the one or more regions by
using the filter. [0017] 30Because the filtering unit in accordance with the present  8 Invention includes
the region classifying unit for extracting a feature quantity of each of the regions which construct a
local decoded image acquired by the local decoding unit to classify each of the regions into a class to
which the region belongs 
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invention includes the region classifying unit for extracting 

a feature quantity of each of the regions which con struct a local 

decoded image acquired by the local decoding unit t o classify 

each of the regions into a class to which the regio n belongs 

according to the feature quantity, and the filter d esigning and 5 

processing unit for, for each class to which one or  more regions, 

among the regions which construct the local decoded  image, 

belong, generating a filter which minimizes an erro r occurring 

between an inputted image and the local decoded ima ge in each 

of the one or more regions belonging to the class t o compensate 10 

for a distortion superimposed onto the one or more regions by 

using the filter, there is provided an advantage of  being able 

to improve the improvement accuracy of the image qu ality. 

Brief Description of the Figures 

[0018] 15 

[Fig. 1] Fig. 1 is a block diagram showing an image  encoding 

device in accordance with Embodiment 1 of the prese nt invention; 

[Fig. 2] Fig. 2 is a block diagram showing a loop f ilter 6 of 

the image encoding device in accordance with Embodi ment 1 of 

the present invention; 20 

[Fig. 3] Fig. 3 is a flow chart showing a process c arried out 

by the loop filter 6 of the image encoding device i n accordance 

with Embodiment 1 of the present invention; 

[Fig. 4] Fig. 4 is an explanatory drawing showing a n example 

of classes into which four regions (a region A, a r egion B, a 25 

region C, and a region D) which construct a local d ecoded image 

are classified; 

[Fig. 5] Fig. 5 is an explanatory drawing showing 1 6 blocks (K) 

which construct the local decoded image; 

[Fig. 6] Fig. 6 is an explanatory drawing showing a n example 30 

5 according to the feature quantity, and the filter designing and processing unit for, for each class to
which one or more regions, among the regions which construct the local decoded image, belong,
generating a filter which minimizes an error occurring between an Inputted image and the local
decoded image in each 10 of the one or more regions belonging to the class to compensate for a
distortion superimposed onto the one or more regions by using the filter, there is provided an
advantage of being able to Improve the Improvement accuracy of the image quality. Brief Description
of the Figures 15[0018] [Fig. 1] Fig. 1 is a block diagram showing an image encoding device in
accordance with Embodiment 1 of the present invention; [Fig. 2] Fig. 2 is a block diagram showing a
loop filter 6 of the image encoding device in accordance with Embodiment 1 of 20 the present
invention;  [Fig. 3] Fig. 3 is a flow chart showing a process carried out by the loop filter 6 of the image
encoding device in accordance with Embodiment 1 of the present invention; [Fig. 4] Fig. 4 is an
explanatory drawing showing an example 25 of classes into which four regions (a region A, a region B,
a region C, and a region D) which construct a local decoded image are classified;  [Fig. 5] Fig. 5 is an
explanatory drawing showing 16 blocks (K) which construct the local decoded image; 30[Fig. 6] Fig. 6
is an explanatory drawing showing an example  9 of a bit stream generated by a variable length
encoding part 8; [Fig. 7] Fig. 7 is a block diagram showing an image decoding device in accordance
with Embodiment 1 of the present invention;  5 [Fig. 8] Fig. 8 is a block diagram showing a loop filter
25 of the image decoding device in accordance with Embodiment 1 of the present invention; 
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of a bit stream generated by a variable length enco ding part 

8; 

[Fig. 7] Fig. 7 is a block diagram showing an image  decoding 

device in accordance with Embodiment 1 of the prese nt invention; 

[Fig. 8] Fig. 8 is a block diagram showing a loop f ilter 25 of 5 

the image decoding device in accordance with Embodi ment 1 of 

the present invention; 

[Fig. 9] Fig. 9 is a block diagram showing a loop f ilter 25 of 

the image decoding device in accordance with Embodi ment 1 of 

the present invention; 10 

[Fig. 10] Fig. 10 is a flow chart showing a process  carried out 

by the loop filter 25 of the image decoding device in accordance 

with Embodiment 1 of the present invention; 

[Fig. 11] Fig. 11 is a flow chart showing a process  carried out 

by a loop filter 6 of an image encoding device in a ccordance 15 

with Embodiment 2 of the present invention; 

[Fig. 12] Fig. 12 is an explanatory drawing showing  an example 

of selection of a Wiener filter for each of the blo cks (K) which 

construct a local decoded image; 

[Fig. 13] Fig. 13 is a flow chart showing a process  carried out 20 

by a loop filter 25 of an image decoding device in accordance 

with Embodiment 2 of the present invention; 

[Fig. 14] Fig. 14 is a flow chart showing a process  carried out 

by a loop filter 6 of an image encoding device in a ccordance 

with Embodiment 3 of the present invention; 25 

[Fig. 15] Fig. 15 is a flow chart showing a process  on the first 

frame carried out by the loop filter 6; 

[Fig. 16] Fig. 16 is a flow chart showing a process  on a second 

or subsequent frame carried out by the loop filter 6; 

[Fig. 17] Fig. 17 is a block diagram showing an ima ge encoding 30 

[Fig. 9] Fig. 9 is a block diagram showing a loop filter 25 of the image decoding device in accordance
with Embodiment 1 of 10 the present invention;  [Fig. 10] Fig. 10 is a flow chart showing a process
carried out by the loop filter 25 of the Imagedecodingdevice in accordance with Embodiment 1 of the
present invention;    [Fig. 11] Fig. 11 is a flow chart showing a process carried out 15 by a loop filter 6
of an image encoding device in accordance with Embodiment 2 of the present invention; [Fig. 12] Fig.
12 is an explanatory drawing showing an example of selection of a Wiener filter for each of the blocks
(K) which construct a local decoded image; 20[Fig. 13] Fig. 13 is a flow chart showing a process
carried out by a loop filter 25 of an image decoding device in accordance with Embodiment 2 of the
present invention;    [Fig. 14] Fig. 14 is a flow chart showing a process carried out by a loop filter 6 of
an image encoding device in accordance 25 with Embodiment 3 of the present invention; [Fig. 15] Fig.
15 is a flow chart showing a process on the first frame carried out by the loop filter 6; [Fig. 16] Fig. 16
is a flow chart showing a process on a second or subsequent frame carried out by the loop filter 6;
30[Fig. 17] Fig. 17 is a block diagram showing an image encoding  10 device disclosed in nonpatent
reference 1; and  [Fig. 18] Fig. 18 is an explanatory drawing showing the principle to improve the
quality of a reference image signal using a Wiener filter. 5 Embodiments of the Invention [0019] 
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device disclosed in nonpatent reference 1; and 

[Fig. 18] Fig. 18 is an explanatory drawing showing  the 

principle to improve the quality of a reference ima ge signal 

using a Wiener filter. 

Embodiments of the Invention 5 

[0019] 

Hereafter, in order to explain this invention in gr eater 

detail, the preferred embodiments of the present in vention will 

be described with reference to the accompanying dra wings. 

Embodiment 1. 10 

Fig. 1 is a block diagram showing an image encoding  device 

in accordance with Embodiment 1 of the present inve ntion.  In 

Fig. 1, a block dividing unit 1 carries out a proce ss of dividing 

an image signal which is an inputted image and whic h is a target 

to be encoded into macro blocks, and outputting an image signal 15 

in units of a macro block to a predicting unit 2 as  a split image 

signal. 

When receiving the split image signal from the bloc k 

dividing unit 1, the predicting unit 2 performs a p redicting 

process on the split image signal within the frame or between 20 

frames to generate a prediction signal. 

Particularly, when carrying out a motion-compensate d 

prediction between frames, the predicting unit dete cts a motion 

vector in units of a macro block or each of subbloc ks into which 

a macro block is more finely divided from both the split image 25 

signal and a reference image signal showing a refer ence image 

stored in a memory 7 to generate a prediction signa l showing 

a prediction image from both the motion vector and the reference 

image signal. 

After generating the prediction signal, the predict ing 30 

Hereafter, in order to explain this invention in greater detail, the preferred embodiments of the present
invention will be described with reference to the accompanying drawings. 10 Embodiment 1.         Fig.
1 is a block diagram showing an image encoding device in accordance with Embodiment 1 of the
present invention. In Fig. 1, a block dividing unit 1 carries out a process of dividing an image signal
which is an inputted image and which is a target 15 to be encoded into macro blocks, and outputting
an image signal in units of a macro block to a predicting unit 2 as a split image signal.         When
receiving the split image signal from the block dividing unit 1, the predicting unit 2 performs a
predicting 20 process on the split image signal within the frame or between frames to generate a
prediction signal.         Particularly, when carrying out a motion-compensated prediction between
frames, the predicting unit detects a motion vector in units of a macro block or each of subblocks into
which 25 a macro block is more finely divided from both the split image signal and a reference image
signal showing a reference image stored in a memory 7 to generate a prediction signal showing a
prediction image from both the motion vector and the reference image signal. 30After generating the
prediction signal, the predicting  11 unit then carries out a process of calculating a prediction error
signal which is the difference between the split image signal and the prediction signal. Furthermore,
when generating the prediction signal, the 5 predicting unit 2 determines parameters for prediction
signal generation, and outputs the parameters for prediction signal generation to a variable length
encoding part 8.        For example, the parameters for prediction signal generation include pieces of
information such as an intra 10 prediction mode showing how to perform a spatial prediction within the
frame, and a motion vector showing an amount of motion between frames. 
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unit then carries out a process of calculating a pr ediction 

error signal which is the difference between the sp lit image 

signal and the prediction signal. 

Furthermore, when generating the prediction signal,  the 

predicting unit 2 determines parameters for predict ion signal 5 

generation, and outputs the parameters for predicti on signal 

generation to a variable length encoding part 8. 

For example, the parameters for prediction signal 

generation include pieces of information such as an  intra 

prediction mode showing how to perform a spatial pr ediction 10 

within the frame, and a motion vector showing an am ount of motion 

between frames. 

A prediction processing unit is comprised of the bl ock 

dividing unit 1 and the predicting unit 2. 

[0020] 15 

A compressing unit 3 carries out a process of carry ing 

out a DCT (discrete cosine transform) process on th e prediction 

error signal calculated by the predicting unit 2 to  calculate 

DCT coefficients while quantizing the DCT coefficie nts to 

output compressed data which are the DCT coefficien ts quantized 20 

thereby to a local decoding part 4 and the variable  length 

encoding part 8.  The compressing unit 3 constructs  a difference 

image compression unit. 

[0021] 

The local decoding part 4 carries out a process of carrying 25 

out inverse quantization of the compressed data out putted from 

the compressing unit 3 and performing an inverse DC T process 

on the compressed data inverse-quantized thereby to  calculate 

a prediction error signal corresponding to the pred iction error 

signal outputted from the predicting unit 2. 30 

A prediction processing unit is comprised of the block dividing unit 1 and the predicting unit 2. 15[0020]
A compressing unit 3 carries out a process of carrying out a DOT (discrete cosine transform) process
on the prediction error signal calculated by the predicting unit 2 to calculate DOT coefficients while
quantizing the DOT coefficients to 20 output compressed data which are the DOT coefficients
quantized thereby to a local decoding part 4 and the variable length encoding part 8. The compressing
unit 3 constructs a difference image compression unit. [0021] 25The local decoding part 4 carries out a
process of carrying out inverse quantization of the compressed data outputted from the compressing
unit 3 and performing an inverse DOT process on the compressed data inverse-quantized thereby to
calculate a prediction error signal corresponding to the prediction error 30 signal outputted from the
predicting unit 2.  12        An adder 5 carries out a process of adding the prediction error signal
calculated by the local decoding part 4 and the prediction signal generated by the predicting unit 2 to
generate a local decoded image signal showing a local decoded image. 5A local decoding unit is
comprised of the local decoding part 4 and the adder 5. [0022]        A loop filter 6 carries out a process
of performing a filteringprocess of compensating for a distortion superimposed 10 onto the local
decoded image signal generated by the adder 5 to output the local decoded image signal filtered
thereby to the memory 7 as the reference image signal while outputting information about the filter
which the loop filter uses when carrying out the filtering process to the variable length 
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An adder 5 carries out a process of adding the pred iction 

error signal calculated by the local decoding part 4 and the 

prediction signal generated by the predicting unit 2 to generate 

a local decoded image signal showing a local decode d image. 

A local decoding unit is comprised of the local dec oding 5 

part 4 and the adder 5. 

[0022] 

A loop filter 6 carries out a process of performing  a 

filtering process of compensating for a distortion superimposed 

onto the local decoded image signal generated by th e adder 5 10 

to output the local decoded image signal filtered t hereby to 

the memory 7 as the reference image signal while ou tputting 

information about the filter which the loop filter uses when 

carrying out the filtering process to the variable length 

encoding part 8.  The loop filter 6 constructs a fi ltering unit. 15 

The memory 7 is a recording medium for storing the 

reference image signal outputted from the loop filt er 6. 

[0023] 

The variable length encoding part 8 carries out a p rocess 

of entropy-encoding the compressed data outputted f rom the 20 

compressing unit 3, the filter information outputte d from the 

loop filter 6, and the parameters for prediction si gnal 

generation outputted from the predicting unit 2 to generate a 

bit stream showing these encoded results.  The vari able length 

encoding part 8 constructs a variable length encodi ng unit. 25 

[0024] 

Fig. 2 is a block diagram showing the loop filter 6  of 

the image encoding device in accordance with Embodi ment 1 of 

the present invention. 

In Fig. 2, a frame memory 11 is a recording medium for 30 

15 encoding part 8. The loop filter6 constructs a filtering unit. The memory 7 is a recording medium for
storing the reference image signal outputted from the loop filter 6. [0023] The variable length encoding
part 8 carries out a process 20 of entropy-encoding the compressed data outputted from the
compressing unit 3, the filter information outputted from the loop filter 6, and the parameters for
prediction signal generation outputted from the predicting unit 2 to generate a bit stream showing
these encoded results. The variable length 25 encoding part 8 constructs a variable length encoding
unit. [0024]        Fig. 2 is a block diagram showing the loop filter 6 of the image encoding device in
accordance with Embodiment 1 of the present invention. 30In Fig. 2, a frame memory 11 is a recording
medium for  13 storing only one frame of the local decoded image signal generated by the adder 5.
A region classifying unit 12 carries out a process of extracting a feature quantity of each of the of
regions which 5 construct a local decoded image shown by one frame of the local decoded image
signal stored in the frame memory 11 to classify each of the regions into the class to which the region
belongs according to the feature quantity. [0025] 10A filter designing and processing unit 13 carries
out a process of generating, for each class to which one or more regions included in the regions which
construct the local decoded image belongs, a Wiener filter which minimizes an error occurring
between the image signal which is the target to be 
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storing only one frame of the local decoded image s ignal 

generated by the adder 5. 

A region classifying unit 12 carries out a process of 

extracting a feature quantity of each of the of reg ions which 

construct a local decoded image shown by one frame of the local 5 

decoded image signal stored in the frame memory 11 to classify 

each of the regions into the class to which the reg ion belongs 

according to the feature quantity. 

[0025] 

A filter designing and processing unit 13 carries o ut a 10 

process of generating, for each class to which one or more 

regions included in the regions which construct the  local 

decoded image belongs, a Wiener filter which minimi zes an error 

occurring between the image signal which is the tar get to be 

encoded and the local decoded image signal in each of the one 15 

or more regions which belong to the class, and usin g the Wiener 

filter to compensate for the distortion superimpose d onto the 

region. 

The filter designing and processing unit 13 also ca rries 

out a process of outputting filter information abou t the Wiener 20 

filter to the variable length encoding part 8. 

[0026] 

Next, the operation of the image encoding device wi ll be 

explained. 

When receiving an image signal which is a target to  be 25 

encoded, the block dividing unit 1 divides the imag e signal into 

macro blocks, and output an image signal in units o f a macro 

block to the predicting unit 2 as a split image sig nal. 

When receiving the split image signal from the bloc k 

dividing unit 1, the predicting unit 2 detects para meters for 30 

15 encoded and the local decoded image signal in each of the one or more regions which belong to
the class, and using the Wiener filter to compensate for the distortion superimposed onto the region.
The filter designing and processing unit 13 also carries 20 out a process of outputting filter information
about the Wiener filter to the variable length encoding part 8. [0026]        Next, the operation of the
image encoding device will be explained. 25When receiving an image signal which is a target to be
encoded, the block dividing unit 1 divides the image signal into macro blocks, and output an image
signal in units of a macro block to the predicting unit 2 as a split image signal. When receiving the split
image signal from the block 30 dividing unit 1, the predicting unit 2 detects parameters for  14
prediction signal generation which the predicting unit uses to perform a predicting process on the split
image signal within the frame or between frames. Then, the predicting unit generates a prediction
signal showing a prediction image using 5 the parameters for prediction signal generation.
Particularly, the predicting unit detects a motion vector which is a parameter for prediction signal
generation used for performing a predicting process between frames from the split image signal and
the reference image signal stored in the memory 107.         After detecting the motion vector, the
predicting unit 2 then generates the prediction signal by performing a motion-compensated prediction
on the reference image signal by using the motion vector. 15[0027] 
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prediction signal generation which the predicting u nit uses to 

perform a predicting process on the split image sig nal within 

the frame or between frames.  Then, the predicting unit 

generates a prediction signal showing a prediction image using 

the parameters for prediction signal generation. 5 

Particularly, the predicting unit detects a motion vector 

which is a parameter for prediction signal generati on used for 

performing a predicting process between frames from  the split 

image signal and the reference image signal stored in the memory 

7. 10 

After detecting the motion vector, the predicting u nit 

2 then generates the prediction signal by performin g a 

motion-compensated prediction on the reference imag e signal by 

using the motion vector. 

[0027] 15 

After generating the prediction signal showing the 

prediction image, the predicting unit 2 calculates a prediction 

error signal which is the difference between the pr ediction 

signal and the split image signal, and outputs the prediction 

error signal to the compressing unit 3. 20 

When generating the prediction signal, the predicti ng 

unit 2 also determines the parameters for predictio n signal 

generation and outputs the parameters for predictio n signal 

generation to the variable length encoding part 8. 

For example, the parameters for prediction signal 25 

generation include pieces of information such as an  intra 

prediction mode showing how to perform a spatial pr ediction 

within the frame, and a motion vector showing an am ount of motion 

between frames. 

[0028] 30 

After generating the prediction signal showing the prediction image, the predicting unit
2calculatesaprediction error signal which is the difference between the prediction signal and the split
image signal, and outputs the prediction 20 error signal to the compressing unit 3.         When
generating the prediction signal, the predicting unit 2 also determines the parameters for prediction
signal generation and outputs the parameters for prediction signal generation to the variable length
encoding part 8. 25  For example, the parameters for prediction signal generation include pieces of
information such as an intra prediction mode showing how to perform a spatial prediction within the
frame, and a motion vector showing an amount of motion between frames. 30[0028]  15        When
receiving the prediction error signal from the predicting unit 2, the compressing unit 3 calculates DOT
coefficients by performing a DOT (discrete cosine transform) process on the prediction error signal,
and then quantizes the 5 DOT coefficients.         The compressing unit 3 then outputs compressed
data which are the DOT coefficients quantized thereby to the local decoding part 4 and the variable
length encoding part 8. [0029] 10When receiving the compressed data from the compressing unit 3,
the local decoding part 4 carries out inverse quantization of the compressed data and then carries an
inverse DOT process on the compressed data inverse-quantized thereby to calculate a prediction error
signal corresponding to the 15 prediction error signal outputted from the predicting unit 2.        After the
local decoding part 4 calculates the prediction error signal, the adder 5 adds the prediction error signal
and the prediction signal generated by the predicting unit 2 to generate a local decoded image signal
showing a local decoded 20 image. 
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When receiving the prediction error signal from the  

predicting unit 2, the compressing unit 3 calculate s DCT 

coefficients by performing a DCT (discrete cosine t ransform) 

process on the prediction error signal, and then qu antizes the 

DCT coefficients. 5 

The compressing unit 3 then outputs compressed data  which 

are the DCT coefficients quantized thereby to the l ocal decoding 

part 4 and the variable length encoding part 8. 

[0029] 

When receiving the compressed data from the compres sing 10 

unit 3, the local decoding part 4 carries out inver se 

quantization of the compressed data and then carrie s an inverse 

DCT process on the compressed data inverse-quantize d thereby 

to calculate a prediction error signal correspondin g to the 

prediction error signal outputted from the predicti ng unit 2. 15 

After the local decoding part 4 calculates the pred iction 

error signal, the adder 5 adds the prediction error  signal and 

the prediction signal generated by the predicting u nit 2 to 

generate a local decoded image signal showing a loc al decoded 

image. 20 

[0030] 

After the adder 5 generates the local decoded image  signal, 

the loop filter 6 carries out a filtering process o f 

compensating for the distortion superimposed onto t he local 

decoded image signal, and stores the local decoded image signal 25 

filtered thereby in the memory 7 as the reference i mage signal. 

The loop filter 6 also outputs information about th e 

filter which the loop filter uses when carrying out  the 

filtering process to the variable length encoding p art 8. 

The variable length encoding part 8 carries out the  30 

[0030]        After the adder 5 generates the local decoded image signal, the loop filter 6 carries out a
filtering process of compensating for the distortion superimposed onto the local 25 decoded image
signal, and stores the local decoded image signal filtered thereby in the memory 7 as the reference
image signal.         The loop filter 6 also outputs information about the filter which the loop filter uses
when carrying out the filtering process to the variable length encoding part 8. 30The variable length
encoding part 8 carries out the 16 process of entropy-encoding the compressed data outputted from
the compressing unit 3, the filter information outputted from the loop filter 6, and the parameters for
prediction signal generation outputted from the predicting unit 2 to generate a 5 bit stream showing
these encoded results.        At this time, although the variable length encoding unit also
entropy-encodes the parameters for prediction signal generation, the image encoding device can
alternatively multiplex the parameters for prediction signal generation into 10 the bit stream, which the
image encoding device generates, and output this bit stream without entropy-encoding the parameters
for prediction signal generation. [0031]              Hereafter, the process performed by the loop filter 6
will 15 be explained concretely.        Fig. 3 is a flow chart showing the process performed by the loop
filter 6 of the image encoding device in accordance with Embodiment 1 of the present invention.
First, the frame memory 11 of the loop filter 6 stores 20 only one frame of the local decoded image
signal generated by the adder 5. [0032]        The region classifying unit 12 extracts a feature quantity
of each of the regions which construct the local 
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process of entropy-encoding the compressed data out putted from 

the compressing unit 3, the filter information outp utted from 

the loop filter 6, and the parameters for predictio n signal 

generation outputted from the predicting unit 2 to generate a 

bit stream showing these encoded results. 5 

At this time, although the variable length encoding  unit 

also entropy-encodes the parameters for prediction signal 

generation, the image encoding device can alternati vely 

multiplex the parameters for prediction signal gene ration into 

the bit stream, which the image encoding device gen erates, and 10 

output this bit stream without entropy-encoding the  parameters 

for prediction signal generation. 

[0031] 

Hereafter, the process performed by the loop filter  6 will 

be explained concretely. 15 

Fig. 3 is a flow chart showing the process performe d by 

the loop filter 6 of the image encoding device in a ccordance 

with Embodiment 1 of the present invention. 

First, the frame memory 11 of the loop filter 6 sto res 

only one frame of the local decoded image signal ge nerated by 20 

the adder 5. 

[0032] 

The region classifying unit 12 extracts a feature 

quantity of each of the regions which construct the  local 

decoded image shown by the single frame of the loca l decoded 25 

image signal stored in the frame memory 11, and cla ssifies each 

of the regions into the class to which the region b elongs 

according to the feature quantity (step ST1). 

For example, for each region (each block having an 

arbitrary size (M×M pixels)), the region classifyin g unit 30 

25 decoded image shown by the single frame of the local decoded image signal stored in the frame
memory 11, and classifies each of the regions into the class to which the region belongs according to
the feature quantity (step ST1).              For example, for each region (each block having an 30
arbitrary size (MxM pixels)), the region classifying unit 17 extracts a variance of the local decoded
image signal, the DOT coefficients, the motion vector, the quantization parameter of the DOT
coefficients, or the like in the region as the feature quantity, and carries out the class classification on
the basis 5 of these pieces of information. In this case, M is an integer equal to or larger than 1. [0033]
For example, when the variance of the local decoded image signal in the region is used as the feature
quantity in a case 10 in which each of the regions is classified to one of class 1 to class N (N is an
integer equal to or larger than 1), (N-1) thresholds are prepared beforehand and the variance of the
local decoded image signal is compared with each of the (N-1) thresholds (th1<th2<...<thN_1), and the
class to which the region 15 belongs is identified.        For example, when the variance of the local
decoded image signal is equal to or larger than thN_3 and is smaller than thN-2, the region is
classified to the class N-2. Furthermore, when the variance of the local decoded image signal is equal
to or 20 larger than th2 and is smaller than th3, the region is classified to the class 3.        In this case,
although the example in which the (N-1) thresholds are prepared beforehand is shown, these
thresholds can be changed dynamically for each sequence or each frame. 25[0034] For example,
when using the motion vector in the region as the feature quantity, the region classifying unit
calculates a mean vector which is the mean of motion vectors or a median 
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extracts a variance of the local decoded image sign al, the DCT 

coefficients, the motion vector, the quantization p arameter of 

the DCT coefficients, or the like in the region as the feature 

quantity, and carries out the class classification on the basis 

of these pieces of information.  In this case, M is  an integer 5 

equal to or larger than 1. 

[0033] 

For example, when the variance of the local decoded  image 

signal in the region is used as the feature quantit y in a case 

in which each of the regions is classified to one o f class 1 10 

to class N (N is an integer equal to or larger than  1), (N-1) 

thresholds are prepared beforehand and the variance  of the local 

decoded image signal is compared with each of the ( N-1) 

thresholds (th 1<th 2< … <th N-1 ), and the class to which the region 

belongs is identified. 15 

For example, when the variance of the local decoded  image 

signal is equal to or larger than th N-3  and is smaller than th N-2 , 

the region is classified to the class N-2.  Further more, when 

the variance of the local decoded image signal is e qual to or 

larger than th 2 and is smaller than th 3, the region is classified 20 

to the class 3. 

In this case, although the example in which the (N- 1) 

thresholds are prepared beforehand is shown, these thresholds 

can be changed dynamically for each sequence or eac h frame. 

[0034] 25 

For example, when using the motion vector in the re gion 

as the feature quantity, the region classifying uni t calculates 

a mean vector which is the mean of motion vectors o r a median 

vector which is the median value of motion vectors,  and 

identifies the class to which the region belongs ac cording to 30 

vector which is the median value of motion vectors, and 30 identifies the class to which the region
belongs according to 18 the magnitude or direction of the vector.        In this case, the mean vector has
components (x and y components) each of which is the mean value of the corresponding components
of the motion vectors. 5In contrast, the median vector has components (x and y components) each of
which is the median value of the corresponding components of the motion vectors. [0035] When the
region classifying unit 12 classifies each of 10 the regions into one of the classes 1 to N, the filter
designing and processing unit 13 generates, for each class to which one or more regions included in
the regions which construct the local decoded image belongs, a Wiener filter which minimizes an error
occurring between the image signal which is the target 15 to be encoded and the local decoded image
signal in each of the one or more regions which belong to the class (steps ST2 to ST8). [0036]        For
example, in a case in which the local decoded image consists of four regions (a region A, a region B, a
region C, 20 and a region D) as shown in Fig. 4, when the regions A and C are classified into the class
3, the region B is classified into the class 5, and the region D is classified into the class 6, the filter
designing and processing unit generates a Wiener filter which minimizes the error occurring between
the image 25 signal which is the target to be encoded and the local decoded image signal in each of
the regions A and C belonging to the class 3. The filter designing and processing unit further
generates a Wiener filter which minimizes the error occurring 
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the magnitude or direction of the vector. 

In this case, the mean vector has components (x and  y 

components) each of which is the mean value of the corresponding 

components of the motion vectors. 

In contrast, the median vector has components (x an d y 5 

components) each of which is the median value of th e 

corresponding components of the motion vectors. 

[0035] 

When the region classifying unit 12 classifies each  of 

the regions into one of the classes 1 to N, the fil ter designing 10 

and processing unit 13 generates, for each class to  which one 

or more regions included in the regions which const ruct the 

local decoded image belongs, a Wiener filter which minimizes 

an error occurring between the image signal which i s the target 

to be encoded and the local decoded image signal in  each of the 15 

one or more regions which belong to the class (step s ST2 to ST8). 

[0036] 

For example, in a case in which the local decoded i mage 

consists of four regions (a region A, a region B, a  region C, 

and a region D) as shown in Fig. 4, when the region s A and C 20 

are classified into the class 3, the region B is cl assified into 

the class 5, and the region D is classified into th e class 6, 

the filter designing and processing unit generates a Wiener 

filter which minimizes the error occurring between the image 

signal which is the target to be encoded and the lo cal decoded 25 

image signal in each of the regions A and C belongi ng to the 

class 3. 

The filter designing and processing unit further 

generates a Wiener filter which minimizes the error  occurring 

between the image signal which is the target to be encoded and 30 

30 between the image signal which is the target to be encoded and 19 the local decoded image signal
in the region B belonging to the class 5, and also generates a Wiener filter which minimizes the error
occurring between the image signal which is the target to be encoded and the local decoded image
signal in the region 5 D belonging to the class 6. [0037]        For example, in a case of designing a filter
with a variable number of taps when generating a Wiener filter which minimizes the error, the filter
designing and processing unit 10 13 calculates a cost as will be shown below for each different
number of taps, and then determines the number of taps and the coefficient values of the filter which
minimize the cost. Cost=D+X-R(2) where D is the sum of squared errors between the image signal 15
which is the target to be encoded in the region to which the target filter is applied, and the local
decoded image signal filtered, A is a constant, and R is the amount of codes which are generated in
the loop filter 6.           Although in this case the cost is given by the equation 20 (2), this case is only
an example. For example, only the sum of squared errors D can be defined as the cost.
Furthermore, another evaluated value such as the sum of absolute error values can be used instead of
the sum of squared errors D. 25[0038] After generating a Wiener filter for each class to which one or
more regions belong, the filter designing and processing unit 13 determines whether or not each of the
blocks which 
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the local decoded image signal in the region B belo nging to the 

class 5, and also generates a Wiener filter which m inimizes the 

error occurring between the image signal which is t he target 

to be encoded and the local decoded image signal in  the region 

D belonging to the class 6. 5 

[0037] 

For example, in a case of designing a filter with a  

variable number of taps when generating a Wiener fi lter which 

minimizes the error, the filter designing and proce ssing unit 

13 calculates a cost as will be shown below for eac h different 10 

number of taps, and then determines the number of t aps and the 

coefficient values of the filter which minimize the  cost. 

Cost=D+ λ·R          (2) 

where D is the sum of squared errors between the im age signal 

which is the target to be encoded in the region to which the 15 

target filter is applied, and the local decoded ima ge signal 

filtered, λ is a constant, and R is the amount of codes which 

are generated in the loop filter 6. 

Although in this case the cost is given by the equa tion 

(2), this case is only an example.  For example, on ly the sum 20 

of squared errors D can be defined as the cost. 

Furthermore, another evaluated value such as the su m of 

absolute error values can be used instead of the su m of squared 

errors D. 

[0038] 25 

After generating a Wiener filter for each class to which 

one or more regions belong, the filter designing an d processing 

unit 13 determines whether or not each of the block s which 

construct the local decoded image (e.g. each of loc al regions 

which is smaller than each of the regions A to D wh ich constructs 30 

construct the local decoded image (e.g. each of local regions 30 which is smaller than each of the
regions A to D which constructs  20 the local decoded image) is a block on which the filter designing
and processing unit should perform the filtering process (steps ST9 to ST16). More specifically, for
each of the blocks which construct 5 the local decoded image, the filter designing and processing unit
13 compares errors occurring between the image signal which is the target to be encoded and the
local decoded image signal in the block between before and after the filtering process. [0039] 10For
example, in a case in which the local decoded image consists of 16 blocks (K) (K=1, 2, ..., and 16), as
shown in Fig. 5, the filter designing and processing unit compares the sum of squared errors occurring
between the image signal which is the target to be encoded and the local decoded image signal in 15
each block (K) between before and after the filtering process.        A block 1, a block 2, a block 5, and
a block 6 shown in Fig. 5 correspond to the region A shown in Fig. 4, a block 3, a block 4, a block 7,
and a block 8 shown in Fig. 5 correspond to the region B shown in Fig. 4, a block 9, a block 10, a block
20 13, and a block 14 shown in Fig. 5 correspond to the region C shown in Fig. 4, and a block 11, a
block 12, a block 15, and a block 16 shown in Fig. 5 correspond to the region D shown in Fig. 4.
Although the filter designing and processing unit 25 compares the sum of squared errors between
before and after the filtering process, the filter designing and processing unit can alternatively compare
either the cost (D+X-R) shown by the equation (2) or the sum of absolute error values between before
and after the filtering process. 30When the sum of squared errors acquired after the 21 
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the local decoded image) is a block on which the fi lter designing 

and processing unit should perform the filtering pr ocess (steps 

ST9 to ST16). 

More specifically, for each of the blocks which con struct 

the local decoded image, the filter designing and p rocessing 5 

unit 13 compares errors occurring between the image  signal which 

is the target to be encoded and the local decoded i mage signal 

in the block between before and after the filtering  process. 

[0039] 

For example, in a case in which the local decoded i mage 10 

consists of 16 blocks (K) (K=1, 2, …, and 16), as s hown in Fig. 

5, the filter designing and processing unit compare s the sum 

of squared errors occurring between the image signa l which is 

the target to be encoded and the local decoded imag e signal in 

each block (K) between before and after the filteri ng process. 15 

A block 1, a block 2, a block 5, and a block 6 show n in 

Fig. 5 correspond to the region A shown in Fig. 4, a block 3, 

a block 4, a block 7, and a block 8 shown in Fig. 5  correspond 

to the region B shown in Fig. 4, a block 9, a block  10, a block 

13, and a block 14 shown in Fig. 5 correspond to th e region C 20 

shown in Fig. 4, and a block 11, a block 12, a bloc k 15, and 

a block 16 shown in Fig. 5 correspond to the region  D shown in 

Fig. 4. 

Although the filter designing and processing unit 

compares the sum of squared errors between before a nd after the 25 

filtering process, the filter designing and process ing unit can 

alternatively compare either the cost (D+ λ·R) shown by the 

equation (2) or the sum of absolute error values be tween before 

and after the filtering process. 

When the sum of squared errors acquired after the 30 

filtering process is smaller than the sum of squared errors acquired before the filtering process, the
filter designing and processing unit 13 determines that the block (K) is a block which is a target for
filtering. 5In contrast, when the sum of squared errors acquired after the filtering process is equal to or
larger than the sum of squared errors acquired before the filtering process, the filter designing and
processing unit determines that the block (K) is a block which is not a target for filtering. 10[0040]
The filter designing and processing unit 13 then calculates the cost at the time when performing the
filtering process which causes the cost to become a minimum in the steps ST1 to S116 and the cost at
the time when not performing the 15 filtering process on the whole of the frame currently processed to
determine whether or not to perform the filtering process on the whole of the frame currently
processed (steps S117 to ST18). When, in step ST18, determining to perform the filtering 20 process
on the whole of the frame, the filter designing and processing unit sets a flag (frame_filter_on_off_flag)
to 1 (ON), and then performs the filtering process which causes the cost to become a minimum in the
steps ST1 to S116 and outputs the local decoded image signal on which the filter designing 25 and
processing unit has performed the filtering process to the memory 7 as the reference image signal
(steps S119 to ST20). For example, when the region including the block (K) is the region B and the
class to which the region B belongs is the 
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filtering process is smaller than the sum of square d errors 

acquired before the filtering process, the filter d esigning and 

processing unit 13 determines that the block (K) is  a block which 

is a target for filtering. 

In contrast, when the sum of squared errors acquire d after 5 

the filtering process is equal to or larger than th e sum of 

squared errors acquired before the filtering proces s, the 

filter designing and processing unit determines tha t the block 

(K) is a block which is not a target for filtering.  

[0040] 10 

The filter designing and processing unit 13 then 

calculates the cost at the time when performing the  filtering 

process which causes the cost to become a minimum i n the steps 

ST1 to ST16 and the cost at the time when not perfo rming the 

filtering process on the whole of the frame current ly processed 15 

to determine whether or not to perform the filterin g process 

on the whole of the frame currently processed (step s ST17 to 

ST18). 

When, in step ST18, determining to perform the filt ering 

process on the whole of the frame, the filter desig ning and 20 

processing unit sets a flag (frame_filter_on_off_fl ag) to 1 

(ON), and then performs the filtering process which  causes the 

cost to become a minimum in the steps ST1 to ST16 a nd outputs 

the local decoded image signal on which the filter designing 

and processing unit has performed the filtering pro cess to the 25 

memory 7 as the reference image signal (steps ST19 to ST20). 

For example, when the region including the block (K ) is 

the region B and the class to which the region B be longs is the 

class 5, the filter designing and processing unit p erforms the 

filtering process on the block (K) by using the Wie ner filter 30 

class 5, the filter designing and processing unit performs the 30 filtering process on the block (K) by
using the Wiener filter 22 of the class 5, and outputs the local decoded image signal on which the filter
designing and processing unit has performed the filtering process to the memory 7 as the reference
image signal. 5At this time, when, insteps ST1 to ST16, determining that the cost is minimized when
the process of selecting whether or not to carry out the filtering process for each block is carried out (at
the time of the flag (block_filter_on_off_flag)=1 (ON)), the filter designing and processing unit outputs
the 10 yet-to-be-filtered local decoded image signal for the block (K) on which the filter designing and
processing unit has determined not to perform the filtering process to the memory 7 as the reference
image signal, just as it is, without performing the filteringprocess on the block (K). In contrast, when,
insteps 15 SI1 to SI16, determining that the cost is minimized when the process of selecting whether
or not to carry out the filtering process for each block is not carried out (at the time of the flag
(block_filter_on_off_flag)=0 (OFF)), the filter designing and processing unit performs the filtering
process 20 on each of all the local decoded image signals in the frame by using the Wiener filter of the
class into which the region to which the local decoded image signal belongs is classified, and outputs
the local decoded image signal on which the filter designing and processing unit has performed the
filtering 25 process to the memory 7 as the reference image signal.         In contrast, when, in step
SI18, determining not to perform the filtering process on the whole of the frame, the filter designing
and processing unit sets the flag (frame_filter_on_off_flag) to 0 (OFF), and outputs the 30
yet-to-be-filtered local decoded image signal to the memory 7  23 as the reference image signal, just
as it is (steps S121 to S122) . [0041]        In steps ST2 to S122 in the flow chart, "min_cost" is a
variable for storing the minimum cost, "i" is an index of the 
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of the class 5, and outputs the local decoded image  signal on 

which the filter designing and processing unit has performed 

the filtering process to the memory 7 as the refere nce image 

signal. 

At this time, when, in steps ST1 to ST16, determini ng that 5 

the cost is minimized when the process of selecting  whether or 

not to carry out the filtering process for each blo ck is carried 

out (at the time of the flag (block_filter_on_off_f lag)=1 (ON)), 

the filter designing and processing unit outputs th e 

yet-to-be-filtered local decoded image signal for t he block (K) 10 

on which the filter designing and processing unit h as determined 

not to perform the filtering process to the memory 7 as the 

reference image signal, just as it is, without perf orming the 

filtering process on the block (K).  In contrast, w hen, in steps 

ST1 to ST16, determining that the cost is minimized  when the 15 

process of selecting whether or not to carry out th e filtering 

process for each block is not carried out (at the t ime of the 

flag (block_filter_on_off_flag)=0 (OFF)), the filte r 

designing and processing unit performs the filterin g process 

on each of all the local decoded image signals in t he frame by 20 

using the Wiener filter of the class into which the  region to 

which the local decoded image signal belongs is cla ssified, and 

outputs the local decoded image signal on which the  filter 

designing and processing unit has performed the fil tering 

process to the memory 7 as the reference image sign al. 25 

In contrast, when, in step ST18, determining not to  

perform the filtering process on the whole of the f rame, the 

filter designing and processing unit sets the flag 

(frame_filter_on_off_flag) to 0 (OFF), and outputs the 

yet-to-be-filtered local decoded image signal to th e memory 7 30 

5 number of filter taps tap[i] and a loop counter, and "j" is an index of the block size bl_size[j] and a
loop counter.        Furthermore, "min_tap_idx" is an index (i) of the number of filter taps at the time
when the cost is minimized, "min_bl_size_idx" is an index (j) of the block size at the time 10 when the
cost is minimized, and "MAX" is an initial value of the minimum cost (a sufficiently large value). [0042]
tap[i] (i=0 to Ni)           A sequence in which Ni (Nl>=1) different numbers of filter 15 taps, which are
determined beforehand and each of which can be selected, are stored.  bl_size[j] (j=0 to N2)          A
sequence in which N2 (N2>=1) different block sizes (bl_size[j] x bl_size[j] pixels), which are
determined 20 beforehand and each of which can be selected, are stored.  block_filter_on_off_flag
The flag showing whether or not to carry out the process of selecting whether or not to carry out the
filtering process for each block in the frame currently processed. 25frame_filter_on_off_flag        The
flag showing whether or not to carry out the filtering process for the frame currently processed. [0043]
Step ST2 is the step of setting up initial values, and  24 
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as the reference image signal, just as it is (steps  ST21 to ST22). 

[0041] 

In steps ST2 to ST22 in the flow chart, "min_cost" is a 

variable for storing the minimum cost, "i" is an in dex of the 

number of filter taps tap[i] and a loop counter, an d "j" is an 5 

index of the block size bl_size[j] and a loop count er. 

Furthermore, "min_tap_idx" is an index (i) of the n umber 

of filter taps at the time when the cost is minimiz ed, 

"min_bl_size_idx" is an index (j) of the block size  at the time 

when the cost is minimized, and "MAX" is an initial  value of 10 

the minimum cost (a sufficiently large value). 

[0042] 

· tap[i] (i=0 to N1) 

A sequence in which N1 (N1>=1) different numbers of  filter 

taps, which are determined beforehand and each of w hich can be 15 

selected, are stored. 

· bl_size[j] (j=0 to N2) 

A sequence in which N2 (N2>=1) different block size s 

(bl_size[j] × bl_size[j] pixels), which are determi ned 

beforehand and each of which can be selected, are s tored. 20 

· block_filter_on_off_flag 

The flag showing whether or not to carry out the pr ocess 

of selecting whether or not to carry out the filter ing process 

for each block in the frame currently processed. 

· frame_filter_on_off_flag 25 

The flag showing whether or not to carry out the fi ltering 

process for the frame currently processed. 

[0043] 

Step ST2 is the step of setting up initial values, and 

steps ST3 to ST8 are a loop for carrying out the pr ocess of 30 

selecting the number of filter taps.        Furthermore, step ST9 is a step of setting up initial values, and
steps ST10 to S116 are a loop for carrying out the process of selecting the block size and the process
of 5 determining whether or not to carry out the filtering process for each block having the selected
block size.        In addition, steps S117 to S118 are the steps of determining whether or not to perform
the filtering process on the whole of the frame currently processed, steps S119 to S120 10 are the
steps of carrying out the optimal filtering process which is determined in steps ST1 to S116 with
frame_filter_on_off_flag=1 (ON), and steps ST21 to ST22 are the steps of setting
frame_filter_on_off_flag to 0 (OFF) and not carrying out the filtering process for the frame currently 15
processed. [0044]        After generating the Wiener filter and then carrying out the filtering process in
the above-mentioned way, the filter design and the processing unit 18 outputs the filter information 20
about the Wiener filter to the variable length encoding part 8. Thefilterinformationincludestheflag
(frame_filter_on_off_flag) showing whether or not to carry out the filtering process for the frame
currently processed. 25  When this flag is set to ON (shows that the filtering process is carried out),
information as will be shown below is included in the filter information. [0045]       (1) The number of
Wiener filters (the number of classes to each 30 of which one or more regions belong) 25 
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selecting the number of filter taps. 

Furthermore, step ST9 is a step of setting up initi al 

values, and steps ST10 to ST16 are a loop for carry ing out the 

process of selecting the block size and the process  of 

determining whether or not to carry out the filteri ng process 5 

for each block having the selected block size. 

In addition, steps ST17 to ST18 are the steps of 

determining whether or not to perform the filtering  process on 

the whole of the frame currently processed, steps S T19 to ST20 

are the steps of carrying out the optimal filtering  process 10 

which is determined in steps ST1 to ST16 with 

frame_filter_on_off_flag=1 (ON), and steps ST21 to ST22 are the 

steps of setting frame_filter_on_off_flag to 0 (OFF ) and not 

carrying out the filtering process for the frame cu rrently 

processed. 15 

[0044] 

After generating the Wiener filter and then carryin g out 

the filtering process in the above-mentioned way, t he filter 

design and the processing unit 13 outputs the filte r information 

about the Wiener filter to the variable length enco ding part 20 

8. 

The filter information includes the flag 

(frame_filter_on_off_flag) showing whether or not t o carry out 

the filtering process for the frame currently proce ssed. 

When this flag is set to ON (shows that the filteri ng 25 

process is carried out), information as will be sho wn below is 

included in the filter information. 

[0045] 

(1) The number of Wiener filters (the number of cla sses to each 

of which one or more regions belong) 30 

The number of Wiener filters can differ for each frame. (2) Information (index) about the number of
taps of each Wiener filter  When all the filters are common in the frame, a common 5 number of taps is
included.          When the number of taps differs for each filter, the number of taps of each filter is
included.     (3) Information about the coefficients of an actually-used Wiener filter (a Wiener filter of
each class to which one or 10 more regions belong)          Even if a Wiener filter is generated, no
information about the Wiener filter is included when the Wiener filter is not actually used.       (4)
ON/OFF information and block size information about filters 15 for each block          The flag
(block_filter_on_off_flag) showing whether or not to perform the ON/OFF operation (whether or not
perform the filtering process) for each block in the frame currently processed. 20Only when
block_filter_on_off_flag is set to ON, the block size information (index) and the ON/OFF information
about the filtering process for each block are included. [0046] In this embodiment, the example in
which the pieces of 25 information (1) to (4) are included in the filter information is shown. The number
of Wiener filters, the number of taps of each Wiener filter, and the block size for ON/OFF can be held
by both the image encoding device and the image decoding device 
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· The number of Wiener filters can differ for each f rame. 

(2) Information (index) about the number of taps of  each Wiener 

filter 

· When all the filters are common in the frame, a co mmon 

number of taps is included. 5 

· When the number of taps differs for each filter, t he 

number of taps of each filter is included. 

(3) Information about the coefficients of an actual ly-used 

Wiener filter (a Wiener filter of each class to whi ch one or 

more regions belong) 10 

· Even if a Wiener filter is generated, no informati on 

about the Wiener filter is included when the Wiener  filter is 

not actually used. 

(4) ON/OFF information and block size information a bout filters 

for each block 15 

· The flag (block_filter_on_off_flag) showing whethe r or 

not to perform the ON/OFF operation (whether or not  perform the 

filtering process) for each block in the frame curr ently 

processed. 

· Only when block_filter_on_off_flag is set to ON, t he 20 

block size information (index) and the ON/OFF infor mation about 

the filtering process for each block are included. 

[0046] 

In this embodiment, the example in which the pieces  of 

information (1) to (4) are included in the filter i nformation 25 

is shown.  The number of Wiener filters, the number  of taps of 

each Wiener filter, and the block size for ON/OFF c an be held 

by both the image encoding device and the image dec oding device 

as information determined in common in the image en coding device 

and the image decoding device, instead of encoding and 30 

as information determined in common in the image encoding device 30 and the image decoding
device, instead of encoding and 26 transmitting the pieces of information between them. [0047]
Furthermore, although in the above explanation Fig. 3 is explained as a concrete example of the
process performed by the 5 loop filter 6, steps ST9 to S116 can be omitted and the process of not
carrying out the ON/OFF operation for the filtering process for each block ((4) is not included in the
filter information) can be included as a part of the process performed by the loop filter 6. 10[0048]
As mentioned above, the filter information outputted from the filter designing and processing unit 13 is
entropy-encoded by the variable length encoding part 8, and is transmitted to the image decoding
device. 15Fig. 6 is an explanatory drawing showing an example of the bit stream generated by the
variable length encoding part 8. [0049] Fig. 7 is a block diagram showing the image decoding device
20 in accordance with Embodiment 1 of the present invention.        In Fig. 7, when receiving the bit
stream from the image encoding device, a variable length decoding part 21 carries out a process of
variable-length-decoding compressed data, filter information, and parameters for prediction signal
generation 25 which are included in the bit stream. The variable length decoding part 21 constructs a
variable length decoding unit.        A predicting unit 22 carries out a process of generating a prediction
signal showing a prediction image by using the parameters for prediction signal generation which the
variable 
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transmitting the pieces of information between them . 

[0047] 

Furthermore, although in the above explanation Fig.  3 is 

explained as a concrete example of the process perf ormed by the 

loop filter 6, steps ST9 to ST16 can be omitted and  the process 5 

of not carrying out the ON/OFF operation for the fi ltering 

process for each block ((4) is not included in the filter 

information) can be included as a part of the proce ss performed 

by the loop filter 6. 

[0048] 10 

As mentioned above, the filter information outputte d from 

the filter designing and processing unit 13 is entr opy-encoded 

by the variable length encoding part 8, and is tran smitted to 

the image decoding device. 

Fig. 6 is an explanatory drawing showing an example  of 15 

the bit stream generated by the variable length enc oding part 

8. 

[0049] 

Fig. 7 is a block diagram showing the image decodin g device 

in accordance with Embodiment 1 of the present inve ntion. 20 

In Fig. 7, when receiving the bit stream from the i mage 

encoding device, a variable length decoding part 21  carries out 

a process of variable-length-decoding compressed da ta, filter 

information, and parameters for prediction signal g eneration 

which are included in the bit stream.  The variable  length 25 

decoding part 21 constructs a variable length decod ing unit. 

A predicting unit 22 carries out a process of gener ating 

a prediction signal showing a prediction image by u sing the 

parameters for prediction signal generation which t he variable 

length decoding part 21 has variable-length-decoded .  30 

30 length decoding part 21 has variable-length-decoded. 27 Particularly, in a case in which a motion
vector is used as a parameter for prediction signal generation, the predicting unit carries out a process
of generating a prediction signal from the motion vector and a reference image signal stored in a
memory 526. The predicting unit 22 constructs a prediction image generating unit. [0050] A prediction
error decoding unit 23 carries out a process 10 of performing inverse quantization on the compressed
data which the variable length decoding part 21 has variable-length-decoded, and then performing an
inverse DOT process on the compressed data inverse-quantized thereby to calculate a prediction error
signal corresponding to the 15 prediction error signal outputted from the predicting unit 2 shown in Fig.
1.        An adder 24 carries out a process of adding the prediction error signal calculated by the
prediction error decoding unit 23 and the prediction signal generated by the predicting unit 20 22 to
calculate a decoded image signal corresponding to the decoded image signal outputted from the adder
5 shown in Fig. 1.        A decoding unit is comprised of the prediction error decoding unit 23 and the
adder 24. 25[0051] A loop filter 25 carries out a filtering process of compensating for a distortion
superimposed onto the decoded image signal outputted from the adder 24, and then carries out 
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Particularly, in a case in which a motion vector is  used as a 

parameter for prediction signal generation, the pre dicting unit 

carries out a process of generating a prediction si gnal from 

the motion vector and a reference image signal stor ed in a memory 

26. 5 

The predicting unit 22 constructs a prediction imag e generating 

unit. 

[0050] 

A prediction error decoding unit 23 carries out a p rocess 

of performing inverse quantization on the compresse d data which 10 

the variable length decoding part 21 has 

variable-length-decoded, and then performing an inv erse DCT 

process on the compressed data inverse-quantized th ereby to 

calculate a prediction error signal corresponding t o the 

prediction error signal outputted from the predicti ng unit 2 15 

shown in Fig. 1. 

An adder 24 carries out a process of adding the pre diction 

error signal calculated by the prediction error dec oding unit 

23 and the prediction signal generated by the predi cting unit 

22 to calculate a decoded image signal correspondin g to the 20 

decoded image signal outputted from the adder 5 sho wn in Fig. 

1. 

A decoding unit is comprised of the prediction erro r 

decoding unit 23 and the adder 24. 

[0051] 25 

A loop filter 25 carries out a filtering process of  

compensating for a distortion superimposed onto the  decoded 

image signal outputted from the adder 24, and then carries out 

a process of outputting the decoded image signal fi ltered 

thereby to outside the image decoding device and to  the memory 30 

a process of outputting the decoded image signal filtered 30 thereby to outside the image decoding
device and to the memory 28 26 as a filtered decoded image signal. The loop filter 25 constructs a
filtering unit.          The memory 26 is a recording medium for storing the filtered decoded image signal
outputted from the loop filter 5 25 as the reference image signal. [0052]        Fig. 8 is a block diagram
showing the loop filter 25 of the image decoding device in accordance with Embodiment 1 of the
present invention. 10In Fig. 8, a frame memory 31 is a recording medium for storing only one frame of
the decoded image signal outputted from the adder 24.        A region classifying unit 32 carries out a
process of extracting a feature quantity of each of the regions which 15 construct a decoded image
shown by the single frame of the decoded image signal stored in the frame memory 31 to classify each
of the regions belongs into the class to which the region belongs according to the feature quantity, like
the region classifying unit 12 shown in Fig. 2. 20A filter processing unit 33 carries out a process of
generating a Wiener filter which is applied to the class into which each of the regions is classified by
the region classifying unit 32 with reference to the filter information which the variable length decoding
part 21 has 25 variable-length-decoded to compensate for the distortion superimposed onto the region
by using the Wiener filter. [0053] Although in the example of Fig. 8 the loop filter 25 in which the frame
memory 31 is installed as the first stage thereof 
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26 as a filtered decoded image signal.  The loop fi lter 25 

constructs a filtering unit. 

The memory 26 is a recording medium for storing the  

filtered decoded image signal outputted from the lo op filter 

25 as the reference image signal. 5 

[0052] 

Fig. 8 is a block diagram showing the loop filter 2 5 of 

the image decoding device in accordance with Embodi ment 1 of 

the present invention. 

In Fig. 8, a frame memory 31 is a recording medium for 10 

storing only one frame of the decoded image signal outputted 

from the adder 24. 

A region classifying unit 32 carries out a process of 

extracting a feature quantity of each of the region s which 

construct a decoded image shown by the single frame  of the 15 

decoded image signal stored in the frame memory 31 to classify 

each of the regions belongs into the class to which  the region 

belongs according to the feature quantity, like the  region 

classifying unit 12 shown in Fig. 2. 

A filter processing unit 33 carries out a process o f 20 

generating a Wiener filter which is applied to the class into 

which each of the regions is classified by the regi on 

classifying unit 32 with reference to the filter in formation 

which the variable length decoding part 21 has 

variable-length-decoded to compensate for the disto rtion 25 

superimposed onto the region by using the Wiener fi lter. 

[0053] 

Although in the example of Fig. 8 the loop filter 2 5 in 

which the frame memory 31 is installed as the first  stage thereof 

is shown, in a case of performing a closed filterin g process 30 

30 is shown, in a case of performing a closed filtering process 29 on each macro block, the loop filter
can be constructed in such away that the frame memory 31 disposed as the first stage thereof is
removed, as shown in Fig. 9, and the region classifying unit 32 extracts a feature quantity of each of
the regions which 5 construct the decoded image of the macro block.        In this case, the image
encoding device needs to perform the filtering process on each macro block independently. [0054]
Next, the operation of the image decoding device will be 10 explained.        When receiving the bit
stream from the image encoding device, the variable length decoding part 21 variable-length-decodes
compressed data, filter information, and parameters for prediction signal generation which are 15
included in the bit stream.        When receiving the parameters for prediction signal generation, the
predicting unit 22 generates a prediction signal from the parameters for prediction signal generation.
Particularly, when receiving a motion vector as the parameter 20 for prediction signal generation, the
predicting unit generates a prediction signal from the motion vector and the reference image signal
stored in the memory 26. [0055] When receiving the compressed data from the variable 25 length
decoding part 21, the prediction error decoding unit 23 performs inverse quantization on the
compressed data and then performs an inverse DOT process on the compressed data
inverse-quantized thereby to calculate a prediction error signal corresponding to the prediction error
signal outputted 30 from the predicting unit 2 shown in Fig. 1. 30        After the prediction error
decoding unit 23 calculates the prediction error signal, the adder 24 adds the prediction error signal
and the prediction signal generated by the predicting unit 22 to calculate a decoded image signal 
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on each macro block, the loop filter can be constru cted in such 

a way that the frame memory 31 disposed as the firs t stage thereof 

is removed, as shown in Fig. 9, and the region clas sifying unit 

32 extracts a feature quantity of each of the regio ns which 

construct the decoded image of the macro block. 5 

In this case, the image encoding device needs to pe rform 

the filtering process on each macro block independe ntly. 

[0054] 

Next, the operation of the image decoding device wi ll be 

explained. 10 

When receiving the bit stream from the image encodi ng 

device, the variable length decoding part 21 

variable-length-decodes compressed data, filter inf ormation, 

and parameters for prediction signal generation whi ch are 

included in the bit stream. 15 

When receiving the parameters for prediction signal  

generation, the predicting unit 22 generates a pred iction 

signal from the parameters for prediction signal ge neration.  

Particularly, when receiving a motion vector as the  parameter 

for prediction signal generation, the predicting un it generates 20 

a prediction signal from the motion vector and the reference 

image signal stored in the memory 26. 

[0055] 

When receiving the compressed data from the variabl e 

length decoding part 21, the prediction error decod ing unit 23 25 

performs inverse quantization on the compressed dat a and then 

performs an inverse DCT process on the compressed d ata 

inverse-quantized thereby to calculate a prediction  error 

signal corresponding to the prediction error signal  outputted 

from the predicting unit 2 shown in Fig. 1. 30 

5 corresponding to the local decoded image signal outputted from the adder 5 shown in Fig. 1. [0056]
When receiving the decoded image signal from the adder 24, the loop filter 25 carries out the filtering
process of 10 compensating for the distortion superimposed onto the decoded image signal, and
outputs the decoded image signal filtered thereby to outside the image decoding device as a filtered
decoded image signal while storing the filtered decoded image signal in the memory 26 as the
reference image signal. 15  Hereafter, the process carried out by the loop filter 25 will be explained
concretely.        Fig. 10 is a flow chart showing the process carried out by the loop filter 25 of the image
decoding device in accordance with Embodiment 1 of the present invention. 20[0057]        First, the
frame memory 31 of the loop filter 25 stores only one frame of the decoded image signal outputted
from the adder 24. When the flag (frame_filter_on_off_flag) included in the 25 filter information is set to
ON (shows that the filtering processiscarriedout) (step SI31), the region classifying unit 32 extracts a
feature quantity of each of the regions which construct the decoded image shown by the single frame
of the decoded image signal stored in the frame memory 31, and 30 classifies each of the regions into
the class to which the region 31 
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After the prediction error decoding unit 23 calcula tes 

the prediction error signal, the adder 24 adds the prediction 

error signal and the prediction signal generated by  the 

predicting unit 22 to calculate a decoded image sig nal 

corresponding to the local decoded image signal out putted from 5 

the adder 5 shown in Fig. 1. 

[0056] 

When receiving the decoded image signal from the ad der 

24, the loop filter 25 carries out the filtering pr ocess of 

compensating for the distortion superimposed onto t he decoded 10 

image signal, and outputs the decoded image signal filtered 

thereby to outside the image decoding device as a f iltered 

decoded image signal while storing the filtered dec oded image 

signal in the memory 26 as the reference image sign al. 

Hereafter, the process carried out by the loop filt er 25 15 

will be explained concretely. 

Fig. 10 is a flow chart showing the process carried  out 

by the loop filter 25 of the image decoding device in accordance 

with Embodiment 1 of the present invention. 

[0057] 20 

First, the frame memory 31 of the loop filter 25 st ores 

only one frame of the decoded image signal outputte d from the 

adder 24. 

When the flag (frame_filter_on_off_flag) included i n the 

filter information is set to ON (shows that the fil tering 25 

process is carried out) (step ST31), the region cla ssifying unit 

32 extracts a feature quantity of each of the regio ns which 

construct the decoded image shown by the single fra me of the 

decoded image signal stored in the frame memory 31,  and 

classifies each of the regions into the class to wh ich the region 30 

belongs according to the feature quantity, like the region classifying unit 12 shown in Fig. 2 (step
S132). [0058] When receiving the filter information from the variable 5 length decoding part 21, the
filter processing unit 33 generates a Wiener filter which is applied to the class to which each of the
regions classified by the region classifying unit 32 belongs 10 with reference to the filter
information(step S133). For example, when the number of Wiener filters (the number of classes to
each of which one or more regions belong)is expressed as N,the number of taps of each Wiener filter
is  expressed as LxL,and the coefficient values of each Wiener  filter are expressed as will, wils, 
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belongs according to the feature quantity, like the  region 

classifying unit 12 shown in Fig. 2 (step ST32). 

[0058] 

When receiving the filter information from the vari able 

length decoding part 21, the filter processing unit  33 generates 5 

a Wiener filter which is applied to the class to wh ich each of 

the regions classified by the region classifying un it 32 belongs 

with reference to the filter information (step ST33 ). 

For example, when the number of Wiener filters (the  number 

of classes to each of which one or more regions bel ong) is 10 

expressed as N, the number of taps of each Wiener f ilter is 

expressed as L×L, and the coefficient values of eac h Wiener 

filter are expressed as w i11 , w i12 , …, w i1L , …, w iL1 , w iL2 , …, w iLL , 

the N Wiener filters W i  (i= 1, 2, …, N) are shown as follows. 
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[0059] 

After generating the N Wiener filters W i , the filter 

processing unit 33 compensates for the distortion s uperimposed 

onto the single frame of the decoded image signal b y using these 

Wiener filters, and outputs the distortion-compensa ted decoded 20 

image signal to outside the image decoding device a nd to the 

memory 26 as the filtered decoded image signal (ste p ST34). 

The filtered decoded image signal s hat is expresse d by 

the following equation (4). 

)(ˆ sidWSs ⋅=       (4) 25 

A matrix S is a group of reference signals of L×L p ixels 

including the decoded image signal s which is the t arget for 

-,wit', wits,wf  the N Wiener filters Wi(i= lwLi, " illW112" ilL 1, 2" N)are shown as follows.
W121W122W12L    
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filtering, and id(s) is the number (filter numbers)  of the class 

which is determined by the region classifying unit 32 and to 

which the region including the signal s belongs. 

[0060] 

When performing the above-mentioned filtering proce ss, 5 

the filter processing unit 33 refers to the flag 

(block_filter_on_off_flag) included in the filter i nformation, 

and, when the flag (block_filter_on_off_flag) is se t to 1 (ON), 

refers to the block size information included in th e filter 

information and then identifies the plurality of bl ocks (K) 10 

which construct the decoded image, and, after that,  carries out 

the filtering process with reference to the informa tion 

included in the filter information and showing whet her or not 

to carry out the filtering process for each block ( K). 

More specifically, when flag (block_filter_on_off_f lag) 15 

is set to 1 (ON), the filter processing unit 33 per forms the 

filtering process on the decoded image signal in th e block (K), 

on which the filtering unit is going to perform the  filtering 

process, among the blocks which construct the decod ed image, 

by using the Wiener filter of the class to which th e region 20 

including the block (K) belongs while outputting th e 

yet-to-be-filtered decoded image signal in the bloc k (K) which 

the filtering unit is not going to perform the filt ering process 

to outside the image decoding device and to the mem ory 26 as 

the filtered decoded image signal, just as it is. 25 

In contrast, when flag (block_filter_on_off_flag) i s set 

to 0 (OFF), the filter processing unit performs the  filtering 

process on each of all the decoded image signals in  the frame 

currently processed by using the filter correspondi ng to the 

class into which each of the regions is classified by the region 30 

15    (3)    \WiL1W1L2WiLL     [0059]   
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classifying unit 32. 

[0061] 

When the flag (frame_filter_on_off_flag) included i n the 

filter information is set to OFF (the filtering pro cess is not 

carried out) (step ST31), the filter processing uni t 33 does 5 

not perform the filtering process on the frame curr ently 

processed, and outputs each decoded image signal ou tputted from 

the adder 24 to outside the image decoding device a nd to the 

memory 26 as the filtered decoded image signal, jus t as it is 

(step ST35). 10 

[0062] 

As can be seen from the above description, in the i mage 

encoding device in accordance with this Embodiment 1, the loop 

filter 6 includes the region classifying unit 12 fo r extracting 

a feature quantity of each of the regions which con struct a local 15 

decoded image shown by a local decoded image signal  outputted 

by the adder 5 to classify each of the regions into  the class 

to which the region belongs according to the featur e quantity, 

and the filter designing and processing unit 13 for , for each 

class to which one or more regions, among the regio ns which 20 

construct the local decoded image, belong, generati ng a Wiener 

filter which minimizes the sum of squared errors oc curring 

between the image signal which is the target to be encoded and 

the local decoded image in each of the one or more regions 

belonging to the class to compensate for a distorti on 25 

superimposed onto the one or more regions by using the Wiener 

filter.  Therefore, the image encoding device imple ments the 

filtering process according to the local properties  of the image, 

thereby being able to improve the improvement accur acy of the 

image quality. 30 

After generating the N Wiener filtersWi, thefilter  processing unit 33 compensates for the distortion
superimposed onto the single frame of the decoded image signal by using these 20 Wiener filters, and
outputs the distortion-compensated decoded image signal to outside the image decoding device and
to the memory 26 as the filtered decoded image signal (step S134).        The filtered decoded image
signal s hat is expressed by the following equation (4). 25= S(4) A matrix S is a group of reference
signals of LxL pixels 32 filtering, and id(s) is the number (filter numbers) of the class which is
determined by the region classifying unit 32 and to which the region including the signal s belongs.
[0060] 5When performing the above-mentioned filtering process, the filter processing unit 33 refers to
the flag (block_filter_on_off_flag) included in the filter information, and, when the flag
(block_filter_on_off_flag) is set to I (ON), refers to the block size information included in the filter 
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[0063] 

Furthermore, in the image decoding device in accord ance 

with this Embodiment 1, the loop filter 25 includes  the region 

classifying unit 32 for extracting a feature quanti ty of each 

of the regions which construct a decoded image show n by a decoded 5 

image signal outputted by the adder 24 to classify each of the 

regions to the class to which the region belongs ac cording to 

the feature quantity, and the filter processing uni t 33 for 

referring to filter information which the variable length 

decoding part 21 has variable-length-decoded to gen erate a 10 

Wiener filter which is applied to the class to whic h each region 

classified by the region classifying unit 32 belong s, and for 

compensating for a distortion superimposed onto the  region by 

using the Wiener filter.  Therefore, the image deco ding device 

implements the filtering process according to the l ocal 15 

properties of the image, thereby being able to impr ove the 

improvement accuracy of the image quality. 

[0064] 

Embodiment 2. 

In above-mentioned Embodiment 1, the loop filter in  which 20 

the filter designing and processing unit 13 generat es a Wiener 

filter for each class to which one or more regions belong, and 

performs the filtering process on each of the block s (K) which 

construct a local decoded image by using the Wiener  filter of 

the class to which the region including the block ( K) belongs 25 

is shown.  As an alternative, for each of the block s, the loop 

filter can select a Wiener filter which minimizes t he sum of 

squared errors occurring between the image signal w hich is the 

target to be encoded and the local decoded image si gnal in the 

block (K) from among Wiener filters which the loop filter 30 

10 information and then identifies the plurality of blocks (K) which construct the decoded image, and,
after that, carries out the filtering process with reference to the information included in the filter
information and showing whether or not to carry out the filtering process for each block (K).  15 More
specifically, when flag (block_filter_on_off_flag) is set to I (ON), the filter processing unit 33 performs
the filtering process on the decoded image signal in the block (K), on which the filtering unit is going to
perform the filtering process, among the blocks which construct the decoded image, 20 by using the
Wiener filter of the class to which the region including the block (K) belongs while outputting the
yet-to-be-filtered decoded image signal in the block (K) which the filtering unit is not going to perform
the filtering process to outside the image decoding device and to the memory 26 as 25 the filtered
decoded image signal, just as it is. In contrast, when flag (block_filter_on_off_flag) is set to 0 (OFF),
the filter processing unit performs the filtering process on each of all the decoded image signals in the
frame currently processed by using the filter corresponding to the 30 class into which each of the
regions is classified by the region 33 classifying unit 32. [0061]        When the flag
(frame_filter_on_off_flag) included in the filter information is set to OFF (the filtering process is not 5
carried out) (step ST31), the filter processing unit 33 does not perform the filtering process on the
frame currently processed, and outputs each decoded image signal outputted from the adder 24 to
outside the image decoding device and to the memory 26 as the filtered decoded image signal, just as
it is 10(step S135). [0062] 
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generates for each class to which one or more regio ns belong, 

and can compensate for a distortion superimposed on to the block 

(K) by using the Wiener filter selected thereby. 

[0065] 

Concretely, a loop filter of this embodiment operat es as 5 

follows. 

Fig. 11 is a flow chart showing the process carried  out 

by the loop filter 6 of an image encoding device in  accordance 

with Embodiment 2 of the present invention. 

A filter designing and processing unit 13 generates  a 10 

Wiener filter for each class to which one or more r egions belong, 

like that in accordance with above-mentioned Embodi ment 1 

(steps ST2 to ST8). 

In accordance with this Embodiment 2, the filter 

designing and processing unit does not use a flag 15 

(block_filter_on_off_flag) showing whether or not t o carry out 

a process of selecting whether or not to carry out a filtering 

process for each block within a frame currently pro cessed, but 

uses a flag (block_filter_selection_flag) showing w hether or 

not to select a filter which is to be used for each  block within 20 

the frame currently processed.  Furthermore, the fl ag 

(block_filter_selection_flag) is initially set to O FF in step 

ST40, and is set to ON only when step ST46 is carri ed out. 

As will be mentioned later, only when the flag 

(block_filter_selection_flag) is set to ON, a block  size and 25 

filter selection information about each block are i ncluded in 

filter information. 

[0066] 

After generating a Wiener filter for each class to which 

one or more regions belong, the filter designing an d processing 30 

As can be seen from the above description, in the image encoding device in accordance with this
Embodiment 1, the loop filter 6 includes the region classifying unit 12 for extracting 15 a feature
quantity of each of the regions which construct a local decoded image shown by a local decoded
image signal outputted by the adder 5 to classify each of the regions into the class to which the region
belongs according to the feature quantity, and the filter designing and processing unit 13 for, for each
20 class to which one or more regions, among the regions which construct the local decoded image,
belong, generating a Wiener filter which minimizes the sum of squared errors occurring between the
image signal which is the target to be encoded and the local decoded image in each of the one or
more regions 25 belonging to the class to compensate for a distortion superimposed onto the one or
more regions by using the Wiener filter. Therefore, the image encoding device implements the
filteringprocess according to the local properties of the image, thereby being able to improve the
improvement accuracy of the 30 image quality. 34 [0063]        Furthermore, in the image decoding
device in accordance with this Embodiment 1, the loop filter 25 includes the region classifying unit 32
for extracting a feature quantity of each 5 of the regions which construct a decoded image shown by a
decoded image signal outputted by the adder 24 to classify each of the regions to the class to which
the region belongs according to the feature quantity, and the filter processing unit 33 for referring to
filter information which the variable length 10 decoding part 21 has variable-length-decoded to
generate a Wiener filter which is applied to the class to which each region classified by the region
classifying unit 32 belongs, and for compensating for a distortion superimposed onto the region by
using the Wiener filter. Therefore, the image decoding device 15 implements the filtering process
according to the local properties of the image, thereby being able to improve the improvement
accuracy of the image quality. [0064] Embodiment 2. 20In above-mentioned Embodiment 1, the loop
filter in which the filter designing and processing unit 13 generates a Wiener filter for each class to
which one or more regions belong, and 
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unit 13 selects an optimal process (e.g. a process which 

minimizes the sum of squared errors occurring betwe en the image 

signal which is the target to be encoded and the lo cal decoded 

image signal in the block (K)) from among a process  of performing 

the filtering process on each of the blocks (K) whi ch construct 5 

the local decoded image by selecting a Wiener filte r from among 

Wiener filters which the filter designing and proce ssing unit 

generates for each class to which one more regions belongs, and 

a process of not performing the filtering process o n each of 

the blocks (steps ST9, and ST41 to ST47). 10 

More specifically, in a case of generating four Wie ner 

filters W 1, W 2, W 3, and W 4 and carrying out the filtering process 

using each of the four Wiener filters, the filter d esigning and 

processing unit selects the Wiener filter W 3 which minimizes 

the sum of squared errors E for the block (K) if th e sum of squared 15 

errors E in the block (K) has the following inequal ity among 

the four filters. 

EW3<EW2<EW4<EW0<EW1 

where E W0 shows the sum of squared errors E at the time when  

any filtering process is not carried out. 20 

Fig. 12 is an explanatory drawing showing an exampl e of 

the selection of a Wiener filter for each of the bl ocks (K) which 

construct the local decoded image.  For example, th e Wiener 

filter W 2 is selected for the block (1), and the Wiener filt er 

W3 is selected for the block (2). 25 

[0067] 

When determining to perform the filtering process o n the 

frame currently processed by using the Wiener filte rs selected, 

the filter designing and processing unit 13 sets th e flag 

(frame_filter_on_off_flag) to 1 (ON), and carries o ut the 30 

performs the filtering process on each of the blocks (K) which construct a local decoded image by
using the Wiener filter of 25 the class to which the region including the block (K) belongs is shown. As
an alternative, for each of the blocks, the loop filter can select a Wiener filter which minimizes the sum
of squared errors occurring between the image signal which is the target to be encoded and the local
decoded image signal in the 30 block (K) from among Wiener filters which the loop filter 35 generates
for each class to which one or more regions belong, and can compensate for a distortion
superimposed onto the block (K) by using the Wiener filter selected thereby. [0065] 5Concretely, a
loop filter of this embodiment operates as follows.        Fig. 11 is a flow chart showing the process
carried out by the loop filter 6 of an image encoding device in accordance with Embodiment 2 of the
present invention. 10A filter designing and processing unit 13 generates a Wiener filter for each class
to which one or more regions belong, like that in accordance with above-mentioned Embodiment 1
(steps SI2 to SI8). 
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filtering process which minimizes the cost in steps  ST1 to ST9 

and ST40 to ST47 and outputs the local decoded imag e signal 

filtered thereby to a memory 7 as a reference image  signal (steps 

ST17 to ST20). 

In contrast, when determining not to perform the 5 

filtering process on the whole of the frame current ly processed 

(steps ST17 to ST18), the filter designing and proc essing unit 

sets the flag (frame_filter_on_off_flag) to zero (O FF), and 

outputs the yet-to-be-filtered local decoded image signal to 

the memory 7 as the reference image signal (steps S T21 to ST22). 10 

[0068] 

After generating the Wiener filters and then carryi ng out 

the filtering process in the above-mentioned way, t he filter 

designing and processing unit 13 outputs the filter  information 

about the Wiener filters to a variable length encod ing part 8. 15 

The flag (frame_filter_on_off_flag) showing whether  or 

not to carry out the filtering process within the f rame 

currently processed is included in the filter infor mation. 

When this flag is set to ON (shows that the filteri ng 

process is carried out), information as will be sho wn below is 20 

included in the filter information. 

[0069] 

(1) The number of Wiener filters (the number of cla sses to each 

of which one or more regions belong) 

· The number of Wiener filters can differ for each f rame. 25 

(2) Information (index) about the number of taps of  each Wiener 

filter 

· When all the filters are common in the frame, a co mmon 

number of taps is included. 

· When the number of taps differs for each filter, t he 30 

In accordance with this Embodiment 2, the filter 15 designing and processing unit does not use a flag
(block_filter_on_off_flag) showing whether or not to carry out a process of selecting whether or not to
carry out a filtering process for each block within a frame currently processed, but uses a flag
(block_filter_selection_flag) showing whether or 20 not to select a filter which is to be used for each
block within the frame currently processed. Furthermore, the flag (block_filter_selection_flag) is initially
set to OFF in step SI40, and is set to ON only when step SI46 is carried out. As will be mentioned
later, only when the flag  25 (block_filter_selection_flag) is set to ON, a block size and filter selection
information about each block are included in filter information. [0066]              After generating a
Wiener filter for each class to which 30 one or more regions belong, the filter designing and processing
36 unit 13 selects an optimal process (e.g. a process which minimizes the sum of squared errors
occurring between the image signal which is the target to be encoded and the local decoded image
signal in the block (K)) from among a process of performing 5 the filtering process on each of the
blocks (K) which construct the local decoded image by selecting a Wiener filter from among Wiener
filters which the filter designing and processing unit generates for each class to which one more
regions belongs, and a process of not performing the filtering process on each of 10the blocks (steps
S19, and S141 to S147).        More specifically, in a case of generating four Wiener filters W1, W2,
W3, and Wy and carrying out the filtering process using each of the four Wiener filters, the filter
designing and processing unit selects the Wiener filter W3 which minimizes 15 the sum of squared
error s E for the block (K) if the sum of squared errors E in the block (K) has the following inequality
among the four filters. Ewo<Ew2<Ew(,<E)m<Ewl       where Ewo shows the sum of squared errors E at
the time when 20 any filtering process is not carried out.        Fig. 12 is an explanatory drawing
showing an example of the selection of a Wiener filter for each of the blocks (K) which construct the
local decoded image. For example, the Wiener filter W2 is selected for the block (1), and the Wiener
filter 
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number of taps of each filter is included. 

(3) Information about the coefficients of an actual ly-used 

Wiener filter (a Wiener filter of each class to whi ch one or 

more regions belong) 

· Even if a Wiener filter is generated, no informati on 5 

about the Wiener filter is included when the Wiener  filter is 

not actually used. 

(4) Filter selection information about each block a nd block size 

information 

· The flag (block_filter_selection_flag) showing whe ther 10 

or not to select a filter for each block in units o f a frame. 

· Only when block_filter_on_off_flag is set to ON, t he 

block size information (index) and the selection in formation 

about each block are included. 

[0070] 15 

In this embodiment, the example in which the pieces  of 

information (1) to (4) are included in the filter i nformation 

is shown.  The number of Wiener filters, the number  of taps of 

each Wiener filter, and the block size can be held by both the 

image encoding device and an image decoding device as 20 

information determined in common in the image encod ing device 

and the image decoding device, instead of encoding and 

transmitting the pieces of information between them . 

[0071] 

A loop filter 25 in the image decoding device carri es out 25 

the following process. 

Fig. 13 is a flow chart showing the process carried  out 

by the loop filter 25 of the image decoding device in accordance 

with Embodiment 2 of the present invention. 

First, a frame memory 31 of the loop filter 25 stor es only 30 

25 W3 is selected for the block (2). [0067]        When determining to perform the filtering process on
the frame currently processed by using the Wiener filters selected, the filter designing and processing
unit 13 sets the flag 30(frame_filter_on_off_flag) to 1 (ON), and carries out the 37 filtering process
which minimizes the cost in steps ST1 to ST9 and S140 to S147 and outputs the local decoded image
signal filtered thereby to amemory 7 as a reference image signal (steps S117 to ST20). 5In contrast,
when determining not to perform the filtering process on the whole of the frame currently processed
(steps S117 to ST18), the filter designing and processing unit sets the flag (frame_filter_on_off_flag) to
zero (OFF), and outputs the yet-to-be-filtered local decoded image signal to 10 the memory 7 as the
reference image signal (steps ST21 to S122). [0068]        After generating the Wiener filters and then
carrying out the filtering process in the above-mentioned way, the filter designing and processing unit
13 outputs the filter information 15 about the Wiener filters to a variable length encoding part 8.
The flag (frame_filter_on_off_flag) showing whether or not to carry out the filtering process within the
frame currently processed is included in the filter information. When this flag is set to ON (shows that
the filtering 20 process is carried out), information as will be shown below is included in the filter
information. [0069]  (1) The number of Wiener filters (the number of classes to each of which one or
more regions belong) 
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one frame of a decoded image signal outputted from an adder 24. 

When the flag (frame_filter_on_off_flag) included i n the 

filter information is set to ON (shows that a filte ring process 

is carried out) (step ST31), and when the flag 

(block_filter_selection_flag) included in the filte r 5 

information is set to OFF (step ST51), a region cla ssifying unit 

32 extracts a feature quantity of each of the regio ns which 

construct the decoded image shown by the single fra me of the 

decoded image signal stored in the frame memory 31,  and 

classifies each of the regions into the class to wh ich the region 10 

belongs according to the feature quantity (step ST3 2), like that 

in accordance with above-mentioned Embodiment 1. 

[0072] 

In contrast, when the flag (frame_filter_on_off_fla g) 

included in the filter information is set to ON (sh ows that the 15 

filtering process is carries out) (step ST31), and when the flag 

(block_filter_selection_flag) included in the filte r 

information is set to ON (step ST51), the region cl assifying 

unit refers to the information about the size of ea ch block, 

which is the unit for selection, and the filter sel ection 20 

information about each block among the pieces of in formation 

included in the filter information, and performs cl ass 

classification for each block (step ST52). 

[0073] 

After the region classifying unit 32 classifies eac h 25 

region (each block) into the class to which the reg ion belongs, 

a filter processing unit 33 refers to the filter in formation 

outputted from a variable length decoding part 21, and generates 

a Wiener filter which is applied to the class to wh ich each region 

(each block) classified by the region classifying u nit 32 30 

25- The number of Wiener filters can differ for each frame.  (2) Information (index) about the number of
taps of each Wiener filter         - When all the filters are common in the frame, a common number of
taps is included. 30- When the number of taps differs for each filter, the 38 number of taps of each
filter is included.  (3) Information about the coefficients of an actually-used Wiener filter (a Wiener filter
of each class to which one or more regions belong) 5Even if a Wiener filter is generated, no
information about the Wiener filter is included when the Wiener filter is not actually used.  (4) Filter
selection information about each block and block size information 10The
flag(block_filter_selection_flag) showingwhether or not to select a filter for each block in units of a
frame.          Only when block_filter_on_off_flag is set to ON, the block size information (index) and the
selection information about each block are included. 15[0070]        In this embodiment, the example in
which the pieces of information (1) to (4) are included in the filter information is shown. The number of
Wiener filters, the number of taps of each Wiener filter, and the block size can be held by both the 20
image encoding device and an image decoding device as information determined in common in the
image encoding device and the image decoding device, instead of encoding and transmitting the
pieces of information between them. 
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belongs (step ST33), like that in accordance with 

above-mentioned Embodiment 1. 

After generating a Wiener filter which is applied t o each 

class, when (block_filter_selection_flag) is set to  OFF, the 

filter processing unit 33 performs the filtering pr ocess on each 5 

of all the decoded image signals in a frame current ly processed 

by using the generated Wiener filters, and outputs each decoded 

image signal filtered thereby to outside the image decoding 

device and to a memory 26 as a filtered decoded ima ge signal 

(step ST53), like in the case in which the flag 10 

(block_filter_on_off_flag) is set to OFF in above-m entioned 

Embodiment 1. 

[0074] 

In contrast, when (block_filter_selection_flag) is set 

to ON, the filter processing unit 33 compensates fo r the 15 

distortion superimposed onto the decoded image sign al in each 

block by using the Wiener filter which is selected for the block 

after generating the Wiener filter which is applied  to each 

class, and outputs the decoded image signal filtere d thereby 

to outside the image decoding device and to the mem ory 26 as 20 

a filtered decoded image signal (step ST53). 

The filtered decoded image signal s hat at this tim e is 

expressed by the following equation (5). 

)(2_ˆ blidWSs ⋅=      (5) 

A matrix S is a group of reference signals of L×L p ixels 25 

including the decoded image signal s which is the t arget for 

filtering. 

id_2 (bl) is the filter selection information in a block 

bl in which the decoded image signal s is included,  i.e. the 

class number (filter number) of the block bl. 30 

[0071] 25A loop filter 25 in the image decoding device carries out the following process.        Fig. 13 is
a flow chart showing the process carried out by the loop filter 25 of the image decoding device in
accordance with Embodiment 2 of the present invention. 30First, a frame memory 31 of the loop filter
25 stores only  39 one frame of a decoded image signal outputted from an adder 24.        When the
flag (frame_filter_on_off_flag) included in the filter information is set to ON (shows that a filtering
process is carried out) (step SI31), and when the flag  5 (block_filter_selection_flag) included in the
filter information is set to OFF (step SI51), a region classifying unit 32 extracts a feature quantity of
each of the regions which construct the decoded image shown by the single frame of the decoded
image signal stored in the frame memory 31, and 10 classifies each of the regions into the class to
which the region belongs according to the feature quantity ( step SI32 ) , like that in accordance with
above-mentioned Embodiment 1. [0072] In contrast, when the flag (frame_filter_on_off_flag) 15
included in the filter information is set to ON (shows that the filtering process is carries out) (step SI31),
and when the flag (block_filter_selection_flag) included in the filter information is set to ON (step SI51),
the region classifying unit refers to the information about the size of each block, 20 which is the unit for
selection, and the filter selection information about each block among the pieces of information
included in the filter information, and performs class classification for each block (step SI52). [0073] 
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id_2(bl)=0 shows a block on which any filtering pro cess 

is not performed.  Therefore, any filtering process  is not 

performed on the block. 

[0075] 

As can be seen from the above description, because the 5 

image encoding device in accordance with this Embod iment 2 is 

constructed in such a way that, for each of the blo cks (K) which 

construct a decoded image, the loop filter selects a Wiener 

filter which minimizes the sum of squared errors oc curring 

between the image signal which is the target to be encoded and 10 

the decoded image signal in the block (K) from amon g Wiener 

filters which the loop filter generates for each cl ass to which 

one or more regions belong, and compensates for the  distortion 

superimposed onto the block (K) by using the Wiener  filter 

selected thereby, there is provided an advantage of  further 15 

improving the improvement accuracy of the image qua lity 

compared with above-mentioned Embodiment 1. 

[0076] 

Embodiment 3. 

In above-mentioned Embodiment 2, the method of sele cting, 20 

from among the process of performing the filtering process on 

each of the blocks (K) which construct a decoded im age by using 

one of Wiener filters which are generated for each class to which 

one more regions in a frame currently processed bel ongs, and 

the process of not performing the filtering process  on each 25 

block, the process which minimizes the sum of squar ed errors 

occurring between the image signal which is the tar get to be 

encoded and the local decoded image signal in the b lock (K) is 

shown.  As an alternative, from among a process of preparing 

one or more Wiener filters in advance, and using on e of the one 30 

25After the region classifying unit 32 classifies each region (each block) into the class to which the
region belongs, a filter processing unit 33 refers to the filter information outputted from a variable
length decoding part 21, and generates a Wiener filter which is appliedto the class to which each
region 30(each block) classified by the region classifying unit 32  40 belongs(step S133),like that in
accordance with above-mentioned Embodiment 1.        After generating a Wiener filter which is applied
to each class, when (block_filter_selection_flag) is set to OFF, the 5 filter proce s s ing unit 33
performs the filteringprocess on each of all the decoded image signals in a frame currently processed
by using the generated Wiener filters, and outputs each decoded image signal filtered thereby to
outside the image decoding device and to a memory 26 as a filtered decoded image signal 10 (step
S153), like in the case in which the flag (block_filter_on_off_flag) is set to OFF in above-mentioned
Embodiment 1. [0074] In contrast, when (block_filter_selection_flag) is set 15 to ON, the filter
processing unit 33 compensates for the distortion superimposed onto the decoded image signal in
each block by using the Wiener filter which is selected for the block after generating the Wiener filter
which is applied to each class, and outputs the decoded image signal filtered thereby 20 to outside the
image decoding device and to the memory 26 as a filtered decoded image signal (step S153).        The
filtered decoded image signal s hat at this time is expressed by the following equation (5). i=S-Wid(5) 
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or more Wiener filters which have been prepared in advance, the 

process of using one of Wiener filters which are ge nerated for 

each class to which one more regions in a frame cur rently 

processed belongs, and the process of not performin g the 

filtering process on each block, the loop filter ca n select the 5 

process which minimizes the sum of squared errors o ccurring 

between the image signal which is the target to be encoded and 

the local decoded image signal in the block (K). 

Fig. 14 is a flow chart showing the process carried  out 

by a loop filter 6 of an image encoding device in a ccordance 10 

with Embodiment 3 of the present invention. 

[0077] 

Because this Embodiment 3 provides a wider choice o f 

Wiener filters compared with that in above-mentione d Embodiment 

2, the probability that an optimal Wiener filter is  selected 15 

is increased compared with  above-mentioned Embodim ent 2. 

Because a method of selecting a Wiener filter is th e same 

as that shown in above-mentioned Embodiment 2, the explanation 

of the method will be omitted hereafter. 

Because the process carried out by an image decodin g 20 

device is the same as that in accordance with above -mentioned 

Embodiment 2, the explanation of the process will b e omitted 

hereafter. 

[0078] 

Embodiment 4. 25 

In above-mentioned Embodiment 2, the method of sele cting, 

from among the process of performing the filtering process on 

each of the blocks (K) which construct a decoded im age by using 

one of Wiener filters which are generated for each class to which 

one more regions in a frame currently processed bel ongs, and 30 

25A matrix S is a group of reference signals of LxL pixels including the decoded image signal s which
is the target for filtering.           id_2 (bl) is the filter selection information in a block bl in which the
decoded image signal s is included, i.e. the 30 class number (filter number) of the block bl.  41
id_2(b1)=0 shows a block on which any filtering process is not performed. Therefore, any filtering
process is not performed on the block. [0075] 5As can be seen from the above description, because
the image encoding device in accordance with this Embodiment 2 is constructed in such away that, for
each of the blocks (K) which construct a decoded image, the loop filter selects a Wiener filter which
minimizes the sum of squared errors occurring 10 between the image signal which is the target to be
encoded and the decoded image signal in the block (K) from among Wiener filters which the loop filter
generates for each class to which one or more regions belong, and compensates for the distortion
superimposed onto the block (K) by using the Wiener filter 15 selected thereby, there is provided an
advantage of further improving the improvement accuracy of the image quality compared with
above-mentioned Embodiment 1. [0076] Embodiment 3. 20In above-mentioned Embodiment 2, the
method of selecting, from among the process of performing the filtering process on each of the blocks
(K) which construct a decoded image by using 
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the process of not performing the filtering process  on each 

block, the process which minimizes the sum of squar ed errors 

occurring between the image signal which is the tar get to be 

encoded and the local decoded image signal in the b lock (K) is 

shown.  As an alternative, from among the process o f using one 5 

of Wiener filters which are generated for each clas s to which 

one more regions in a frame currently processed bel ongs, a 

process of using one of Wiener filters which have b een used for 

an already-encoded frame, and the process of not pe rforming the 

filtering process on each block, the loop filter ca n select the 10 

process which minimizes the sum of squared errors o ccurring 

between the image signal which is the target to be encoded and 

the local decoded image signal in the block (K). 

[0079] 

Fig. 15 is a flow chart showing the process on the first 15 

frame which is carried out by a loop filter 6 of an  image encoding 

device, and is the same as the flow chart shown in Fig. 11 in 

above-mentioned Embodiment 2. 

Fig. 16 is a flow chart showing the process on the second 

frame and subsequent frames which is carried out by  the loop 20 

filter 6. 

[0080] 

As a reference method of referring to a Wiener filt er which 

has been used for an already-encoded frame, for exa mple, 

reference methods as will be shown below can be pro vided. 25 

Method (1) of referring to a Wiener filter which ha s been 

used for a block at a position shown by a represent ative motion 

vector which is calculated in a block which is a ta rget for 

filtering. 

Method (2) of referring to a Wiener filter which ha s been 30 

one of Wiener filters which are generated for each class to which one more regions in a frame
currently processed belongs, and 25 the process of not performing the filtering process on each block,
the process which minimizes the sum of squared errors occurring between the image signal which is
the target to be encoded and the local decoded image signal in the block (K) is shown. As an
alternative, from among a process of preparing 30 one or more Wiener filters in advance, and using
one of the one 42 or more Wiener filters which have been prepared in advance, the process of using
one of Wiener filters which are generated for each class to which one more regions in a frame
currently processed belongs, and the process of not performing the 5 filtering process on each block,
the loop filter can select the process which minimizes the sum of squared errors occurring between the
image signal which is the target to be encoded and the local decoded image signal in the block (K).
Fig. 14 is a flow chart showing the process carried out 10 by a loop filter 6 of an image encoding
device in accordance with Embodiment 3 of the present invention. [0077]         Because this
Embodiment 3 provides a wider choice of Wiener filters compared with that in above-mentioned
Embodiment 15 2, the probability that an optimal Wiener filter is selected is increased compared with
above-mentioned Embodiment 2. 
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used for a block located in a frame which is the ne arest in time 

to a block which is a target for filtering, and loc ated at the 

same position as the target block. 

Method (3) of referring to a Wiener filter which ha s been 

used for a block having the highest cross-correlati on among the 5 

blocks in the already-encoded frame. 

In the case of using the method (3), an identical b lock 

searching process needs to be carried out by the im age encoding 

device and an image decoding device. 

[0081] 10 

Because this Embodiment 4 provides a wider choice o f 

Wiener filters compared with that in above-mentione d Embodiment 

2, the probability that an optimal Wiener filter is  selected 

is increased compared with  above-mentioned Embodim ent 2. 

Because a method of selecting a Wiener filter is th e same 15 

as that shown in above-mentioned Embodiment 2, the explanation 

of the method will be omitted hereafter. 

Because the process carried out by the image decodi ng 

device is the same as that in accordance with above -mentioned 

Embodiment 2, the explanation of the process will b e omitted 20 

hereafter. 

Industrial Applicability 

[0082] 

The image encoding device, the image decoding devic e, the 

image encoding method, and the image decoding metho d in 25 

accordance with the present invention can improve t he 

improvement accuracy of the imaging quality.  The i mage 

encoding device and the image encoding method are s uitable for 

use as an image encoding device or the like for and  an image 

encoding method or the like of compression-encoding  and 30 

Because a method of selecting a Wiener filter is the same as that shown in above-mentioned
Embodiment 2, the explanation of the method will be omitted hereafter. 20Because the process carried
out by an image decoding device is the same as that in accordance with above-mentioned
Embodiment 2, the explanation of the process will be omitted hereafter. [0078] 25 Embodiment 4. In
above-mentioned Embodiment 2, the method of selecting, from among the process of performing the
filtering process on each of the blocks (K) which construct a decoded image by using one of Wiener
filters which are generated for each class to which 30 one more regions in a frame currently processed
belongs, and 43 the process of not performing the filtering process on each block, the process which
minimizes the sum of squared errors occurring between the image signal which is the target to be
encoded and the local decoded image signal in the block (K) is 5 shown. As an alternative, from
among the process of using one of Wiener filters which are generated for each class to which one
more regions in a frame currently processed belongs, a process of using one of Wiener filters which
have been used for an already-encoded frame, and the process of not performing the 10 filtering
process on each block, the loop filter can select the process which minimizes the sum of squared
errors occurring between the image signal which is the target to be encoded and the local decoded
image signal in the block (K). [0079] 15Fig. 15 is a flow chart showing the process on the first 
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transmitting an image, respectively, and the image decoding 

device and the image decoding method are suitable f or use as 

an image decoding device or the like for and an ima ge decoding 

method or the like of decoding encoded data transmi tted by the 

image encoding device to reconstruct an image, resp ectively. 5 

 

frame which is carried out by a loop filter 6 of an image encoding device, and is the same as the flow
chart shown in Fig. 11 in above-mentioned Embodiment 2.           Fig. 16 is a flow chart showing the
process on the second 20 frame and subsequent frames which is carried out by the loop filter 6. [0080]
As a reference method of referring to a Wiener filter which has been used for an already-encoded
frame, for example, 25 reference methods as will be shown below can be provided.        Method (1) of
referring to a Wiener filter which has been used for a block at a position shown by a representative
motion vector which is calculated in a block which is a target for filtering. 30Method (2) of referring to a
Wiener filter which has been 44 used for a block located in a frame which is the nearest in time to a
block which is a target for filtering, and located at the same position as the target block.          Method
(3) of referring to a Wiener filter which has been 5 used for a block having the highest cross-correlation
among the blocks in the already-encoded frame.        In the case of using the method (3), an identical
block searching process needs to be carried out by the image encoding device and an image decoding
device. 10[0081]        Because this Embodiment 4 provides a wider choice of Wiener filters compared
with that in above-mentioned Embodiment 2, the probability that an optimal Wiener filter is selected is
increased compared with above-mentioned Embodiment 2. 15  Because a method of selecting a
Wiener filter is the same as that shown in above-mentioned Embodiment 2, the explanation of the
method will be omitted hereafter.        Because the process carried out by the image decoding device
is the same as that in accordance with above-mentioned 20 Embodiment 2, the explanation of the
process will be omitted hereafter. 
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Claims 

[1]  An image encoding device comprising: 

a prediction processing unit for detecting a parame ter 

for prediction signal generation from an inputted i mage and a 5 

reference image to generate a prediction image from  said 

parameter for prediction signal generation and said  reference 

image, and for calculating a difference image which  is a 

difference between said inputted image and said pre diction 

image; 10 

a difference image compression unit for compressing  the 

difference image calculated by said prediction proc essing unit; 

a local decoding unit for decoding the difference i mage 

compressed by said difference image compression uni t and adding 

the difference image decoded thereby and the predic tion image 15 

generated by said prediction processing unit to acq uire a local 

decoded image; 

a filtering unit for carrying out a filtering proce ss of 

compensating for a distortion superimposed onto the  local 

decoded image acquired by said local decoding unit,  and for 20 

outputting the local decoded image filtered thereby  to said 

prediction processing unit as the reference image; and 

a variable length encoding unit for 

variable-length-encoding the parameter for predicti on signal 

generation detected by said prediction processing u nit, the 25 

difference image compressed by said difference imag e 

compression unit, and information about a filter wh ich is used 

when said filtering unit carries out the filtering process, 

wherein 

said filtering unit includes a region classifying u nit 30 

Industrial Applicability [0082] The image encoding device, the image decoding device, the 25 image
encoding method, and the image decoding method in accordance with the present invention can
improve the improvement accuracy of the imaging quality. The image encoding device and the image
encoding method are suitable for use as an image encoding device or the like for and an image 30
encoding method or the like of compression-encoding and  45 transmitting an image, respectively, and
the image decoding device and the image decoding method are suitable for use as an image decoding
device or the like for and an image decoding method or the like of decoding encoded data transmitted
by the 5 image encoding device to reconstruct an image, respectively.  46 Claims [1]An image
encoding device comprising: 
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for extracting a feature quantity of each of the re gions which 

construct the local decoded image acquired by said local 

decoding unit to classify each of the regions into a class to 

which said each of the regions belongs according to  said feature 

quantity, and  a filter designing and processing unit for, for 5 

each class to which one or more regions, among the regions which 

construct said local decoded image, belong, generat ing a filter 

which minimizes an error occurring between said inp utted image 

and said local decoded image in each of the one or more regions 

belonging to said each class to compensate for a di stortion 10 

superimposed onto said one or more regions by using  said filter. 

[2]  The image encoding device according to claim 1 , wherein 

the filter designing and processing unit compares e rrors 

occurring between the inputted image and the local decoded image 

in each of the blocks which construct the local dec oded image 15 

acquired by the local decoding unit between before and after 

the filtering process, and performs the filtering p rocess on 

a block in which the error occurring after the filt ering process 

is smaller than the error occurring before the filt ering process 

and outputs the filtered local decoded image to the  prediction 20 

processing unit as the reference image while not pe rforming the 

filtering process on a block in which the error occ urring after 

the filtering process is equal to or larger than th e error 

occurring before the filtering process and outputs the 

yet-to-be-filtered local decoded image to said pred iction 25 

processing unit as the reference image. 

[3]  The image encoding device according to claim 1 , wherein 

the filter designing and processing unit selects a filter which 

minimizes an error occurring between the inputted i mage and the 

local decoded image in each of the blocks which con struct the 30 

a prediction processing unit for detecting a parameter 5 for prediction signal generation from an
inputted image and a reference image to generate a prediction image from said parameter for
prediction signal generation and said reference image, and for calculating a difference image which is
a difference between said inputted image and said prediction 10 image;        a difference image
compression unit for compressing the difference image calculatedby s aid prediction proce s s ing unit
;        a local decoding unit for decoding the difference image compressed by said difference image
compression unit and adding 15 the difference image decoded thereby and the prediction image
generated by said prediction processing unit to acquire a local decoded image;        a filtering unit for
carrying out a filtering process of compensating for a distortion superimposed onto the local 20
decoded image acquired by said local decoding unit, and for outputting the local decoded image
filtered thereby to said prediction processing unit as the reference image; and        a variable length
encoding unit for variable-length-encoding the parameter for prediction signal 25 generation detected
by said prediction processing unit, the difference image compressed by said difference image
compression unit, and information about a filter which is used when said filtering unit carries out the
filtering process, wherein 30said filtering unit includes a region classifying unit  47 for extracting a
feature quantity of each of the regions which construct the local decoded image acquired by said local
decoding unit to classify each of the regions into a class to which said each of the regions belongs
according to said feature 5 quantity, and a filter designing and processing unit for, for each class to
which one or more regions, among the regions which construct said local decoded image, belong,
generating a filter which minimizes an error occurring between said inputted image and said local
decoded image in each of the one or more regions 10 belonging to said each class to compensate for
a distortion superimposed onto said one or more regions by using said filter. [2] The image encoding
device according to claim 1, wherein the filter designing and processing unit compares errors occurring
between the inputted image and the local decoded image 
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local decoded image acquired by the local decoding unit from 

among filters which said filter designing and proce ssing unit 

generates for each class to which one or more regio ns belong 

to compensate for a distortion superimposed onto sa id each block 

by using said filter. 5 

[4]  The image encoding device according to claim 1 , wherein 

the filter designing and processing unit selects a filter which 

minimizes an error occurring between the inputted i mage and the 

local decoded image in each of the blocks which con struct the 

local decoded image acquired by the local decoding unit from 10 

among filters which the filter designing and proces sing unit 

generates for each class to which one or more regio ns belong 

and filters prepared in advance to compensate for a  distortion 

superimposed onto said each block by using said fil ter. 

[5]  The image encoding device according to claim 1 , wherein 15 

the filter designing and processing unit selects a filter which 

minimizes an error occurring between the inputted i mage and the 

local decoded image in each of the blocks which con struct the 

local decoded image acquired by the local decoding unit from 

among filters which the filter designing and proces sing unit 20 

generates for each class to which one or more regio ns belong 

and filters used for an already-encoded frame to co mpensate for 

a distortion superimposed onto said each block by u sing said 

filter. 

[6]  An image decoding device comprising: 25 

a variable length decoding unit for 

variable-length-decoding a parameter for prediction  signal 

generation, a compressed difference image, and filt er 

information, which are included in a stream; 

a prediction image generating unit for generating a  30 

15 in each of the blocks which construct the local decoded image acquired by the local decoding unit
between before and after the filtering process, and performs the filtering process on a block in which
the error occurring after the filtering process is smaller than the error occurring before the
filteringprocess 20 and outputs the filtered local decoded image to the prediction processing unit as the
reference image while not performing the filtering process on a block in which the error occurring after
the filtering process is equal to or larger than the error occurring before the filtering process and
outputs the 25 yet-to-be-filtered local decoded image to said prediction processing unit as the
reference image. [3 ]The image encoding device according to claim 1, wherein the filter designing and
processing unit selects a filter which minimizes an error occurring between the inputted image and the
30 local decoded image in each of the blocks which construct the 48 local decoded image acquired by
the local decoding unit from among filters which said filter designing and processing unit generates for
each class to which one or more regions belong to compensate for a distortion superimposed onto
said each block 5 by using said filter. [4]The image encoding device according to claim 1, wherein the
filter designing and processing unit selects a filter which minimizes an error occurring between the
inputted image and the local decoded image in each of the blocks which construct the 10 local
decoded image acquired by the local decoding unit from among filters which the filter designing and
processing unit generates for each class to which one or more regions belong and filters prepared in
advance to compensate for a distortion superimposed onto said each block by using said filter. 15 [ 5 ]
The image encoding device according to claim 1, wherein the filter designing and processing unit
selects a filter which minimizes an error occurring between the inputted image and the local decoded
image in each of the blocks which construct the local decoded image acquired by the local decoding
unit from 
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prediction image from both the parameter for predic tion signal 

generation which said variable length decoding unit  has 

variable-length-decoded, and a reference image; 

a decoding unit for decoding the compressed differe nce 

image which said variable length decoding unit has  5 

variable-length-decoded, and adding said difference  image and 

the prediction image generated by said prediction i mage 

generating unit to acquire a decoded image; and 

a filtering unit for carrying out a filtering proce ss of 

compensating for a distortion superimposed onto the  decoded 10 

image acquired by said decoding unit, and for outpu tting the 

decoded image filtered thereby to said prediction i mage 

generating unit as the reference image, as well as to outside 

said image decoding device as a filtered decoded im age, wherein 

said filtering unit includes a region classifying u nit 15 

for extracting a feature quantity of each of the re gions which 

construct the decoded image acquired by said decodi ng unit to 

classify each of the regions to a class to which sa id each of 

the regions belongs according to said feature quant ity, and  

a filter processing unit for referring to the filer  information 20 

which said variable length decoding unit has 

variable-length-decoded to generate a filter which is applied 

to the class to which each region classified by sai d region 

classifying unit belongs, and compensate for a dist ortion 

superimposed onto a region belonging to said class by using said 25 

filter. 

[7]  The image decoding device according to claim 6 , wherein 

when the variable length decoding unit variable-len gth-decodes 

information included in the stream and showing whet her or not 

to perform the filtering process on each of the blo cks which 30 

20 among filters which the filter designing and processing unit generates for each class to which one
or more regions belong and filters used for an already-encoded frame to compensate for a distortion
superimposed onto said each block by using said filter. 25[6]An image decoding device comprising:
avariablelengthdecodingunitfor variable-length-decoding a parameter for prediction signal generation,
a compressed difference image, and filter information, which are included in a stream; 30a prediction
image generating unit for generating a 49 prediction image from both the parameter for prediction
signal generation which said variable length decoding unit has variable-length-decoded, and a
reference image; a decoding unit for decoding the compressed difference 5 image which said variable
length decoding unit has variable-length-decoded, and adding said difference image and the prediction
image generated by said prediction image generating unit to acquire a decoded image; and a filtering
unit for carrying out a filtering process of 10 compensating for a distortion superimposed onto the
decoded image acquired by said decoding unit, and for outputting the decoded image filtered thereby
to said prediction image generating unit as the reference image, as well as to outside said image
decoding device as a filtered decoded image, wherein 15  said filtering unit includes a region
classifying unit for extracting a feature quantity of each of the regions which construct the decoded
image acquired by said decoding unit to classify each of the regions to a class to which said each of
the regions belongs according to said feature quantity, and 20 a filter processing unit for referring to
the filer information which said variable length decoding unit has variable-length-decoded to generate
a filter which is applied to the class to which each region classified by said region classifying unit
belongs, and compensate for a distortion 25 superimposed onto a region belonging to said class by
using said filter. [ 7 ]The image decoding device according to claim 6, wherein when the variable
length decoding unit variable-length-decodes 
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construct the decoded image, the filter processing unit 

performs the filtering process on a block which the  information 

indicates is subjected to the filtering process, am ong the 

blocks which construct said decoded image, and outp utting the 

filtered decoded image to the prediction image gene rating unit 5 

as the reference image, as well as to outside said image decoding 

device as the filtered decoded image, while not per forming the 

filtering process on a block which the information indicates 

is not subjected to the filtering process, among th e blocks 

which construct said decoded image, and outputting the 10 

yet-to-be-filtered decoded image to said prediction  image 

generating unit as the reference image, as well as to outside 

said image decoding device as the filtered decoded image. 

[8]  An image decoding device comprising: 

a variable length decoding unit for 15 

variable-length-decoding a parameter for prediction  signal 

generation, a compressed difference image, and file r 

information including filter generation information  and filter 

selection information about each small region, whic h are 

included in a stream; 20 

a prediction image generating unit for generating a  

prediction image from both the parameter for predic tion signal 

generation which said variable length decoding unit  has 

variable-length-decoded, and a reference image; 

a decoding unit for decoding the compressed differe nce 25 

image which said variable length decoding unit has 

variable-length-decoded, and adding said difference  image and 

the prediction image generated by said prediction i mage 

generating unit to acquire a decoded image; and 

a filtering unit for carrying out a filtering proce ss of 30 

information included in the stream and showing whether or not 30 to perform the filtering process on
each of the blocks which 50 construct the decoded image, the filter processing unit performs the
filtering process on a block which the information indicates is subjected to the filtering process, among
the blocks which construct said decoded image, and outputting the 5 filtered decoded image to the
prediction image generating unit as the reference image, as well as to outside said image decoding
device as the filtered decoded image, while not performing the filtering process on a block which the
information indicates is not subjected to the filtering process, among the blocks 10 which construct
said decoded image, and outputting the yet-to-be-filtered decoded image to said prediction image
generating unit as the reference image, as well as to outside said image decoding device as the
filtered decoded image. [ 8 ]An image decoding device comprising: 15avariablelengthdecodingunitfor
variable-length-decoding a parameter for prediction signal generation, a compressed difference image,
and filer information including filter generation information and filter selection information about each
small region, which are 20 included in a stream;        a prediction image generating unit for generating
a prediction image from both the parameter for prediction signal generation which said variable length
decoding unit has variable-length-decoded, and a reference image; 25a decoding unit for decoding the
compressed difference image which said variable length decoding unit has variable-length-decoded,
and adding said difference image and the prediction image generated by said prediction image
generating unit to acquire a decoded image; and 30a filtering unit for carrying out a filtering process of
51 compensating for a distortion superimposed onto the decoded image acquired by said decoding
unit, and for outputting the decoded image filtered thereby to said prediction image generating unit as
the reference image, as well as to outside 
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compensating for a distortion superimposed onto the  decoded 

image acquired by said decoding unit, and for outpu tting the 

decoded image filtered thereby to said prediction i mage 

generating unit as the reference image, as well as to outside 

said image decoding device as a filtered decoded im age, wherein 5 

said filtering unit includes a filter processing un it for 

referring to the filer information including the fi lter 

generation information and the filter selection inf ormation 

about each small region which said variable length decoding unit 

has variable-length-decoded to compensate for a dis tortion 10 

superimposed onto each small region. 

[9]  The image decoding device according to claim 8 , wherein 

when the variable length decoding unit variable-len gth-decodes 

selection information included in the stream, and s howing a used 

filter and including information whether or not to perform the 15 

filtering process on each of the blocks which const ruct the 

decoded image, the filter processing unit performs a filter 

selection according to said selection information a nd the 

filtering process on a block which the information indicates 

is subjected to the filtering process, among the bl ocks which 20 

construct said decoded image, and outputting the fi ltered 

decoded image to the prediction image generating un it as the 

reference image, as well as to outside said image d ecoding 

device as the filtered decoded image, while not per forming the 

filtering process on a block which the information indicates 25 

is not subjected to the filtering process, among th e blocks 

which construct said decoded image, and outputting the 

yet-to-be-filtered decoded image to said prediction  image 

generating unit as the reference image, as well as to outside 

said image decoding device as the filtered decoded image. 30 

5 said image decoding device as a filtered decoded image, wherein        said filtering unit includes a
filter processing unit for referring to the filer information including the filter generation information and
the filter selection information about each small region which s aid variable length decoding unit 10 has
variable-length-decoded to compensate for a distortion superimposed onto each small region. [ 9 ]The
image decoding device according to claim 8, wherein when the variable length decoding unit
variable-length-decodes selection information included in the stream, and showing a used 15 filter and
including information whether or not to perform the filtering process on each of the blocks which
construct the decoded image, the filter processing unit performs a filter selection according to said
selection information and the filtering process on a block which the information indicates 20 is
subjected to the filtering process, among the blocks which construct said decoded image, and
outputting the filtered decoded image to the prediction image generating unit as the reference image,
as well as to outside said image decoding device as the filtered decoded image, while not performing
the 25 filtering process on a block which the information indicates is not subjected to the filtering
process, among the blocks which construct said decoded image, and outputting the yet-to-be-filtered
decoded image to said prediction image generating unit as the reference image, as well as to outside
30 said image decoding device as the filtered decoded image. 52 [10] An image encoding method
comprising:        a prediction processing step of a prediction processing unit detecting a parameter for
prediction signal generation from an inputted image and a reference image to generate a 5 prediction
image from said parameter for prediction signal generation and said reference image, and calculating
a difference image which is a difference between said inputted image and said prediction image; a
difference image compression processing step of a 10 difference image compression unit compressing
the difference image calculated by said prediction processing unit;        a local decoding processing
step of a local decoding unit decoding the difference image compressed by said difference image
compression unit and adding the difference image decoded 
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[10]  An image encoding method comprising: 

a prediction processing step of a prediction proces sing 

unit detecting a parameter for prediction signal ge neration 

from an inputted image and a reference image to gen erate a 

prediction image from said parameter for prediction  signal 5 

generation and said reference image, and calculatin g a 

difference image which is a difference between said  inputted 

image and said prediction image; 

a difference image compression processing step of a  

difference image compression unit compressing the d ifference 10 

image calculated by said prediction processing unit ; 

a local decoding processing step of a local decodin g unit 

decoding the difference image compressed by said di fference 

image compression unit and adding the difference im age decoded 

thereby and the prediction image generated by said prediction 15 

processing unit to acquire a local decoded image; 

a filtering processing step of a filtering unit car rying 

out a filtering process of compensating for a disto rtion 

superimposed onto the local decoded image acquired by said local 

decoding unit, and outputting the local decoded ima ge filtered 20 

thereby to said prediction processing unit as the r eference 

image; and 

a variable length encoding processing step of a var iable 

length encoding unit variable-length-encoding the p arameter 

for prediction signal generation detected by said p rediction 25 

processing unit, the difference image compressed by  said 

difference image compression unit, and information about a 

filter which is used when said filtering unit carri es out the 

filtering process, wherein 

a region classifying unit of said filtering unit in cludes 30 

15 thereby and the prediction image generated by said prediction processing unit to acquire a local
decoded image;        a filtering processing step of a filtering unit carrying out a filtering process of
compensating for a distortion superimposed onto the local decoded image acquired by said local 20
decoding unit, and outputting the local decoded image filtered thereby to said prediction processing
unit as the reference image; and        a variable length encoding processing step of a variable length
encoding unit variable-length-encoding the parameter 25 for prediction signal generation detected by
said prediction processing unit, the difference image compressed by said difference image
compression unit, and information about a filter which is used when said filtering unit carries out the
filtering process, wherein 30a region classifying unit of said filtering unit includes 53 a region
classification processing step of extracting a feature quantity of each of the regions which construct the
local decoded image acquired by said local decoding unit to classify each of the regions into a class to
which said each of the regions 5 belongs according to said feature quantity, and a filter designing and
processing unit of said filtering unit includes a filter processing step of, for each class to which one or
more regions, among the regions which construct said local decoded image, belong, generating a filter
which minimizes an error 10 occurring between said inputted image and said local decoded image in
each of the one or more regions belonging to said each class to compensate for a distortion
superimposed onto said one or more regions by using said filter. [11] An image decoding method
comprising: 15a variable length decoding processing step of a variable length decoding unit
variable-length-decoding a parameter for prediction signal generation, a compressed difference image,
and filter information, which are included in a stream; a prediction image generating processing step of
a 20 prediction image generating unit generating a prediction image from both the parameter for
prediction signal generation which said variable length decoding unit has variable-length-decoded, and
a reference image; a decoding process step of a decoding unit decoding the 
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a region classification processing step of extracti ng a feature 

quantity of each of the regions which construct the  local 

decoded image acquired by said local decoding unit to classify 

each of the regions into a class to which said each  of the regions 

belongs according to said feature quantity, and  a filter 5 

designing and processing unit of said filtering uni t includes 

a filter processing step of, for each class to whic h one or more 

regions, among the regions which construct said loc al decoded 

image, belong, generating a filter which minimizes an error 

occurring between said inputted image and said loca l decoded 10 

image in each of the one or more regions belonging to said each 

class to compensate for a distortion superimposed o nto said one 

or more regions by using said filter. 

[11]  An image decoding method comprising: 

a variable length decoding processing step of a var iable 15 

length decoding unit variable-length-decoding a par ameter for 

prediction signal generation, a compressed differen ce image, 

and filter information, which are included in a str eam; 

a prediction image generating processing step of a 

prediction image generating unit generating a predi ction image 20 

from both the parameter for prediction signal gener ation which 

said variable length decoding unit has variable-len gth-decoded, 

and a reference image; 

a decoding process step of a decoding unit decoding  the 

compressed difference image which said variable len gth decoding 25 

unit has variable-length-decoded, and adding said d ifference 

image and the prediction image generated by said pr ediction 

image generating unit to acquire a decoded image; a nd 

a filtering processing step of a filtering unit car rying 

out a filtering process of compensating for a disto rtion 30 

25 compressed difference image which s aid variable length decoding unit has
variable-length-decoded, and adding said difference image and the prediction image generated by
said prediction image generating unit to acquire a decoded image; and a filtering processing step of a
filtering unit carrying 30 out a filtering process of compensating for a distortion 54 superimposed onto
the decoded image acquired by said decoding unit, and outputting the decoded image filtered thereby
to said prediction image generating unit as the reference image, as well as to outside said filtering unit
as a filtered decoded image, 5 wherein         a region classifying unit of said filtering unit includes a
region classification process step of extracting a feature quantity of each of the regions which
construct the decoded image acquired by said decoding unit to classify each of the 10 regions to a
class to which said each of the regions belongs according to said feature quantity, and a filter
processing unit of said filtering unit includes a filter processing step of referring to the filter information
which said variable length decoding unit has variable-length-decoded to generate a filter 15 which is
applied to the class to which each region classified by said region classifying unit belongs, and
compensate for a distortion superimposed onto a region belonging to said class by using said filter.
[12] An image decoding device comprising: 20a variable length decoding processing step of a variable
length decoding unit variable-length-decoding a parameter for prediction signal generation, a
compressed difference image, and filter information including filter generation information and filter
selection information about each small region, which 25 are included in a stream;         a prediction
image generating processing step of a prediction image generating unit generating a prediction image
from both the parameter for prediction signal generation which said variable length decoding unit has
variable-length-decoded, 30 and a reference image;  
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superimposed onto the decoded image acquired by sai d decoding 

unit, and outputting the decoded image filtered the reby to said 

prediction image generating unit as the reference i mage, as well 

as to outside said filtering unit as a filtered dec oded image, 

wherein 5 

a region classifying unit of said filtering unit in cludes 

a region classification process step of extracting a feature 

quantity of each of the regions which construct the  decoded 

image acquired by said decoding unit to classify ea ch of the 

regions to a class to which said each of the region s belongs 10 

according to said feature quantity, and a filter pr ocessing unit 

of said filtering unit includes a filter processing  step of 

referring to the filter information which said vari able length 

decoding unit has variable-length-decoded to genera te a filter 

which is applied to the class to which each region classified 15 

by said region classifying unit belongs, and compen sate for a 

distortion superimposed onto a region belonging to said class 

by using said filter. 

[12]  An image decoding device comprising: 

a variable length decoding processing step of a var iable 20 

length decoding unit variable-length-decoding a par ameter for 

prediction signal generation, a compressed differen ce image, 

and filter information including filter generation information 

and filter selection information about each small r egion, which 

are included in a stream; 25 

a prediction image generating processing step of a 

prediction image generating unit generating a predi ction image 

from both the parameter for prediction signal gener ation which 

said variable length decoding unit has variable-len gth-decoded, 

and a reference image; 30 

55        a decoding process step of a decoding unit decoding the compressed difference image which
said variable length decoding unit has variable-length-decoded, and adding said difference image and
the prediction image generated by said prediction 5 image generating unit to acquire a decoded
image; and        a filtering processing step of a filtering unit carrying out a filtering process of
compensating for a distortion superimposed onto the decoded image acquired by said decoding unit,
and outputting the decoded image filtered thereby to said 10 prediction image generating unit as the
reference image, as well as to outside said filtering unit as a filtered decoded image, wherein        a
filter processing unit of said filtering unit includes a filter processing step of referring to the filter
information 15 including the filter generation information and the filter selection information about each
small region which said variable length decoding unit has variable-length-decoded to compensate for a
distortion superimposed onto each small region. 20 
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a decoding process step of a decoding unit decoding  the 

compressed difference image which said variable len gth decoding 

unit has variable-length-decoded, and adding said d ifference 

image and the prediction image generated by said pr ediction 

image generating unit to acquire a decoded image; a nd 5 

a filtering processing step of a filtering unit car rying 

out a filtering process of compensating for a disto rtion 

superimposed onto the decoded image acquired by sai d decoding 

unit, and outputting the decoded image filtered the reby to said 

prediction image generating unit as the reference i mage, as well 10 

as to outside said filtering unit as a filtered dec oded image, 

wherein 

a filter processing unit of said filtering unit inc ludes 

a filter processing step of referring to the filter  information 

including the filter generation information and the  filter 15 

selection information about each small region which  said 

variable length decoding unit has variable-length-d ecoded to 

compensate for a distortion superimposed onto each small 

region. 

 20 




