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MANUFACTURING METHOD OF SEMICONDUCTOR DEVICE BACKGROUND OF THE INVENTION s
The present invention relates to a laser irradiation method of annealing a
semiconductor film using a laser beam and a laser irradiation apparatus for
performing the laser annealing (apparatus including a laser and an optical
system for guiding a laser beam output from the laser to a member to be
processed). Further, the present invention relates to a semiconductor
device manufactured by the steps including the io laser annealing step and
a method of manufacturing the semiconductor device. Note that the
semiconductor device mentioned through the specification includes an
electro-optical device such as a liquid crystal display device or a light
emitting device and an electronic device including the electro-optical
device as its component. is DESCRIPTION OF THE RELATED ART In recent years,
a wide range of researches have been made as to the art of applying laser
annealing to a semiconductor film formed on an insulating substrate such as
a glass substrate to crystallize the semiconductor film or to improve the
crystallinity thereof. Silicon is widely used for such a semiconductor
film. In the zo present specification, means for crystallizing a
semiconductor film by a laser beam to obtain a crystalline semiconductor
film is referred to as laser crystallization. As compared with synthetic
quartz glass substrates which have heretofore widely been used, glass
substrates have the advantages of being inexpensive and rich in workability
and of facilitating fabrication of large-area substrates. This is the zs
reason why a wide range of researches have been made. The reason why lasers
are preferentially used for crystallization is that the melting points of
glass substrates are low. Lasers can give high energy to semiconductor
films without increasing the temperatures of substrates to a great extent.
In addition, lasers are remarkably high in throughput compared to heating
means using electric heating furnaces. so A crystalline semiconductor is
made of multiple crystal grains, and is also 1   called a polycrystalline
semiconductor film. Since a crystalline semiconductor film formed by the
application of laser annealing has high mobility, the crystalline silicon
film is used to form thin film transistors (TFTs). For instance, the thin
film transistors are widely used in an active matrix type liquid crystal
display device in which TFTs for s pixel driving and TFTs for driving
circuits are fabricated on one glass substrate. However, the crystalline
semiconductor film manufactured by the laser annealing method is formed
from a plurality of crystal grains, and the position and the size of the
crystal grains are random. The TFT manufactured on the glass substrate is
formed by separating the crystalline semiconductor film with island-like
patterning in ro order to realize element isolation. In this case, the
crystalline semiconductor film can not be formed with the designation of
the position and the size of the crystal grains. There exist numerous
recombination centers and trapping centers which derive from an amorphous
structure, a crystal defect or the like exist in an interface of the
crystal grain (crystal grain boundary) compared with the inside of the
crystal grain. It is known a that when a carrier is trapped in the trapping
center, the potential of the crystal grain boundary rises, which becomes a
barrier to the carrier, whereby the current transporting property of the
carrier is lowered. The crystallinity of the semiconductor film in a
channel forming region has a great effect on the characteristic of the TFT
However, it is hardly possible that the channel forming region is formed of
a single zo crystal semiconductor film without influence of the crystal
grain boundary. In order to form the channel forming region by the single
crystal semiconductor film without influence of the crystal grain boundary,
various attempts for forming the position-controlled crystal grain of large
grain size are made in the laser annealing method. First, a solidifying
process of the semiconductor film that 2s has been subjected to irradiation
of a laser beam is explained. It takes time in a degree until solid phase
nucleation occurs in a liquid semiconductor film that has been completely
melted by laser beam irradiation. Numberless and uniform (or nonuniform)
nucleations occur and grow in a completely melted region, whereby the
solidifying process of the liquid semiconductor film is 2   completed.
Obtained in this case are crystal grains which are random in position and
size. Further, in the case where the semiconductor film is not completely
melted by the laser beam irradiation and solid phase semiconductor regions
remain partially, s crystal growth begins at the solid phase semiconductor
regions immediately after the laser beam irradiation. As described above,
it takes time in a degree until the nucleation occurs in the completely
melted region. Thus, a solid-liquid interface, which is the tip of the
crystal growth, moves in a horizontal direction to the surface of the
semiconductor film (hereinafter referred to as lateral direction) until the
nucleation io occurs in the completely melted region, whereby the crystal
grain grows several tens of times as long as the film thickness. This
growth ends with the occurrence of numberless and uniform (or nonuniform)
nucleations in the completely melted region. Hereinafter, this phenomenon
is referred to as a super lateral growth. 



In an amorphous semiconductor film or a polycrystalline semiconductor film
is as well, an energy region of a laser beam where the super lateral growth
is realized, exists. However, the above-mentioned energy region is very
narrow, and the position where a large crystal grain is obtained can not be
controlled. Further, the regions except for the region of the large crystal
grain are microcrystalline regions where numerous nucleations occur or
amorphous regions. xo As described above, if a temperature gradient in the
lateral direction can be controlled (a heat flow is made to occur in the
lateral direction) in the laser beam energy region in which the
semiconductor film is completely melted, the growth position and the growth
direction of the crystal grain can be controlled. Various attempts are
carried out in order to realize this method. zs For example, Ishihara, R.,
and Burtsev, A., (AM-LCD `98; pp. 153-156, 1998) reported on a laser
annealing method in which they formed a high melting point metallic film
between a substrate and a base silicon oxide film, and formed an amorphous
silicon film above the high melting point metallic film, and then
irradiated an excimer laser beam from both the top surface side of the
substrate (defined in this specification as the face 3   upon which the
film is formed) and from the bottom surface side of the substrate (defined
in this specification as the face on the opposite side as the face upon
which the film is formed). The laser beam which is irradiated from the top
surface of the substrate is absorbed by the silicon film and its energy is
converted into heat. On the other hand, the s laser beam which is
irradiated from the bottom surface is absorbed by the high melting point
metallic filin and its energy is converted to heat; the high melting point
metallic film is heated to a high temperature. The silicon oxide filin
between the heated high melting point metallic film and the silicon film
works as a heat accumulation layer, and therefore the cooling speed of the
melted silicon film can be slowed. It is reported that crystal io grains
having a maximum diameter of 6.4 Nm can be in arbitrary locations by
forming the high melting point metallic film in the arbitrary locations:
James S. Im, et al., of Columbia University showed a sequential lateral
solidification method (hereafter referred to as SIS method) in which super
lateral growth can be achieved in arbitrary locations. The SLS method is
one in which crystallization is is performed by moving a slit shaped mask
over a distance on the order of which super lateral growth takes place
(approximately 0.75 tun) every shot. In the other hand, the use of
large-area substrat is advanced increasingly. The reason is why a
semiconductor device such as a plurality of liquid crystal display device
panels is fabricated by using a large-area substrate is that high
throughput is obtained and zo the reduction of the cost can be realized.
For instance, a substrate of 600 mm x 720 mm, a substrate of 320 mm x 400
mm, a circular substrate of 12 inches (approximately 300 nm in diameter) or
the like are used as the large-areas substrate. In addition, it is thought
that a substrate of 1 m x 1 m or more is be used in the future. as For
example, there is a method for irradiating a laser beam by using a galvano
mirror with respect to a large area substrate. Its situation will be
explained by using Fig. 5. The laser beam 201 reaches a substrate 204 via a
galvano mirror 202 and an f0 lens 203. The angle of the galvano mirror is
changed in time by vibrating the 4   galvano mirror 202 so that the
position of the laser beam on the substrate is moved in the direction of an
arrow shown by reference numeral 206. When the galvano mirror is vibrated
in a half period, the laser beam is adjusted such that the laser beam is
moved from end to end of the width of the substrate. At this time, even
when the s position of the laser beam on the substrate is moved, the f0
lens 203 is adjusted such that energy density of the laser beam is constant
at any time on the substrate. When the galvano mirror is vibrated in the
half period, the laser beam is moved from end to end of the width of the
substrate. Thus, an irradiated portion of the laser beam is laser-annealed.
The speed of the vibration of the galvano mirror is ro adjusted such that
no irradiating area of the laser beam is intermittent. Thereafter, a stage
is moved in a direction perpendicular to the direction of the arrow shown
by reference numeral 206, and the laser beam begins to be again moved on
the substrate in the direction shown by reference numeral 206. The laser
beam can be irradiated on an entire substrate face by repeating these
operations. Namely, the laser beam is is irradiated to the entire substrate
face by repeating the movement of an irradiating position and the movement
of the stage using rotation of the galvano mirror. However, as the angle of
the galvano minor is changed, the incident angle of the laser beam to the
substrate is changed as shown by reference numerals a, S and y in Fig. S.
When the laser beam is particularly irradiated to the large area substrate,
the zo change in the incident angle becomes notable. The change in the
incident angle of the laser beam to the irradiating face means that the
energy distribution of the above laser beam on the irradiating face is
changed. In Fig. 16, the laser beam of 532 nrn in wavelength is transmitted
through the substrate of 700 pm . in thickness and 1.5 in refractive index,
and reflectivity on the rear face of this substrate is calculated. The zs
axis of abscissa shows the incident angle, and the axis of ordinate shows
the 



reflectivity. When the incident angle is changed, it is known that the
reflectivity is also greatly changed. Even when such a laser beam is used
and irradiated to a semiconductor film, etc., it is difficult to uniformly
irradiate the laser beam, and it becomes a factor of a reduction in film
quality. Even when the semiconductor' device so is manufactured by using
such a semiconductor film, it becomes factors of reductions 5   in
operating characteristics and reliability. There is also a telecentric f8
lens in which no incident angle of the laser beam to the substrate is
changed even when the angle of the galvano minor is changed. However, this
telecentric fA lens requires a size approximately equal to that of the s
substrate. Therefore, it is not practical when the large area substrate is
processed. SUMMARY OF THE INVENTION Therefore, an object of the present
invention is to provide a method and a device for constantly setting the
energy distribution of the laser beam on the irradiating io face, and
irradiating the uniform laser beam to the above entire irradiating face.
Another object of the present invention is to provide a laser irradiating
method and a laser irradiating device for efficiently forming a crystalline
semiconductor film having a crystal property close to that of a monocrystal
even in the large area substrate. Further, another object of the present
invention is to provide a manufacturing method is of the semiconductor
device including the above laser irradiating method in a process. The
construction of the invention relative to a laser irradiating device
disclosed in this specification is characterized in that the laser
irradiating device has plural lasers, a first means for forming the shapes
of plural laser beams on an irradiating face in an elliptical shape or a
rectangular shape; and a second means for 2o moving irradiating positions
of the plural laser beams on the irradiating face in a first direction and
a direction reverse to the first direction, and moving the irradiating
positions of the plural laser beams on the irradiating face in a second
direction. Another construction of the invention relative to the laser
irradiating device is characterized in that the laser irradiating device
has plural lasers, an irradiating face zs relatively slantingly arranged
with respect to plural laser beams, the first means for forming the shapes
of the plural laser beams on the irradiating face in an elliptical shape or
a rectangular shape; and the second means for moving irradiating positions
of the plural laser beams on the irradiating face in a first direction and
a direction reverse to the first direction, and moving the irradiating
positions of the plural laser beams on so the irradiating face in a second
direction. 6   In each of the above constructions, it is characterized in
that each of the plural lasers is constructed by a solid laser of
continuous oscillation or pulse oscillation. For example, a YAG laser, a
YV04 laser, a YLF laser, a YA103 laser, a glass laser, a ruby laser, an
alexandride laser, a T:sapphire laser, etc. are used as this solid laser: s
Further, in each of the above constructions, it is characterized in that
said plural lasers are one or plural kinds selected from an Ar laser and a
Kr laser. Further, in each of the above constructions, it is characterized
in that the means 1 has a cylindrical lens. Otherwise, it is characterized
in that the first means has a convex lens, a cylindrical lens and a
grading. The shapes of the laser beams on ro the irradiating face are
formed in the elliptical shape or the rectangular shape and the laser beams
can be efficiently irradiated by the first means. Further, in each of the
above constructions, it is characterized in that the means 2 is a stage.
The stage is moved at least in the first direction, the direction reverse
to the first direction, and the second direction. For example, an X-Y
stage, 



is etc. are used. The construction of the invention relative to a laser
irradiating method disclosed in this specification is characterized in that
the shapes of plural laser beams on an irradiating face are formed in an
elliptical shape or a rectangular shape by an optical system; the plural
laser beams are irradiated while the irradiating face is moved zo in a
first direction, and the irradiating face is moved in a second direction;
and the plural laser beams are irradiated while the irradiating face is
moved in a direction reverse to the first direction. Another construction
of the invention relative to the laser irradiating method is characterized
in that the shapes of plural laser beams on an irradiating face slantingly
zs arranged with respect to the plural laser beams are formed in an
elliptical shape or a rectangular shape by an optical system; the plural
laser beams are irradiated while the irradiating face is moved in a first
direction; the irradiating face is moved in a second direction; and the
plural laser beams are irradiated while the irradiating face is moved in a
direction reverse to the first direction. so Another construction of the
invention relative to the laser irradiating method 7   is also
characterized in that the shapes of plural laser beams on an irradiating
face are formed in an elliptical shape or a rectangular shape by an optical
system; the plural laser beams are irradiated while the irradiating face is
moved in a first direction; the plural laser beams are irradiated while the
irradiating face is moved in a direction s reverse to the first direction;
and the irradiating face is moved in a second direction. Another
construction of the invention relative to the laser irradiating method is
also characterized in that the shapes of plural laser beams on an
irradiating face slantingly arranged with respect to the plural laser beams
are formed in an elliptical shape or a rectangular shape by an optical
system; the plural laser beams are irradiated io while the irradiating face
is moved in a first direction; the plural laser beams are irradiated while
the irradiating face is moved in a direction reverse to the first
direction; and the irradiating face is moved in a second direction. In each
of the above constructions, the laser irradiating method is characterized
in that the laser beams are oscillated from a solid laser of continuous is
oscillation or pulse oscillation. For example, the solid laser is
constructed by a YAG laser, a YVOa laser, a YLF laser, a YA103 laser, a
glass laser, a ruby laser, an alexandride laser, a Tiaapphire laser, etc.
of continuous oscillation or pulse oscillation. In each of the above
constructions, it is characterized in that the laser beams 



are oscillated from one or plural kinds selected from an Ar laser and a Kr
laser. xo In each of the above constructions, it is characterized in that a
cylindrical lens is used as the optical system. Otherwise, it is
characterized in that a convex lens and a cylindrical lens are used as the
optical system. Another construction of the invention relative to the
manufacturing method of a semiconductor device disclosed in this
specification is characterized in that a 2s semiconductor film is formed on
an insulating surface; the shapes of plural laser beams in the
semiconductor film are formed in an elliptical shape or a rectangular shape
by an optical system; the plural laser beams are irradiated while the
semiconductor film is moved in a first direction; the semiconductor film is
moved in a second direction; and the plural laser beams are irradiated
while the semiconductor film is moved in a so direction reverse to the fast
direction. 8.   Another construction of the invention relative to the
manufacturing method of the semiconductor device is also characterized in
that a semiconductor film is formed on an insulating surface; the shapes of
plural laser beams in the semiconductor film slantingly arranged with
respect to the plural laser beams are formed in an elliptical s shape or a
rectangular shape by an optical system; the plural laser beams are
irradiated while the semiconductor film is moved in a first direction; the
semiconductor film is moved in a second direction; and the plural laser
beams are irradiated while the semiconductor film is moved in a direction
reverse to the first direction. Another construction of the invention
relative to the manufacturing method of ro the semiconductor device is also
characterized in that a semiconductor film is formed on an insulating
surface; the shapes of plural laser beams in the semiconductor film are
formed in an elliptical shape or a rectangular shape by an optical system;
the plural laser beams are irradiated while the semiconductor film is moved
in a first direction; the plural laser beams are irradiated while _ the
semiconductor film is moved in a rs direction reverse to the first
direction; and the semiconductor film is moved in a second direction.
Another construction of the invention relative to the manufacturing method
of the semiconductor device is also characterized in that a semiconductor
film is formed on an insulating surface; the shapes of plural laser beams
in the semiconductor film 20 slantingly arranged with respect to the plural
laser beams are formed in an elliptical shape or a rectangular shape by an
optical system; the plural laser beams are irradiated while the
semiconductor film is moved in a first direction; the plural laser beams
are irradiated while the semiconductor film is moved in a direction reverse
to the first direction; and the semiconductor film is moved in a second
direction. zs In each of the above constructions, it is characterized in
that the laser beams 



ate oscillated from a solid laser of continuous oscillation or pulse
oscillation. For example, the solid laser is constructed by a YAG laser, a
YV04 laser, a YLF laser, a YA103 laser, a glass laser, a ruby laser, an
alexandride laser, a Tiaapphire laser, etc. of continuous oscillation or
pulse oscillation. so In each of the above constructions, it is
characterized in that the laser beams 9   are oscillated from one or plural
kinds selected from an Ar laser and a Kr laser. Further, in each of the
above constructions, it is characterized in that a cylindrical lens is used
as the optical system. Otherwise, it is characterized in that a convex lens
and a cylindrical lens are used as the optical system. s BRIEF DESCRIPTION
OF THE DRAWINGS Fig. 1 is a view showing an example of the construction of
a laser irradiating device. Fig. 2A and 2B are views showing examples of a
laser irradiating method on io an irradiating face. Fig. 3 is a view
showing an example of the construction of the laser irradiating device.
Fig. 4 is a view showing an example of the construction of the laser
irradiating device. is Fig. 5 is a view showing an example of the
construction of the laser irradiating device. Figs. 6A to 6C are sectional
views showing the manufacturing process of a pixel TFT and a TFT of a
driving circuit. Figs. 7A to 7C are sectional views showing the
manufacturing process of the zo pixel TFT and the TFT of the driving
circuit. Fig. 8 is a sectional view showing the manufacturing process of
the pixel TFT and the TFT of the driving circuit: Fig. 9 is a plan view
showing the construction of the pixel TFT. Fig. 10 is a sectional view
showing the manufacturing process of an active zs matrix type liquid
crystal display device. Fig. 11 is a sectional structural view of a driving
circuit of a light emitting device and a pixel section. 



Fig. 12A is a plan view of the light emitting device, and Fig. 12B is a
sectional structural view of the driving circuit of the light emitting
device and the pixel 3o section. 10   Figs. 13A to 13F are views showing an
example of a semiconductor device. Figs. 14A to 14D are views showing an
example of the semiconductor device. Figs. 15A to 15C are views showing an
example of the semiconductor device. Fig. 16 is a view showing an example
of reflectivity with respect to the s incident angle of a laser beam. Fig.
17 is a view showing an example of the relation of the incident angle of
the laser beam and interference. Fig. 18 is a view showing an example of
the construction of the laser irradiating device. io Fig. 19 is a view
showing an example of the construction of the laser irradiating device.
Fig. 20 is a view showing an example of the construction of the laser
irradiating device. Fig. 21 is a view showing an example of the
construction of the laser is irradiating device. DESCRIPTION OF THE
PREFERRED EMBODIMENTS The embodiment modes of the present invention will be
explained by using Fig. 2. zo First, each of plural laser beams is set by
an optical system to laser beams 103a, 103b, 103c of an elliptical shape or
a rectangular shape on an irradiating face. The shape of the laser beam is
formed in the rectangular shape or the elliptical shape on the above
irradiating face because the laser beam is efficiently irradiated to an
entire substrate face. The shape of the laser beam emitted from the laser
is different in zs accordance with the kind of the laser. For example, the
size of the laser beam of XeCI excimer laser (wavelength 308 nm and pulse
width 30 ns) L3308 manufactured by Lamda Corporation is lOmmx30mm (both are
half-value widths in a beam profile). . In the YAG laser, the shape of the
laser beam is a circular shape if a rod shape is a cylindrical shape, and
the shape of the laser beam is a rectangular shape if the YAG 30 laser is
of a slab type. The shape of the laser beam on the above irradiating face
is set 11 



to the rectangular shape or the elliptical shape by the optical system. The
incident angle of each laser beam to the above irradiating face is set to
the same. Thus, the energy distribution of each laser beam 103 on the above
irradiating face is set to the same. This is very important to irradiate
the uniform laser beam on s the entire substrate face. While the above
laser beam 103 is irradiated, a stage (or the substrate) is moved in a
direction shown by reference numeral 106. Subsequently, the stage (or the
substrate) is moved in a direction shown by reference numeral 107, and is
also moved in a direction shown by reference numeral 108 while the above
laser beam 103 io is irradiated. Thus, if the stage (or the substrate) is
repeatedly moved while the incident position and the incident angle of the
laser beam are fixed, the laser beam can be irradiated to the entire
substrate face without changing the energy distribution of the laser beam
on the irradiating face. Its situation is shown in Fig. 2A. The same area
is irradiated plural times by moving the stage (or the substrate) is in the
direction shown by reference numeral 106 and subsequently moving the stage
(or the substrate) in the direction shown by reference numeral 108 while
the above laser beam 103 is irradiated. However, after the same area is
irradiated plural times, the stage (or the substrate) is moved in the
direction shown by reference numeral l07, and the laser beam can be again
irradiated. Its situation is shown in Fig. 2B. 2o If each incident angle is
the same, the plural laser beams 103 can be also slantingly irradiated to
the substrate 104. However, as shown in Fig. 16, reflectivity is greatly
changed with respect to a change in the incident angle of the laser beam.
Therefore, it is desirable to set the incident angle of each of the plural
laser beams to be the same, or lie within an angle at which the change in
reflectivity lies within 5 %. zs As shown in Fig. 17, the laser beam is
incident to the irradiating face with the beam width W. No interference is
caused unless incident light and reflected light on the rear face of the
substrate are overlapped. Namely, when the thickness of the substrate is
set to d and the thickness of a semiconductor film is neglected since the
thickness of the semiconductor film is smaller than the thickness of the
above substrate, no 3o interference is caused if the incident angle is
greater than an incident angle ~ satisfying 12   sink = W/2d . : ~ = arcsin
(W/2d). Namely, no interference is caused when ~ z arcsin (W/2d). s
Therefore, when the laser beam is incident at an angle greater than the
incident angle ~, it is not necessary to strictly conform the incident
angles of the plural laser beams. A condition for generating the
interference is changed by the wavelength of the laser beam, a coherence
length, the absorption coefficient and the film thickness of an irradiated
object such as a semiconductor film, etc. Accordingly, it is necessary to
io consider arrangements of the optical system and the irradiated object.
In this embodiment mode, the plural laser beams are used, but may be also
oscillated by using plural lasers, and may be also formed by dividing the
laser beams oscillated from one laser. Further, the number of laser beams
is not limited to three, but is not particularly limited if this number is
a plural number equal to or greater than rs 2. Here, the case of
crystallization of the semiconductor film using such an irradiating method
will be explained. When the laser beam is irradiated to the semiconductor
film, the irradiated area attains a melting state and is cooled and
solidified with the passage of time. If the laser beam is irradiated while
the laser 



zo beam is moved, the area in the melting state is successively formed, and
the area cooled and solidified with the passage of time also exists.
Namely, a temperature gradient is formed in the semiconductor film, and a
crystal grain is grown along a moving direction of the laser beam so that
the crystal grain of a large diameter is formed. The electrical
characteristics of a TFT manufactured by using such a crystal as grain in a
channel forming area are improved and the operating characteristics and
reliability of a semiconductor device can be also improved. Since there is
particularly almost no crystal grain boundary in the moving direction of
the laser beam, it is preferable to manufacture the TFT having the channel
forming area parallel to this direction. so If such an irradiating method
is used, the laser beam can be also efficiently 13   irradiated to the
large area substrate. Further, when the semiconductor film is crystallized
by irradiating such a laser beam, it is possible to form the semiconductor
film having the crystal grain of a large diameter close to that of a
monocrystal. Further, the electrical characteristics of the TFT
manufactured by using the above s semiconductor film are improved and the
operating characteristics and reliability of the semiconductor device can
be also improved. The present invention having the above construction will
be explained in further detail by the embodiments shown below. t ro
[Embodiments] (Embodiment 1] In this embodiment, a method for slantingly
irradiating the plural laser beams to the substrate will be explained by
using Figs. l, 2A, 2B, 18 and 19. Each of the plural laser beams 101a,
101b, 101c is shortened in the short side is direction by cylindrical
lenses 102a, 102b, 102c, and becomes laser beams 103a, 103b, 103c having an
elliptical shape or a rectangular shape on an irradiating face. In order to
form a laser beam having an elliptical shape or a rectangular shape on an
irradiating face, a grating may be used. If a stage (or the substrate) is
moved in a direction shown by reference numeral 106, the laser beam can be
irradiated in a direction shown zo by reference numeral 108 without
changing the incident angle of the laser beam to the substrate. When the,
irradiation of the laser beam in the direction shown by reference numeral
108 is terminated, the stage (or the substrate) is moved in a direction
shown by reference numeral 107. The laser beam can be irradiated in the
direction shown by reference numeral 106 if the stage (or the substrate) is
moved in the direction shown by zs reference numeral 108 while the laser
beam is irradiated. The laser beam is irradiated to the entire substrate
face by repeating these movements. Fig. 2A shows a situation in which the
laser beam is irradiated to the entire substrate face at this time. In
another moving method of the stage (or the substrate), the stage (or the
substrate) may be also moved in the direction shown by reference numeral
107 after so the stage (or the substrate) is moved in the direction shown
by reference numeral 106 14   and is moved in the direction shown by
reference numeral 108. The stage (or the substrate) may be also moved in
the direction shown by reference numeral 107 after the movement of the
stage (or the substrate) in the direction shown by reference numeral 106
and the movement of the stage (or the substrate) in the direction shown by
s reference numeral 108 are repeated. Fig. 2B shows a situation in which
the laser beam is irradiated to the entire substrate face at this time. On
the other hand, the plurality of laser beams themselves may be moved while
irradiating, and both the plurality of laser beams and the stage (or the
substrate) may moved. The laser beam incident to the substrate is reflected
on the surface of the ro substrate. However, since the laser beam is light
having high directivity and energy density, it is preferable to absorb the
above reflected light by arranging a damper 109 to prevent the reflected
light from being irradiated to an unsuitable portion. Cooling water is
circulated in the damper 109 although the cooling water is not illustrated
in the drawings. The cooling water prevents the temperature of the damper
109 from being rs raised by the absorption of the reflected light. In Fig.
1, the damper 109 is illustrated 



with respect to only the laser beam 101a, but is also preferably arranged
with respect to other laser beams 101b, 101c. As shown in Fig. 16, when the
incident angle of the laser beam is changed, reflectivity is greatly
changed. Therefore, it is very important to set the incident zo angles of
the plural laser beams to the same. It is most desirable to set the
incident angles of the plural laser beams to an angle providing a minimum
value of reflectivity. It is also preferable to set the incident angle such
that a change in reflectivity lies within 5 %. Since the reflectivity is
changed by the thickness and the refractive index of the substrate and the
wavelength, an operator may suitably determine the incident zs angle. Thus,
if the laser beam is irradiated to the substrate, the laser beam having the
same energy distribution is irradiated to the substrate so that the Laser
beam can be uniformly irradiated. It is also possible to obtain the
semiconductor filin having a crystal grain close to that of a monocrystal.
Further, since the plural laser beams are so used, throughput is improved
and the laser beams can be efficiently irradiated. 15   In this embodiment,
the plural laser beams are used. However, as shown in Fig. 18, plural
lasers 100 may be slantingly arranged with respect to the substrate 104,
and plural laser beams may be also oscillated by using these plural lasers
100. As shown in Fig. 19, the laser beam oscillated from one laser 150 is
divided by beam s splitters 151a, 151b, etc. and may be also set to plural
laser beams 101. Further, the number of laser beams is not limited to
three, but is not particularly limited if this number is equal to or
greater than 2. In this embodiment, the substrate is horizontally arranged,
and the incident angle of the laser beam is inclined by an angle 0 with
respect to the substrate. ro However, the incident angle of the above laser
beam to the above substrate may be also inclined by slantingly arranging
the substrate by the angle 0 with respect to the horizontal direction.
(Embodiment 2J is In this embodiment, a method for irradiating the plural
laser beams from a direction perpendicular to the substrate will be
explained by using Fig. 3. 



The laser beams 110a, 110b, 110c oscillated from the laser is shortened by
cylindrical lenses 112a, 112b, 112c ip the short side direction, and is
changed to laser beams 113a, 113b, 113c having an elliptical . shape or a
rectangular shape on an 2a irradiating face. In order to form a laser beam
having an elliptical shape or a rectangular shape on an irradiating face, a
grating may be used. If the stage (or the substrate) is moved in a
direction shown by reference numeral 106, the laser beam can be irradiated
in a direction shown by reference numeral 108 without changing the incident
angle of the laser beam to the substrate. When the irradiation of the laser
zs beam in the direction shown by reference numeral 106 is terminated, the
stage (or the substrate) is moved in a direction shown by reference numeral
107. The laser beam can be irradiated in the direction shown by reference
numeral 106 if the stage (or the substrate) is moved in the direction shown
by reference numeral 108 while the laser beam is irradiated. The laser beam
is irradiated to the entire substrate face by so repeating these movements.
16   In another moving method of the stage (or the substrate), the stage
(or the substrate) may be also moved in the direction shown by reference
numeral 107 after the stage (or the substrate) is moved in the direction
shown by reference numeral 106 and is moved in the direction shown by
reference numeral 108. Further, the stage (or s the substrate) may be also
moved in the direction shown by reference numeral 107 after the movement in
the direction shown by .reference numeral 106 and the movement in the
direction shown by reference numeral 108 are repeated. On the other hand,
the plurality of laser beams themselves may be moved while irradiating, and
both the plurality of laser beams and the stage (or the substrate) may
moved. ro The laser beam incident to the substrate is reflected on the
surface of the substrate, and becomes so-called return light returned along
the same optical path as the incident time. This return light has a bad
influence on the output of the laser, a change in frequency, the
destruction of a rod, etc. Therefore, an isolator 1l1 is preferably
arranged to remove this return light and stabilize the oscillation of the
laser. is Thus, if the laser beam is irradiated to the substrate, the laser
beam having the same energy distribution is irradiated to the substrate so
that the laser beam can be uniformly irradiated. Further, it is possible to
obtain a semiconductor film having a crystal grain close to that of a
monocrystal. Further, since the plural laser beams are used, throughput is
improved and the laser beams can be efficiently irradiated. In this zo
embodiment, the plural laser beams are used, but may be also oscillated by
using plural lasers, and may be also formed by dividing the laser beam
oscillated from one laser. Further, the number of laser beams is not
limited to three, but is not particularly limited if this number is equal
to or greater than 2. zs [Embodiment 3] In this embodiment, a method for
irradiating the laser beam from the direction perpendicular to the
substrate by using plural lasers having the rod shape of a slab type will
be explained by using Fig. 4. The laser beams 120a, 120b, 120c oscillated
from the laser is shortened in the 



so longitudinal direction and the transversal direction by convex lenses
122a, 122b, 122c. 17   This laser beam 120 is converged by cylindrical
lenses 123a, 123b, 123c in the longitudinal direction and is then enlarged,
and becomes laser beams 124a, 124b, 124c having a rectangular shape on an
irradiating face. In order to form a laser beam having an elliptical shape
or a rectangular shape on an irradiating face, a grating may s be used. If
the stage (or the substrate) is moved in a direction shown by reference
numeral 106, the laser beam can be irradiated in a direction shown by
reference numeral 108 without changing the incident angle of the laser beam
to the substrate. When the irradiation of the laser beam in the direction
shown by reference numeral 108 is terminated, the laser beam can be
irradiated in the direction shown by reference io numeral 106 if the stage
(or the substrate) is moved in a direction shown by reference numeral 107
and is moved in the direction shown by reference numeral 108 while the
laser beam is irradiated. The laser beam is irradiated to the entire
substrate face by repeating these movements. In the moving method of the
stage (or the substrate), the stage (or the is substrate) may be also moved
in the direction shown by reference numeral 107 after the stage (or the
substrate) is moved in the direction shown by reference numeral 106 and is
moved in the direction shown by reference numeral 108. Further, the stage
(or the substrate) may be also moved in the direction shown by reference
numeral 107 after the movement in the direction shown by reference numeral
106 and the zo movement in the direction shown by reference numeral 108 are
repeated. On the other hand, the plurality of laser beams themselves may be
moved while irradiating, and both the plurality of laser beams and the
stage (or the substrate) may moved. The laser beam incident to the
substrate is reflected on the surface of the substrate, and becomes
so-called return light returned along the same optical path as zs the
incident time. This return light has a bad influence on the output of the
laser, a change in frequency, the destruction of a rod, etc. Therefore, an
isolator 111 is preferably arranged to remove this return light and
stabilize the oscillation of the laser. Thus, if the laser beam is
irradiated to the substrate, the laser beam having the same energy
distribution is irradiated to the substrate so that the laser beam can be
so uniformly irradiated. Further, it is possible to obtain a semiconductor
film having a 18   crystal grain close to that of a monocrystal. Further,
since the plural laser beams are used, throughput is improved and the laser
beams can be efficiently irradiated. In this embodiment, the plural laser
beams are used, but may be also oscillated by using plural lasers, and may
be also formed by dividing the laser beam oscillated from one laser. s
Further, the number of laser beams is not limited to three, but is not
particularly limited if this number is equal to or greater than 2.
(Embodiment 4] In this embodiment, a method of manufacturing an active
matrix substrate will io be described with reference to Figs. 6 to 9. A
substrate on which a CMOS circuit, a driving circuit, and a pixel portion
having a pixel TFT and a storage capacitor are formed together is called
active matrix substrate for convenience. First of all, a substrate 400
formed of glass such as barium borosilicate glass and aluminum borosilicate
glass is used in this embodiment. The substrate 400 may is be a quartz
substrate, a silicon substrate, a metal substrate or stainless substrate,
which has an insulating film on the surface. The substrate 400 may be a
plastic substrate having heat_resistance, which withstands a processing
temperature in this embodiment. Next, a primary film 401 having an
insulating film such as silicon oxide film, silicon nitride film, and a
silicon oxyitride film is formed on the substrate 400. In this zo
embodiment, a two-layer structure is used for the primary film 401.
However, a structure may be used where a single layer film, which is the
insulating film itself, or at least two layers are stacked. As a first
layer of the primary film 401, a silicon oxynitride film 401a is formed 10
to 200 nm (preferably 50 to 100 nm) thick by using SiH4, NH3 and NZO as a
reaction gas in accordance with the plasma CVD method. In zs this
embodiment; a silicon oxynitride film 401a (compositional ratio: Si = 32 %,
O = 27 %, N = 24 % and H = 17 %) was formed with a thickness of 50 nm.
Next, as a second layer of the primary film 401, a silicon oxynitride film
4016 is formed with a thickness of 50 to 200 nm (preferably 100 to 150 nm)
by using SiH4 and N20 as a reaction gas in accordance with the plasma CVD
method. In this embodiment, a 3o silicon oxynitride film 401b
(compositional ratio: Si = 32 %, O = 59 %, N = 7 % and H 19   = 2 %) is
formed with a thickness of 100 nm. Next, semiconductor layers 402 to 406
are formed on the primary film. First of all, semiconductor film is formed
with a thickness of 25 to 80 nm (preferably 30 to 60nm) by a publicly known
method (such as the sputtering method, LPCVD method s and plasma CVD
method). Then the semiconductor film is crystallized by laser
crystallization method. Of course, in addition to the laser crystallization
method, other known crystallization method (thermal crystallization method
using RTA or a furnace annealing and thermal crystallization method using a
metal element facilitating the crystallization) can be used. Patterning is
performed on the obtained crystalline io semiconductor film in a desired
form in order to form the semiconductor layers 402 to 406. The
semiconductor film may be an amorphous semiconductor film, a fine crystal
semiconductor film or a crystalline semiconductor film. Alternatively, the
semiconductor film may be a compound semiconductor film having an amorphous
structure such as an amorphous silicon germanium film. 



is When a crystalline semiconductor film is produced in accordance with the
laser crystallization method, the pulse oscillation type or the continuous
light-emitting type of excimer laser, Ar laser, Kr laser, YAG laser, YVOa
laser, YLF laser, YA103 laser, glass laser, ruby laser, alexandrite laser,
Ti: sapphire laser or the like may be applied. When these types of laser
are used, a method is preferable whereby laser zo light emitted from a
laser oscillator is gathered in rectangular shape or elliptic shape by
optical system and is irradiated to a semiconductor film. A condition of
the crystallization is properly selected by executors. In this embodiment,
a amorphous silicon film with a thickness of 55 nm is formed by plasma CVD
method. Then crystallization is performed by optical system zs as shown in
Figs. l, 3 or Fig. 4 by using a second hermetic of continuous
light-emitting type of YV04 laser, whereby forming the crystalline silicon
film. According to a patterning process of the crystalline silicon film
using a photolithography method, the semiconductor layers 402 to 406 are
formed. After the semiconductor layers 402 to 406 are formed, a small
amount of so impurity element (boron or phosphorus) maybe doped in order to
control a threshold 20   value of the TF"T. Next, a gate insulating film
407 covering the semiconductor layers 402 to 406 is fornied. The gate
insulating film 407 is formed by using an insulating film 40 to 150 nm
thick containing silicon in accordance with plasma CVD method or sputtering
s method. In this embodiment, a silicon oxynitride film (compositional
ratio: Si = 32 %, O = 59 %, N = 7 % and H = 2 %) with a thickness of 110 nm
is formed in accordance with the plasma CVD method. Notably, the gate
insulating film is not limited to the silicon oxynitride film but an
insulating film containing other silicon may be used as a single layer or
as a laminated structure. ro When a silicon oxide film is used, it is
formed by mixing Tetraethyl Orthosilicate (TEOS) and Oz by plasma CVD
method, which is discharged under a condition with reaction pressure of
40.Pa, a substrate temperature of 300 to 400 C and high frequency (13.56
MHz) power density of 0.5 to 0.8 W/cmz. Thermal annealing at 400 to 500 C
thereafter can give good characteristics to the silicon oxide film is
produced in this way as a gate insulating film. Next, a first conductive
film 408, which is 20 to 100 nm thick; and a second conductive film 409,
which is 100 to 400 nm thick, is stacked on the gate insulating film 407.
In this embodiment, the first conductive film 408 formed by a TaN film with
a thickness of 30 nnr and the second conductive frlm 409 formed by a W film
zo with a thickness of 370 mn are stacked. The TaN film is formed by using
Ta target to perform sputtering in an atmosphere containing nitrogen. The W
film is formed by using W target to perform sputtering. Alternatively, it
can be formed by thermal CVD method using tungsten hexafluoride (WF6). In
both cases, the use of the gate electrode needs low resistance. Therefore,
the resistivity of the W film is desirably 20 zs wS2cm or below. The low
resistance of the W film can be achieved by increasing the size of the
crystal grains. However, when the W film contains a large amount of
impurity element such as oxygen, the crystallization is inhibited, which
raises the resistance. Accordingly, in this embodiment, the W film is
formed by the sputtering method using high purity (purity of 99.9999 %) W
target and by taking the prevention so of intrusion of impurity from a
vapor phase during the film forming into special 21   consideration. Thus,
the resistivity of 9 to 20 pS2cm can be achieved. While, in this
embodiment, the first conductive film 408 is TaN and the second conductive
film 409 is W, they are not limited in particular Both of them can be
formed by an element selected from Ta, W, Ti, Mo, Al, Cu, Cr and Nd or an
alloy s material or a compound material containing the element as its main
constituent. Alternatively, a semiconductor film, such as a polycrystalline
silicon film to which an impurity element such as phosphorus is doped, can
be used. An AgPdCu alloy may be used. A combination of the first conductive
film formed by a tantalum (Ta) film and the second conductive film formed
by a W film, a combination of the first io conductive film formed by a
titan nitride (TiN) and the second conductive film formed by a W film, a
combination of the first conductive film formed by a tantalum nitride (TaN)
film and the second conductive film formed by an A1 film, or a combination
of the first conductive film formed by a tantalum nitride (TaN) film and
the second conductive film formed by a Cu film is possible. is Next, masks
410 to 415 made of resist using photolithography method are formed, and
first etching processing is performed thereon in order to form electrodes
and wirings. The first etching processing is performed under first and
second etching conditions (Fig. 6B). The first etching condition in this
embodiment is to use Inductively Coupled Plasma (ICP) etching and to use
CFQ and CIZ and O2 as an etching zo gas, whose amount of gases are 25/25/10
(sccm), respectively. 500 W of RF (13.56 MHz) power was supplied to a coil
type electrode by 1 Pa pressure in order to generate plasma and then to
perform etching. Here, a dry etching device using ICP (Model E645-OICP)
manufactured by Matsushita Electric Industrial Co., Ltd was used. 150 W of
RF (13.56 MHz) power was also supplied to a substrate side (test sample
stage) zs and substantially negative self-bias voltage was applied. The W
film was etched under the first etching condition so as to obtain the end
of the first conductive layer in a tapered form. After that, the first
etching condition is shifted to the second etching condition without
removing the masks 410 to 415 made of resist. Then, CF4 and CIZ are used as
3o etching gases. The ratio of.the amounts of flowing gasses is 30/30
(scan). 500 W 22  



of RF (13.56 MHz) power is supplied to a coil type electrode by 1 Pa
pressure in order to generate plasma and then to perform etching for amount
30 seconds. 20 W of RF (13.56 MHz) power is also supplied to a substrate
side (test sample stage) and substantially negative self bias voltage is
applied. Under the second etching s condition where CF4 and Clz are mixed,
both W film and TaN film were etched to the same degree. In order to etch
without leaving a residue on the gate insulating fihn, the etching time may
be increased 10 to 20 % more. In the first etching processing, when the
form of the mask made of resist is appropriate, the form of the ends of the
first and the second conductive layers are in the io tapered form due to
the effect of the bias voltage applied to the substrate side. The angle of
the tapered portion is 15 to 45 . Thus, conductive layers 417 to 422 in a
first form are formed which include the first conductive layers and the
second conductive layers (first conductive layers 417a to 422a and second
conductive layer 417b to 422b) through the first etching processing.
Reference numeral 416 is a gate is insulating film. In the gate insulating
film 416, an area not covered by the first conductive layers 417 to 422 is
etched by about 20 to SO nm so as to form a thinner area. Next, second
etching processing is performed without removing masks made of resist (Fig.
6C). Here, CF4, Clz and Oz are used to etch the W film selectively. zo
Then, second conductive layers 428b to 433b are formed by the second
etching processing. On the other hand, the first conductive layers 417a to
422a are not etched very much, and conductive layers 428 to 433 in the
second form are formed. First doping processing is performed without
removing masks made of resist and low density of impurity element, which
gives n-type to the semiconductor layer, is zs added. The doping processing
may be performed in accordance with the ion-doping method or the
ion-implanting method. The ion doping method is performed under a condition
in the dose of 1 x 10i3 to S x 1014/cmz and the accelerating voltage of 40
to 80 keV In this embodiment, the ion doping method is performed under a
condition in the dose of 1.5 x 1013/cmz and the accelerating voltage of 60
keV The n-type doping so impurity element may be Group 15 elements,
typically phosphorus (P) or arsenic (As): 23   Here, phosphorus (P) is
used. In this case, the conductive layers 428 to 433 function as masks for
the n-type doping impurity element. Therefore, impurity areas 423 to 427
are formed in the self alignment manner. An n-type doping impurity element
in the density range of 1 x 101$ to 1 x 10Z/cm3 are added to the impurity
areas 423 to s 427. When masks made of resist are removed, new masks 434a
to 434c made of resist are formed. Then, second doping processing is
performed by using higher accelerating voltage than that used in the first
doping processing. The ion doping method is performed under a condition in
the dose of 1 x 10i3 to 1 x 1015/cmZ and the ro accelerating voltage of 60
to 120 keV In the doping processing, the second 



conductive layers 428b to 432b are used as masks against the impurity
element. Doping is performed such that the impurity element can be added to
the semiconductor layer at the bottom of the tapered portion of the first
conductive layer. Then, third doping processing is performed by having
lower accelerating voltage than that in the is second doping processing to
obtain a condition shown in Fig. 7A. The ion doping method is performed
under a condition in the dose of 1 x 10i5 to 1 x 101~1cmZ and the
accelerating voltage of 50 to 100 keV Through the second doping processing
and the third doping processing, an n-type doping impurity element in the
density range of 1 x lOrs to 5 x 1019/cm3 is added to the low density
impurity areas 436, 442 and 448, Zo which overlap with the first conductive
layer. An n-type doping impurity element in the density range of 1 x 1019
to 5 x lOZr/cm3 is added to the high density impurity areas 435, 441, 444
and 447. With proper accelerating voltage, the low density impurity area
and the high density impurity area can be formed by performing the second
doping processing and a the third doping processing once. Next, after
removing masks made of resist, new masks 450a to 450c made of resist are
formed to perform the fourth doping processing. Through the fourth doping
processing, impurity areas 453, 454, 459 and 460, to which an impurity
element doping a conductive type opposite to the one conductive type is
added, in a so semiconductor layer, which is an active layer of a P-channel
type TFT First 24   conductive layers 428a to 432a are used as mask against
the impurity element, and the impurity element giving p-type is added so as
to form impurity areas in the self-alignment manner. In this embodiment,
the impurity areas 453, 454, 459 and 460 are formed by applying ion-doping
method using diborane (BZH6) (Fig. 7B). During s the fourth doping
processing, the semiconductor layer forming the n-channel TFT is covered by
masks 450a to 450c made of resist. Thorough the first to the third doping
processing, phosphorus of different densities is added to each of the
impurity areas 453 and 4S4. Doping processing is performed such that the
density of p-type doping impurity element can be 1 x 1019 to 5 x 10z1
atoms/cm3 in both areas. Thus, no to problems are caused when they function
as the source region and the drain region of the p-channel TFT Impurity
areas are formed in the semiconductor layers, respectively, through the
processes above. Next, the masks 450a to 450c made of resist are removed
and a first interlayer is insulating film 461 is formed thereon. The first
interlayer insulating film 461 may be an insulating film 100 to 200 nm
thick containing silicon, which is formed by plasma CVD method or
sputtering method. In this embodiment, silicon oxynitride film 150 nm thick
is formed by plasma CVD method. The first interlayer insulating film 461 is
not limited to the silicon oxynitride film but may be the other insulating
film zo containing silicon in a single layer or in a laminated structure.
`` Next, as shown in Fig. 7C, thermal processing is performed to recover
the crystalline characteristic of the semiconductor layers and to activate
the impurity element added to each of the semiconductor layer. The heating
processing is performed by thermal annealing method using an annealing
furnace. The thermal zs annealing method may be performed in an atmosphere
of nitrogen with the oxygen density of 1 ppm or below, preferably 0.1 ppm
or below, at 400 to 700 C, typically at 500 to 550 C. In this embodiment,
the activation processing is performed through thermal processing at 5S0 C
for four hours. In addition to the thermal annealing method, laser
annealing method or rapid thermal annealing method (RTA method) may 3o be
applied. 25   Alternatively, the heating processing may be performed before
the first interlayer insulating film is formed. However, when a wiring
material in use is 



sensitive to heat, the activation processing is preferably performed after
an inter-layer insulating film (insulating film containing silicon as its
main constituent such as silicon s nitride film) for protecting the wirings
like this embodiment. After the heating processing (thermal processing at
300 to 550 C for one to 12 hours) is performed, hydrogenation can be
performed. This process terminates the dangling bond of the semiconductor
layer with hydrogen contained in the first interlayer insulating film 461.
The semiconductor layer can be hydrogenated ro regardless of the existence
of the first interlayer insulating film. Alternatively, the hydrogenation
may be plasma hydrogenation (using hydrogen excited by plasma) or heating
processing in an atmosphere containing 3 to 100 % of hydrogen at 300 to 450
C for 1 to 12 hours: When laser annealing method is used for the activation
processing, laser light rs such as excimer laser and YAG laser is desirably
irradiated after the hydrogenation is performed. Next, a second interlayer
insulating film 462 formed by a inorganic insulating material or an organic
insulating material is formed on the first interlayer insulating film 461.
In this embodiment, an acrylic resin film with a thickness of 1.6 pur is zo
formed, whose viscosity is 10 to 1000 cp, preferably 40 to 200 cp and which
has depressions and projections formed on the surface. In this embodiment,
in order to prevent mirror reflection, a second interlayer insulating film
having projections and depressions (not shown) on the surface is formed.
Thus, the projections and depressions are formed on the surface of the
pixel zs electrode. In order to obtain an effect of light dispersion by
forming the depressions and projections on the surface of the pixel
electrode, a projecting portion may be formed under the pixel electrode. In
this case, the projecting portion can be formed by using the same mask for
forming a TF'T. Thus, the projecting portion can be formed without any
increase in the number of steps. The projecting portion may be so provided
as necessary on the substrate in the pixel area except for wirings and the
TF'T 26   portion. Accordingly, projections and depressions can be formed
on the surface of the pixel electrode along the projections and depressions
formed on the surface of an insulating film covering the projecting
portion. Alternatively, the second interlayer insulating film 462 may be a
film having a s flattened surface. In this case, after the pixel electrode
is formed, projections and depressions are formed on the surface by
performing an added process such as publicly known sand-blast method and
etching method. Preferably, by preventing mirror reflection and by
dispersing reflected light, the whiteness is increased. Wirings 463 to 467
electrically connecting to impurity areas, respectively, are io formed in a
driving circuit 506. These wirings are formed by patterning a film
laminating a Ti film with a thickness of 50 nm and an alloy film (alloy
film of A1 and Ti) with a thickness of 500 nm. It is not limited to the
two-layer structure but may be a one-layer structure or a laminate pad
including three or more layers. The materials of the wirings are not
limited to Al and Ti. For example, the wiring can be formed by is forming
AI or C~ on a TaN film and then by patterning the laminate film in which a
Ti 



film is formed (Fig. 8). In a pixel portion 507, a pixel electrode 470, a
gate wiring 469 and a connecting electrode 468 are formed. Source wirings
(a laminate of layers 433a and 433b) are electrically connected with a
pixel TFT by the connecting electrode 468. zo The gate wiring 469 is
electrically connected with a gate electrode of the pixel TFT A pixel
electrode 470 is electrically connected with a drain region of the pixel
TFT Furthermore, the pixel electrode 470 is electrically connected with a
semiconductor layer functioning as one electrode forming a storage
capacitor. Desirably, a material having excellent reflectivity such as a
film containing A1 or Ag as its main constituent a or the laminate film is
used for the pixel electrode 470. In this way, the driving circuit 506
having a CMOS circuit including an n-channel TFT 501 and a p-channel TFT
502 and a n-channel TFT 503, and the pixel portion 507 having the pixel TFT
504 and the storage capacitor 505 can be formed on the same substrate.
Thus, an active matrix substrate is completed. 3o The n-channel TFT 501 of
the driving circuit 506 has a channel formed area 27   437, a low density
impurity area 436 overlapping with the first conductive layer 428a, which
constructs a part of the gate electrode (GOLD area), and a high density
impurity area 452 functioning as the source region or the drain region. The
p-type channel TFT 502 forming a CMOS circuit together with the n-channel
TFT 501, which are s connected by an electrode 466, has a channel formed
area 440, a high density impurity area 453 functioning as the source region
or the drain region, and a low density impurity area 454. The n-channel TFT
503 has a channel formed area 443, a low density impurity area 442
overlapping with the first conductive layer 430a, which constructs a part
of the gate electrode, (GOLD area), a high density impurity area 456 ro
functioning as the source region or the drain region. The pixel TFT 504 of
the pixel portion has a channel formed area 446, a low density impurity
area 445 formed outside of the gate electrode (LDD region) and a high
density impurity area 458 functioning as the source region or the drain
region. An n-type doping impurity element and a p-type doping impurity
element are added to rs a semiconductor layer functioning as one electrode
of the storage capacitor 505. The storage capacitor 505 is formed by an
electrode (a laminate of layers 432a and 432b) and a semiconductor layer by
using the insulating film 416 as a dielectric. The pixel structure in this
embodiment is arranged such that light can be blocked in a space between
pixel electrodes and the ends of the pixel electrodes can zo overlap with
the source wiring without using the black matrix. Fig. 9 shows a top view
of the pixel portion of the active matrix substrate produced in this
embodiment. The same reference numerals are used for the corresponding
parts in Figs. 6A to 9. A broken line A-A' in Fig. 8 corresponds to a
sectional view taken along a broken line A-A' in Fig. 9. A broken line B-B'
in Fig. 8 zs corresponds to a sectional view taken along a broken line B-B'
in Fig. 9. It should be noted that this example can be combined with any
one of 



embodiments 1 to 3 freely. [Embodiment 5] so This embodiment explains,
below, a process to manufacture a reflection type 2$   liquid crystal
display device from the active matrix substrate made in the fourth
embodiment, using Fig. 10. First, after obtaining an active matrix
substrate in the state of Fig. 8 according to the- fourth embodiment, an
orientation film 567 is formed at least on the pixel s electrodes 470 on
the active matrix substrate of Fig. 8 and subjected to a rubbing process.
Incidentally, in this embodiment, prior to forming an orientation film 567,
an organic resin film such as an acryl resin film is patterned to form
columnar spacers S72 in a desired position to support the substrates with
spacing. Meanwhile, spherical spacers, in place of the columnar spacers,
may be distributed over the entire surface of io the substrate. Then, a
counter substrate 569 is prepared. Then, a coloring layer 570, 571 and a
planarizing film 573 are formed on a counter substrate 569. A shade portion
is formed by overlapping a red coloring layer 570 and a blue coloring layer
571 together. Meanwhile, the shade portion may be formed by partly
overlapping a red coloring is layer and a green coloring layer. In this
embodiment is used a substrate shown in the fourth embodiment. Accordingly,
in Fig. 9 showing a top view of the pixel portion of the fourth embodiment,
there is a need to shade at least the gap between the gate wiring 469 and
the pixel electrode 470, the gap between the gate wiring 469 and the
connecting zo electrode 468 and the gap between the connecting electrode
468 and the pixel electrode 470. 1n this embodiment were bonded together
the substrates by arranging the coloring layers so that the shading portion
having a lamination of coloring layers is overlapped with the to-be-shading
portion. In this manner, the gaps between the pixels are shaded by the
shading portion zs having a lamination of coloring layers without forming a
shading layer such as a black mask, thereby enabling to reduce the number
of processes. Then, a counter electrode 576 of a transparent conductive
film is formed on the planarizing film 573 at least in the pixel portion.
An orientation film 574 is formed over the entire surface of the counter
substrate and subjected to a rubbing 3o process. 2g  



Then, the active matrix substrate formed with the pixel portion and driving
circuit and the counter substrate are bonded together by a seal member 568.
The seal member 568 is mixed with filler so that the filler and the
columnar spacers bond together the two substrates through an even spacing.
Thereafter, a liquid crystal s material 575 is poured between the
substrates, and completely sealed by a sealant (not shown). The liquid
crystal material 575 may be a known liquid crystal material. In this
manner, completed is a reflection type liquid crystal display device shown
in Fig. 10. If necessary, the active matrix substrate or counter substrate
is divided into a desired shape. Furthermore, a polarizing plate (not
shown) is bonded only on the ro counter substrate. Then, an FPC is bonded
by a known technique. The liquid crystal display device manufactured as
mentioned above is fabricated by using a semiconductor film having a
crystal grain of a large grain size. Therefore, it is possible to obtain
enough operating characteristic and good reliability. The liquid crystal
display device manufactured as above can be used as a display a portion for
an electronic appliance in various kinds. Incidentally, this embodiment can
be freely combined with the embodiments 1 to 4. [Embodiment 6] zo This
embodiment explains an example of a light-emitting device manufactured by
using the present invention. In this specification, the light-emitting
device refers, generally, to the display panel having light-emitting
elements formed on a substrate sealed between the substrate and a cover
member, and the display module having an IC mounted on the display panel.
Incidentally, the light emitting element zs has a layer including an
organic compound that electroluminescence caused is obtained by applying an
electric field (light-emitting layer), an anode and a cathode. Meanwhile,
the electroluminescence in organic compound includes the light emission
(fluorescent light) upon returning from the singlet-excited state to the
ground state and the light emission (phosphorous light) upon returning from
the triplet-excited state to so the ground state, including any or both of
light emission. 30   In this specification, all the layers that are
provided between an anode and a cathode is defined as an organic light
emitting layer. Specifically, the organic light emitting layer includes a
light emitting layer, a hole injection layer, an electron 



injection layer, a hole transporting layer, an electron transporting layer,
etc. A basic s structure of an light emitting element is a laminate of an
anode layer, a light emitting layer, and a cathode layer layered in this
order. The basic structure can be modified into a laminate of an anode
layer, a hole injection layer, a light emitting layer, and a cathode layer
layered in this order, or a laminate of an anode layer, a hole injection
layer, a light emitting layer, an electron transporting layer, and a
cathode layer layered io in this order. Fig. 11 is a sectional view of a
light-emitting device of this embodiment. In Fig. 11, the switching TFT 603
provided on the substrate 700 is formed by using the n-channel TFT 503 of
Fig. 8. Consequently, concerning the explanation of the structure, it is
satisfactory to refer the explanation on the n-channel TFT 503. is
Incidentally, although this embodiment is of a double gate structure formed
with two channel regions, it is possible to use a single gate structure
formed with one channel region or a triple gate structure formed with
three. The driving circuit provided on the substrate 700 is formed by using
the CMOS circuit of Fig. 8. Consequently, concerning the explanation of the
structure, it zo is satisfactory to refer the explanation on the n-channel
TFT 501 and p-channel TFT 502. Incidentally, although this embodiment is of
a single gate structure, it is possible to use a double gate structure or a
triple gate structure. Meanwhile, the wirings 701 and 703 serve as source
wirings of the CMOS circuit while the wiring 702 as a drain wiring.
Meanwhile, a wiring 704 serves as a zs wiring to electrically connect
between the source wiring 708 and the source region of the switching TFT
while the wiring 705 serves as a wiring to electrically connect between the
drain wiring 709 and the drain region of the switching TFT Incidentally, a
current control TFT 604 is formed by using the p-channel TFT S02 of Fig. 8.
Consequently, concerning the explanation of the structure, it is so
satisfactory to refer to the explanation on the n-channel TFT 502.
Incidentally, 31   although this embodiment is of a single gate structure,
it is possible to use a double gate structure or a triple gate structure.
Meanwhile, the wiring 706 is a source wiring of the current control TFT
(corresponding to a current supply line) while the wiring 707 is an
electrode to be s electrically connected to the pixel electrode 7l1 by
being overlaid a pixel electrode 711 of the current control TFT Meanwhile,
reference numeral 711 is a pixel electrode (anode of a 



light-emitting element) formed by a transparent conductive filin. As the
transparent conductive film can be used a compound of indium oxide and tin
oxide, a compound of ro indium oxide and zinc oxide, zinc oxide, tin oxide
or indium oxide, or otherwise may be used a transparent conductive film as
above added with gallium. The pixel electrode 711 is formed on a planar
interlayer insulating film 710 prior to forming the wirings. In this
embodiment, it is very important to planarize the step due to the TFT by
using a planarizing film 710 made of resin. A light-emitting layer to be
formed rs later, because being extremely small in thickness, possibly
causes poor light emission due to the presence of a step. Accordingly, it
is desired to provide planarization prior to forming a pixel electrode so
that a light-emitting layer can be formed as planar as possible. After
forming the wirings 701 to 707, a bank 7l2 is formed as shown in Fig. zo
11. The bank 712 may be formed by patterning an insulating film or organic
resin film containing silicon with a thickness of 100 to 400 nm.
Incidentally, because the bank 712 is an insulating film, caution must be
paid to element electrostatic breakdown during deposition. In this
embodiment added is a carbon particle or metal particle to an insulating
film as a material for the bank 712, zs thereby reducing resistivity and
suppressing occurrence of static electricity. In such a case, the addition
amount of carbon or metal particle may be adjusted to provide a resistivity
of 1 x 106 to 1 x 101z S2m (preferably i x 10$ to 1 x 101o S2m). A
light-emitting layer 7l3 is formed on the pixel electrode 711.
Incidentally, although Fig. 11 shows only one pixel, this embodiment
separately forms so light-emitting layers correspondingly to the respective
colors of R (red), G (green) and 32   B (blue). Meanwhile, in this
embodiment is formed a low molecular weight organic electroluminescent
material by the deposition process. Specifically, this is a lamination
stmcture having a copper phthalocyanine (CuPc) film provided in a thickness
of 20 nm as a hole injecting .layer and a tris-8-qyuinolinolato aluminum s
complex (Alq3) film provided thereon in a thickness of 70 nm as a
light-emitting layer. The color of emission light can be controlled by
adding a fluorescent pigment, such as quinacridone, perylerie or DCMl, to
Alq3. However, the foregoing example is an example of organic
electroluminescent material to be used for a light-emitting layer and not
necessarily limited to this. It is io satisfactory to form a light-emitting
layer (layer for light emission and carrier movement therefore) by freely
combining a light-emitting layer, a charge transporting layer and an
electron injecting layer. For example, although in this embodiment was
shown the example in which a low molecular weight organic
electroluminescent material is used for a light-emitting layer, it is
possible to use an intermediate rs molecular weight organic
electroluminescent material or a high molecular weight organic
electroluminescent material. In addition, an aggregate of an organic
compound which does not have subliming property, or an aggregate which has
molecularity of 20 or less, or organic electroluminescent material which
has a molecular chain length of 10 prn or less is a intermediate molecular
weight organic zo electroluminescent material in this specification. As an
example of using a high molecular weight organic electroluminescent
material, it can be a lamination structure having a polythiophene (PEDOT)
film provided in a thickness of 20 nm as a hole injection layer by spin
coating method and a paraphenylene vinylene (PPV) film provided thereon in
a thickness of approximately 100 nm as a light-emitting layer. zs
Incidentally, if conjugate polymer materials of PPV is used, the wavelength
of emitted light from red color to blue color can be selected respectively.
Meanwhile, it is possible to use an inorganic material such as silicon
carbide for an electron . transporting layer or charge injecting layer.
These organic electroluminescent materials or inorganic materials can be a
known material. 



so Next, a cathode 714 of a conductive film is provided on the
light-emitting 33   layer 713. In this embodiment, as the conductive film
is used an alloy film of aluminum and lithium. A known MgAg film (alloy
film of magnesium and silver) may be used. As the cathode material may be
used a conductive film of an element belonging to the periodic-table group
1 or 2, or a conductive film added with such an s element. A light-emitting
element 715 is completed at a time having formed up to the cathode 714.
Incidentally, the light-emitting element 715 herein refers to a diode
formed with a pixel electrode (anode) 711, a light-emitting layer 713 and a
cathode 714. ro It is effective to provide a passivation film 716 in such a
manner to completely cover the light-emitting element 715. The passivation
film 716 is formed by an insulating film including a carbon film, a silicon
nitride film or a silicon nitride oxide film, and used is an insulating
film in a single layer or a combined lamination. In such a case, it is
preferred to use a film favorable in coverage as a rs passivation film. It
is effective to use a carbon film, particularly DLC (diamond-like carbon)
film. The DLC film, capable of being deposited in a temperature range of
from room temperature to 100C or less, can be easily deposited over the
light-emitting layer 713 low in heat resistance. Meanwhile, the DLC film,
having a high blocking effect to oxygen, can suppress the light-emitting
layer 713 from zo oxidizing. Consequently, prevented is the problem of
oxidation in the light-emitting layer 713 during the following seal
process. Furthermore, a seal member 717 is provided on the passivation film
716 to bond a cover member 718. For the seal member 717 used may be an
ultraviolet-ray-set resin. It is effective to provide therein a substance
having a zs hygroscopic effect or an antioxidant effect. Meanwhile, in this
embodiment, for the cover member 718 used is a glass substrate, quartz
substrate or plastic substrate (including a plastic film). having carbon
films (preferably diamond-like carbon filins) formed on the both surfaces
thereof. Thus, completed is a light-emitting device having a structure as
shown in Fig. so 11. Incidentally, it is effective to continuously carry
out, without release to the air, the 34   process to form a passivation
film 716 after forming a bank 712 by using a deposition apparatus of a
multi-chamber scheme (or in-line scheme). In addition, with further
development it is possible to continuously carry out the process up to
bonding,a cover member 718, without release to the air. s In this manner,
n-channel TFTs 601, p-chammel TFTs 602, a switching TFT (n-channel TFT) 603
and a current control TFF (p-channel TFT) 604 on the substrate 700.
Furthermore, as was explained using Fig. 11, by providing an impurity
region 



overlapped with the gate electrode through an insulating film, it is
possible to form an io n-channel TFT resistive to the deterioration
resulting from hot-carrier effect. Consequently, a reliable light-emitting
device can be realized. Meanwhile, this embodiment shows only the
configuration of the pixel portion and driving circuit. However, according
to the manufacturing process in the embodiment, besides these, it is
possible to form on the same insulating member such is logic circuits as a
signal division circuit, a D/A converter, an operation amplifier, a
y-correction circuit or the like. Furthermore, a memory or microprocessor
can be formed. Furthermore, explained is a light-emitting device of the
embodiment having done the process up to sealing (or encapsulation) for
protecting the light-emitting zo elements, using Fig. 12. Incidentally, the
reference numerals used in Fig. 11 are cited as required. Fig. 12A is a top
view showing a state done up to sealing of the light-emitting elements
while Fig. 12B is a sectional view taken on line C-C' in Fig. 12A.
Reference numeral 801 designated by the dotted line is a source driving
circuit, 806 a zs pixel portion and 807 a gate driving circuit. In
addition, reference numeral 901 is ~a cover member, reference numeral 902
is a first seal member and reference numeral 903 is a second seal member.
An encapsulation material 907 is provided at the inside surrounded by the
seal member 902. Incidentally, reference numeral 904 is a wiring to
transmit a signal to be so inputted to a source driving circuit 801 and
gate driving circuit 807, to receive a video 35   signal or clock signal
from an FPC (Flexible Print Circuit) 905 as an external input terminal.
Incidentally, although only FPC is shown herein, the FPC may be attached
with a printed wiring board (PWB). The light-emitting device in the
description includes not only a light-emitting device main body but also
such a device in the state s attached with an FPC or PWB. Next, explanation
is made on the sectional structure, by using Fig. 12B. The pixel portion
806 and the gate driving circuit 807 are formed on the substrate 700. The
pixel portion 806 is formed with a plurality of pixels each including a
current control TFT 604 and a pixel electrode 711 electrically connected to
a drain thereof. ( io Meanwhile, the gate driving circuit 807 is formed
using a CMOS circuit having a combination of an n-channel TFT 601 and a
p-channel TFT 602 (see Fig. 14). The pixel electrode 711 serves as an anode
of a light-emitting element. Meanwhile, banks 712 are formed on the both
ends of the pixel electrode 711. On the pixel electrode 711, a
light-emitting layer 713 and a cathode 714 of a light-emitting rs element
are formed. The cathode 714 serves also as a wiring common to all the
pixels and electrically connected to the FPC 905 by way of a connection
wiring 904. Furthermore, all the elements included in the pixel portion 806
and gate driving circuit 807 are covered by the passivation film 71 6 . 20
Meanwhile, a cover member 901 is bonded by the fast seal member 902.
Incidentally, a resin-film spacer may be provided in order to secure
spacing between the cover member 901 and the light-emitting elements. An
encapsulation material 717 is filled inside the first seal member 902.
Incidentally, the first seal member 902 and encapsulation material 717
preferably uses epoxy resin. Meanwhile, the first seal 



zs member 902 is preferably of a material to transmit water.and oxygen to a
possible less extent. Furthermore, the encapsulation material 717 may
contain a substance having a hygroscopic effect or an antioxidant effect.
The encapsulation material 7l7 covering the light-emitting elements serves
also as an adhesive to bond the cover member 901. Meanwhile, in this
embodiment, so as a material for the plastic substrate 901a forming the
cover member 901 can be used, 36   FRP (Fiberglass-Reinforced Plastics),
PVF (polyvinyl Fluoride), Myler, polyester or acryl. Meanwhile, after
bonding the cover member 901 by using an encapsulation material 717, a
second seal member 903 is provided so as to cover the side surface s
(exposed surface) of the encapsulation material 717. For the second seal
member 903 can be used the same material as the first seal member 902. With
the above structure, by encapsulating the light-emitting elements in the
encapsulation material 717, the light-emitting elements can be completely
shielded from the outside. It is possible to prevent the intrusion, from
the external, of the y ro substance, such as water or oxygen, which
accelerates the deterioration in the light-emitting layer. Thus, a reliable
light-emitting device can be obtained. The light-emitting device
manufactured as mentioned above is fabricated by using a semiconductor film
having a crystal grain of a large grain size. Therefore, it is possible to
obtain enough operational characteristic and good reliability. The liquid
rs crystal display device manufactured as above can be used as a display
portion for an electronic appliance in various kinds. Incidentally, this
embodiment can be freely combined with the embodiments 1 to 4. za
[Embodiment 7] The present invention can be used in various electro-optical
devices (active matrix type liquid crystal display device, active matrix
type light-emitting device, active matrix type EC display device). That is,
the present invention can be implemented in a11 of electronic equipments
integrated with the electro-optical display zs device at display portions
thereof. As such electronic equipment, there are pointed out a video
camera, a digital camera, a projector, a head mount display (goggle type
display), a car navigation system, a car stereo, a personal computer, a
portable information terminal (mobile computer, cellular phone, electronic
book or the like) and the like. Examples of these 3o are shown in Figs. 13A
to 13F, 14A to 14D, and 15A to 15C. 37 



Fig. 13A shows a personal computer including a main body 3001, an image
input portion 3002, a display portion 3003, a keyboard 3004 and the like.
The present invention can be applied to the display portion 3003. Fig. 13B
shows a video camera including a main body 3101, a display portion s 3102,
a voice input portion 3103, operation switches 3104, a battery 3105, an
image receiving portion 3106 and the like. The present invention can be
applied to the display portion 3102. Fig. 13C shows a mobile computer
including a main body 3201, a camera portion 3202, an image receiving
portion 3203, an operation switchs 3204, a display ro portion 3205 and the
like. The present invention can be applied to the display portion 3205.
Fig. 13D shows a goggle type display including a main body 330l, a display
portion 3302, an arm portion 3303 and the like. The present invention can
be applied to the display portion 3302. rs Fig. 13E shows a player using a
record medium recorded with programs (hereinafter, referred to as record
medium) including a main body 3401, a display portion 3402, a speaker
portion 3403, a record medium 3404, an operation switchs 3405 and the like.
The player uses DVD (digital Versatile Disc), CD or the like as the record
medium and can enjoy music, enjoy movie and carry out game or Internet. Zo
The present invention can be applied to the display portion 3402. Fig. 13F
shows a digital camera including a main body 3501, a display portion 3502,
an eye contact portion 3503, operation switches 3504, an image receiving
portion (not illustrated) and the like. The present invention can be
applied to the display portion 3502. zs Fig. 14A shows a front type
projector including a projection equipment 3601, a screen 3602 and the
like. The present invention can be applied to the liquid crystal display
device and another circuit forming a part of the projection equipment 3601.
Fig. 14B shows a rear type projector including a main body 3701, a
projection equipment 3702, a mirror 3703, a screen 3704 and the like. The
present invention can so be applied to the liquid crystal display device
and another circuit forming a part of the 38   projection equipment 3702.
Further, Fig. 14C is a view showing an example of a structure of the
projection equipment 3601 and 3702 in Fig. 14A and Fig. 14B. The projection
equipment 3601 or 3702 is constituted by a light source optical system
3801, mirrors 



s 3802, and 3804 through 3806, a dichroic mirror 3803, a prism 3807, a
liquid crystal display device 3808, a phase difference plate 3809 and a
projection optical system 3810. The projection optical system 3810 is
constituted by an optical system including a projection lens. Although this
embodiment shows an example of three plates type, this embodiment is not
particularly limited thereto but may be of, for io example, a single plate
type. Further, person of executing this embodiment may pertinently provide
an optical system such as an optical lens, a film having a polarization
function, a film for adjusting a phase difference or an IR film in an
optical path shown by arrow marks in Fig. 14C. Further, Fig. 14D is a view
showing an example of a structure of the light a source optical system 3801
in Fig. 14C. According to this embodiment, the light source optical system
3801 is constituted by a reflector 3811, a light source 3812, lens arrays
3813 and 38l4, a polarization conversion element 3815 and a focusing lens
3816. Further, the light source optical system shown in Fig. 14D is only an
example and this example is not particularly limited thereto. For example,
a person of zo executing this embodiment may pertinently provide an optical
system such as an optical lens, a film having a polarization function, a
film for adjusting a phase difference or an IR film in the light source
optical system. However, according to the projectors shown in Fig: 14,
there is shown a case of using a transmission type electro-optical device
and an example of applying a a reflection type electro-optical device and a
light-emitting device are not illustrated. Fig. 15A shows a cellular phone
including a main body 3901, a sound output portion 3902, an audio input
portion 3903, a display portion 3904, an operation switches 3905, an
antenna 3906 and the like. The present invention can be applied to display
portion 3904. so Fig. 15B shows a portable book (electronic book) including
a main body 4001, 39   display portions 4002 and 4003, a record medium
4004, an operation switch 400S, an antenna 4006 and the like. The present
invention can be applied to display portions 4002 and 4003. Fig. 15C shows
a display including a main body 4101, a support base 4102, a s display
portion 4103 and the like. The present invention can be applied to display
portion 4103. The display according to the present invention is
advantageous particularly in the case of large screen formation and is
advantageous in the display having a diagonal length of 10 inch or more
(particularly, 30 inch or more). As has been described, the range of
applying the present invention is ro extremely wide and is applicable to
electronic equipment of all the fields. The electronic equipment of the
present invention can be implemented by freely combined with the structures
in Embodiments 1 to S. [Embodiment 8J rs In this embodiment, a method for
reflecting the laser beam irradiated to the substrate by a reflecting plate
and again irradiating the laser beam to the substrate will be explained by
using Fig. 20. 



In Fig. 20, a substrate 200, laser beams 220a, 220b, reflected lights 230a,
230b, a first reflecting plate 240 and a second reflecting plate 250 are
shown: Further, zo reference numerals 106, 107 and 108 designate moving
directions of the substrate. The laser beam 220a is incident to the
substrate and is then transmitted through the substrate and is reflected on
the first reflecting plate 240 and is again incident to the substrate. This
laser beam is described as reflected light 230a. The reflected light 230a
is reflected by the second reflecting plate in a substrate direction. zs
Similarly, the laser beam 220b is incident to the substrate and is then
transmitted through the substrate, and is reflected by the first reflecting
plate 240 in the substrate direction. This laser beam is described as
reflected light 230b. The laser beam is suitably processed by the
cylindrical lens, the isolator, etc. as in the embodiments 1 to 3. Similar
to the embodiment l, the substrate is moved and the laser beam can be 3o
irradiated to the entire substrate face. 40   Thus, if the plural laser
beams are irradiated to the substrate by using the reflecting plates, the
reflected lights of the laser beams can be also effectively utilized.
Therefore, throughput is improved and the laser beams can be efficiently
irradiated. Further, in the construction of this embodiment, interference
can be also prevented by s using plural laser light sources. However, when
no laser beams are overlapped in the irradiated substrate, the same laser
light source may be also used. In this embodiment, the. reflecting plate is
arranged in parallel with the substrate, but may be also slantingly
arranged with respect to the substrate. This embodiment can be used in
embodiments 1 to 7. However, when the ro laser beam oscillated from one
laser light source is divided and used as plural laser beams, it is
necessary that the distance from the substrate to the reflecting plate is
equal to or greater than the half of a coherence length of the laser beam
to prevent interference. However, when no laser beams are overlapped in the
irradiated substrate, the same laser light source may be also used. rs
[Embodiment 9] In this embodiment, a method for reflecting the laser beam
irradiated to the substrate by the reflecting plate and again irradiating
the laser beam to the substrate will be explained by using Fig. 21. zo In
Fig. 21, a substrate 212, laser beams 211a, 211b, 211c, 211d, reflected
lights 214a, 214b, 214c, 214d and a reflecting plate 213 are shown.
Reference numerals l06, 107 and 108 designate moving directions of the
substrate. The laser beam 211a is incident to the substrate and is then
transmitted through the substrate, and is reflected on the reflecting plate
213 and is again incident zs to the substrate. This laser beam is described
as reflected light 214a. The laser beam 211b is incident to the substrate
and is then transmitted through the substrate, and is reflected on the
reflecting plate 213 and is again incident to the substrate. This Laser
beam is described as reflected light 214b. The laser beam 211c is incident
to the substrate and is then transmitted through the substrate, and is
reflected on the reflecting so plate 213 and is again incident to the
substrate. This laser beam is described as 



41   reflected light 214c. The laser beam 211d is incident to the substrate
and is then transmitted through the substrate, and is reflected on the
reflecting plate 213 and is again incident to the substrate. This laser
beam is described as reflected light 214d. The laser beam is suitably
processed by the cylindrical lens, the isolator, etc. as in the s
embodiments 1 to 3. Similar to the embodiment 1, the substrate is moved and
the laser beam can be irradiated to the entire substrate face. Thus, if the
plural laser beams are irradiated to the substrate by using the reflecting
plates, the reflected lights of the laser beams can be also effectively
utilized. Therefore, throughput is improved and the laser beams can be
efficiently irradiated. ro Further, in the construction of this embodiment,
interference can be also prevented by using plural laser light sources.
However, when no laser beams are overlapped in the irradiated substrate,
the same laser light source may be also used. In this embodiment, the
reflecting plate is arranged in, parallel with the substrate, but may be
also slantingly arranged with respect to the substrate. is This embodiment
can be used in embodiments 1 to 7. However, when the laser beam oscillated
from one laser light source is divided and used as plural laser beams, it
is necessary that the distance from the substrate to the reflecting plate
is equal to or greater than the half of a coherence length of the laser
beam to prevent interference. However, when no laser beams are overlapped
in the irradiated zo substrate, the same laser light source may be also
used. [Effect of the Invention] The following basic meaningful properties
can be obtained by adopting the construction of the present invention. zs
(a) It is a simple method conforming to the conventional manufacturing
process of the TF'T. (b) It is possible to irradiate the laser beam having
the same energy distribution on the irradiating face. (c) Throughput can be
improved. This is particularly effective in the case of so the large area
substrate. 42   (d) It is possible to form a semiconductor film having a
crystal grain close to that of a monocrystal. (e) In addition to
satisfaction of the above advantages, in a semiconductor device represented
by an active matrix type liquid crystal display device, the s improvements
of operating characteristics and reliability of the semiconductor device
can be realized. Further, a reduction in manufacture cost of the
semiconductor device can be realized. 43   WHAT IS CLAIMED IS: 1. A laser
irradiating device comprising: 



a plurality of lasers; 5 an irradiating face of a substrate slantingly
arranged with respect to a plurality of laser beams; a plate provided
opposite to the irradiating face; and means for moving irradiating
positions of the plurality of laser beams on the irradiating face, 10
wherein each of the plurality of laser beams is incident to the substrate
and is then transmitted through the substrate and is reflected on the plate
and is again incident to the substrate. 2. A laser irradiating device
according to claim 1, wherein the plate is a reflecting 15 plate. 3. A
laser irradiating device according to claim 1, wherein the means for moving
irradiating positions of the plurality of laser beams on the irradiating
face is a stage. 20 4. A laser irradiating device according to claim l,
wherein the laser is a solid laser of continuous oscillation or pulse
oscillation. S. A laser irradiating device according to claim 1, wherein
the laser is one or plural kinds selected from a YAG laser, a YVOa laser, a
YLF laser, a YA103 laser, a 25 glass laser, a ruby laser, an alexandride
laser and a Tiaapphire laser of continuous oscillation or pulse
oscillation. 6. A laser irradiating device according to claim 1, wherein
the laser is one or plural kinds selected from an Ar laser and a Kr laser.
30 44 .A<!.A!".AY!B.A<>.A.A)!.A!.A!\.A".A)[l.A<.Av>".Av!\.A
x".AF".Ac!.A)".AF!".A\.A.AF!?.A)!.Ac.AY!.AYX.Ac".AF.AY".Av!|.Av>\.A<>.A\.A)
l\.AFl.Ac?.AY!.Av!.A)>.A.A.A).A.A,.A)6dnqs^`cxV1<!!1$%&&&*b-~ytojd_ZU]ca]ca
]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]
ca]ca]c^a]ca]ca]c^aU]ca!b-/0172P2]8999L:::Q;
;;><<<G===(>}>>>2???<@@@A\A{vqlgb]X]c]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]c
a]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]c^a]ca]ca]ca]ca!\AABBCGCDEO
EEEUFFGDGGG8HHH5III5JhJJKcKLLL:MMM<N}xsnid_Z]c]]ca]ca]ca]ca]ca]ca]ca]ca]ca]
ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca!<NN
N>OOO0PQQQ?RRRDSTTVnVVWdWWWWX"XmXXXX#Y7YYY|wrmhc^Y]c]]ca]ca]ca]ca]ca]ca]ca]
ca]ca]ca]c^a]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca
]ca!YYZSZZZZ7[[[\\d\\\\\]^j^^^^._B_____"`k`s`aqa|wrlgb]X]c]ca]ca]ca]ca]c^a]
ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca
]ca]ca]ca!qaa
bubbcocc'd!hdjlmmmmm3nnn2ooo-pwpp$qqqrlsttu|wrmhc^Y]c]]ca]ca]ca]ca]ca]ca]ca
]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]c
a]ca!uhuuuvhxx!yy#{|~~~({a]608zupkfa\W]]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]c
aU]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca!?E;=c[
lavy_\|wrmhc^Y]]]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]
ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca!pnXCU!pv_\emE+1|vqlgb]W]U]ca]ca]c
a]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]
ca]ca]ca]ca]caU]ca!
_V\~tzgTSG?}xsnid_Z]U]]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]c
a]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca!1I WG{}oYF\_
]|wrmhc^Y]U]]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]c
a]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca!0(2cHNgT@prj[72+|wrmhc^Y]U]]ca]ca]ca]
ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca
]ca]ca]ca]ca]ca!+uXL]"+{44P0}xsnid_Z]U]]]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]c
a]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca!4,0 ^  `hk
9>|(||wqlgb]X]U]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]
ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca!E2fR,-XPkV|wrmhc^Y]U]]ca]ca]ca]ca
]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]c
a]ca]ca]ca]ca!SW];C
2!z!!!!*A+,,,.---..//0|wrmhc^Y]U]]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca
U]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca!0
1:1112n223=333335d556b666:777>888869999:::|wrmhc^Y]U]]ca]ca]ca]ca]ca]ca]ca]
ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca
]ca!::@;
;;;b<?@A+BSEVEYEEEOFFF/GGGyHHItIII?JEJWJJFKK|wrmhc^Y]U]]ca]ca]ca]ca]ca]ca]c
a]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]
ca]ca!KKLeLMMPMSMMM'NsNNO0OvOO*PuPPP/QxRRSPSSTT
UbUUUUU|wrmhb]X]U]ca]caU]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca
]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca!U%VX\YYm[\N\\F]]L^^^^I_X___``/a
aabb`bbb&ccdff}xsnid_Z]U]]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]c
a]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca!ffggRghhAiiij%k^kakpkk9ll
lmfmooooqtvwww1xHxx{vqkfa\W]]ca]ca]ca]caU]ca]ca]ca]ca]ca]caU]ca]ca]ca]ca]ca
]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]ca!xx;
yyyyyyyybzzzzR{{|||}O}m~~~~~xx{vqkfa\W]]ca]ca]ca]caU]ca]ca]ca]ca]ca]ca]ca]c
a]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]ca]caU]ca]caU]ca]ca]ca]ca]cad!n}^<!g,
"10%tt&'()-t, "10%&'()-t!<$&10%&'()-!<$&10%&'()- 10%&'()-P10%&'()-s^`az[<1
10L<s10%&'()-i3"10%&'()-!i3"10%WW&'()-, "10%&'()-t!`, "10%ee&'()-t!{,
"10%tt&'()-tabccxdE 10"10%&'()-!}"10%&'()-"10%&'()-!"10%&'()-!"10%!!&'()- 



10 10xV}[9+ 10  !HS#"10%
&'()-P!}vS#"10%&'()-PS#"10%&'()-P!nS#"10%&'()-PS#"10%&'()-P!S#"10%((&'()-P6
1p}[9 10  !C"10%&'()-y!YP%10%&'()-F !YP%10%&'()-F !P"10%&'()-!KP"10%&'()-
10   10  p}[M?10 1077 1077
1077!1"10%77&'()-!o1"10%&'()-i*0!10%&'()-0C"10%&'()-y!C"10%HH&'()-y<!!"*#}[
9M?10
10!c"10%ee&'()-!c"10%ll&'()-!<%10%&'()-C0!10%&'()-m"10%&'()-p!Rm"10%&'()-p*
#1$%2&&&&&&wXMB70 10 10 10
10c<10%&'()-!hFi3"10%HH&'()-!{Fi3"10%PP&'()-!c"10%HH&'()-!c"10%WW&'()-&"(()
*h+,zX6MB70
10!"10%&'()-!"10%&'()-"10%d&'()-!`"10%&'()-!"10%&'()-!"10%&'()-,-b-./]000}[
<270
10dL3"10%d&'()-t!L3"10%&'()-t*"10%d&'()-!*"10%&'()-"10%d&'()-!g"10%&'()-000
0172P22jH70 10dL!YF#10%&'()-V 10%&'()-3"10%&'()-!<Y3"10%&'()- D3"10%N
&'()-"10d10d24O6T7]8999wU6+7 



10F<10%&'()-!)i3"10%&'()-!F#10%&'()-!F#10%jj&'()-!F#10%xx&'()-!F#10%&'()-99
9L:::Q;;;mN/L10%&'()-P"10%&'()-L $10%&'()-L@!10%&'()-Ls!10%&'()- 10%&'()-
10 10;><<<G===dEmN/L10%10%&'()-L3*10%&'()-"10%&'()-L!10%&'()-
L!10%&'()-V10%&'()-=(>}>>>2??dEmN/L10%0v%0!10%&'()-0#!10%&'()-!10%&'()-,
j10%&'()-0|!10%&'()-00!10%&'()-??<@@@A\AdEmN/L10%/0!10%&'()-s .10%&'()-0p,
10%&'()-0*0!10%&'()-("10%&'()-
0&'!10%&'()-\AABBCDCECFCGCDxmbCL10%L!10%&'()-M 10 10
10c<10%&'()-:"10%&'()-i30!10%&'()-1"10%&'()-
DEOEEEUFFdEmbCL10%m"10%&'()-L!10%&'()-L 10%&'()-L9 10%&'()-10%&'()-,
10%&'()-FGDGGG8HHdEmbCL10%L! 10%&'()-, "10%&'()-L|
10%&'()-10%&'()-L10%&'()-L3
10%&'()-HH5III5JhJdEmbCL10%0p,10%&'()-0*!10%&'()-("10%&'()-0&'10%&'()-v%10%
&'()-L# 10%&'()-hJJKcKLLLLLdE:/ 10 10c;
10%&'()-c:10%&'()-i30!10%&'()-M1"10%&'()- 0/!10%&'()-
.10%&'()-LL:MMM<NNNxY:/ 10il 10%d&'()-,4"10%d&'()-i 10%d&'()-i# 10%d&'()-
is 10%d&'()-10%d&'()-  10N>OOO0PQQdE:/ 10i,
"10%d&'()-L3!10%d&'()-0f"10%d&'()-10%d&'()-i10%d&'()-i9
10%d&'()-QQ?RRRDSTdE:/ 10i0*!10%d&'()-("10%d&'()- L&'
10%d&'()-LY%!10%d&'()-#10%d&'()-L!10%d&'()-TTVkVlVmVnVVWuV7
10s910%&'()-0l10%&'()- 10* *  10* *  10* * !:c:"10%* *
&'()-@L30!10%d&'()-j1"10%d&'()-WdWWWWX"XdEuV7 10s910%&'()-s10%&'()-
310%&'()- s10%&'()-i10%&'()- !10%&'()-"XmXXXX#Y7YdEuV7
10s9&10%&'()-Vv10%&'()- 10%&'()-V10%&'()- I10%&'()-V|10%&'()-
7YYYYZSZZdEuV7 10s9c(s10%&'()- 9&10%&'()-  %j10%&'()- Vp#10%&'()-
!10%&'()-"10%&'()- ZZZ7[[[\dEuV7 10s90310%&'()-
Fc110%&'()-9/10%&'()-9-10%&'()- ,10%&'()-9i*10%&'()- \\d\\\\\\\dYNC 



10s9 10 10 10;10%&'()-)):10%&'()-y80!10%&'()- 610%&'()- 4
10%&'()-\]^j^^^^dEYNC 10s9 L10%&'()-10%&'()-L9
10%&'()-10%&'()-10%&'()-10%&'()-M^._B_____dEYNC 10s9 ,
S10%&'()-|10%&'()-010%&'()-10%&'()-0310%&'()-"10%&'()-_"`k`s`aqaaaBYNC 10s
.!10%&'()- S,!10%&'()-=!m<(%10%&'()-&'y10%&'()-v%10%&'()- y#c10%&'()- a
bubbcoccdBYNC 10s!c8"10%^^&'()- 6!10%&'()- 5!10%&'()-=i3!10%&'()-
1"10%&'()- /!10%&'()- c$d%d&d'dodefoMC 10s!c!Yv%10%gg&'()- !v%10%99&'()-
!v%10%v0v0&'()-  10 10 10!$cc:"10%&'()-]f!hhjdjklzX9MC
10*"10%&'()-!*"10%&'()-`"10%&'()-y!`"10%++&'()-y!`"10%&'()-y!v%10%``&'()-
lqmmmmmmm3nrS4 10L10%&'()-ML10%0&'()-ML10%+&'()-M 10 10
10!2cL3"10%&'()-W!cL3"10%::&'()-W3nnn2ooo-pa@rS4 10L JvI%10%&'()-0!10%&'()-
00!10%&'()- 10%&'()- !<PP"10%  &'()- P"10%&'()-=-pwpp$qqqr}^?rS4
10Lp#!10%&'()- s!10%&'()-<!C"10%&'()-yv0!10%&'()-=0!10%&'()-
!vI%10%&'()-rrlsttuhuwU3rS4 1!}c4"10%&'()-
!}c03"10%&'()-<!c/"10%&'()-!c6,"10%&'()-!c<%"10%$$&'()-j!c<%"10%22&'()-jhuu
uvvvvjwrP4 1!}c4"10%&'!RP"10%2(2(&'()-F 



10 10 10!9FF:"10%&'()-#y810%&'()-!oc6"10%&'()-=jwwhxx!yy#{wU6P4
1!!M!10%(&'()-0!c"10%((&'()-0!`c"10%l(l(&'()-0!1
10%((&'()-!DXP"10%$($(&'()-F !KP"10%+(+(&'()-F #{|}~~~~~wi[M4 1!!M!10%(
10== 10==
10==!]H("10%==&'()-!("10%((&'()-!("10%((&'()-!("10%((&'()-~({#a]}^<M4
1!!f"10%MM&'()-10%&'()-!.,#P"10%&'()-!D,#P"10%&'()-iV!10%&'()-
i!10%&'()-=]6z[9M4 1!!'"10%>>&'()- sY%10%&'()-
0#@10%&'()-!v`"10%00&'()-!`"10%&'()-!"10%>>&'()-08dEM4
1!!VL310%&'()-=110%&'()-/0!10%&'()-=.0!10%&'()- *0!10%&'()-("10%&'()-
?BCDErdV7 1!10%&'()- 10   10   10  !FF:*10%  &'()-]80!10%&'()-
60!10%&'()-=40!10%&'()- ;=cdEdV7 1!L9 10%&'()-L 10%&'()-,4"10%&'()- i
10%&'()- i@ 10%&'()- is 10%&'()- c[aBdV7
1!L`010%&'()-L10%&'()-!}3m"10%&'()- m"10%&'()- L 10%&'()- 10%&'()- laaBdV7
1!("10%&'()- !&'"10%00&'()- 0Y%!10%&'()- #10%&'()- 0!10%&'()- , "10%&'()-
_\aBdV7 1!8!10%&'()- 60!10%&'()-
50!10%&'()-=!i3"10%00&'()-1"10%&'()-=*!10%&'()-0puS1 



!R,P"10%))&'()-=!Y,9P"10%00&'()-=10%&'()-= 10   10   10  !cc:10%
&'()-cc:10%&'()-nX}^?uS1 !R,P" "10%&'()-<0C0!10%&'()-
00!10%&'()-P"10%&'()-!P"10%xx&'()-!K,P"10%&'()-CU}^?uS1
!R,P"V0310%&'()-<cc110%&'()-
6,0!10%&'()-!{("10%jj&'()-!p#"10%xx&'()-0!!10%&'()-!pxmb@ !R,P"!"10%qq&'()-
10 10 10F;`10%&'()-)F:"10%&'()- 9810%&'()-40!10%&'()-wU3mb@
!!F!"10%&'()-!F!"10%&'()-!F!"10%&'()-!"10%&'()-!"10%MM&'()-!"10%bb&'()-stuv
_oM@ !!F!"10%!DI3"10%txtx&'()-!KI3"10%{x{x&'()- 10 10
10!F!"10%&'()-!F!"10%[[&'()-_n\zX6M@
!!!cY%"10%xx&'()-!YcY%"10%xx&'()-!$10%xx&'()-  $10%=x=x&'()-!$10%LxLx&'()-
$10%p&'()-EpN@ !!!cY%"10%xx!gS#10%&'()- S#10%&'()- 10xx 10xx
10xx!+cY%"10%xx&'()-!cY%"10%xx&'()-e+b\zX6N@
!!!!"10%<<&'()-!!"10%<<&'()-!!"10%<<&'()-S#10%&'()-!S#10%&'()-!S#10%&'()-\1
{Z8 !!!!Y"10%xx&'()- "10%r&'()- 



10< 10< 10<0<10%<&'()-!!"10%<<&'()-!!"10%<<&'()-`% zX6{Z8
!!!F&'"10%&'()-`!F&'"10%&'()-`!on"10%))&'()-"10%&'()-!"10%FF&'()-!"10%TT&'(
)-  QAoM8 !!!F&'"10%!RgP"10%))&'()-!`P"10%77&'()- 10   10   10  !F&'"10%
&'()-`!F&'"10%[[&'()-`A_XVwU3M8 !!), "10%&'()-t!), "10%&'()-t!),
"10%&'()-t!), "10%&'()-t!vf"10%MM&'()-!<P"10%&'()-VYZ[\bC !!),
"10f"10%&'()- @ 10%&'()-& 10%&'()-  10%&'()-= 10 10 10F;10%&'()-~tz}[<bC
!!L#10%&'()-!"10%!!&'()-F !"10%00&'()-F !"10%&'()-F #10%&'()-
10%&'()-zgT}^<bC !!!/"10%&'()-s<.10%&'()-=0p,10%&'()-
!}C'"10%&'()-!C'"10%&'()-%10%&'()- zl^P1 L!10%&'()-= 10 



10   10  !+Hc8"10%  &'()- !c8"10%&'()- 7!10%&'()-=!o/"10%&'()-SG?dE^P1
L!10%L!10%&'()- L9!10%&'()- 10%&'()-
10%&'()-L@!10%&'()-Ls!10%&'()-=?1/wU3^P1
!|"10%++&'()-!|"10%&'()-!"10%AA&'()-<!"10%HH&'()-
!3"10%HH&'()-=!Qv%10%&'()-vI z[<^P1 !c110%&'()- /!10%&'()-=V
.10%&'()-Y!Y(%10%KK&'()-!v%"10%++&'()-!#"10%++&'()-= WGuj_= !!PY&10%&'()-'
10 10 10F; 10%&'()-):"10%&'()-<!)65"10%HH&'()-9i310%&'()- OI{wV4j_=
!!Y&10%oo&'()-'
`Y&10%&'()-'!Y&10%22&'()-'!`Y&10%&'()-'!Y&10%&'()-'!4Y&10%&'()-'{hz{|}{\=
!!s!10%&'()-=10%&'()-= 10g 10g
10gF/"10%g&'()-!F/"10%ee&'()-!F/"10%&'()-oYGa?{\=
!!!"10%!!&'()-6!9"10%>>&'()-=10%&'()- I10%&'()-  !10%&'()-
@!10%&'()-<GF\_aB{\= !!!#10%&'()-=L!*10%&'()-,
"10%&'()-Z|10%&'()-=i10%&'()-!v"10%uu&'()-6_ 



]0^<{\= !!!c/"10%&'()-!c ."10%bb&'()-<sp,10%&'()-<0*
10%&'()-v%"10%&'()-!v%"10%!!&'()-(2crS4 !@10%&'()- s0!10%&'()-=0!10%&'()-=
10q q  10q q  10q q !3c/"10%q q &'()-!c/"10%00&'()-cHN^?rS4 !f"10%&'()-
!f"10%[[&'()- 10%&'()-=ip10%&'()- !5IP"10%&'()- 10%&'()-=NgT@}^?rS4
!Vi310%&'()-Z1F10%&'()- !}v%"10%77&'()-!v%"10%TT&'()-#10%&'()-=L!10%&'()-
prrP4 !Vi310!oVl"10%&'()-=!vl"10%&'()-= 10   10   10  !F:"10%
&'()-@5M!10%&'()-rj[}^=P4 



! |Yf&10%##&'()-"L!10%&'()- L!10%&'()-
!Yll"10%&'()-l"10%&'()-<!`#l"10%&'()-72+uzX9P4 !sY%10%&'()- !}!"10%$$&'()-
"10%&'()-<!`"10%++&'()- !"10%::&'()-!SYf&10%&'()-uXLdEP4
!sYc110%&'()-<.0!10%&'()-6,!10%&'()- s*10%&'()- (10%&'()-
'0!10%&'()-=Z[\]rdV7 !i 10%&'()- 10 10 10!FF:"10%&'()-]y8010%&'()- 4
10%&'()- VL310%&'()-="4}\:dV7 !!(vI%10%&'()-
gvI%10%&'()-!',"10%&'()-!D,"10%&'()-10%&'()-=i9Z 10%&'()-+{4dBdV7
!!(!p#"10%&'()-<!10%&'()- 10%&'()- 0C!10%&'()-=0v!10%&'()-=0!10%&'()-
44PwX9dV7 !V/10%&'()- -10%&'()- !}6,"10%&'()-
!}i*"10%&'()-=!&"10%&'()-!<%"10%&'()- P0dE:/ 10 10cc:10%&'()-y80!10%&'()-=6
10%&'()- V410%&'()- 03 10%&'()- c1"10%&'()-=4,xY7/ 10!DPP"10%&'()-
P"10%&'()- 0!10%&'()- 0!10%&'()-=0V!10%&'()- 10%&'()-= 100 ^  dE7/
10!DPP"!10%&'()- s10%&'()-I10%&'()- 0 10%&'()- 0!10%&'()-0!10%&'()-  `dE7/
10!DPP"&10%&'()-#10%&'()-V!10%&'()-  10%&'()-C!10%&'()-=!10%&'()-   9>}^?7/
10!D60!10%&'()- 40!10%&'()-
030!10%&'()-<F6,"10%&'()-M!F6,"10%++&'()-M!{v(%10%  &'()->(|uV7
100!10%&'()- 0#!10%&'()-=0s!10%&'()- ]10%&'()-  



10 10 10!H)F:10%&'()-#E}^?uV7 10`#10%&'()- 0!10%&'()- 0!10%&'()-=s310%&'()-
!g<f10%++&'()-v!5P"10%&'()-2faBuV7 10c("10%&'()-
!c'"10%^^&'()-=VY%10%&'()-=# 10%&'()- !0!10%&'()- , "10%&'()- R^?uV7
105W10%&'()- !F1"10%PP&'()-/0!10%&'()- 9 .10%&'()- S,10%&'()-
!c*"10%PP&'()-=,-X~_@ 10Vf10%&'()- 10%&'()-  10 10 10<10%&'()-!)8"10%&'()-
610%&'()- XPkdE~_@ 10i 10%&'()- 10%&'()-iP 10%&'()-,4"10%&'()-
10%&'()-10%&'()- VSdB~_@ 10!C"10%&'()- L!10%&'()-i 10%&'()- i
10%&'()-I"10%&'()- i 10%&'()-W]dE~_@
10!("10%&'()-'10%&'()-L<%`10%&'()-L#!10%&'()-L!!10%&'()- "10%&'()- ;C
dE~_@ 10!003!10%&'()-c1"10%&'()- 0/!10%&'()-L-!10%&'()- 6,10%&'()-
Li*10%&'()- 2!z!!!!!##uS1 !Fl#10%&'()-2! Fl#10%&'()-2 10c c  10c c  10c c
!AF:"10%c c &'()-#0y8!10%&'()- 610%&'()-#$>&'h)*>+wU3uS1 !!)F:#10% 



&'()-#!vFl#10%MM&'()-2!Fl#10%qq&'()-2!Fl#10%&'()-2!Fl#10%&'()-2!PFl#10%&'()
-2>+?+@+A+,,,.--xY: !!L!10%&'()-L!10%&'()- P10%&'()- ,10%&'()-il!10%&'()-j
10   10   10  --..//0a?xY: !!!p#"10%FF&'()-!"10%TT&'()-C10%&'()-
0vy10%&'()- L!10%&'()-I"10%&'()- 0 1:1112n2aBxY: !!!c1"10%&'()-
!/"10%FF&'()-=-!10%&'()-=s6,10%&'()- i*10%&'()-("10%&'()-=n223=333333aSE7
!! 10   10   10  !F):"10%  &'()-9y810%&'()-=6
10%&'()-40!10%&'()-Y030!10%&'()- 35d556b66aBSE7 !! 10  



I"10%&'()-=!"10%!!&'()- 10%&'()- iP 10%&'()-,P"10%&'()-
i!10%&'()-66:777>88}^?SE7 !! 100!!10%&'()-  "10%&'()-
!C"10%))&'()-=!"10%))&'()- 10%&'()- LJ10%&'()-88869999aBSE7 !!
10s6,10%&'()-=*10%&'()-("10%&'()-=!&"10%00&'()-=<%10%&'()-=0#10%&'()-9::::@
;;;}^?SE7 !! 106 10%&'()-40!10%&'()-=L30!10%&'()-1"10%&'()-
!/"10%00&'()-=!-"10%00&'()-=;;_<`<a<b<= ?rP7 !! 106
10!hY&10%&'()-!RY&10%&'()- 10   10   10  !+cF:"10%  &'()-@V810%&'()-
??@A+B~CZDzX6P7
!!!{c*"10%WW&'()-!c*"10%ll&'()-3""10%&'()-!Y3""10%OO&'()-!9"10%&'()-!Y&10%&
'()-ZDSEVEWEXEYEEEOF~_= !!!!D,) 4"10%&'()- y10%&'()- i 10%&'()- 10 10
10F0<10%&'()-!c*"10%&'()-OFFF/GGGyH^?~_= !!!!v%10%&'()-!m"10%&'()-
!#m"10%&'()-=s10%&'()- i*10%&'()-,4"10%&'()- yHHItIII?J}^?~_=
!!!!s#10%&'()- 0"10%&'()-f "10%&'()-
!"10%&'()-=!"10%&'()-=10%&'()-=?JEJWJJFKKKdE~_= !!!!1I10%&'()- 0 10%&'()-=,
10%&'()-s*10%&'()- )10%&'()-0%10%&'()-KLeLMMMPMQMRMSM}^SH= 



!!! 10 10 10F0<10%&'()-c 7"10%&'()-!c
7"10%&'()-!cS5"10%++&'()-=9310%&'()-=SMMM'NsNNOdBSH= !!! 10!DP"10%&'()-
P"10%&'()-=F 10%&'()- Ly10%&'()-L 10%&'()-=10%&'()- O0OvOO*PuPP}^?SH= !!!
!10%&'()-=s910%&'()- !{"10%jj&'()-z!"10%jj&'()-<@10%&'()-
0s10%&'()-PP/QxRRSPSdESH= !!! ,0!10%&'()-=V*10%&'()-=c)10%&'()-
"0!10%&'()-jf "10%&'()-=Y 10%&'()-PSSTT UbUUUa?1=  10  !$):"10%
&'()-@!)8"10%xx&'()- 9
710%&'()-<3!10%&'()-c1"10%&'()-=Y.0!10%&'()-UUUU%VV`XXa?=  10  !X#&10%&'()-
!#&10%--&'()- !#&10%XX&'()-   s10%P&'()-=Z 10%P&'()- 10   



10  X\YY Zm[\N\zX9?=  10LS,10%P&'()-=!{(%10%&'()-&!o|"10%&'()-
!|"10%PP&'()- 10%P&'()- !3"10%&'()-N\\F]]L^^^^aB7=  10
10P<10%P&'()-cc:"10%P&'()-Y5M!10%P&'()-si310%P&'()-Z!/"10%PP&'()-
.10%P&'()-<^^^^I_X___`mN/0!10%&'()-fP"10%&'()-=) 10%&'()-
\10%&'()-!10%&'()-<!10%&'()-= 10P 10P``/aaabbaBmN/0!10%i|M10%&'()-
i10%&'()-!P"10%&'()-<"10%&'()- 10%&'()-
#Z10%&'()-=b`bbb&ccdaBmN/0!10%*10%&'()-
!C'"10%&'()-%10%&'()-=L#z10%&'()-L!0!10%&'()-=I "10%&'()-=d#efffgggg}^SH=0!
10 10 100<10%&'()-:10%&'()-80!10%&'()-
!}p,"10%&'()-!p,"10%&'()-gRg[hhhAiiaBSH=0! 10i
10%&'()-=V10%&'()-=i10%&'()-=,P"10%&'()-!Y,P"10%00&'()-10%&'()-Yiij%k^kakpk
aBSH=0! 100!010%&'()-f 10%&'()-0|10%&'()-
L!10%&'()-=!}"10%TT&'()-10%&'()-=pkk9lllmfmdESH=0! 10V<.10%&'()-
p,s10%&'()- *!10%&'()-=("10%&'()-=v%0!10%&'()-#10%&'()- fmnoooooowi[M=0! 10
10   10   10  !)8"10%
&'()-F!)8"10%&'()-F!)/"10%&'()-7!)/"10%&'()-7o0qqrsHttwU6M="10%d&'()-!Y"10%
&'()-!"10%&'()-!X"10%&'()-!"10%&'()-!"10%&'()-tuv4vvwpw{Y7M=!`6,"10%&'()-!6
,"10%&'()-!Y6,"10%&'()-
6,"10%&'()-!#10%d&'()-!!#10%<<&'()-pwwwwww1xHxx~_@!`#10%&'()-
V610%&'()-10%&'()-= 



10d 10d 10dcI;10%d&'()-!6,"10%dd&'()-xx;yyyyyyyaVK@!` 10 10
10Fp510%&'()-i10%&'()-il!10%&'()-,P"10%&'()-
!R,P"10%&&&'()-=yyyybzzzaBVK@!` V<C10%&'()- V
10%&'()-!3f"10%&'()-s310%&'()-\10%&'()-610%&'()-zzR{{|||dBVK@!` !
10%&'()-c)10%&'()-V &10%&'()-< 10%&'()-@F"10%&'()-
10%&'()-|}O}}m~~~}^?VK@!`i03=10%&'()-1`10%&'()-
!N))S#10%%%&'()-!U))S#10%,,&'()-'m10%&'()-Fv%6#10%&'()-
~~~}^?VK@!`i03=10%&'()-1`10%&'()- !N))S#10%%%&'()-!U))S#10%,,&'()-FI;
10%&'()-)410%&'()- Normal" "Heading 13]c" "Heading 23]c" "Heading 33]c"
"Heading 43]c" "Heading 53]c" "Heading 63]c" "Heading 73]c" "Heading 83]c"
"Heading 93]c"A "Default Paragraph
Fontb#-6F@ImSY&ajs{Du[|\@(0a9XBRJR[dltv{b-\A<NYqau+0:KUfx~axp*#&,029;
=?\ADFHhJLNQTW"X7YZ\\^_acfl3n-prhujw#{~]c_\ AVz? {G_cNru4P >X #>+-0n23689;
?ZDOFyH?JKSMOPPSUXN\^`bdgipkfmotpwxyz|~~   !"#$%&'()*+,-./0123456789:;
<=>?@ABCDEFGHIJKLMNOPQRSTUVWXYZ[\]^_`abcdefghijklmnopqrstuvwxyz{|}~6Times
New RomanArialCourier New"h Root EntryWordDocument(
!"#$%&'()*+,-./0123456789:;
<=>?@ABCDEFGHIJKLMNOPQRSTUVWXYZ[\]^_`abcdefghijklmnopqrstuvwxyz{|}~
!"#$%&'()*+,-./0123456789:;
<=>?@ABCDEFGHIJKLMNOPQRSTUVWXYZ[\]^_`abcdefghijklmnopqrstuvwxyz{|}~ 


