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METHOD AND APPARATUS FORPROVIDING;WIRELESS 
COMMUNICATION SYSTEM SYNCHRONIZATION 

BACKGROUND OF THE INVENTION 

I. Field of the Invention 

The present invention relates to communication systems. More 

particularly, the present invention relates to a novel and improved method 

and apparatus for synchronizing base stations· in a wireless communication 

10 system. 

II. Description of the Related Art 

The use of code division multiple access (CDMA) modulation · 

techniques is but one of·several techniques for facilitating communkations 

15 . in which a large number of system users are present. Although other 

techniques, such as time division multiple access· (TOMA), frequency 

·· division multiple access (FDMA) and AM modulation schemes such .. as 

amplitude companded single sideband {ACSSB) are known, CDMA has 

significant advantages over these other modulation techniques. The use of 

20 CDMA techniques in a multiple access communication system is disclosed 

in U.S. Patent No. 4,901,307, entitled "SPREAD SPECTRUM MULTIPLE 

ACCESS COMMUNICATION SYSTEM USING SATELLITE OR 

TERRESTRIAL REPEATERS" and U.S. Patent No. 5,103,459, entitled 

"SYSTEM AND METHOD FOR GENERATING SIGNAL WAVEFORMS IN 

25 A CDMA CELLULAR TELEPHONE SYSTEM", both of which are assigned to 

the assignee of the present invention and are incorporated by reference. The 

method for providing CDMA mobile communications was standardized in 

the United· States by the Telecommunications Industry Association in 

TIA/EIA/IS-95-A entitled "Mobile Station-Base Station Compatibility 

30 Standard for Dual-Mode Wideband Spread Spectrum Cellular System", 

referred to herein as IS-95. 

In the just mentioned patents, a multiple access technique is disclosed 

in which a large number of mobile station users, each having a transceiver, 

communicate through satellite repeaters or terrestrial base stations (also 
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known as cell base· stations or cell-sites) using code division multiple access 

(CDMA) spread spectrum communicatiOn signals. By using CDMA 

communications, the frequency spectrum· can be reused multiple times thus 
permitting an increase in system user capacity. The use of CDMA 

5 techniques result in much higher spectral efficiency than can be achieved 
using other multiple access techniques ... 

A method for simultaneously demodulating data that has traveled 
~long different . propagation paths from · one·. base station and for 
simultaneously demodulating data redundantly provided from more than 

10 one base station is disclosed in U.S. Patent. No. 5,109,390 (the '390 patent), 
entitled "DIVERSITY RECEIVER IN A. . CDMA · .CELLULAR 

COM~UNICA TION SYSTEM", assigned to the . assignee· of the present 
inventiQn and incorporated by reference herein.· In the '390 patent; the 
separately demodulated signals are combined to provide an estimate of the 

15 transmitted data which has higher reliability. than· the data demodulated by 
any one path or from any one base station. 

Handoffs can generally be divided into two categories-. hard hand offs 
and soft handoffs. Jn a hard handoff, when a mobile station leaves an· 
origination base station and enters a. destinatfon base station, the mobile 

20 station breaks its communication link with the origination· base station and 
thereafter establishes a new communication link with .the destination base 
station. In soft handoff, the mobile station completes a communication link 
with the destination base station prior to breaking its communication link 
with the origination ~ase station. Thus, in soft handoff, the mobile station 

25 is redundantly in communication with both .the origination base station and 
the destination base station for some period of time. 

Soft hand offs are far less likely to drop calls ·than hard handoffs. In 
addition, when a mobile station travels near the coverage boundary of.'a base 

station, it may make repeated handoff requests in response to small changes 
30 in the environment. This problem, referred to as ping-ponging, is also 

greatly lessened by soft handoff. An exemplary process for performing soft 
handoff is described in detail in U.S. Patent No. 5,101,501, entitled 
"METHOD AND SYSTEM FOR PROVIDING A . SOFT HANDOFF IN 
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COMMUNICATIONS IN A .CDMA CELLULAR TELEPHONE SYSTEM" 

assigned to the assignee of the .present invention and incorporated by 

reference herein. 

An improved soft hand off technique is disclosed in U .S~ Patent 

5 No. 5,267,261,. entitled "MOBILE STATION ASSISTED SOFT HANDOFF IN 
A CDMA CELLULAR COMMUNICATIONS SYSTEM, which is assigned to 

the assignee of the present invention and incorporated by reference herein. 

In the system of the '261 patent, the soft handoff process is improved by 

measuring the· strength of. "pilot ... signals transmitted by each base station at 

10 the mobile station. These pilot strength measurements are of assistance in 

the soft handoff process by facilitating identification of viable base station 

handoff candidates. 

The base station candidates can be divided into four sets. The first set, 

referred to as the Active Set, comprises base stations, which are currently in 

15 communication. with the mobile station. The second set, referred to a8 the 

Candidate Set, comprises base station5 whose signals have been determi~ed 

to be of sufficient strength to be of use to the mobile station but are' not 

currently being used. Base stations are added to the candidate set when their 

measured pilot energy exceeds a predetermined threshold TADD· The third 

20 set is the set of base stations which are in the vicinity of the mobile staHon 

(and which are not included in the Active Set or the Candidate Set). And 

the fourth set is the Remaining Set which consists of all other base stations~ 

In IS-95, a base station candidate is characterized by the .phase offset of 

the pseudonoise (PN) sequence of its pilot channel. When the mobile 

25 station searches to determine the strength of the pilot signal from a 

candidate base station it performs a correlation operation wherein the 

filtered· received signal is correlated to a set of PN offset ~ypotheses. The 

method and apparatus for performing the correlation operation is described 

in detail in U.S. Patent No. 5,644,591, entitled "METHOD AND 

30 APPARATUS FOR PERFORMING SEARCH ACQUISITTON IN A CDMA 

COMMUNICATION SYSTEM", which is assigned to the assignee of the 

present invention and incorporated by reference herein. 
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The propagation delay between: the ·base station and · the mobile 
station is not known. This unknown delay produces· and unknown shift in 

the PN codes. The searching process attempts to determine the unknown 
shift in the PN codes. To do this, the mobile sta~on · shifts in time the 

5 output .of its searcher PN code·generators. The range of the search shift is 

called the search window. The search window is centered about a PN shift 
hypothesis. A base station transmits to the mobile station a message 
indicating the PN offsets of base station pilots in its physical proximity. The 
mobile station will center its search window.· around the· · PN · offset 

10 hypothesis. 
:. '•: 

The appropriate size of the search window depends on several factors 
including the ptjority of the pilot, the speed of the searching processors,· and 
the anticipated del8.y spread of the multipath arrivals. The CDMA standards 
(IS-95) define three search window parameters. The searching of pilots in 

15 both the active and candidate sets is governed by Search Window·. "A". 
Neighbor Set pilots are searched over window '~N" and Remaining Set 

.. pil<;>ts over window "R'< ·the searcher window sizes are· provided below in . 
Table 1, wh,ere a chip is 1/1.2288 MHz. 

SRCH_WIN_A Window Size SRCH~WIN_A Window Size 
SRCH_WIN_N (PN chips) SRCH,....WI~_N (PN chips) 
SRCH_WIN_R SRCH_WIN_R 

0 4 8 60 
1 6 9 80 

2 8 10 100 

3 10 11 130 

4 14 12 160 
5 20 13 226 

6 28 14 320 
7 40 15 452 

20 

TABLEl 
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Window --sizing is a trade-off between search speed and the probability of 

missing a strong path lying outside the search window~ 

- The base station transmits to the mobile station a message which 

specifies the PN hypotheses- that the mobile station should search relative to 

5 its own PN offset. For example, the originating base station may instruct the 

-mobile station to search for a pilot 128 PN chips ahead -of its own PN offset. 

The mobile station in response sets its searcher demodulator 128 chips 

ahead in the output chip cycle and searches for the pilot using a search 

window centered about the specified offset. Once the mobile is instructed to 

10 a search a PN hypothesis- to determine the resources available for 

performing a handoff, it is_ critical that the PN offset; of the destination base 

station pilot is very close in time - to the directed offset. - The speed of 

searching is of critical importance near base station boundaries because 

delays in completing the necessary searches can result in dropped calls. 

15 In _ CDMA systems in the United States, this base station 

synchronization is achieved ·by providing each base -station with a Gl0ba1· 

Positioning Satellite (GPS) receiver. However, there are cases where a base 

station may not be able to receive the GPS signal. For example,· within· 

subways and tunnels the "GPS- signal-is attenuated to a degree that prohibits --

20 their use for timing synchronization of base stations· or micro base stations. 

In addition1 there are national agendas that discourage dependence upon the 

GPS signal for operation of critical services. 

The present invention describes a method and system for providing -

timing synchronization in these circumstances where a fraction of the 

25 network is capable of receiving a centralized timing signal and achieving 

timing therefrom and a portion of the base stations are not capable ·of 

receiving the centralized timing signal. This situation is addressed in 

copending U.S. Patent Application Serial No. 08/933,888 (the '888 · 

application), entitled "MOBILE STATION ASSISTED TIMING 

30 SYNCHRONIZATION IN A CDMA COMMUNICATION SYSTEM", filed 

September19, 1997, which is assigned to the assignee of the present 

invention and incorporated by reference herein. In addition, the present 
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invention ·describes · 'a method and system for providing · timing 

synchronization where no base stations rely on a centralized timing signal. 

In the '888application, the slave base station· attains synchronization 

with the reference be1se station through messages ·transmitted from and 

5 received by a.mobile station in the soft·handoff region between the reference 

base station and the sl~ve base station.·· First, the round trip delay between 

. the mobile station. a11d the reference base station . is measured by the 

reference base station. Next, the slave base station searches until it acquires 

the signal transmitted by the mobile station, referred to as the reverse link 

10 signal. In response to the acquisition of the reverse link signal, the slave 

base station adjusts its timing so that the mobile · station can acquire its · 

signal, referred to as a forward link signal. . This step may be unnecessary if 

th~ timing error in.the slave ba~e station is not.severe . 

.. Once the mobil~ station acquires the signal from the slave base 
' ' ' 

1~ '~·~#on, it measures and reports th~ difference between the amount of time 
it ~akes a signal to trayel :froin the· reference base station to it ·an:d ~he . 
ain,ount pf tiil\e it takes a signaLto travel from the slave base statfon to it. 

·fh~ last measurement necessary is a measurement· by the slave base station ·· 

. ()f t}le tim~ difference between .the. time it received the reverse link signal . . ' . . . 

20 from .the mobile station and the time it transmitted a signal to:'the mobile 

station. 

A series of computations are ·performed upon the measured time 

.. values to. determine the time difference between the slave base station and 

an. adjustment of the slave base station timing is performed in accordance 

25 therewith. It should be noted that all of the measurements mentioned are 

performed during the normal operation of an IS-95 CDMA communication 

system. 

SUMMARY OF THE INVENTION 

30 The present invention is a novel and. improved method and 

apparatus for synchronizing base stations in a wireless communication 

system. The ·present invention describes methods · by which a wireless 

communication system keeps itself synchronized without an external 



W000/35117 'P<:T/US99ll870S 

7 

reference. One method, disclosed· in· "MOBILE STATION ASSISTED 

TIMING SYNCHRONIZATION IN A CDMA COMMUNICATION 

SYSTEM" Application 08/933,888, is to use the messaging of mobiles in 

handoff.to determine the relative timing of pairs of base stations. Given the 

5 measured· timing. errors, the base stations' timing is adjusted to maintain 

network synchronization. 

When insufficient traffic is present in the network to maintain 

synchronization . in this manner, other methods must be used. · One 

approach involves making direct measurements of the timing between base 

10 stations. This is accomplished in one of two ways. The base may interrupt 

its transmissions on all sectors for a short interval during which it receives . 

forward link signals from other base stations. Given knowledge of the other 

base station loccttions, time errors, relative to all other base stations may be 

derived .. Alternatively, a base station sends a short signal at high power in 

15 the mobile transmit band. The time-of.;.arrival of this signal is measured· by ·· 

the surrounding base stations and the time errors between pairs of base ·· · 

stations are computed. 

In some cases, a base station may be isolated sufficiently from all other, · 

base stations in the network such that direct base-to-base measurement is 

20 not possible. In this case, a fixed dummy station is placed at a location in the 

handoff region between the isolated cell and another cell in the network. 

The fixed dummy station either performs measurements of base station 

pilots on command of the base and reports the timing information, or sends 

a burst transmission at a specified time to be measured by the base stations. 

25 

BRIEF DESCRIPTION OF THE DRAWINGS 

The features, objects, and advantages of the present invention will 

become more apparent from the detailed description set forth below when 

30 taken in conjunction with the drawings in which like reference characters 

identify correspondingly throughout and wherein: 

FIG. 1 is a block diagram illustrating the first embodiment of the 

present invention wherein a base station receives the forward link signal of 
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a neighboring b~e station and adjusts its timing in. accordance with the 

received signal; 

FIG. 2 is a.:block diagram illustrating the mobile receive subsystem; 

FIG. 3 is a block diagram illustrating the second embodiment of the 

5 present invention wherein a base station is capable of transmitting a 

message on the reverse link to a neighboring base station which adjusts its 

timing in accordance with the received signal; 

FIG. 4 is a block diagram illustrating the fourth embodiment of the 

present invention wherein a fixed dummy station receives the forward link 

10 signals from two base stations and transmits a message to one of the base 

.sta~ions indicating ~ timing relationship -of the two base stations as 

. received at the fixed dummy station; 

FIG. 5 is a block diagram of the fifth embodiment of the present 

invention wherein a fixed durn.IIly station transmits a probe to two ba.se 
15 .. _stations which use .the time of arrival of the probe to synchronize ·their · · 

. internal clocks; 

··. FIG. 6 is a block diagram of the sixth embodiment wherein a fixed 

,dwnmy station receives ·:the forward link .s.ignals from two base stations and 

·;transmits the received signals back to the base stations so that they can be 
20 ... used to provide synchronization;· and ·· 

25 

I. 

DETAILED DESCRIPTION -OF THE PREFERRED 

EMBODIMENTS 

Base Station Blanking. 

When there is insufficient data from mobile stations in handoff, the 

handoff messaging of mobile stations cannot be used to perform the 

synchronization. This is likely when there is very little traffic, or when the 

mobile stations are largely stationary. In the first exemplary embodiment of 

the present invention, a base station receives the forward link transmissions 

30 from a neighboring base station or set of neighboring base stations. The base 

station extracts necessary timing information from the signal received from 

the other base station, 
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. Because all base stations transmit on the same frequency, a base 
station must. inhibit its forward link transmission in order to permit 
reception of the signals from other base stations. Referring to FIG. 1, base 
station 104 is configured to receive the forward link signal from base station 

5 100 in order to synchronize its timing· with- that of base station 100. If base 
station 104 has multiple sectors (not shown); then preferably all sectors will 
cease forward link transmission simultaneously because the ba:cl<lobes of an 
antenna will exceed the signal levels of transmissions from base station 100. 

Receiving the forward link signal from base station 100, requires base station · 
10 104 to have a forward· link receiver subsystem 150 to receive the forward· 

link signals from base station 100. 

Because base stations are designed to cover a particular area, with 
some overlap of the coverage area of the adjacent cells, it is not necessarily 
true that a base station can receive signals from· other base stations. 

15 However, in most deployments this is unlikely to be a problem~ · .. For 
example, if the base stations have roughly circular (or hexagonal) coverage 
areas with about the same radius, then the distance between base·stations·is 
about double the coverage radius. In the COST-231 propagation model, the 
path loss increases by about 10 or 11 dB with a doubling of distance, 

20 assuming base station antenna heigh.ts in the range of 20-60m. · This is a 
relatively small increase in path loss that is easily offset by: 

1. Longer integration time on the pilot. Because both transmitter and 
receiver are stationary in'this case, a reasonably long PN integration is 
possible (if necessary). . 

25 2. No penetration losses, generally assumed for in-car or indoor 
operation. 

3. High gain base station antennas. 
4. Ba:se station antenna heights greater than average mobile heights. 
5. Reduced local clutter. 

30 
So, enough signal is available in the vast majority of cases. 

It may also be necessary to prohibit forward link transmissions on 
more than one base station at the same time in order to perform the forward 
link measurement. For example, there may be cases where a pair of base 

35 stations has a clear line-of-sight (LOS) path between them, but all other 
neighboring base stations are not visible. In this case, when one of the pair 
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blanks its transmission it can receive only the siwiaI from the other base 

station of the pair, since that base stations signal i:nasks the other neighbor 

base stations' weaker signals. · The same result· occqrs when the other base 

station of the pair blanks its transmission. The result is that the two base 

5. stations are isolated and cannot determine their ~g relative to the rest of 

the network. Connection with the rest of the network is only possible if 

both base stations blank simultaneously. The same sort of problem can arise 

with larger collections of base stations that are ·eff~vely isolated from the 

network unless certain specific patterns of blanking· are employed. 

· 10 . To avoid the detailed analysis of the network·. that may 'be required to 

determine the blanking patterns, a simple approach of randomly blanking at 

. a given fixed intervals .is employed.· At predetermined time intervals/ each 

. base station decides ·jn a randomized fashion whether or not to blank its 

transmissions. In the exemplary embodiment, 'the probability of randomly 

15. det~rmining to blank is set at 50%. · ·In this· manner about 50% of the base · · 

. ~taP.ons in the system are off every few minutes.. In this manner, each: b~ · 

·.eventually gets to see all of its neighbors.•. 

: .... Given·· the.• known ·locations of: base. stations, the propagation delays 

,between base ·stations may :be'rei:noved from the time-of-arrival estimates, 

20 . and the tinring differences between cells determined. The tlln.ing errors 

may be used to adjust the ·ba8e .station timing, either using a centralized 

processor or processing :in individual base stations, possibly based on a pre­

established base station hierarchy~ 

Blanking the base stations affects the forward link for all active 

25 mobile stations. To minimize this impact the blanking time should be 

short. The active mobile stations in the coverage area of a blanked base 

station increase their transmit power by about ldB per millisecond when the 

forward link signal disappears. If the blanking is only 5msec, then the 

recovery time is about 6msec, and most mobile stations will only lose a 

30 single frame. H the blanking extends to more than 10 msec, then more than 

1 frame will likely be lost. However, loss of 2 consecutive frames every 2 

. minutes is only a frame error rate (FER) increase of 0.03%. This is not 

·.significant relative to a typical operating FER of 1% or greater. 
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Forward link .signals transmitted from base stations 100 and 104 are 

transmitted . on a first frequency. Reverse link signals transmitted from 

mobile stations (not shown) to base stations 100 and 104 are transmitted on a 

second frequency. In the exemplary embodiment, the forward link signals 

. 5 and the reverse link· signals are code division multiple access (CDMA) 

signals. An exemplary embodiment for transmitting full duplex CDMA 

signals is described in detail in U.S. Patent No. 4,901,307, entitled· "SPREAD 

SPECTRUM MULTIPLE ACCESS COMMUNICATION SYSTEM. USING 

SATELLITE OR TERRESTRIAL REPEATERS", which is· assigned' to the 

10 assignee of the present invention and incorporated by reference herein. 

In. base station 100, pilot symbols and forward link traffic data are 

provided to forward link modulator 106. In the exemplary ·embodiment, 

forward link modulator 106 is code division multiple access modulator as 

described in detail in the aforementioned U.S. Patent No. 5,103,459; ·The 

15 code division multiple access signal is provided to. forward link transmitter 

(FL TMTR} 108 which upconverts, filters and amplifies the forward··_Hnk 

signal for transmission through antenna 110. 

In addition, reverse link signals are received through · antenna 116 

and provided to reverse link receiver (RL RCVR) 114. · Receiver :114 

20 downconverts, filters and amplifies the received reverse link signal ari.d 

provides the ·received signal to reverse link demodulator 112. An 

e~emplary embodiment for demodulating CDMA signals is described in U.S. 

Patent · No. 5,654,979, entitled "CELL SITE DEMODULATOR 

. ARCHITECTURE · FOR A SPREAD SPECTRUM MULTIPLE ACCESS 

25 COMMUNICATION SYSTEM", which is assigned to the assignee of the 

present invention and incorporated by reference herein. 

In addition to being capable of transmitting forward link signals and 

receiving reverse link signals, base station 104 is capable of receiving 

. forward link signals transmitted by base station 100. In base station 104, pilot 

30 symbols and forward link traffic data are provid~d to forward link 

modulator 122. In the exemplary embodiment, forward link modulator 122 

is code division multiple access modulator as described in detail in the 

aforementioned U.S. Patent No. 5,103,459. · The code division multiple· 
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access signal- is then provided to forward link transmitter (FL TMTR) 120 
I • • • ' 

which upconverts,. filters and amplifies· the forward· link signal and provides 

the signal through switch 128 for transmission throtj~ antenna 118. 

Reverse link signals are received through antenna 126 and provided 

5 to reverse link receiver (RL RCVR) 130. Receiver 130 downconverts, filters 

and amplifies the received reverse link signal in - accordance with the 

reverse link frequency band and provides the received signal to- reverse link 

(RL) demodulator 132. An exemplary embodim~nt of the -method and 

apparatus for demodulating reverse link CDMA signals is described in detail 
10 - in aforementioned U.S. Patent No. 5;654,979. 

Forward link signals transmitted -from base -station 100 are also 

capable of rec:eption by base station 104. When base station 104 is ·prepared to 

perform the timing synchronization operation, switeh 128 toggles such that 

instead of -providing data for ·-transmission· from . forward link- transmitter 
_ 15 120 to antenna 118, signals received by antenna.118 are provided to forward 

, , link receiver subsystem 150. Forward -link-_ receiver (FL · RCVR) 134 

downconverts, filters and amplifies the received·-- reverse link signal in·­

accordance with the forward link frequency band and provides the received 
signal to forward link (EL) demodulator 136~ -.Jn the exemplary embodiment, 

20 the signals received -include pilot symbols provided tQ facilitate acquisition· 

and provided for coherent demodulation of the traffic channels. An 
exemplary embodiment for acquiring the •forward link · pilot ·signal is 

described in detail in U.S. Patent No. 5,644,591, entitled "METHOD AND 

APPARATUS FOR PERFORMING SEARCH ACQUiSITION IN A CDMA 

25 COMMUNICATION SYSTEM", which is assigned to the assignee of the 

present invention and mcorporated by reference herein. ' 

The demodµlated pilot signal is provided from forward link 

demodulator 136 to timing adjustment element 138. Timing adjustment 

element 138 determines a timing correction factor that is provided to 
30 forward link modulator 122 to adjust its timing to provide synchronization 

between base stations 100 and 104. 

FIG. 2 illustrates mobile receive subsystem 150 in ·greater detail. 

. Mobile receiver subsystem 150 in base station 104 attempts to -align the 
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pseudonoise signal generated by PN generator 206 with the forward link 

signal received from base station 100. ·In the exemplary embodiment, PN 

generator 206 generates the PN signals PN1 and PN0 by means of linear 

feedback shift registers which generate· the · PN code sequences for spreadmg 

5 and despreading the pilot signals. Thus, the operation of obtaining 

synchronization between the codes used: to despread the received pilot 

signal and the PN spreading code' of the received pilot signal involves 

determining the· time offset of the linear feedback shift register within PN 

generator 206. 

10 The spread spectrum signal· is provided to forward link receiver 

(FL RCVR) 134. Receiver 134 downconverts, filters and amplifies the signal 

and provides the signal to optional buffer 200. Buffer 200 provides the 

received · samples to despreading elements 202 and 204. Despreading · 

elements 202 and 204 multiply the received signal by the PN code generated 

15 by PN generator 206. Due to the random noise like nature of the PN codes,' 

the product of the PN code and the received signal should be essentially zero · · 

except at the point of synchronization. 

Searcher controller 218 provides· an. offset hypothesis to PN generator 

206. Searcher . controller 218 . determines a window. for searching for the · 

20 forward link pilot signal from base station. In the exemplary embodiment, 

each base station ·is a predetermined PN offset from its neighboring base 

stations. In the exemplary embodiment, base station 104 knows the 

predetermined PN offset betWeen its forward link pilot signal and ·the 

forward link pilot signal from base station 100 (PNRBLAnVB>· In addition~ base · 

25 station 104 knows the distance between base station 100 and base station 104 

(R). Thus, in the exemplary embodiment, searcher controller 218 centers its 

pilot search at a PN sequence (PNcen1er) determined in accordance with the 

equation: 

30 (1) 

Where PN 104 is the PN offset of base station 104 and c is the speed of light. 

By centering the pilot search window at the location that the pilot signal 

would be found if base stations 100 and 104 were synchronized, the 
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deviation from the center· of the search window is equal to the timing error 

between base stations 100 and 104. 

In accordance with this spreading format, the forward link pilot· signal 

offset from forward link modulator 122 is provided to searcher controller 

5 218. Searcher controller 218 advances or · retards . the PN generator to 

compensate for the predetermined phase offset between the spreading code 

of base station 100 and base station 104. In addition, searcher controller 218 

compensates for the propagation of the signal to· travel from base station 100 

to base station 104. The time shifting of PN generator 206 can be performed 

10 . by bank loading the taps of the linear shift register within PN generator 206 

qr· by masking the output to provide a shifted PN sequence or by 

combination of the5e two methods as is known in the art This initial phase 

information for performing the search for the pilot of base station 100 is 

. provided from searcher controller 218 ·to PN; generator· 206~ 

15 In the exemplary embodiment;. the received signal is modulated by 

qu_aternary_phase shift keying (QPSK), so PN generator 206 provides· a ~N 

sequence for the I modulation component and a separate sequence for the Q 

modulation component to despreadiri.g elements 202 and 204. Despreading 

elements 202 and 204 multiply . the · PN sequence by its corresponding 

20 modulation component and provide the two output component products to · 

coherent· accumulators 208 and 210. 

Coherent accumulat.ors 208 and 210 sum. the product over the length 

of the product sequence. Coherent accumulators 208 and 210 ate responsive 

to signals from searcher controller 218 for resetting, latching and setting the 

25 summation period. The sums of the products are provided from summers 

208 and 210 to squaring means 214. Squaring means 214 squares each of the 

sums and adds the squares together. 

The sum of the squares is provided by squaring means 212 to non- · 

coherent combiner 214~ Noncoherent combiner 214 determines an energy 

30 value from the output of squaring means 212. Noncoherent accumulator 

214 serves to counteract the effects of a frequency discrepancy between the 

base station transmit clocks and the mobile station receive clock and aids in 

the detection statistic in a fading environment. Noncoherent accumulator 
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214 provid~s the energy signal to comparator 216; Comparator 216 compares 

the energy value to predetermined thresholds supplied by searcher 

controller 218~ The results of each of the comparisons is then fed back to 

searcher controller 218. The results fed· back to searcher controller 218 

5 include both the energy of the correlation and the PN offset that resulted in 

the measurement. 

In the present invention, searcher controller 218 outputs the PN 

phase at which it synchronized to base station 100 to timing adjustment 

element 138. Timing adjustment element 138 compares the PN offset with 

10 the hypothetical PN phase offset generated in accordance .with the timing 

signal from forward link modulator 106, the known propagation path delay 

and the predetermined phase offset between the PN sequences of base 

stations 100 and 104. A timing error signal is provided from timing 

adjustment element 138 to forward link modulator 122. In response 

15 fon\rard link modulator 122 adjusts its timing signal for the generation of its 

forward link spreading signal. 

In an alternative embodiment, described in the proposed European 

·Telecommunications Standards Institute (hereafter WCDMA) UMTS 

Terrestrial Radio Access ITU-R RTT Candidate Submission describes a 

20 method of PN spreading wherein each base station uses a distinct PN 

sequence generator (referred to as an orthogonal Gold code generator). In 

order to facilitate initial acquisition and handoff, it is desirable to have the 

base station PN sequences time aligned so that the mobile station can search 

·a reduced search hypothesis window which in tum reduces acquisition time 

25 and lessens the probability of dropped calJs during handoff. 

In accordance with the proposed WCDMA spreading format, a timing 

signal from forward link modulator 122 would be provided to searcher 

controller 218. Searcher controller 218 compensates this timing signal in 

accordance with the known propagation path delay from base station 100 to 

30 base station 104. This provides a phase reference used to initialize the PN 

generator 206. PN generator 206 can be bank loaded in accordance with this 

timing offset. The key difference between synchronizing a system based on 

different spreading functions and those base on offsets of a single spreading 
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function is that those systems base on different spreading functions would 
~equire the additional step of extracting .a ·time reference from the received 
spreading function that is a time relative to a known phase of the two 
spreading functions. ·· 

IL Transmissions from base stations on mobile ~quencies 
: ·. . 

An aiternative to blanking base station trans~sio.ns and detection of 
· the· neighboring base station transmissions is to periodically transmit a short 

1.o probe .. from a base station on the m()bile statiq~ transmit _frequency. 
Normally, CDMA mobile station transmissions ~a:r a b~e. station are. at 
·~ery lowpower, but these. short transmissions woulp be of sufficient power · .... ·.. ·. . . . . ... . . . . to reach the neighboring base stations. For the time interval during which 
the base station transmits on the reverse link frequency band, the reverse 

·15 llllk re~lver in the base stati~n is_ unable-to demodulate reverse l~·;signals 
:· •' .· 

froih. mobile st~tions hl the cover~ge area of the base station. In addition, 
-. other nearby base statio~s ~ght be adversely afk~d by the reverse link· 

transmission from the ba8e station, and frame erasures might restilt. As 
with theb~' station blaxtlcing, thls would ~ccur infrequently, -so that the 

. 20 . overall syste~ performan~e would be minimally impacted. 
. . . . . . . . ~.. . 

Scheduling of these transmissions is required so that all base stations 
kn~~ at what time to search for the timing probe. A base station. in need of ' . . . . . .. 

· syhcltronization would request· that measurement of its probe b~ performed 
. -by neighboring base stations. The data indicative of the base station timing 

25 is then used with the known distance between base stations to develop a set 
. · of timing error values. As with the previous method the timing error 
·values are then -used . to adjust the timirig. of variqus base stations in the 
network. 

As with the base blanking approach, the link budget for transmission 
30 of'the probe from b~sestation to base station must be sufficient to overcome 

the additionai path loss due to the larger distance. The same .10 or 11 dB 
increase in path loss is to be expected, and the same mitigating factors 
discussed above apply to this approach. If we assume that the base station .· . . 

uses a standard mobile station power amplifier (-200mW) for its 
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transmitter, then the base station ·blanking approach has a larger link 

margin given that the base station pilots are generally transmitted at 10-20% 

of. the base HP A, i.e., the pilot is transmitted at about 1-4W. However, the 

factors discussed: above are much larger than the difference in power 

5 amplifier size, so for most networks either technique would apply equ~y 

well. 

FIG. 3 illustrates the second exemplary embodiment for 

synchronizing the timing between two base stations- base station 300 and 

base station 304. As described earlier, forward link signals are transmitted in 

10 a first frequency band and reverse link signals are transmitted in a second. 

frequency band. In the exemplary embodiment, the forward link signals arid 

the reverse link signals are code division multiple access (CDMA) signals~ 

As described above base station 300 knows when to search for the 

probe sequence from base 304. One method for providing this information 

15 to base station 300 is for base station 304 to send a request message to a base 

station controller (not shown) that is in communication with both base 

station 300 and base station 304. In response to the request message from · 

base station 304, the base station controller generates a probe schedule 

message indicating the time at which the probe is to be transmitted by base 

20 station 304 and provided this message to base station 300. The difference 

between the scheduled time for receipt of the probe at base station 300 arid · 

the time· at which base station 300 does receive the probe from base statiC>n 

304 is the time error in base station 300 with the assumption that the timing 

clock in base station 304 is correct~ 

25 Base station 304 includes all of the circuitry necessary for typical 

operation. In addition, base station 304 indudes the capability of 

transmitting messages on the reverse link frequency band while 

simultaneously inhibiting reception of reverse link signals. In base station 

304, pilot symbols and forward link traffic data are provided to forward link 

30 modulator 322. In the .exemplary embodiment, forward link modulator 322 

is code division multiple access modulator as described in detail in the 

aforementioned U.S. Patent No. 5,103,459. The code division multiple 

access signal is then provided to forward link transmitter (FL TMTR) 320, 
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which upconverts, -filters and amplifies the forward link signal for 

transmission through .antenna 318. 

Reverse link. signals are received through antenna 326 and provided 

through switch 324 to reverse link receiver (RL RCVR) 330. . Receiver 330 

5 downconverts, filters and amplifies the receiveci reverse ·link· signal in 

accordance with the reverse link frequency band and provides the received 

signal to reverse link (RL) demodulator 332. An exemplary embodiment of 

a method and apparatµs for demodulating CDMA signals is described in 

aforementioned U.S. Patent No. 5,654,979. 

10 When .base station _304 is ready to transmit a synchronization probe 

(?n the reverse link to base station 300, switch 324 toggles such that instead of 

providing the ·data received . on antenna · 326 ·to receiver 330, data for 

transmission is provided by switch 324 from reverse link transmitter 

(RL TMTR) 352 to antenna 326. The toggling of switch 324 prevents the 

.15 .·.timing message transmitted on the reverse link frequency band from.being 

.· received ' by. the reverse . link receiver 330. This prevents the signal 

transmitted from base station· 304 on the reverse link from damaging the 

receiver hardware in base station .304. · - ·· 

. At a· designated time (tuansiDiJ, timing element 350 outputs ·a trigger 

20. E;ignal to message generator 337 and to switch 324~ Switch 324 toggles in 

response to the trigger signal from. timing element 350. In response to the 

. trigger signal from tiritlng element . 350, message generator (MSG GEN) 337 

g~eratefi a predeter~ined symbol sequence which is provided to reverse 

link transmitter (RL TMTR) 352. Reverse link transmitter 352 upconverts, 

25 filters and amplifies .. the signal. The signa1 output by reverse link 

transmitter 352 is provided through switch 324 for transmission through 

antenna 326. 

In base station 300, pilot symbols and traffic data are provided to 

forward link (FL) modulator 306. In the exemplary embodiment, forward 

30 link modulator 306 is code division multiple access modulator as described 

in detail in the aforementioned U.S. Patent No. 5,103,459. The CDMA signal 

. is then provided to forward link transmitter (FL ·TMTR) 308 which 
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upconverts, filters and amplifies the forward link signal for transmission 
through antenna 310. 

Reverse link signals are received in base station 300 through antenna 
.316 and provided to reverse link receiver (RL RCVR) 314. Receiver 314 

. 5 downconverts, filters and amplifies. the received reverse link · signal' and 
provides the received signal through switch 315 to reverse link (RL) 
demodulator 312. An exemplary embodiment for demodulating reverse 
link CDMA signals is described in aforementioned U.S. Patent No. 5,654,979. 

At a designated time, switch 315 toggles so as to provide the reverse 
10 link data through switch 315 to matched- filter (MF) 315; In the exemplary 

embodiment, the designated time to toggle switch 315 (1-itctJ will be 
determined in accordance with the equation: 

15 
(2) 

where ttransmit is the designated time to transmit . the probe from base 
station 304, R is the distance between base station 300 and base station 304, c 
is the speed of light and twindow is a windowing function over which base 
station 300 will search for the probe from base station 304. 

20 At the designated switching time, the received signal is provided 
through switch 315 to matched filter 317. In a first embodiment of switch 
315, switch 315 continues to provide the reverse link signal to reverse link 
demodulator 312 while providing the reverse link signal. to matched 
filter 317. If the probe is tra.nSmitted at sufficient energy that the reverse link 

25 is essentially interrupted during the transmission, switch 315 may for a 
period inhibit the provision of the reverse. _link signal to reverse link 
demodulator 312. 

Matched filter 317 is designed to provide the maximum signal to 
noise power ratio at its output for the predetermined transmitted sequence. 

30 Realizations of matched filter 317 are well known in the art. Two methods 
of realizing matched filter 317 include use of a convolution base matched 
filter and a correlator based matched filter. The function of matched filter 
317 is to output a high power signal when the predetermined sequence is 
received. 
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The output from matched filter 317 is prov~ded "to energy detector 319. 
Energy detector 319 detects the reception of the ·synchronization probe by 
identification of suffic:iently high correlation energy from matched filter 317. 
Upon detection of receipt of the synchronization probe, energy detector 319 

5 . sends a signal to timing adjustment element 3~1. Timing adjustment 
element 321 compares the time of receipt of the probe from base station 304 
with ;the time at which it anticipated receiving the probe from base station 
304, as described previously the difference is indicative of the timing error 
between base station 300 and base station 304; A timing· adjustment signal is 

10. , provided from timing adjustment element 321 to forward link modulator 
.. · 306. In response to the timing adjustment signal, the internal clocks of base 

station 300 are adjusted~ 

m. Use of fixed stations to measure base station transmissions. 

· 15 A problem .otcitts ·'with the · methods abo~e when there is a base 
·· · station that carinot see any other base stations. For instance, a base ·station in 

· · · · ... a subwajr may be i.Sofated from all other base stations, but still able to receive 
· · signals from· mobile 'stati~ns ·which are in. handoff with other base stations. 
' Effectively, the sigrial needs t~ go ~round a very sharp corner in order to go 

20 frotn one baSe 'station to ·the other; but a mobile station in the proper 
. . 

location.is able to receive sigriais from both base stations. 
To· cover these. cases where· there is no base station to base station 

propagation path, a fixed dummy station· is installed which delivers pilot 
phase measurements on command. Since the fixed dummy stations are 

25 stationary and at known locations, estimates of timing error between two 
base stations may be'made as long as the fixed dummy station can measure 
pilots from both base stations, and report the measurement to one of the 

. . . 

base stations. The base Station uses the distances from the base stations to, 
the fixed dummy· station together with the relative pilot delays reported in 

30 the message to determine its timing relative to the other base station. 
If it is difficult to place the fixed dummy station in the region where 

the base stations· are close to the same power level, then it may be necessary 
to employ blanking of the nearer base station in order to measure the delay 
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to both base stations. ·In order to accomplish this, the base station tells the 

fixed dummy station to perform. two pilot measurements, one· before the 

blanking and one during. The combination of information in these 

measurements is then equivalent to the single measurement made on two 

5 pilots simultaneously. 

The performance of fixed dummy. stations depends on the relative 

strengths of the base stations to be measured·. Assuming a pilot at _;7dB 

Ec/lor, and another base station lOdB stronger, the weak pilot is at -17dB 

Ee/Io. In order to get 90% detection probability in Rayleigh fading and a false 

10 alarm rate of 10%, an SNR of 21dB is required, so integration over 6000 chips 

is necessary. This is about 5msec with a chip rate of 1.23MHz. If the other 

base station is 20 dB stronger, then integration over 50 msec is required. 

Coherent integration over 50 msec is probably possible for a fixed dummy 

station, but does require significant processing to consider the various delay 

15 hypotheses. The acceptable level of coherent. integration determines how 

closely matched the path losses between the two base stations must be to ·· 

avoid the requirement of blanking the nearby base station. 

Fig. 4 illustrates the case where there is no base station to base station 

, propagation path. Obstruction 400 blocks any propagation path between base· 

20 station 402 and base station 404. To deal with the lack of a propagation path 

between base stations. 402 and 404, fixed dummy station 406 is situated· so · 

that there exists a propagation path between base . station 402 and fixed 

dummy station 406 and base station 404 and fixed ··dummy station 406. 

Because fixed dummy 406 is stationary and at a known location, estimates of 

25 timing error between base stations 402 and 404 may be made as long as the 

fixed dummy station can measure the phase of forward link signals from 

both base stations 402 and 404, and report the measurement to one of the 

base stations. 

In base station 402, the pilot and traffic symbols are provided to 

30 forward link (FL) modulator 408. In the exemplary embodiment, forward 

link modulator 408 is code division multiple access modulator as described 

in detail in the aforementioned U.S. Patent No. 5,103,459. The code division 

multiple access signal is then provided to forward link transmitter 



W000/35117 PCT/US99/28705 

22 

(FL TMTR) 410, which upconyerts, filters· and amplifies the ·forward link 
signal for transmission throq.gh :ant~nna 412. Reverse link signals are 
received through antenna 414 and provided to .. r~verse link receiver (RL 
RCVR) 416. Receiver 416 4ownconv~rts, Jiltef.s\ ·. and· amplifies received . . . . ···:··,. 

5 reverse link signals i~ accordance with .the revers¢'.1ink frequency band and 
·. : : . ~ ' ~-

provides the receiyed signal to reverse link i' :demodulator 418. An 
·.· ·.. . ·• .· 

exemplary . emboditj\:ent of a method . and · • apP,~ratus for demodulating 
.: ~ . : ~ ; : . ; 

CDMA signals is described·in aforementioned U.S~·P;atent No. 5,654~979. 
. ' ~ : : : 

Similarly,· in .base station· 40~, the piloe and traffic· symbols are 
10 .. provided to forwaid link· ~) m~dulator _ ~o~· In the exemplary 

embodiment, forward link modulator· 420 is cod~; .·<:fivision multiple access 
. . 

modulator as described in detail in ·the afor:ementioned U.S. Patent 
;-:;; 

No. 5,103,459. The code divisicm. rttultiple aceess~~ignal is then provided to 
. ; . . . forward link · transmitter (FL TMTR) 422, ··which~ : ~1.J.pconverts, filters and . . . ~ 

. . 15 amplifies the forward link .siSnal for ·traiismiss~on~ · through antenna 424. 

Reverse link signals._ are rece~ved . through antetjna 430 and provide~ fo 

reverse link recei~er. (RL RCVR): 428~ ·R~ceiver 4:28 downconverts, filters 
.and amplifies received reverse link signals ·in .acc~rdailce with the reverse 

·.: . link frequency band :~nd·provid¢s• the-;received sigpal to reverse link (RL) · 
. . . . ·'·: ::· 

: 20 demodulator 426. 

The forward Ii.pk signals from both base st~tions 402 and 404 are . : . .. . . ~ 

received by antenna 432 of fixech:fummy station 40Ci: The signal is provided 
through duplexer 43~'. to receiver (RCVR) 43.6. Reteiver 436 down.converts, 
filters and amplifies the signal in ~ccordance·; :mth the reverse link . 

25 frequency. The received sign~s are provided to · ~earcher (SEARCH) 438. 

Searcher 438 determines the, PN offset of the. ·. forward link signals 
transmitted by base stations 402 aJl.d 404. In the exemplary embodiment, the 
forward link signals include a set of pilot symbols ·which can be used for 

. : . 

easier acquisition of the forward link signals from base· stations 402 and 404. 

30 The PN offsetsof the ·received forward link-signals are provided to 
message generator (MSG GEN), 440. ·Message g~erator 440 generates a 
message indicative of the • PN · offsets of the received signals from base 
stations 402 and 404 and provides the message to modulator (MOD) 442. In 
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the exemplary ·.~li)odiment, modulator 442 ·.jf;!>a CDMA modulator as 
· r(······ 

described in detail in U.S. Patent No. 5,103,459. 

In the exemplary embodiment, the message is transmitted as an access 

probe on the access channel of either base station 402 or base station 404. 

5 The generation of an access channel is well known in the art. In the 

exemplary embodiment of an JS-95· based CDMA access channel, the access 

probe is initially covered using a predetermined long PN sequence which is 

known by the· base station and the fixed· dummy ·station 406. In the 

exemplary embodiment, the probe is then covered by a short PN sequence 

10 and then transmitted to the base station. The exemplary embodiment for 

generating an access channel in a CDMA communication system: is 

described in detail in U.S. Patent No. 5,544,196, entitled "APPARATUS· AND 

ME1HOD FOR REDUCING MESSAGE COLLISION .BETWEEN MOBILE 

STATIONS SIMULTANEOUSLY ACCESSING A BASE .STATION ·JN. A 

15 CDMA.CELLULAR COMMUNICATIONS SYSTEM", which is assigned: to 

.. the assignee of the present i.livention and incorporated by reference herein. 

In the exemplary embodiment, the access probe carrying information 

regarding the PN offset. of the detected pilots from base stations 402 and 404 · . 

. is received by either base station 402 or base station 404. In the exemplary 

20 embodiment, the access probe is transmitted to base station 404. ·In base 

station 404, the probe is received by antenna 430 and provided to reverse 

link receiver (RL RCVR) 428. Receiver 428 downconverts, · filters and 

amplifies the received probed ·in accordance with the reverse link frequency 

band. The received signal is then provided to reverse link (RL) 

25 demodulator 424 which demodulates the probes and extracts the measured 

PN phase offsets. 

The measured PN phase offsets are provided to control processor 

(Control Proc) 446. Control Processor 446 computes the relative error· in the 

timing between base station 404 and base station 402 as described with 

30 respect to equation (1) above. The computed change to the timing is 

provided to timing adjust element . 448 which brings the clocks of base 

station 404 into. synchronization with the clocks of base station 402 in 

response to the computed timing adjustment. 
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Performing·. the necessary timing adjustm~~t irt the base station 

provides for a fast.~djustment to the timing. In ari.~lternative embodiment, 

base station 404 c~ send the information in ·th~ access probe back to a 

central controller ~uch as a base station contro.~Jer (not shown). The 

5 necessary computatiqrts can then be performed at;th.e base station controller 

. · .. 10 .. 

::. . .··'.:' 

and the necessary: t~i:ning shift can thefr be tran$~itted back to the base 
stations. This e~J;mdiment has the. additional· factor of permitting 

information from iltany base stations to be jointly evaluated and ·system 

w:ide synchronization. can· be performed· in fewer. #tances . 

. . IV~. Use of fixed st,:tions to transmit probes to bat;~ stations. 

The fixed 'dummy station may also be used. .to transmit probes on 
command. These probes are transmitted at a power level sufficient to reach 
a desired.set of neighboring cells where timirtg is to;·be adjusted. As with the 

15 mobile measurement$ described above, 'the. time errbr. estimates :are derived 

· from time-of-arrival· mea~-tirements af the base ~tations and the known 
•:.: . 

· diStanc~s from· the ~~ris to the fixecf fuohile~ 
Referring to. FIG. 5; wheri 's~chronizatio4 > is to be performed by 

between base statfon 502 and base station 504/ a 'request message is 

~ . : : 

20 ·· transmitted to mobile' station 506. The probe requ~sf message is received at 

fiXed dummy station .506 by anfefuta 542. The redeived sigrtal is provided 

through duplexer s44 to fo~ard' Hnk receiver (RdVR) 546. Receiver 546 
downconverts; filters'· 'and amplifies the ·received ~ignal in accordance with 
the reverse link frequency band. The receive(J : $ignal is provided to 

. •. . 

· 25 demodillator (Demod) 548, whiCh demodulates ~he. received· signal and 

detects the reception of·a probe request message. 

· Upon receipt of the probe request message de~tU>dulator 548 provides 
a trigger signal to message generator (MSG GEN)· 550~ Message generator 550 

generates a predeterm.ined symbol sequence and pr~vides the sequence to 
30 reverse link transmitter (TMT~) 552. Transmitter 552 upconverts, filters 

and amplifies the signal irt ·accordance with the reverse link frequency band 
. . 

and provides the signal through duplexer 544 for tr~ilsmission by antenna 
542. 
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At base ·stati~ 504, the probe signal is r~ti.e.ived b)r antenna· 540 and 
.~··. . . 

provided to rever8e link receiver (RL RCVR) '538. Reverse link receiver 538 

downconverts,. filters and amplifies the signal and· provides the signal to 

matched filter 536. ·Matched filter 536 generates an output signal the energy 

5 of which is proportional to the correlation of the expected probe ·symbol 

sequence to the received symbol sequence. The energy values are provided 

to control processor 534. Upon detection of the probe ·sequence, control 

processor 534· provides a .signal to base station controller' 506 indicative of the 

time of the reception of the probe sequence from fixed dummy station 506. 

10 Similarly, at base station 502, the, probe signal is received by antenna 

518 and provided to reverse link receiver (RL RCVR) 520. Reverse Jirik 

receiver 5.20 downconverts, filters and amplifies the signal and provides·the 

signal to matched filter (MF) 5.2.2. Matched filter 5.2.2 generates an output 

signal, the energy of which is proportional to. the correlation of the expected 

15 probe symbol sequence to the received symbol sequence. The energy values 

are provided to control processor 534. Upon detection of: the probe .seque~ce, 

control processor 534 provides a signal to base station controller indicative 

of the time of the reception of the probe sequence from fixed· dummy station 

506. Base station controller determines the timing .error correction between 

20 base stations 504 and 50.2 and transmits messages indicative of the timing · 

. correction to base stations 504 and 506 in accordance with equation (2) above. 

In base station 502, the timing error correction signal is received by 

control. processor 524 which provides a timing adjustment signal to dock 

516. The adjusted dock signal is then used by forward link (FL) modulator. 

25 510 in the generation of the PN sequences used to spread the outbound data~ 

Pilot and traffic symbols provided to forward link modulator 510 are spread 

in accordance with PN sequences determined in accordance with the 

corrected clock signal. The spread signal is provided to forward link 

transmitter (FL TMTR) 512. Transmitter 512 . upconverts, filters and 

30 amplifies the signal in accordance with the forward link frequency band and 

provides the resulting signal to antenna 514 for transmission. 

Similarly, in base station 504, the timing error correction signal is 

received by control processor 534 which provides a timing adjustment signal 

: ;..··. ·. 

. ,·,· 
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. to clock 532. The:: a<fjusted clock signal is then . ~sed by forward link (FL) 

modulator 530 in ~~'.generation of the PN sequen~~ used to spread the out 
. ; . . .· ; ~ . 

bound data .. Pilot ·cm.µ traffic symbols provided tq forward link modulator 

530,are spread in ac~qrdance with PN sequences 4etermined in accordance 
5 with the corrected ~bck signal · The spread sign:~ is provided to forward 

link transmitter (F;L .. tMTR) 532. Transmitter 5~8 upconverts, filters and 

. amplifies the sign~ in·: accordance with the forward_.link frequency band and 

provides. the resulfuig signal to antenna 526 for tfctrismission. 
. ,;. 

10 v. Fixed Transpo11der 

.:15 

A ·fifth· · ·'embodiment · · · of the : : present, ·invention for base 

·synchronization involves itse··of a simple·· trans_p9~der~ . As with the fixed 

dummy station of methods· described above, thiJ: ;transponder is plilced so 
·that it can receive signals from two or' more base stations. 
"· . ' · The· transpoild~r periC>ditally .digitizes and ~tores the reeefved signals · 

.· on the forward lir\k fbr a' short"tune, 'artd retran8nµt~ ihese samples ~n. the: 
reverse lirik. So the;franspondef gets a: srtapsho~·:of ·the base station pilot . 

· tranSmissions which··irtay ·be u8ed tO d~termirie tf,{e.:relative timing of the 

base stations. Rather than pro~ss;this mformatio~' 41 the transponder~ it is 
· 20 .· siinply relayed to the base stati6ns' for analysis. T~is. approach allows for a . 

low~cost, low-power, device to . be employed. Th~ trarlsponder may also 

· simply perform a freq\lency n:anslation of the ·inc~~ihg forward link signal 
· and retransmit on the ··reverse link without· storing-;th~ signal. This requires 

· the transponder tc>< receive and transmit at the s~'ine time, but avoids the 
25 requirement ofA/D conversion and storage of the;:samples. · · . . . . . . 

The transponder is not, in general, syilchrbnized with the CDMA 
·. system. To simplify. the processing at the b~.,station(s) to ·detect the 

transponder transmission, the transmission is pe~formed at fixed intervals 

·(for example, every 10 minutes or so). The ambiguity in the timing of the 
30 · pulse is just due to the error in the transponder clock over the time between 

transmissions. With a dock accuracy of 3x10-7 (a gotj~ low power TCXO), the 

drift is only 180 µsec every 10 minutes. 
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To simplify.~-e base station search furth~?j'.:t,the transponder sends its 

burst transmission at a reasonably high power level. ·This results in no 

significant degradation in the · system performance, since it occurs 

infrequently. The transmission may also- be proceeded by a short fixed 

5 preamble, a PN code unique to a particular transponder which may be 

detected by a simple matched filter at the base station. 

Referring to FIG. 6, in base station 602, the pilot and traffic symbols are 

provided to forward link (FL) ·modulator 608. In the exemplary 

embodiment, forward link modulator 608 is code division multiple access 

10 modulator as described in detail in the aforementioned ·U.S. Patent 

No. 5,103,459. The code division multiple access signal is then provided to· 

forward link transnµtter (FL TMTR) 610, which upcortverts, filters and ·· 

amplifies the forward link signal for transmission through antenna 612. 

Reverse link signals are received· through antenna 614 and provided · to 

15 reverse link receiver (RL RCVR) 616. Receiver 616 downconverts, ·filters:; 

and amplifies received reverse link signals in accordance with the reverse 

link frequency band and provides the received signal through switch 617 to 

reverse link demodulator 618. An exemplary embodiment of a method arid 

apparatus for demodulating CDMA signals is described in aforementioned 

20 U.S. Patent No. 5,654,979. 

- Similarly, in base station 604, the pilot arid traffic symbols are 

provided to forward link (FL) modulator 620. In the exemplary 

embodiment, forward link modulator 620 is code division multiple. access 

modulator as described in detail in the aforementioned U.S. Patent · 

25 No. 5,103,459. The code division multiple access signal is then provided to 

forward link transmitter (FL TMTR) 622, which upc:onverts, filters and 

amplifies the forward link signal for transmission through antenna 624. 

Reverse link signals are received through antenna 630 and provided to 

reverse link receiver (RL RCVR) 628. Receiver 628 downconverts, ·filters 

30 and amplifies received reverse link signals in accordance with the reverse 

link frequency band and provides the received signal to reverse link (RL) 

demodulator 626. 
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The forwa~d link signals from both ba~ .~tations 602 and 604 are 
. . .·. 

received by anteru;la.632offixed dummy ~tation· :~9~. The signal is provided 
through duplexer .~34 to receiver (RCVR} 636. ~e~eiver 636 downconverts, 
filters and ampli(ies the signal in • · accordan~?: . with the reverse link 

5 frequency. The r~~ived signals are provided toa11alog to digital converter 
(A/D) 638. The d~g.tized samples of :the receive~ signal are provided to 
digital to analog :~onverter (D/ A} 640.. Digital·."~o analog converter 640 
converts the received . digitized samples· back ·. to analog forin:at for 
µpconversion to the reverse link frequency .. ':fhe ·digitized samples are 

. 10 provided to transm,i~r (TMTR) 642 which upconverts, filters and amplifies 
, the signal in accordance with the reverse link ·frequency. band and ·provides 
.•the signal through (;fuplexer 634 for transmission through ant~a 632 . 

. In the· exemplary embodiment, the .. burst; 'transmission from fixed 
dummy station 606·which is a frequency translati~ of the received digitized 

.. 15. samples in the forward link frequency band· is recE'.iyed by either ba8e station 
. 604 or base stapon ~02. When the probe is receive4 at base·station 602, l:'robe 
.is received by ant~ 614 .and provided to reverse· link receiver .(RL RCVR) 
616. Receiver 616 ciownconverts, filters and amplifies the received probed in 

· accordance with the reverse lip.k frequency band.·. At the predetermined 
20 'time interval when the probe is anticipated to arrive, switch 617 provided 

·. . the received signal to searcher 619; 

Searcher 619 ~etermines the relative phases of the base station 
. transmissions which r~yed hy:the transponder 6~6~, The PN searcher must 
examine the signal fo-t a window around the expected transmission time of 

25 the transponder, , since the transponder is · not.· synchronized with the 
: . ~ 

network, and some timing drift may have occurred since the last ·burst 
transmission. Search.er 619 performs the forward link search operation as 
described with respect to forward link demoq.ulator 136 of the first 
_embodiment. Searcher 619 detects the phase of t~e forward link signals 

30 from base stations 602 and 604. In the exemplary embodiment, searcher 619 
detects the phase offset of the pilot channels from base stations 602 and 604. 

Searcher 619 provides the detected phase of the forward link signals to 
control processor ~50, which computes the adjustment necessary to 
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synchronize th~'Afi*~mal clocks of base statiori~!§~Q2 and 604. This timing 
":.;·"" ', .:.c.;;:·. 

adjustment is eitlter applied by the base station which performed the search, 

or sent to the base. station controller on a backhaul link to be relayed to base 

station 604. 

5 If the timing, adjustment is. ·to be perfo~ed by base station 602, then · 

control processor 650 computes the necessary change to the internal timing 

of base station 602. and provides a signal indicative of that change to clock 

652. Clock 652 adjusts its timing in accordance with the signal and forward 

link modulator 608 uses the adjusted clock in the modulation of the forward 

10 link signal from base station 602. 

If the timing adjustment is to be performed by base station 602, then 

control processor 650 computes the necessary change to the internal timing · 

of base station 604 and provides a signal indicative of that· change to base 

station controller 654. Base station controller 654 sends a message indicative 

15 of the timing adjustment to control processor 646 of base station 604. 

Control processor 646 sends a signal to clock 648~ in response to which' the 

timing of clock 648 is adjusted. Clock 648 adjusts its timing in accordance 

with the signal and forward link modulator 620 uses the adjusted clock in 

the modulation of the forward link signal from base station 604 .. 

20 The previous description of the preferred embodiments 'is provided 

to enable any person skilled in the art to make or use the present invention:~ 

The various modifications to these embodiments will be readily apparent to 

those skilled in the art, and the generic principles defined herein may be 

applied to other embodiments without the use of the inventive faculty. 

25 Thus, the present invention is not intended to be limited to the 

embodiments shown herein but is to be accorded the widest scope consistent 

with the principles and novel features disclosed herein. 

WE CLAIM: 
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CLAIMS 
. . . ' . 

1. ·A system for synchronizing :the clocks of a first base station and 

2 a second base station comprising: 

· first base station for transmitting 'a wireless communication signal; 
·. 4 and 

second base station for receiving: said wireless communication signal 

6' and for adjusting art internal clock in ac~ordcirice with s~d received wireless 

communication signal. 

· 2. ·· The ·system ofOaim 1 wherein· said wireless commun1cation 

2 signal is transmitted 6n a forward Hnk · frequency band and wherein said 

second base stition is furth~r for·receiving' reverse link signals from mobile 

4 stations and whe~in said reverse Hnk. signals are received in a reverse link 

frequency that is different from s~id :forward link frequency band. 
'· .. ·, .. •• 'J • 

3. The system of ·'ci~ y whe~ein said second base ~tatic:m 
; .· 2 . comprises: . . ' ::·· 

. . . reverse link receiver ::subsystem :for receiving signals from a mobile 

4 . station on a reverse link frequency·band;: : .. 

forward link receiver . subsystem:. for . receiving·. signal ·from said first 

. 6 . base station on a forward link fn!quency band; and 

timing adjustment means .for adjusting said internal clock in 

8 accordance with said received forwc:trd link signal. · 

4. The system of Oaim 3 wherein said second base station further 

2 comprises a forward link transI11ission . subsystem for transmitting a signal 

on said forward linkJrequency band. 

5. The system of Claim 4 wherein said second base station further 

2 comprises a switch for inhibiting transmission by said forward link 

transmission subsystem while said forward link receiver is receiving signal 

4 from said first base station. 
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6. A base station comprising: 

2 reverse link receiver subsystem' for receiving signals from a. mobile 

station on a· reverse link frequency band; 

4 forward link receiver subsystem for receiving signal from a first base 

station on a forward link frequency band; and 

6 timing adjustment means for adjusting said internal clock in 

accordance with said re('.eived forward link signal. 

7. The base station of Claim 6 wherein said base station further 

2 comprises a forward link transmission subsystem for. transmitting a signal 

on said forward link frequency band. 

8. The base station of Claim 7 wherein said base station further 

2 comprises a switch for inhibiting transmission by said forward link 

transmission subsystem while said forward link receiver is receiving signal 

4 from said first base station. 

9. A system for synchronizing the clocks of a first base station and 

2 a second base station comprising: 

first base station for transmitting a wireJess communication signal on 

4 a reverse link frequency band; and 

second base station for receiving said wireless communication signal 

6 and for adjusting an internal clock in accordance with said received wireless 

communication. signal. 

10. The system of Claim 9 wherein said first base station transmits 

2 said wireless communication signal at a predetermined time and wherein 

said second base station adjusts said internal clock based on the time of 

4 arrival of said wireless communication signal. 

11. The system of Claim 10 ·wherein said first base station 
2 comprises: 
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forward· link transmission subsystem for transmitting signals on a 

4 forward link frequell.cy bariQ.; 

reverse link .receive 'subsystem: fo~ receiving signal from a mobile 

6 station on a reverse link frequency band; and 

reverse link transmitter . subsy~t~m for tra~smitting said wireless 

8 communication signal on said reverse lin~ frequency band. 

12. The system of Claim 1l wherein said first base station further 

2 .. comprises a switch Jor inhibiti~g ·the reeeption of said signal from said 

mobile station while· said reverse link transmitter ·is transmitting on said 

; 4. . .reverse link frequency band.: 

13. A base station· comprising:. 

2·... forward ·link transmission· su))system for transmitting signals on a 

· .forward link frequency band; · 

4 reverse link : receive subsystem .. for receiving signal from a m~bile 

station on a reverse link frequency band; and 

. 6 reverse link transmitter subsystem for transmitting said· wireless 

cm;nmunication signal on said ·reverse link frequency band. 

14. The base station· of Claim 13 further comprising a switch for 

2 inhibiting the reception of said signal from said mobile station while said 

.. reverse link transmitter is transmittmg on Sa.id reverse link frequency band. 

15. A system for synchronizing the clocks of a first base station and 

2 a second base station comprising: 

first base station for. transmitting' a first wireless communication 

4 signal; 

second base station for transmitting a second wireless communication 

6 signal; and 

dummy station for receiving said first wireless communication signal 

8 and for receiving said second wireless communication signal and for 
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generating a signalindicative of the timing of siM~l:;first base station and· the 

lO timing of said sec6hd. base station. ''··· ,,,, 

16. The system of Claim 15 wherein said dummy station is further 

2 for transmitting said signal indicative of the timing of said first base station 

and the timing. of said second base station. 

17. The system of Claim 16 wherein said dummy station generates 

2 said signal indicative of the timing of said• first base station and the timiitg of 

said second base ·station in accordance with the phase of said first wireless 

4 communication signal and said second wireless communication signal. 

18. The system of Claim 16 wherein said first wireless 

2 communication signal and said second wireless communication signal are 

code division multiple access signals. 

19. The system of Claim 18 wherein said dummy station 

2 determines the phase offset of the pseudonoise spreading of said first 

wireless communication signal and said second wireless communication 

4 signal and wherein said signal indicative of the timing of said first base 

station and the timing of said second base station is determined in 

6 accordance with the phase offset of the pseudonoise spreading of said first 

wireless communication signal and said second wireless communication 

8 signal. 

20. A system for synchronizing the clocks of a first base station and 

2 a second base station comprising: 

dummy station for transmitting a wireless communication signal; 

4 first base station for receiving said wireless communication signal 

and for computing the time of arrival of said wireless communication 

6 signal at said first base station and for sending a message indicative of the 

time of arrival of said wireless communication signal at said first base 

8 station to a central controller; 
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second base station for receiving said wireless communication signal 

lO and for computing the time of arrival. of said. wireless communication 

signal at said first base station and for sending a message indicative of the 

12 time of Cll'rival of said wireless communication signal at said second base 

station to a central· controller; and 

14 central controller for generating a timing adjustment message in 

accordance with said message indicative of the time of arrival of said 

16 wireless communication signal iind said message indicative of the time of 

arrival of said wireless communication signal at said second base· station and 

18 for transmitting said timing adjustme11t message to said first base station. 


