A LI GHT EM TTI NG DEVI CE AND ELECTRONI C APPARATUS USI NG THE SAME ABSTRACT
OF THE DI SCLOSURE Providing a light emtting device capabl e of suppressing
the variations of |umnance of OLEDs associated with the deterioration of
an organic light emtting material, and achieving a consistent |um nance.
An input inmage signal is constantly or periodically sanpled to sense a
l'ight em ssion period or displayed gradation |evel of each of light
emtting elenents of Dpixels and then DI er suf fering the greate
det eri or at i dh-LHFTd&d i ia? APPARATDS et i ons
of the sensed vaI ues. A current suppﬂ;y_mo the target pixel is corrected
for achieving a desired |lum nance. The other pixels than the -target pixel
are supplied with an excessive current and hence, the individual gradation

| evel s of the pixels are Im@geﬁm@yoq.omg@j]s@gos%]ﬂgi mage signal for
driving the pixel with the deterrorate e} emtting elenent on

as- needed basi s, the correction of the inmage signal nade by conparing the
accunul ati on of t nse éntl ues, of . each of the other pixels with a

previously stored ’°€f ng grlight cmitting feyich Fapahie Q5 MLRPressine b oariations off ¢ he
light em ttifigingh &G OLEDs associated with the deterioration of an organic light emitting

5 material, and achieving a consistent luminance. An input image signal is constantly
or periodically sampled to sense a light emission period or displayed gradation level of
cach of light emitting elements of pixels and then, a pixel suffering the greatest
deterioration and decreased luminance is ptcdicted from the accumulations of the
sensed values. A current supply to the target pixel is corrected for achieving a

10 desired luminance. The other pixels than the target pixel are supplied with an
excessive current and hence, the individual gradation levels of the pixels are lowered
by correcting the image signal for driving the pixel with the deteriorated light emitting
element on as-needed basis, the correction of the image signal made by comparing the
accumulation of the sensed values of each of the other pixels with a previously stored

15 data on a time-varying luminance characteristic of the light emitting element.
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