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ABSORBENT ARTICLE WITH FOAM ABSORBENT STRUCTURE . . . 

PROVIDING IMPROVED MENSES A,<;QlJISITION AND FIT 

FIELD OF THE iNVE'NT.iON 
. :.= .. ........ . 

.. ,·:: 

The present invention relates to absorbelit ·ktitl~$·Such as sanitary napkins, panty 
·.· ·, ...... ;.: ,:····.. . 

liners, and the like. More particularly, the pres~fhwentjon relates to absorbent articles 

of the foregoing type which have a foam abSpr~nt ~ture that provide improved 
acquisition of blood based liquids such as me~s, ~d;.iJ,ilproved fit relative to a female 

wearer's body. 

BACKGROJ,JND OF THE~INYE?ffiON 

Absorbent articles such as sanitary nap~, pantiltners, and incontinence pads are 

devices that are typically worn in the crotch region ofanJ.mdergannent. These devices 

are ·designed to absorb and retain liquid and other di~ges ftom the human body and 

to prevent body ~d clothing soiling. Sanitary napkins ~ a type of absorbent article 
. . . 

wom by women in _a pair of panties that is nonnally :p<.sitioned between the wearer's 

legs, adjacent to the perineum. Sanitary napkins Qf' a wide variety of shapes and 

dimensions are currently used by women for the collection of menses and other bodily 

discharges. 

In the past, a number of efforts have been directed.at providing sanitaiy napkins 

that maintain contact with the wearer's body. O~J•~tem~f:to provide such body contact 

is disclosed in U.S.'Patent 2,747,575 issued May 2~~:l9S~to Mercer. The Mercer patent 

discJoses a catamellial bandage having a longitudiiiaJ'hufup which bulges towards and 

may contact the body of the wearer. The catam~ffia1 bandage described in the Mercer 

patent suffers from~eral disadvantages, howev¢iL~iF~~ the size and shape of 
the absorbent pad arid hump in the Mercer banda8e -~~ to limit the conditions under 
which the bandage .1s able to maintain contact wi'qi. (~d/conform to) the body of the 

wearer. The portions of the band~e that lie late~ty'.t(,/tlie sides of the hump are not 

thin and flexible. In addition, the hump of the M~cc:r 'b,~e is made of a cellulosic 
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material, and,· as a result, may tend to collapse and beconie permanently distorted during 
use. 

U.S. Patent No. 4,425,130 issued to DesMarais on January 10, 1984, discloses a 
compound sanitary napkin that comprises a primary menstrual pad and a panty protector 
joined to one another at their corresponding ends in such a manner that the two 
constjtuents are free to move relative to one another along essentially their entire 
common length. The primary menstrual pad is intended to .. absorb the bulk of the bodily 
fluids discharged by the user, while the panty protector i~ intended to protect the user's 
garments from soiling. In use. the relative freedom of m~ement between the primary 

menstrual pad and the panty protector serves to main~ the primary menstrual pad 
adjacent the user's crotch region while the panty protectOr remains associated with the 
user's undergarment 

The current tendency has been to develop sanitary ·11apldns that are increasingly 
thinner, and thus more comfortable and less obtrusive;· qian prior sanitary napkins. 
Rec~tly, efforts have been directed at developing thin ~tary napkins which have the 
capacity to absorb and contain medium to high menstrual.~ischarges. Previously, such 
discharges could only be handled by relatively thick sanitaiy napkins. Examples of thin 
sanitary napkins having capacities great enough to handl_e mediwn to high menstrual 
flows iare disclosed in U.S. Patent Numbers 4,950,264 and'S,009,653, issued to Osoom, 
III, on August 21, 1990 and April 23, 1991. respectively. 

·it is also desirable that sanitary napkins, not only. .. maintain contact with, but 
confonn as closely as possible to the wearer1s body. Such .,body-confonning capability 
increaSes the effectiveness of the sanitary napkin by reduci~ the possibility that menses 
will travel around the perimeter of the sanitary napkin l#d ·1eak. There have been a 

number of recent efforts to provide sanitary napkins and 'Other absorbent articles with 

improved body-conforming characteristics. In addition Jo .. :Serving as examples of thin 
sanitary napkins, the sanitary napkins disclosed in the al>c.lYe·mentioned Osborn patents 
also serve as examples of anatomically-confonning sani~·g.pkins. While the sanitary 

napkins disclosed in the Osborn patents work quite . ~ll~ the search for improved 

sanitary napkins has continued. 

For example, PCT International Patent Applic¥on Publication No. WO 
94/16658, entitled "Generally Thin, Flexible Sanitafy Nap.kin With Central Absorbent 
Hump", published on August 4, 1994, discloses a genera]ly:~n, flexible sanitary napkin 
which has a central absorbent hump, and is capable of handling medium to high 
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menstrual flows. The hwnp is particularly useful in fitting into the space between the 
wearer's labia to more readily intercept menses and Q.ther bodily discharges when they 
leave the wearer•s body. The search, however, :bas .c<>ntinued for improved sanitary 
napkins., particularly sanitary napkins that will achie~~ .even better fit within the space 
between the wearer's labia majora, and which are m~:adept at absorbing blood-based 
liquids, such as menses. 

The development of highly absorbent articles for blood and blood-based liquids 
such as catamenial pads (e.g., sanitary napkins),:tampons., wound dressings, bandages 
and surgical drapes can be challenging. Compared to· water and urine, blood and blood 
based liquids such as menses are relatively complex mixtures of dissolved and 
undissolved components (e.g., erythrocytes or red bl~d cells). In particular, blood­
based liquids such as menses are much more viscous ~ water and mine. This higher 

viscosity hampers the ability of conventional absorb.elit materials to efficiently and 
rapidly transport these blood-based liquids to region~· remote from the point of initial 

discharge. Undissolved elements in these blood-baset;l liquids can also potentially clog 
the capillaries of these absorbent materials. This ~es the design of appropriate 
absorbent systems for blood-based liq~ids such as menses particularly difficult. 

Foams of various types have been suggested fo1; use in tampons, sanitary napkins 
and other anicles that absorb blood and blood-b-c( llquids. See for example U.S. 
Patent 4, 110,276 (DesMarais), issued August 29, 197s:>(~ft, flexible, open celled foams 
made from polyurethanes, cellulose, or styrenelbutf4ie,ne rubber that can be used in 
tampons and sanitary pads); U.S. Patent 4,752,349 (Gebel), issued June 21, 1988 (foams 
of "medium cell size" hydrophilized by surfactant treatment and having a density within 
the range of 0.1 to 0.8 glee); U.S. Patent 4,613,543 Cl'>abi), issued September 28, 1986 
(hydrophilic cellular polymers used in catameniill ~ucts); U.S. Patent 3,903,232 
(Wood et al.). issued September 2, 1975 (compress~ hydrophilic polyurethane foams 
useful in biomedical applications, including catam~~)kvices); U. S. Patent 4,049,592 
(Marans et al.) issued September 20, 1977 (bio,cle~le hydrophilic polyurethane 
foams highly absorptive upon contact with liquids. ot bodily liquids having utility in 
sanitary napkins and the like). Prior foams used ~ ille~· products have tended to have 
relatively large cell sizes. As a result, these priot foams do not exert sufficient fluid 
capillary pressure for blood and blood-based liquids jJ . acquire discharged menstrual 
liquids quickly from and through ·the topsbeet of :C~taznenial products such as sanitary 
napkin . This results in undesirabl~ rewet since the:s~e fa immediate contact with the 
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bod)' retains some of the fluid that is not absorbed into .. tJi~ core and is available to be 

transfe1Ted back onto the body of the wearer. 

Suitable absorbent foams for absorbent products tia,ve also been made from High 
lnteriial fhase ,Emulsions (hereafter referred to as "Hl.P~"). See, for example, U.S. 
Pa~t 5,260,345 (DesMarais et al), issued November 9, J 993 and U.S. Patent S,268,224 

(DesMarais et al), issued December 7, 1993. These absorbent HIPE foams provide 

d~ble urine handling properties, including: (a) re~~yely good wicking and fluid 

distribution characteristics to transport fluid away from·~ .Witial impingement zone and 
into the unused balance of the foam structure to allow !Or.subsequent gushes of fluid to 
be accommodated; and (b) a relatively high storage capacity with a relatively high fluid 

capacity under lo~ i.e. under compressive forces. These)lIJ>E absorbent foams are also 

sufti~iently flexible and soft so as to provide a high ~~ of comfort to the wearer of 

the absorbent article; some of these foams, such as those described in U.S. Patent 
. ·. : ~.' 

S,387,207 issued February 7, 1995 (Dyer, et al.), can. be made relatively thin until 
subsequently wetted by the absorbed body liquids. See .also U.S. Patent S,147,345 
(Young ~t al), issued September 15, 1992 and U.S. Paierit 5,318,554 (Young et al), 

issued June 7, 1994, which disclose absorbe.IJ.t cores having a fluid 
acquisition/distribution component that can be a hydrophi}ic, flexible, open-celled foam 

such as a melamine-fonnaldehyde foam {e.g., BASOTEc°ru made by BASF), and a 

fluid storage/redistribution component that is a lUPE-based absorbent foam. 

HIPE foams can provide the fluid capillary pressure ~ecessary to remove most of 
the menstrual fluid from the body, or topsheet adjacent to.the body, thus minimizing 
rewet. However, it has been found that the residual hy~b.le salts such as calcium 
chlori4e typically present in prior HIPE foams can impair ~e ,rapid acquisition blood and 

blood-based liquids by these foams, and especially the ~~~g of such liquids within 

these foams. As noted above, blood and blood-based liqu,i(b such as menses are more 
highly viscous than water and especially urine. The bighe~ :'Viscosity of these liquids is 
further increased by the presence of these salts. Moreover,: ptiqr IBPE foams often had a 

foam microstructure too small to admit readily the undissol'!¢d components of blood and 

blood-based liquids such as red blood cells. 

Therefore, it is an object of the present invention to provide an absorbent article, 

such as a sanitary napkin that maintains contact with and copf()nns as closely as possible 

to the wearer's body. 
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It is another object of the present invention to prQvide an absorbent article, such as 
a sanitary napkin that is comprised of a foam material which is especially suitable for 
handling, absorbing, and storing blood-based liquids, sueh as menses. 

It is another object of the present invention to provide mubsorbent structure for an 
absorbent article, where the entire absorbent structure ·~~,absorbent and resilient so that 
the absorbent article does not require a separate resilie~t .• component that would interfere 
with the overall absorbency of the absorbent structure. 

It is another object of this invention to provide a sanitary napkin which readily 
intercepts menses when discharged by being highly compressible so that it can be 
compressed to a relatively small si:ze to comfortably fit and maintain contact with and 
conform to the shape of the female wearer's body, particularly with the inwardly-facing 
surfaces of the labia majora, or it can occupy the relat.ively large area in the crevice 
between the wearer's buttocks {or gluteal groove). 

It is an additional object of the present invention to provide an absorbent article, 
such as a sanitary napkin, that has an absorbent strµcture which can routinely and 
comfortably fit interlabially on wearer's having a wide variety of body dimensions. 

These and other objects of the present inyention ... will be more readily apparent 
when considered in reference to the following descriptioli and when taken in conjunction 
with the accompanying drawings. 

SUMMARY OF UIE INVENTION 

The present invention is directed to absorbent aqi.cles for wearing by a human 
female such as sanitary napkins, panty liners, interlabial,Clevices, and adult incontinence 
pads which provide improved acquisition of blood·baSed liquids such as menses, and 
improved fit relative to a female Wearer's body. 

The absorbent article comprises a primary absorbent component having a base 
and an apex. In one preferred · ~.ribodiment, the width• bf the base is greater than the 
width of the apex and the width of said .primary absorbeni component decreases from the 
base to the apex. Preferably, at l~i a portion of the prll:riary absorbent component has a 
width of less than or equal to abC,,ut 9.5 mm, or is cortt~essible to such a width. The 
primary absorbent component eomprises a compresSlble and resilient, hydrophilic, 
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flexible, nonionic polymeric foam structure of interconnected open cells which is capable 

of absorbing blood and blood-based liquids. The foam structure is compressible under 

such forces that when it is placed in the space between the wearer's labia majora, it will 

be compressed without defonning the wearer's labia, and will be molded by the wearer's 
labia and conform to the shape thereof. The absorbent article is, thus, very comfortable 
to wear. In addition, in a particularly preferred embodiment, the absorbent article is 

provided in the fonn of a sanitary napkin in which the primary absorbent component 

will be able to fit in the space between the wearer's labia (and gluteal groove) by the 
simple action of placing the sanitary napkin in a pair of panties, and pulling up the 
panties. 

The foam materials used in the absorbent article of the present invention are 
capable of absorbing blood and blood-based liquids such as menses and then moving 
these absorbed liquids efficiently to other regions of the foam. These absorbent 

polymeric foam materials comprise a hydrophili~ flexible, nonionic polymeric foam 

structure of interconnected open-cells. This foam structure bas: 

A) the ability to wick artificial menstrual fluid (AMF) vertically to a height of 5 
cm in less than about 40 minutes; 

B) a capillary specific surface area in the range of from about 0.0080 to about 
0.040 m2/cc; 

C) a resistance to compression deflection of from about 5 to about 85% when 

measured under a confining pressure of 0. 74 psi at 31°C after 1 S minutes; 

D) a free absorbent capacity of from about 20 to about 125 gig; 

E) less than about 2% of residual hydratable salts. 

A particulady important attribute of the foams u~. in the present invention is 

that the connecting passages (boles) between the cells of·.these foams are sufficiently 

large to pass insoluble solids such as erythrocytes (mean ~8.meter 8 µ.m). As a result, 
these holes do not become bloc.ked or obstructed by bloqd and blood-based liquids 

absorbed by the foam. Even though the cells and hol.es are large enough to allow free 

movement of insoluble components in blood and blc)od-based liquids, they are 

sufficiently small so as to produce the necessary high Caj,illary absorption pressure 

required of absorbents used in catamenial products~ hi other words, these foams 
combine high capillary absorption pressure with suffici~nt openness to allow free 
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movement of the insoluble components in blood and bloOd-based liquids such as menses. 
Typically, the cells of these foams have a number average cell size of from about 30 to 
abqut 130 ~while the holes between these cells have a number average hole size of 
from about 5 µm to about 30 µm. 

The process of fonning the foams used in the .. present invention allows these 
absorbent foams to have cells and holes small enough to provide a high capillary 
absorptive pressure but large enough to prevent or miDiinize blockage by the insoluble 
components of these liquids. In addition. this process removes most of the residual 
electrolytes (i.e., hydratable salts) from the foam. While th~ hydratable salts are 
typically needed during initial formation of the HIPE, .:their presence in the resulting 
foam can adversely affect its ability to absorb blood ~ blood-based liquids such as 
menses, especially as the concentration of these salts in ipe foam increases. Accordingly, 
it is;desirable to reduce the level of these hydratable salts.Jn the foam. 

In one preferred embodiment, the absorbent · article comprises a primary 
absorbent component, comprising an acquisition/fit portion and a storage portion. The 
acquisition/fit portion comprises a hydrophilic, flexible, nonionic polymeric foam 
structure of interconnected open cells which is capable~of absorbing blood and blood­
based liquids. The foam structure forming the acquisition/fit portion has a first width 
and the cells within the foam structure are of a size within a first range of values (or first 
average cell diameter or 0 cell size"). The storage portio11 also comprises a hydrophilic, 
flexible, nonionic polymeric foam structure of interconn¢cted open cells which is capable 
of absorbing blood and blood-based liquids. The fo~ structure forming the storage. 
portion has a second width and the cells within the foam :structure have a second cell size 
(or second average cell diameter or "cell size"), wherein'. the second cell size is smaller 
than the first cell size and the first width is less than the ~ond width. 

BRIEF DESCRIPTION OF THEDWAWINOS 

While the specification concludes with claims 'particularly pointing out and 
distinctly claiming the subject matter which is regarded ~j fonning the present invention, 
it is believed that the invention will be better understood,from the following description 
which is taken in conjunction with the accompanying dra~gs in which: 
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Fig. 1 is a top plan view of a preferred embodiriient of a sanitary napkin of the 

present invention. 

Fig. 2 is a cross-sectional view of the sanitary .ri.apkin shown in Fig. l, taken 

along line 2-2. 

Fig. 3 is a bottom plan view of the sanitary napkin shown in Fig. 1. 

Fig. 4 is a top plan view of the sanitary napkin of the present invention shown 
with the side wrapping elements folded over the body~f'ilcing side of the main body 

portion, and the fasteners thereon covered with a unitary reiease strip. 

Fig. 5 is a bottom plan view of the sanitary napkin shown in Fig. 4 which is 
provided with a multiple piece panty fastener cover. 

FIG. 6 is a perspective view of the sanitary napkin in a wearer's panties. 

FIG. 7 is a top plan view of another embodiment ofa sanitary napkin. 

DETAILED DESCRIPTION OF THE INVENTION 

I. Qeneral Char@cteristics of a Preferred Embodiment of the Absorbent Article 

ofthe Present Invention. 

The present invention is directed to absorbent mpcles for wearing by a human 
female such as sanitary napkins, panty lin~ interlabial d.evices, and adult incontinence 

pads. The absorbent articles of the present invention hav~ a foam absorbent structure 

that provides improved acquisition of blood-based liquids'such as menses, and improved 

fit relative to a female wearer's body. 

The absorbent article comprises a primary absorbe~t component having a base 

and an apex. In one preferred embodiment, the width ()f :~e base is greater than the 

width of the apex and the width of said primary absorbent.:component decreases from the 

base to the apex. The primary absorbent compon~t .'comprises a compressible, 

hydrophilic, flexible, nonionic polymeric foam structure of interconnected open cells 

which is capable of absorbing blood and blood-based liqtiids. The foam structure is 
compressible under such forces that when it is placed in t.lte~ space between the wearer's 
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labia majora, it will be compressed without defonning .·the wearer's labia, and will be 

m<?lded by the wearer's labia and confonn to the shape thereof. 

FIGS. 1-3 show one preferred embodiment of a sanitary napkin 20 of the present 

in'!ention, in the fonn of a compound sanitary napkin that is preferred for night time use. 

As: shown in Figure I, the sanitary napkin 20 basically comprises a main body portion 22 

and two side extensions or side wrapping elements 24. The main body portion 22 of the 

sariitaty napkin 20 comprises a primary absorbent , member (or "primary absorbent 
component" or "core tube") 40 and a secondary al>sorbent member (or "secondary 

absorbent component" or "base pad") 60 that are joined together by union means 70. 
The compolDld sanitary napkin 20 bas two surfaces,. a body-contacting or body-facing 
surface 20A, and a garment-facing or gannent-contacting surface 20B. The primary 

absorbent member 40 and secondary absorbent member-60 also each have corresponding 
body-facing and garment-facing surfaces. 

The compound sanitary napkin 20 has two centedines, a longitudinal centerline L 
and a transverse centerline T. The tenn "longitudinal",~ use herein. refers to a line, axis 
or direction in the plane of the compound sanitary napkin.. that is generally aligned with 

(e.g., approximately parallel to) a vertical plane which bis~ a standing wearer into left 
and right body halves when the compound sanitary napkin is worn. The terms 
"transverse" or "lateral", as used herein, are interchangeable, and refer, to a line, axis, or . . .. 

direction which lies within the plane of the sanitary napkin that is generally 
perpendicular to the longitudinal direction. 

FIG. 1 shows that the main body portion 22 of the sanitary napkin 20 comprises 

the portion of the sanitary napkin without the side ~ing elements 24. The main 
body portion 22 bas two spaced apart longitudinal edges~26, two Spaced apart transverse 

or end edges (or "ends") 28, which together form the periphery 30 of the main body 

portion 22 of the sanitary napkin 20. The main body portion 22 also has two end 
regions, which are designated first end region 32 and. •ond end region 34. A. central 

region 36 is disposed between the end regions 32 and 34~ The end regions 32 and 34 

extend outwardly from the edges of the central region 36:about 1/8 to about 1/3 of the 

length of the main body portion. A detailed description of~ central region and two end 

regions for a sanitary napkin is contained in U.S. :patenf4~690,680 issued to Higgins on 

September l, 1987. 

The main body portion 22 of.the sanitary napkin 29 is preferably hourglass shaped 
or dog bone shaped. The first and second end region& 32 and 34, of the main body 
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portion 22 preferably comprise lobes 38 that ext~d laterally outward at each 
longitudinal edge 26 of the main body portion so that.the main body portion 22 is 

narrower in width when measured across the central regip~ ~6 than at its end regions 32 

and 34. The outermost edges of the lobes 38. thus define portions of the longitudinal 

side edges 26 of the main body portion 22. A portion of th~ longitudinal side edges 26 in 

the region of the lobes 38 will typically define the laterally outwardmost portion 42 of 
the main body portion 22. 

The sanitary napkin 20 shown in FIG. 1 can be of any suitable size. Preferably, 
the embodiment of the sanitary napkin 20 shown in the d,t-a\yings is of a size sufficient to 
allow the side wrapping elements 24 to fold along a curvi}ijiear line along the elasticized 
side edges of a wearer's panties as described in great% detail hereinafter. In this 

embodiment~ the sanitary napkin 20, and the main ~y portion 22 thereof, are 
preferably also relatively large in size so that they are able to ~cover the maximum area of 

the wearer's panties to reduce or eliminate soiling of th~ :,same by the wearer's bodily 
fluids~ particularly for night time. usage. In one pref~ ~mbodimen~ the main body 
portion 22 of the sanitary napkin 20 is about 3.25 inches (~a6 cm) wide at its narrowest 

point. The overall sanitary napkin 20 in such an embQ~111ent is approximately 14.75 
inches (37.S cm) in length measured along the longitudinalcenterline L, and about 6.25 
inches (about 16 cm) in width (measured between the dis~ edges of the side wrapping 

-.::;.:: 

elements). In another embodiment, the width of the sanitary napkin 20 is the same, but 

the length ranges from about 31.7 cm to about 34.5 cm. In .other, more conventionally­
sized embodiments, such as those intended for day time ~e. the main body portion 22 is . . ·.·.:··· 

preferably from about 20 to 40 cm long, more preferably. ftom about 22 to 35 cm long,· 
.. ·-.:: 

and most preferably is about 24 cm long. The main body PQrtion 22 is preferably from 

about S to 15 cm in width, more preferably from about S :fo: 10 cm in width, and most 
preferably from about S to 8 cm in width. 

The main body portion 22 of the sanitary napkin, 2P. can be of any thickness, 
including relatively thick, intennediate (or moderate) thicifuess, relatively thin, or even 

very thin. The embodiment of the sanitary napkin 20; Shown in Figures 1-3 of the 

drawings comprises a relatively thick, but compref!siblc(,and confonnable, primary 

absorbent member 40 disposed on top of a relatively thin'~ndary absorbent member 

60. It should be understood that the sanitmy napki~ ~o~ is merely one preferred 

embodiment, and that the present invention is not limited ~9.8lJsorbent articles of the type 
or having the specific configurations shown in the drawing~~· ·. 
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2. Individual Components of the Absorbent Al'ticle. 

FIG. 2 shows the individual components of tile main body portion 22 of the 
sanitary napkin 20 of the present invention. The mainJ><>dy portion 22 of the compound 
sanitary napkin shown in the drawings, as discussed·' above, basically comprises a 
primary absorbent member 40 and a secondary absorbent.111ember 60. 

A. The Primary Absorbent Member. 

1. General Characteristics. 

The primary absorbent member 40 is the poi.f;icm of the compound sanitary 
napkin 20 that is intended to absorb the bulk of bodily fl~fls discharged by the user. The 
primary absorbent member 40 has side edges 44 and eil(I :edges 46 which together fonn 
the periphery 48 of the primary absorbent member 40~>the primary absorbent member 

.·,,,_, 

40 comprises an absorbent structure, such as absorbentc9~ (or foam absorbent core) SO, 
and an outer cover S2 superimposed on the foam absorl#rlfcore SO. (As used herein, the 
tenn "superimposed .. means adjacent or juxtaposed, bu~ tjot necessarily in contact with or 
joined to.) As shown in FIG. 2, the primary absorbtmt member 40 has a vertical 
centerline V, a base B having a width Bw, and an apex J\ vertically opposed to the base 

. --,/ 

B, having a width Aw. As used herein, the ~ "bEisc:" refers to that portion of the 
primary absorbent member 40 which is juxtaposed with:.·the ·body-facing surface 60A of 
the secondary absorbent member 60. 

It has been found that the general shape of the p~ary absorbent member 40 can 
affect the absorbent characteristics of the sanitary nSJ'kin 20 as well as the overall 
comfort to the wearer. Generally, a compound saru~ _napkin comprising a primary 
absorbent member 40 having a base,. B, that is wider ili~·n ·the apex (that portion of the 
primary absorbent member 40 intended to fit at le8$t ~y within the external female 

... ,,,' ··.,· 

genitalia}, A, will have increased effectiveness an(fcoirifOrt. (The "width" at any given 
location is determined by measuring the lateral or ttan$y~e dimension at that location. 
Thus, width measurements are taken generally para1ier~:;th.e transverse centerline T.) 

The primary absorbent member 40 is not limit~ ~ any particular shape or width, 
so long as the base B has a width Bw which is greatC,r>~~ the apex A width Aw. As 
shown in FIG. 2 in preferred embodiments of thcv~~ent invention, the primary 
absorbent member 40 has a generally triangular cr0ss"'.s,¢~tiqn when it is not subjected to 
any stresses. The shape of the primary absorbent metl1~¢¥~4o is defined by an absorbent 
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core 50 comprising a plurality of stacked strips of decreasing width from the base B to 
the apex A In other embodiments. however, the absorbent core SO may comprise a wide 

v~ty of shapes such as rectangular, oval, trapezoidal, pentagonal, U-shaped, Z-folded, 

and still provide the primary absorbent member 40 with a base width Bw greater than 

apex width Aw. 

The primary absorbent member 40 is preferably roughly centered along the 
longitudinal and transverse centerlines L and T. At least a portion of the base B is 
preferably joined with, or in face-to-face contact with the body facing surface 60A of the 

secondary absorbent member 60. (As used herein, the tenn "joined" encompasses 
configurations whereby an element is directly secured ·to another element by affixing the 
element to the other element; configurations whereby an element is indirectly secured to 
another element by affixing the element to an intennediate member or members which in 
tmn are affixed to the other element; and configurations in which one element is integral 
with another element, i.e., one .element is essentially part of the other element) 

The apex A may be of any shape and may have any width Aw that is less than the 

width Bw of the base B. Preferably, the apex A is shaped and sized to comfortably 
reside at least partially within the external female genitalia. Thus, as shown in cross­
section in FIG. 2, the apex A is preferably at least partially curved or rounded for 
improved comfort, or otherwise shaped to conform to the wemer's body. Other 
embodiments, however, are contemplated wherein the apex A is flat, pointed, or 
generally non-curvilinear. 

The primary absorbent member 40 can be of any suitable size. In the preferred 

embodiment sho~ the primary absorbent member 40 and the secondary a~rbent 
member 60 are of the same length. However, it is quite possible for the primary 
absorbent member 40 to be shorter than the secondary absorbent member 60 and still 

function effectively. Thus, the length of the primary absorbe~t member 40 can range up 

to the lengths described herein for the secondary absorbent member 60. In 
conventionally-sized embodiments, such as those intend,ed for day time use, the primary 

absorbent member 40 is preferably from about 2 to 35 cm long, more preferably from 

about 10 to 35 cm long. and most preferably from about.20 to 35 cm long. A particularly 
preferred primary absorbent member 40 ·for use in such a day time embodiment has a 

length of about 17 to 20 cm. The primary absorbent m~ber 40 is preferably from about 
0.5 to S cm wide at its base B, more preferably from about 0.5 to about 4 cm wide, and 

most preferably from about 0.5 to about 3 cm wide . 
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The dimensions of the primary absorbent meml:>er 40 can be related to each other 
in a variety of different ways. Preferably, however, the primary absorbent member 40 

has a length that is relatively great in comparison to its height. This can be described in 

terms of the reciprocal of the height of the primary absorbent member 40 to its length. 

Preferably, the reciprocal of the height to length of the primary absorbent member 40 is 
between about 10 and about 50. 

2. The Outer Cover. 

The outer cover 52 comprises a component, at least a portion of which is liquid 

pervious to pennit liquids to readily penetrate through its thickness. When the sanitary 

napkin 20 is in use. the outer cover 52 is in close proximity to the skin of the user. The 
outer cover 52 is preferably as compliant, soft feeling, . and non-initating to the user's 
skin as possible. The outer cover 52 should further e>ehibit good strikethrough and a 
reduced tendency to rewet, permitting bodily discharges to mpidly penetrate it and flow 

toward the core SO, but not allowing such discharges . to flow back through the outer 
cover 52 to the skin of the wearer. 

A suitable outer cover 52 may be manufacture4 from a wide range of materials 
such as woven and nonwoven materials; polymeric materials such as apertured fonned 

thermoplastic films, apertured plastic films, and hyclroformed thennoplastic ftlms; 
porous foams; reticulated foams; reticulated thennoplastic films; and thermoplastic 

scrims. Suitable woven and nonwoven materials can be comprised of natural fibers (e.g., 

wood or cotton fibers), synthetic fibers (e.g., polymt9ic fibers such as polyester, 
polypropylene, or polyethylene fibers); or :&om a combination of natural and synthetic 
fibers. The outer cover 52 may be a unitary member or it may be comprised of two or 
more elements joined together to fonn the outer cover. S.2. Further, any portion of the 
materials comprising the outer cover 52 may be coat~, liuninated, treated or otherwise 

manipulated to impart or enhance any desired characteristics such as stren3th, flexibility. 

liquid perviousness, or if desired,. imperviousness. 

A preferred outer cover 52 comprises an apertured formed film. Apertured 

fonned films are preferred for the outer cover 52 becau~e·they are generally pervious to 

body exudates and if properly apertured, will reduce ,the likelihood of liquids passing 
back through the film and rewetting the wearer's skiii. · Accordingly, the surface of the 

fanned film which is in contact with the body re01ai~ dry, thereby reducing body 
soiling and creating a more comfortable feel for the we~. Further, if desired, formed 
films can be easily manufactured with non-apertured ,partions or regions that provide 
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liquid impervious areas that prevent any liquids from .. passing tberethrough. Suitable 

formed films are described in U.S. Pat. No. 3,929,135, iss,ued to Thompson on December 
30, 1975; U.S. Pat No. 4,324,246, issued to Mullane, et al. on April 13, 1982; U.S. Pat. 

No. 4,342,314, issued to Radel, et al. on August 3, 1982; U.S. Pat No. 4,463,045, issued 

to Ahr, et al. on July 31, 1984; and U.S. Pat. No. 5,006,394, issued to Baird on April 9, 

1991. One especially preferred outer cover 52 for the primary absorbent member 40 

comprises a formed film described in one or more of the above patents and marketed on 

sanitary napkins by The Procter & Gamble ComiJany of Cincinnati, Ohio as 
11DRI-WEA VE". 

In a preferred embodiment of the present invention, the body-facing surface of at 

least a portion of ~e outer cover 52 is hydrophilic to help transfer exudate through the 

outer cover S2 more easily than if the body-facing surface was not hydrophilic. This 
diminishes the likelihood that body exudates will flow oft" the outer cover 52 rather than 
flowing into and being absorbed by the absorbent core SO. The body-facing sllrface of 
the outer cover 52 can be made hydrophilic by treating it with a surfactant. In a preferred 
embodiment, surfactant is incorporated into the polymeric materials of the formed film 

such as is described in such as described in U.S. Pat. No. 4,950,264 issued to Osborn on 
August 21, 1990. 

The primary absorbent member 40 may comprise a wrapper for the absorbent 
core 50, such as acquisition layer 58 shown in FIG. 2. The acquisition layer 58 may be a 

separate component positioned between the outer cover 52 and the absorbent core SO, or 
it may be an integral part of a composite outer cover. The acquisition layer 58 may serve 
several functions including improving wicking of exudate$ over and into the absorbent 

core SO. By improving the wicking of exudates, the acquisition layer 58 provides a more 
even distribution of the exudates throughout the absotbenJ; core 50. The acquisition layer 
58 may be comprised of several different materials including nonwoven or woven webs 
of synthetic fibers including polyester, polypropylene, or polyethylene; natural fibers 

including cotton or cellulose; blends of such fibers; or any equivalent materials or 

combinations of materials. Examples of sanitary napkins ~ving an acquisition layer are 

more fully described in U.S. Pat. No. 4,950,264 iss~4 to Osbom and U.S. Pat. 

Application Serial No. 07/944,764, "Absorbent Article<Having Fused Layers", filed 
October 7, 1992 in the names of Cree, et al. (PCT J>µ.plication No. WO 93/11725, 

published June 23, 1993). In preferred embodiments, the :acquisition layer 58 may be 

joined to the outer cover 52. These components can be joiried by any of the conventional 
. ";• 

means for joining webs together, including, but not limited to joining the outer cover 52 
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to the acquisition layer 58 with adhesives such as by spray-gluing, by applying lines or 

spots of adhesives between the outer cover 52 and the acquisition layer 58, by wrapping 

the outer cover 52 about the acquisition layer 58, by fuSing the outer cover 52 to the 

acquisition layer 58 with a plurality of discrete individual fusion bonds, or by any other 
means known in the art 

Referring now to FIG. 2, it can be seen that outer cover 52 completely wraps the 

absorbent core 50 of the primary absorbent member 40. In other embodiments, the outer 

cover 52 need not completely encircle the absorbent core SO. In such embodiments, the 

outer cover 52 may substantially encircle the absorbent core 50. (As used herein, the 

tenn "substantially encircle" means that the outer cover overlays more than half of the 

absorbent core, and more preferably most of the absorbent core.) In the embodiments 
where the outer cover 52 does not completely encircle the absorbent core 50, a channel 
(or liquid passageway) may be formed between the primary absorbent member 40 and 

the secondary member 60. The channel can provide a p~sageway for any liquids not 

retained by the primary absorbent member 40 to pass through to the secondary absorbent 

member 60 so that they may be absorbed and contained therein. 

3. The Foam Absorbent Core. 

a. Genera} Properties 

The foam absorbent core (or absorbent foam component) SO used in the sanitary 

napkin 20 of the present invention acquires, absorbs, and contains body exudates. The 
foam absorbent core SO also maintains the shape of the primary absorbent member 40 so 
that the primary absorbent member 40 conforms to the shape of the wearer's body. Thus, 

the absorbent core SO is preferably capable of absorbing and containing body exudates, 
and is compressible, conformable, resilient, and non-irritating to the wearer's skin. 

The total absorbent capacity of the absorbent core SO should be compatible with 
the intended exudate loading for the primary absorbent member 40. The primary 

absorbent component 40 preferably has a capacity equal to, and more preferably, greater 

than at least the lower end of the range of capacities of the. sanitary napkins described in 
U.S. Patents 4,950,264 and S,009,653 issued to Osborn. The primary absorbent member 

40 may, for example, have a total capacity of between about 20 - 60 grams of sterile 

saline measured according to the procedure set out in U~~. Patent 5,009,653 issued to 

Osborn. Further, the absorbent capacity of the absorbent core SO may be varied to 
acconunodate wearers ranging in the expected amount of exudate fluid volume. For 
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instance, a different absorbent capacity may be utilized for sanitary napkins intended for 
day time use as compared with those in.tended for night time use, or for sanitary napkins 
intended for use by teenage females as compared with those intended by more mature 

women. 

The foam materials selected for use as the absorbent core SO are preferably 

compliant, soft, comfortable, compressible, and resilient to enhance body fit and comfort 
of the primary absorbent member 40. Preferably, the absorbent core 50 is compressible 
so that the primary absorbent member 40 will deform wider relatively small forces 

exerted by the external female genitalia that are experienced during normal use. In 

addition to being compressible, the foam materials coJ:D,prising the absorbent core SO are 

preferably conformable so that the primary absorbent member 40 is abl~ to provide 

improved fit into and around the labia and perineum. It is also important that the 

primary absorbent member 40 be sufficiently resilient such that when subjected to 

normal wearing forces it does not permanently collapse. The absorbent core SO provides 

the primary absorbent member 40 with the desired resilient characteristics so that the 
primary absorbent member 40 conforms to the contours of the body to provide intimate 
contact With the exposed genitalia of the female user. Intimate contact with the exposed 

female genitalia helps provide better transfer of liquid eX\ldates from the user into the 
primary absorbent member40 without allowing such liquids to bypass and/or run-off the 
primary absorbent member 40. While the resilient characteristics of the absorbent core 

SO allow for improved fit, they must be balanced against the need for the product to be 

both soft and comfortable for the wearer. 

The foam absorbent core SO of the embodiment shown in the drawings comprises 

two main portions, an acquisition/fit portion 54 and a storage portion 56. The 
acquisition/fit portion S4 is the portion of the absorbent core so that is panicularly suited 

for providing the absorbent core SO with the ability to 'fit in close contact with and 
confonn to the contours of the wearer's body, and to acq~re and absorb bodily exudates 

from the wearer's body immediately upon discha,rge ·therefrom. The acqui3ition/fit 
. .'··· •,• 

portion S4 preferably also provides the absorbent cote. _59 with the desired resilient 
characteristics. The acquisition/tit portion 54 comprises a hydrophilic, flexible, nonionic 

: ,, 

polymeric foam structure of interconnected open cells w}iich is capable of absorbing 

blood and blood-based liquids. The foam structure rormµig :the acquisition/fit portion 54 

has a first width and the cells within the foam structure ~ of a size within a first range 
of values (or first average cell diameter or "cell size"). 
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The storage portion 56 is the portion of the absorbent core 50 that is particularly 

suited for obtaining bodily exudates, especially menses, from the acquisition/fit ponion 

54, and permanently storing such exudates. The storage portion 56 preferably also 

comprises a hydrophilic, flexible, nonionic polymeric foam structure of interconnected 

open cells which is capable of absorbing blood and blood-based liquids. The foam 

structure forming the storage portion 56 bas a second width and the cells within the foam 
structure have a second cell size (or second average cell diameter or "cell size"). 

Preferably, the acquisition/fit portion 54 and ~· storage portion 56 are provided 

with different properties. The acquisition/fit portion 54 and the storage portion 56 may 

differ in size, the type of foam used, the cell size of the foam, 1he resistance to 

compression of the foam, and absorbent capacity, to list a few possible differences. The 
different properties are preferred since the storage portion 56 should be able to take 
liquids from the fit/acquisition portion 54, to store those liquids, and need not be in as 

close contact with the wearer's body as the acquisition/fit portion 54. The acquisition/fit 

portion 54 preferably bas softer mechanical propertie5 which may be achieved by virtue 

of a lower Tg, higher W:O ratio, lower cross-linker levels, or a combination of such 

properties accompanied by a coarser cellular microstruerure as compared with the storage 
portionS6. 

Preferably, the acquisition/fit portion 54 is narrower in width than the storage 
portion 56. In especially preferred embodiments, the components of the absorbent core 

50 are of a size and compressibility that at least a portion of 1he primary absorbent 

member 40 will fit comfortably within and fill the space between the wearer's labia 
majora without deforming the wearer's labia majora so that the primary absorbent 
member 40 will be molded by the wearer's labia majora and conform to the shape thereof 
in the front portion of the sanitary napkin 20, and ~bstantially fill the gluteal groove (or 
crevice between the wearer's buttocks) in the rear. hi olcler to do this, the absorbent core 

SO can be provided with a fairly high amount· of ,buJk. However, due to the 

compressibility and confonnability of the foam material, even though it is bulky, it is 

very comfortable for the wearer. 

The primary absorbent member 40 may, for example, have a volwne of at least 

about 1 S cm3, preferably at least about 20 cm3, and most preferably at least about 30 

cm3. The primary absorbent member 40 preferably has ,the specified volume(s) when in 

a compressed condition under the forces similar to those;encountered during wear (and, 
of course, also in an uncompressed condition). The volume of the primary absorbent 
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member can be measured during use, or under a simulated in-use load such as that 
applied during the RTCD test described herein. If the .primary absorbent member 40 has 
the specified volume as measured in either manner, then it will be considered to have the 
volume(s) specified herein. 

The overall primary absorbent member 40 for embodiments like that shown in 
the drawings, preferably ranges in height from about S mm to a maximum of between 
about 30 to 40 mm in its uncompressed state. In other embodiments, such as 
embodiments designed for use in Japan where the sanitary napkin is held closer to the 
wearer's body by menstrual shorts, the height does not need to even be this great to 
provide a certain amount of body contact. The overall pri1Jla1"}' absorbent member 40 for 
embodiments like that shown in the drawings preferably· ranges in width from about 5 

mm to about 50 to 60 mm. Preferably, the primary abSOl'bent member 40 is about 25-30 
mm Wide at the base and tapers to less than about 3/8 inch (about 9.5 mm), and more 
preferably about 1/4 inch (about S mm) at the apex, for that portion that will be placed in 
the area of the weaer's labia. It is also possible that the primary absorbent member couJd 
have dimensions slightly greater than these dimensions, ·and be compressible down to 

these dimensions in use. 

The overall characteristics of the foam used for both the acquisition/fit portion 54 
and the storage portion 56 will now be examined. The acquisition/fit p<>rtion 54 can 
comprise the same type of foam as the storage portion 56, or the acquisition/fit portion 
54 and storage portion 56 can comprise different types of foam. Preferably, the 
acquisition/fit portion 54 and the storage portion 56 comprise the same basic type of 
foam composition. In addition. the acquisition/fit portion 54 and the storage portion 56 
can either comprise different portions of a single unitary piece of foam (that is, they can 
form an integral absorbent core or absorbent component), or they can comprise separate 
components (or pieces) of foam. When the acquisition/tit.portion 54 and the storage 
portion 56 comprise separate components, the acquisition/tit portion 54 and the storage 
portion 56 may be referred to as an acquisition/tit component 54 and a storage 
component 56, respectively. 

The foams used in the absorbent structure of the present invention are open-celled 
polymeric foams. For pwposes of the present invention, a foam material is "open­
celled" if at )east 80o/o of the celJs in the foam structW'e that~ at least J J.1111 size are in 
liquid communication with at least one adjacent cell. The foams used in the foam 
absorbent core SO of the present invention preferably have a number average cell size of 
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from about 30 to about 130 µm. The cells in such substantially open-celled foam 
structures have intercellular openings or holes that provide passageways large enough to 

pennit :free and ready movement of blood and blood-~ed liquids. such as menses, from 
one cell to another within the foam structure, even though these liquids contain certain 

insoluble components. These substantially open-celled :roam structures will generally 
have a reticulated character with the individual cells being defined by a plurality of 
mutually connected, three dimensionally branched webs. Cell size is a foam parameter 

that can impact a number of important mechanical and performance features of the 
absorbent foams used in the present invention. Cell size contributes to capillary suction 
specific s¢ace area (CSSA), together with foam hydrophllicity, detennines the 

capillarity of the foam. Therefore. cell size is a foam structure parameter that can directly 
affect the fluid wicking properties of absorbent foams, as well as the capillary pressure 

that is developed within the foam structure. A number. of techniques are available for 

detennining the cell size of foams. The most useful technique for determining cell size 
in foams involves a simple measurement based on the scanning electton 

photomicrograph of a foam sample. Superimposing a 5981e on a photomicrograph of the 
foam structure can be used to determine average cell size via visual inspection or an 

image analysis procedure. Foam cells, and especially cells that are fonned by 
polymerizing a monomer-containing oil phase that surroUllds relatively monomer-free 
water-phase droplets, will frequently be substantially spherical in shape. The size or 
"diameter" of such spherical cells is a commonly used parameter for characterizing 
foams in general. Since cel1s in a given sample of polymeric foam will not necessarily 

be of approximately the same sizet an average cell size, i.e., number average cell 
diameter, will often be specified. 

The cell size of the foam comprising the acquisiti.on/fit portion 54 is preferably 
greater than that of the foam comprising the storage portiC:.n 56. Preferably. the cell size 
of the acquisition/fit portion 54 (expressed in terms of ntlniber average cell diameter or 
mean cell diameter) ranges ~about 100-130 mjt(ons and the cell size of the 

storage portion 56 preferably ranges between about 35-6Q.microns. The larger cell size 
provides the acquisition/fit portion S4 with the ability to a,cquire blood-based liquids at a 
higher rate by allowing red blood cells, debris, and other liquids to be taken into the 

acquisition/fit portion 54. The difference in cell size be~ the acquisition/fit portion 
54 and the storage portion 56 establishes a capillary . ~ient :from the acquisition/fit 

portion S4 to the storage portion: 56. This will (:8,iili~ liquids to move from the 
acquisition/fit portion S4 into the storage portion 56. Th~· '1iovement of liquids out of the 
acquisition/fit portion 54 will drain the acquisition/fit ~rtion 54 to make room in the 
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acquisition/fit portion 54 for subsequent loading of liquids. In addition, the capillary 

gradient will aJso ensure that liquids which are transponed to the storage portion 56 wilJ 
remain in the storage portion 54, and will not tend to go ,back up into the acquisition/fit 

portion 54. The storage portion S6 develops higher capilllll')' pressure, but will generally 

accept menstrual liquids at a slower rate than the acquisition/tit portion 54. 

Another feature useful in defining these preferred foams is hole size. The holes 

are the openings between adjacent cells that maintain liquid communication between 
these cells. The foams used in the present invention have. hole sizes sufficiently large to 

allow passage of the insoluble components of blood, especially the red blood cells, to 

avoid blockage of these liquid passages. The preferred technique for detennining bole 
size is image analysis based on scanning electron micrographs of the foams as discussed 

above. The foams used in the present invention preferably have a number average hole 

size of from about S µm to about 30 µmj and preferably· from about 10 to about 27 Jlll1· 
While foams having hole sizes larger than about 30 µm will allow passage of blood cells, 
they will generally not have the fme microstructure necessary to provide the fluid 
capiUary absorbent pressure of the foams useful in the present invention. 
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It may also be more desirable and preferable to alternatively express the 

difference in the foam properties of the acquisition/fit portion 54 and the storage portion 

56 in terms of "capillary specific smface area" ("CSSA11
) since such a measurement may 

more accurately correlate with the liquid handling properties of the two portions of the 

absorbent core 50. The capillary specific surface area is one of a number of 

characteristics important to absorbing and transporting blood and blood-based liquids. 

"Capillary specific surface area" is a measure of the test-liquid-accessible surface area of 

the polymeric network accessible to a test liquid. Capillary specific surface area is 

detennined both by the dimensions of the cellular units in the foam and by the density of 

the polymer comprising the foam. It is, thus, a way of Quantifying the total amount of 

solid surface provided by the foam network to the extent that such a surface participates 

in absorbency. The capillary specific surface area is determined by the method set forth 

in the TEST METHODS section of U.S. Patent S,387 ;J.07 issued to Dyer, et al. on 

February 7, 1995. 

Generally, the CSSA of the foam at a constant volwne increases as the cellular 

structure f:>ecomes smaller celled (or "finer"). Higher surface areas are highly desirable 

to develop the capillary pressure needed to attract liquids such as menses away from the 

body. However,.the surface area of the foam can reac:ih the point that the rate of liquid 

absorption becomes limiting, as well as increasing the likelihood that insoluble 

components within the liquid am no longer ~s readily from one ceU to another. 

Accordingly, the surface area of the foam needs to be selected within a particular range 

to balance these competing factors. Polymeric foams that are useful in the foam 

absorbent core of the present invention are those that have. a capillary specific surface 

area in the range of from about 0.0080 to about 0.040 m2/cc. Typically. the capillary 

specific surface area is in the range from about 0.010 to about 0.030 m2/cc, preferably 

from about 0.012 to about 0.026 m2/cc. 

The upper acquisition/fit portion 54 (facing the body of the wearer) preferably 

has a lower capillary specific surface area than the sto~e portion 56. For example, the 

acquisition/fit portion 54 may have a CSSA of fto111' ab()Ut O.OJ2 to about 0.020 m2/cc. 

The storage portion 56 may have a capillary suction,si'CC.ificsurface area, for example, of 

from about 0.020 to about 0.026 m2/cc. In this wayj thb storage portion 56 will have a 

higher capillary pressure, allowing it to drain l~quids: ·':from the upper acquisition/fit 
portion 54, thus keeping the body of the wearer rel~~~ely' ~,from contact with liquids. 

'·. :· . 
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The foams must be suitably resistant to defonnation or compression by forces 

encountered when such absorbent foams are engaged in the absorption and retention of 

liquids. The resistance to compression deflection (or "RTCD") exhibited by the 

polymeric foams used in the present invention can be. quantified by determining the 

amount of strain (percentage of uncompressed height) produced in a sample of saturated 

foam held under a certain pressure for a specified peri®, of time. The meth~ for 
carrying out this particular type of test is described in the TEST METHODS section of 

U.S. Patent 5,387~07> issued to Dyer, et al. Foams usef\al as absorbent members for 

catamenial products are those which exhibit a RTCD such that a confining pressure of 

0.74 p$i (5.1 kPa) at 31°C after 15 minutes produces a strain of typically from about 5 to 

about 85% compression of the foam structUre. 

The acquisition/fit portion 54 can be more easily compressible (that is, less 
resistant to compression (or higher "RTCD")) than the st<>rage portion 56. This will 

allow the acquisition/fit portion 54 to compress to fit co1:11fortably in the space between 
the wearer's labia and gluteal groove. It is estimated that :the acquisition/fit portion 54 
will not defonn the wearer's labia if it has a resistance to '*1tpression deflection that is 
between about 40% and about 85%. The storage portion, 56 does not need to be as 
compressible since it underlies the acquisition/fit portion 54 and is not in as close 

proximity to the wearer's body. In addition, the higher resistance to compression of the 

storage. portion 56 reduces any tendency for liquids to be "squeezed" out of the storage 

portion. The acquisition/fit portion 54 may, for exam,.,ie, have a resistance to 

compression of between about 60% to about 85%, and ~ preferably between about 

65% to about 75%. The storage portion 56 may, in such. a case, have a resistance to , 
compression of between about 5% to about 50o/~ and more prefembly between about 

100.4 to about 35%. 

The foams used in the absorbent structure are preferably also resilient so that they 

do not permanently collapse after compression. This will ~·I.ire that the foams are able 
to continue to absorb bodily exudates after compression. The: resilient characteristics of 

the foams also ensmes that the primary absorbent co~~o.nent will be capable of 
continuing to conform to and fill the space between the wem#:'s labia and gluteal groove 

after initial compression and after chang~ in the configUf.alion of these parts of the 

wearer's body caused by body movements. Preferablyt ~'foams used in the absorbent 

structure will return to at least about 70o/o of their uncompr~ height, more preferably 
.,;. 

at least about 80%, and most preferably at least about 90.01, after the removal of the 

compressive forces. 
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Another important property of absorbent foams used in the present invention is 

their free absorbent capacity. For absorbent members u~ful in catamenial products, free 

absorbent capacity is the total amount of test liquid (i.e., synthetic urine) that a given 

foam sample will absorb at equilibriwn into its cellular structure per unit mass of solid 

material in the sample. The foams that are especially useful as absorbent members in 

catamenial products will at least meet a minimwn free absorbent capacity. The free 

absorbent capacity of the foams used in the present invention can be detennined using 

the procedure described in the TEST METHODS section of U.S. Patent S,387 ;J.07 issued 

to Dyer, et al. To be especially useful as absorbent members for catameniaJ products, the 

foams used in the present invention should have a free absorbent capacity of from about 

20 to about 125 gig, preferably ftom about 25 to about 60 gig, and most preferably about 
35 gig, of synthetic urine per gram of dry foam. 

It should be understood that these foams can ~ve different properties, features 

and/or characteristics at different times prior to contact between the foam and the bJood 

or blood-based liquid to be absorbed. For example, during their manufacture, shipping, 

storage, etc., these foams can have density and/or cell si7.e values outside the ranges set 

forth hereafter for these parameters, for example if they are stored in a compressed state 

by paclcasing. However, such foams are nevertheless still within the scope of this 
invention if they later undergo physical changes so that they have the requisite values 

specified hereafter for these properties, features and/or characteristics at least some point 

prior to and/or during contact with the blood or blood-based liquid to be absorbed. 

FIG. 2 shows one preferred arrangement of the acquisition/fit portion 54 and 

storage portion 56. In FIG. 2, the core 50 comprises a plurality of foam pieces that 

provide the prefened body fitting shape of the primary absorbent member 40. In one 
preferred embodiment, as shown in FIG. 2, the foam pieces are in the shape of elongated 

parallelepipeds. In this embodiment, the acquisition/fit portion 54 and storage portion 56 

comprise separate components comprising rectangular strips of foam that have a 

rectangular cross-section. The strip of foam· forming the acquisition/fit portion 54 

preferably measmes about O.S cm in height by about 8 • 10 inches (about 20 - 25.4 cm), 

preferably about 9 or 10 inches (about 23 - 25.4 cm) in length, and about 0.25 inches 

(about 0.64 cm) in width. The foam comprising the acq~isition/fit portion 54 ptefCnlhly 

has a cell size in the range of between about 100 microns to about 130 microns, a 

capillary specific surface area of about 0.014 to about 0.020 m2/cc, and a resistance to 

compression of about 600.4 to about 85%. 
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The storage portion S6 comprises a separate oom))!l~ent comprising one or more 

rectangular strips of foam that also have a rectangular c(QSS-section. Preferably, the 

storage portion 56 comprises two or three strips of foam. 111 the preferred embodiment 

shown in FIG. 2. the storage portion 56 comprises three rectangular strips of foam. The 

strips of foam Conning the storage portion S6 preferably m~ure about 0.5 cm in height 

by about 8 - 10 inches(about 20 - 25.4 cm) in length, and,~ preferably about 9 or 10 
inches long. The strips fonning the storage ponion 56 can -1 be the same length, or they 
can decrease in length from the bottom strip to the top strip. The strips comprising the 

storage portion 56 preferably have widths of about O.S inches (about 1.3 cm) for the 
uppermost strip, about 0. 15 inches (about 2 cm) for the undef;lying strip, and about 1 inch 
(about 2.54 cm) for the lowermost strip. The three strips fc;>~ing the storage portion 56 

preferably have the same composition and characteristics. In alternative embodiments, 

however, properties and/or composition of the foam in the strips making up the storage 
portion 56 can be varied._ For example, capillary specific ~e area could be varied to 

· establish a capillary gradient with the storage portion 56~ The foam comprising the 
storage portion 56 prefeJ'ably bas a cell size in the range of between about 35 microns to 

. . ' . . . 

about 60 microns, a capiJlary specific surface area of between about 0.020 to about 0.026 

m2/cc, a resistance to compression of about 10 to about 35o/o •. · 

The strips of foam comprising the acquisition/fit ,portion 54 and the storage 
portion 56 may be secured in the stacked arrangement sho\im in the drawings in any 

suitable manner. Preferably, the strips of foam are wrapped l>Y a nonwoven web wrapper 

or acquisition layer 58 to retain the integrity of the stacked structure. A preferred 
nonwoven material for this purpose is an 18 g/yd2 (21.Sg!m2) spunbonded 
polypropylene nonwoven material known as CELESTRA :available from Fiberweb, 

North America of Simpsonville, SC, which is then embosseci·with the pattern described 
in U.S. Patent 4,781,710 issued to Megison, et al. on Nov~~r l, 1988 known as P9. 

The wrapper SS may, but need not be, secured to the strips: of foam. Preferably, the 
wrapper 58 is simply wrapped around the foam and secured·~ itself, and is not secured 

to the strips of foam. 

b. Preparation of the Polymeric Foam for the Absorbent Core 

The process for preparing the polymeric foam for the ,a~sorbent core is important 

to ensuring that the foam absorbs blood ,and blood-based lli}~ and bas the desired 

characteristics for use in the acquisition/fit portion 54 and th~,~rage portion 56. Foam 

preparation involves the steps of: l) forming a specific type ofstable high internal phase 
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water-in-oil emulsion (or HIPE} having a relatively small amount of an oil phase and a 

relatively greater amount of a water phase; 2) polymetj~nglcuring this stable emulsion 

under conditions suitable for fonning a solid water-filled, polymeric foam structme; 3) 

slicing or otherwise cutting the water-filled polymeric ro.m and then washing the sliced 

or cut foam to remove the original residual water p.e. and especially the residual 
hydratable sal~ from the polymeric foam structure; 4) treating the polymeric foam 

structure with a hydrophilizing solution of surfactant and ~t; and thereafter dewatering 
this polymeric foam structure. 

The first step is forming a specific type of stable ~gh internal phase water-in-oil 

emulsion (or HIPE) having a relatively small amount 9f ,an oil phase and a relatively 
greater amount of a water phase. The water-in-oil emub;ion is formed from an oil phase 
and a water phase. The oil phase comprises from-about.SS to about 98% by weight of a 

monomer component and from about 2 to about 15% by weight of an emulsifier 
component. The monomer component is capable of forming a copolymer having a Tg of 

about 50°C or lower. The "Tg" of a copolymer is its ,glass transition temperature. The 
emulsifier component is soluble in the oil phase and. is suitable for forming a stable 
water-in-oil emulsion. The water phase comprises an aqµe<>us solution containing ftom 
about 0.2 to about 20% by weight of a water-soluble elect.rolyte. The volume to weight 
ratio of water phase to oil phase is in the range of from about 20:1 to about 125:1. 

The monomer component of the oil phase comprises: (i) ftom about 45 to about 

700/o by weight of at least one substantialJy water-insolµ,ble monofimctional monomer 
capable of forming an atactic amorphous polymer having a Tg of about 35°C or lower; 
(ii) from about I 0 to about 40% by weight of at least one substantially water-insoluble 

monofunctional comonomer capable of imparting toughp.ess about equivalent to that 
provided by styrene; (iii) from about s to about 25% ~y .·.weight of a first substantially 

water-insolubl~ polyfunctional crosslinking agent sel~ted from divinyl benzenes, 
trivinyl benzenes, divinyl toluenes, divinyl xylenes, divinyl naphthalenes divinyl 

alkylbenzenes, divinyl phenanthrenes, divinyl biphenylS, divinyl diphenylmethanes, 

divinyl benzyls, divinyl phenylethers, divinyl diphenylsu}fides, divinyl furans, divinyl 

sulfide, divinyl sulfone, and mixtures thereof; and (iv) frb!ll 0 to about 15% by weight of 

a second substantially water-insoluble, polyfunctional ¢t~sslinking agent selected from 

polyfunctional acrylates, methacrylates, acrylamides, -~~rylamides, and mixtures 

thereof. The percentages shown as range for crossli~#. and monomers above are 
expressed on a 1000/0 basis. For example, if a crosslink:CJ' ls provided as a SOOA> mixture 
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with another compound, the percentage used in the ranges above refers to 50% of the 

actual amount of tha~ chemical mixtw'e used. 

The emulsion component of the oiJ phase comprises: (i) a primary emulsifier 
having at least about 40% by weight emulsifying compo~ents selected from diglycerol 

monoesters of linear unsaturated C 16-C22 fatty acids, diglycerol monoesters of branched 

C16-C24 fatty acids, diglycerol monoaliphatic ethers of branched Ct6·C24 alcohols, 
·.· .. 

diglycerol monoaliphatic ethers of linear unsaturated G16-C22 alcohols, diglycerol 

monoaliphatic ethers of linear saturated C1z-C14 alcohOl~~ sorbitan monoesters of linear 

lUlsaturated C16-C22 fatty acids, sorbitan monoesters ofbJ,-anched C16-C24 fatty acids, 
and mixtures thereof; or (ii) the combination a primary e111t11sifier having at least 200,4, by 
weight of these emulsifying components and certain secondary emulsifiers. PrefCITed 
secondary emulsifi~ are ditallow dimethyl ammonium' methyl sulfate and ditallow 

dimethyl ammoniul'il methyl chloride. When these optio"181 secondary emulsifiers are 
included in the emulsifier component, it is typically in a, weight ratio of primary to 
secondary emulsifier of from about SO:l to about 1 :4. 

The water-in-oil emulsion is preferably fanned at a ,temperature of about 50°C or 
higher under low shear mixing. The. individual componeqts used to form the emulsion 

are described in greater detail below. 

Emulsion of the oil and water phase combination will frequently involve the use 

of a mixing or agitation device such as a pin impeller. Shear mixing (or shear agitation) 
is generally performed to the extent and for a time period necessary to fonn a stable 

emulsion. A preferred continuous process for forming a IDPE is described in greater 
detail in U.S. Patent 5,149,nO issued to DesMarais, et al. 

The monomer component is then polymerized in th¢_.oil phase of the water-in-oil 
emulsion to form a :polymeric foam material. The · HW~ formed will generally be 

collected or Poured into a suitable reaction vessel. con~~~r region to be polymerized 
or cured. In one embodiment, the reaction vessel co~pnses a tub constructed of 

polyethylene from Whlch the eventually polymerizedlc~\~lid foam material can be 
easily removed for fmther processing after polymerimtio~tili'ing has been carried out to 

the extent desired. It is usually preferred that the tem~ at which the HIPE is 
poured into the vessel be approximately the same ~¥: the polymerimtionlcuring 

. temperature. 
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Suitable polymerization/curing conditions will vary depending upon the 

monomer and other makeup of the oil and water phase.$ of the emulsion (especially the 

em\llsifier systems used), and the type and amounts o(polymerimtion initiators used. 

Frequently, however, suitable polymerization/curing conditions will involve maintaining 

the HIPE at elevated temperatures above about S0°C for about 18 hours. 

A porous water-filled open-celled HIPE foam is typically obtained after 

polymeri7.ation/curing in the reaction vessel. The solid polymeriz.ed HIPE foam will 

generally be tilled with residual water phase material us.eel to prepare the HIPE. This 

residual water phase material (generally an aqueous 5t;Jution of electrolyte, residual 

emulsifier, and polymerization initiat<)r) should be at ~ea.st partially removed prior to 

further processing and use of the foam. This polymerized HIPE foam is typically cut or 

sliced into a sheet-like form. Sheets of polymerized JiiPE foam are easier to process 
, , 

dming subsequent treating/washing and dewatering steps, _, well as to prepare the HIPE 

foam for use in absorbent articles. The·polymerized HWE foam is typically cu1/sliced to 

provide a cut thickness in the range of from about 0.8 toabout 10 mm, preferably from 

about 1 to ~bout S mm. These sheets are dewatered by co1npressing the foam structure to 

squeeze out residual liquid and/or by washing the foam.: structure with water or other 

aqueous washing solutions. Frequently several compressing and washing steps, e.g., 

from 2 to 4 cycles, will be used. 

Following this, the water-filled polymeric foam ·~terial is sliced or otherwise cut 

and then washed to lower the level of residual el~lytes Jess than about 2%. The 

removal of most o! the residual electrolyte (i.e., hydratable salts) from the foam is 

particularly important. As noted previously, these hydrattble salts are typically included 

during initial formation of the HIPB to mininµ7.e · the tendency of monomers, 

comonomers, and crosslinkers that are primanly oil soluble to also dissolve in the water 

phase. However,.· after polymerization of the lllP~, ·• •~ presence of these salts is 
unnecessary and ~~adversely affect the ability of th~ toaim' to absorb blood and blood­

based liquids such as·menses, especially as the concen~~n of these salts in the foam 

increases. Accormrtgly, it desirable to .reduce the b~y~l~(i~ese hydratable salts in the 

foam during this ~g step. After ~ng, the fomn(~f the present invention have 

less than about 2% of such residual hydratable salts. Prefezibly, the foams of the present 

invention have less than about O.S% of such resid~ ~ts.. more preferably between 
about 0.01% and about O.IS%, and most preferablyJJe~ about 0.03% and about 

0.12% as calcium chloride by weight of the dry foam. 
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The washed foam is then treated with an effective amount of a suitable 
hydrophilizing surfactant. The treatment of the wash¥ .• foam with a hydrophilizing 
surfactant is generally needed to render the foam relativ~lr, more hydrophilic so that the 
foam will be useful as absorbents for blood and blood-hued.liquids such as menses. The 
hydrophilizing surfactants used in the process of making the foam can be any material 
that enhances the water wettability of the polymeric foam surface. Suitable surfactants 
should be non-toxic and non-irritating to mucus membranes. The surfactants should be 
soluble or dispersible in wann water. Preferably, the hy<frc:,philizing surfactant is a liquid 
at temperatures near ambient for ease of incorporation d1ll'i.tlg the foam making process. 
A particularly preferred surfactant is PEGOSPERSE 200 ML sold by Stepan Chemical 
Corp., Northfield, IL, an ethoxylate of )auric acid having·an average of 4.5 ethoxy units. 
The surfactant is preferably combined with about 0.05% aqueous CaCl2. 

The hydrophilizing surfactant can be dissolved or ,dispersed in a hydrophilizing 
solution that is applied to the HIPE foam surface. In ,this manner, hydrophilizing 
surfactants can be adsorbed by the preferred HIPE foams in amounts suitable for 
rendering the surfaces thereof substantially hydrophili~, but without substantially 
impairing the desired flexibility and compression deflection characteristics of the foam. 
Treatment of the HIPE foam with the hydropbilizing surfa~t continues until the foam 
exhibits the desired degree of wettabiJity. In preferred foams, the hydrophilizing 
surfactant is incorporated such that residual amounts of tlie surfactant that remain in the 
foam structure are typically in the range from about 0.1 % to about 5%, preferably from 
about 0.2% to about lo/o, by weight of the foam. 

The washed foam is then dewatered to a moisture content of about 40% or less. 
Dewatering can be achieved by compressing the foam (preferably in the z-direction) to 
squeeze out residual water, by subjecting the foam and the Weier therein to temperatures 
of .from about 60° to about 2000C, or to microwave treatme11t, by vacuum dewatering or 
by a combination of compression and thermal drying/miFf9wave/vacuum dewatering 
techniques. The dewatering step will generally be carried, out until the HIPE foam is 
ready for use and is as dry as practicable. Frequently such (!oriipression dewatered foams 
will have a water (moisture) content of from about SO to a~ut 500%, more preferably 
from about 50 to about 200°Al, by weight on a dry weight basis. Subsequently, the 
compressed foams can be thermally dried to a moisture ~ntent of about 40% or less, 
preferably in the range of from about S to about 15%, on a dry weight basis. 
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After the IDPE foam has been dewatered, it can be sJitted in various patterns . 
. ·.:· 

These include patterns that conform to the shape of the catamenial product in which the 
slitted foam is used as an absorbent member. 

The preparation of the foams suitable for ·use in the absorbent article of the 
present invention is described in greater detail in allow~ U.S. Patent Application Serial 
No. 08/542,497 (P&G Case 5S46R) entitled "Foail'.lS ¥ade From High Internal Phase 
Emulsion Useful as Absorbent Members for Catamelnaj Pads", filed in the name of Dyer 
on October 13, 1995. 

Example 1. IDPE Preoara~on: 

An aqueous phase is prepared containing the U.gredients shown in Table 1. The 
oil phase is prepared using the ingredients shown in Table 2. 

Table 1. Aqueous Phase Composition for lllPE. 

Water 756L 

Potassium Persulfate 378g 0.05% 

Calcium Chloride 72,640 g 10.0% 

Table 2. "Oil Phase" Composition for HIPE. 

2-ethylhexyl acrylate 3,000 g 50% 

styrene 600g 10% 

divinyl benzene* 2,400g 40% 

diglycerol monooleate 360g 6% .. 

Tinuvin 765 30g 0.5%** 

• Divinyl benzene in this table is a special blend compri~!t1g 61 % ethyl styrene and 39% 
divinyl benzene, unless otherwise specified. 

** Addition level of emulsifier and other ad.juvants to the.oil phase are "add-on" 
percentages; monomer composition sums to 100%. The: 6% of emulsifier is actually 6 

.:-

parts per l 06 parts. 

In Table 2, Tinuvin 765 is bis(l,2,2,5,5.;~nfamethylpiperidinyJ)sebacate, a 
product of Ciba-Geigy Corp. This diglycerol ill~~c)~leate emulsifier is prepared 

SUBSTITUTE SHEET (RULE/~6) 
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following the general procedure for preparing polyglyc~l esters described in U.S. 
Patent 5,387,207 (Dyer et al.) issued February 7, 1995. 

Controlled ratios of the oil phase stream (25°C) 11nd water phase are fed to a 

dynamic mixing apparatus, described in more detail in IJ.S. Patent S,387,207 (Dyer et 

al.) issued February 7, 1995. Appropriate mixing of -th~ combined streams in the 

dynamic mixing apparatus is achieved by means of pin l~pellers in mixing cylinders. 
The HIPE so made is poured into a· vessel, typically a ro~ polypropylene tub, 17 in. 
(43 cm) in diameter and 7.S in. (10 cm) high, with a concentric insert made of Celcon 

plastic which is rotating beneath the exit nozzles of the milting chamber. The insert is S 

in. (12.7 cm) in diameter at its base and4.75 in (12 cm) indJ~er at its top and is 6.75 

in. (17.14 cm) high. The vessel is filJed to about O.S-~ches from the top and the 

polymer is cured in a ro<>m maintained at 65°C for about l 8J10urs. 

Table 3 summari7.es the conditions under which ~h HIPE stream was made 
along with relevant properties of the foams produced !rpm these HIPE streams following 
curing. In both cases, the IBPEs are produced at a rate of S~l lbJmin. The result after 

polymerizing is sliced continuously and dewatered to ::give foams S nun thick. 
Dewatering comprises passing the sliced sheets of foam c)v~ four successive vacuum 

dewatering nip rollers with intermediate resaturation with ·~ aqueous solution of 0.5% 
Pegosperse 200 ML and 0.05% calciwn chloride. After the flnal nip roll. the foam is 
dried thermally. 

Table 3. Preparative Conditions and Properti,es ofFoams A and B . 

Property Foam A 
. :· 

FoamB 

Water:Oil Ratio 43 
... 

37 

Mixer RPM 400 600 

Pour Temperature 66°C 66°C 

Tg 28°C 28°C 

RTCD 60% :: .. ··":'. 200.4 

Free Absorbent 40g/g 35 gig 

Capacity 

Density• 0.022glcc · · ·: :0.026 glee 

Mean Cell Diameter 120µm SOµm 
.. ~ 

Portion in Product Acquisition/Fit 54 .· . Storage S2 
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*Density in this and all following examples is measured on foams washed in water and 
2-propanol to remove residual salts and wetting agents.· 

Example2 

In a separate experiment, a HIPE is prepared as in Example 1 using the oil phases shown 
in Table 4 and mixing conditions and properties shown in· Table 5 to prepare Foams C 
and D. (The aqueous phase is the same as in Table 1.) 

Table 4 "Oil Phase" Comnosition Mixin2 Conditions and Prooerties . I I I 
.·,. 

FoamC FoamD 

2-ethylbexyl acrylate SS% SOOA 

styrene Oo/o 0% 

divinyl bem.ene• 45% 50% 

diglycerol monooleate 6%*• 6o/o*• 

Tinuvin 76S O.So/o** 0.5% .. 

• Divinyl benzene in this table is a special blend comprisiµg 66% ethyl styrene and 34% 
divinyl benzene. 

•• Addition level of emulsifier and other adjuvants to the oil phase are "add-on" 
percentages; monomer composition sums to 100%. ·The 6% of emulsifier is actually 6 
parts per 106 parts. 
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Table S Preoarative Conditions and Prooerties of Foams C and D •'. . 
··. 

Condition or Property .. FoamC FoamD 

Mixing~M 400 800 

Pour Temperamre 60° 50° 

Pour Rate S.1 lbJmin S.1 lb.min. 

W:ORatio 4$:1 40:1 

F~ AbsorbentCaj>aeity 43glg 38g/g 

Density 0.022g/cc 0.024g/cc 

Mean Cell Dimn~ l20µm 40µm 

RTCD 70% 3004> 

Tg ... 12°C 22°C 

Portion in Prod.uct Acquisition/Fit 54 Storage 56 

The IDPEs so prod~ are processed as in Example 1 .. Foam C is used for the 
acquisition/fit portion 54 and Foam Dis used for the storage portion 56. 

Example3 

The HIPE streams used to make Foam A and Foam B described in Example I are 
delivered to the receiving vessel at the same rate via separa~ mixing nozzles and having 
been prepared using different conditions of temperature . ~ dynamic mixing. This 
produces a foam having microstructural heterogeneity \Yhi)e having identical chemical 
composition and water:oil ratios. In a specific example, both streams are mixed at a 
water-to-oil ratio of 50:1. Emulsion E is produced using the 4ynamic pin mixer rotating 

: . ~· ·, . 

at 1200 rpm at a delivery rate of 6.0 lb/min. into the tub turriing at 2 rpm. Emulsion F is 
produced using the dynamic pin mixer rotating at 400 rp1n at a delivery rate of 6.0 
lb.lmin. into the opposite side of the s~e tub. When ~d and sliced as described 
hereinabove9 this produces a foam wherein the different regions have and densities of . . 

0.20 glee but different regions within the foam having different cell sizes consistent with 
the acquisition/fit and storage portions discussed herein. 
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In another embodiment, the two streams may. ~5ollected in a continuous trough 
having the dimensions of the pioduct described herei~bove wherein the Emulsion E 
composition fills the upper flat portion of the trough .~a Emulsion F composition fills 
the lower shaped portion of the trough. This results, ~~er appropriate curing, washing, 
and dewatering, in a heterogeneous foam in one piece ~~l'essing the properties desired. 

The absorbent structure used in the present inve~iion differs from prior absorbent 
structures in several ways. Prior absorbent stnlctmes · h#ve utilized separate components 
to provide the structure with the desired absorbency•·a11.c.l resiliency. This produced the 
disadvantages that the different components mi~(~terrere with each other. For 
instance, structures that used a resilient component fc:>r fit typically required that an 
absorbent component be placed on top of the resilienf'~mponent because the resilient 
component would not provide adequate acquisition and·~~orbency, particularly in heavy 
flow situations. This, however, would create additional'·bulk that would interfere with 
the body conformity and fit of the resilient component.· ·~e more absorbent material that 
is added to increase capacity, the more negatively' this>would impact body confonnity 
and fit. Thus, it is desirable to have high capacity for••l:.sorbency, but without a lot of 
wteomfortable bulk. 

The components of the absorbent core SO·used .• :i,n the present invention provide 
the sanitary napkin 20 with absorbency and fit whiJe being fully compatible with each . . -~ ·' 

other. The acquisition/fit portion 54 is able to easily talc::ein body exudates such as urine . ; . . 
and menses. In addition, it is compressible, yet rCSii.ic!nt, so that it fits comfortably 
closely against the wearer's body and conforms to the c<>11tours of the wearer's body. The 

~ -~ 

storage portion 56 takes absorbed liquids from the acqpi~ition/tit portion 54 and stores 
those liquids. 

The absorbent structure used in the sanitary Ji8pkin of the present invention 
provides numerous advantages. The absorbent stru¢tul'~fd~scribed herein is comprised of 
a foam material that is especially suitable for handl4i~;<ibsorbing, and storing blood-

. .. ~ 

based liquids such as menses. The entire absorbent ~'#re is absorbent and resilient so . 
that it does not require the presence of a separate resili~~t,'.~omponent that would interfere 
with the overall absorbency of the absorbent structure. ··.'P.1.e absorbent structure is highly 

.. ,-· 

compressible so that it can be compressed to a relatively;,~mall size to fit comfortably in 
the space between the wearer's labia, or it can occu.Pr··Pie relatively large area in the 
wearer's gluteal groove. The fit of the sanitary napkiii_ iJt''~e wearer's gJuteal groove has 

_··:. 

. :_~: :-:· : ; 
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been found to be particularly important in preventing, leakage from the rear of the 

sanitary napkin during night time usage of the sanitary tta,j:>kin when the wearer is lying 

down. Further, because of its material composition, geo111~try, and compressibility. the 
absorbent structure, unlike the majority of prior absorbent ~ctures with raised elements 

thereon, can routinely and comfortably achieve an intetJabial fit on wearers having a 

wide variety of body dimensions. 

B. The Secondary Absorbent Member. 

The second main component of the compound· ~tary napkin embodiment 

shown m FIGS. 1 - 3, is the secondary absorbent member.. 60. The secondary absorbent 

member 60 primarily functions to protect the user's garmellts from soiling by absorbed 

fluids which may be expelled from the primary absorhqit· member 40 or which may 
inadvertently bypass the primary absorbent member 40. 11,tµs, the secondary absorbent 
member 60 generally performs a different function from :4uit of the primary absorbent 

member 40 and is preferably somewhat thinner and -l~ bulky than the primary 
absorbent member 40. 

The secondary absorbent member 60 can be of any !;Uitable plan view shape and 
size. For instance, the plan view shape of the second~. absorbent member 60 ·can 
include but not be limited to generally rectangular, . ~val, hourglass, dog-bone, 
asymmetric and other shapes that are known in the art. iD.' the embodiment shown in 
FIGS. 1-3, the secondary absorbent member 60 is preferably .generally hourglass-shaped. 

The width of the secondary absorbent member 60 is pref'eiably at least l .S times the 
width of the primary absorbent member 40. More preferabl)', the width of the secondary 
absorbent member 60 is at least 2 times the width of said prinmy absorbent member 40. 
Most preferably, the width of the secondary absorbent ~~ 60 is in the range from 
about 3 to about 8 times the width of the primary absorbe[lttnember 40. 

The secondary absorbent member 60 can be of any ~~kness, including relatively 

thick, intermediate (or moderate) thickness, relatively thin, or even very thin or "ultra 

thin". In the embodiment shown, the secondary absorbent ~ber 60 is preferably very 

thin and flexible or "ultra thin". The secondary absorbent.~ember 60 preferably has a 

caliper of less than about 3.0 millimeters, more pref~ly less than about 2.6 

millimeters, even more preferably less than about 2.2 mil~eters, and most preferably 

less than about 2.0 millimeters. Examples of sanitary napkins that could serve as the 

secondary abosrbent member 60 are described in U.S. Pat~~ 4,950,254 and S,009,653 

issued to Osborn. 
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The secondary absorbent member 60, however, -~ay also have significantly less 
absorbent capacity than the primary absorbent member tiO. For example. the secondary 
absorbent member 60 may have a total capacity of of~ about S - 15 grams of 
bodily exudates. Preferably, the ratio of the total cap~ity of the primary absorbent 

..: . ; ~ 

member 40 to the total capacity of the secondary absorbe11t member 60 is between about 
l: I and about l 0: I, and more preferably, is about S: 1. 

The secondary absorbent member 60 pref~Jy comprises at least two 

components. They comprise an absorbent element 62 llil4 .a liquid impervious backsheet 
66 joined to the absorbent element 62. The absorbeilt, :~lement 62 may fonn the body 
contacting surface 60A of the secondary absorbent ~~ber 60. In other preferred 
embodiments, the secondary absorbent member 60 maY, comprise a liquid impervious 
backsheet 66, a liquid pervious topsheet 64 joined to the ·l,>acksheet 66,. and the absorbent 
element 62 may be positioned between the topsheet '64,n and the backsheet 66. In yet 

other embodiments, the secondary absorbent member ~,p may comprise an acquisition 
layer 68 in addition to or in place of the topsheet 64. Th~ components of the secondary 
absorbent member 60 will now be examined in greater-d~l. 

The topsheet 64 can be any liquid pervious ma.t¢al commonly used in sanitary 
napkins, disposable diapers, and the like. The topshe~···~ can be any of the materials 
described above as being useful in the outer cover 52 of ;flie primary absorbent member 
40, including, but not limited to nonwovens and aperture4:.fonned films. 

The acquisition layer 68 of the secondary absm:l>ent member 60 may comprise 
any of the materials described above with regard to tµe acquisition layer 58 of the 
primary absorbent member 40. In preferred embo4iD.>,~ts, the secondary absorbent 
member 60 comprises an acquisition ~ayer 68 disposec:I :~~ the topsheet 64 and the 
absorbent element 62. However, embodiments are cont~~plated wherein the acquisition 
layer 68 replaces the topsheet 64, the absorbent el~nt 62 or both. In such 
configurations, the acquisition layer 68 provides any absQiJ>tion characteristics desired in 
the secondary absorbent member 60. .,. ,;' ·. 

The absorbent element 62 may be man~·;'(rom a wide variety of liquid 
absorbent materials commonly used in disposable ~~:napkins, and other disposable 
absorbent articles. Examples of suitable absorbent ma@~Js include comminuted wood 
pulp, which is generally referred to as airfelt; creJ>e<i:' cellulose wadding, modified 
cross-linked cellulose fibers such as those described in·:v:s~ Patent No. S,217,445 issued 
to Young. et al. on June 8, 1993; capillary channJi·~~ (fibers having intra-fiber 
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capillary channels such as those described in U.S. Patent No. 5~200,248 issued to Thompson, et al. on April 6, 1993); absorbent foams such as those c1escribed in U.S. Patent No. 5,260,345, issued to DesMarais, et al. on November 9, 1993; U.S. Patent No. S,268.244 issued to DesMarais, et al. on December 7, 1993; U.S. Patent No. ,?,331,015 issued to DesMarais et al., on July 19, 1994; and U.S. Patent No. 5,387,207 issued to Dyer et al., on February 7, 1995); thermally bonded a4'Jay materials such as those material described in U.S. Patent Application Serial No. 08/141,156, entitled nCatameniaJ Absorbent Structures Having Thermally Bonded Layers For Improved Handling of Menstrual Fluids and Their Use In Catamenial Pads Having Improved Fit and Comfort" filed in the name of Richards, et al. on October 21, 1993 (P&G Case 5051); polyurethane, absorbent sponges; synthetic staple fibers; polymeric fibers; hydrogel-fonning polymer gelling agents ("absorbent gelling materials"); peat moss; glass fibers or any equivalent materials or combinations of ·materials. In addition, since the absorbent capacity requirements of the secondary absorbent member may be relative]y low, the absorbent element 62 may comprise any of the materials described above as being useful in the acquisition layers 58 and 68. for this, paper tissue (either single or multiple plies) is also suitable for use in the absorbent element 62. 

In one preferred embodiment, the absorbent element 62 is formed of from about l to about S plies of paper tissue. Paper tissue comprising one :or more plies having a basis weight of :from about 24 to about 48 grams per square meter. and an apparent density of from about 0.10 to about 0.12 grams per cubic centimeter as made by the process described in U.S. Pat. No. 3,301,746 issued to Sanford, et al. on Jan. 31, 1967, has been found to be quite satisfactory for use as the absorbent element 62. Paper tissue made by the process described in U.S. Pat. No. 3,994,771 issued to ¥organ, et al. on Nov. 30, 1976, can also be used to good advantage as the absorbent·:~lemeot 62. Wet strength resins and latex binders can be, and preferably are, used to provide additional strength to the paper tissue used in the absorbent element 62. 

The backsheet 66 of the secondary absorbent member 60 is preferably impervious to liquids (e.g., menses and/or urine) and is preferably manufilctured from a thin plastic film, although other flexible liquid impervious materials may also be used. As used herein, the term "flexible" refers to materials which are tQmpJiant and wil1 readily confonn to the general shape and contours of the human body~ In use, the backsheet 66 is interposed between the absorbent element 62 and -~e use11s undergarments. The function of the backsheet 66 is to prevent exudates which may .be expelled from or which 
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inadvertently bypass the absorbent core SO and exudates .absorbed and contained in the 
absorbent element 62 from contacting and soiling the usets undergarments. 

The backsheet 66 may comprise a woven or nonwoven material, polymeric films 
such as thennoplastic films of polyethylene or polypropylene, or composite materials 
such as a film-coated nonwoven material. Preferably, the backsheet is a polyethylene 
film having a thickness of from about 0.012 mm (0.5 mm to about 0.015 mm (2.0 mil). 
Exemplary polyethylene films are manufactured by ClOJ>ay Corporation of Cincinnat~ 
Ohio under the designation PIS-0401 and microftex 1401. The backsheet is preferably 
embossed and/or matte finished to provide a more clothlike appearance. Further, the 
backsheet may permit vapors to escape from the abso~t element 62 (i.e., breathable) 
while still preventing exudates from passing through the b&cksheet. 

The topsheet 64, the backsheet 66, and the . absorbent element 62 may be 
assembled in a variety of configurations known in the mt.(~luding so called "sandwich" 
products and "tube" produc~). Several pre:fezTed sani~ napkin configurations and 
features that the sanitary napkin can be provided with 8re described generally in the 
following patents: U.S. Patent 4,321,924, "Bordered i:}isposable Absorbent Article" 
issued to Ahr on March 30, 1982; U.S. Patent 4,425,130 issued to DesMarias on January 
10, 1984; U.S. Patents 4,950,264 and 5,009,653, both entitled "Thin, Flexible Sanitary 
Napkin" issued to Osborn onAugust21, 1990 and April 23, 1991, respectively; and U.S. 
Patents 5,234,422 and S,308,346 issued to SneJler ,et al. 

The components of the secondary absorbent membf:r 60, as shown in FIGS. 1 -3, 
are preferably assembled in a sandwich construction in which the topsheet 64 and the 
backsheet 66 have dimensions that are generally larg~ than those of the absorbent 
element 62_ The topsheet 64 is joined to the acqtrisitio~'.iayer 68. The topsheet 64 is 
joined to the backsheet 66 in the region of the sanitary ~pkin that lies outboard of the 
absorbent element 62. Preferably, the topsheet 64 isjoined)o these components by a core 
bonding adhesive that is applied in a spiral pattern. ··The absorbent element 62 is 
preferably joined to the backsheet 66. Preferably, the·&bsorbent clement 62 and the 
backsheet 66 are joined using a core integrity adhesive applied in a pluraJity of strips of 
adhesive, each of which comprises spirals of adhesive.'·,~xemplary means for joining 
these components of the secondary absorbent member 60 comprises several Jines of 

. .·; __ .. 

adhesive filaments swirled into a spiral pattern such as illustrated by the apparatus and 
method shown in U.S. Patent 3,911,173 issued to Sprag~ Jr. on October 7, 1975; U.S. 
Patent 4,785,996 issued to Ziecker, et al. on Novembef: 22, 1978; and U.S. Patent 
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4,842,666 issued to Werenicz on June 27, 1989. The c~re integrity adhesive can be 

applied over the entire gannent facing side of the secon~ absorbent, over the whole 
produet width (including the extensions of the backsh~ that wiU lie beyond the edges of 
the absorbent element 62) or any portion thereof. Pref~ly, the core integrity adhesive 
is applied to the entire interface between the gannent facing side of the topsheet 64 and 
the backsheet 68. 

To form the compound sanitary napkin of the present invention, the primary 

absorbent member 40 and the secondary absorbent ~bcr 60 are joined by union 
means generally indicated as 70 in FIGS. l and 2. The precise nature of the union means 
is immaterial so long as the union means seJected serves.~ join the primary absorbent 
member 40 and the secondary absorbent member 60 into ~~ compound sanitary napkin 
20 of the present invention with sufficient tenacity that the primary absorbent member 40 

and the secondary absorbent member 60 are not disconne~ during use. Union means 
such as adhesive attachment with well known hot melt anc:l,pressure sensitive adhesives 
are quite satisfactory. If the nature of the componen~~ selected to construct the 
constit\lellts of the compound sanitary napkin 20 so penj.iit, heat welding. ultrasonic 

weldin~ dynamic mechanical bonds or a combination of any of the above-mentioned 
means can be used. 

In other embodiments, the outer cover s2· of the priJlUUY absorbent member 40 
and the topsheet 64 of the secondary absorbent member 60, may comprise a single web of 

material. In such embodiments, the web may substantially CJJCircle the absorbent core 50 
of the primary absorbent member 40 and extend outwardly therefrom to cover at least a 
portion of the secondary absorbent member 60. In these .•. embodiments, the web may 
serve as a union means that co1U1Ccts the primary absotbent member 40 and the 
secondary absorbent member together. The compound sani~ napkin may also include 
additional union means to connect the primary absorbent· ~ember 40 to the secondary 

absorbent member. Suitable additional union means intltlde but are not limited to 

adhesives, fusion bonds or any other union means as descri~,berein. 

The sanitary napkin 20 shown in FIGS. 1-3 preferably ~o comprises a pair of side 
extensions (or "side wrapping elements"} 24 for folding ~1µ1d the side edges of the 

wearer's panties (or other undergarment). As shown in FIG'.·i~,the main body portion 22 

is narrower in width measured across its central region 36.thanat its end regions 32 and 

34. The side wrapping elements 24 extend from at least the'.~~.fural region 36 of the main 
body portion 22. The side wrapping elements 24 are prefe~bly configured so that the 
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majority of the surface area of the side wrapping elements 24 is located laterally inward 

of the laterally outwardmost portion 42 of the main body portion 22. The sanitary 

napkin 20 can thus be thought of as having "internal flaps" that can fold around a 

wearer's undergarments. 

The side wrapping elements 24 each have a proximal edge 74 and a distal edge 76. 

The side wrapping elements 24 are joined to the main body portion 22 at their proximal 

edges 74. In the embodiment shown in the drawing~ the proximal edges 74 of the side 

wrapping elements 24 are preferably concave (relative to the distal edges 76). The distal 

edges 76 of the side wrapping elements 24 are preferably approximately parallel to the 

longitudinal centerline L. The sanitary napkin 20 may be thought of as having "intemal 

flaps" because the side wrapping elements 24 are longitudinally inboard of the outermost 

edges of the lobes 38 of the main body portion 22 Bild the distal edges 76 of the side 

wrapping elements 24 preferably do not extend appreciably laterally outward beyond the 

outermost edges of the lobes 38 of the main body portion 22 of the sanitary napkin 20 

and any peripheral flange around the same. 

The" side. wrapping elements 24 of the embodiment shown in FIGS. 1-3 are 

preferably integral with the main body portion 22 of the sanitary napkin. In such a case, 

the topsheet 64 of.the secondary absorbent member 60 may fonn a portion of the side 

wrapping elements 24 and the backsheet 66 may also form a portion thereof. For 

example, the topsheet 64 may form the body-facing sur£ace of both the side wrapping 

elements 24 and the main body portion 22, and the backsheet 66 may fonn the gmnent­

facing surface of the same. It is also possible for the absorbent material of the sanitary 

napkin 20 to extend into the side wrapping elements 24, as described in greater detail for 

the side flaps of the sanitary napkin in U.S. Patent 4,917,697. In alternative 

embodiments, the side wrapping elements 24 may.~·comprised of separate pieces of 

material or elements which are attached to the main ~y'portion 22. The side wrapping 

elements 24 ma)' be joined in any of the manner5 :ihatt:ibe side flaps are joined to the 

absorbent article described in U.S. Patent S,389,094i5sued to Lavash, et al. on Februaey 

14, 1995. When ,the side wrapping elements 24 COll'.lP~ separate elements, they can be 

joined to the main body portion 22 by any techniqlie$ lmown to those skilled in the art. 

Such techniques include, but are not limited .to :adhesives, heat and/or pressure, 

ultrasonics, etc. 

The side: wrapping elements 24, whether '~ '.are integral with the main body 

portion or separate elements attached thereto, are ~achassociated with main body portion 
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22 along a junctW'e. The juncture is typically it. longitudinally-oriented (or 

"longitudinal") juncture, such as line of juncture 78. As use4: herein, the tenns "juncture" 

(or "line of juncture") refer to regions where the side wrawi.'1g elements 24 extend from 

or are joined to the main body portion 22. The junctures 7. can be any of various curved 

or straight lines. but they are not limited to lines. Thus. :the junctures can comprise 

regions, flanges, strips, intermittent lines, and the like.' In the sanitary napkin 20 

illustrated in FIG. •~ line of juncture 78 is a generally lon~tudinally oriented region that 
is concave l'elative to the distal edges 76 of the side wraP,P~ elements. When the side 
wrapping elements 24 are integral with the main body portion 22, the lines of juncture 78 

may represent lines of demarcation between the main body portion 22 and the side 

wrapping elements 24, although it is not necessary that there be a precise line of 

demarcation. 

The side wrapping elements 24 are preferably more ~exible (that is, less stiff) than 
those parts of the main body portion that fonn the longi~ side edges 26 of the main 

body portion. The difference in stiftitess along the longj~ side edges 26 of the 
main body portion 22 provides the sanitary napkin 20 with· a curved hinge line about 

which the side wrapping elements 24 may foJd. 

As shown in Figure 1, each side wrapping element 24 is divided into a front half 

80, and a back half 82 by a side wrapping element transverse centerline TI· The side 

wrapping element transverse centerline T 1 may coincide wiUi the principal transverse 
centerline T of the sanitary napkin, but this is not absplutely required. In other 

embodiments where the main body portion 22 is not ~c:trical along its length, the 
side wrapping elements 24 may be located more toward one end of the main body 

portion, and the side wrapping element transverse centerline. Tl may, thus, be offset 
either to the front or to the rear of the principal transverse centerline T. 

The side wrapping elements 24 are provided with wCakened regions 84 that are 

more flexible than the adjacent regions 86 of the side wrapping elements. The weakened 
··.: . 

regions 84 are located so that on each side wrapping elemCJ).~ ~4, at least one weakened 

region, or portion thereof, lies on each side of the side . wr_apping element transverse 

centerline T 1 · The weakened regions 84 are preferably at,.. least partially disposed 

longitudinally away from the flap transverse centerline Ti i~.bqth directions. (Th~ the 
weakened regions 84 may be described as being longitudiiuilly "remote" from the side 

. : ·. '.' 

wrapping element transVerse centerline T t · In the niost p~ferred case (as will be 

subsequently described in greater detail), the weakened regi~rts 84 are located along a 



-wo 98/00085 PCl'/US97/10607 

41 

portion of the fold line where the side wrapping elements 24 are folded around the 
wearer's panty crotch. The fold line will typically be located along or adjacent the 
longitudinal juncture 78 of each side wrapping element 24. Since the tenns "portions", 
"zones", and "regions", as used herein, refer to general areas, the weakened regions 84 
are, thus, not limited to points which lie precisely on the. line of juncture 78. Typically, 
they will include both those points which lie on the lines of juncture 78 as well as the 
surrounding areas of the sanitary napkin 20 which include the aforementioned fold lines). 
The :longitudinal jwictures, thus, may merely serve as approximations for the location of 
the weakened regions 84. 

The weakened regions 84 are preferably also extensible. The weakened regions 84 
may, thus, be thought of as comprising mnes of differential extensibility (or "mnes of 
extensibility"). The term "z.ones of differential extensibility", as used herein, refers to a 
portion of the side wrapping element 24 which is capable of extending a differing 
amoWlt (preferably a greater amount), than adjacent regions 86 of the side wrapping 
element 24. The extensibility of the weakened regions .·s4 relieves the stresses which 
develop in the side wrapping elements 24 when they are folded around the sides of the 
wearer's pan.ty crotch. 

The weakened regions 84 are preferably primarily extensible generally outward in 
the tta.nsverse direction. As used herein, the phrase "generally in the. transverse 
direction" means that the extensibility bas a transverse component. All of the extension, 
however, need not be exactly parallel to the principal transverse centerline, T, of the 
sanitary napkin. For example, in the· embodiment shown in FIG. l, the weakened 
regions 84 are extensible in a direction between the longitudinal and transverse 
djrections. The extensibility of the weakened regions 84, however, is preferably oriented 
more in the transverse direction than ·in the longitudinal direction so that it is still 
generally in the transverse direction. · Although, it is also possible that in other 
embodiments, the extensibility of the weakened regions ~ can be oriented more in the 
longitudinal direction than the transverse direction, or ev,en entirely in the longitudinal 
direction. 

The weakened regions 84 can comprise any stlUCture that is more flexible and 
extensible than the adjacent regions 8~ ofthe side ~pping elements 24. Suitable 
structures for the weakened regions 84 fuc.ude, but are iiot limited to zones of material 
that are mechanically strained, corru~d, "ring rolled" (the term "ring rolled" refers to a 
straining/activation achieved by feedi~~ a· ·:material thi9ugh intermeshing corrugated 
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rolls), folded, formed into a Structural Elastic-Like Film (or "SELFed" structure) as 

described in U.S. Patent 5,518,801 entitled "Web Materials Exhibiting Elastic-Like 

Behavior", issued to Chappell, et al. on May 21, 1996, and in U.S. Patent Application 

Serial No. 081124,180 filed by Mansfield, et al. (PCT Publication No. WO 94/10200), or 
pleated, or joined along a curved juncture. These weakened regions 84 (although shown 

in FIGS. 1-3 as only being part of the side wrapping eleme11µ; 24), can comprise portions 
of the main body portion 22, portions of the side wrap'ping elenients 24, or both. 

Examples of sanitary napkins having flaps and zones of differential extensibility are 

fmther described in U.S. Patent S,354,400 issued to Lavash, et al. on October 11, 1994, 

and U.S. Patent S,389,094 issued to Lavash. et al. on Fe~ 14, 1995. Other, but less 
preferred, examples of structures that can provide the side wrapping elements 24 with a 

degree of flexibility and extensibility are the notches shown in FIO. 5 of U.S. Patent Bl 
4,589,876 issued to Van Tilburg and the stress relief means described in U.S. Patent 
4,917,697 issued to Osborn, et al. 

lbe sanitary napkin 20 shown in FIGS. 1-3 has side wrapping elements 24 that 

have been. provided with weakened regions 84 by ring rolli11g the desired regions of the 
side wrapping elements 24. The weakened regions 84 are ring rolled in accordance with 

methods described in U.S. Patent 4,107,364 issued to Sisson on August 15, 1978, U.S. 
Patent 4,834,741 issued to Sabee on May 30, 1989, U.S. Patent 5,143,679 issued to 

Gerald M. Weber, et al. on September I, 1992, U.S. Patent 5,156,793 issued to Kenneth 

B. Buell, et al. on October 20, 1992, and U.S. Patent 5,167,897 issued to Gerald M. 
Weber, et al. on December 1, l992. The ring rolling {also known as "pre-corrugating") 

fonns conugations in the weakened regions 84. The conugations comprise ridges and 

valleys that are defined by fold lines 88. The fold lines 88 may form any angle desired 
relative to the principal longitudinal centerline L. In the preferred embodiment shown in 

FIGS. 1-3, the fold lines 88 fonn an angle of between about 40° -45° with the principal 

longitudinal centerline L. This will provide the desired direcii;on of extensibility. 

The side wrapping elements 24 are sufficiently fltmble and are sized and 

configured so that they are capable of folding around the side edges of a crotch region of 

a wearer's undergarment. In order to be capable of folding aro\Uld the sides of an 

widergarment, the side wrapping elements 24 must be of a c~n minimum size (that is, 

length and width). Otherwise, the adjacent stiffer portions~of the sanitary napkin 20, 

such as the lobes 38, of the main body portion 22, to which ~e side wrapping elements 
24 are joined, will restrict and prevent the side wrapping el~~nts 24 from folding. The 

side wrapping elements 24 preferably range in size from abo~t 2 cm in width (transverse 
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direction from their proximal edge to their distal edg~) and about 16.5 cm in length 

(longitudinal direction) up to about 4.5 or 5 cm in width and about 23.S cm in length. 

The side wrapping elements 24 in the embodiment shown in FIGS. 1-3 are preferably 
about 2 inches (about S cm) in width from their proximal edge to their distal edg~ and 
about 8 inches (about 20 cm) in length, and measure greater than or equal to about 160 

mm, more preferably greater than or equal to about 170 mm, more preferably greater 
than or equal to about 180 mm. more preferably still greater than or equal to about 190 

mm, and most preferably greater than or equal to about 200 mm along their curvilinear 
proximal edge. 

The enhanced flexibility and extensibility of the weakened regions 84, along with 

the difference in flexibility between the side wrapping elements 24 and longitudinal side 

edges 26 of the main body portion 22, allows the side wrapping elements 24 to fold 
smoothly around the edges of the wearer's panties. If the longitudinal side edges 26 of 
the main body portion 22 are approximately the same size and shape as the side edges of 
the wearers panties, the side wrapping elements 24, in a most preferred embodiment, can 
fold on a curvilinear line virtually exactly along the side edges of the wearer's panties. 

Preferably, the side wrapping elements 24 fold at least along a generally curvilinear line 

that lies at least generally along the side edges of the wearer's panties. The ·side 
wrapping elements 24 can, if desired, bend through an angle of 180 degrees, and be 

attached to the underside of the wearer's panties. The fact that the side wrapping 

elements 24 can fold along a curvilinear line, allows the side wrapping elements to form 
a flat fold along the length of the edges of the wearer's panties. This reduces the 

tendency for the side wrapping elements to bunch longitudinally inward which would 

reduce the area of the wearer's panties the side wrapping elements 24 are able to cover. 
It also reduces the tendency for the ends of the main body portion along the longitudinal 
side edges thereof to become detached ftom the wearer's panties and lift up and fold over 

onto the topsheet. It further substantially reduces, if not eliminates, any tendency for the 

side wrapping elements 24 to become unattached to the underside of the wearer's panties 
(or for the fastener on the side wrapping elements to "pop" off ftom their attachment 
with the underside of the panties). 

The sanitary napkin 20 preferably also bas fasteners that are adapted to secure the 

sanitary napkin 20 to the crotch region of an undergarment. FIGS. 2 and 3 show one 
preferred type of fastener, in the form of an adhesive attachment means, such as central 

pad adhesive 94 and side wrapping element adhesive 96. The fasteners used with the 
sanitary napkin of the present invention are, however, not limited to adhesive attachment 
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means. Any type of fastener used in the art can be used for such purpose. For example, 

the sanitary napkin 20 could be secured to the wearer's undergarment by frictional 

fasteners, mechanical fasteners, or a combination of. any of the foregoing types of 

fasteners. For simplicity, however, the fasteners will ~:described in tenns of adhesive 

attachment means and are preferably pressure sensitive. adhesive fasteners. Suitable 
pressure sensitive adhesive fasteners are described in greater detail in U.S. Patent 
4,917,697. 

The adhesive fasteners 94 ilJld 96 can be arranged in any suitable configuration. 

FIG. 3 shows one possible panty fastener pattern. The panty fastener pattern shown in 
FIG. 3 comprises a pair of longitudinally-oriented central pad fasteners 94 that lie on 
opposite sides of the principal longitudinal centerline L. The longitudinally-oriented 
centnl} pad fasteners 94 shown in FIG. 3 preferably ex~ substantially the entire length 

of the absorbent element 62 of the secondary absorbent member 60. The longitudinally­

oriented central pad fasteners 94 preferably each have an inside edge 94A which is 

generally linear. The inside edges 94A of the longitudinally-oriented fasteners 94 are 
preferably spaced away from each other and from the principal longitudinal centerline L 
of the sanitary napkin 20. This allows a longitudinally-oriented central region of the 
sanitary napkjn 20 (that does not have a fastener thereon) to move apart from the 
wearer's panties and move into close contact with ~e wearer's body. The longitudinally­
oriented central pad fasteners 94 preferably have outside·edges 948 and ends 94C that 

are shaped similarly to the outer edges of the absorbenJ element 62 of the secondary 
absorbent member 60. This provides a central pad fastener 94 that is generally hourglass 
shaped with a longitudinally oriented gap in the center. In addition to the longitudinally 

oriented central pad fasteners 94, the sanitary napkin 20 preferably has a rectangular side 
wrapping element fastener 96 on each side wrapping e~~~ent 24 which lies along the 
transverse centerline T of the sanitary napkin 20. It is to be understood that this is only 

. ·-·!"-

one possible fastener configuration, and that many other con(igurations are possible. 

The adhesive attachment means, such as the central pad adhesive 94 and the side 

wrapping element adhesive fasteners 96, may each be covered by separate removable 

release liners to keep the adhesives from sticking to e~us surfaces prior to use. A 

suitable release liner that can be used for the side wrapping element fasteners 96 is 

described in U.S. Patent Application Serial No. 08/247,9JlJiled May 23, 1994, entitled 
~--· .. 

"Absorbent Article Having Flaps With Unitary Release :~~p" in the name of Osborn, 

which was originally filed June 5, 1990 (PCT Publication:No. WO 91118574, published 

December 12, 1991). 
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FIGS. 4 and S show one way of covering the ~esive fasteners on the gannent 
facing side of the sanitary napkin. As FIG. 4 shows, in this embodiment, the side 
~pping elements 24 are folded over the body-facing si~e 20A of the main body portion 
22 and the adhesive fasteners 96 thereon are covered widJ a unitary release strip 110. As 
shown in FIG. 11, the adhesive fasteners 94 on the gan#~nt-facing side 20B of the main. 
body portion 22 are covered with multiple release pa~ such as release papers 112 and 
114. In the embodiment shown in FIG. 5, these multiple release papers 112 and 114 are 
oriented in an end-to-end relationship in the longitudin~. direction. Each of the release 
papers 112 and I 14 generally resembles the shape ofhalf of an hourglass. The release 
papers 112 and 114 may have a portion adjacent at least one ed$e, such as at an end 
edge, 112A) that is non-adhesive, that overlaps with~- portion adjacent the end edge 
(such as 114A) of the adjacent release paper. In the preferred embodiment shown, the 
non-adhesive end edge is also· folded back (such as al9ng F3 and F4) to provide a 
graspable tab 116 and 118 for the consumer to hold in order to more easily remove the 
release papers 112and114. 

In other embodiments, the end edges of the release papers may abut, rather than 
overlap. In still other embodiments, the end edges may be spaced slightly apart. 
Numerous other embodiments of multiple release paper arrangements are also possible. 
For example, in other embodiments, the multiple relea!ie papers may be arranged in a 
side-by-side arrangement, rather than end to end. The multiple release paper 
embodiments described above are particularly useful when the main body portion 22 of 
the sanitary napkin is extensible, highly flexible, or both. Such multiple release paper 
arrangements provide ease in handling these types of $anitary napkins and allow the · 
wearer to place the same in her panties without portions_ of the adhesive fastener on the 
sanitary napkin fol4in,g over and inadvertently sticking to other portions of the sanitary 
nap.kin. 

In other embodiments, the central pad adhesive 94 is covered by an anangement 
where the release. liner comprises a releasable wrapp'e,r 100 that also serves as an 
individual package for the sanitary napkin. Suitable ;i'.elease liners that serve as an 
individual package for a sanitary napkin are described geft¢rafly in U.S. Patent 4,556,146 
issued to Swanson, et al. (which discloses a tri-fot~"}~anitary napkin and wrapper). 
Other features that such a package can be provided witli are described in U. S. Patent 
5~181,610 issued to Quick, U.S. Patent S,413,568 issued to Roach, et al., U.S. Patent 
5,462,166 issued to Minton, et al., and U.S. Patent S,484,636 issued to Berg, Jr., et al. 
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Figure 6 is a depiction of the sanitary napkin 20 of tile present invention in place in 

an undergarment of the type commonly worn by many women and well known as a 

panty 10. The configuration of the sanitary napkin 20 ill. the panty shown in FIG. 6 is 
presented primarily for purposes of discussion, rath~ than to limit the possible 
configurations the sanitary napkin may take in use. It should be understood that the 

sanitaty napkin 20 described herein may also take otli~ configurations in use. For 

example, the side wrapping elements of the sanitary napkin 20 can, if desired, take in-use 

configurations similar to those of the flaps described in U.S. Patent 4,687,478 and 

5;2.61,992 issued to Van Tilburg or U.S. Patent 5,354,400 issued to Lavash, et al. Of 
course. the in-use configuration will dift'er somewhat since -the span of the side wrapping 
elements 24 will typically be less than such flaps. 

The panty 10 comprises a crotch portion 12, a ftont ~ction 14, and a back section 
16. The crotch portion 12 joins the front and back sections and comprises two 

elasticized side edges 18. As shown in Figure 6, the center of main body portion 22 is 
placed in the crotch portion 12 of the panty 10 with the garment-facing side of the main 

body portion in contact with the inner surface of crotch portion 12 of the panty and one 
end of main body portion 22 extending towards the front section 14 of the panty and the 
other end towards the back section 16. Central pad adhesive 94 maintains main body 
portion 22 in position. The distal portions 76 of side wnt,pping elements 24 are folded 

around the elasticiz.ed side edges 18 of the panty. The flap adhesive portions 96 secure 

the side wrapping elements 24 to the underside of the panty. 

Numerous other alternative eml>Qdimcnts of the absorbent article and wrappers 

described herein are possible. 

FIG. 1 shows an alternative embodiment of the sanitazy napkin which is adapted 
. ·--~· 

for use in Japanese menstrual shorts. The embodiment s~~ in FIG. 9 has a different 
plan view shape than the embodimen:t shown in the prece<l,;ng drawing figures. Most 
noticeably, the sanitary napkin 20 in FIG. 7 only has lobes 3$~in the rear and region 34 of 

the sanitary napkin 20. The longi.tudimd side edges of tJie.: -main body portion 22 are 

generally linear in the front end re~on 32. Jn additio~,, the zones of differential 
extensibility 84, particularly those closest to the rear end ~pn 34, are shifted forward 

relative to their position in the embodiment shown in the. ~eding drawing figures so 
: ' .... ·· 

that these zones of differential extensi~ility 84 are nearly ~~ed about the transverse 
centerline T of the sanitary napkin 20. 
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In the embodiment shown in FIG. 7, the primary absorbent member 40 is slightly 

wider and shorter in height than the llbsorbent member on the embodiment shown in the 
preceding drawing figures. The absorbent core SO of such an embodiment may comprise 
two strips of foam, one of which serves as the acquisition/fit portion, and one of which 
serves as the storage portion. Each of these strips may have the same width (e.g., 
approximately 1.4 inches (about 3.5 cm)), and the strips may each be approximately 2 to 
3 min in height. Additional strips, of course, can be added as either acquisition/fit 
portions or storage portions. The total height of the primary absorbent member 40 may, 
therefore, be in the range of between about 6 and about.8 mm. The various layers of the 
absorbent core SO can all be of the same length, or they can decrease in length from 
bottom to top. For example, in one variation of such an embodiment. the primary 
absorbent member 40 can be only a portion of the 1C11gth of the secondary absorbent 
member 60, and be shifted so that it lies almost entirelyJn the central region 36 and rear 
end region 34. 

In other embodiments, the characteristics of the foam used in the absorbent core 
can be varied. For example, the foams used in the present invention typically have a 
homogeneous structure, i.e., each portion of the absorbent core 50 is relatively uniform 
in terms of cell and hole sizes. However, if desired, these foams can be prepared so as to 
have a heterogeneous structure. For example, the foam,s can have regions of lower and 
higher capillary specific surface area and/or decreasing average cell size &om their top 
(or portion closest to the wearer) to their bottom to provide a capillary gradient. The 
foams can have two ("bi-modal") or more cell sizes. The capillary gradient can be 
continuous or stepped between the different regions of the absorbent core. Such 
gradients can be achieved by varying the process conditions used in making the foam as 
described in the Example provided previously. Alternatively, the different foams could 
be formed side-by-side, and the portion of the foam with,a lower capillarity can be folded 
over a portion of the foam with higher capillarity. NU1Derous other folded and pleated 
embodiments are possible. the portions of the foam elm be folded over each other to 
create a vertically stacked arrangement, an arrangement where the folded or pleated 
layers are side·by-side, or more complicated arrangemeli~ where the folded portions are 
at an angle with the other portions of the foam. 

In another example, the foam can have regions of high and low capillary specific 
surface area, such as along the length versus the width of the foam. This provides the 
ability to control the direction of movement of the absol'lled fluid within the foam and is 
particularly advantageous when the foam has a rectangular configuration. By providing 
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a heterogeneous structure, the absorbed liquids can be induced to move along the length 

of the foam, as opposed to its width, th~y minimizing ,potential leakage along the 

sides of the catamenial product that can · occur more readily if the foam has a 

homogeneous structure. The regions of high and low capillary specific surface area 
described above can be obtained by using multiple mixllig 11~ such as is described in 
U.S. Patent Application Serial No. 081612,643 ·:·<P8'G Case 5985) entitled 

"Heterogeneous Foam Materials", filed on March ·8, 1996 iJl .tJie name of Shiveley. et al~ 

or by "pulsed" conditions during the ~g or pouring of the HJPE, such as changes in 
mixer speed and/or by adjusting the w8tcr to oil phase ratio. 

In other alternative embodiments, the storage ponion 56 may comprise absorbent 
gelling materials. The absorbent gelling materials may ~ provided in numerous 
possible forms. For example, the ~t gelling materia,tS may be provided in the 

form of a layer of particles of absorbent ,gelling material. in the form of a web of material 

containing absorbent gelling material, Ol' in the form of a lam.inate comprising particles 
of absorbent gelling material. 

It may be desirable to provide a compound sanitary' napkin having a primary 

absorbent member with varying degrees of width or caliper throughout its length. For 
example, the primary absorbent member llUlY be relatively ~cker in the central region 

36 as opposed to the end regions 32 and 34. Altema.tive~y; the primary absorbent 
member may be relatively thinner in the central :region 36 :as opposed to the end regions 
32 and 34. In alternative em~ the primary absorbent component 40 could be 
shifted longitudinally forward or backward relative to the tram~ centerline T. 

In other alternative embodiment$, .the sanitary napkin 70 need not be in the fmm 
of a compound sanitary napkin. For .pl,e, a sani11ry ~ipii can be provided in the 

configuration of any of those sanitary ~kins ~~ in allowed U.S. Patent 
Application Serial No. 08/563,879, fil~ November 21, .J9!>5 (PCT International 

Publication No. WO 94116658, entitled "~ly Thin. Fl~ble Saniwy Napkin With 

Central Absorbent Hump", published in the name ofOsbo~~~·al. on August 4, 1994),. 

where the hmnp comprises the foam descn~~ herein. In o.~,aJtemative embodiments, 

the sanitary napkin can be provided in ~ ~Dfi~tion of~ sai;rltary napkin described 

in U.S. Patent Application Serial No. OJIS3l,S33, entitl~ ~'.i\bsorbent Article With 
Clean Appearance and Capacity Signal M~ti ·tiled Scp~ber 21, I 995, in the name of 

Hammons, et al. (P&G Case 5823) with th~J~:described ~in in the center region of 
the sanitary napkin. 
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In other alternative embodiments, rather than haVing the side wrapping elements 

24 described herein. the sanitary naj,kin 20 may have flaps which extend laterally from 

the side edges of the main body portion 22. Patents describing flaps suitable or 

adaptable for use with the secondary absorbent member 60 of the compound sanitary 

napkin 70 of the present invention include U.S. Pat No. 4,687,478 issued to Van Tilburg 

on Aug. 18, 1987; U.S. Pat. No. 4,589,876 issued to Van Tilburg on May 20, 1986; U.S. 

Pat No. 4,608,047 issued to Mattingly on Aug. 26, 1986; and U.S. Patent No. 5,389,094 

issued to Lavash, et al. on February 14, 1995. 

Optionally, the secondary absorbent member may comprise components that 

naturally wrap the sides of a wearer's panties. A ~tary napkin having components that 

naturally wrap the sides of a wearer's panties suitable for use with the secondary 

absorbent member of the compound sanitary napkin 20 of the present invention are 

disclosed in U.S. Patent Application Serial No. 08/096,i21, (P&G Case 4961) entitled 

"Absorbent Article having Panty Covering Components that Naturally Wrap the Sides of 

Panties", filed July 22, 1993, in the names of Lavash, et al and U.S. Patent Application 

Serial No. 081277,733 (P&O Case S3S4) entitled "Absorbent Articles Having 

Undergarment Covering Components with Zones of Extensibility", filed July 20, 1994, 

in the names of Weinberger, ct al. 

The individual components of the priniary absorbent member 40 and the 

secondary absorbent member 60 may be comprised of components that are extensible 

(preferably. capable of stretching) particularly in the longitudinal direction when the 

compound sanitary napkin is worn. Preferably9 the compound sanitary napkin is capable 

of elongating in the longitudinal direction between about 15% and about 40% of its 

unstretched length. This extensibility provide better. in-use fit, comfort, and decreased 
staining when the compound sanitary napkin is a:ffaxed to the wearer's undergarments. 

Sanitary napkins having extensible components are descri.bed in U.S. Patent Application 

Serial Nos. 07/915,133 and 071915,284 both filed July~. 1992, in the name of Osborn, 

et al. (PCT Publication Nos. WO 93/01785 and 93/01786, both published February 4. 

1993). 

In addition, the features of the present invention could be provided on other types 

of absorbent articles, For example, suitable absorbent: articles in the form of pantiliners 

that could be provided with the features of the present ~~vention are disclosed in U.S. 

Patent 4,738,676 entitled "Pantiliner" issued to Os~m. Qn April 19. 1988. Suitable 

absorbent articles, at least some of which are in the f()rm of adult incontinence products 
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that could be provided with the features of the present inv~tion, are described in U.S. 

Patents S,300,054 issued to Feist, et al. on April 5, 1994, ~d 5,304,161 issued to Noel, 

et al. on April 19, 1994. 

The disclosures of all patents, patent applications (~ any patents which issue 

thereon, as well as any corresponding published foreig~ patent applications), and 

publications mentioned throughout this description are hereby incorporated by reference 
herein. It is expressly not admitted, however, that any of the documents incorporated by 

reference herein 1eac:h or disclose the present invention. 

While particular embodiments of the present invention have been illustrated and 

described, it would be obvious to those skilled in the art that various other changes and 

modifications can be made without departing from the spirit and scope of the invention. 
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WHAT IS CLAIMED IS: 

1. An absorbent article for wearing by a human female, said absorbent article 
characterized in that it comprises: 

a primary absorbent component having a base, an apex, said base and apex each 
having a width, wherein the width of said base is greater than the width of said 
apex and the width of said primary absorbent component decreases from said 
base to said apex, and at least a portion of said primary absorbent component has 
a width of less than or equal to 9.5 mm, said primary absorbent component 
comprises a compressible, hydrophilic, flexible, nonionic polymeric foam 
structure of interconnected open cells which is capable of absorbing blood and 
blood-based liquids, wherein at least a portion of said foam structure adjacent 
said apex is resiliently compressible and has a resistance to compression 
deflection of from 5% to 85%, preferably 40% to 85%, more preferably 60% to 
85%, when measmed under a confining pressme of 0.74 psi (5.1 kPa) at 31 
degrees C after 1 S minutes. 

2. An absorbent article of Claim 1 wherein said foam structure has: 

A) a capillary specific surface area in the range of from 0.0080 to 0.49 
m2/cc; 

B) a free absorbent capacity of from 20 to 125 gig; and 

C) inorganic salt content of less than 2% by dry weight of foam. 

3. An absorbent article of Claims l or 2 wherein said foam structure has at least one 
of the following additional properties: a Tg of less than S0°C; a cell size of from 
30 to about 130 µm; a hole size of from S to 30 µm; and the ability to wick 
artificial menstrual fluid vertically to a height of S cm in less than 40 minutes. 

4. An absorbent article according to any of the preceding claims wherein said foam 
structW'e comprises a first foam portion having a capillary specific surface area of 
from 0.012 to 0.020 m2/cc and a second foam portion disposed further from said 
apex than said first foam portion which has a capillary specific surface area of 
from 0.020 to 0.026 m2/cc. 

- --- -·- ---·--- ---------- - .. - - -- -

~-
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5. An absorbent anicle of Claim 4 wherein said firSt foam portion has an average 

cell diameter of between 100 - 130 microns and Sfrid second foam portion has an 
average cell diameter of between 35 - 60 microns. 

6. The absorbent article of Claims 4 or 5 wherein said first foam ponion has a 

resistance to compression deflection of from 40% ttt85% when measured under a 
confining pressure of 0. 74 psi (5. t kP) at 31 degtee$ C after 1 S minutes, and said 

second foam portion bas a resistance to compression deflection of from 5% to · 

500/0 under such conditions. 

1. The absorbent article ofClaims4, 5, or 6 wherein said first foam portion and said 

second foam portion comprise separate components. 

8. A compound sanitary napkin comprising the primary absorbent component 
according to any of the preceding claims and a secondary absorbent component. 

said secondary absorbent component comprising a .. liquid pervious topsheet, a 
liquid impervious backsheet joined to said topsheet, and an absorbent element 

positioned between said topsheet and said backsheet,. said secondary absorbent 

component being joined to said primary absorbent component adjacent to the 

base of said primary absorbent component. 

9. An absorbent article according to any of the preceding claims wherein at least a 

portion of said foam structure is compressible under: such forces that when it is 

placed in the space between the wearer's labia majOra, it will be compressed 

without defonning the wearer's labia, and will be molded by the wearer's labia 

and confonn to the shape thereof. 

10. An absorbent article according to any of the prececli~ :claims wherein at least a 

portion of said primary absorbent component will.fit in the wearer's gluteal 

groove. 


